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0. Introduction
In this paper we summarized and proposed the items needed to for NR_MG_enh2-Core WI.

27. NR_MG_enh2
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	32. NR_MG_enh2
	32-1
	Simultaneous activation/deactivation of two Pre-MGs in a FR
	Capability to support the simultaneous activation/deactivation of two Pre-MGs in the same FR
	19-2,19-3-1 or 19-3-2
	yes
	no
	Network can configure two Pre-MGs in a same FR within ConMGs
	Per UE
	No
	No
	
	
	Optional with capability signalling

	
	32-2-1
	Concurrent NCSGs in a FR
	Capability to support concurrent gaps with NCSG in an FR 
	19-2, 19-1
	yes
	no
	Network can not configure  NCSG and other MGs in FR
	Per UE
	No
	No
	
	
	Optional with capability signalling

	
	32-2-2
	Concurrent NCSGs in a FR
	FFS: Whether to consider an additional capability for NCSG + NCSG in an FR
	19-2, 19-1
	yes
	no
	Network can not configure  >1 NCSGs in a FR
	Per UE
	No
	No
	
	
	Optional with capability signalling

	
	32-3
	needForGap in Rel18
	UE capability to differentiate UE supporting “no gap with interruption” and “no gap without interruption”
	
	yes
	no
	Network can not know the exact gap configuration 
	Per UE
	No
	No
	
	
	Optional with capability signalling

	
	32-4-1
	inter-RAT NR measurements without gap (Case a-1)
	UE capability to support the inter-RAT NR measurements without gap but interruption needed as there is vacant RF chains for UE measurements (Case a-1)
(Note 1)
	
	yes
	no
	Network can not perform the inter-RAT NR measurement wo gap
	Per UE
	No
	No
	
	
	Optional with capability signalling

	
	32-4-2
	inter-RAT LTE measurement requirements 
(Case b-1)
	Support of inter-RAT LTE measurement without MG when UE has vacant RF chain available


	
	yes
	no
	Network can not perform the inter-RAT LTE measurement wo gap when UE has vacant RF chain available
	Per UE
	No
	No
	
	
	Optional with capability signalling

	
	32-4-3
	inter-RAT LTE measurement requirements (Case b-2)
	UE capability to support the inter-RAT LTE measurements without gap but interruption needed when LTE CRS to be measured is contained in UE’s active BWP

	
	yes
	no
	Network can not perform the inter-RAT LTE measurement wo gap when LTE CRS to be measured is contained in UE’s active BWP
	Per UE
	No
	No
	
	
	Optional with capability signalling




Note 1: This feature shall be discussed in LTE spec. 
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