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1. Introduction
In last RAN4#108-bis meeting, it was concluded in TR38.881[1] and LS has been sent to RAN2 for the updates on the lower-MSD capability[2]. To complete the work item, UE feature is proposed in this contribution
2. Discussion
Proposal 1: 
27. NR_ENDC_RF_FR1_enh2
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	 27. NR_ENDC_RF_FR1_enh2
	27-y
	Network query filter
	UE support network query filter such as band(s), MSD types, power class, frequency range, minimum lower-MSD class, top-K largest MSD class and etc for lower-MSD reporting
	27-x [lower-MSD capability]
	Yes
	No
	Network cannot apply query filter.
	per BC
	No
	FR1 only
	N.A
	
	Optional with UE capability



RAN4 also had some discussion for the possible lower-MSD reporting approaches, which can refer to clauses 7.1.1-7.1.3 in [1]. RAN4 had extensive discussion on signalling overhead reduction and agreed left to RAN2 for further consideration during the signalling design. The UE feature list is reserved for the purpose.
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