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	Reason for change:
	Currently “>0” is used instead of “≥0” for the RBstart used for 5MHz channel bandwith and carrier frequency between 782MHz and 784.5MHz. That is typo as there is no justification for putting “>0” instead of “≥0” in TS 38.101-1 (one RB being only 180kHz for 5MHz BW as for n13).

	
	

	Summary of change:
	Replace “>0” by “≥0”.

	
	

	Consequences if not approved:
	Error remains and inconsistency with TS 38.521-1 remains.
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Table 6.2.3.29-1: A-MPR regions for NS_07
	Channel Bandwidth, MHz
	Carrier Frequency, MHz
	Regions
	A-MPR

	
	
	RBstart*12*SCS
MHz
	LCRB*12*SCS
MHz
	

	5 MHz
	782 ≤ Fc ≤ 784.5
	≥>0
	≥ 1.8
	A3

	5 MHz
	779.5 ≤ Fc < 782
	≤ 0.9
	≥ 0
	A1

	
	
	> 0.9, ≤ 1.26
	≥1.26
	A2

	
	
	> 1.26, ≤ 3.42
	≥ 1.8
	A3

	
	
	>3.42
	≤ 0.36
	A4

	10 MHz
	Fc = 782
	≤ 2.34
	≥ 0
	A1

	
	
	>2.34, ≤ 3.24
	≥ 1.44
	A2

	
	
	> 3.24, ≤ 6.48
	≥ 3.24
	A3

	
	
	> 6.48
	≤ 0.36
	A4
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