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	Reason for change:
	For PC3 inter-band CA_n71-n78, the MSD due to UL harmonic interference is missing. Based on the table below, it can be seen that 5th order harmonic of Band n71 Tx falls into the own Rx Band of Band n78.
Impact of UL/DL Harmonic
	
	
	
	
	
	2nd Harmonic
	3rd Harmonic
	4th Harmonic
	5th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	n71
	663
	698
	617
	652
	1326
	1396
	1989
	2094
	2652
	2792
	3315
	3490

	n78
	3300
	3800
	3300
	3800
	6600
	7600
	9900
	11400
	13200
	15200
	16500
	19000




	
	

	Summary of change:
	Add the MSD due to UL harmonic interference for CA_n71-n78 in clause 7.3A.4.
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	Clauses affected:
	7.3A.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS 38.521-1

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<Start of change>
[bookmark: _Toc21344445][bookmark: _Toc29801933][bookmark: _Toc29802357][bookmark: _Toc29802982][bookmark: _Toc36107724][bookmark: _Toc37251498][bookmark: _Toc45888405][bookmark: _Toc45889004][bookmark: _Toc61367722][bookmark: _Toc61373105][bookmark: _Toc68231055][bookmark: _Toc69084468][bookmark: _Toc75467480][bookmark: _Toc76509502][bookmark: _Toc76718492][bookmark: _Toc83580839][bookmark: _Toc84405348][bookmark: _Toc84413957]7.3A.4	Reference sensitivity exceptions due to UL harmonic interference for CA
Sensitivity degradation is allowed for different combinations of UL configurations and DL channel bandwidths if a band in frequency range 1 is impacted by UL harmonic interference from another band which belongs to NR band in frequency range 1 of the same downlink CA configuration. Reference sensitivity exceptions and uplink/downlink configurations due to UL harmonic from a PC3 aggressor NR UL band for either single band uplink or PC3 or PC2 CA are specified in Table 7.3A.4-1. For these exceptions, only the listed test points in Table 7.3A.4-1 are needed to be tested.
Table 7.3A.4-1: Reference sensitivity exceptions and uplink/downlink configurations due to UL harmonic from a PC3 aggressor NR UL band for NR DL CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n1
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n1
	n77
	20
	15
	100 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n1
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n2
	n48
	5
	15
	25 (RBstart=0)
	5
	27.1
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n48
	10
	15
	50 (RBstart=0)
	1007
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n48
	5
	15
	25 (RBstart=0)
	10
	1.9
	NOTE 6
	UL2/DL1
near-miss

	n2
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n77
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n2
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n78
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n3
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n77
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n3
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n78
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n3
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n5
	n778
	5
	15
	16 (RBstart=0)
	10
	10.5
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n778
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n778
	5
	15
	16 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n5
	n778
	5
	15
	25 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n5
	n78
	5
	15
	16 (RBstart=0)
	10
	10.5
	NOTE 4
	UL4/DL1
direct-hit

	n5
	n78
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n8
	n313
	[bookmark: OLE_LINK6]N/A
	N/A
	N/A
	N/A
	N/A
	NOTE 2
	UL2/DL1
direct-hit

	n8
	n7
	5
	15
	8 (RBstart=0)
	5
	10
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n7
	5
	15
	25 (RBstart=0)
	50
	1.1
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n41
	5
	15
	16 (RBstart=0)
	10
	13
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n41
	5
	15
	25 (RBstart=0)
	100
	3.5
	NOTE 3
	UL3/DL1
direct-hit

	n8
	n77
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n8
	n77
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n8
	n78
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n8
	n78
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n8
	n79
	5
	15
	16 (RBstart=0)
	10
	12.0
	NOTE 5
	UL5/DL1
direct-hit

	n8
	n79
	5
	15
	25 (RBstart=0)
	100
	4.4
	NOTE 5
	UL5/DL1
direct-hit

	n12
	n48
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n12
	n48
	5
	15
	25 (RBstart=0)
	40
	4.7
	NOTE 5
	UL5/DL1
direct-hit

	n12
	n66
	5
	15
	8 (RBstart=0)
	5
	10
	NOTE 3
	UL3/DL1
direct-hit

	n12
	n66
	5
	15
	20 (RBstart=0)
	40
	2.4
	NOTE 3
	UL3/DL1
direct-hit

	n12
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n12
	n77
	5
	15
	20 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n13
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n13
	n77
	5
	15
	20 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n14
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n14
	n77
	5
	15
	20 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n18
	n77
	5
	15
	16 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n18
	n77
	5
	15
	25 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n20
	n78
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n20
	n78
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n24
	n7712
	N/A
	N/A
	N/A
	N/A
	N/A
	NOTE 2
	UL2/DL1
direct-hit

	n24
	n7712
	N/A
	N/A
	N/A
	N/A
	N/A
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n48
	5
	15
	25 (RBstart=0)
	10
	1.9
	NOTE 6
	UL2/DL1
near-miss

	n25
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n77
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n25
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n78
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n25
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n28
	n1
	5
	15
	8 (RBstart=0)
	5
	10.2
	NOTE 3
	UL3/DL1
direct-hit

	n28
	n1
	5
	15
	25 (RBstart=0)
	50
	1.1
	NOTE 3
	UL3/DL1
direct-hit

	n28
	n50
	5
	15
	12 (RBstart=0)
	5
	23.0
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n50
	5
	15
	25 (RBstart=0)
	80
	10.8
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n74
	5
	15
	12 (RBstart=0)
	5
	23.1
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n74
	5
	15
	25 (RBstart=0)
	20
	16.8
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n75
	5
	15
	12 (RBstart=0)
	5
	28.1
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n75
	10
	15
	50 (RBstart=0)
	50
	18.7
	NOTE 2
	UL2/DL1
direct-hit

	n28
	n77
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n28
	n77
	5
	15
	25 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n28
	n78
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n28
	n78
	5
	15
	25 (RBstart=0)
	100
	0.7
	NOTE 5
	UL5/DL1
direct-hit

	n66
	n48
	5
	15
	12 (RBstart=0)
	5
	27.1
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n48
	40
	15
	200 (RBstart=0)
	1007
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n48
	5
	15
	12 (RBstart=0)
	5
	1.9
	NOTE 6
	UL2/DL1
near-miss

	n66
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n77
	20
	15
	100 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n66
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n78
	20
	15
	100 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n70
	n78
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n70
	n78
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n70
	n78
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n71
	n2510,11
	5
	15
	8 (RBstart=0)
	5
	10
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n2510,11
	5
	15
	8 (RBstart=0)
	40
	2.1
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n41
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n71
	n41
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	n71
	n70
	5
	15
	8 (RBstart=0)
	5
	9.9
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n70
	5
	15
	20 (RBstart=0)
	25
	4.1
	NOTE 3
	UL3/DL1
direct-hit

	n71
	n78
	5
	15
	10 (RBstart=0)
	10
	10.4
	NOTE 5
	UL5/DL1
direct-hit

	n92
	n78
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n92
	n78
	5
	15
	25 (RBstart=0)
	100
	1.0
	NOTE 4
	UL4/DL1
direct-hit

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd / 3rd / 4th / 5th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 2:  The requirements should be verified for UL NR ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band.


NOTE 3:	The requirements should be verified for UL NR ARFCN of the aggressor (lower) band (superscript LB) such that  in MHz and  with the carrier frequency in the victim (higher) band in MHz and the channel bandwidth configured in the low band.


NOTE 4:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.


NOTE 5:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 6:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 7:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.
NOTE 8:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 9:	Void.
NOTE 10:	These requirements apply when the lower edge frequency of the 10 MHz, 15 MHz, or 20 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1995 MHz.
NOTE 11:	These requirements apply when the lower edge frequency of the uplink channel in Band n71 is located at or below 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1990 MHz.
NOTE 12: In the USA, n77 band is restricted to 3450 – 3550 MHz and 3700 – 3980 MHz. There is no UL harmonic due to n24 UL in downlink for n77 operating in 3450 – 3550 MHz and 3700 – 3980 MHz.
NOTE 13:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity for all active downlink component carriers is only verified when this is not the case (the requirements specified in clause 7.3.2 apply unless otherwise specified).



<End of change>
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