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<<< START OF CHANGES >>>
6.5.3.3.2	Requirement for network signalling value "NS_17"
When "NS_17" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
[bookmark: _Hlk149904277]Table 6.5.3.3.2-1: Additional requirements for "NS_17"
	[bookmark: _Hlk149904507]Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 
	NOTE

	
	3, 5, 10
	
	

	470 ≤ f ≤ 710
	-26.2
	6 MHz
	1

	NOTE 1:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 3, 5 or 10 MHz. For 3 MHz channel, the assigned NR carrier is confined within 715 MHz and 718 MHz.
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When "NS_18" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3. 3-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3-1: Additional requirements for "NS_18"
	[bookmark: _Hlk149904551]Frequency range
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth 
	

	
	3, 5, 10, 15, 20, 25, 30
	
	

	692-698
	-26.2
	6 MHz
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