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	Reason for change:
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4.12	Specification suffix information
Unless stated otherwise, the suffix shown in Table 4.12-1 is used for indicating the clause for mobile IAB-node.
Table 4.12-1: Definition of suffixes
	Clause suffix
	Variant

	A
	Mobile IAB-node



An mIAB-node which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional clause (suffixes A) in clauses 5, 6, 7,8,9,10,11 and 12. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffixes A) in clauses 5, 6, 7,8,9,10,11 and 12, the tighter requirements are applicable unless stated otherwise in the additional clause.- --------------Next change-------------
[bookmark: _Toc66386265][bookmark: _Toc74583106][bookmark: _Toc76541919][bookmark: _Toc82449901][bookmark: _Toc82450549][bookmark: _Toc89948938][bookmark: _Toc98755327][bookmark: _Toc98762917][bookmark: _Toc106183846][bookmark: _Toc130401868][bookmark: _Toc137554419][bookmark: _Toc138853481][bookmark: _Toc138946162][bookmark: _Toc145530891]5.3A	IAB-DU and IAB-MT channel bandwidth for CA
The IAB-DU and IAB-MT channel bandwidth for CA is the same as specified for BS in TS38.104[2], subclause 5.3A.
Note: This applies to both IAB and mIAB channel bandwidth for CA.
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