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<START OF CHANGE>
5.1C	Cell Re-selection
5.1C.1	Introduction
The cell reselection procedure allows the UE to select a more suitable cell and camp on it.
When the UE is in Camped Normally state on a cell, the UE shall attempt to detect, synchronise, and monitor intra-frequency, inter-frequency cells indicated by the serving cell. For intra-frequency and inter-frequency cells the serving cell may provide explicit neighbour list, or only carrier frequency information and bandwidth information. UE measurement activity is also controlled by measurement rules defined in TS38.304 [1], allowing the UE to limit its measurement activity.
The requirements in this clause shall apply for the quasi-earth_fixed cell and the earth_ moving cell.
5.1C.2	Requirements
5.1C.2.1	UE measurement capability
The requirements in clause 4.2C.2.1 shall apply.
5.1C.2.2	Measurement and evaluation of serving cell
The requirements in clause 4.2C.2.2 shall apply.
5.1C.2.3	Measurements of intra-frequency NR cells
The requirements in clause 4.2C.2.3 shall apply. The requirements in clause 4.2C.2.7 apply for UE configured with relaxed measurement criterion.
5.1C.2.4	Measurements of inter-frequency NR cells
The requirements in clause 4.2C.2.4 shall apply. The requirements in clause 4.2C.2.8 apply for UE configured with relaxed measurement criterion.
5.1C.2.5	Maximum interruption in paging reception
The requirements in clause 4.2C.2.5 shall apply.
5.1C.2.6	General requirements
The requirements in clause 4.2C.2.9 shall apply.
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