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The present document specifies requirements for Rel-16 UEs supporting release independent features like:
-	additional NR operating bands and power classes on top of Rel-16 of TS 38.101-1/-2/-3/-4 [2-5] and TS 38.133 [6];
Furthermore, for Rel-17 UEs supporting satellite access operation, the present document specifies requirements supporting release independent features like:
-	additional NR operating bands on top of Rel-17 of TS 38.101-5 [8] and TS 38.133 [6].
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.101-1: "NR; User Equipment (UE) radio transmission and reception; Part 1: Range 1 Standalone".
[3]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone".
[4]	3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios".
[5]	3GPP TS 38.101-4: "NR; User Equipment (UE) radio transmission and reception; Part 4: UE performance requirements".
[6]	3GPP TS 38.133: "NR; Requirements for support of radio resource management".
[7]	3GPP TS 38.306: "NR; User Equipment (UE) radio access capabilities".
[8]	3GPP TS 38.101-5: “NR; User Equipment (UE) radio transmission and reception; Part 5: Satellite access Radio Frequency (RF) and performance requirements”.
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9	Release independent features for NR UE supporting satellite access operation
9.1	Additional NR operating bands for NTN
Requirements for a Rel-17 NR UE supporting satellite access operation, for additional NTN operating bands compared to TS 38.101-5 of Rel-17 [8] are introduced via this clause.
Table 9.1-1: Additional NR operating bands for NTN
	Feature
	Duplex-mode
	Release
independent from
	Requirements to be fulfilled
(see TS 38.307 of the release in which the band was introduced)

	NTN operating bands
	FDD
	Rel-17
	Table F.1-1
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Annex F (normative):
Requirements for UEs supporting satellite access operation
F.1		FR1 UE RF requirements for a release independent NTN band
The requirements and test cases listed in Table F.1-1 are specified in Rel-17 version of TS 38.101-5 [8].
Table F.1-1: FR1 UE RF requirements for a release independent NTN band
	Clause
	Description

	5.2
	Operating bands

	5.3
	UE Channel bandwidth

	5.4
	Channel arrangement

	6.2
	Transmitter power

	6.3
	Output power dynamics 

	6.4
	Transmit signal quality

	6.5
	Output RF spectrum emissions

	7.3
	Reference sensitivity

	7.4
	Maximum input level

	7.5
	Adjacent Channel Selectivity

	7.6
	Blocking characteristics

	7.7 
	Spurious response

	7.8 
	Intermodulation characteristics

	7.9
	Spurious emissions


F.2		RRM requirements for NTN 
The requirements and test cases listed in Table F.2-1 are specified in Rel-17 version of TS 38.133 [6].
Table F.2-1: RRM requirements for NTN
------------------------------ End of modified section -------------------------
