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	Correction of EMC requirements applicability in a way that the IAB node is covered as a single entity (including MT and DU) not only for Emissions in section 7.1, but also for Immunity requirements in 7.2.
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7.0 		General 
Throughout this specification, whenever the IAB requirement is referred, its applicability shall be considered as applicable to the IAB node as a whole (i.e. IAB-MT and IAB-DU), irrespective of its implementation. Performance assessment of an IAB node with multiple enclosures may be done separately for each of them, according to the manufacturer's choice.
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Throughout this specification, whenever the IAB requirement is referred, its applicability shall be considered as applicable to the IAB node as a whole (MT and DU), irrespective of its implementation. Performance assessment of an IAB node with multiple enclosures may be done separately for each of them, according to the manufacturer's choice.
Table 7.1-1: Emission requirements applicability
	Phenomenon
	Application
	Equipment test requirement
	Reference
clause in the
	Reference
standard

	
	
	IAB equipment
	Ancillary equipment
	present document
	

	Radiated emission
	IAB enclosure
(Note 1)
	applicable for IAB type 1-H
(Note 2)
	not applicable
	8.2.1
	ITU-R SM.329 [20]

	Radiated emission
	Enclosure of ancillary equipment
	not applicable
	applicable
	8.2.2
	CISPR 32 [6]

	Conducted emission
	DC power input/output port
	applicable
	applicable
	8.3
	CISPR 32 [6]

	Conducted emission
	AC mains input/output port
	applicable
	applicable
	8.4
	CISPR 32 [6]

	Conducted emission
	Telecommunication port
	applicable

	applicable
	8.5
	CISPR 32 [6]

	Harmonic current emissions
	AC mains input port
	applicable
	applicable
	8.6
	IEC 61000-3-2 [8] or
 IEC 61000-3-12 [9]

	Voltage fluctuations and flicker
	AC mains input port
	applicable
	applicable
	8.7
	IEC 61000-3-3 [10] or
 IEC 61000-3-11 [11]

	NOTE 1:	Radiated emission measurement of an IAB node with multiple enclosures may be done separately for each of them, according to the manufacturer's choice.
NOTE 2:	Radiated emission requirements for IAB type 1-O and IAB type 2-O are described in clause 8.2.1. 
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