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1	Introduction
In current RAN4 specs, the inter-band CA configuration tables have different spec structure in the specifications. For example, in TS 38.101-1 the inter-band CA configurations within FR1 are organized by the band number in the combinations, while in TS 38.101-3 the inter-band CA configurations between FR1 and FR2 are organized in one clause without further categorizing into more sub-clauses. This will lead the side effect that section 5.5A.1 in TS 38.101-3 have as many as 400 pages in one section which makes people too difficult to retrieve a certain CA configuration.
[image: ]    [image: ]
Furthermore, if we look at inter-band CA configuration within FR1, we see that in 5.5A.3.1 the two-band inter-band configuration table has further split the table into many sub-tables, such as Table 5.5A.3.1-1a ~ 5.5A.3.1-1n. But for other configuration tables in 5.5A.3.2 ~ 5.5A.3.5, it has only one big configuration table for each band number category respectively.
For inter-band CA configurations in 38.101-1 v18.3.0,
· 5.5A.3.1  two-band CA   ------  51 pages
· 5.5A.3.2  three-band CA ------  99 pages
· 5.5A.3.3  four-band CA  ------  65 pages
· 5.5A.3.4  five-band CA  ------  65 pages
It can be seen that, even like sub-tables used in two-band CA configuration, it is still difficult to retrieve the sub-tables in the sub-clause.
Observation 1:	 For inter-band CA configuration tables, the spec structure differs in different specifications. 
· In 38.101-1, the configurations for FR1 are categorized into different sub-clauses according to the number of constituent bands in the configuration, while in 38.101-3 all CA configurations between FR1 and FR2 are collected in one clause.
· In 38.101-1, some sub-clause further split the tables into different sub-tables, while in other sub-clauses all the configurations having the same number of constituent bands are in one big table.
In this paper, we would like to discuss how to unify the structure for inter-band CA configuration table in different specs. The efficiency to retrieve the combination should be considered.


2	Discussions on spec structure for inter-band CA configuration tables
Based on the above discussion, we see that considering the huge number of configurations introduced into the spec, it’s better to organize the configurations by the constituent band number. Each constituent band number categorizes into one sub-clause. If the number of configurations in a sub-clause is still huge, the sub-table method as in TS 38.101-1 5.5A.3.1 is recommended. To make it easier to retrieve a certain configuration, if the number of sub-tables is large, a tag for the group of sub-tables is recommended to set. 
For example, for 5.5A.1 inter-band CA between FR1 and FR2 in 38.101-3, we can set sub-clauses based on the number of constituent band.
[image: ]
For example, for 5.5A.3.1 two-band inter-band CA configuration within FR1, one “group-tag” is suggested to be set for easier retrieval.
[image: ]
Proposal 1:	 For the clause of inter-band CA configuration tables, it is suggested to set several sub-clauses, each of which has the same number of constituent bands. If a sub-clause has large number of configurations, the configuration table can be further split into several sub-tables, a “group-tag” could be set for easier retrieval. 
Example for inter-band CA spec structure.



3	Conclusion
In this paper, we discuss the issue of spec structure for inter-band CA configuration tables. It is realized that in current RAN4 specs, the inter-band CA configuration tables have different spec structure in the specifications. It is low efficiency to retrieve a certain CA configuration in the configuration table. Based on the discussion, we have the following observation and proposal.
Observation 1:	 For inter-band CA configuration tables, the spec structure differs in different specifications. 
· In 38.101-1, the configurations for FR1 are categorized into different sub-clauses according to the number of constituent bands in the configuration, while in 38.101-3 all CA configurations between FR1 and FR2 are collected in one clause.
· In 38.101-1, some sub-clause further split the tables into different sub-tables, while in other sub-clauses all the configurations having the same number of constituent bands are in one big table.

Proposal 1:	 For the clause of inter-band CA configuration tables, it is suggested to set several sub-clauses, each of which has the same number of constituent bands. If a sub-clause has large number of configurations, the configuration table can be further split into several sub-tables, a “group-tag” could be set for easier retrieval. 
[image: ]
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Example for inter-band CA spec structure.
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		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n1A-n3A

		CA_n1A-n3A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 35, 40

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n3B

		-

		n1

		5, 10, 15, 20

		0



		

		

		n3

		CA_n3B_BCS0

		



		CA_n1B-n3A

		CA_n1A-n3A

		n1

		CA_n1B_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n1

		CA_n1B_BCS0

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n3(2A)

		CA_n1A-n3A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		CA_n3(2A)_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		CA_n3(2A)_BCS0

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		CA_n3(2A)_BCS1

		



		CA_n1(2A)-n3A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n3(2A)

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		CA_n1(2A)-n3B

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		CA_n1A-n5A

		CA_n1A-n5A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n1(2A)-n5A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n1A-n7A

		CA_n1A-n7A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n7B

		CA_n1A-n7A

CA_n7B



		n1

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		CA_n1(2A)-n7A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n8A

		CA_n1A-n8A

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n8

		5, 10, 15, 20

		



		CA_n1(2A)-n8A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n8

		5, 10, 15, 20

		



		CA_n1A-n18A

		CA_n1A-n18A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n18

		5, 10, 15

		



		CA_n1A-n20A

		CA_n1A-n20A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n20

		5, 10, 15, 20

		



		CA_n1A-n26A

		CA_n1A-n26A

		n1

		5, 10, 15, 20

		0



		

		

		n26

		5, 10, 15, 20

		



		CA_n1A-n26(2A)

		CA_n1A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n28A

		CA_n1A-n28A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n1(2A)-n28A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n1A-n38A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n38A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n40A

		CA_n1A-n40A

		n1

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n40B

		-

		n1

		5, 10, 15, 20

		0



		

		

		n40

		CA_n40B_BCS0

		



		CA_n1A-n41A

		n418

CA_n1A-n41A8

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n46A

		CA_n1A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		10, 20, 40, 60, 80

		



		CA_n1A-n46C

		CA_n1A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46C_BCS0

		



		CA_n1A-n46D

		CA_n1A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46D_BCS0

		



		CA_n1A-n46(2A)

		CA_n1A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46(2A)_BCS0

		



		CA_n1A-n67A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		CA_n1A-n74A

		CA_n1A-n74A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n1A-n75A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n77A

		n778,9

CA_n1A-n77A8

		n1

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n77(2A)

		n778,9

CA_n1A-n77A8

CA_n77(2A)8

		n1

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		n778

CA_n1A-n77A8

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n1A-n77(3A)

		CA_n1A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n1A-n78A

		n18

n788

CA_n1A-n78A8

		n1

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40

		2



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		3



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n78(2A)

		CA_n1A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		CA_n78(2A)

CA_n1A-n78A

		n1

		5, 10, 15, 20

		2



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n1A-n78C

		CA_n78C

CA_n1A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40

		2



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		3



		

		

		n78

		CA_n78C_BCS1

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n1(2A)-n78A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		[bookmark: OLE_LINK9]CA_n1A-n79A

		n798,9

CA_n1A-n79A8

		n1

		5, 10, 15, 20

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n79C

		CA_n1A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		[bookmark: OLE_LINK10]CA_n1(2A)-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n79

		40, 60, 80, 100

		



		

		

		n1

		CA_n1(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		[bookmark: OLE_LINK11]CA_n1(2A)-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n1

		CA_n1(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n1A-n102A

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n1A-n102(2A)

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n1A-n102B

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n1A-n102C

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n1A-n102D

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n1A-n102E

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n1A-n105A

		CA_n1A-n105A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.1-1b: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n2A-n5A

		CA_n2A-n5A

		n2

		5, 10, 15, 20

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n2A-n5B

		CA_n2A-n5A

CA_n5B

		n2

		5, 10, 15, 20

		0



		

		

		n5

		CA_n5B_BCS0

		



		CA_n2(2A)-n5A

		CA_n2A-n5A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n2A-n7A

		CA_n2A-n7A

		n2

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n2A-n7(2A)

		CA_n2A-n7A

		n2

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7(2A)_BCS0

		



		CA_n2A-n12A

		CA_n2A-n12A

		n2

		5, 10, 15, 20

		0



		

		

		n12

		5, 10, 15

		



		CA_n2(2A)-n12A

		CA_n2A-n12A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n12

		5, 10, 15

		



		CA_n2A-n14A

		CA_n2A-n14A

		n2

		5, 10, 15, 20

		0



		

		

		n14

		5, 10

		



		CA_n2(2A)-n14A

		CA_n2A-n14A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n14

		5, 10

		



		CA_n2A-n29A

		-

		n2

		5, 10, 15, 20

		0



		

		

		n29

		5, 10

		



		CA_n2(2A)-n29A

		-

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n29

		5, 10

		



		CA_n2A-n30A

		CA_n2A-n30A

		n2

		5, 10, 15, 20

		0



		

		

		n30

		5, 10

		



		CA_n2(2A)-n30A

		CA_n2A-n30A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n30

		5, 10

		



		CA_n2A-n38A

		-

		n2

		5, 10, 15, 20

		0



		

		

		n38

		5, 10, 15, 20, 40

		



		[bookmark: OLE_LINK13]CA_n2A-n41A

		CA_n2A-n41A

		n2

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n2(2A)-n41A

		CA_n2A-n41A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n2A-n48A

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701, 801, 901, 1001

		



		CA_n2A-n48B

		CA_n48B

CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48B_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48B_BCS2

		



		CA_n2A-n48C

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n2A-n48(2A)

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48(2A)_BCS1

		



		CA_n2A-n48(A-B)

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(A-B)_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48(A-B)_BCS1

		



		CA_n2A-n48(A-C)

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(A-C)_BCS0

		



		CA_n2A-n66A

		-

		n2

		5, 10, 15, 20

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		CA_n2A-n66A

		n2

		5, 10, 15, 20

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n2(2A)-n66A

		CA_n2A-n66A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n2A-n66(2A)

		CA_n2A-n66A

		n2

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n2(2A)-n66(2A)

		CA_n2A-n66A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n2(2A)-n66(3A)

		CA_n2A-n66A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n2A-n66(3A)

		CA_n2A-n66A

		n2

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n2A-n66B

		CA_n2A-n66A

		n2

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66B_BCS0

		



		CA_n2A-n71A

		CA_n2A-n71A

		n2

		5, 10, 15, 20

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n2(2A)-n71A

		CA_n2A-n71A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		-

		n2

		See n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		See n71 channel bandwidths in Table 5.3.5-1

		



		CA_n2A-n77A

		n778,9

CA_n2A-n77A8

		n2

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n2

		n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n2A-n77(2A)

		n778,9 

CA_n2A-n77A8

CA_n77(2A)7

		n2

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n2A-n77B

		-

		n2

		n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n2A-n77C

		n778, 9

CA_n77C

CA_n2A-n77A8

		n2

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n2

		n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n2(2A)-n77A

		n778, 9

CA_n2A-n77A8

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n2

		CA_n2(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n2(2A)-n77B

		-

		n2

		CA_n2(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n2(2A)-n77(2A)

		n778

CA_n2A-n77A8

CA_n77(2A)7

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n2A-n77(3A) 

		CA_n2A-n77A

		n2

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n2(2A)-n77C

		n778, 9

CA_n2A-n77A8

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n2A-n78A

		n78

CA_n2A-n78A

		n2

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n2

		See n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n2A-n78(2A)

		CA_n2A-n78A

		n2

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n2

		See n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		







Table 5.5A.3.1-1c: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n3A-n5A

		CA_n3A-n5A

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n3(2A)-n5A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n3A-n7A

		CA_n3A-n7A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n3A-n7B

		CA_n3A-n7A

CA_n7B

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n7

		CA_n7B_BCS0

		



		CA_n3(2A)-n7A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n3

		CA_n3(2A)_BCS1

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n3B-n7A

		-

		n3

		CA_n3B_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n3B-n7B

		CA_n3A-n7A

CA_n7B

		n3

		CA_n3B_BCS0

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n8A

		CA_n3A-n8A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n8

		5, 10, 15, 20

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		



		CA_n3(2A)-n8A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n8

		5, 10, 15, 20

		



		CA_n3A-n18A

		CA_n3A-n18A

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n18

		5, 10, 15

		



		CA_n3A-n20A

		CA_n3A-n20A

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n20

		5, 10, 15, 20

		



		CA_n3A-n26A

		CA_n3A-n26A

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n26

		5, 10, 15, 20

		



		CA_n3A-n26(2A)

		CA_n3A-n26A

		n3

		5, 10, 15, 20, 25, 30, 35, 40, 45, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n3B-n26A

		CA_n3A-n26A

		n3

		CA_n3B_BCS0

		0



		

		

		n26

		5, 10, 15, 20, 25, 30

		



		CA_n3B-n26(2A)

		CA_n3A-n26A

		[bookmark: OLE_LINK1]n3

		CA_n3B_BCS0

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n3A-n28A

		CA_n3A-n28A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n28

		5, 10, 15, 20

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		2



		

		

		n28

		5, 10, 15, 20, 30

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 35, 40

		3



		

		

		n28

		5, 10, 15, 20, 25, 30

		



		CA_n3B-n28A

		CA_n3B

CA_n3A-n28A

		n3

		CA_n3B_BCS0

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n3(2A)-n28A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n3A-n34A

		CA_n3A-n34A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n34

		5, 10, 15

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n38A

		CA_n3A-n38A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n38

		5, 10, 15, 20, 40

		



		CA_n3B-n38A

		-

		n3

		CA_n3B_BCS0

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n3(2A)-n38A

		-

		n3

		CA_n3(2A)_BCS1

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n3A-n40A

		CA_n3A-n40A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 35,40

		2



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n41A

		n418,9

CA_n3A-n41A8

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30

		1



		

		

		n41

		10, 15, 20, 40, 50, 60

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		2



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		3



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n41B

		CA_n3A-n41A

		n3

		5, 10, 15, 20

		0



		

		

		n41

		CA_n41B_BCS0

		



		CA_n3A-n41C

		CA_n41C

CA_n3A-n41A

CA_n3A-n41C

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n41

		CA_n41C_BCS0

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n3A-n41(2A)

		CA_n3A-n41A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n41

		CA_n41(2A)_BCS0

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		



		CA_n3A-n67A

		-

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		CA_n3A-n74A

		CA_n3A-n74A

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n3A-n75A

		-

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n77A

		n778,9

CA_n3A-n77A8

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 35,40

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n77(2A)

		n778,9

CA_n77(2A)8

CA_n3A-n77A8

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 35,40

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n3A-n77(3A)

		n778,9

CA_n77(2A)8

CA_n3A-n77A8

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		CA_n3A-n78A

		n38

n788

CA_n3A-n78A8

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40,

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n78C

		CA_n78C

CA_n3A-n78A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		CA_n3A-n78A

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		2



		

		

		n78

		CA_n78C_BCS1

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n3A-n78(2A)

		CA_n3A-n78A

CA_n78(2A)

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n3(2A)-n78A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		CA_n3(2A)_BCS1

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n3B-n78A

		CA_n3B

CA_n3A-n78A

		n3

		CA_n3B_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		CA_n3B_BCS4 and 5

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n3B-n78(2A)

		CA_n3A-n78A

CA_n3B

		n3

		CA_n3B_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n3

		CA_n3B_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n3A-n79A

		CA_n3A-n79A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n3(2A)-n79A

		CA_n3A-n79A

		n3

		CA_n3(2A)_BCS1

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n3

		CA_n3(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n79C

		CA_n79C

CA_n3A-n79A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n3(2A)-n79C

		CA_n3A-n79A

		n3

		CA_n3(2A)_BCS1

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n3

		CA_n3(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n3B-n79A

		-

		n3

		CA_n3B_BCS0

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n3

		CA_n3B_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n3B-n79C

		-

		n3

		CA_n3B_BCS0

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n3

		CA_n3B_BCS4 and 5

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n3A-n102A

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n3A-n102(2A)

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n3A-n102B

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n3A-n102C

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n3A-n102D

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n3A-n102E

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n3A-n105A

		CA_n3A-n105A

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.1-1d: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n5A-n7A

		CA_n5A-n7A

		n5

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n5A-n7B

		CA_n5A-n7A

CA_n7B

		n5

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		CA_n5A-n12A

		CA_n5A-n12A

		n5

		5, 10, 15, 20

		0



		

		

		n12

		5, 10, 15

		



		CA_n5A-n14A

		CA_n5A-n14A

		n5

		5, 10, 15, 20

		0



		

		

		n14

		5, 10

		



		CA_n5A-n25A

		CA_n5A-n25A

		n5

		5, 10, 15, 20

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n5A-n25(2A)

		CA_n5A-n25A

		n5

		5, 10, 15, 20

		0



		

		

		n25

		CA_n25(2A)_BCS0

		



		CA_n5A-n28A

		-

		n5

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n5A-n29A

		-

		n5

		5, 10, 15, 20

		0



		

		

		n29

		5, 10

		



		CA_n5A-n30A

		CA_n5A-n30A

		n5

		5, 10, 15, 20

		0



		

		

		n30

		5, 10

		



		CA_n5A-n40A

		CA_n5A-n40A

		n5

		5, 10, 15, 20, 251

		0



		

		

		n40

		55, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80,90,100

		



		CA_n5A-n41A

		CA_n5A-n41A

		n5

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n5A-n48A

		CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n5A-n48(2A)

		CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48(2A)_BCS1

		



		CA_n5A-n48B

		CA_n48B

CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48B_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48B_BCS2

		



		CA_n5A-n48C

		CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n5A-n48(A-B)

		CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(A-B)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48(A-B)_BCS1

		



		CA_n5A-n66A

		CA_n5A-n66A

		n5

		5, 10, 15, 20

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n5B-n66A

		CA_n5A-n66A

CA_n5B

		n5

		CA_n5B_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n5A-n66(2A)

		CA_n5A-n66A

		n5

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n5A-n66(3A)

		CA_n5A-n66A

		n5

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n5B-n66(2A)

		CA_n5A-n66A

CA_n5B

		n5

		CA_n5B_BCS0

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n5A-n71A

		-

		n5

		5, 10, 15, 20

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n5

		n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n5A-n77A

		n778,9

CA_n5A-n77A8

		n5

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n5

		n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n5A-n77B

		n778,9

		n5

		n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n5A-n77(2A)

		n778,9

CA_n5A-n77A8

CA_n77(2A)

		n5

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n5

		n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n5A-n77(3A)

		n778,9

CA_n77(2A)

CA_n5A-n77A8

		n5

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n5(2A)-n77A

		n778,9

CA_n5A-n77A8

		n5

		CA_n5(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n5A-n77C

		778,9

CA_n5A-n77A8

CA_n77C

		n5

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n5(2A)-n77C

		n778,9

CA_n5A-n77A8

		n5

		CA_n5(2A)_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n5

		CA_n5(2A)_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n5B-n77A

		n778,9

CA_n5A-n77A8

CA_n5B

		n5

		CA_n5B_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n5B-n77C

		n778,9

CA_n5A-n77A8

CA_n5B

CA_n77C

		n5

		CA_n5B_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n5

		CA_n5B_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n5A-n78A

		n788,9

CA_n5A-n78A8

		n5

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n5A-n78(2A)

		n788,9

CA_n5A-n78A8

CA_n78(2A)

		n5

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n5A-n78C

		CA_n5A-n78A

		n5

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n78

		CA_n78C_BCS1

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n5A-n79A

		CA_n5A-n79A

		n5

		5, 10, 15, 20

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n5A-n79C

		CA_n5A-n79A

		n5

		5, 10, 15, 20

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		









Table 5.5A.3.1-1e: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n7A-n8A

		CA_n7A-n8A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n8

		5, 10, 15, 20

		



		CA_n7A-n12A

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n12

		5, 10, 15

		



		CA_n7A-n25A

		CA_n7A-n25A

		n7

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n7A-n25(2A)

		CA_n7A-n25A

		n7

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n25

		CA_n25(2A)_BCS0

		



		CA_n7(2A)-n25A

		CA_n7A-n25A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n7(2A)-n25(2A)

		CA_n7A-n25A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n25

		CA_n25(2A)_BCS0

		



		CA_n7A-n26A

		CA_n7A-n26A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n26

		5, 10, 15, 20

		



		CA_n7A-n26(2A)

		CA_n7A-n26A

		n7

		5, 10, 15, 20, 25, 30, 35, 40, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n7B-n26A

		CA_n7A-n26A

CA_n7B

		n7

		CA_n7B_BCS0

		0



		

		

		n26

		5, 10, 15, 20

		



		CA_n7B-n26(2A)

		CA_n7A-n26A

		n7

		CA_n7B_BCS0

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n7A-n28A

		CA_n7A-n28A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n7B-n28A

		CA_n7A-n28A

CA_n7B

		n7

		CA_n7B_BCS0

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n7A-n40A

		CA_n7A-n40A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n7A-n46A

		CA_n7A-n46A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		20, 40, 60, 80

		



		CA_n7A-n46C

		CA_n7A-n46A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46C_BCS0

		



		CA_n7A-n46D

		CA_n7A-n46A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46D_BCS0

		



		CA_n7A-n46(2A)

		CA_n7A-n46A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46(2A)_BCS0

		



		CA_n7A-n66A

		CA_n7A-n66A

		n7

		5, 10, 15, 20

		0



		

		

		n66

		10, 15, 20, 40

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n7A-n66(2A)

		CA_n7A-n66A

		n7

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n7(2A)-n66A

		CA_n7A-n66A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n7(2A)-n66(2A)

		CA_n7A-n66A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n7A-n67A

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		CA_n7A-n71A

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n7A-n75A

		-

		n7

		10, 15, 20

		0



		

		

		n75

		5, 10, 15, 20

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		



		CA_n7A-n77A

		n788,9

CA_n7A-n77A8

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n7(2A)-n77A

		n788,9

CA_n7A-n77A8

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n7A-n77(2A)

		n788,9

CA_n7A-n77A8

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n7(2A)-n77(2A)

		n788,9

CA_n7A-n77A8

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n7A-n77(3A)

		n788,9

CA_n77(2A)

CA_n7A-n77A8

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n7(2A)-n77(3A)

		n788,9

CA_n77(2A)

CA_n7A-n77A8

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n7A-n78A

		n788,9

CA_n7A-n78A8

		n7

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n7A-n78C

		CA_n7A-n78A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n7B-n78A

		n788

CA_n7A-n78A8

CA_n7B

		n7

		CA_n7B_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n7

		CA_n7B_BCS4 and 5

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n7B-n78(2A)

		CA_n7A-n78A

CA_n7B

		n7

		CA_n7B_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n7

		CA_n7B_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n7A-n78(2A)

		n788,9

CA_n7A-n78A8

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)



		n78

		CA_n78(2A)_BCS0

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n7

		See n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n7(2A)-n78A

		CA_n7A-n78A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n7

		CA_n7(2A)_BCS0

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n7

		CA_n7(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n7(2A)-n78(2A)

		CA_n7A-n78A

CA_n78(2A)

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n7

		CA_n7(2A)_BCS0

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n7

		CA_n7(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n7A-n79A

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		n79 channel bandwidths in Table 5.3.5-1

		



		CA_n7A-n79C

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n7A-n102A

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n7A-n102(2A)

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n7A-n102B

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n7A-n102C

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n7A-n102D

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n7A-n102E

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n7A-n105A

		CA_n7A-n105A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		



		CA_n8A-n20A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n20

		5, 10, 15, 20

		



		CA_n8A-n28A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n8A-n34A

		CA_n8A-n34A

		n8

		5, 10, 15, 20

		0



		

		

		n34

		5, 10, 15

		



		CA_n8A-n38A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n8A-n39A

		CA_n8A-n39A

		n8

		5, 10, 15, 20

		0



		

		

		n39

		5, 10, 15, 20, 25, 30, 40

		



		CA_n8A-n40A

		CA_n8A-n40A

		n8

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		



		CA_n8A-n41A

		CA_n8A-n41A

		n8

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n8

		5, 10, 15, 20

		1



		

		

		n41

		10, 15, 20, 40, 50, 60

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n8A-n41C

		CA_n8A-n41A

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n8A-n75A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n75

		5, 10, 15, 20

		



		

		

		n8

		5, 10,15, 20

		1



		

		

		n75

		5, 10,15, 20, 25, 30, 40, 50

		



		CA_n8A-n77A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n8A-n77(2A)

		-

		n8

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n8A-n78A

		n788

CA_n8A-n78A8

		n8

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n8

		5, 10, 15, 20

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n8A-n78C

		CA_n8A-n78A

		n8

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n8A-n78(2A)

		CA_n8A-n78A

		n8

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n8A-n79A

		n778,9

CA_n8A-n79A8

		n8

		5, 10, 15, 20

		0



		

		

		n79

		10, 20, 40, 50, 60, 80, 100

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n8A-n79C

		CA_n8A-n79A

CA_n79C

		n8

		5, 10, 15, 20

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS0

		







Table 5.5A.3.1-1f ~ Table 5.5A.3.1-1j

Table 5.5A.3.1-1f: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n12A-n25A

		CA_n12A-n25A

		n12

		5, 10, 15

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n12A-n30A

		CA_n12A-n30A

		n12

		5, 10, 15

		0



		

		

		n30

		5, 10

		



		CA_n12A-n41A

		-

		n12

		5, 10, 15

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n12A-n48A

		-

		n12

		5, 10, 15

		0



		

		

		n48

		10, 15, 20, 30, 40

		



		CA_n12A-n66A

		CA_n12A-n66A

		n12

		5, 10, 15

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		CA_n12A-n66(2A)

		CA_n12A-n66A

		n12

		5, 10, 15

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n12A-n66(3A)

		CA_n12A-n66A

		n12

		5, 10, 15

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n12A-n71A

		-

		n12

		5, 10, 15

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n12A-n77A

		n778, 9

CA_n12A-n77A8

		n12

		5, 10, 15

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n12

		n12 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n12A-n77B

		-

		n12

		n12 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n12A-n77C

		-

		n12

		n12 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n12A-n77(2A)

		n778, 9

CA_n12A-n77A8

		n12

		5, 10, 15

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n12A-n78A

		CA_n12A-n78A

		n12

		5, 10, 15

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n12A-n78(2A)

		CA_n12A-n78A

		n12

		5, 10, 15

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n13A-n25A

		CA_n13A-n25A

		n13

		5, 10

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n13A-n66A

		CA_n13A-n66A

		n13

		5, 10

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n13

		5, 10,

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n13A-n77A

		n778, 9

CA_n13A-n77A8

		n13

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n13A-n77(2A)

		CA_n77(2A)

CA_n13A-n77A

		n13

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n14A-n30A

		CA_n14A-n30A

		n14

		5, 10

		0



		

		

		n30

		5, 10

		



		CA_n14A-n66A

		CA_n14A-n66A

		n14

		5, 10

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n14A-n66(2A)

		CA_n14A-n66A

		n14

		5, 10

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n14A-n66(3A)

		CA_n14A-n66A

		n14

		5, 10

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n14A-n77A

		n778, 9

CA_n14A-n77A8

		n14

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n14A-n77(2A)

		n778, 9

CA_n14A-n77A8

		n14

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n18A-n28A

		CA_n18A-n28A 

		n18

		5, 10, 15

		0



		

		

		n28

		5, 10

		



		CA_n18A-n40A

		CA_n18A-n40A

		n18

		5, 10, 15

		0



		

		

		n40

		10, 15, 20, 30, 40

		



		CA_n18A-n41A

		CA_n18A-n41A

		n18

		5, 10, 15

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n18A-n74A

		CA_n18A-n74A

		n18

		5, 10, 15

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n18A-n77A

		CA_n18A-n77A

		n18

		5, 10, 15

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n18

		See n18 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n18A-n77(2A)

		CA_n18A-n77A

		n18

		5, 10, 15

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n18

		See n18 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n18A-n77(3A)

		CA_n18A-n77A

		n18

		5, 10, 15

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n18A-n78A

		CA_n18A-n78A

		n18

		5, 10, 15

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n18

		See n18 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n18A-n78(2A)

		CA_n18A-n78A

		n18

		5, 10, 15

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n18

		See n18 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		







Table 5.5A.3.1-1g: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n20A-n28A

		CA_n20A-n28A

		n20

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n20

		5, 10, 15, 20

		1



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n20A-n40A

		-

		n20

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n20A-n67A

		-

		n20

		5, 10, 15, 20

		0



		

		

		n67

		5, 10, 15, 20

		



		CA_n20A-n75A

		-

		n20

		5, 10, 15, 20

		0



		

		

		n75

		5, 10, 15, 20

		



		

		

		n20

		5, 10,15, 20

		1



		

		

		n75

		5, 10,15, 20, 25, 30, 40, 50

		



		CA_n20A-n78A

		CA_n20A-n78A

		n20

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n20

		See n20 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n20A-n78C

		-

		n20

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n24A-n41A

		CA_n24A-n41A

		n24

		5, 10

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n24

		See n24 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n24A-n41(2A)

		CA_n24A-n41A

		n24

		5, 10

		0



		

		

		n41

		CA_n41(2A)_BCS1

		



		

		

		n24

		See n24 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		



		CA_n24A-n48A

		CA_n24A-n48A

		n24

		5, 10

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n24A-n48B

		CA_n24A-n48A

		n24

		5, 10

		0



		

		

		n48

		CA_n48B_BCS1

		



		CA_n24A-n48(2A)

		CA_n24A-n48A

		n24

		5, 10

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n24A-n48(3A)

		CA_n24A-n48A

		n24

		5, 10

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n24A-n77A

		CA_n24A-n77A

		n24

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n24

		See n24 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n24A-n77C

		CA_n24A-n77A

		n24

		5, 10

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n24A-n77(2A)

		CA_n24A-n77A

		n24

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n24

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n25A-n29A

		-

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n29

		5, 10

		



		CA_n25A-n38A

		CA_n25A-n38A

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n25(2A)-n38A

		CA_n25A-n38A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n25A-n41A

		n418,9

CA_n25A-n41A8

		n25

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n41A

		n418,9

CA_n25A-n41A8

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS1

		1



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1 

		



		CA_n25(2A)-n41C

		n418,9

CA_n25A-n41A8

CA_n41C8

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n41

		CA_n41C_BCS2

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		CA_n41C_BCS 4 and 5

		



		CA_n25(2A)-n41(2A)

		n418,9

CA_n25A-n41A 8

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n41

		CA_n41(2A)_BCS3

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		



		CA_n25A-n41C

		n418,9

CA_n25A-n41A8

CA_n41C8

		n25

		5, 10, 15, 20

		0



		

		

		n41

		CA_n41C_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n41

		CA_n41C_BCS1

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C BCS 4 and 5

		



		CA_n25A-n41(2A)

		n418,9

CA_n25A-n41A8

		n25

		5, 10, 15, 20

		0



		

		

		n41

		CA_n41(2A)_BCS1

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n41

		CA_n41(2A)_BCS3

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		



		CA_n25A-n41(3A)

		n418,9

CA_n25A-n41A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		CA_n41(3A)_BCS0

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		



		CA_n25A-n41(A-C)

		n418,9

CA_n25A-n41A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		CA_n41C8

		n41

		CA_n41(A-C)_BCS0

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		



		CA_n25(2A)-n41(3A)

		n418,9

CA_n25A-n41A8

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		



		CA_n25(2A)-n41(A-C)

		n418,9

CA_n41C8

CA_n25A-n41A8

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		



		CA_n25A-n46A

		-

		n25

		5, 10, 15, 20

		0



		

		

		n46

		20, 40, 60, 80

		



		CA_n25A-n48A

		CA_n25A-n48A

		n25

		5, 10, 15, 20

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n25A-n48(2A)

		CA_n25A-n48A

		n25

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n25A-n48C

		CA_n25A-n48A

		n25

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48C_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n48

		CA_n48C_BCS0

		



		CA_n25A-n66A

		CA_n25A-n66A

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n66

		5, 10, 15, 20, 30, 40

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n25A-n66(2A)

		CA_n25A-n66A

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n25(2A)-n66A

		CA_n25A-n66A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n66

		10, 15, 20, 30, 40

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n25

		CA_n25(2A)_BCS1

		2



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n66(2A)

		CA_n25A-n66A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS1

		2



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n25A-n71A

		CA_n25A-n71A

		n25

		5, 10, 15, 20

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n25A-n71B

		CA_n25A-n71A

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n25A-n71(2A)

		 CA_n25A-n71A

		n25

		5, 10, 15, 20

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n25(2A)-n71A

		CA_n25A-n71A

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n71(2A)

		CA_n25A-n71A

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n25(2A)-n71B

		CA_n25A-n71A

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n25A-n77A

		n778,9

CA_n25A-n77A8

		n25

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n25A-n77(2A)

		n778,9

CA_n77(2A)

CA_n25A-n77A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n25A-n77(3A)

		n778,9

CA_n77(2A)

CA_n25A-n77A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n25(2A)-n77A

		n778,9

CA_n25A-n77A8

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n77(2A)

		n778,9

CA_n77(2A)

CA_n25A-n77A8

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n25(2A)-n77(3A)

		CA_n25(2A)

CA_n77(2A)

CA_n25A-n77A

		n25

		CA_n25(2A)_BCS0



		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n25A-n78A

		n788,9

CA_n25A-n78A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n25A-n78(2A)

		n788,9

CA_n25A-n78A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		CA_n25A-n78A

CA_n78(2A)

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		CA_n25A-n78A

		n25

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n25(2A)-n78A

		CA_n25A-n78A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n78(2A)

		CA_n25A-n78A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n25

		CA_n25(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n25A-n85A

		CA_n25A-n85A

		n25

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n85A

		CA_n25A-n85A

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		







Table 5.5A.3.1-1h: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n26A-n28A

		-

		n26

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n26

		5, 10, 15, 20, 25, 30

		1



		

		

		n28

		5, 10, 15, 20, 25, 30

		



		CA_n26A-n29A

		-

		n26

		5, 10, 15, 20, 25, 30

		0



		

		

		n29

		5, 10

		



		CA_n26A-n48A

		CA_n26A-n48A

		n26

		5, 10, 15, 20, 25, 30

		0



		

		

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n26A-n48(2A)

		CA_n26A-n48A

		n26

		5, 10, 15, 20, 25, 30

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n26A-n66A

		CA_n26A-n66A

		n26

		5, 10, 15, 20

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n26A-n66(2A)



		CA_n26A-n66A



		n26

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		CA_n26A-n70A

		CA_n26A-n70A

		n26

		5, 10, 15, 20

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n26A-n77A

		CA_n26A-n77A

		n26

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n26A-n78A

		CA_n26A-n78A

		n26

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n26(2A)-n78A

		CA_n26A-n78A

		n26

		CA_n26(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n26A-n78(2A)

		CA_n26A-n78A

		n26

		5, 10, 15, 20, 25, 30

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n26(2A)-n78(2A)

		CA_n26A-n78A

		n26

		CA_n26(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n28A-n34A

		CA_n28A-n34A

		n28

		5, 10, 15, 20, 30

		0



		

		

		n34

		5, 10, 15

		



		CA_n28A-n38A

		-

		n28

		5, 10, 15, 20, 30

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n28A-n39A

		CA_n28A-n39A

		n28

		5, 10, 15, 20, 30

		0



		

		

		n39

		5, 10, 15, 20, 25, 30, 40

		



		CA_n28A-n40A

		CA_n28A-n40A

		n28

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n28

		5, 10, 15, 20, 25, 30

		1



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n28A-n40B

		-

		n28

		5, 10, 15, 20

		0



		

		

		n40

		CA_n40B_BCS0

		



		CA_n28A-n41A

		n418

CA_n28A-n41A8

		n28

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n28

		5, 10, 15, 20, 30

		1



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n28A-n41B

		CA_n28A-n41A

		n28

		5, 10

		0



		

		

		n41

		CA_n41B_BCS0

		



		CA_n28A-n41C

		CA_n28A-n41A

CA_n41C

		n28

		5, 10, 15, 20, 30

		0



		

		

		n41

		CA_n41C_BCS1

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n28A-n46A

		CA_n28A-n46A

		n28

		5, 10, 15, 20

		0



		

		

		n46

		20, 40, 60, 80

		



		CA_n28A-n46C

		CA_n28A-n46A

		n28

		5, 10, 15, 20

		0



		

		

		n46

		CA_n46C_BCS0

		



		CA_n28A-n46D

		CA_n28A-n46A

		n28

		5, 10, 15, 20

		0



		

		

		n46

		CA_n46D_BCS0

		



		CA_n28A-n46(2A)

		CA_n28A-n46A

		n28

		5, 10, 15, 20

		0



		

		

		n46

		CA_n46(2A)_BCS0

		



		CA_n28A-n50A

		CA_n28A-n50A

		n28

		5, 10, 15, 20

		0



		

		

		n50

		5, 10, 15, 20, 40, 50, 60, 801

		



		CA_n28A-n71A

		-

		n28

		5, 10, 15, 20, 30

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n28A-n74A

		CA_n28A-n74A

		n28

		5, 10, 15, 20, 30

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n28A-n75A

		-

		n28

		5, 10, 15, 20

		0



		

		

		n75

		5, 10, 15, 20

		



		

		

		n28

		5, 10, 15, 20

		1



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n28

		5, 10, 15, 20, 25, 30

		2



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n28A-n77A

		n778,9

CA_n28A-n77A8

		n28

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n28

		5, 10, 15, 20, 25, 30

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n28A-n77C

		CA_n28A-n77A

		n28

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n28A-n77(2A)

		n778,9

CA_n77(2A)8

CA_n28A-n77A8

		n28

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n28

		5, 10, 15, 20, 25, 30

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n28A-n77(3A)

		n778,9

CA_n77(2A)

CA_n28A-n77A8

		n28

		5, 10

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(3A)_BCS4 and 5

		



		CA_n28A-n78A

		n788

CA_n28A-n78A8

		n28

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n28

		5, 10, 15, 20, 30

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n28A-n78C

		CA_n28A-n78A

		n28

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n28A-n78(2A)

		CA_n78(2A)

CA_n28A-n78A

		n28

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n28

		5, 10, 15, 20

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n28A-n79A

		n798

CA_n28A-n79A8

		n28

		5, 10, 15, 20, 30

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n28A-n79C

		CA_n79C

		n28

		5, 10, 15, 20, 30

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n28A-n94A

		-

		n28

		5, 10, 15, 20

		0



		

		

		n94

		5, 10, 15, 20

		



		CA_n28A-n102A

		CA_n28A-n102A

		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n28A-n102(2A)

		CA_n28A-n102A

		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n28A-n102B

		CA_n28A-n102A



		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n28A-n102C

		CA_n28A-n102A



		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n28A-n102D

		CA_n28A-n102A

		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n28A-n102E

		CA_n28A-n102A

		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n29A-n30A

		-

		n29

		5, 10

		0



		

		

		n30

		5, 10

		



		CA_n29A-n48A

		-

		n29

		5, 10

		0



		

		

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n29A-n66A

		-

		n29

		5, 10

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n29

		5, 10

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n29A-n66B

		-

		n29

		5, 10

		0



		

		

		n66

		CA_n66B_BCS0

		



		CA_n29A-n66(2A)

		-

		n29

		5, 10

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n29

		5, 10

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n29A-n66(3A)

		-

		n29

		5, 10

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n29A-n70A

		-

		n29

		5, 10

		0



		

		

		n70

		5, 10, 15, 201,, 251

		



		CA_n29A-n71A

		-

		n29

		5, 10

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n29A-n77A

		n778, 9

		n29

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n29A-n77(2A)

		n778, 9

		n29

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS1

		







Table 5.5A.3.1-1i: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n30A-n66A

		CA_n30A-n66A

		n30

		5, 10

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n30A-n66(2A)

		CA_n30A-n66A

		n30

		5, 10

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n30A-n66(3A)

		CA_n30A-n66A

		n30

		5, 10

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n30A-n77A

		n778, 9

CA_n30A-n77A8

		n30

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n30A-n77(2A)

		n778, 9

CA_n77(2A)

CA_n30A-n77A8

		n30

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n34A-n39A

		CA_n34A-n39A

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		



		CA_n34A-n40A

		CA_n34A-n40A

		n34

		5, 10, 15

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		CA_n34A-n41A

		CA_n34A-n41A

		n34

		5, 10, 15

		0



		

		

		n41

		10, 15, 20, 30 ,40 ,50, 60, 70, 80, 90, 100

		



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n34A-n41C

		CA_n41C

CA_n34A-n41A

CA_n34A-n41C

		n34

		5, 10, 15

		0



		

		

		n41

		CA_n41C_BCS1

		



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n34A-n79A

		CA_n34A-n79A

		n34

		5, 10, 15

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n34A-n79C

		CA_n34A-n79A

		n34

		5, 10, 15

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n38A-n40A

		-

		n38

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n40

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n38A-n66A

		CA_n38A-n66A

		n38

		5, 10, 15, 20

		0



		

		

		n66

		5, 10, 15, 20, 30, 40

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n38A-n66(2A)

		CA_n38A-n66A

		n38

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n38A-n71A

		-

		n38

		5, 10, 15, 20

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n38A-n78A

		CA_n38A-n78A

		n38

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n38

		See n38 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n38A-n78(2A)

		CA_n38A-n78A

		n38

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n38

		5, 10, 15, 20

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n38

		See n38 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n38A-n79A

		-

		n38

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n38

		See n38 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n38A-n79C

		-

		n38

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n38

		See n38 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n39A-n40A

		CA_n39A-n40A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		



		CA_n39A-n41A

		CA_n39A-n41A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n39A-n41C

		CA_n41C

CA_n39A-n41A

CA_n39A-n41C

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		CA_n41C_BCS0

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n39A-n41(2A)

		CA_n39A-n41A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		CA_n41(2A)_BCS0

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		



		CA_n39A-n79A

		CA_n39A-n79A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n39A-n79C

		CA_n79C

CA_n39A-n79A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n40A-n41A

		n418

CA_n40A-n41A8

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n41

		10, 15, 20, 40, 50, 60

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n40A-n41C

		CA_n41C12

CA_n40A-n41A

CA_n40A-n41C12

		n40

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		CA_n41C_BCS0

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n40A-n77A

		CA_n40A-n77A

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100

		



		CA_n40A-n77(2A)

		CA_n40A-n77A

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n40A-n77C

		-

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n40B-n77A

		n778

CA_n40A-n77A

		n40

		CA_n40B_BCS1

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100

		



		CA_n40B-n77(2A)

		CA_n40A-n77A

		n40

		CA_n40B_BCS1

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n40B-n77C

		CA_n40A-n77A

		n40

		CA_n40B_BCS1

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n40A-n78A

		CA_n40A-n78A

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n40A-n78(2A)

		CA_n40A-n78A

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n40A-n78C

		CA_n40A-n78A

		n40

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n40B-n78A

		-

		n40

		CA_n40B_BCS0

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		CA_n40A-n78A

		n40

		CA_n40B_BCS1

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n40B-n78(2A)

		CA_n40A-n78A

		n40

		CA_n40B_BCS1

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n40B-n78C

		CA_n40A-n78A

		n40

		CA_n40B_BCS1

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n40A-n79A

		CA_n40A-n79A

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n40A-n79C

		CA_n40A-n79A

CA_n79C

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS0

		



		CA_n40A-n105A

		CA_n40A-n105A

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.1-1j: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n41A-n48A

		CA_n41A-n48A

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n48

		See n48 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n48B

		CA_n41A-n48A

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n48

		CA_n48B_BCS2

		



		CA_n41A-n48C

		CA_n41A-n48A

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n48

		CA_n48C_BCS1

		



		CA_n41A-n48(2A)

		CA_n41A-n48A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n48

		CA_n48(2A)_BCS4 and 5

		



		CA_n41C-n48A

		CA_n41A-n48A

		n41

		CA_n41C_BCS2

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n41C-n48B

		CA_n41A-n48A

		n41

		CA_n41C_BCS2

		0



		

		

		n48

		CA_n48B_BCS2

		



		CA_n41C-n48C

		CA_n41A-n48A

		n41

		CA_n41C_BCS2

		0



		

		

		n48

		CA_n48C_BCS1

		



		CA_n41(2A)-n48A

		CA_n41A-n48A

		n41

		CA_n41(2A)_BCS3

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		4 and 5



		

		

		n48

		See n48 channel bandwidths in Table 5.3.5-1

		



		CA_n41(2A)-n48B

		CA_n41A-n48A

		n41

		CA_n41(2A)_BCS3

		0



		

		

		n48

		CA_n48B_BCS2

		



		CA_n41(2A)-n48C

		CA_n41A-n48A

		n41

		CA_n41(2A)_BCS3

		0



		

		

		n48

		CA_n48C_BCS1

		



		CA_n41(2A)-n48(2A)

		CA_n41A-n48A

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		4 and 5



		

		

		n48

		CA_n48(2A)_BCS4 and 5

		



		CA_n41A-n50A

		CA_n41A-n50A

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n50

		5, 10, 15, 20, 40, 50, 60, 801

		



		CA_n41A-n66A

		n418,9

CA_n41A-n66A8

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n41(2A)-n66A

		n418, 9

CA_n41A-n66A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n41

		CA_n41(2A)_BCS1

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n66(2A)

		n418, 9

CA_n41A-n66A8

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41C-n66A

		n418, 9

CA_n41A-n66A8

CA_n41C

		n41

		CA_n41C_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n41

		CA_n41C_BCS1

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n66(2A)

		n418, 9

CA_n41A-n66A8

CA_n41C

		n41

		CA_n41C_BCS2

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41(2A)-n66(2A)

		n418, 9

CA_n41A-n66A8

		n41

		CA_n41(2A)_BCS3

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41(3A)-n66A

		n418, 9

CA_n41A-n66A8

		n41

		CA_n41(3A)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40,

		



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n41(3A)-n66(2A)

		n418,9

CA_n41A-n66A8

		n41

		CA_n41(3A)_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41(A-C)-n66A

		n418, 9

CA_n41C8

CA_n41A-n66A8

		n41

		CA_n41(A-C)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1 

		



		CA_n41(A-C)-n66(2A)

		n418,9

CA_n41C8

CA_n41A-n66A8

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41A-n70A

		CA_n41A-n70A

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n41A-n71A

		n418,9

CA_n41A-n71A8

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n71B

		n418,9

CA_n41A-n71A8

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n41A-n71(2A)

		n418,9

CA_n41A-n71A8

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n41C-n71A

		n418, 9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41C_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41C_BCS1

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n71(2A)

		n418,9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41C_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n41(2A)-n71A

		n418, 9

CA_n41A-n71A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41(2A)_BCS3

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41(2A)-n71(2A)

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n41(2A)-n71B

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n41

		CA_n41(2A)_BCS1

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n41(3A)-n71A

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(3A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41(3A)-n71B

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(3A)_BCS4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS4 and 5

		



		CA_n41(3A)-n71(2A)

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(3A)_BCS4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS4 and 5 

		



		CA_n41(A-C)-n71A

		n418,9

CA_n41A-n71A8

CA_n41C8



		n41

		CA_n41(A-C)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41(A-C)-n71B

		n418,9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n41(A-C)-n71(2A)

		n418,9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n41C-n71B

		n418,9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41C_BCS0

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n41

		CA_n41C_BCS1

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n41A-n74A

		CA_n41A-n74A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n41A-n77A

		n418,9

n778,9

CA_n41A-n77A8

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41B-n77A

		CA_n41A-n77A

		n41

		CA_n41B_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n41(2A)-n77A

		n418,9

n778,9

CA_n41A-n77A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41(3A)-n77A

		n418,9

n778,9

CA_n41A-n77A8

		n41

		CA_n41(3A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41(A-C)-n77A

		n418,9

n778,9

CA_n41C8

CA_n41A-n77A8

		n41

		CA_n41(A-C)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n77A

		n418,9

n778,9

CA_n41A-n77A8

CA_n41C8

		n41

		CA_n41C_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n77(2A)

		n418,9 

n778,9

CA_n41A-n77A8

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n41C-n77(2A)

		n418,9

n778,9

CA_n41A-n77A8

CA_n41C8

		n41

		CA_n41C_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n41A-n77(3A)

		CA_n41A-n77A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(3A)_BCS 4 and 5

		



		CA_n41(2A)-n77(2A)

		-

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		n418,9

n778,9

CA_n41A-n77A8

		n41

		CA_n41(2A) BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A) BCS 4 and 5

		



		CA_n41A-n77C

		CA_n41A-n77A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n41A-n78A

		CA_n41A-n78A

		n41

		10, 15, 20, 40, 50, 60, 80, 100

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n78(2A)

		CA_n41A-n78A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n41A-n78C

		CA_n41A-n78A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n41A-n79A

		n418

n798

CA_n41A-n79A8

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n41

		10, 15, 20, 40, 50, 60

		1



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		2



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n79C

		CA_n41A-n79A

CA_n79C

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n41C-n79A

		CA_n41A-n79A

CA_n41C

		n41

		CA_n41C_BCS0

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n41

		CA_n41C_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n79C

		CA_n41C

CA_n79C

CA_n41A-n79A

		n41

		CA_n41C_BCS0

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n41

		CA_n41C_BCS4 and 5

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n41A-n85A

		CA_n41A-n85A

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n85A

		CA_n41A-n85A

CA_n41C

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n41(2A)-n85A

		CA_n41A-n85A

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		





Table 5.5A.3.1-1k~ Table 5.5A.3.1-1n

Table 5.5A.3.1-1k: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n46A-n48A

		CA_n46A-n48A

		n46

		20, 40, 60, 80

		0



		

		

		n48

		20

		



		

		

		n46

		20, 40, 60, 80

		1



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46A-n48(2A)

		CA_n46A-n48A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46A-n48(3A)

		CA_n46A-n48A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46A-n48(4A)

		CA_n46A-n48A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46A-n48B

		CA_n46A-n48A

		n46

		20, 40, 60, 80

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46A-n48C

		CA_n46A-n48A

CA_n46A-n48B

		n46

		20, 40, 60, 80

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46B-n48A

		CA_n46A-n48A

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		20

		



		

		

		n46

		CA_n46B_BCS0

		1



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46B-n48(2A)

		CA_n46A-n48A

		n46

		 CA_n46B_BCS0

		0



		

		

		n48

		 CA_n48(2A)_BCS0

		



		CA_n46B-n48(3A)

		CA_n46A-n48A

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46B-n48(4A)

		CA_n46A-n48A

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46B-n48B

		CA_n46A-n48A

CA_n46A-n48B

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46B-n48C

		CA_n46A-n48A

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46C-n48A

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		20

		



		

		

		n46

		CA_n46C_BCS0

		1



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46C-n48(2A)

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46C-n48(3A)

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46C-n48(4A)

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46C-n48B

		CA_n46A-n48A

CA_n46A-n48B

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46C-n48C

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46D-n48A

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		20

		



		

		

		n46

		CA_n46D_BCS0

		1



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46D-n48(2A)

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46D-n48(3A)

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46D-n48(4A)

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46D-n48B

		CA_n46A-n48A

CA_n46A-n48B

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46D-n48C

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46M-n48A

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		20

		



		CA_n46M-n48(2A)

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46M-n48(3A)

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46M-n48(4A)

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46M-n48B

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46M-n48C

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46N-n48A

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46N-n48(2A)

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46N-n48(3A)

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46N-n48(4A)

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46N-n48B

		CA_n46A-n48A

CA_n46A-n48B

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46N-n48C

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46A-n66A

		-

		n46

		20, 40, 60, 80

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n46A-n77A

		CA_n46A-n77A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46C-n77A

		CA_n46A-n77A

		n46

		CA_n46C_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46D-n77A

		CA_n46A-n77A

		n46

		CA_n46D_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46A-n77(2A)

		CA_n77(2A)

CA_n46A-n77A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n46C-n77(2A)

		CA_n77(2A)

CA_n46A-n77A

		n46

		CA_n46C_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n46D-n77(2A)

		CA_n77(2A)

CA_n46A-n77A

		n46

		CA_n46D_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n46(2A)-n77A

		CA_n46A-n77A

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46(2A)-n77(2A)

		CA_n77(2A)

CA_n46A-n77A

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n46A-n78A

		CA_n46A-n78A

		n46

		20, 40, 60, 80

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46C-n78A

		CA_n46A-n78A

		n46

		CA_n46C_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46D-n78A

		CA_n46A-n78A

		n46

		CA_n46D_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46A-n78(2A)

		CA_n78(2A)

CA_n46A-n78A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n46C-n78(2A)

		CA_n78(2A)

CA_n46A-n78A

		n46

		CA_n46C_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n46D-n78(2A)

		CA_n78(2A)

CA_n46A-n78A

		n46

		CA_n46D_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n46(2A)-n78A

		CA_n46A-n78A

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46(2A)-n78(2A)

		CA_n78(2A)

CA_n46A-n78A

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n46A-n96A

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46B-n96A

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46C-n96A

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46D-n96A

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46M-n96A

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46N-n96A

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46A-n96B

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46B-n96B

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46C-n96B

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46D-n96B

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46M-n96B

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46N-n96B

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46A-n96C

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46B-n96C

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46C-n96C

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46D-n96C

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46M-n96C

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46N-n96C

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46A-n96D

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46B-n96D

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46C-n96D

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46D-n96D

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46M-n96D

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46N-n96D

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46A-n96E

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46B-n96E

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46C-n96E

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46D-n96E

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46M-n96E

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46N-n96E

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46A-n102A

		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n46A-n102(2A)

		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n46A-n102B

		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n46A-n102C

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n46A-n102D



		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n46A-n102E



		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n46(2A)-n102A



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n46(2A)-n102(2A)

		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n46(2A)-n102B



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n46(2A)-n102C



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n46(2A)-n102D



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n46(2A)-n102E



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n46C-n102A

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n46C-n102(2A)



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n46C-n102B



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n46C-n102C



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n46C-n102D



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n46C-n102E



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n46D-n102A

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n46D-n102(2A)



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n46D-n102B



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n46D-n102C



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n46D-n102D



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n46D-n102E



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102E_BCS0

		







Table 5.5A.3.1-1l: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n48A-n53A

		-

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n53

		5, 10

		



		CA_n48(2A)-n53A

		-

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n53

		5, 10

		



		CA_n48A-n66A

		CA_n48A-n66A

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		2



		

		

		n66

		5, 10, 15, 20, 25, 30, 40,

		



		CA_n48A-n66B

		CA_n48A-n66A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		0



		

		

		n66

		CA_n66B_BCS0

		



		CA_n48A-n66(2A)

		CA_n48A-n66A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		CA_n48B-n66A

		CA_n48B

CA_n48A-n66A



		n48

		CA_n48B_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		CA_n48B_BCS1

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n48

		CA_n48B_BCS2

		2



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48B-n66(2A)

		CA_n48B

CA_n48A-n66A



		n48

		CA_n48B_BCS2

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n48

		CA_n48B_BCS2

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n48

		CA_n48B_BCS2

		2



		

		

		n66

		CA_n66(2A)_BCS2

		



		CA_n48C-n66A

		CA_n48B

CA_n48A-n66A

		n48

		CA_n48C_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		CA_n48C_BCS0

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48(2A)-n66A

		CA_n48A-n66A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		CA_n48(2A)_BCS0

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n48

		CA_n48(2A)_BCS1

		2



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48(2A)-n66B

		CA_n48A-n66A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n66

		CA_n66B_BCS0

		



		CA_n48(2A)-n66(2A)

		CA_n48A-n66A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		CA_n48(A-B)-n66A

		CA_n48A-n66A

		n48

		CA_n48(A-B)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n48

		CA_n48(A-B)_BCS1

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48(A-C)-n66A

		CA_n48A-n66A

		n48

		CA_n48(A-C)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		CA_n48(A-C)_BCS0

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48A-n70A

		CA_n48A-n70A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n48(2A)-n70A

		CA_n48A-n70A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n70

		5, 10, 15, 20, 25

		



		CA_n48B-n70A

		CA_n48A-n70A

		n48

		CA_n48B_BCS2

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n48A-n71A

		CA_n48A-n71A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701, 801, 901, 1001

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48A-n71(2A)

		CA_n48A-n71A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		CA_n48(2A)-n71A

		CA_n48A-n71A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48(2A)-n71(2A)

		CA_n48A-n71A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		CA_n48(3A)-n71A

		CA_n48A-n71A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48(4A)-n71A

		CA_n48A-n71A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48B-n71A

		CA_n48A-n71A

		n48

		CA_n48B_BCS2

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48B-n71(2A)

		CA_n48A-n71A

		n48

		CA_n48B_BCS2

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		CA_n48C-n71A

		CA_n48A-n71A

		n48

		CA_n48C_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48A-n77A

		n778,9

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		See n48 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n48A-n77C

		n778,9

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n48A-n77(2A)

		-

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n48

		See n48 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n48(2A)-n77A

		n778,9

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48(2A)_BCS1

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48(2A)_BCS4 and 5

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n48(2A)-n77C

		n778,9

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		CA_n48(2A)_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		

		

		n48

		CA_n48(2A)_BCS1

		2



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		CA_n48(2A)_BCS1

		3



		

		

		n77

		CA_n77C_BCS1

		



		CA_n48(2A)-n77(2A)

		-

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n48

		CA_n48(2A)_BCS4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n48B-n77A

		CA_n48B

n778,9

		n48

		CA_n48B_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48B_BCS1

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48B_BCS2

		2



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n48B-n77C

		CA_n48B

n778,9

CA_n77C

		n48

		CA_n48B_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		CA_n48B_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		

		

		n48

		CA_n48B_BCS2

		2



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		CA_n48B_BCS2

		3



		

		

		n77

		CA_n77C_BCS1

		



		CA_n48(A-B)-n77A

		n778,9

		n48

		CA_n48(A-B)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48(A-B)_BCS1

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n48A-n96A

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48(2A)-n96A

		CA_n48A-n96A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		20, 40, 60, 80 

		



		CA_n48(2A)-n96B

		CA_n48A-n96B

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48(2A)-n96C

		CA_n48A-n96A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48(2A)-n96D

		CA_n48A-n96A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48(2A)-n96E

		CA_n48A-n96A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n48(3A)-n96A

		CA_n48A-n96A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48(3A)-n96B

		CA_n48A-n96B

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48(3A)-n96C

		CA_n48A-n96A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48(3A)-n96D

		CA_n48A-n96A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48(3A)-n96E

		CA_n48A-n96A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n48(4A)-n96A

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48(4A)-n96B

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48(4A)-n96C

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48(4A)-n96D

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48(4A)-n96E

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		 CA_n96E_BCS0

		



		CA_n48A-n96B

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48A-n96C

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48A-n96D

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48A-n96E

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n48B-n96A

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48B-n96B

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48B-n96C

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48B-n96D

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48B-n96E

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n48C-n96A

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48C-n96B

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48C-n96C

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48C-n96D

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48C-n96E

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n50A-n78A

		CA_n50A-n78A

		n50

		5, 10, 15, 20, 30, 40, 50, 60, 801

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		







Table 5.5A.3.1-1m: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n66A-n70A

		-

		n66

		5, 10, 15, 20, 40

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n66B-n70A

		-

		n66

		CA_n66B_BCS0

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n66(2A)-n70A

		-

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n66A-n71A

		CA_n66A-n71A

		n66

		5, 10, 15, 20, 40

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n66A-n71B

		CA_n66A-n71A

		n66

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n66A-n71(2A)

		CA_n66A-n71A

		n66

		5, 10, 15, 20, 40

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n66(2A)-n71A

		CA_n66A-n71A

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n66(2A)-n71B

		CA_n66A-n71A

		n66

		CA_n66(2A)_BCS1

		0



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n66(2A)-n71(2A)

		CA_n66A-n71A

		n66

		CA_n66(2A)_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n66(3A)-n71A

		CA_n66A-n71A

		n66

		CA_n66(3A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n66B-n71A

		CA_n66A-n71A

		n66

		CA_n66B_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n66A-n77A



		n778,9

CA_n66A-n77A8

		n66

		5, 10, 15, 20, 40

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n66A-n77B

		-

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n66(2A)-n77A

		n778,9

CA_n66A-n77A8



		n66

		CA_n66(2A)_BCS1

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n66(2A)-n77B

		-

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n66A-n77(2A)

		n778,9

CA_n66A-n77A8

CA_n77(2A)

		n66

		5, 10, 15, 20, 40

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n66(3A)-n77A

		n778

CA_n66A-n77A8

		n66

		CA_n66(3A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n66(2A)-n77(2A)

		n778,9

CA_n66A-n77A8

CA_n77(2A)

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n66(3A)-n77(2A)

		n778

CA_n66A-n77A8

		n66

		CA_n66(3A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n66A-n77C

		n778,9

CA_n77C

CA_n66A-n77A8

		n66

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n77

		CA_n77C_BCS1

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n66A-n77(3A)

		n778,9

CA_n77(2A)

CA_n66A-n77A8

		n66

		5, 10, 15, 20, 40

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n66(2A)-n77(3A)

		CA_n66(2A)

CA_n77(2A)

CA_n66A-n77A

		n66

		CA_n66(2A)_BCS0



		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n66(2A)-n77C

		n778,9

CA_n66A-n77A8

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n77

		CA_n77C_BCS1

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n66B-n77A

		n778,9

CA_n66A-n77A8

		n66

		CA_n66B_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n66B-n77C

		n778,9

CA_n66A-n77A8

		n66

		CA_n66B_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n66

		CA_n66B_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n66A-n78A

		n778,9

CA_n66A-n78A8

		n66

		5, 10, 15, 20, 40

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		See n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n66A-n78(2A)

		n778,9

CA_n66A-n78A8

		n66

		5, 10, 15, 20, 30, 40

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		CA_n66A-n78A

CA_n78(2A)

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		CA_n66A-n78A

		n66

		See n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n66(2A)-n78A

		CA_n66A-n78A

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		CA_n66(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n66(2A)-n78(2A)

		CA_n66A-n78A

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n66

		CA_n66(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n66A-n85A

		CA_n66A-n85A

		n66

		See n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n66(2A)-n85A

		CA_n66A-n85A

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n67A-n78A

		-

		n67

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n67A-n78(2A)

		CA_n78(2A)

		n67

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		







Table 5.5A.3.1-1n: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n70A-n71A

		CA_n70A-n71A

		n70

		5, 10, 15, 201, 251

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n70A-n71(2A)

		CA_n70A-n71A

		n70

		5, 10, 15, 201, 251

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		CA_n70A-n77A

		CA_n70A-n77A

		n70

		5, 10, 15, 201, 251

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n70A-n78A

		CA_n70A-n78A

		n70

		5, 10, 15, 201, 251

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n71A-n77A

		n778, 9

CA_n71A-n77A8

		n71

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n71A-n77(2A)

		n778, 9

CA_n71A-n77A8

		n71

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n71A-n77(3A)

		CA_n77(2A)

CA_n71A-n77A

		n71

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n71A-n77B

		-

		n71

		n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n71A-n77C

		-

		n71

		n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n71B-n77A



		n778, 9

CA_n71A-n77A8

		n71

		CA_n71B_BCS2

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n71

		CA_n71B_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n71B-n77(2A)

		n778, 9

CA_n71A-n77A8

		n71

		CA_n71B_BCS2

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n71

		CA_n71B_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n71(2A)-n77A

		n778, 9

CA_n71A-n77A8

		n71

		CA_n71(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n71(2A)-n77(2A)

		n778, 9

CA_n71A-n77A8

		n71

		CA_n71(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n71(2A)-n77B

		-

		n71

		CA_n71(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n71(2A)-n77C

		-

		n71

		CA_n71(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n71A-n78A

		CA_n71A-n78A

		n71

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n71

		See n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n71A-n78(2A)

		CA_n71A-n78A

		n71

		10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n71

		See n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n71A-n85A

		-

		n71

		See n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n71(2A)-n85A

		-

		n71

		CA_n71(2A) BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n71B-n85A

		-

		n71

		CA_n71B BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n74A-n77A

		CA_n74A-n77A

		n74

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n74A-n78A

		CA_n74A-n78A

		n74

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n75A-n78A

		-

		n75

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n75A-n78(2A)

		-

		n75

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n76A-n78A

		-

		n76

		5

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n77A-n78A2

		-

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n77A-n78C2

		-

		n77

		10,15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n77A-n78(2A)2

		-

		n77

		10,15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n77A-n79A

		n778,9

n798,9

CA_n77A-n79A8

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n77(2A)-n79A

		CA_n77A-n79A

		n77

		CA_n77(2A)_BCS1

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n77(3A)-n79A

		CA_n77A-n79A

		n77

		CA_n77(3A)_BCS1

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n77A-n85A

		CA_n77A-n85A

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n77(2A)-n85A

		CA_n77A-n85A

		n77

		CA_n77(2A)_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n77A-n102A

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n77A-n102(2A)

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n77A-n102B

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n77A-n102C

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n77A-n102D

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n77A-n102E

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n77(2A)-n102A

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n77(2A)-n102(2A)

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n77(2A)-n102B

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n77(2A)-n102C

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n77(2A)-n102D

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n77(2A)-n102E

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n78A-n79A

		n78A8,9

n79A8,9

CA_n78A-n79A

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		1



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n78A-n79C

		-

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n78(2A)-n79A

		CA_n78A-n79A

		n78

		CA_n78(2A)_BCS1

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n78A-n92A

		CA_n78A-n92A

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n92

		5, 10, 15, 20

		



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n92

		See n92 channel bandwidths in Table 5.3.5-1

		



		CA_n78(2A)-n92A

		CA_n78A-n92A

		n78

		CA_n78(2A)_BCS0

		0



		

		

		n92

		5, 10, 15, 20

		



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		4 and 5



		

		

		n92

		See n92 channel bandwidths in Table 5.3.5-1

		



		CA_n78A-n94A

		-

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n94

		5, 10, 15, 20

		



		CA_n78A-n102A

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n78A-n102(2A)

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n78A-n102B

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n78A-n102C

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n78A-n102D

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n78A-n102E

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n78(2A)-n102A

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n78(2A)-n102B

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n78(2A)-n102C

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n78(2A)-n102D

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n78(2A)-n102E

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n78(2A)-n102(2A)

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n78A-n105A

		CA_n78A-n105A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







The following notes are applied to the above tables:

NOTE 1:	This UE channel bandwidth is applicable only to downlink.

NOTE 2:	The minimum requirements for intra-band contiguous or non-contiguous CA apply.

NOTE 3:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.

NOTE 4:	This UE channel bandwidth is optional in this release of the specification.

NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.

NOTE 6:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration

NOTE 7:	Limited to operation at 3450-3550 MHz and 3700–3980 MHz.

NOTE 8:	Minimum requirements for Power Class 2 are applicable for this uplink combination or single uplink carrier in this downlink/uplink combination

NOTE 9:	Minimum requirements for Power Class 1.5 are applicable for this single uplink carrier in this downlink/uplink combination

NOTE 10: 	Only single uplink carriers with power class other than PC3 are listed.

NOTE 11: The CA configurations are given in Table 5.5A.1-1 or Table 5.5A.2-1 in this specification

NOTE 12: UL configurations are for non-simultaneous Rx/Tx operation.
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Table 5.5A.3.2-1a: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)

		NR CA configuration

		Uplink CA configuration

or single uplink carrier6

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n1A-n3A-n5A

		CA_n1A-n3A

CA_n1A-n5A

CA_n3A-n5A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n5

		5, 10, 15, 20

		



		CA_n1A-n3A-n7A

		CA_n1A-n3A

CA_n1A-n7A

CA_n3A-n7A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1 

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n3A-n7B

		-

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n7

		CA_n7B_BCS0

		



		

		CA_n1A-n3A

CA_n1A-n7A

CA_n3A-n7A

CA_n7B

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n7

		CA_n7B_BCS0

		



		CA_n1A-n3(2A)-n7A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1(2A)-n3A-n7A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n3B-n7A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1(2A)-n3B-n7A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1(2A)-n3(2A)-n7A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n3B-n7B

		CA_n1A-n3A

CA_n1A-n7A

CA_n3A-n7A

CA_n7B

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n7

		CA_n7B_BCS0

		



		CA_n1A-n3A-n8A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n8

		5, 10, 15, 20

		



		CA_n1A-n3A-n18A

		CA_n1A-n3A

CA_n1A-n8A

CA_n3A-n8A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n18

		5, 10, 15

		



		CA_n1A-n3A-n20A

		CA_n1A-n3A
CA_n1A-n20A
CA_n3A-n20A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n20

		5, 10, 15, 20

		



		CA_n1A-n3A-n26A

		CA_n1A-n3A

CA_n1A-n26A

CA_n3A-n26A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n26

		5, 10, 15, 20

		



		CA_n1A-n3A-n26(2A)

		CA_n1A-n3A

CA_n1A-n26A

CA_n3A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 35, 40, 45, 50

		



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n3B-n26A

		CA_n1A-n3A

CA_n1A-n26A

CA_n3A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n26

		5, 10, 15, 20, 25, 30

		



		CA_n1A-n3B-n26(2A)

		CA_n1A-n3A

CA_n1A-n26A

CA_n3A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n3A-n28A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n28

		5, 10, 15, 202

		



		

		CA_n1A-n3A

CA_n1A-n28A

CA_n3A-n28A

		n1

		5, 10, 15, 20

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n28

		5, 10, 15, 20

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n28

		5, 10, 15, 201, 301

		



		CA_n1A-n3B-n28A

		CA_n1A-n3A

CA_n1A-n28A

CA_n3A-n28A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n28

		5, 10, 15, 20

		



		CA_n1A-n3A-n38A

		-



		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n3B-n38A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n3A-n38A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n3B-n38A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n3(2A)-n38A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n3(2A)-n38A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n3A-n40A

		CA_n1A-n3A

CA_n1A-n40A

CA_n3A-n40A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n3

		5, 10, 15, 20, 30, 35, 40, 45, 50

		



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n3A-n41A

		n417

CA_n1A-n3A

CA_n1A-n41A7

CA_n3A-n41A7

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n3A-n67A

		CA_n1A-n3A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n67

		5, 10, 15, 20

		



		CA_n1A-n3A-n75A

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1 

		



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n3A-n77A

		n777

CA_n1A-n3A

CA_n1A-n77A

CA_n3A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 35,40

		



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n3A-n77(2A)

		n777

CA_n1A-n3A

CA_n1A-n77A

CA_n3A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n3A-n77(3A)

		CA_n1A-n3A

CA_n1A-n77A

CA_n3A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n1A-n3A-n78A

		CA_n1A-n3A

CA_n1A-n78A7

CA_n3A-n78A7

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1 

		



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n3A-n78(2A)

		CA_n78(2A)

CA_n1A-n3A

CA_n1A-n78A

CA_n3A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n3A-n78C

		CA_n1A-n3A

CA_n1A-n78A

CA_n3A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		CA_n78C_BCS1

		



		CA_n1A-n3B-n78A

		CA_n1A-n3A

CA_n1A-n78A

CA_n3A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n3B-n78(2A)

		CA_n1A-n3A

CA_n1A-n78A

CA_n3A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n1A-n3A-n79A

		CA_n1A-n3A

CA_n1A-n79A

CA_n3A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1(2A)-n3A-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n3A-n79C

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1(2A)-n3A-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1A-n3B-n79A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n3B-n79C

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1(2A)-n3B-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1(2A)-n3B-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1A-n3(2A)-n79A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n3(2A)-n79C

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1(2A)-n3(2A)-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1(2A)-n3(2A)-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1A-n3A-n105A

		CA_n1A-n3A

CA_n1A-n105A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n3A-n105A

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.2-1b: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)

		NR CA configuration

		Uplink CA configuration

or single uplink carrier6

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n1A-n5A-n7A

		CA_n1A-n5A

CA_n1A-n7A

CA_n5A-n7A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n5A-n7B

		CA_n1A-n5A

CA_n1A-n7A

CA_n5A-n7A

CA_n7B

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		

		

		n7

		CA_n7B_BCS0

		



		CA_n1A-n5A-n28A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n1A-n5A-n78A

		CA_n1A-n5A

CA_n1A-n78A

CA_n5A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100

		



		CA_n1A-n7A-n8A

		CA_n1A-n7A

CA_n1A-n8A

CA_n7A-n8A

		n1

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n8

		5, 10, 15, 20

		



		CA_n1A-n7A-n26A

		CA_n1A-n26A

CA_n1A-n7A

CA_n7A-n26A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n26

		5, 10, 15, 20

		



		CA_n1A-n7A-n26(2A)

		CA_n1A-n26A

CA_n1A-n7A

CA_n7A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 35, 40, 50

		



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n7B-n26A

		CA_n1A-n26A

CA_n1A-n7A

CA_n7A-n26A

CA_n7B

		n1

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n26

		5, 10, 15, 20

		



		CA_n1A-n7B-n26(2A)

		CA_n1A-n26A

CA_n1A-n7A

CA_n7A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n7A-n28A

		CA_n1A-n7A

CA_n1A-n28A

CA_n7A-n28A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n28

		5, 10, 15, 20

		



		CA_n1A-n7B-n28A

		CA_n1A-n28A

CA_n1A-n7A

CA_n7A-n28A

CA_n7B

		n1

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n28

		5, 10, 15, 20

		



		CA_n1A-n7A-n38A10

		-



		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n7A-n38A10

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n7A-n40A

		CA_n1A-n7A

CA_n1A-n40A

CA_n7A-n40A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		CA_n1A-n7A-n67A

		CA_n1A-n7A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 35, 40, 50

		



		

		

		n67

		5, 10, 15, 20

		



		CA_n1A-n7A-n75A

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1 

		



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n7A-n78A

		CA_n1A-n7A

CA_n1A-n78A

CA_n7A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 901, 100

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 901, 100

		



		

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1 

		



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n7B-n78A

		CA_n1A-n78A

CA_n1A-n7A

CA_n7A-n78A

CA_n7B

		n1

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100

		



		CA_n1A-n7B-n78(2A)

		CA_n1A-n78A

CA_n1A-n7A

CA_n7A-n78A

CA_n7B

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n1A-n7A-n78(2A)

		CA_n1A-n7A

CA_n1A-n78A

CA_n7A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		CA_n78(2A)

CA_n1A-n7A

CA_n1A-n78A

CA_n7A-n78A

		n1

		5, 10, 15, 20

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n7A-n78C

		CA_n1A-n7A

CA_n1A-n78A

CA_n7A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		CA_n78C_BCS1

		



		CA_n1A-n7A-n79A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n7A-n79C

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1(2A)-n7A-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1(2A)-n7A-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1A-n8A-n28A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n28

		10, 15, 20

		



		CA_n1A-n8A-n40A

		CA_n1A-n8A

CA_n1A-n40A

CA_n8A-n40A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		CA_n1A-n8A-n77A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n8A-n77(2A)

		-

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n8A-n78A

		CA_n1A-n8A

CA_n1A-n78A

CA_n8A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		-

		n1

		5, 10, 15, 20

		1



		

		

		n8

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n8A-n78(2A)

		-

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n78

		CA_n78(2A)_BCS1

		



		CA_n1A-n8A-n79A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n18A-n28A

		 CA_n1A-n18A

CA_n1A-n28A

CA_n18A-n28A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n18

		5, 10, 15

		



		

		

		n28

		5, 10

		



		CA_n1A-n18A-n41A

		CA_n1A-n18A

CA_n1A-n41A

CA_n18A-n41A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n18

		5, 10, 15

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n18A-n77A

		 CA_n1A-n18A

CA_n1A-n77A

CA_n18A-n77A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n18

		5, 10, 15

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n18A-n77(2A)

		CA_n1A-n18A

CA_n1A-n77A

CA_n18A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n18

		5, 10, 15

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n20A-n67A

		CA_n1A-n20A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n20

		5, 10, 15, 20

		



		

		

		n67

		5, 10, 15, 20

		



		CA_n1A-n20A-n78A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n20

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		







Table 5.5A.3.2-1c: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)

		NR CA configuration

		Uplink CA configuration

or single uplink carrier6

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n1A-n26A-n78A

		CA_n1A-n26A

CA_n1A-n78A

CA_n26A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n26

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n26(2A)-n78A

		CA_n1A-n26A

CA_n1A-n78A

CA_n26A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n26A-n78(2A)

		CA_n1A-n26A

CA_n1A-n78A

CA_n26A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n26

		5, 10, 15, 20, 25, 30

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n1A-n26(2A)-n78(2A)

		CA_n1A-n26A

CA_n1A-n78A

CA_n26A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n1A-n28A-n38A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20, 30

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n28A-n40A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n28

		5, 10, 15, 20, 25, 30

		



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n28A-n40B

		-

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n40

		CA_n40B_BCS0

		



		CA_n1A-n28A-n41A

		n417

CA_n1A-n28A

CA_n1A-n41A

CA_n28A-n41A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n28A-n46A



		CA_n1A-n28A

CA_n1A-n46A

CA_n28A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n46

		10, 20, 40, 60, 80

		



		CA_n1A-n28A-n46C

		CA_n1A-n28A

CA_n1A-n46A

CA_n28A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n46

		CA_n46C_BCS0

		



		CA_n1A-n28A-n46D

		CA_n1A-n28A

CA_n1A-n46A

CA_n28A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n46

		CA_n46D_BCS0

		



		CA_n1A-n28A-n46(2A)

		CA_n1A-n28A

CA_n1A-n46A

CA_n28A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n46

		CA_n46(2A)_BCS0

		



		CA_n1A-n28A-n75A



		-



		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n28A-n77A

		n777

CA_n1A-n28A

CA_n1A-n77A

CA_n28A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n28

		5, 10, 15, 20, 25, 30

		



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n28A-n77(2A)

		n777

CA_n1A-n28A

CA_n1A-n77A

CA_n28A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n28

		5, 10

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n28A-n77(3A)

		CA_n1A-n28A

CA_n1A-n77A

CA_n28A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n77

		CA_n77(3A)_BCS0

		



		CA_n1A-n28A-n78A

		CA_n1A-n28A

CA_n1A-n78A

CA_n28A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 202

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n28

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		2



		

		

		n28

		5, 10, 15, 20, 30

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n28A-n78(2A)

		CA_n78(2A)

CA_n1A-n28A

CA_n1A-n78A

CA_n28A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n28A-n78C

		CA_n1A-n28A

CA_n1A-n78A

CA_n28A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n78

		CA_n78C_BCS1

		



		CA_n1A-n28A-n79A

		 CA_n1A-n28A

CA_n1A-n79A

CA_n28A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n28A-n102A

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		20, 40, 60, 80, 100 

		



		CA_n1A-n28A-n102B

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102B_BCS0

		



		CA_n1A-n28A-n102C

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102C_BCS0

		



		CA_n1A-n28A-n102D

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102D_BCS0

		



		CA_n1A-n28A-n102E

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102E_BCS0

		



		CA_n1A-n28A-n102(2A)

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n1A-n38A-n78A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n40A-n77A

		CA_n1A-n40A

CA_n1A-n77A

CA_n40A-n77A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n40A-n77(2A)

		CA_n1A-n40A

CA_n1A-n77A

CA_n40A-n77A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n40A-n78A

		CA_n1A-n40A

CA_n1A-n78A

CA_n40A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		CA_n1A-n40A

CA_n1A-n78A

CA_n40A-n78A

		n1

		5, 10, 15, 20

		1



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		CA_n1A-n40A

CA_n1A-n78A

CA_n40A-n78A

		n1

		5, 10, 15, 20

		2



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n40B-n78A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n40

		CA_n40B_BCS0

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n40A-n105A

		CA_n1A-n40A

CA_n1A-n105A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n40A-n105A

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		



		CA_n1A-n41A-n77A

		n417

n777

CA_n1A-n41A

CA_n1A-n77A

CA_n41A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n41A-n77(2A)

		n417

n777

CA_n1A-n41A

CA_n1A-n77A

CA_n41A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n41A-n77(3A)

		CA_n1A-n41A

CA_n1A-n77A

CA_n41A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n1A-n41A-n79A

		CA_n1A-n41A

CA_n1A-n79A

CA_n41A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n46A-n78A



		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		10, 20, 40, 60, 80

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n46C-n78A

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46C_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n46D-n78A

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46D_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n46(2A)-n78A

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46(2A)_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n46A-n78(2A)

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)

		n46

		10, 20, 40, 60, 80

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n46C-n78(2A)

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)

		n46

		CA_n46C_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n46D-n78(2A)

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)

		n46

		CA_n46D_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n46(2A)-n78(2A)

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)

		n46

		CA_n46(2A)_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n67A-n78A

		CA_n1A-n78A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n67A-n78(2A)

		CA_n1A-n78A
CA_n78(2A)

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n75A-n78A

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1 

		



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n77A-n79A4

		CA_n1A-n77A

CA_n1A-n79A

CA_n77A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n77(2A)-n79A4

		CA_n1A-n77A

CA_n1A-n79A

CA_n77A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n77(3A)-n79A4

		CA_n1A-n77A

CA_n1A-n79A

CA_n77A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n78A-n79A5

		CA_n1A-n78A

CA_n1A-n79A

CA_n78A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n78(2A)-n79A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n78A-n102A

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n1A-n78A-n102B

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102B_BCS0

		



		CA_n1A-n78A-n102C

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102C_BCS0

		



		CA_n1A-n78A-n102D

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102D_BCS0

		



		CA_n1A-n78A-n102E

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102E_BCS0

		



		CA_n1A-n78A-n102(2A)

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n1A-n78(2A)-n102A

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n1A-n78(2A)-n102B

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102B_BCS0

		



		CA_n1A-n78(2A)-n102C

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102C_BCS0

		



		CA_n1A-n78(2A)-n102D

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102D_BCS0

		



		CA_n1A-n78(2A)-n102E

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102E_BCS0

		



		CA_n1A-n78(2A)-n102(2A)

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n1A-n78A-n105A

		CA_n1A-n78A

CA_n1A-n105A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78A-n105A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.2-1d ~ Table 5.5A.3.2-1f

Table 5.5A.3.2-1d: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)





Table 5.5A.3.2-1e: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)





Table 5.5A.3.2-1f: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
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		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n1A-n3A

		CA_n1A-n3A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 35, 40

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n3B

		-

		n1

		5, 10, 15, 20

		0



		

		

		n3

		CA_n3B_BCS0

		



		CA_n1B-n3A

		CA_n1A-n3A

		n1

		CA_n1B_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n1

		CA_n1B_BCS0

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n3(2A)

		CA_n1A-n3A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		CA_n3(2A)_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		CA_n3(2A)_BCS0

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		CA_n3(2A)_BCS1

		



		CA_n1(2A)-n3A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n3(2A)

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		CA_n1(2A)-n3B

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		CA_n1A-n5A

		CA_n1A-n5A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n1(2A)-n5A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n1A-n7A

		CA_n1A-n7A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n7B

		CA_n1A-n7A

CA_n7B



		n1

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		CA_n1(2A)-n7A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n8A

		CA_n1A-n8A

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n8

		5, 10, 15, 20

		



		CA_n1(2A)-n8A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n8

		5, 10, 15, 20

		



		CA_n1A-n18A

		CA_n1A-n18A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n18

		5, 10, 15

		



		CA_n1A-n20A

		CA_n1A-n20A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n20

		5, 10, 15, 20

		



		CA_n1A-n26A

		CA_n1A-n26A

		n1

		5, 10, 15, 20

		0



		

		

		n26

		5, 10, 15, 20

		



		CA_n1A-n26(2A)

		CA_n1A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n28A

		CA_n1A-n28A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n1(2A)-n28A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n1A-n38A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n38A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n40A

		CA_n1A-n40A

		n1

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n40B

		-

		n1

		5, 10, 15, 20

		0



		

		

		n40

		CA_n40B_BCS0

		



		CA_n1A-n41A

		n418

CA_n1A-n41A8

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n46A

		CA_n1A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		10, 20, 40, 60, 80

		



		CA_n1A-n46C

		CA_n1A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46C_BCS0

		



		CA_n1A-n46D

		CA_n1A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46D_BCS0

		



		CA_n1A-n46(2A)

		CA_n1A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46(2A)_BCS0

		



		CA_n1A-n67A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		CA_n1A-n74A

		CA_n1A-n74A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n1A-n75A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n77A

		n778,9

CA_n1A-n77A8

		n1

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n77(2A)

		n778,9

CA_n1A-n77A8

CA_n77(2A)8

		n1

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		n778

CA_n1A-n77A8

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n1A-n77(3A)

		CA_n1A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n1A-n78A

		n18

n788

CA_n1A-n78A8

		n1

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40

		2



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		3



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n78(2A)

		CA_n1A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		CA_n78(2A)

CA_n1A-n78A

		n1

		5, 10, 15, 20

		2



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n1A-n78C

		CA_n78C

CA_n1A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40

		2



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		3



		

		

		n78

		CA_n78C_BCS1

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n1(2A)-n78A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		[bookmark: OLE_LINK9]CA_n1A-n79A

		n798,9

CA_n1A-n79A8

		n1

		5, 10, 15, 20

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n1A-n79C

		CA_n1A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n1

		See n1 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		[bookmark: OLE_LINK10]CA_n1(2A)-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n79

		40, 60, 80, 100

		



		

		

		n1

		CA_n1(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		[bookmark: OLE_LINK11]CA_n1(2A)-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n1

		CA_n1(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n1A-n102A

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n1A-n102(2A)

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n1A-n102B

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n1A-n102C

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n1A-n102D

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n1A-n102E

		CA_n1A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n1A-n105A

		CA_n1A-n105A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.1-1b: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n2A-n5A

		CA_n2A-n5A

		n2

		5, 10, 15, 20

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n2A-n5B

		CA_n2A-n5A

CA_n5B

		n2

		5, 10, 15, 20

		0



		

		

		n5

		CA_n5B_BCS0

		



		CA_n2(2A)-n5A

		CA_n2A-n5A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n2A-n7A

		CA_n2A-n7A

		n2

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n2A-n7(2A)

		CA_n2A-n7A

		n2

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7(2A)_BCS0

		



		CA_n2A-n12A

		CA_n2A-n12A

		n2

		5, 10, 15, 20

		0



		

		

		n12

		5, 10, 15

		



		CA_n2(2A)-n12A

		CA_n2A-n12A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n12

		5, 10, 15

		



		CA_n2A-n14A

		CA_n2A-n14A

		n2

		5, 10, 15, 20

		0



		

		

		n14

		5, 10

		



		CA_n2(2A)-n14A

		CA_n2A-n14A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n14

		5, 10

		



		CA_n2A-n29A

		-

		n2

		5, 10, 15, 20

		0



		

		

		n29

		5, 10

		



		CA_n2(2A)-n29A

		-

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n29

		5, 10

		



		CA_n2A-n30A

		CA_n2A-n30A

		n2

		5, 10, 15, 20

		0



		

		

		n30

		5, 10

		



		CA_n2(2A)-n30A

		CA_n2A-n30A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n30

		5, 10

		



		CA_n2A-n38A

		-

		n2

		5, 10, 15, 20

		0



		

		

		n38

		5, 10, 15, 20, 40

		



		[bookmark: OLE_LINK13]CA_n2A-n41A

		CA_n2A-n41A

		n2

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n2(2A)-n41A

		CA_n2A-n41A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n2A-n48A

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701, 801, 901, 1001

		



		CA_n2A-n48B

		CA_n48B

CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48B_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48B_BCS2

		



		CA_n2A-n48C

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n2A-n48(2A)

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48(2A)_BCS1

		



		CA_n2A-n48(A-B)

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(A-B)_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48(A-B)_BCS1

		



		CA_n2A-n48(A-C)

		CA_n2A-n48A

		n2

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(A-C)_BCS0

		



		CA_n2A-n66A

		-

		n2

		5, 10, 15, 20

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		CA_n2A-n66A

		n2

		5, 10, 15, 20

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n2(2A)-n66A

		CA_n2A-n66A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n2A-n66(2A)

		CA_n2A-n66A

		n2

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n2(2A)-n66(2A)

		CA_n2A-n66A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n2(2A)-n66(3A)

		CA_n2A-n66A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n2A-n66(3A)

		CA_n2A-n66A

		n2

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n2A-n66B

		CA_n2A-n66A

		n2

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66B_BCS0

		



		CA_n2A-n71A

		CA_n2A-n71A

		n2

		5, 10, 15, 20

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n2(2A)-n71A

		CA_n2A-n71A

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		-

		n2

		See n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		See n71 channel bandwidths in Table 5.3.5-1

		



		CA_n2A-n77A

		n778,9

CA_n2A-n77A8

		n2

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n2

		n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n2A-n77(2A)

		n778,9 

CA_n2A-n77A8

CA_n77(2A)7

		n2

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n2A-n77B

		-

		n2

		n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n2A-n77C

		n778, 9

CA_n77C

CA_n2A-n77A8

		n2

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n2

		n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n2(2A)-n77A

		n778, 9

CA_n2A-n77A8

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n2

		CA_n2(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n2(2A)-n77B

		-

		n2

		CA_n2(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n2(2A)-n77(2A)

		n778

CA_n2A-n77A8

CA_n77(2A)7

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n2A-n77(3A) 

		CA_n2A-n77A

		n2

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n2(2A)-n77C

		n778, 9

CA_n2A-n77A8

		n2

		CA_n2(2A)_BCS0

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n2A-n78A

		n78

CA_n2A-n78A

		n2

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n2

		See n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n2A-n78(2A)

		CA_n2A-n78A

		n2

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n2

		5, 10, 15, 20

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n2

		See n2 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		







Table 5.5A.3.1-1c: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n3A-n5A

		CA_n3A-n5A

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n3(2A)-n5A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n5

		5, 10, 15, 20

		



		CA_n3A-n7A

		CA_n3A-n7A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n3A-n7B

		CA_n3A-n7A

CA_n7B

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n7

		CA_n7B_BCS0

		



		CA_n3(2A)-n7A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n3

		CA_n3(2A)_BCS1

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n3B-n7A

		-

		n3

		CA_n3B_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n3B-n7B

		CA_n3A-n7A

CA_n7B

		n3

		CA_n3B_BCS0

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n8A

		CA_n3A-n8A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n8

		5, 10, 15, 20

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		



		CA_n3(2A)-n8A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n8

		5, 10, 15, 20

		



		CA_n3A-n18A

		CA_n3A-n18A

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n18

		5, 10, 15

		



		CA_n3A-n20A

		CA_n3A-n20A

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n20

		5, 10, 15, 20

		



		CA_n3A-n26A

		CA_n3A-n26A

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n26

		5, 10, 15, 20

		



		CA_n3A-n26(2A)

		CA_n3A-n26A

		n3

		5, 10, 15, 20, 25, 30, 35, 40, 45, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n3B-n26A

		CA_n3A-n26A

		n3

		CA_n3B_BCS0

		0



		

		

		n26

		5, 10, 15, 20, 25, 30

		



		CA_n3B-n26(2A)

		CA_n3A-n26A

		[bookmark: OLE_LINK1]n3

		CA_n3B_BCS0

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n3A-n28A

		CA_n3A-n28A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n28

		5, 10, 15, 20

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		2



		

		

		n28

		5, 10, 15, 20, 30

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 35, 40

		3



		

		

		n28

		5, 10, 15, 20, 25, 30

		



		CA_n3B-n28A

		CA_n3B

CA_n3A-n28A

		n3

		CA_n3B_BCS0

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n3(2A)-n28A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n3A-n34A

		CA_n3A-n34A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n34

		5, 10, 15

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n38A

		CA_n3A-n38A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n38

		5, 10, 15, 20, 40

		



		CA_n3B-n38A

		-

		n3

		CA_n3B_BCS0

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n3(2A)-n38A

		-

		n3

		CA_n3(2A)_BCS1

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n3A-n40A

		CA_n3A-n40A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 35,40

		2



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n41A

		n418,9

CA_n3A-n41A8

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30

		1



		

		

		n41

		10, 15, 20, 40, 50, 60

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		2



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		3



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n41B

		CA_n3A-n41A

		n3

		5, 10, 15, 20

		0



		

		

		n41

		CA_n41B_BCS0

		



		CA_n3A-n41C

		CA_n41C

CA_n3A-n41A

CA_n3A-n41C

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n41

		CA_n41C_BCS0

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n3A-n41(2A)

		CA_n3A-n41A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n41

		CA_n41(2A)_BCS0

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		



		CA_n3A-n67A

		-

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		CA_n3A-n74A

		CA_n3A-n74A

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n3A-n75A

		-

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n77A

		n778,9

CA_n3A-n77A8

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 35,40

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n77(2A)

		n778,9

CA_n77(2A)8

CA_n3A-n77A8

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 35,40

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n3A-n77(3A)

		n778,9

CA_n77(2A)8

CA_n3A-n77A8

		n3

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		CA_n3A-n78A

		n38

n788

CA_n3A-n78A8

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40,

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n78C

		CA_n78C

CA_n3A-n78A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		CA_n3A-n78A

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		2



		

		

		n78

		CA_n78C_BCS1

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n3A-n78(2A)

		CA_n3A-n78A

CA_n78(2A)

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n3(2A)-n78A

		-

		n3

		CA_n3(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		CA_n3(2A)_BCS1

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n3B-n78A

		CA_n3B

CA_n3A-n78A

		n3

		CA_n3B_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n3

		CA_n3B_BCS4 and 5

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n3B-n78(2A)

		CA_n3A-n78A

CA_n3B

		n3

		CA_n3B_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n3

		CA_n3B_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n3A-n79A

		CA_n3A-n79A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n3(2A)-n79A

		CA_n3A-n79A

		n3

		CA_n3(2A)_BCS1

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n3

		CA_n3(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n3A-n79C

		CA_n79C

CA_n3A-n79A

		n3

		5, 10, 15, 20, 25, 30

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n3

		See n3 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n3(2A)-n79C

		CA_n3A-n79A

		n3

		CA_n3(2A)_BCS1

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n3

		CA_n3(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n3B-n79A

		-

		n3

		CA_n3B_BCS0

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n3

		CA_n3B_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n3B-n79C

		-

		n3

		CA_n3B_BCS0

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n3

		CA_n3B_BCS4 and 5

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n3A-n102A

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n3A-n102(2A)

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n3A-n102B

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n3A-n102C

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n3A-n102D

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n3A-n102E

		CA_n3A-n102A

		n3

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n3A-n105A

		CA_n3A-n105A

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.1-1d: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n5A-n7A

		CA_n5A-n7A

		n5

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n5A-n7B

		CA_n5A-n7A

CA_n7B

		n5

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		CA_n5A-n12A

		CA_n5A-n12A

		n5

		5, 10, 15, 20

		0



		

		

		n12

		5, 10, 15

		



		CA_n5A-n14A

		CA_n5A-n14A

		n5

		5, 10, 15, 20

		0



		

		

		n14

		5, 10

		



		CA_n5A-n25A

		CA_n5A-n25A

		n5

		5, 10, 15, 20

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n5A-n25(2A)

		CA_n5A-n25A

		n5

		5, 10, 15, 20

		0



		

		

		n25

		CA_n25(2A)_BCS0

		



		CA_n5A-n28A

		-

		n5

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n5A-n29A

		-

		n5

		5, 10, 15, 20

		0



		

		

		n29

		5, 10

		



		CA_n5A-n30A

		CA_n5A-n30A

		n5

		5, 10, 15, 20

		0



		

		

		n30

		5, 10

		



		CA_n5A-n40A

		CA_n5A-n40A

		n5

		5, 10, 15, 20, 251

		0



		

		

		n40

		55, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80,90,100

		



		CA_n5A-n41A

		CA_n5A-n41A

		n5

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n5A-n48A

		CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n5A-n48(2A)

		CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48(2A)_BCS1

		



		CA_n5A-n48B

		CA_n48B

CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48B_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48B_BCS2

		



		CA_n5A-n48C

		CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n5A-n48(A-B)

		CA_n5A-n48A

		n5

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(A-B)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n48

		CA_n48(A-B)_BCS1

		



		CA_n5A-n66A

		CA_n5A-n66A

		n5

		5, 10, 15, 20

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n5B-n66A

		CA_n5A-n66A

CA_n5B

		n5

		CA_n5B_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n5A-n66(2A)

		CA_n5A-n66A

		n5

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n5A-n66(3A)

		CA_n5A-n66A

		n5

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n5B-n66(2A)

		CA_n5A-n66A

CA_n5B

		n5

		CA_n5B_BCS0

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n5A-n71A

		-

		n5

		5, 10, 15, 20

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n5

		n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n5A-n77A

		n778,9

CA_n5A-n77A8

		n5

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n5

		n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n5A-n77B

		n778,9

		n5

		n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n5A-n77(2A)

		n778,9

CA_n5A-n77A8

CA_n77(2A)

		n5

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n5

		n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n5A-n77(3A)

		n778,9

CA_n77(2A)

CA_n5A-n77A8

		n5

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n5(2A)-n77A

		n778,9

CA_n5A-n77A8

		n5

		CA_n5(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n5A-n77C

		778,9

CA_n5A-n77A8

CA_n77C

		n5

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n5(2A)-n77C

		n778,9

CA_n5A-n77A8

		n5

		CA_n5(2A)_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n5

		CA_n5(2A)_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n5B-n77A

		n778,9

CA_n5A-n77A8

CA_n5B

		n5

		CA_n5B_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n5B-n77C

		n778,9

CA_n5A-n77A8

CA_n5B

CA_n77C

		n5

		CA_n5B_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n5

		CA_n5B_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n5A-n78A

		n788,9

CA_n5A-n78A8

		n5

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n5A-n78(2A)

		n788,9

CA_n5A-n78A8

CA_n78(2A)

		n5

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n5A-n78C

		CA_n5A-n78A

		n5

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n5

		5, 10, 15, 20

		1



		

		

		n78

		CA_n78C_BCS1

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n5A-n79A

		CA_n5A-n79A

		n5

		5, 10, 15, 20

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n5A-n79C

		CA_n5A-n79A

		n5

		5, 10, 15, 20

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n5

		See n5 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		









Table 5.5A.3.1-1e: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n7A-n8A

		CA_n7A-n8A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n8

		5, 10, 15, 20

		



		CA_n7A-n12A

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n12

		5, 10, 15

		



		CA_n7A-n25A

		CA_n7A-n25A

		n7

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n7A-n25(2A)

		CA_n7A-n25A

		n7

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n25

		CA_n25(2A)_BCS0

		



		CA_n7(2A)-n25A

		CA_n7A-n25A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n7(2A)-n25(2A)

		CA_n7A-n25A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n25

		CA_n25(2A)_BCS0

		



		CA_n7A-n26A

		CA_n7A-n26A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n26

		5, 10, 15, 20

		



		CA_n7A-n26(2A)

		CA_n7A-n26A

		n7

		5, 10, 15, 20, 25, 30, 35, 40, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n7B-n26A

		CA_n7A-n26A

CA_n7B

		n7

		CA_n7B_BCS0

		0



		

		

		n26

		5, 10, 15, 20

		



		CA_n7B-n26(2A)

		CA_n7A-n26A

		n7

		CA_n7B_BCS0

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n7A-n28A

		CA_n7A-n28A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n7B-n28A

		CA_n7A-n28A

CA_n7B

		n7

		CA_n7B_BCS0

		0



		

		

		n28

		5, 10, 15, 20

		



		CA_n7A-n40A

		CA_n7A-n40A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n7A-n46A

		CA_n7A-n46A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		20, 40, 60, 80

		



		CA_n7A-n46C

		CA_n7A-n46A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46C_BCS0

		



		CA_n7A-n46D

		CA_n7A-n46A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46D_BCS0

		



		CA_n7A-n46(2A)

		CA_n7A-n46A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46(2A)_BCS0

		



		CA_n7A-n66A

		CA_n7A-n66A

		n7

		5, 10, 15, 20

		0



		

		

		n66

		10, 15, 20, 40

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n7A-n66(2A)

		CA_n7A-n66A

		n7

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n7(2A)-n66A

		CA_n7A-n66A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n7(2A)-n66(2A)

		CA_n7A-n66A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n7A-n67A

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		CA_n7A-n71A

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n7A-n75A

		-

		n7

		10, 15, 20

		0



		

		

		n75

		5, 10, 15, 20

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		



		CA_n7A-n77A

		n788,9

CA_n7A-n77A8

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n7(2A)-n77A

		n788,9

CA_n7A-n77A8

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n7A-n77(2A)

		n788,9

CA_n7A-n77A8

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n7(2A)-n77(2A)

		n788,9

CA_n7A-n77A8

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n7A-n77(3A)

		n788,9

CA_n77(2A)

CA_n7A-n77A8

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n7(2A)-n77(3A)

		n788,9

CA_n77(2A)

CA_n7A-n77A8

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n7A-n78A

		n788,9

CA_n7A-n78A8

		n7

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n7A-n78C

		CA_n7A-n78A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n7B-n78A

		n788

CA_n7A-n78A8

CA_n7B

		n7

		CA_n7B_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n7

		CA_n7B_BCS4 and 5

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n7B-n78(2A)

		CA_n7A-n78A

CA_n7B

		n7

		CA_n7B_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n7

		CA_n7B_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n7A-n78(2A)

		n788,9

CA_n7A-n78A8

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)



		n78

		CA_n78(2A)_BCS0

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n7

		See n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n7(2A)-n78A

		CA_n7A-n78A

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n7

		CA_n7(2A)_BCS0

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n7

		CA_n7(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n7(2A)-n78(2A)

		CA_n7A-n78A

CA_n78(2A)

		n7

		CA_n7(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n7

		CA_n7(2A)_BCS0

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n7

		CA_n7(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n7A-n79A

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		n79 channel bandwidths in Table 5.3.5-1

		



		CA_n7A-n79C

		-

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n7A-n102A

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n7A-n102(2A)

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n7A-n102B

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n7A-n102C

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n7A-n102D

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n7A-n102E

		CA_n7A-n102A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n7A-n105A

		CA_n7A-n105A

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		



		CA_n8A-n20A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n20

		5, 10, 15, 20

		



		CA_n8A-n28A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n8A-n34A

		CA_n8A-n34A

		n8

		5, 10, 15, 20

		0



		

		

		n34

		5, 10, 15

		



		CA_n8A-n38A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n8A-n39A

		CA_n8A-n39A

		n8

		5, 10, 15, 20

		0



		

		

		n39

		5, 10, 15, 20, 25, 30, 40

		



		CA_n8A-n40A

		CA_n8A-n40A

		n8

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		



		CA_n8A-n41A

		CA_n8A-n41A

		n8

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n8

		5, 10, 15, 20

		1



		

		

		n41

		10, 15, 20, 40, 50, 60

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n8A-n41C

		CA_n8A-n41A

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n8A-n75A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n75

		5, 10, 15, 20

		



		

		

		n8

		5, 10,15, 20

		1



		

		

		n75

		5, 10,15, 20, 25, 30, 40, 50

		



		CA_n8A-n77A

		-

		n8

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n8A-n77(2A)

		-

		n8

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n8A-n78A

		n788

CA_n8A-n78A8

		n8

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n8

		5, 10, 15, 20

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n8A-n78C

		CA_n8A-n78A

		n8

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n8A-n78(2A)

		CA_n8A-n78A

		n8

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n8A-n79A

		n778,9

CA_n8A-n79A8

		n8

		5, 10, 15, 20

		0



		

		

		n79

		10, 20, 40, 50, 60, 80, 100

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n8A-n79C

		CA_n8A-n79A

CA_n79C

		n8

		5, 10, 15, 20

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n8

		See n8 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS0

		







Table 5.5A.3.1-1f ~ Table 5.5A.3.1-1j

Table 5.5A.3.1-1f: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n12A-n25A

		CA_n12A-n25A

		n12

		5, 10, 15

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n12A-n30A

		CA_n12A-n30A

		n12

		5, 10, 15

		0



		

		

		n30

		5, 10

		



		CA_n12A-n41A

		-

		n12

		5, 10, 15

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n12A-n48A

		-

		n12

		5, 10, 15

		0



		

		

		n48

		10, 15, 20, 30, 40

		



		CA_n12A-n66A

		CA_n12A-n66A

		n12

		5, 10, 15

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		CA_n12A-n66(2A)

		CA_n12A-n66A

		n12

		5, 10, 15

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n12A-n66(3A)

		CA_n12A-n66A

		n12

		5, 10, 15

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n12A-n71A

		-

		n12

		5, 10, 15

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n12A-n77A

		n778, 9

CA_n12A-n77A8

		n12

		5, 10, 15

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n12

		n12 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n12A-n77B

		-

		n12

		n12 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n12A-n77C

		-

		n12

		n12 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n12A-n77(2A)

		n778, 9

CA_n12A-n77A8

		n12

		5, 10, 15

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n12A-n78A

		CA_n12A-n78A

		n12

		5, 10, 15

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n12A-n78(2A)

		CA_n12A-n78A

		n12

		5, 10, 15

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n13A-n25A

		CA_n13A-n25A

		n13

		5, 10

		0



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		



		CA_n13A-n66A

		CA_n13A-n66A

		n13

		5, 10

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n13

		5, 10,

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n13A-n77A

		n778, 9

CA_n13A-n77A8

		n13

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n13A-n77(2A)

		CA_n77(2A)

CA_n13A-n77A

		n13

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n14A-n30A

		CA_n14A-n30A

		n14

		5, 10

		0



		

		

		n30

		5, 10

		



		CA_n14A-n66A

		CA_n14A-n66A

		n14

		5, 10

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n14A-n66(2A)

		CA_n14A-n66A

		n14

		5, 10

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n14A-n66(3A)

		CA_n14A-n66A

		n14

		5, 10

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n14A-n77A

		n778, 9

CA_n14A-n77A8

		n14

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n14A-n77(2A)

		n778, 9

CA_n14A-n77A8

		n14

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n18A-n28A

		CA_n18A-n28A 

		n18

		5, 10, 15

		0



		

		

		n28

		5, 10

		



		CA_n18A-n40A

		CA_n18A-n40A

		n18

		5, 10, 15

		0



		

		

		n40

		10, 15, 20, 30, 40

		



		CA_n18A-n41A

		CA_n18A-n41A

		n18

		5, 10, 15

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n18A-n74A

		CA_n18A-n74A

		n18

		5, 10, 15

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n18A-n77A

		CA_n18A-n77A

		n18

		5, 10, 15

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n18

		See n18 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n18A-n77(2A)

		CA_n18A-n77A

		n18

		5, 10, 15

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n18

		See n18 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n18A-n77(3A)

		CA_n18A-n77A

		n18

		5, 10, 15

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n18A-n78A

		CA_n18A-n78A

		n18

		5, 10, 15

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n18

		See n18 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n18A-n78(2A)

		CA_n18A-n78A

		n18

		5, 10, 15

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n18

		See n18 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		







Table 5.5A.3.1-1g: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n20A-n28A

		CA_n20A-n28A

		n20

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n20

		5, 10, 15, 20

		1



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n20A-n40A

		-

		n20

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n20A-n67A

		-

		n20

		5, 10, 15, 20

		0



		

		

		n67

		5, 10, 15, 20

		



		CA_n20A-n75A

		-

		n20

		5, 10, 15, 20

		0



		

		

		n75

		5, 10, 15, 20

		



		

		

		n20

		5, 10,15, 20

		1



		

		

		n75

		5, 10,15, 20, 25, 30, 40, 50

		



		CA_n20A-n78A

		CA_n20A-n78A

		n20

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n20

		See n20 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n20A-n78C

		-

		n20

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n24A-n41A

		CA_n24A-n41A

		n24

		5, 10

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n24

		See n24 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n24A-n41(2A)

		CA_n24A-n41A

		n24

		5, 10

		0



		

		

		n41

		CA_n41(2A)_BCS1

		



		

		

		n24

		See n24 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		



		CA_n24A-n48A

		CA_n24A-n48A

		n24

		5, 10

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n24A-n48B

		CA_n24A-n48A

		n24

		5, 10

		0



		

		

		n48

		CA_n48B_BCS1

		



		CA_n24A-n48(2A)

		CA_n24A-n48A

		n24

		5, 10

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n24A-n48(3A)

		CA_n24A-n48A

		n24

		5, 10

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n24A-n77A

		CA_n24A-n77A

		n24

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n24

		See n24 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n24A-n77C

		CA_n24A-n77A

		n24

		5, 10

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n24A-n77(2A)

		CA_n24A-n77A

		n24

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n24

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n25A-n29A

		-

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n29

		5, 10

		



		CA_n25A-n38A

		CA_n25A-n38A

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n25(2A)-n38A

		CA_n25A-n38A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n25A-n41A

		n418,9

CA_n25A-n41A8

		n25

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n41A

		n418,9

CA_n25A-n41A8

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS1

		1



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1 

		



		CA_n25(2A)-n41C

		n418,9

CA_n25A-n41A8

CA_n41C8

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n41

		CA_n41C_BCS2

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		CA_n41C_BCS 4 and 5

		



		CA_n25(2A)-n41(2A)

		n418,9

CA_n25A-n41A 8

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n41

		CA_n41(2A)_BCS3

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		



		CA_n25A-n41C

		n418,9

CA_n25A-n41A8

CA_n41C8

		n25

		5, 10, 15, 20

		0



		

		

		n41

		CA_n41C_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n41

		CA_n41C_BCS1

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C BCS 4 and 5

		



		CA_n25A-n41(2A)

		n418,9

CA_n25A-n41A8

		n25

		5, 10, 15, 20

		0



		

		

		n41

		CA_n41(2A)_BCS1

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n41

		CA_n41(2A)_BCS3

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		



		CA_n25A-n41(3A)

		n418,9

CA_n25A-n41A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		CA_n41(3A)_BCS0

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		



		CA_n25A-n41(A-C)

		n418,9

CA_n25A-n41A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		CA_n41C8

		n41

		CA_n41(A-C)_BCS0

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		



		CA_n25(2A)-n41(3A)

		n418,9

CA_n25A-n41A8

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		



		CA_n25(2A)-n41(A-C)

		n418,9

CA_n41C8

CA_n25A-n41A8

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		



		CA_n25A-n46A

		-

		n25

		5, 10, 15, 20

		0



		

		

		n46

		20, 40, 60, 80

		



		CA_n25A-n48A

		CA_n25A-n48A

		n25

		5, 10, 15, 20

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n25A-n48(2A)

		CA_n25A-n48A

		n25

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n25A-n48C

		CA_n25A-n48A

		n25

		5, 10, 15, 20

		0



		

		

		n48

		CA_n48C_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n48

		CA_n48C_BCS0

		



		CA_n25A-n66A

		CA_n25A-n66A

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n66

		5, 10, 15, 20, 30, 40

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n25A-n66(2A)

		CA_n25A-n66A

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n25(2A)-n66A

		CA_n25A-n66A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n66

		10, 15, 20, 30, 40

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n25

		CA_n25(2A)_BCS1

		2



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n66(2A)

		CA_n25A-n66A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS1

		2



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n25A-n71A

		CA_n25A-n71A

		n25

		5, 10, 15, 20

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n25A-n71B

		CA_n25A-n71A

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n25A-n71(2A)

		 CA_n25A-n71A

		n25

		5, 10, 15, 20

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n25(2A)-n71A

		CA_n25A-n71A

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n71(2A)

		CA_n25A-n71A

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n25(2A)-n71B

		CA_n25A-n71A

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n25A-n77A

		n778,9

CA_n25A-n77A8

		n25

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n25A-n77(2A)

		n778,9

CA_n77(2A)

CA_n25A-n77A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n25

		n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n25A-n77(3A)

		n778,9

CA_n77(2A)

CA_n25A-n77A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n25(2A)-n77A

		n778,9

CA_n25A-n77A8

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n77(2A)

		n778,9

CA_n77(2A)

CA_n25A-n77A8

		n25

		CA_n25(2A)_BCS1

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n25(2A)-n77(3A)

		CA_n25(2A)

CA_n77(2A)

CA_n25A-n77A

		n25

		CA_n25(2A)_BCS0



		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n25A-n78A

		n788,9

CA_n25A-n78A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n25A-n78(2A)

		n788,9

CA_n25A-n78A8

		n25

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		CA_n25A-n78A

CA_n78(2A)

		n25

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		CA_n25A-n78A

		n25

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n25(2A)-n78A

		CA_n25A-n78A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n25

		CA_n25(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n78(2A)

		CA_n25A-n78A

		n25

		CA_n25(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n25

		CA_n25(2A)_BCS0

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n25

		CA_n25(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n25A-n85A

		CA_n25A-n85A

		n25

		See n25 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n25(2A)-n85A

		CA_n25A-n85A

		n25

		CA_n25(2A)_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		







Table 5.5A.3.1-1h: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n26A-n28A

		-

		n26

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n26

		5, 10, 15, 20, 25, 30

		1



		

		

		n28

		5, 10, 15, 20, 25, 30

		



		CA_n26A-n29A

		-

		n26

		5, 10, 15, 20, 25, 30

		0



		

		

		n29

		5, 10

		



		CA_n26A-n48A

		CA_n26A-n48A

		n26

		5, 10, 15, 20, 25, 30

		0



		

		

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n26A-n48(2A)

		CA_n26A-n48A

		n26

		5, 10, 15, 20, 25, 30

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n26A-n66A

		CA_n26A-n66A

		n26

		5, 10, 15, 20

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n26A-n66(2A)



		CA_n26A-n66A



		n26

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		CA_n26A-n70A

		CA_n26A-n70A

		n26

		5, 10, 15, 20

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n26A-n77A

		CA_n26A-n77A

		n26

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n26A-n78A

		CA_n26A-n78A

		n26

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n26(2A)-n78A

		CA_n26A-n78A

		n26

		CA_n26(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n26A-n78(2A)

		CA_n26A-n78A

		n26

		5, 10, 15, 20, 25, 30

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n26(2A)-n78(2A)

		CA_n26A-n78A

		n26

		CA_n26(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n28A-n34A

		CA_n28A-n34A

		n28

		5, 10, 15, 20, 30

		0



		

		

		n34

		5, 10, 15

		



		CA_n28A-n38A

		-

		n28

		5, 10, 15, 20, 30

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n28A-n39A

		CA_n28A-n39A

		n28

		5, 10, 15, 20, 30

		0



		

		

		n39

		5, 10, 15, 20, 25, 30, 40

		



		CA_n28A-n40A

		CA_n28A-n40A

		n28

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n28

		5, 10, 15, 20, 25, 30

		1



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n28A-n40B

		-

		n28

		5, 10, 15, 20

		0



		

		

		n40

		CA_n40B_BCS0

		



		CA_n28A-n41A

		n418

CA_n28A-n41A8

		n28

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n28

		5, 10, 15, 20, 30

		1



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n28A-n41B

		CA_n28A-n41A

		n28

		5, 10

		0



		

		

		n41

		CA_n41B_BCS0

		



		CA_n28A-n41C

		CA_n28A-n41A

CA_n41C

		n28

		5, 10, 15, 20, 30

		0



		

		

		n41

		CA_n41C_BCS1

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n28A-n46A

		CA_n28A-n46A

		n28

		5, 10, 15, 20

		0



		

		

		n46

		20, 40, 60, 80

		



		CA_n28A-n46C

		CA_n28A-n46A

		n28

		5, 10, 15, 20

		0



		

		

		n46

		CA_n46C_BCS0

		



		CA_n28A-n46D

		CA_n28A-n46A

		n28

		5, 10, 15, 20

		0



		

		

		n46

		CA_n46D_BCS0

		



		CA_n28A-n46(2A)

		CA_n28A-n46A

		n28

		5, 10, 15, 20

		0



		

		

		n46

		CA_n46(2A)_BCS0

		



		CA_n28A-n50A

		CA_n28A-n50A

		n28

		5, 10, 15, 20

		0



		

		

		n50

		5, 10, 15, 20, 40, 50, 60, 801

		



		CA_n28A-n71A

		-

		n28

		5, 10, 15, 20, 30

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n28A-n74A

		CA_n28A-n74A

		n28

		5, 10, 15, 20, 30

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n28A-n75A

		-

		n28

		5, 10, 15, 20

		0



		

		

		n75

		5, 10, 15, 20

		



		

		

		n28

		5, 10, 15, 20

		1



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n28

		5, 10, 15, 20, 25, 30

		2



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n28A-n77A

		n778,9

CA_n28A-n77A8

		n28

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n28

		5, 10, 15, 20, 25, 30

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n28A-n77C

		CA_n28A-n77A

		n28

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n28A-n77(2A)

		n778,9

CA_n77(2A)8

CA_n28A-n77A8

		n28

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n28

		5, 10, 15, 20, 25, 30

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n28A-n77(3A)

		n778,9

CA_n77(2A)

CA_n28A-n77A8

		n28

		5, 10

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(3A)_BCS4 and 5

		



		CA_n28A-n78A

		n788

CA_n28A-n78A8

		n28

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n28

		5, 10, 15, 20, 30

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n28A-n78C

		CA_n28A-n78A

		n28

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n28A-n78(2A)

		CA_n78(2A)

CA_n28A-n78A

		n28

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n28

		5, 10, 15, 20

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n28A-n79A

		n798

CA_n28A-n79A8

		n28

		5, 10, 15, 20, 30

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n28A-n79C

		CA_n79C

		n28

		5, 10, 15, 20, 30

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n28

		See n28 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n28A-n94A

		-

		n28

		5, 10, 15, 20

		0



		

		

		n94

		5, 10, 15, 20

		



		CA_n28A-n102A

		CA_n28A-n102A

		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n28A-n102(2A)

		CA_n28A-n102A

		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n28A-n102B

		CA_n28A-n102A



		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n28A-n102C

		CA_n28A-n102A



		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n28A-n102D

		CA_n28A-n102A

		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n28A-n102E

		CA_n28A-n102A

		n28

		5, 10, 15, 20, 25, 30

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n29A-n30A

		-

		n29

		5, 10

		0



		

		

		n30

		5, 10

		



		CA_n29A-n48A

		-

		n29

		5, 10

		0



		

		

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n29A-n66A

		-

		n29

		5, 10

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n29

		5, 10

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n29A-n66B

		-

		n29

		5, 10

		0



		

		

		n66

		CA_n66B_BCS0

		



		CA_n29A-n66(2A)

		-

		n29

		5, 10

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n29

		5, 10

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n29A-n66(3A)

		-

		n29

		5, 10

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n29A-n70A

		-

		n29

		5, 10

		0



		

		

		n70

		5, 10, 15, 201,, 251

		



		CA_n29A-n71A

		-

		n29

		5, 10

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n29A-n77A

		n778, 9

		n29

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n29A-n77(2A)

		n778, 9

		n29

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS1

		







Table 5.5A.3.1-1i: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n30A-n66A

		CA_n30A-n66A

		n30

		5, 10

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n30A-n66(2A)

		CA_n30A-n66A

		n30

		5, 10

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n30A-n66(3A)

		CA_n30A-n66A

		n30

		5, 10

		0



		

		

		n66

		CA_n66(3A)_BCS0

		



		CA_n30A-n77A

		n778, 9

CA_n30A-n77A8

		n30

		5, 10

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n30A-n77(2A)

		n778, 9

CA_n77(2A)

CA_n30A-n77A8

		n30

		5, 10

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n34A-n39A

		CA_n34A-n39A

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		



		CA_n34A-n40A

		CA_n34A-n40A

		n34

		5, 10, 15

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		CA_n34A-n41A

		CA_n34A-n41A

		n34

		5, 10, 15

		0



		

		

		n41

		10, 15, 20, 30 ,40 ,50, 60, 70, 80, 90, 100

		



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n34A-n41C

		CA_n41C

CA_n34A-n41A

CA_n34A-n41C

		n34

		5, 10, 15

		0



		

		

		n41

		CA_n41C_BCS1

		



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n34A-n79A

		CA_n34A-n79A

		n34

		5, 10, 15

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n34A-n79C

		CA_n34A-n79A

		n34

		5, 10, 15

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n34

		See n34 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n38A-n40A

		-

		n38

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n40

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n38A-n66A

		CA_n38A-n66A

		n38

		5, 10, 15, 20

		0



		

		

		n66

		5, 10, 15, 20, 30, 40

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n38A-n66(2A)

		CA_n38A-n66A

		n38

		5, 10, 15, 20

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		CA_n38A-n71A

		-

		n38

		5, 10, 15, 20

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n38A-n78A

		CA_n38A-n78A

		n38

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n38

		See n38 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n38A-n78(2A)

		CA_n38A-n78A

		n38

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		

		n38

		5, 10, 15, 20

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n38

		See n38 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n38A-n79A

		-

		n38

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n38

		See n38 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n38A-n79C

		-

		n38

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n38

		See n38 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n39A-n40A

		CA_n39A-n40A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		



		CA_n39A-n41A

		CA_n39A-n41A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n39A-n41C

		CA_n41C

CA_n39A-n41A

CA_n39A-n41C

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		CA_n41C_BCS0

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n39A-n41(2A)

		CA_n39A-n41A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		CA_n41(2A)_BCS0

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		



		CA_n39A-n79A

		CA_n39A-n79A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n39A-n79C

		CA_n79C

CA_n39A-n79A

		n39

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n39

		See n39 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n40A-n41A

		n418

CA_n40A-n41A8

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n41

		10, 15, 20, 40, 50, 60

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		



		CA_n40A-n41C

		CA_n41C12

CA_n40A-n41A

CA_n40A-n41C12

		n40

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n41

		CA_n41C_BCS0

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n41

		CA_n41C_BCS4 and 5

		



		CA_n40A-n77A

		CA_n40A-n77A

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100

		



		CA_n40A-n77(2A)

		CA_n40A-n77A

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n40A-n77C

		-

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n40B-n77A

		n778

CA_n40A-n77A

		n40

		CA_n40B_BCS1

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 904, 100

		



		CA_n40B-n77(2A)

		CA_n40A-n77A

		n40

		CA_n40B_BCS1

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n40B-n77C

		CA_n40A-n77A

		n40

		CA_n40B_BCS1

		0



		

		

		n77

		CA_n77C_BCS1

		



		CA_n40A-n78A

		CA_n40A-n78A

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n40A-n78(2A)

		CA_n40A-n78A

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n40A-n78C

		CA_n40A-n78A

		n40

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n40B-n78A

		-

		n40

		CA_n40B_BCS0

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		CA_n40A-n78A

		n40

		CA_n40B_BCS1

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n40B-n78(2A)

		CA_n40A-n78A

		n40

		CA_n40B_BCS1

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n40B-n78C

		CA_n40A-n78A

		n40

		CA_n40B_BCS1

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n40A-n79A

		CA_n40A-n79A

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n40A-n79C

		CA_n40A-n79A

CA_n79C

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n40

		See n40 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS0

		



		CA_n40A-n105A

		CA_n40A-n105A

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.1-1j: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n41A-n48A

		CA_n41A-n48A

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n48

		See n48 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n48B

		CA_n41A-n48A

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n48

		CA_n48B_BCS2

		



		CA_n41A-n48C

		CA_n41A-n48A

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n48

		CA_n48C_BCS1

		



		CA_n41A-n48(2A)

		CA_n41A-n48A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n48

		CA_n48(2A)_BCS4 and 5

		



		CA_n41C-n48A

		CA_n41A-n48A

		n41

		CA_n41C_BCS2

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n41C-n48B

		CA_n41A-n48A

		n41

		CA_n41C_BCS2

		0



		

		

		n48

		CA_n48B_BCS2

		



		CA_n41C-n48C

		CA_n41A-n48A

		n41

		CA_n41C_BCS2

		0



		

		

		n48

		CA_n48C_BCS1

		



		CA_n41(2A)-n48A

		CA_n41A-n48A

		n41

		CA_n41(2A)_BCS3

		0



		

		

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		4 and 5



		

		

		n48

		See n48 channel bandwidths in Table 5.3.5-1

		



		CA_n41(2A)-n48B

		CA_n41A-n48A

		n41

		CA_n41(2A)_BCS3

		0



		

		

		n48

		CA_n48B_BCS2

		



		CA_n41(2A)-n48C

		CA_n41A-n48A

		n41

		CA_n41(2A)_BCS3

		0



		

		

		n48

		CA_n48C_BCS1

		



		CA_n41(2A)-n48(2A)

		CA_n41A-n48A

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		

		

		n41

		CA_n41(2A)_BCS4 and 5

		4 and 5



		

		

		n48

		CA_n48(2A)_BCS4 and 5

		



		CA_n41A-n50A

		CA_n41A-n50A

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n50

		5, 10, 15, 20, 40, 50, 60, 801

		



		CA_n41A-n66A

		n418,9

CA_n41A-n66A8

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n41(2A)-n66A

		n418, 9

CA_n41A-n66A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n41

		CA_n41(2A)_BCS1

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n66(2A)

		n418, 9

CA_n41A-n66A8

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41C-n66A

		n418, 9

CA_n41A-n66A8

CA_n41C

		n41

		CA_n41C_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n41

		CA_n41C_BCS1

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n66(2A)

		n418, 9

CA_n41A-n66A8

CA_n41C

		n41

		CA_n41C_BCS2

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41(2A)-n66(2A)

		n418, 9

CA_n41A-n66A8

		n41

		CA_n41(2A)_BCS3

		0



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41(3A)-n66A

		n418, 9

CA_n41A-n66A8

		n41

		CA_n41(3A)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40,

		



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		



		CA_n41(3A)-n66(2A)

		n418,9

CA_n41A-n66A8

		n41

		CA_n41(3A)_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41(A-C)-n66A

		n418, 9

CA_n41C8

CA_n41A-n66A8

		n41

		CA_n41(A-C)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1 

		



		CA_n41(A-C)-n66(2A)

		n418,9

CA_n41C8

CA_n41A-n66A8

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		



		CA_n41A-n70A

		CA_n41A-n70A

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n41A-n71A

		n418,9

CA_n41A-n71A8

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n71B

		n418,9

CA_n41A-n71A8

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n41A-n71(2A)

		n418,9

CA_n41A-n71A8

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n41C-n71A

		n418, 9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41C_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41C_BCS1

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n71(2A)

		n418,9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41C_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n41(2A)-n71A

		n418, 9

CA_n41A-n71A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41(2A)_BCS3

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41(2A)-n71(2A)

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n41(2A)-n71B

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n41

		CA_n41(2A)_BCS1

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n41(3A)-n71A

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(3A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41(3A)-n71B

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(3A)_BCS4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS4 and 5

		



		CA_n41(3A)-n71(2A)

		n418,9

CA_n41A-n71A8

		n41

		CA_n41(3A)_BCS4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS4 and 5 

		



		CA_n41(A-C)-n71A

		n418,9

CA_n41A-n71A8

CA_n41C8



		n41

		CA_n41(A-C)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n41(A-C)-n71B

		n418,9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n41(A-C)-n71(2A)

		n418,9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n41C-n71B

		n418,9

CA_n41A-n71A8

CA_n41C8

		n41

		CA_n41C_BCS0

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n41

		CA_n41C_BCS1

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n41A-n74A

		CA_n41A-n74A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n74

		5, 10, 15, 20

		



		CA_n41A-n77A

		n418,9

n778,9

CA_n41A-n77A8

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41B-n77A

		CA_n41A-n77A

		n41

		CA_n41B_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n41(2A)-n77A

		n418,9

n778,9

CA_n41A-n77A8

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41(3A)-n77A

		n418,9

n778,9

CA_n41A-n77A8

		n41

		CA_n41(3A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		CA_n41(3A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41(A-C)-n77A

		n418,9

n778,9

CA_n41C8

CA_n41A-n77A8

		n41

		CA_n41(A-C)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		CA_n41(A-C)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n77A

		n418,9

n778,9

CA_n41A-n77A8

CA_n41C8

		n41

		CA_n41C_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n77(2A)

		n418,9 

n778,9

CA_n41A-n77A8

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n41

		n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n41C-n77(2A)

		n418,9

n778,9

CA_n41A-n77A8

CA_n41C8

		n41

		CA_n41C_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n41A-n77(3A)

		CA_n41A-n77A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(3A)_BCS 4 and 5

		



		CA_n41(2A)-n77(2A)

		-

		n41

		CA_n41(2A)_BCS1

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		n418,9

n778,9

CA_n41A-n77A8

		n41

		CA_n41(2A) BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A) BCS 4 and 5

		



		CA_n41A-n77C

		CA_n41A-n77A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n41A-n78A

		CA_n41A-n78A

		n41

		10, 15, 20, 40, 50, 60, 80, 100

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n78(2A)

		CA_n41A-n78A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n41A-n78C

		CA_n41A-n78A

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		0



		

		

		n78

		CA_n78C_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78C_BCS4 and 5

		



		CA_n41A-n79A

		n418

n798

CA_n41A-n79A8

		n41

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n41

		10, 15, 20, 40, 50, 60

		1



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		2



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n41A-n79C

		CA_n41A-n79A

CA_n79C

		n41

		10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n41C-n79A

		CA_n41A-n79A

CA_n41C

		n41

		CA_n41C_BCS0

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n41

		CA_n41C_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n79C

		CA_n41C

CA_n79C

CA_n41A-n79A

		n41

		CA_n41C_BCS0

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n41

		CA_n41C_BCS4 and 5

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n41A-n85A

		CA_n41A-n85A

		n41

		See n41 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n41C-n85A

		CA_n41A-n85A

CA_n41C

		n41

		CA_n41C_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n41(2A)-n85A

		CA_n41A-n85A

		n41

		CA_n41(2A)_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		





Table 5.5A.3.1-1k~ Table 5.5A.3.1-1n

Table 5.5A.3.1-1k: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n46A-n48A

		CA_n46A-n48A

		n46

		20, 40, 60, 80

		0



		

		

		n48

		20

		



		

		

		n46

		20, 40, 60, 80

		1



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46A-n48(2A)

		CA_n46A-n48A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46A-n48(3A)

		CA_n46A-n48A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46A-n48(4A)

		CA_n46A-n48A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46A-n48B

		CA_n46A-n48A

		n46

		20, 40, 60, 80

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46A-n48C

		CA_n46A-n48A

CA_n46A-n48B

		n46

		20, 40, 60, 80

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46B-n48A

		CA_n46A-n48A

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		20

		



		

		

		n46

		CA_n46B_BCS0

		1



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46B-n48(2A)

		CA_n46A-n48A

		n46

		 CA_n46B_BCS0

		0



		

		

		n48

		 CA_n48(2A)_BCS0

		



		CA_n46B-n48(3A)

		CA_n46A-n48A

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46B-n48(4A)

		CA_n46A-n48A

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46B-n48B

		CA_n46A-n48A

CA_n46A-n48B

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46B-n48C

		CA_n46A-n48A

		n46

		CA_n46B_BCS0

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46C-n48A

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		20

		



		

		

		n46

		CA_n46C_BCS0

		1



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46C-n48(2A)

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46C-n48(3A)

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46C-n48(4A)

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46C-n48B

		CA_n46A-n48A

CA_n46A-n48B

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46C-n48C

		CA_n46A-n48A

		n46

		CA_n46C_BCS0

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46D-n48A

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		20

		



		

		

		n46

		CA_n46D_BCS0

		1



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46D-n48(2A)

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46D-n48(3A)

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46D-n48(4A)

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46D-n48B

		CA_n46A-n48A

CA_n46A-n48B

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46D-n48C

		CA_n46A-n48A

		n46

		CA_n46D_BCS0

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46M-n48A

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		20

		



		CA_n46M-n48(2A)

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46M-n48(3A)

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46M-n48(4A)

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46M-n48B

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46M-n48C

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46N-n48A

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		



		CA_n46N-n48(2A)

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48(2A)_BCS0

		



		CA_n46N-n48(3A)

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48(3A)_BCS0

		



		CA_n46N-n48(4A)

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48(4A)_BCS0

		



		CA_n46N-n48B

		CA_n46A-n48A

CA_n46A-n48B

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48B_BCS0

		



		CA_n46N-n48C

		CA_n46A-n48A

		n46

		CA_n46N_BCS1

		0



		

		

		n48

		CA_n48C_BCS0

		



		CA_n46A-n66A

		-

		n46

		20, 40, 60, 80

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n46A-n77A

		CA_n46A-n77A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46C-n77A

		CA_n46A-n77A

		n46

		CA_n46C_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46D-n77A

		CA_n46A-n77A

		n46

		CA_n46D_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46A-n77(2A)

		CA_n77(2A)

CA_n46A-n77A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n46C-n77(2A)

		CA_n77(2A)

CA_n46A-n77A

		n46

		CA_n46C_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n46D-n77(2A)

		CA_n77(2A)

CA_n46A-n77A

		n46

		CA_n46D_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n46(2A)-n77A

		CA_n46A-n77A

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46(2A)-n77(2A)

		CA_n77(2A)

CA_n46A-n77A

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n46A-n78A

		CA_n46A-n78A

		n46

		20, 40, 60, 80

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46C-n78A

		CA_n46A-n78A

		n46

		CA_n46C_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46D-n78A

		CA_n46A-n78A

		n46

		CA_n46D_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46A-n78(2A)

		CA_n78(2A)

CA_n46A-n78A

		n46

		10, 20, 40, 60, 80

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n46C-n78(2A)

		CA_n78(2A)

CA_n46A-n78A

		n46

		CA_n46C_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n46D-n78(2A)

		CA_n78(2A)

CA_n46A-n78A

		n46

		CA_n46D_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n46(2A)-n78A

		CA_n46A-n78A

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n46(2A)-n78(2A)

		CA_n78(2A)

CA_n46A-n78A

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n46A-n96A

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46B-n96A

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46C-n96A

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46D-n96A

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46M-n96A

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46N-n96A

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n46A-n96B

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46B-n96B

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46C-n96B

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46D-n96B

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46M-n96B

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46N-n96B

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n46A-n96C

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46B-n96C

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46C-n96C

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46D-n96C

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46M-n96C

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46N-n96C

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n46A-n96D

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46B-n96D

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46C-n96D

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46D-n96D

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46M-n96D

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46N-n96D

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n46A-n96E

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46B-n96E

		-

		n46

		CA_n46B_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46C-n96E

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46D-n96E

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46M-n96E

		-

		n46

		CA_n46M_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46N-n96E

		-

		n46

		CA_n46N_BCS1

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n46A-n102A

		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n46A-n102(2A)

		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n46A-n102B

		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n46A-n102C

		-

		n46

		10, 20, 40, 60, 80

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n46A-n102D



		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n46A-n102E



		-

		n46

		10, 20, 40, 60, 80, 100

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n46(2A)-n102A



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n46(2A)-n102(2A)

		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n46(2A)-n102B



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n46(2A)-n102C



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n46(2A)-n102D



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n46(2A)-n102E



		-

		n46

		CA_n46(2A)_BCS0

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n46C-n102A

		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n46C-n102(2A)



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n46C-n102B



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n46C-n102C



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n46C-n102D



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n46C-n102E



		-

		n46

		CA_n46C_BCS0

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n46D-n102A

		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n46D-n102(2A)



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n46D-n102B



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n46D-n102C



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n46D-n102D



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n46D-n102E



		-

		n46

		CA_n46D_BCS0

		0



		

		

		n102

		CA_n102E_BCS0

		







Table 5.5A.3.1-1l: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n48A-n53A

		-

		n48

		5, 10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n53

		5, 10

		



		CA_n48(2A)-n53A

		-

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n53

		5, 10

		



		CA_n48A-n66A

		CA_n48A-n66A

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		5, 10, 15, 20, 40, 501, 601, 801, 901, 1001

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		2



		

		

		n66

		5, 10, 15, 20, 25, 30, 40,

		



		CA_n48A-n66B

		CA_n48A-n66A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		0



		

		

		n66

		CA_n66B_BCS0

		



		CA_n48A-n66(2A)

		CA_n48A-n66A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		CA_n48B-n66A

		CA_n48B

CA_n48A-n66A



		n48

		CA_n48B_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		CA_n48B_BCS1

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n48

		CA_n48B_BCS2

		2



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48B-n66(2A)

		CA_n48B

CA_n48A-n66A



		n48

		CA_n48B_BCS2

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		

		

		n48

		CA_n48B_BCS2

		1



		

		

		n66

		CA_n66(2A)_BCS1

		



		

		

		n48

		CA_n48B_BCS2

		2



		

		

		n66

		CA_n66(2A)_BCS2

		



		CA_n48C-n66A

		CA_n48B

CA_n48A-n66A

		n48

		CA_n48C_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		CA_n48C_BCS0

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48(2A)-n66A

		CA_n48A-n66A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		CA_n48(2A)_BCS0

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n48

		CA_n48(2A)_BCS1

		2



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48(2A)-n66B

		CA_n48A-n66A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n66

		CA_n66B_BCS0

		



		CA_n48(2A)-n66(2A)

		CA_n48A-n66A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n66

		CA_n66(2A)_BCS0

		



		CA_n48(A-B)-n66A

		CA_n48A-n66A

		n48

		CA_n48(A-B)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n48

		CA_n48(A-B)_BCS1

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48(A-C)-n66A

		CA_n48A-n66A

		n48

		CA_n48(A-C)_BCS0

		0



		

		

		n66

		5, 10, 15, 20, 40

		



		

		

		n48

		CA_n48(A-C)_BCS0

		1



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		



		CA_n48A-n70A

		CA_n48A-n70A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n48(2A)-n70A

		CA_n48A-n70A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n70

		5, 10, 15, 20, 25

		



		CA_n48B-n70A

		CA_n48A-n70A

		n48

		CA_n48B_BCS2

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n48A-n71A

		CA_n48A-n71A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701, 801, 901, 1001

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48A-n71(2A)

		CA_n48A-n71A

		n48

		5, 10, 15, 20, 30, 40, 501, 601, 701 , 801, 901, 1001

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		CA_n48(2A)-n71A

		CA_n48A-n71A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48(2A)-n71(2A)

		CA_n48A-n71A

		n48

		CA_n48(2A)_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		CA_n48(3A)-n71A

		CA_n48A-n71A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48(4A)-n71A

		CA_n48A-n71A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48B-n71A

		CA_n48A-n71A

		n48

		CA_n48B_BCS2

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48B-n71(2A)

		CA_n48A-n71A

		n48

		CA_n48B_BCS2

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		CA_n48C-n71A

		CA_n48A-n71A

		n48

		CA_n48C_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n48A-n77A

		n778,9

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		See n48 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n48A-n77C

		n778,9

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n48A-n77(2A)

		-

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n48

		See n48 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n48(2A)-n77A

		n778,9

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48(2A)_BCS1

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48(2A)_BCS4 and 5

		4 and 5



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		



		CA_n48(2A)-n77C

		n778,9

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		CA_n48(2A)_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		

		

		n48

		CA_n48(2A)_BCS1

		2



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		CA_n48(2A)_BCS1

		3



		

		

		n77

		CA_n77C_BCS1

		



		CA_n48(2A)-n77(2A)

		-

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n48

		CA_n48(2A)_BCS4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS4 and 5

		



		CA_n48B-n77A

		CA_n48B

n778,9

		n48

		CA_n48B_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48B_BCS1

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48B_BCS2

		2



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n48B-n77C

		CA_n48B

n778,9

CA_n77C

		n48

		CA_n48B_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		CA_n48B_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		

		

		n48

		CA_n48B_BCS2

		2



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n48

		CA_n48B_BCS2

		3



		

		

		n77

		CA_n77C_BCS1

		



		CA_n48(A-B)-n77A

		n778,9

		n48

		CA_n48(A-B)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n48

		CA_n48(A-B)_BCS1

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n48A-n96A

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48(2A)-n96A

		CA_n48A-n96A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		20, 40, 60, 80 

		



		CA_n48(2A)-n96B

		CA_n48A-n96B

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48(2A)-n96C

		CA_n48A-n96A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48(2A)-n96D

		CA_n48A-n96A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48(2A)-n96E

		CA_n48A-n96A

		n48

		CA_n48(2A)_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n48(3A)-n96A

		CA_n48A-n96A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48(3A)-n96B

		CA_n48A-n96B

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48(3A)-n96C

		CA_n48A-n96A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48(3A)-n96D

		CA_n48A-n96A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48(3A)-n96E

		CA_n48A-n96A

		n48

		CA_n48(3A)_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n48(4A)-n96A

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48(4A)-n96B

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48(4A)-n96C

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48(4A)-n96D

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48(4A)-n96E

		CA_n48A-n96A

		n48

		CA_n48(4A)_BCS0

		0



		

		

		n96

		 CA_n96E_BCS0

		



		CA_n48A-n96B

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48A-n96C

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48A-n96D

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48A-n96E

		CA_n48A-n96A

		n48

		5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n48B-n96A

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48B-n96B

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48B-n96C

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48B-n96D

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48B-n96E

		CA_n48A-n96A  CA_n48B-n96A

		n48

		CA_n48B_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n48C-n96A

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		20, 40, 60, 80

		



		CA_n48C-n96B

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		CA_n96B_BCS0

		



		CA_n48C-n96C

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		CA_n96C_BCS0

		



		CA_n48C-n96D

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		CA_n96D_BCS0

		



		CA_n48C-n96E

		CA_n48A-n96A

		n48

		CA_n48C_BCS0

		0



		

		

		n96

		CA_n96E_BCS0

		



		CA_n50A-n78A

		CA_n50A-n78A

		n50

		5, 10, 15, 20, 30, 40, 50, 60, 801

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		







Table 5.5A.3.1-1m: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n66A-n70A

		-

		n66

		5, 10, 15, 20, 40

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n66B-n70A

		-

		n66

		CA_n66B_BCS0

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n66(2A)-n70A

		-

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n70

		5, 10, 15, 201, 251

		



		CA_n66A-n71A

		CA_n66A-n71A

		n66

		5, 10, 15, 20, 40

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n66A-n71B

		CA_n66A-n71A

		n66

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n71

		CA_n71B_BCS0

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n66A-n71(2A)

		CA_n66A-n71A

		n66

		5, 10, 15, 20, 40

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n66(2A)-n71A

		CA_n66A-n71A

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n71

		5, 10, 15, 20

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		



		CA_n66(2A)-n71B

		CA_n66A-n71A

		n66

		CA_n66(2A)_BCS1

		0



		

		

		n71

		CA_n71B_BCS2

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71B_BCS 4 and 5

		



		CA_n66(2A)-n71(2A)

		CA_n66A-n71A

		n66

		CA_n66(2A)_BCS1

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		



		CA_n66(3A)-n71A

		CA_n66A-n71A

		n66

		CA_n66(3A)_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n66B-n71A

		CA_n66A-n71A

		n66

		CA_n66B_BCS0

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n66A-n77A



		n778,9

CA_n66A-n77A8

		n66

		5, 10, 15, 20, 40

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n66A-n77B

		-

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n66(2A)-n77A

		n778,9

CA_n66A-n77A8



		n66

		CA_n66(2A)_BCS1

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n66(2A)-n77B

		-

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n66A-n77(2A)

		n778,9

CA_n66A-n77A8

CA_n77(2A)

		n66

		5, 10, 15, 20, 40

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n66

		n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n66(3A)-n77A

		n778

CA_n66A-n77A8

		n66

		CA_n66(3A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n66(2A)-n77(2A)

		n778,9

CA_n66A-n77A8

CA_n77(2A)

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n66(3A)-n77(2A)

		n778

CA_n66A-n77A8

		n66

		CA_n66(3A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n66A-n77C

		n778,9

CA_n77C

CA_n66A-n77A8

		n66

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n77

		CA_n77C_BCS1

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n66A-n77(3A)

		n778,9

CA_n77(2A)

CA_n66A-n77A8

		n66

		5, 10, 15, 20, 40

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n66(2A)-n77(3A)

		CA_n66(2A)

CA_n77(2A)

CA_n66A-n77A

		n66

		CA_n66(2A)_BCS0



		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n66(2A)-n77C

		n778,9

CA_n66A-n77A8

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n77

		CA_n77C_BCS1

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n66B-n77A

		n778,9

CA_n66A-n77A8

		n66

		CA_n66B_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n66B-n77C

		n778,9

CA_n66A-n77A8

		n66

		CA_n66B_BCS0

		0



		

		

		n77

		CA_n77C_BCS0

		



		

		

		n66

		CA_n66B_BCS0

		1



		

		

		n77

		CA_n77C_BCS1

		



		CA_n66A-n78A

		n778,9

CA_n66A-n78A8

		n66

		5, 10, 15, 20, 40

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		See n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n66A-n78(2A)

		n778,9

CA_n66A-n78A8

		n66

		5, 10, 15, 20, 30, 40

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		CA_n66A-n78A

CA_n78(2A)

		n66

		5, 10, 15, 20, 25, 30, 40

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		CA_n66A-n78A

		n66

		See n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n66(2A)-n78A

		CA_n66A-n78A

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n66

		CA_n66(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n66(2A)-n78(2A)

		CA_n66A-n78A

		n66

		CA_n66(2A)_BCS0

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n66

		CA_n66(2A)_BCS1

		1



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n66

		CA_n66(2A)_BCS4 and 5

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n66A-n85A

		CA_n66A-n85A

		n66

		See n66 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n66(2A)-n85A

		CA_n66A-n85A

		n66

		CA_n66(2A)_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n67A-n78A

		-

		n67

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n67A-n78(2A)

		CA_n78(2A)

		n67

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		







Table 5.5A.3.1-1n: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)

		NR CA configuration

		Uplink CA configuration or single uplink carrier10

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n70A-n71A

		CA_n70A-n71A

		n70

		5, 10, 15, 201, 251

		0



		

		

		n71

		5, 10, 15, 20

		



		CA_n70A-n71(2A)

		CA_n70A-n71A

		n70

		5, 10, 15, 201, 251

		0



		

		

		n71

		CA_n71(2A)_BCS0

		



		CA_n70A-n77A

		CA_n70A-n77A

		n70

		5, 10, 15, 201, 251

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n70A-n78A

		CA_n70A-n78A

		n70

		5, 10, 15, 201, 251

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n71A-n77A

		n778, 9

CA_n71A-n77A8

		n71

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n71A-n77(2A)

		n778, 9

CA_n71A-n77A8

		n71

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n71

		n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n71A-n77(3A)

		CA_n77(2A)

CA_n71A-n77A

		n71

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n71A-n77B

		-

		n71

		n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n71A-n77C

		-

		n71

		n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n71B-n77A



		n778, 9

CA_n71A-n77A8

		n71

		CA_n71B_BCS2

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n71

		CA_n71B_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n71B-n77(2A)

		n778, 9

CA_n71A-n77A8

		n71

		CA_n71B_BCS2

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n71

		CA_n71B_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n71(2A)-n77A

		n778, 9

CA_n71A-n77A8

		n71

		CA_n71(2A)_BCS0

		0



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		n77 channel bandwidths in Table 5.3.5-1

		



		CA_n71(2A)-n77(2A)

		n778, 9

CA_n71A-n77A8

		n71

		CA_n71(2A)_BCS0

		0



		

		

		n77

		CA_n77(2A)_BCS1

		



		

		

		n71

		CA_n71(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77(2A)_BCS 4 and 5

		



		CA_n71(2A)-n77B

		-

		n71

		CA_n71(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77B_BCS 4 and 5

		



		CA_n71(2A)-n77C

		-

		n71

		CA_n71(2A)_BCS 4 and 5

		4 and 5



		

		

		n77

		CA_n77C_BCS 4 and 5

		



		CA_n71A-n78A

		CA_n71A-n78A

		n71

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n71

		See n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n71A-n78(2A)

		CA_n71A-n78A

		n71

		10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n71

		See n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n71A-n85A

		-

		n71

		See n71 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n71(2A)-n85A

		-

		n71

		CA_n71(2A) BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n71B-n85A

		-

		n71

		CA_n71B BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n74A-n77A

		CA_n74A-n77A

		n74

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n74A-n78A

		CA_n74A-n78A

		n74

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n75A-n78A

		-

		n75

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1

		



		CA_n75A-n78(2A)

		-

		n75

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n76A-n78A

		-

		n76

		5

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n77A-n78A2

		-

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		



		CA_n77A-n78C2

		-

		n77

		10,15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n78

		CA_n78C_BCS1

		



		CA_n77A-n78(2A)2

		-

		n77

		10,15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		



		CA_n77A-n79A

		n778,9

n798,9

CA_n77A-n79A8

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n77(2A)-n79A

		CA_n77A-n79A

		n77

		CA_n77(2A)_BCS1

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n77(3A)-n79A

		CA_n77A-n79A

		n77

		CA_n77(3A)_BCS1

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n77A-n85A

		CA_n77A-n85A

		n77

		See n77 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n77(2A)-n85A

		CA_n77A-n85A

		n77

		CA_n77(2A)_BCS 4 and 5

		4 and 5



		

		

		n85

		See n85 channel bandwidths in Table 5.3.5-1

		



		CA_n77A-n102A

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n77A-n102(2A)

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n77A-n102B

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n77A-n102C

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n77A-n102D

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n77A-n102E

		CA_n77A-n102A

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n77(2A)-n102A

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n77(2A)-n102(2A)

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n77(2A)-n102B

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n77(2A)-n102C

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n77(2A)-n102D

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n77(2A)-n102E

		CA_n77(2A) CA_n77A-n102A

		n77

		CA_n77(2A)_BCS4 and 5

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n78A-n79A

		n78A8,9

n79A8,9

CA_n78A-n79A

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		1



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n78A-n79C

		-

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n79

		CA_n79C_BCS0

		



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n79

		CA_n79C_BCS4 and 5

		



		CA_n78(2A)-n79A

		CA_n78A-n79A

		n78

		CA_n78(2A)_BCS1

		0



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		4 and 5



		

		

		n79

		See n79 channel bandwidths in Table 5.3.5-1

		



		CA_n78A-n92A

		CA_n78A-n92A

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n92

		5, 10, 15, 20

		



		

		

		n78

		See n78 channel bandwidths in Table 5.3.5-1

		4 and 5



		

		

		n92

		See n92 channel bandwidths in Table 5.3.5-1

		



		CA_n78(2A)-n92A

		CA_n78A-n92A

		n78

		CA_n78(2A)_BCS0

		0



		

		

		n92

		5, 10, 15, 20

		



		

		

		n78

		CA_n78(2A)_BCS4 and 5

		4 and 5



		

		

		n92

		See n92 channel bandwidths in Table 5.3.5-1

		



		CA_n78A-n94A

		-

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		0



		

		

		n94

		5, 10, 15, 20

		



		CA_n78A-n102A

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n78A-n102(2A)

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n78A-n102B

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n78A-n102C

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n78A-n102D

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n78A-n102E

		CA_n78A-n102A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n78(2A)-n102A

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n78(2A)-n102B

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102B_BCS0

		



		CA_n78(2A)-n102C

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102C_BCS0

		



		CA_n78(2A)-n102D

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102D_BCS0

		



		CA_n78(2A)-n102E

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102E_BCS0

		



		CA_n78(2A)-n102(2A)

		CA_n78A-n102A

CA_n78(2A)

		n78

		CA_n78(2A)_BCS2

		0



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n78A-n105A

		CA_n78A-n105A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		0



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







The following notes are applied to the above tables:

NOTE 1:	This UE channel bandwidth is applicable only to downlink.

NOTE 2:	The minimum requirements for intra-band contiguous or non-contiguous CA apply.

NOTE 3:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.

NOTE 4:	This UE channel bandwidth is optional in this release of the specification.

NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.

NOTE 6:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration

NOTE 7:	Limited to operation at 3450-3550 MHz and 3700–3980 MHz.

NOTE 8:	Minimum requirements for Power Class 2 are applicable for this uplink combination or single uplink carrier in this downlink/uplink combination

NOTE 9:	Minimum requirements for Power Class 1.5 are applicable for this single uplink carrier in this downlink/uplink combination

NOTE 10: 	Only single uplink carriers with power class other than PC3 are listed.

NOTE 11: The CA configurations are given in Table 5.5A.1-1 or Table 5.5A.2-1 in this specification

NOTE 12: UL configurations are for non-simultaneous Rx/Tx operation.
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Table 5.5A.3.2-1a: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)

		NR CA configuration

		Uplink CA configuration

or single uplink carrier6

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n1A-n3A-n5A

		CA_n1A-n3A

CA_n1A-n5A

CA_n3A-n5A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n5

		5, 10, 15, 20

		



		CA_n1A-n3A-n7A

		CA_n1A-n3A

CA_n1A-n7A

CA_n3A-n7A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1 

		



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n3A-n7B

		-

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n7

		CA_n7B_BCS0

		



		

		CA_n1A-n3A

CA_n1A-n7A

CA_n3A-n7A

CA_n7B

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n7

		CA_n7B_BCS0

		



		CA_n1A-n3(2A)-n7A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1(2A)-n3A-n7A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n3B-n7A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1(2A)-n3B-n7A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1(2A)-n3(2A)-n7A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n3B-n7B

		CA_n1A-n3A

CA_n1A-n7A

CA_n3A-n7A

CA_n7B

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n7

		CA_n7B_BCS0

		



		CA_n1A-n3A-n8A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n8

		5, 10, 15, 20

		



		CA_n1A-n3A-n18A

		CA_n1A-n3A

CA_n1A-n8A

CA_n3A-n8A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n18

		5, 10, 15

		



		CA_n1A-n3A-n20A

		CA_n1A-n3A
CA_n1A-n20A
CA_n3A-n20A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n20

		5, 10, 15, 20

		



		CA_n1A-n3A-n26A

		CA_n1A-n3A

CA_n1A-n26A

CA_n3A-n26A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n26

		5, 10, 15, 20

		



		CA_n1A-n3A-n26(2A)

		CA_n1A-n3A

CA_n1A-n26A

CA_n3A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 35, 40, 45, 50

		



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n3B-n26A

		CA_n1A-n3A

CA_n1A-n26A

CA_n3A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n26

		5, 10, 15, 20, 25, 30

		



		CA_n1A-n3B-n26(2A)

		CA_n1A-n3A

CA_n1A-n26A

CA_n3A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n3A-n28A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n28

		5, 10, 15, 202

		



		

		CA_n1A-n3A

CA_n1A-n28A

CA_n3A-n28A

		n1

		5, 10, 15, 20

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n28

		5, 10, 15, 20

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n28

		5, 10, 15, 201, 301

		



		CA_n1A-n3B-n28A

		CA_n1A-n3A

CA_n1A-n28A

CA_n3A-n28A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n28

		5, 10, 15, 20

		



		CA_n1A-n3A-n38A

		-



		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n3B-n38A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n3A-n38A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n3B-n38A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n3(2A)-n38A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n3(2A)-n38A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n3A-n40A

		CA_n1A-n3A

CA_n1A-n40A

CA_n3A-n40A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n3

		5, 10, 15, 20, 30, 35, 40, 45, 50

		



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n3A-n41A

		n417

CA_n1A-n3A

CA_n1A-n41A7

CA_n3A-n41A7

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n3A-n67A

		CA_n1A-n3A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n67

		5, 10, 15, 20

		



		CA_n1A-n3A-n75A

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1 

		



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n3A-n77A

		n777

CA_n1A-n3A

CA_n1A-n77A

CA_n3A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 35,40

		



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n3A-n77(2A)

		n777

CA_n1A-n3A

CA_n1A-n77A

CA_n3A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n3A-n77(3A)

		CA_n1A-n3A

CA_n1A-n77A

CA_n3A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n1A-n3A-n78A

		CA_n1A-n3A

CA_n1A-n78A7

CA_n3A-n78A7

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		2



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n3

		n3 channel bandwidths in Table 5.3.5-1 

		



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n3A-n78(2A)

		CA_n78(2A)

CA_n1A-n3A

CA_n1A-n78A

CA_n3A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n3A-n78C

		CA_n1A-n3A

CA_n1A-n78A

CA_n3A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		CA_n78C_BCS1

		



		CA_n1A-n3B-n78A

		CA_n1A-n3A

CA_n1A-n78A

CA_n3A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n3B-n78(2A)

		CA_n1A-n3A

CA_n1A-n78A

CA_n3A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n1A-n3A-n79A

		CA_n1A-n3A

CA_n1A-n79A

CA_n3A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n3

		5, 10, 15, 20, 25, 30

		



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		1



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1(2A)-n3A-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n3A-n79C

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1(2A)-n3A-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1A-n3B-n79A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n3B-n79C

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1(2A)-n3B-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1(2A)-n3B-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3B_BCS0

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1A-n3(2A)-n79A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n3(2A)-n79C

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1(2A)-n3(2A)-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1(2A)-n3(2A)-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n3

		CA_n3(2A)_BCS1

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1A-n3A-n105A

		CA_n1A-n3A

CA_n1A-n105A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n3A-n105A

		n3

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.2-1b: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)

		NR CA configuration

		Uplink CA configuration

or single uplink carrier6

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n1A-n5A-n7A

		CA_n1A-n5A

CA_n1A-n7A

CA_n5A-n7A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n5A-n7B

		CA_n1A-n5A

CA_n1A-n7A

CA_n5A-n7A

CA_n7B

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		

		

		n7

		CA_n7B_BCS0

		



		CA_n1A-n5A-n28A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		

		

		n28

		5, 10, 15, 20, 30

		



		CA_n1A-n5A-n78A

		CA_n1A-n5A

CA_n1A-n78A

CA_n5A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n5

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100

		



		CA_n1A-n7A-n8A

		CA_n1A-n7A

CA_n1A-n8A

CA_n7A-n8A

		n1

		5, 10, 15, 20, 25, 30, 40

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n8

		5, 10, 15, 20

		



		CA_n1A-n7A-n26A

		CA_n1A-n26A

CA_n1A-n7A

CA_n7A-n26A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n26

		5, 10, 15, 20

		



		CA_n1A-n7A-n26(2A)

		CA_n1A-n26A

CA_n1A-n7A

CA_n7A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 35, 40, 50

		



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n7B-n26A

		CA_n1A-n26A

CA_n1A-n7A

CA_n7A-n26A

CA_n7B

		n1

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n26

		5, 10, 15, 20

		



		CA_n1A-n7B-n26(2A)

		CA_n1A-n26A

CA_n1A-n7A

CA_n7A-n26A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n26

		CA_n26(2A)_BCS0

		



		CA_n1A-n7A-n28A

		CA_n1A-n7A

CA_n1A-n28A

CA_n7A-n28A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n28

		5, 10, 15, 20

		



		CA_n1A-n7B-n28A

		CA_n1A-n28A

CA_n1A-n7A

CA_n7A-n28A

CA_n7B

		n1

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n28

		5, 10, 15, 20

		



		CA_n1A-n7A-n38A10

		-



		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1(2A)-n7A-n38A10

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n7A-n40A

		CA_n1A-n7A

CA_n1A-n40A

CA_n7A-n40A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		CA_n1A-n7A-n67A

		CA_n1A-n7A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 35, 40, 50

		



		

		

		n67

		5, 10, 15, 20

		



		CA_n1A-n7A-n75A

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1 

		



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n7A-n78A

		CA_n1A-n7A

CA_n1A-n78A

CA_n7A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 901, 100

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 901, 100

		



		

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n7

		n7 channel bandwidths in Table 5.3.5-1 

		



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n7B-n78A

		CA_n1A-n78A

CA_n1A-n7A

CA_n7A-n78A

CA_n7B

		n1

		5, 10, 15, 20

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 704, 80, 90, 100

		



		CA_n1A-n7B-n78(2A)

		CA_n1A-n78A

CA_n1A-n7A

CA_n7A-n78A

CA_n7B

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n7

		CA_n7B_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n1A-n7A-n78(2A)

		CA_n1A-n7A

CA_n1A-n78A

CA_n7A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		

		CA_n78(2A)

CA_n1A-n7A

CA_n1A-n78A

CA_n7A-n78A

		n1

		5, 10, 15, 20

		1



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n7A-n78C

		CA_n1A-n7A

CA_n1A-n78A

CA_n7A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		CA_n78C_BCS1

		



		CA_n1A-n7A-n79A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n7A-n79C

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1(2A)-n7A-n79A

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1(2A)-n7A-n79C

		-

		n1

		CA_n1(2A)_BCS0

		0



		

		

		n7

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n79

		CA_n79C_BCS0

		



		CA_n1A-n8A-n28A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n28

		10, 15, 20

		



		CA_n1A-n8A-n40A

		CA_n1A-n8A

CA_n1A-n40A

CA_n8A-n40A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		CA_n1A-n8A-n77A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n8A-n77(2A)

		-

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n8A-n78A

		CA_n1A-n8A

CA_n1A-n78A

CA_n8A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		-

		n1

		5, 10, 15, 20

		1



		

		

		n8

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n8A-n78(2A)

		-

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n78

		CA_n78(2A)_BCS1

		



		CA_n1A-n8A-n79A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n8

		5, 10, 15, 20

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n18A-n28A

		 CA_n1A-n18A

CA_n1A-n28A

CA_n18A-n28A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n18

		5, 10, 15

		



		

		

		n28

		5, 10

		



		CA_n1A-n18A-n41A

		CA_n1A-n18A

CA_n1A-n41A

CA_n18A-n41A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n18

		5, 10, 15

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n18A-n77A

		 CA_n1A-n18A

CA_n1A-n77A

CA_n18A-n77A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n18

		5, 10, 15

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n18A-n77(2A)

		CA_n1A-n18A

CA_n1A-n77A

CA_n18A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n18

		5, 10, 15

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n20A-n67A

		CA_n1A-n20A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n20

		5, 10, 15, 20

		



		

		

		n67

		5, 10, 15, 20

		



		CA_n1A-n20A-n78A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n20

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		







Table 5.5A.3.2-1c: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)

		NR CA configuration

		Uplink CA configuration

or single uplink carrier6

		NR Band

		Channel bandwidth (MHz) (NOTE 3)

		Bandwidth combination set



		CA_n1A-n26A-n78A

		CA_n1A-n26A

CA_n1A-n78A

CA_n26A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n26

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n26(2A)-n78A

		CA_n1A-n26A

CA_n1A-n78A

CA_n26A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n26A-n78(2A)

		CA_n1A-n26A

CA_n1A-n78A

CA_n26A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n26

		5, 10, 15, 20, 25, 30

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n1A-n26(2A)-n78(2A)

		CA_n1A-n26A

CA_n1A-n78A

CA_n26A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 45, 50

		0



		

		

		n26

		CA_n26(2A)_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS0

		



		CA_n1A-n28A-n38A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20, 30

		



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		CA_n1A-n28A-n40A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n28

		5, 10, 15, 20, 25, 30

		



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n28A-n40B

		-

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n40

		CA_n40B_BCS0

		



		CA_n1A-n28A-n41A

		n417

CA_n1A-n28A

CA_n1A-n41A

CA_n28A-n41A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n28A-n46A



		CA_n1A-n28A

CA_n1A-n46A

CA_n28A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n46

		10, 20, 40, 60, 80

		



		CA_n1A-n28A-n46C

		CA_n1A-n28A

CA_n1A-n46A

CA_n28A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n46

		CA_n46C_BCS0

		



		CA_n1A-n28A-n46D

		CA_n1A-n28A

CA_n1A-n46A

CA_n28A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n46

		CA_n46D_BCS0

		



		CA_n1A-n28A-n46(2A)

		CA_n1A-n28A

CA_n1A-n46A

CA_n28A-n46A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n46

		CA_n46(2A)_BCS0

		



		CA_n1A-n28A-n75A



		-



		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n75

		5, 10, 15, 20, 25, 30, 40, 50

		



		CA_n1A-n28A-n77A

		n777

CA_n1A-n28A

CA_n1A-n77A

CA_n28A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n28

		5, 10, 15, 20, 25, 30

		



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n28A-n77(2A)

		n777

CA_n1A-n28A

CA_n1A-n77A

CA_n28A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n28

		5, 10

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n28A-n77(3A)

		CA_n1A-n28A

CA_n1A-n77A

CA_n28A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n77

		CA_n77(3A)_BCS0

		



		CA_n1A-n28A-n78A

		CA_n1A-n28A

CA_n1A-n78A

CA_n28A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 202

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n28

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		2



		

		

		n28

		5, 10, 15, 20, 30

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n28A-n78(2A)

		CA_n78(2A)

CA_n1A-n28A

CA_n1A-n78A

CA_n28A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n28A-n78C

		CA_n1A-n28A

CA_n1A-n78A

CA_n28A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n78

		CA_n78C_BCS1

		



		CA_n1A-n28A-n79A

		 CA_n1A-n28A

CA_n1A-n79A

CA_n28A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n28

		5, 10, 15, 20

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n28A-n102A

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		20, 40, 60, 80, 100 

		



		CA_n1A-n28A-n102B

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102B_BCS0

		



		CA_n1A-n28A-n102C

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102C_BCS0

		



		CA_n1A-n28A-n102D

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102D_BCS0

		



		CA_n1A-n28A-n102E

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102E_BCS0

		



		CA_n1A-n28A-n102(2A)

		CA_n1A-n28A

CA_n1A-n102A

CA_n28A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50 

		0



		

		

		n28

		5, 10, 15, 20, 30 

		



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n1A-n38A-n78A

		-

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n38

		5, 10, 15, 20, 25, 30, 40

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n40A-n77A

		CA_n1A-n40A

CA_n1A-n77A

CA_n40A-n77A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n77

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n40A-n77(2A)

		CA_n1A-n40A

CA_n1A-n77A

CA_n40A-n77A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n40A-n78A

		CA_n1A-n40A

CA_n1A-n78A

CA_n40A-n78A

		n1

		5, 10, 15, 20

		0



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		CA_n1A-n40A

CA_n1A-n78A

CA_n40A-n78A

		n1

		5, 10, 15, 20

		1



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 80

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		CA_n1A-n40A

CA_n1A-n78A

CA_n40A-n78A

		n1

		5, 10, 15, 20

		2



		

		

		n40

		5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n40B-n78A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n40

		CA_n40B_BCS0

		



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n40A-n105A

		CA_n1A-n40A

CA_n1A-n105A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n40A-n105A

		n40

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		



		CA_n1A-n41A-n77A

		n417

n777

CA_n1A-n41A

CA_n1A-n77A

CA_n41A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		CA_n1A-n41A-n77(2A)

		n417

n777

CA_n1A-n41A

CA_n1A-n77A

CA_n41A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n77

		CA_n77(2A)_BCS1

		



		CA_n1A-n41A-n77(3A)

		CA_n1A-n41A

CA_n1A-n77A

CA_n41A-n77A

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n77

		CA_n77(3A)_BCS1

		



		CA_n1A-n41A-n79A

		CA_n1A-n41A

CA_n1A-n79A

CA_n41A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n41

		10, 15, 20, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n46A-n78A



		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		10, 20, 40, 60, 80

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n46C-n78A

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46C_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n46D-n78A

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46D_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n46(2A)-n78A

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n46

		CA_n46(2A)_BCS0

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n46A-n78(2A)

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)

		n46

		10, 20, 40, 60, 80

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n46C-n78(2A)

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)

		n46

		CA_n46C_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n46D-n78(2A)

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)

		n46

		CA_n46D_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n46(2A)-n78(2A)

		CA_n1A-n46A

CA_n1A-n78A

CA_n46A-n78A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78(2A)

		n46

		CA_n46(2A)_BCS0

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n67A-n78A

		CA_n1A-n78A

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		CA_n1A-n67A-n78(2A)

		CA_n1A-n78A
CA_n78(2A)

		n1

		5, 10, 15, 20, 30, 40, 45, 50

		0



		

		

		n67

		5, 10, 15, 20

		



		

		

		n78

		CA_n78(2A)_BCS2

		



		CA_n1A-n75A-n78A

		-

		n1

		n1 channel bandwidths in Table 5.3.5-1 

		4 and 5



		

		

		n75

		n75 channel bandwidths in Table 5.3.5-1 

		



		

		

		n78

		n78 channel bandwidths in Table 5.3.5-1 

		



		CA_n1A-n77A-n79A4

		CA_n1A-n77A

CA_n1A-n79A

CA_n77A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n77

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n77(2A)-n79A4

		CA_n1A-n77A

CA_n1A-n79A

CA_n77A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(2A)_BCS0

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n77(3A)-n79A4

		CA_n1A-n77A

CA_n1A-n79A

CA_n77A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n77

		CA_n77(3A)_BCS0

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n78A-n79A5

		CA_n1A-n78A

CA_n1A-n79A

CA_n78A-n79A

		n1

		5, 10, 15, 20

		0



		

		

		n78

		10, 15, 20, 40, 50, 60, 80, 90, 100

		



		

		

		n79

		40, 50, 60, 80, 100

		



		

		

		n1

		5, 10, 15, 20

		1



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n78(2A)-n79A

		-

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS1

		



		

		

		n79

		40, 50, 60, 80, 100

		



		CA_n1A-n78A-n102A

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n1A-n78A-n102B

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102B_BCS0

		



		CA_n1A-n78A-n102C

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102C_BCS0

		



		CA_n1A-n78A-n102D

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102D_BCS0

		



		CA_n1A-n78A-n102E

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102E_BCS0

		



		CA_n1A-n78A-n102(2A)

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n1A-n78(2A)-n102A

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		20, 40, 60, 80, 100

		



		CA_n1A-n78(2A)-n102B

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102B_BCS0

		



		CA_n1A-n78(2A)-n102C

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102C_BCS0

		



		CA_n1A-n78(2A)-n102D

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102D_BCS0

		



		CA_n1A-n78(2A)-n102E

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102E_BCS0

		



		CA_n1A-n78(2A)-n102(2A)

		CA_n1A-n78A

CA_n1A-n102A

CA_n78A-n102A

CA_n78(2A)

		n1

		5, 10, 15, 20

		0



		

		

		n78

		CA_n78(2A)_BCS2

		



		

		

		n102

		CA_n102(2A)_BCS0

		



		CA_n1A-n78A-n105A

		CA_n1A-n78A

CA_n1A-n105A

		n1

		5, 10, 15, 20, 25, 30, 40, 50

		0



		

		CA_n78A-n105A

		n78

		10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100

		



		

		

		n105

		5, 10, 15, 20, 25, 30, 35

		







Table 5.5A.3.2-1d ~ Table 5.5A.3.2-1f

Table 5.5A.3.2-1d: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)





Table 5.5A.3.2-1e: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)





Table 5.5A.3.2-1f: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
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