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1 [bookmark: _Ref118271349]	Introduction
RAN4 discussed the topics for rel-18 RedCap [1] RRM requirements and the issues are captured in the way forward (WF) [2]. This contribution paper provides further discussion on the relaxed requirements for eDRX >10.24s.
2 Discussion on relaxed requirements for eDRX > 10.24s
In Rel-17 RedCap requirements for IDLE mode with eDRX > 10.24, RAN4 defined relaxed requirements for intra-frequency, inter-frequency and inter-RAT. Similarly, RAN4 shall define relaxed requirements for INACTIVE mode with eDRX > 10.24s. 
Observation 1: [bookmark: _Ref78929180]In previous releases the relaxed requirements for IDLE mode with eDRX > 10.24s were defined for intra-frequency, inter-frequency and inter-RAT.
Proposal 1: [bookmark: _Ref131860474]RAN4 shall define relaxed requirements for INACTIVE mode with eDRX > 10.24s for intra-frequency, inter-frequency and inter-RAT.
3 Summary
[bookmark: _Ref92572437]In this contribution, we have the following observation and proposal: 
Observation 1: In previous releases the relaxed requirements for IDLE mode with eDRX > 10.24s were defined for intra-frequency, inter-frequency and inter-RAT.
Proposal 1: RAN4 shall define relaxed requirements for INACTIVE mode with eDRX > 10.24s for intra-frequency, inter-frequency and inter-RAT.
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