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[bookmark: _Toc83580454][bookmark: _Toc84404963][bookmark: _Toc84413572]< START OF CHANGE #1 >
[bookmark: _Toc21344182][bookmark: _Toc29801666][bookmark: _Toc29802090][bookmark: _Toc29802715][bookmark: _Toc36107457][bookmark: _Toc37251216][bookmark: _Toc45887995][bookmark: _Toc45888594][bookmark: _Toc61367234][bookmark: _Toc61372617][bookmark: _Toc68230557][bookmark: _Toc69083970][bookmark: _Toc75466976][bookmark: _Toc76508998][bookmark: _Toc76717988][bookmark: _Toc83580298][bookmark: _Toc84404807][bookmark: _Toc84413416]4.2	Applicability of minimum requirements
a)	In this specification the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios
b)	For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)	The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal
d)	All the requirements for intra-band contiguous and non-contiguous CA apply under the assumption of the same slot format indicated by UL-DL-configuration-common in the PCell and SCells for NR SA.
e)	The requirements for Tx diversity in this release are applied for UE which indicates IE [txDiversity-r16].
[bookmark: _GoBack]f)   All the requirements for intra-band contiguous SL CA apply under the assumption of the same subcarrier spacing for SL CA.
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< START OF CHANGE #2 >
[bookmark: _Toc45888145][bookmark: _Toc45888744][bookmark: _Toc61367389][bookmark: _Toc61372772][bookmark: _Toc68230713][bookmark: _Toc69084126][bookmark: _Toc75467136][bookmark: _Toc76509158][bookmark: _Toc76718148][bookmark: _Toc83580458][bookmark: _Toc84404967][bookmark: _Toc84413576]6.2E.1	UE maximum output power for V2X
[bookmark: _Toc45888146][bookmark: _Toc45888745][bookmark: _Toc61367390][bookmark: _Toc61372773][bookmark: _Toc68230714][bookmark: _Toc69084127][bookmark: _Toc75467137][bookmark: _Toc76509159][bookmark: _Toc76718149][bookmark: _Toc83580459][bookmark: _Toc84404968][bookmark: _Toc84413577]6.2E.1.1	General
When NR V2X UE is configured for NR V2X sidelink transmissions non-concurrent with NR uplink transmissions for NR V2X operating bands specified in Table 5.2E.1-1, the allowed NR V2X UE maximum output power is specified in Table 6.2E.1.1-0.
Table 6.2E.1.1-0: NR V2X UE Power Class
	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n14
	31
	+2/-3
	
	
	23
	±2

	n38
	
	
	
	
	23
	±2

	n47
	
	
	26
	+2/-3
	23
	±2

	n79
	
	
	
	
	23
	+2/-3



When a UE is configured for NR V2X sidelink transmissions in NR Band n47, the V2X UE shall meet the following additional requirements for transmission within the frequency ranges 5855-5925 MHz:
-	The maximum mean power spectral density shall be restricted to 23 dBm/MHz EIRP when the network signaling value NS_33 is indicated.
where the network signaling values are specified in clause 6.2E.3.
NOTE:	The PSD limit in EIRP shall be converted to conducted requirement depend on the supported post antenna connector gain Gpost connector declared by the UE following the principle described in annex I in [11].
For NR V2X UE supporting SL MIMO or Tx diversity, the maximum output power requirements in Table 6.2E.1.1-1 is defined as the sum of the maximum output power from each UE antenna connector. The period of measurement shall be at least one sub frame (1 ms). For UE supporting SL MIMO, the requirements shall be met with the SL MIMO configurations specified in Table 6.2D.1-2.
Table 6.2E.1.1-1: NR V2X UE Power Class for SL-MIMO
	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	
	
	
	
	
	
	
	
	

	n38
	
	
	
	
	23
	+2/-3
	
	

	n47
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n79
	
	
	
	
	23
	+2/-3
	
	



If the UE transmits on one antenna connector at a time, the requirements in Table 6.2E.1.1-0 shall apply to the active antenna connector.
6.2E.1.1A	UE maximum output power for sidelink CA operation
For the intra-band SL CA operation, the following NR SL CA UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth. The period of measurement shall be at least one sub frame (1ms).
Table 6.2E.1.1A-1: NR SL CA UE Power Class
	NR SL CA band Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	SL_n47B
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1: PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 2: For intra-band SL CA UE, the maximum power requirement apply to the total transmitted power over all component carriers (per UE).
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