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Introduction
[bookmark: _Hlk132030548][bookmark: _Hlk110758192]In this meeting, it is proposed to settle down the remaining RF requirements for band n254.
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Text proposal
[bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change for TR 38.741>>
[bookmark: _Toc134703645][bookmark: _Toc145660319]6.2	UE requirements
Table 6.2-1 and 6.2-2 below summarise UE Tx and Rx requirements indicating which requirements are specific for this band and, if so, are captured in the corresponding sub-clauses of this TR.
Table 6.2-1: TX requirements for band n254
	Tx requirements
	

	6.2.1 Maximum output power 
	clause 6.2.1.1

	6.2.2 MPR
	clause 6.2.1.2

	6.2.3 A-MPR 
	clause 6.2.1.3

	6.2.4 Configured transmitted power
	Reuse TS 38.101-5 requirement

	6.3.1 Minimum output power
	Reuse TS 38.101-5 requirement

	6.3.2 Transmit OFF power
	Reuse TS 38.101-5 requirement

	6.3.3 Transmit ON/OFF time mask
	Reuse TS 38.101-5 requirement

	6.3.4 Power control
	Reuse TS 38.101-5 requirement

	6.4.1 Frequency error
	Reuse TS 38.101-5 requirement

	6.4.2 Transmit modulation quality
	Reuse TS 38.101-5 requirement

	6.5.1 Occupied bandwidth
	Reuse TS 38.101-5 requirement

	6.5.2 Out of band emission
	Reuse TS 38.101-5 requirement

	6.5.3 Spurious emission
	additional spurious emission in clause 6.2.1.3
co-existence requirement in clause 6.2.1.4 
Other requirements reuse TS 38.101-5 requirement

	6.5.4 Transmit intermodulation
	Reuse TS 38.101-5 requirement



Table 6.2-2: RX requirements for band n254
	Rx requirement
	

	7.3 Reference sensitivity
	clause 6.2.2.1

	7.4 Maximum input level
	Reuse TS 38.101-5 requirement

	7.5 Adjacent channel selectivity
	Reuse TS 38.101-5 requirement

	7.6 Blocking characteristics
	In-band blocking in clause 6.2.2.2
Out-of-band blocking in clause 6.2.2.3

	7.7 Spurious response
	Reuse TS 38.101-5 requirement

	7.8 Intermodulation characteristics
	Reuse TS 38.101-5 requirement

	7.9 Spurious emissions
	Reuse TS 38.101-5 requirement
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