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[bookmark: _Toc21344490][bookmark: _Toc29801978][bookmark: _Toc29802402][bookmark: _Toc29803027][bookmark: _Toc36107769][bookmark: _Toc37251543][bookmark: _Toc45888464][bookmark: _Toc45889063][bookmark: _Toc61367792][bookmark: _Toc61373175][bookmark: _Toc68231125][bookmark: _Toc69084538][bookmark: _Toc75467551][bookmark: _Toc76509573][bookmark: _Toc76718563][bookmark: _Toc83580910][bookmark: _Toc84405419][bookmark: _Toc84414028][bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change>>
7.6J.3	Out-of-band blocking for ATG
For ATG UE, the out-of-band blocking requirement defined in clause 7.6.3 applies.  
NOTE: In 3GPP, the ATG UE out-of-band blocking specification is defined to ensure the telecommunication link and there may be other sources of interference and regulatory issues that need to be considered when designing ATG UE, i.e. avionic equipment.
<<End of Change>>
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[bookmark: _Toc21344495][bookmark: _Toc29801983][bookmark: _Toc29802407][bookmark: _Toc29803032][bookmark: _Toc36107774][bookmark: _Toc37251548][bookmark: _Toc45888477][bookmark: _Toc45889076][bookmark: _Toc61367813][bookmark: _Toc61373196][bookmark: _Toc68231146][bookmark: _Toc69084559][bookmark: _Toc75467572][bookmark: _Toc76509594][bookmark: _Toc76718584][bookmark: _Toc83580931][bookmark: _Toc84405440][bookmark: _Toc84414049]7.7J	Spurious response for ATG
For ATG UE, the spurious response defined in clause 7.7 applies.  
[bookmark: _Toc83580946][bookmark: _Toc84405455][bookmark: _Toc84414064]7.8J	Intermodulation characteristics for ATG
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Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its
assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal.
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For ATG UE, the wide band intermodulation requirement defined in clause 7.8.2 applies.  
[bookmark: _Toc21344511][bookmark: _Toc29801999][bookmark: _Toc29802423][bookmark: _Toc29803048][bookmark: _Toc36107790][bookmark: _Toc37251564][bookmark: _Toc45888502][bookmark: _Toc45889101][bookmark: _Toc61367844][bookmark: _Toc61373227][bookmark: _Toc68231177][bookmark: _Toc69084590][bookmark: _Toc75467603][bookmark: _Toc76509625][bookmark: _Toc76718615][bookmark: _Toc83580962][bookmark: _Toc84405471][bookmark: _Toc84414080]7.9J	Spurious emissions for ATG
For ATG UE, the spurious emissions as specified in clause 7.9 applies.
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