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1. Introduction
In RAN4 #108-bis meeting, A WF [1] on NCR system parameters and RF requirements was agreed. However, there are still some remaining issues need to be discussed in the next meeting.
In this contribution, we would like to share our views on RF requirement for NCR-Fwd.
2. Discussion
For the relationship mapping between input connectors and output connectors, RAN4 has achieved following agreements:
	Issue 2-3-1 relationship mapping between input connectors and output connectors
· Option 1: to declare the relationship between input connectors and output connector for NCR-Fwd type 1-H
· Option 2: inject the signals on all input connectors and conduct the measurement at all output connectors.


For type 1-H NCR-Fwd, the mapping between the input and output connectors still needs to be discussed. From the specification point of view, it may be difficult to define the relevant mapping relationships. For instance, for type 1-H NCR, the conducted requirements will be defined for points of reference, i.e. TAB connector. Since there is no reference point inside the device, requirements for the internal structure will be difficult to define.
In addition, from the conformance testing point of view, RAN4 only requires that the tested requirements on the input and output TAB connectors can be fulfilled. The specific mapping between input and output connector could be declared by the manufacturer, as long as the requirements defined in the TAB connector are met.
Proposal 1: The mapping between input and output connector of type 1-H NCR-Fwd is manufacturer declaration basis.
3. Conclusion
This contribution provides our consideration on RF requirement of NCR-Fwd. The following proposals are concluded as follows:
Proposal 1: The mapping between input and output connector of type 1-H NCR-Fwd is manufacturer declaration basis.
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