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START OF CHANGE 1

Table A.3.2.1.1-20: PDSCH Reference Channel for FDD CC and CA scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-20.1 FDD
	R.PDSCH.1-20.2 FDD
	R.PDSCH.1-20.3 FDD
	R.PDSCH.1-20.4 FDD

	Channel bandwidth
	MHz
	5
	15
	20
	25

	Subcarrier spacing
	kHz
	15
	15
	15
	15

	Number of allocated resource blocks
	PRBs
	25
	79
	106
	133

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	17
	17
	17
	17

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	0.43
	0.43
	0.43
	0.43

	Number of MIMO layers
	
	4
	4
	4
	4

	Number of DMRS REs
	
	48
	48
	48
	48

	Overhead for TBS determination
	
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	24576
	77896
	104496
	131176

	Transport block CRC per Slot
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	CBs
	3
	10
	13
	16

	Binary Channel Bits Per Slot
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 10, 11
	Bits
	54144
	171072
	229248
	287424

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	57600
	182016
	244224
	306432

	Max. Throughput averaged over 2 frames
	Mbps
	23.347
	74.001
	99.271
	124.617

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Two codewords and given per codeword
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