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*********Start Changes*************
[bookmark: _Toc83580377][bookmark: _Toc84404886][bookmark: _Toc84413495]6.2.2	UE maximum output power reduction
UE is allowed to reduce the maximum output power due to higher order modulations and transmit bandwidth configurations. For UE power class 2 and 3 and UE power class 1, the allowed maximum power reduction (MPR) is defined in Table 6.2.2-2, Table 6.2.2-1, Table 6.2.2-4b and Table 6.2.2-5, respectively for channel bandwidths  ≤ 100 MHz.  For UE power class 1.5, the allowed maximum power reduction  (MPR) is defined in Table 6.2D.2-2 and Table 6.2D.2-3 in accordance with the indicated modifiedMPR-Behavior specified in Table L.1-1 for channel bandwidths ≤ 100 MHz. . When A UE that indicates PC1.5 for a given band is limited to PC2 by the rules in clause 6.2.1, the MPR requirements in Table 6.2.2-2 apply.
If the relative channel bandwidth ≤ 4% for TDD bands or ≤ 3% for FDD band, the ∆MPR is set to zero.
If the relative channel bandwidth > 4% for TDD bands or > 3% for FDD bands, the ∆MPR is defined in Table 6.2.2-3.
Where relative channel bandwidth = 2*BWChannel / (FUL_low + FUL_high) 
The allowed MPR for SRS, PUCCH formats 0, 1, 3 and 4, and PRACH shall be as specified for QPSK modulated DFT-s-OFDM of equivalent RB allocation. The allowed MPR for PUCCH format 2 shall be as specified for QPSK modulated CP-OFDM of equivalent RB allocation.
Table 6.2.2-1 Maximum power reduction (MPR) for power class 3
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 3.51
	≤ 1.21
	≤ 0.21

	
	
	≤ 0.52
	≤ 0.52
	02

	
	Pi/2 BPSK w Pi/2 BPSK DMRS
	≤ 0.52
	 02
	02

	
	QPSK
	≤ 1
	0

	
	16 QAM
	≤ 2
	≤ 1

	
	64 QAM
	≤ 2.5

	
	256 QAM
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 3
	≤ 1.5

	
	16 QAM
	≤ 3
	≤ 2

	
	64 QAM
	≤ 3.5

	
	256 QAM
	≤ 6.5

	[bookmark: _Hlk525291220]NOTE 1:	Applicable for UE operating in TDD mode with Pi/2 BPSK modulation and UE indicates support for UE capability powerBoosting-pi2BPSK and if the IE powerBoostPi2BPSK is set to 1 and 40 % or less slots in radio frame are used for UL transmission for bands n40, n41, n77, n78 and n79. The reference power of 0 dB MPR is 26 dBm.
NOTE 2:	Applicable for conditions where note 1 does not apply. 



Table 6.2.2-2 Maximum power reduction (MPR) for power class 2
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 3.5
	≤ 0.5
	01

	
	QPSK
	≤ 3.5
	≤ 1
	01

	
	16 QAM
	≤ 3.5
	≤ 2
	≤ 1

	
	64 QAM
	≤ 3.5
	≤ 2.5

	
	256 QAM
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 3
	≤ 1.5

	
	16 QAM
	≤ 3.5
	≤ 3
	≤ 2

	
	64 QAM
	≤ 3.5

	
	256 QAM
	≤ 6.5

	NOTE 1:	When ΔPBoost = 1dB (see 6.2.4), MPR of 0.5 dB applies.




Table 6.2.2-3: ∆MPR
	NR Band
	Power class
	Channel bandwidth
	∆MPR (dB)

	n28 and n83
	Power class 3
	30 MHz
	0.5

	n40 and n97
	Power class 3 and power class 2
	100 MHz
	1

	n71
	Power class 3
	25 MHz
30 MHz
	0.5




Table 6.2.2-4 Void
Table 6.2.2-4a Void
[bookmark: _Hlk117749663][bookmark: _Hlk117865269]Table 6.2.2-4b: Maximum power reduction (MPR) for power class 1 for bands other than Band n14
	Modulation
	MPR (dB)

	
	Edge RB allocations 
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	(NOTE 1)
	≤ 0.5
	0

	
	Pi/2 BPSK w Pi/2 BPSK DMRS
	(NOTE 1)
	0
	0

	
	QPSK
	(NOTE 1)
	≤ 1
	0

	
	16 QAM
	(NOTE 1)
	≤ 2
	≤ 1

	
	64 QAM
	(NOTE 1)
	≤ 2.5

	
	256 QAM
	(NOTE 1)
	≤ 4.5

	CP-OFDM
	QPSK
	(NOTE 1)
	≤ 3
	≤ 1.5

	
	16 QAM
	(NOTE 1)
	≤ 3
	≤ 2

	
	64 QAM
	(NOTE 1)
	≤ 3.5

	
	256 QAM
	(NOTE 1)
	≤ 6.5

	NOTE 1:	MPR for all modulations for Edge RB allocation is defined as following for two distinguished channel bandwidths groups as:
	Within the <50MHz channel bandwidth group:

	Within the ≥50MHz channel bandwidth group:

	where CEIL(x,0.5 dB) means rounding x upwards to the closest multiple of 0.5 dB.



Table 6.2.2-5 Maximum power reduction (MPR) for power class 1 for Band n14
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 0.5
	≤ 0.5
	0

	
	Pi/2 BPSK w Pi/2 BPSK DMRS
	≤ 0.5
	 0
	0

	
	QPSK
	≤ 1
	0

	
	16 QAM
	≤ 2
	≤ 1

	
	64 QAM
	≤ 2.5

	
	256 QAM
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 3
	≤ 1.5

	
	16 QAM
	≤ 3
	≤ 2

	
	64 QAM
	≤ 3.5

	
	256 QAM
	≤ 6.5



Where the following parameters are defined to specify valid RB allocation ranges for Outer and Inner RB allocations:
NRB is the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1. 
RBStart,Low = max(1, floor(LCRB/2))
Where max() indicates the largest value of all arguments and floor(x) is the greatest integer less than or equal to x.
RBStart,High = NRB – RBStart,Low – LCRB
The RB allocation is an Inner RB allocation if the following conditions are met
RBStart,Low  ≤  RBStart  ≤  RBStart,High, and
LCRB  ≤  ceil(NRB/2)
where ceil(x) is the smallest integer greater than or equal to x.
An Edge RB allocation is the one for which the RB(s) is (are) allocated at the lowermost or uppermost edge of the channel LCRB ≤ 2 RBs, except for PC1 UE supporting other bands than n14. 
And for PC1 UE supporting other bands than n14 RB allocation is an Edge RB allocation if
	 AND (  OR  ),
where


For  with DFT-S-OFDM waveform and pi/2-BPSK, QPSK, or 16-QAM modulation, Otherwise,  
The RB allocation is an Outer RB allocation for all other allocations which are not an Inner RB allocation or Edge RB allocation.
When the network sets IE [powerBoostRel18] to 1, an enhanced power allocation region is defined so any waveform it contains satisfies the following condition:
RBStart,Low,enh  ≤  RBStart,enh  ≤  RBStart,High,enh 
Where:
 RBStart,Low,enh = max(1, P1, P2*floor(LCRB/2))
RBStart,High,enh = NRB – RBStart,Low,enh – LCRB
And P1, P2 are chosen by the UE while satisfying:
0 <= P1 <= [MIN{12,CEIL(2+NRB/25)}] RB
0 <= P2 <= [4/9]
When the network sets IE [powerBoostRel18] to 1, additionally an enhanced inner allocation region is defined so any waveform it contains satisfies the following condition:	Comment by Qualcomm2: Condition where boost is available, but no FDSS is available. See EVM spectrum flatness section
RBStart,Low + P1  ≤  RBStart  ≤  RBStart,High - P1   
If CP-OFDM allocation satisfies following conditions, it is considered as almost contiguous allocation
NRB_gap / (NRB_alloc + NRB_gap ) ≤ 0.25
where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs. The size and location of allocated and unallocated RBs are restricted by RBG parameters specified in clause 6.1.2.2 of TS 38.214 [10]. For UE that indicates support for almostContiguousCP-OFDM-UL, the almost contiguous signals in power class 2 and 3, the allowed maximum power reduction defined in Table 6.2.2-2 and Table 6.2.2-1 are increased by
CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB,
where CEIL{x,0.5} means x rounding upwards to closest 0.5dB. The parameter of LCRB which is used to specify valid RB allocation ranges for Outer and Inner RB allocations is replaced by (NRB_alloc + NRB_gap) for almost contiguous allocation cases

For the UE maximum output power modified by MPR, the power limits specified in clause 6.2.4 apply.



*********End Changes*************


*********Start Changes*************
6.2.4	Configured transmitted power
The UE is allowed to set its configured maximum output power PCMAX,f,c for carrier f of serving cell c in each slot. The configured maximum output power PCMAX,f,c is set within the following bounds:
PCMAX_L,f,c ≤  PCMAX,f,c  ≤  PCMAX_H,f,c with
	PCMAX_L,f,c = MIN {PEMAX,c– ∆TC,c,  (PPowerClass – ΔPPowerClass + ΔPBoost) – MAX(MAX(MPRc+∆MPRc, A-MPRc)+ ΔTIB,c + ∆TC,c + ∆TRxSRS, P-MPRc) }
PCMAX_H,f,c = MIN {PEMAX,c,  PPowerClass – ΔPPowerClass + ΔPBoost }
where
	PEMAX,c is the value given by either the p-Max IE or the field additionalPmax of the NR-NS-PmaxList IE, whichever is applicable according to TS 38.331[7];
	PPowerClass is the maximum UE power specified in Table 6.2.1-1 and in Table 6.2F.1-1 for shared spectrum access operation, without taking into account the tolerance specified in the Table 6.2.1-1 and in Table 6.2F.1-1 for shared spectrum access operation;
	When  the IE powerBoostPi2BPSK is set to 1, PEMAX,c is increased by +3 dB for a power class 3 capable UE operating in TDD bands n40, n41, n77, n78, and n79 with PI/2 BPSK modulation and UE indicates support for UE capability powerBoosting-pi2BPSK and 40% or less symbols in certain evaluation period are used for UL transmission when PEMAX,c ≥ 20 dBm (The exact evaluation period is no less than one radio frame).
	When the IE powerBoostPi2BPSK is set to 1, ΔPPowerClass = -3 dB for a power class 3 capable UE operating in TDD bands n40, n41, n77, n78, and n79 with Pi/2 BPSK modulation and UE indicates support for UE capability powerBoosting-pi2BPSK and 40% or less slots in radio frame are used for UL transmission.
	ΔPPowerClass =
-	3 dB for a power class 2 capable UE or 6 dB for a power class 1.5 UE when P-max of 23 dBm or lower is indicated; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 50%; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or when the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is not absent and half the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC1dot5-MPE-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame). 
-	3 dB for a power class 1.5 capable UE when P-max of between 23 dBm and 26 dB is indicated; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is between 25% and 50%; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is between maxUplinkDutyCycle-PC2-FR1 and maxUplinkDutyCycle-PC2-FR1/2 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or when the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC1dot5-MPE-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame).
-	3dB when the UE is configured with SUL configurations and the requirements of default power class are applied as specified in sub-clause 6.2C.1 on the band where UE indicates power class 2; 
-	3dB is applied during SRS transmission occasions with usage in SRS-ResourceSet set as ‘antennaSwitching’ with configured SRS resources in each SRS resource set(s) consisting of one SRS port when PC2 capable UE with txDiversity-r16 capability or PC1.5 capable UE further indicates SRS-TxSwitch capability ‘t1r2’ or ‘t1r4’ or ‘t1r1-t1r2’ or ‘t1r1-t1r2-t1r4’;
-	0 dB otherwise;
ΔPBoost = 1dB and PEMAX,c is increased by +1 dB when all of the following conditions are met
· UE indicates support for UE capability [powerBoostingRel18] in the UL band, the IE [powerBoostRel18] is set to 1 
· UE indicates power class 2 or power class 3
· ΔPPowerClass = 0 dB
· No NS value is signalled (as defined in 6.2.3.1) 
· If scheduled UL transmission is SRS or  DFT-s-OFDM with either PI/2 BPSK modulation or QPSK modulation and the RB allocation belongs to the ‘enhanced power’ region (as defined in 6.2.2) and the RB allocation is at least 5 MHz removed from the band edges as defined in table 5.2.1. 
· If UE indicates power class 3, the percentage of uplink symbols transmitted in a certain evaluation period is less than 80% 
· If UE indicates power class 2, when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is absent and the percentage of uplink symbols transmitted in a certain evaluation period is less than 0.8*50%; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is less than 0.8*maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or when the field of UE capability maxUplinkDutyCycle-PC1dot5-MPE-FR1 is not absent and half the percentage of uplink symbols transmitted in a certain evaluation period is less than 0.8*maxUplinkDutyCycle-PC1dot5-MPE-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame)

	∆TIB,c is the additional tolerance for serving cell c as specified in clause 6.2A.4.2 for NR CA, clause 6.2C.2 for SUL, or TS 38.101-3 clause  6.2B.4.2 for EN-DC; ∆TIB,c = 0 dB otherwise; In case the UE supports more than one of band combinations for V2X operating bands for concurrent operation, CA, SUL or DC, and an operating band belongs to more than one band combinations then
a)	When the operating band frequency range is ≤ 1 GHz, the applicable additional ∆TIB,c shall be the average value for all band combinations defined in clause 6.2A.4.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.101-3 [3], truncated to one decimal place that apply for that operating band among the supported band combinations. In case there is a harmonic relation between low band UL and high band DL, then the maximum ∆TIB,c among the different supported band combinations involving such band shall be applied
b)	When the operating band frequency range is > 1 GHz, the applicable additional ∆TIB,c shall be the maximum value for all band combinations defined in clause 6.2A.4.2, 6.2C.2 in this specification and 6.2B.4.2 in TS 38.101-3 [3] for the applicable operating bands.
	∆TC,c = 1.5dB when NOTE 3 in Table 6.2.1-1 in 38.101-1 applies for a serving cell c, otherwise ∆TC,c = 0 dB ;
	MPRc and A-MPRc for serving cell c are specified in clause 6.2.2 and clause 6.2.3, respectively and in clause 6.2F.2 and clause 6.2F.3 respectively for shared spectrum access operation;
	∆MPRc for serving cell c is specified in clause 6.2.2 and in clause 6.2F.2 for shared spectrum access operation.
	∆TRxSRS is applied during SRS transmission occasions with usage in SRS-ResourceSet set as ‘antennaSwitching’ when 
a)	UE transmits SRS on the second SRS resource in every configured SRS resource set when the SRS-TxSwitch capability is indicated as 't1r2' or 't1r1-t1r2' 
b)	UE transmits SRS on the second, third and fourth SRS resources of the total 4 SRS resources from all configured SRS resource set(s) consisting of one SRS port when the SRS-TxSwitch capability is indicated as 't1r4' or, 't1r4-t2r4' or 't1r1-t1r2-t1r4' or, 't1r1-t1r2-t2r2-t1r4-t2r4' 
c)	UE transmits SRS from the second SRS port pair on the second SRS resource in every configured SRS resource set consisting of two SRS ports when the SRS-TxSwitch capability is indicated as ' t2r4' or ' t1r4-t2r4', or 't1r1-t1r2-t2r2-t2r4' or 't1r1-t1r2-t2r2-t1r4-t2r4', or
d)	UE transmits SRS to a DL-only carrier
	The value of ∆TRxSRS is 4.5dB for bands whose FUL_high is higher than the FUL_low of n79 and 3 dB for bands whose FUL_high is lower than the FUL_low of n79 when the device is capable of power class 3 or power class 5 or power class 1.5 in the band, or when the device is capable of power class 2 in the band and ΔPPowerClass = 3 dB, or when UE indicating txDiversity-r16..  
	The value of ∆TRxSRS is 7.5dB for bands whose FUL_high is higher than the FUL_low of n79 and 6 dB for bands whose FUL_high is lower than the FUL_low of n79 during SRS transmission occasions with configured SRS resources consisting of one SRS port when the device is capable of power class 2 in the band and ΔPPowerClass = 0 dB and not indicating txDiversity-r16.
	For other SRS transmissions ∆TRxSRS is zero;
	P-MPRc is the power management maximum power reduction for
a)	ensuring compliance with applicable electromagnetic energy absorption requirements and addressing unwanted emissions / self desense requirements in case of simultaneous transmissions on multiple RAT(s) for scenarios not in scope of 3GPP RAN specifications;
b)	ensuring compliance with applicable electromagnetic energy absorption requirements in case of proximity detection is used to address such requirements that require a lower maximum output power.
	The UE shall apply P-MPRc for serving cell c only for the above cases. For UE conducted conformance testing P-MPRc shall be 0 dB
NOTE 1:	P-MPRc was introduced in the PCMAX,f,c equation such that the UE can report to the gNB the available maximum output transmit power. This information can be used by the gNB for scheduling decisions.
NOTE 2:	P-MPRc may impact the maximum uplink performance for the selected UL transmission path.

TREF and Teval are specified in Table 6.2.4-1. For each TREF, the PCMAX,L,c for serving cell c are evaluated per Teval and given by the minimum  value taken over the transmission(s) within the Teval; the minimum PCMAX_L,f,c over one or more Teval is then applied for the entire TREF
Table 6.2.4-1: Evaluation and reference periods for Pcmax
	TREF
	Teval
	Teval with frequency hopping

	Physical channel length
	Physical channel length
	Min(Tno_hopping, Physical Channel Length)



The measured configured maximum output power PUMAX,f,c shall be within the following bounds:
	PCMAX_L,f,c  –  MAX{TL,c, T(PCMAX_L,f,c)}  ≤  PUMAX,f,c  ≤  PCMAX_H,f,c  +  T(PCMAX_H,f,c).
where the tolerance T(PCMAX,f,c) for applicable values of PCMAX,f,c is specified in Table 6.2.4-1. The tolerance TL,c is the absolute value of the lower tolerance for the applicable operating band as specified in Table 6.2.1-1 and in Table 6.2F.1-1 for shared spectrum access operation.
Table 6.2.4-1: PCMAX tolerance
	PCMAX,f,c  (dBm)
	Tolerance T(PCMAX,f,c) (dB)

	23 < PCMAX,c ≤ 33
	2.0

	21 ≤ PCMAX,c ≤ 23
	2.0

	20 ≤ PCMAX,c < 21
	2.5

	19 ≤ PCMAX,c < 20
	3.5

	18 ≤ PCMAX,c < 19
	4.0

	13 ≤ PCMAX,c < 18
	5.0

	8 ≤ PCMAX,c < 13
	6.0

	-40 ≤ PCMAX,c < 8
	7.0





*********End Changes*************


*********Start Changes*************
[bookmark: _Toc21344332][bookmark: _Toc29801818][bookmark: _Toc29802242][bookmark: _Toc29802867][bookmark: _Toc36107609][bookmark: _Toc37251375][bookmark: _Toc45888239][bookmark: _Toc45888838][bookmark: _Toc61367516][bookmark: _Toc61372899][bookmark: _Toc68230847][bookmark: _Toc69084260][bookmark: _Toc75467270][bookmark: _Toc76509292][bookmark: _Toc76718282][bookmark: _Toc83580613][bookmark: _Toc84405122][bookmark: _Toc84413731]6.4.2.4	EVM equalizer spectrum flatness
The zero-forcing equalizer correction applied in the EVM measurement process (as described in Annex F) must meet a spectral flatness requirement for the EVM measurement to be valid. The EVM equalizer spectrum flatness is defined in terms of the maximum peak-to-peak ripple of the equalizer coefficients (dB) across the allocated uplink block. The basic measurement interval is the same as for EVM.
The peak-to-peak variation of the EVM equalizer coefficients contained within the frequency range of the uplink allocation shall not exceed the maximum ripple specified in Table 6.4.2.4-1 for normal conditions. For uplink allocations contained within both Range 1 and Range 2, the coefficients evaluated within each of these frequency ranges shall meet the corresponding ripple requirement and the following additional requirement: the relative difference between the maximum coefficient in Range 1 and the minimum coefficient in Range 2 must not be larger than 5 dB, and the relative difference between the maximum coefficient in Range 2 and the minimum coefficient in Range 1 must not be larger than 7 dB (see Figure 6.4.2.4-1).
The EVM equalizer spectral flatness shall not exceed the values specified in Table 6.4.2.4-2 for extreme conditions. For uplink allocations contained within both Range 1 and Range 2, the coefficients evaluated within each of these frequency ranges shall meet the corresponding ripple requirement and the following additional requirement: the relative difference between the maximum coefficient in Range 1 and the minimum coefficient in Range 2 must not be larger than 6 dB, and the relative difference between the maximum coefficient in Range 2 and the minimum coefficient in Range 1 must not be larger than 10 dB (see Figure 6.4.2.4-1).
Table 6.4.2.4-1: Requirements for EVM equalizer spectrum flatness (normal conditions)
	Frequency range
	Maximum ripple (dB)

	FUL_Meas – FUL_Low ≥ 3 MHz and FUL_High – FUL_Meas ≥ 3 MHz
(Range 1)
	4 (p-p)

	FUL_Meas – FUL_Low < 3 MHz or FUL_High – FUL_Meas < 3 MHz
(Range 2)
	8 (p-p)

	NOTE 1:	FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated
NOTE 2:	FUL_Low and FUL_High refer to each NR frequency band specified in Table 5.2-1



Table 6.4.2.4-2: Minimum requirements for EVM equalizer spectrum flatness (extreme conditions)
	
Frequency range
	Maximum Ripple (dB)

	FUL_Meas – FUL_Low ≥ 5 MHz and FUL_High – FUL_Meas ≥ 5 MHz
(Range 1)
	4 (p-p)

	FUL_Meas – FUL_Low < 5 MHz or FUL_High – FUL_Meas < 5 MHz
(Range 2)
	12 (p-p)

	NOTE 1:	FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated
NOTE 2:	FUL_Low and FUL_High refer to each NR frequency band specified in Table 5.2-1



 f   
 FUL_High 
 FUL_High – 3(5) MHz 
 
   < 4(4) dBp-p     
Range 1
Range 2
  max(Range 1)-min(Range 2) < 5(6) dB  
  max(Range 2)-min(Range 1) < 7(10) dB  
   < 8(12) dBp-p     

Figure 6.4.2.4-1: The limits for EVM equalizer spectral flatness with the maximum allowed variation of the coefficients indicated (the ETC minimum requirement are within brackets).
[bookmark: _Toc21344333][bookmark: _Toc29801819][bookmark: _Toc29802243][bookmark: _Toc29802868][bookmark: _Toc36107610][bookmark: _Toc37251376][bookmark: _Toc45888240][bookmark: _Toc45888839][bookmark: _Toc61367517][bookmark: _Toc61372900][bookmark: _Toc68230848][bookmark: _Toc69084261][bookmark: _Toc75467271][bookmark: _Toc76509293][bookmark: _Toc76718283][bookmark: _Toc83580614][bookmark: _Toc84405123][bookmark: _Toc84413732]6.4.2.4.1	Requirements for Pi/2 BPSK modulation
These requirements apply if the IE powerBoostPi2BPSK is set to 1 for power class 3 capable UE operating in TDD bands n40, n41, n77, n78 and n79 with Pi/2 BPSK modulation and UE indicates support for UE capability powerBoosting-pi2BPSK and 40 % or less slots in radio frame are used for UL transmission. These requirements also apply if the IE dmrs-UplinkTransformPrecoding-r16 is configured and UE indicates support for UE capability lowPAPR-DMRS-PUSCHwithPrecoding-r16. Otherwise the requirements for EVM equalizer spectrum flatness defined in clause 6.4.2.4 apply
The EVM equalizer coefficients across the allocated uplink block shall be modified to fit inside the mask specified in Table 6.4.2.4.1-1 for normal conditions, prior to the calculation of EVM. The limiting mask shall be placed to minimize the change in equalizer coefficients in a sum of squares sense.
Table 6.4.2.4.1-1: Mask for EVM equalizer coefficients for Pi/2 BPSK, normal conditions
	Frequency range
	Parameter 
	Maximum ripple (dB)

	|FUL_Meas – Fcenter| ≤ X MHz
(Range 1)
	X1
	6 (p-p)

	|FUL_Meas – Fcenter| > X MHz
(Range 2)
	X2
	14 (p-p)

	NOTE 1:	FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated
NOTE 2:	Fcenter refers to the center frequency of an allocated block of PRBs
NOTE 3:	X, in MHz, is equal to 25% of the bandwidth of the PRB allocation
NOTE 4:	See Figure 6.4.2.4.1-1 for description of X1, X2





Figure 6.4.2.4.1-1: The limits for EVM equalizer spectral flatness with the maximum allowed variation.  .
For Pi/2 BPSK modulation the UE shall be allowed to employ spectral shaping and the shaping filter shall be restricted so that the impulse response of the shaping filter itself shall meet
	│ãt(t,0)│ ≥ │ãt(t, τ)│    ∀τ ≠ 0
	20log10│ãt(t,τ)│< -15 dB    1< τ < M - 1,
where│ãt(t, τ)│=IDFT{│ãt(t,f)│ejφ (t,f)},   f  is the frequency of the M allocated subcarriers , ã(t,f) and φ(t,f) are the amplitude and phase response.
0 dB reference is defined as 20log10│ãt(t,0)│.
6.4.2.4.2	Requirements for [powerBoostingRel18]
These requirements apply when ΔPBoost = 1 dB applies (as defined in section 6.2.4) and the RB allocation does not belong to the enhanced inner region (as defined in section 6.2.2), otherwise the requirements for EVM equalizer spectrum flatness defined in clause 6.4.2.4 apply
The EVM equalizer coefficients across the allocated uplink block shall be modified to fit inside the mask specified in Table 6.4.2.4.2-1 for normal conditions, prior to the calculation of EVM. The limiting mask shall be placed to minimize the change in equalizer coefficients in a sum of squares sense.
Table 6.4.2.4.1-1: Mask for EVM equalizer coefficients that can apply for [powerBoostingRel18] normal conditions
	Frequency range
	Parameter 
	Maximum ripple (dB)

	|FUL_Meas – Fcenter| ≤ X MHz
(Range 1)
	X1
	[6] (p-p)

	|FUL_Meas – Fcenter| > X MHz
(Range 2)
	X2
	[10] (p-p)

	NOTE 1:	FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated
NOTE 2:	Fcenter refers to the center frequency of an allocated block of PRBs
NOTE 3:	X, in MHz, is equal to 25% of the bandwidth of the PRB allocation
NOTE 4:	See Figure 6.4.2.4.2-1 for description of X1, X2





Figure 6.4.2.4.2-1: The limits for EVM equalizer spectral flatness referenced in table 6.4.2.4.2-1.



*********End Changes*************
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