3GPP TSG-RAN WG4 Meeting # 109	R4-2318956
Chicago, US, November 13 – 17, 2023

Title:	[Draft] Reply LS on Response LS on determination of switching period location in frequency domain based on band priority
Response to:      R1-2310679/ R4-2318016
Release:	Rel-18
Work Item:	NR_MC_enh-Core

Source:	RAN4
To:	RAN1
Cc:	RAN2

Contact Person:	
Name: Sanjun Feng
E-mail Address: fengsanjun@vivo.com
Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 	

Attachments:

1. Overall Description:
[bookmark: _Hlk149866812]RAN4 thanks RAN1 for the Response LS on the determination of switching period location in the frequency domain based on band priority. 
[bookmark: _GoBack]Up to now, RAN4 has defined the selection of switching period location between band/carriers by reference to RAN2 signaling, and actual transmission was assumed on each band involved in the Tx switching in the requirements. An example case (Time mask for switching between two uplink carriers) has been provided below:The switching periods described in Figure 6.3A.3.3.2-1a and Figure 6.3A.3.3.2-1b are located in either NR carrier 1 or carrier 2 as indicated in RRC signalling uplinkTxSwitchingPeriodLocation [7], and the length of uplink switching period X is less than the value indicated by UE capability uplinkTxSwitchingPeriod. 



If a more detailed scheme or criteria is needed, e.g. in 3/4 band cases, to confirm priorities, it is suggested to define such scheme or criteria in RAN1 spec, since it could be complicated for RAN4.

2. Actions:
To 3GPP RAN1
ACTION: RAN4 kindly asks RAN1 to take the above into consideration.

3. Date of Next TSG WG RAN4 Meetings:
TSG-RAN WG4 Meeting #110                  26th Feb. – 1st Mar. 2023      Athens, GR
TSG-RAN WG4 Meeting #110bis                15th Apr. – 19th Apr. 2023     China(TBC), CN
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