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<Start of the change>
[bookmark: _Toc21127440][bookmark: _Toc29811646][bookmark: _Toc36817198][bookmark: _Toc37260114][bookmark: _Toc37267502][bookmark: _Toc44712104][bookmark: _Toc45893417][bookmark: _Toc53178144][bookmark: _Toc53178595][bookmark: _Toc61178821][bookmark: _Toc61179291][bookmark: _Toc67916587][bookmark: _Toc74663185][bookmark: _Toc82621725][bookmark: _Toc90422572][bookmark: _Toc104310975][bookmark: _Toc106126675][bookmark: _Toc106176988][bookmark: _Toc114242156][bookmark: _Toc123044100][bookmark: _Toc124157739][bookmark: _Toc124259662][bookmark: _Toc130584733][bookmark: _Toc137464389][bookmark: _Toc138884058]5.4.2.1	NR-ARFCN and channel raster
[bookmark: _Hlk515622859][bookmark: _Hlk514074796][bookmark: _Hlk514074832][bookmark: _Hlk514074872][bookmark: _Hlk515622922][bookmark: _Hlk514075221]The global frequency raster defines a set of RF reference frequencies FREF. The RF reference frequency is used in signalling to identify the position of RF channels, SS blocks and other elements. The global frequency raster is defined for all frequencies from 0 to 100 GHz. The granularity of the global frequency raster is ΔFGlobal.
RF reference frequencies are designated by an NR Absolute Radio Frequency Channel Number (NR-ARFCN) in the range [0…3279165] on the global frequency raster. The relation between the NR-ARFCN and the RF reference frequency FREF in MHz is given by the following equation, where FREF-Offs and NRef-Offs are given in table 5.4.2.1-1 and NREF is the NR-ARFCN.
	FREF = FREF-Offs + ΔFGlobal (NREF – NREF-Offs)
Table 5.4.2.1-1: NR-ARFCN parameters for the global frequency raster
	Range of frequencies (MHz)
	ΔFGlobal (kHz)
	FREF-Offs (MHz)
	NREF-Offs
	Range of NREF

	    0 – 3000
	5
	0
	0
	        0 – 599999

	3000 – 24250
	15
	3000
	600000
	600000 – 2016666

	24250 – 100000
	60
	24250.08
	2016667
	2016667 – 3279165



[bookmark: _Hlk514075025]The channel raster defines a subset of RF reference frequencies that can be used to identify the RF channel position in the uplink and downlink. The RF reference frequency for an RF channel maps to a resource element on the carrier. For each operating band, a subset of frequencies from the global frequency raster are applicable for that band and forms a channel raster with a granularity ΔFRaster, which may be equal to or larger than ΔFGlobal.
The mapping between the channel raster and corresponding resource element is given in clause 5.4.2.2. The applicable entries for each operating band are defined in clause 5.4.2.3.
<End of the change>
