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<Start of the change>
[bookmark: _Toc21099833][bookmark: _Toc29809631][bookmark: _Toc36645006][bookmark: _Toc37272060][bookmark: _Toc45884306][bookmark: _Toc53182329][bookmark: _Toc58860070][bookmark: _Toc58862574][bookmark: _Toc61182567][bookmark: _Toc66727880][bookmark: _Toc74961683][bookmark: _Toc75242594][bookmark: _Toc76544940][bookmark: _Toc82595040][bookmark: _Toc89955071][bookmark: _Toc98773494][bookmark: _Toc106201253][bookmark: _Toc115191106][bookmark: _Toc122012935][bookmark: _Toc124155754][bookmark: _Toc131537514][bookmark: _Toc137397721][bookmark: _Toc138881964]4.7	Test configurations
[bookmark: _Toc21099834][bookmark: _Toc29809632][bookmark: _Toc36645007][bookmark: _Toc37272061][bookmark: _Toc45884307][bookmark: _Toc53182330][bookmark: _Toc58860071][bookmark: _Toc58862575][bookmark: _Toc61182568][bookmark: _Toc66727881][bookmark: _Toc74961684][bookmark: _Toc75242595][bookmark: _Toc76544941][bookmark: _Toc82595041][bookmark: _Toc89955072][bookmark: _Toc98773495][bookmark: _Toc106201254][bookmark: _Toc115191107][bookmark: _Toc122012936][bookmark: _Toc124155755][bookmark: _Toc131537515][bookmark: _Toc137397722][bookmark: _Toc138881965]4.7.1	General
The test configurations shall be constructed using the methods defined below, subject to the parameters declared by the manufacturer for the supported RF configurations as listed in clause 4.6. The test configurations to use for conformance testing are defined for each supported RF configuration in clauses 4.8.3 and 4.8.4.
The applicable test models for generation of the carrier transmit test signal are defined in clause 4.9.
NOTE:	If required, carriers are shifted to align with the channel raster.
[bookmark: _Toc21099835][bookmark: _Toc29809633][bookmark: _Toc36645008][bookmark: _Toc37272062][bookmark: _Toc45884308][bookmark: _Toc53182331][bookmark: _Toc58860072][bookmark: _Toc58862576][bookmark: _Toc61182569][bookmark: _Toc66727882][bookmark: _Toc74961685][bookmark: _Toc75242596][bookmark: _Toc76544942][bookmark: _Toc82595042][bookmark: _Toc89955073][bookmark: _Toc98773496][bookmark: _Toc106201255][bookmark: _Toc115191108][bookmark: _Toc122012937][bookmark: _Toc124155756][bookmark: _Toc131537516][bookmark: _Toc137397723][bookmark: _Toc138881966]4.7.2	Test signal used to build Test Configurations
The signal's channel bandwidth and subcarrier spacing used to build NR Test Configurations shall be selected according to table 4.7.2-1.
[bookmark: _Ref516750404]Table 4.7.2-1: Signal to be used to build NR TCs
	Operating Band characteristics
	FDL_high – FDL_low <100 MHz
	FDL_high – FDL_low ≥ 100 MHz

	TC signal 
	BWchannel
	5 MHz (Note 1, 2)
	20 MHz (Note 1)

	characteristics
	Subcarrier spacing
	Smallest supported subcarrier spacing

	NOTE 1:	If this channel bandwidth is not supported, the narrowest supported channel bandwidth shall be used.
NOTE 2: 	For NRTC1, if NB-IoT is not supported, the signal's channel bandwidth shall be the narrowest supported one. 



<End of the change>



<Start of the change>
[bookmark: _Toc106201308][bookmark: _Toc115191161][bookmark: _Toc122012991][bookmark: _Toc124155810][bookmark: _Toc131537570][bookmark: _Toc137397777][bookmark: _Toc138882020]6.2	Base station output power
6.2.1	Definition and applicability
The conducted BS output power requirements are specified at single-band connector, or at multi-band connector.
The rated carrier output power of the BS type 1-C shall be as specified in table 6.2.1-1.
Table 6.2.1-1: Rated carrier output power limits for BS type 1-C
	BS class
	Prated,c,AC

	Wide Area BS
	(Note)

	Medium Range BS
	≤ 38 dBm

	Local Area BS
	≤ 24 dBm

	NOTE:	There is no upper limit for the Prated,c,AC rated output power of the Wide Area Base Station.



The rated carrier output power of the BS type 1-H shall be as specified in table 6.2.1-2.
Table 6.2.1-2: Rated carrier output power limits for BS type 1-H
	BS class
	Prated,c,sys
	Prated,c,TABC

	Wide Area BS
	(Note)
	(Note)

	Medium Range BS
	≤ 38 dBm +10log(NTXU,counted)
	≤ 38 dBm

	Local Area BS
	≤ 24 dBm +10log(NTXU,counted)
	≤ 24 dBm

	NOTE:	There is no upper limit for the Prated,c,sys or Prated,c,TABC of the Wide Area Base Station.



In addition, for operation with shared spectrum channel access operation, the BS may have to comply with the applicable BS power limits established regionally, when deployed in regions where those limits apply and under the conditions declared by the manufacturer.
For Band n41 and n90 operation in Japan, the rated output power, Prated,c.sys for BS type 1-H or the sum of Prated,c,AC over all antenna connectors for BS type 1-C declared by the manufacturer shall be equal to or less than 20 W per 10 MHz bandwidth.
For band n100 in CEPT countries, Prated,c,AC shall not exceed 51.5 dBm/5MHz + (fDL-922.1) x 40/3 dB, with fDL being the centre frequency in MHz. This limit is derived from ECC Decision (20)02 [25] assuming a 17 dBi maximum antenna gain and 4dB losses, and assuming one antenna connector. The above rated output power limit for band n100 applies to uncoordinated deployments and in case of coordinated deployments, higher output power values may be allowed.
NOTE: The additional maximum output power requirement for 3 MHz channel bandwidth will be updated in a later version, based on CEPT WG FM’s feedback. 
For band n101 in CEPT countries, Prated,c,AC shall not exceed 51 dBm/10MHz or 48 dBm/5MHz. This limit is derived from ECC Decision (20)02 [25] assuming a 18 dBi maximum antenna gain and 4dB losses, and assuming one antenna connector. The above rated output power limit for band n101 applies to uncoordinated deployments and in case of coordinated deployments, higher output power values may be allowed. 

The output power limit for the respective BS classes in tables 6.2.1.-1 and 6.2.1-2 shall be compared to the rated output power and the declared BS class. It is not subject to testing.

<End of the change>

<Start of the change>
[bookmark: _Toc21100024][bookmark: _Toc29809822][bookmark: _Toc36645207][bookmark: _Toc37272261][bookmark: _Toc45884507][bookmark: _Toc53182530][bookmark: _Toc58860271][bookmark: _Toc58862775][bookmark: _Toc61182768][bookmark: _Toc66728082][bookmark: _Toc74961886][bookmark: _Toc75242796][bookmark: _Toc76545142][bookmark: _Toc82595245][bookmark: _Toc89955276][bookmark: _Toc98773701][bookmark: _Toc106201460][bookmark: _Toc115191314][bookmark: _Toc122013144][bookmark: _Toc124155963][bookmark: _Toc131537723][bookmark: _Toc137397930][bookmark: _Toc138882173]7.2.5	Test requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.5-1 for Wide Area BS, in table 7.2.5-2 for Medium Range BS and in table 7.2.5-3 for Local Area BS in any operating band except for band n46, n96, n102, and n104.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.2.5-2a for Medium Range BS and in table 7.3.5-3a for Local Area BS, for band n46.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.2.5-2b for Medium Range BS and in table 7.2.5-3b for Local Area BS, for band n96 and n102.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.1 with parameters specified in table 7.2.5-1a for Wide Area BS, in table 7.2.5-2c for Medium Range BS and in table 7.2.5-3c for Local Area BS for band n104.
The reference sensitivity level requirements for NB-IoT are specified in clause 7.2.5 of TS 36.141 [24].
Table 7.2.5-1: NR Wide Area BS reference sensitivity levels
	BS channel
	Sub-carrier
	Reference
	Reference sensitivity power level, PREFSENS (dBm)

	bandwidth (MHz)
	spacing (kHz)
	measurement channel
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz

	3
	15
	G-FR1-A1-7 (Note 1)
	-102.9
	-102.6
	-102.4

	
	
	G-FR1-A1-21 (Note 5)
	-102.9 (Note 2)
	-102.6 (Note 2)
	-102.4 (Note 2)

	5, 10, 15
	15
	G-FR1-A1-1 (Note 1)
	-101
	-100.7
	-100.5

	
	
	G-FR1-A1-10 (Note 3)
	-101 (Note 2)
	-100.7 (Note 2)
	-100.5 (Note 2)

	10, 15
	30
	G-FR1-A1-2 (Note 1)
	-101.1
	-100.8
	-100.6

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	-98.2
	-97.9
	-97.7

	20, 25, 30, 35, 40, 45, 
	15
	G-FR1-A1-4 (Note 1)
	-94.6
	-94.3
	-94.1

	50
	
	G-FR1-A1-11 (Note 4)
	-94.6 (Note 2)
	-94.3 (Note 2)
	-94.1 (Note 2)

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	-94.9
	-94.6
	-94.4

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	60
	G-FR1-A1-6 (Note 1)
	-95
	-94.7
	-94.5

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
NOTE 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
NOTE 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.
NOTE 5: 	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-21 mapped to the 12 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-7 mapped to disjoint frequency ranges with a width of 15 resource blocks each.



Table 7.2.5-1a: NR Wide Area BS reference sensitivity levels for band n104
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel

	Reference sensitivity power level, PREFSENS
 (dBm) (Note 6)

	20, 30, 40, 50 
	15
	G-FR1-A1-4 (Note 1)
	 -92.8

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	 -93.1

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	 -93.2

	Note 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.2.5-2: NR Medium Range BS reference sensitivity levels
	BS channel
	Sub-carrier
	Reference
	Reference sensitivity power level, PREFSENS (dBm)

	bandwidth (MHz)
	spacing (kHz)
	measurement channel
(Note 5)
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz

	3
	15
	G-FR1-A1-7 (Note 1)
	-97.9
	-97.6
	-97.4

	
	
	G-FR1-A1-21 (Note 6)
	-97.9 (Note 2)
	-97.6 (Note 2)
	-97.4 (Note 2)

	5, 10, 15
	15
	G-FR1-A1-1 (Note 1)
	-96
	-95.7
	-95.5

	
	
	G-FR1-A1-10 (Note 3)
	-96 (Note 2)
	-95.7 (Note 2)
	-95.5 (Note 2)

	10, 15
	30
	G-FR1-A1-2 (Note 1)
	-96.1
	-95.8
	-95.6

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	-93.2
	-92.9
	-92.7

	20, 25, 30, 35, 40, 45, 
	15
	G-FR1-A1-4 (Note 1)
	-89.6
	-89.3
	-89.1

	50
	
	G-FR1-A1-11 (Note 4)
	-89.6 (Note 2)
	-89.3 (Note 2)
	-89.1 (Note 2)

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	-89.9
	-89.6
	-89.4

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	-90
	-89.7
	-89.5

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
NOTE 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
NOTE 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.
NOTE 5: These reference measurement channels are not applied for band n46, n96 and n102.
NOTE 6: 	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-21 mapped to the 12 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-7 mapped to disjoint frequency ranges with a width of 15 resource blocks each.



Table 7.2.5-2a: NR Medium Range BS reference sensitivity levels for band n46
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	10
	15
	G-FR1-A1-12 (Note 2)
	-101.5

	
	30
	G-FR1-A1-13 (Note 2)
	-99.2

	
	60
	G-FR1-A1-3 (Note 1, 3)
	-92.4

	20
	15
	G-FR1-A1-14 (Note 2)
	-98.6

	
	30
	G-FR1-A1-15 (Note 2)
	-95.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-89.2

	40
	15
	G-FR1-A1-16 (Note 2)
	-95.5

	
	30
	G-FR1-A1-17 (Note 2)
	-92.5

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-89.2

	60
	30
	G-FR1-A1-18 (Note 2)
	-90.9

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-89.2

	80
	30
	G-FR1-A1-19 (Note 2)
	-89.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-89.2

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.5-2.



Table 7.2.5-2b: NR Medium Range BS reference sensitivity levels for band n96 and n102
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	20
	15
	G-FR1-A1-14 (Note 2)
	-97.6

	
	30
	G-FR1-A1-15 (Note 2)
	-94.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-88.2

	40
	15
	G-FR1-A1-16 (Note 2)
	-94.5

	
	30
	G-FR1-A1-17 (Note 2)
	-91.5

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-88.2

	60
	30
	G-FR1-A1-18 (Note 2)
	-89.9

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-88.2

	80
	30
	G-FR1-A1-19 (Note 2)
	-88.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-88.2

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.5-2.



Table 7.2.5-2c: NR Medium Range BS reference sensitivity levels for band n104
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
(Note 5)
	Reference sensitivity power level, PREFSENS
 (dBm)

	20, 30, 40, 50 
	15
	G-FR1-A1-4 (Note 1)
	 -87.8

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	 -88.1

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	 -88.2

	Note 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



[bookmark: OLE_LINK319][bookmark: OLE_LINK320]Table 7.2.5-3: NR Local Area BS reference sensitivity levels
	BS channel
	Sub-carrier
	Reference
	Reference sensitivity power level, PREFSENS (dBm)

	bandwidth (MHz)
	spacing (kHz)
	measurement channel
(Note 5)
	f ≤ 3.0 GHz
	3.0 GHz < f ≤ 4.2 GHz
	4.2 GHz < f ≤ 6.0 GHz

	3
	15
	G-FR1-A1-7 (Note 1)
	-94.9
	-94.6
	-94.4

	
	
	G-FR1-A1-21 (Note 6)
	-94.9 (Note 2)
	-94.6 (Note 2)
	-94.4 (Note 2)

	5, 10, 15
	15
	G-FR1-A1-1 (Note 1)
	-93
	-92.7
	-92.5

	
	
	G-FR1-A1-10 (Note 3)
	-93 (Note 2)
	-92.7 (Note 2)
	-92.5 (Note 2)

	10, 15
	30
	G-FR1-A1-2 (Note 1)
	-93.1
	-92.8
	-92.6

	10, 15
	60
	G-FR1-A1-3 (Note 1)
	-90.2
	-89.9
	-89.7

	20, 25, 30, 35, 40, 45,
	15
	G-FR1-A1-4 (Note 1)
	-86.6
	-86.3
	-86.1

	50
	
	G-FR1-A1-11 (Note 4)
	-86.6 (Note 2)
	-86.3 (Note 2)
	-86.1 (Note 2)

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	-86.9
	-86.6
	-86.4

	20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 
	60
	G-FR1-A1-6 (Note 1)
	-87
	-86.7
	-86.5

	Note 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
Note 2:	The requirements apply to BS that supports NB-IoT operation in NR in-band.
Note 3:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-10 mapped to the 24 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-1 mapped to disjoint frequency ranges with a width of 25 resource blocks each.
Note 4:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-11 mapped to the 105 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-4 mapped to disjoint frequency ranges with a width of 106 resource blocks each.
Note 5:	These reference measurement channels are not applied for band n46, n96 and n102.
Note 6: 	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for a single instance of G-FR1-A1-21 mapped to the 12 NR resource blocks adjacent to the NB-IoT PRB, and for each consecutive application of a single instance of G-FR1-A1-7 mapped to disjoint frequency ranges with a width of 15 resource blocks each.



Table 7.2.5-3a: NR Local Area BS reference sensitivity levels for band n46
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	10
	15
	G-FR1-A1-12 (Note 2)
	-98.5

	
	30
	G-FR1-A1-13 (Note 2)
	-96.2

	
	60
	G-FR1-A1-3 (Note 1, 3)
	-89.4

	20
	15
	G-FR1-A1-14 (Note 2)
	-95.6

	
	30
	G-FR1-A1-15 (Note 2)
	-92.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-86.2

	40
	15
	G-FR1-A1-16 (Note 2)
	-92.5

	
	30
	G-FR1-A1-17 (Note 2)
	-89.5

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-86.2

	60
	30
	G-FR1-A1-18 (Note 2)
	-87.9

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-86.2

	80
	30
	G-FR1-A1-19 (Note 2)
	-86.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-86.2

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.5-3..



Table 7.2.5-3b: NR Local Area BS reference sensitivity levels for band n96 and n102
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
	Reference sensitivity power level, PREFSENS
 (dBm)

	20
	15
	G-FR1-A1-14 (Note 2)
	-94.6

	
	30
	G-FR1-A1-15 (Note 2)
	-91.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-85.2

	40
	15
	G-FR1-A1-16 (Note 2)
	-91.5

	
	30
	G-FR1-A1-17 (Note 2)
	-88.5

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-85.2

	60
	30
	G-FR1-A1-18 (Note 2)
	-86.9

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-85.2

	80
	30
	G-FR1-A1-19 (Note 2)
	-85.6

	
	60
	G-FR1-A1-6 (Note 1, 3)
	-85.2

	NOTE 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.2.5-3.



Table 7.2.5-3c: NR Local Area BS reference sensitivity levels for band n104
	BS channel bandwidth (MHz)
	Sub-carrier spacing (kHz)
	Reference measurement channel
(Note 5)
	Reference sensitivity power level, PREFSENS
 (dBm)

	20, 30, 40, 50  
	15
	G-FR1-A1-4 (Note 1)
	 -84.8

	20, 30, 40, 50, 60, 70, 80, 90, 100 
	30
	G-FR1-A1-5 (Note 1)
	 -85.1

	20,  30, 40, 50, 60, 70, 80, 90, 100  
	60
	G-FR1-A1-6 (Note 1)
	 -85.2

	Note 1:	PREFSENS is the power level of a single instance of the reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



<End of the change>
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The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.3.2-1 for Wide Area BS, in table 7.3.2-2 for Medium Range BS and in table 7.3.2-3 for Local Area BS in any operating band except for band n46, n96, n102 and n104.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.3.5-2b for Medium Range BS and in table 7.3.5-3b for Local Area BS, for band n46.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.3.5-2c for Medium Range BS and in table 7.3.5-3c for Local Area BS, for band n96 and n102.
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in annex A.2 with parameters specified in table 7.3.5-1b for Wide Area BS, in table 7.3.5-2d for Medium Range BS and in table 7.3.5-3d for Local Area BS in band n104.
For NB-IoT operation in NR in-band, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annex A of TS 36.141 [24] with parameters specified in table 7.3.5-1a for Wide Area BS, in table 7.3.5-2a for Medium Range BS and in table 7.3.5-3a for Local Area BS.
Table 7.3.5-1: Wide Area BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	3
	15
	G-FR1-A2-15
	-73.3
	-84.7
	AWGN

	5
	15
	G-FR1-A2-1
	-70.4
	-82.5
	AWGN

	
	30
	G-FR1-A2-2
	-71.1
	
	

	10
	15
	G-FR1-A2-1
	-70.4
	-79.3
	AWGN

	
	30
	G-FR1-A2-2
	-71.1
	
	

	
	60
	G-FR1-A2-3
	-68.1
	
	

	15
	15
	G-FR1-A2-1
	-70.4
	-77.5
	AWGN

	
	30
	G-FR1-A2-2
	-71.1
	
	

	
	60
	G-FR1-A2-3
	-68.1
	
	

	20
	15
	G-FR1-A2-4
	-64.2
	-76.2
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	25
	15
	G-FR1-A2-4
	-64.2
	-75.2
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	30
	15
	G-FR1-A2-4
	-64.2
	-74.4
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	35
	15
	G-FR1-A2-4
	-64.2
	-73.7
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	40
	15
	G-FR1-A2-4
	-64.2
	-73.1
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	45
	15
	G-FR1-A2-4
	-64.2
	-72.6
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	50
	15
	G-FR1-A2-4
	-64.2
	-72.1
	AWGN

	
	30
	G-FR1-A2-5
	-64.2
	
	

	
	60
	G-FR1-A2-6
	-64.5
	
	

	60
	30
	G-FR1-A2-5
	-64.2
	-71.3
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	70
	30
	G-FR1-A2-5
	-64.2
	-70.7
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	80
	30
	G-FR1-A2-5
	-64.2
	-70.1
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	90
	30
	G-FR1-A2-5
	-64.2
	-69.5
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	100
	30
	G-FR1-A2-5
	-64.2
	-69.1
	AWGN

	
	60
	G-FR1-A2-6
	-64.5
	
	

	NOTE:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.3.5-1a: Wide Area BS dynamic range for NB-IoT operation in NR in-band
	
BS channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	3
	
	
	-84.7
	

	5
	
	
	-82.5
	

	10
	
	
	-79.3
	

	15
	
	
	-77.5
	

	20
	FRC A15-1 in
	
	-76.2
	

	25
	Annex A.15 in
	-99.4
	-75.2
	AWGN

	30
	TS 36.141 [24]
	
	-74.4
	

	35
	
	
	-73.7
	

	40
	
	
	-73.1
	

	45
	
	
	-72.6
	

	50
	
	
	-72.1
	

	3
	
	
	-84.7
	

	5
	
	
	-82.5
	

	10
	
	
	-79.3
	

	15
	FRC A15-2 in
	
	-77.5
	

	20
	Annex A.15 in
	-105.3
	-76.2
	AWGN

	25
	TS 36.141 [24]
	
	-75.2
	

	30
	
	
	-74.4
	

	35
	
	
	-73.7
	

	40
	
	
	-73.1
	

	45
	
	
	-72.6
	

	50
	
	
	-72.1
	



Table 7.3.5-1b: Wide Area BS dynamic range for n104
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm) 
	Interfering signal mean power (dBm) / BWConfig 
	Type of interfering signal

	20
	15
	G-FR1-A2-4
	-63.2
	-75.2
	AWGN

	
	30
	G-FR1-A2-5
	-63.2
	
	

	
	60
	G-FR1-A2-6
	-63.5
	
	

	30
	15
	G-FR1-A2-4
	-63.2
	-73.4
	AWGN

	
	30
	G-FR1-A2-5
	-63.2
	
	

	
	60
	G-FR1-A2-6
	-63.5
	
	

	40
	15
	G-FR1-A2-4
	-63.2
	-72.1
	AWGN

	
	30
	G-FR1-A2-5
	-63.2
	
	

	
	60
	G-FR1-A2-6
	-63.5
	
	

	50
	15
	G-FR1-A2-4
	-63.2
	-71.1
	AWGN

	
	30
	G-FR1-A2-5
	-63.2
	
	

	
	60
	G-FR1-A2-6
	-63.5
	
	

	60
	30
	G-FR1-A2-5
	-63.2
	-70.3
	AWGN

	
	60
	G-FR1-A2-6
	-63.5
	
	

	70
	30
	G-FR1-A2-5
	-63.2
	-69.7
	AWGN

	
	60
	G-FR1-A2-6
	-63.5
	
	

	80
	30
	G-FR1-A2-5
	-63.2
	-69.1
	AWGN

	
	60
	G-FR1-A2-6
	-63.5
	
	

	90
	30
	G-FR1-A2-5
	-63.2
	-68.5
	AWGN

	
	60
	G-FR1-A2-6
	-63.5
	
	

	100
	30
	G-FR1-A2-5
	-63.2
	-68.1
	AWGN

	
	60
	G-FR1-A2-6
	-63.5
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



Table 7.3.5-2: Medium Range BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(Note 2)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	3
	15
	G-FR1-A2-15
	-68.3
	-79.7
	AWGN

	5
	15
	G-FR1-A2-1
	-65.4
	-77.5
	AWGN

	
	30
	G-FR1-A2-2
	-66.1
	
	

	10
	15
	G-FR1-A2-1
	-65.4
	-74.3
	AWGN

	
	30
	G-FR1-A2-2
	-66.1
	
	

	
	60
	G-FR1-A2-3
	-63.1
	
	

	15
	15
	G-FR1-A2-1
	-65.4
	-72.5
	AWGN

	
	30
	G-FR1-A2-2
	-66.1
	
	

	
	60
	G-FR1-A2-3
	-63.1
	
	

	20
	15
	G-FR1-A2-4
	-59.2
	-71.2
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	25
	15
	G-FR1-A2-4
	-59.2
	-70.2
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	30
	15
	G-FR1-A2-4
	-59.2
	-69.4
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	35
	15
	G-FR1-A2-4
	-59.2
	-68.7
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	40
	15
	G-FR1-A2-4
	-59.2
	-68.1
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	45
	15
	G-FR1-A2-4
	-59.2
	-67.6
	AWGN

	
	30
	G-FR1-A2-5
	-59.2
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	50
	15
	G-FR1-A2-4
	-59.2
	-67.1
	AWGN

	
	30
	G-FR1-A2-5
	59.8
	
	

	
	60
	G-FR1-A2-6
	-59.5
	
	

	60
	30
	G-FR1-A2-5
	-59.2
	-66.3
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	70
	30
	G-FR1-A2-5
	-59.2
	-65.7
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	80
	30
	G-FR1-A2-5
	-59.2
	-65.1
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	90
	30
	G-FR1-A2-5
	-59.2
	-64.5
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	100
	30
	G-FR1-A2-5
	-59.2
	-64.1
	AWGN

	
	60
	G-FR1-A2-6
	-59.5
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2: These reference measurement channels are not applied for band n46, n96 and n102.



Table 7.3.5-2a: Medium Range BS dynamic range for NB-IoT operation in NR in-band
	
BS channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	3
	
	
	-79.7
	

	5
	
	
	-77.5
	

	10
	
	
	-74.3
	

	15
	
	
	-72.5
	

	20
	FRC A15-1 in
	
	-71.2
	

	25
	Annex A.15 in
	-94.4
	-70.2
	AWGN

	30
	TS 36.141 [24]
	
	-69.4
	

	35
	
	
	-68.7
	

	40
	
	
	-68.1
	

	45
	
	
	-67.6
	

	50
	
	
	-67.1
	

	3
	
	
	-79.7
	

	5
	
	
	-77.5
	

	10
	
	
	-74.3
	

	15
	FRC A15-2 in
	
	-72.5
	

	20
	Annex A.15 in
	-100.3
	-71.2
	AWGN

	25
	TS 36.141 [24]
	
	-70.2
	

	30
	
	
	-69.4
	

	35
	
	
	-68.7
	

	40
	
	
	-68.1
	

	45
	
	
	-67.6
	

	50
	
	
	-67.1
	



Table 7.3.5-2b: Medium Range BS dynamic range for band n46
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	10
	15
	G-FR1-A2-7
(Note 2)
	-72.5
	-74.3 
	AWGN

	
	30
	G-FR1-A2-8
(Note 2)
	-70.3
	
	

	
	60
	G-FR1-A2-3
(Note 1, 3)
	-63.1
	
	

	20
	15
	G-FR1-A2-9
(Note 2)
	-69.5
	-71.2 
	AWGN

	
	30
	G-FR1-A2-10
(Note 2)
	-66.5
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-59.5
	
	

	40
	15
	G-FR1-A2-11
(Note 2)
	-66.4
	-68.1 
	AWGN

	
	30
	G-FR1-A2-12
(Note 2)
	-63.4
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-59.5
	
	

	60
	30
	G-FR1-A2-13
(Note 2)
	-61.6
	-66.3 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-59.5
	
	

	80
	30
	G-FR1-A2-14
(Note 2)
	-60.4
	-65.1 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-59.5
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.3.5-2.



Table 7.3.5-2c: Medium Range BS dynamic range for band n96 and n102
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	20
	15
	G-FR1-A2-9
(Note 2)
	-68.5
	-70.2 
	AWGN

	
	30
	G-FR1-A2-10
(Note 2)
	-65.5
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-58.5
	
	

	40
	15
	G-FR1-A2-11
(Note 2)
	-65.4
	-67.1 
	AWGN

	
	30
	G-FR1-A2-12
(Note 2)
	-62.4
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-58.5
	
	

	60
	30
	G-FR1-A2-13
(Note 2)
	-60.6
	-65.3 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-58.5
	
	

	80
	30
	G-FR1-A2-14
(Note 2)
	-59.4
	-64.1 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-58.5
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.3.5-2.



Table 7.3.5-2d: Medium Range BS dynamic range for n104
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(Note 2)
	Wanted signal mean power (dBm) 
	Interfering signal mean power (dBm) / BWConfig 

	Type of interfering signal

	20
	15
	G-FR1-A2-4
	-58.2
	-70.2
	AWGN

	
	30
	G-FR1-A2-5
	-58.2
	
	

	
	60
	G-FR1-A2-6
	-58.5
	
	

	30
	15
	G-FR1-A2-4
	-58.2
	-68.4
	AWGN

	
	30
	G-FR1-A2-5
	-58.2
	
	

	
	60
	G-FR1-A2-6
	-58.5
	
	

	40
	15
	G-FR1-A2-4
	-58.2
	-67.1
	AWGN

	
	30
	G-FR1-A2-5
	-58.2
	
	

	
	60
	G-FR1-A2-6
	-58.5
	
	

	50
	15
	G-FR1-A2-4
	-58.2
	-66.1
	AWGN

	
	30
	G-FR1-A2-5
	-58.2
	
	

	
	60
	G-FR1-A2-6
	-58.5
	
	

	60
	30
	G-FR1-A2-5
	-58.2
	-65.3
	AWGN

	
	60
	G-FR1-A2-6
	-58.5
	
	

	70
	30
	G-FR1-A2-5
	-58.2
	-64.7
	AWGN

	
	60
	G-FR1-A2-6
	-58.5
	
	

	80
	30
	G-FR1-A2-5
	-58.2
	-64.1
	AWGN

	
	60
	G-FR1-A2-6
	-58.5
	
	

	90
	30
	G-FR1-A2-5
	-58.2
	-63.5
	AWGN

	
	60
	G-FR1-A2-6
	-58.5
	
	

	100
	30
	G-FR1-A2-5
	-58.2
	-63.1
	AWGN

	
	60
	G-FR1-A2-6
	-58.5
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.


Table 7.3.5-3: Local Area BS dynamic range
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
(Note 2)
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	3
	15
	G-FR1-A2-15
	-65.3
	-76.7
	AWGN

	5
	15
	G-FR1-A2-1
	-62.4
	-74.5
	AWGN

	
	30
	G-FR1-A2-2
	-63.1
	
	

	10
	15
	G-FR1-A2-1
	-62.4
	-71.3
	AWGN

	
	30
	G-FR1-A2-2
	-63.1
	
	

	
	60
	G-FR1-A2-3
	-60.1
	
	

	15
	15
	G-FR1-A2-1
	-62.4
	-69.5
	AWGN

	
	30
	G-FR1-A2-2
	-63.1
	
	

	
	60
	G-FR1-A2-3
	-60.1
	
	

	20
	15
	G-FR1-A2-4
	-56.2
	-68.2
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	25
	15
	G-FR1-A2-4
	-56.2
	-67.2
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	30
	15
	G-FR1-A2-4
	-56.2
	-66.4
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	35
	15
	G-FR1-A2-4
	-56.2
	-65.7
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	40
	15
	G-FR1-A2-4
	-56.2
	-65.1
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	45
	15
	G-FR1-A2-4
	-56.2
	-64.6
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	50
	15
	G-FR1-A2-4
	-56.2
	-64.1
	AWGN

	
	30
	G-FR1-A2-5
	-56.2
	
	

	
	60
	G-FR1-A2-6
	-56.5
	
	

	60
	30
	G-FR1-A2-5
	-56.2
	-63.3
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	70
	30
	G-FR1-A2-5
	-56.2
	-62.7
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	80
	30
	G-FR1-A2-5
	-56.2
	-62.1
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	90
	30
	G-FR1-A2-5
	-56.2
	-61.5
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	100
	30
	G-FR1-A2-5
	-56.2
	-61.1
	AWGN

	
	60
	G-FR1-A2-6
	-56.5
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2: These reference measurement channels are not applied for band n46, n96 and n102.



Table 7.3.5-3a: Local Area BS dynamic range for NB-IoT operation in NR in-band
	
BS channel bandwidth (MHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	3
	
	
	-76.7
	

	5
	
	
	-74.5
	

	10
	
	
	-71.3
	

	15
	FRC A15-1 in
	
	-69.5
	

	20
	Annex A.15 in
	-91.4
	-68.2
	AWGN

	25
	TS 36.141 [24]
	
	-67.2
	

	30
	
	
	-66.4
	

	35
	
	
	-65.7
	

	40
	
	
	-65.1
	

	45
	
	
	-64.6
	

	50
	
	
	-64.1
	

	3
	
	
	-76.7
	

	5
	
	
	-74.5
	

	10
	
	
	-71.3
	

	15
	FRC A15-2 in
	
	-69.5
	

	20
	Annex A.15 in
	-97.3
	-68.2
	AWGN

	25
	TS 36.141 [24]
	
	-67.2
	

	30
	
	
	-66.4
	

	35
	
	
	-65.7
	

	40
	
	
	-65.1
	

	45
	
	
	-64.6
	

	50
	
	
	-64.1
	



Table 7.3.5-3b: Local Area BS dynamic range for band n46
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	10
	15
	G-FR1-A2-7
(Note 2)
	-69.5
	-71.3 
	AWGN

	
	30
	G-FR1-A2-8
(Note 2)
	-67.3
	
	

	
	60
	G-FR1-A2-3
(Note 1, 3) 
	-60.1
	
	

	20
	15
	G-FR1-A2-9
(Note 2)
	-66.5
	-68.2 
	AWGN

	
	30
	G-FR1-A2-10
	-63.5
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-56.5
	
	

	40
	15
	G-FR1-A2-11
(Note 2)
	-63.4
	-65.1 
	AWGN

	
	30
	G-FR1-A2-12
(Note 2)
	-60.4
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-56.5
	
	

	60
	30
	G-FR1-A2-13
(Note 2)
	-58.6
	-63.3 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-56.5
	
	

	80
	30
	G-FR1-A2-14
(Note 2)
	-57.4
	-62.1 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-56.5
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.3.5-2.



Table 7.3.5-3c: Local area BS dynamic range for band n96 and n102
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	20
	15
	G-FR1-A2-9
(Note 2)
	-65.5
	-67.2 
	AWGN

	
	30
	G-FR1-A2-10
(Note 2)
	-62.5
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-55.5
	
	

	40
	15
	G-FR1-A2-11
(Note 2)
	-62.4
	-64.1 
	AWGN

	
	30
	G-FR1-A2-12
(Note 2)
	-59.4
	
	

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-55.5
	
	

	60
	30
	G-FR1-A2-13
(Note 2)
	-57.6
	-62.3 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-55.5
	
	

	80
	30
	G-FR1-A2-14
(Note 2)
	-56.4
	-61.1 
	AWGN

	
	60
	G-FR1-A2-6
(Note 1, 3)
	-55.5
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 2:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each interleaved application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.
NOTE 3:	For 60kHz SCS reference measurement channel is reused from Table 7.3.5-2.



Table 7.3.5-3d: Local Area BS dynamic range for n104
	BS channel bandwidth (MHz)
	Subcarrier spacing (kHz)
	Reference measurement channel
	Wanted signal mean power (dBm)
	Interfering signal mean power (dBm) / BWConfig
	Type of interfering signal

	20
	15
	G-FR1-A2-4
	-55.2
	-67.2
	AWGN

	
	30
	G-FR1-A2-5
	-55.2
	
	

	
	60
	G-FR1-A2-6
	-55.5
	
	

	30
	15
	G-FR1-A2-4
	-55.2
	-65.4
	AWGN

	
	30
	G-FR1-A2-5
	-55.2
	
	

	
	60
	G-FR1-A2-6
	-55.5
	
	

	40
	15
	G-FR1-A2-4
	-55.2
	-64.1
	AWGN

	
	30
	G-FR1-A2-5
	-55.2
	
	

	
	60
	G-FR1-A2-6
	-55.5
	
	

	50
	15
	G-FR1-A2-4
	-55.2
	-63.1
	AWGN

	
	30
	G-FR1-A2-5
	-55.2
	
	

	
	60
	G-FR1-A2-6
	-55.5
	
	

	60
	30
	G-FR1-A2-5
	-55.2
	-62.3
	AWGN

	
	60
	G-FR1-A2-6
	-55.5
	
	

	70
	30
	G-FR1-A2-5
	-55.2
	-61.7
	AWGN

	
	60
	G-FR1-A2-6
	-55.5
	
	

	80
	30
	G-FR1-A2-5
	-55.2
	-61.1
	AWGN

	
	60
	G-FR1-A2-6
	-55.5
	
	

	90
	30
	G-FR1-A2-5
	-55.2
	-60.5
	AWGN

	
	60
	G-FR1-A2-6
	-55.5
	
	

	100
	30
	G-FR1-A2-5
	-55.2
	-60.1
	AWGN

	
	60
	G-FR1-A2-6
	-55.5
	
	

	NOTE 1:	The wanted signal mean power is the power level of a single instance of the corresponding reference measurement channel. This requirement shall be met for each consecutive application of a single instance of the reference measurement channel mapped to disjoint frequency ranges with a width corresponding to the number of resource blocks of the reference measurement channel each, except for one instance that might overlap one other instance to cover the full BS channel bandwidth.



<End of the change>



