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For an NR DC configuration specified in Table 5.5B.1-1, the bandwidth combination sets for the corresponding NR CA configuration in 5.5A.3, i.e., dual uplink inter-band carrier aggregation with uplink assigned to two NR bands, are applicable to Dual Connectivity.
Table 5.5B.1-1: Inter-band NR DC configurations  (two bands)
	NR DC
configuration
	Uplink NR DC
configuration

	DC_n1A-n3A
	DC_n1A-n3A

	DC_n1A-n7A
	DC_n1A-n7A

	DC_n1A-n28A
	DC_n1A-n28A

	DC_n1A-n41A
	DC_n1A-n41A

	DC_n1A-n77A2
	DC_n1A-n77A

	DC_n1A-n78A
	DC_n1A-n78A

	DC_n1A-n79A2
	DC_n1A-n79A

	DC_n2A-n5A
DC_n2A-n5B
	DC_n2A-n5A

	DC_n2A-n48A
DC_n2A-n48B
DC_n2A-n48C
	DC_n2A-n48A

	DC_n2A-n48(2A)
DC_n2A-n48(A-C)
	DC_n2A-n48A

	DC_n2A-n66A
DC_n2A-n66B
	DC_n2A-n66A

	DC_n2A-n77A
DC_n2A-n77C
	DC_n2A-n77A

	DC_n2A-n77(2A)
DC_n2(2A)-n77A
DC_n2(2A)-n77C
	DC_n2A-n77A

	DC_n3A-n28A
	DC_n3A-n28A

	DC_n3A-n41A
	DC_n3A-n41A

	DC_n3A-n77A2
	DC_n3A-n77A

	DC_n3A-n77(2A) 2
	DC_n3A-n77A

	DC_n3A-n78A2
	DC_n3A-n78A

	DC_n3A-n79A
	DC_n3A-n79A

	DC_n5A-n48A
DC_n5A-n48B
DC_n5A-n48C
	DC_n5A-n48A

	DC_n5A-n48(2A)
	DC_n5A-n48A

	DC_n5A-n66A
DC_n5B-n66A
	DC_n5A-n66A

	DC_n5A-n66(2A)
DC_n5B-n66(2A)
	DC_n5A-n66A

	DC_n5A-n77A
DC_n5A-n77C
	DC_n5A-n77A

	DC_n5A-n77(2A)
DC_n5(2A)-n77A
DC_n5(2A)-n77C
	DC_n5A-n77A

	DC_n7A-n46A
DC_n7A-n46C
DC_n7A-n46D
	DC_n7A-n46A

	DC_n7A-n78A
	DC_n7A-n78A

	DC_n12A-n77A
	DC_n12A-n77A

	DC_n12A-n77(2A)
	DC_n12A-n77A

	DC_n28A-n41A
	DC_n28A-n41A

	DC_n28A-n46A
DC_n28A-n46C
DC_n28A-n46D
	DC_n28A-n46A

	DC_n28A-n77A2
	DC_n28A-n77A

	DC_n28A-n77(2A)
	DC_n28A-n77A

	DC_n28A-n78A2
	DC_n28A-n78A

	DC_n28A-n79A
	DC_n28A-n79A

	DC_n41A-n77A
	DC_n41A-n77A

	DC_n41A-n78A
	DC_n41A-n78A

	DC_n46A-n48A
DC_n46A-n48B
DC_n46A-n48C
DC_n46B-n48A
DC_n46B-n48B
DC_n46B-n48C
DC_n46C-n48A
DC_n46C-n48B
DC_n46C-n48C
DC_n46D-n48A
DC_n46D-n48B
DC_n46D-n48C
DC_n46N-n48A
DC_n46N-n48B
DC_n46N-n48C
	DC_n46A-n48A
DC_n46A-n48B

	DC_n46A-n78A
DC_n46C-n78A
DC_n46D-n78A
	DC_n46A-n78A

	DC_n48A-n66A
DC_n48B-n66A
DC_n48C-n66A
	DC_n48A-n66A

	DC_n48A-n66(2A)
DC_n48B-n66(2A)
DC_n48(2A)-n66A
DC_n48(2A)-n66(2A)
DC_n48(A-C)-n66A
	DC_n48A-n66A

	DC_n48A-n70A
DC_n48B-n70A
	DC_n48A-n70A

	DC_n48(2A)-n70A
	DC_n48A-n70A

	DC_n48A-n71A 
DC_n48B-n71A
DC_n48C-n71A
	DC_n48A-n71A

	DC_n48A-n71(2A)
DC_n48(2A)-n71A
DC_n48(2A)-n71(2A)
DC_n48(3A)-n71A
DC_n48(4A)-n71A
DC_n48B-n71(2A)
	DC_n48A-n71A


	DC_n48A-n96A
DC_n48B-n96A
DC_n48C-n96A
DC_n48A-n96B
DC_n48B-n96B
DC_n48C-n96B
DC_n48A-n96C
DC_n48B-n96C
DC_n48C-n96C
DC_n48A-n96D
DC_n48B-n96D
DC_n48C-n96D
DC_n48A-n96E
DC_n48B-n96E
DC_n48C-n96E
	DC_n48A-n96A
DC_n48B-n96A

	DC_n66A-n77A
DC_n66A-n77C
DC_n66B-n77A
DC_n66B-n77C
	DC_n66A-n77A

	DC_n66A-n77(2A)
	DC_n66A-n77A

	DC_n66(2A)-n77(2A)
DC_n66(2A)-n77C
	DC_n66A-n77A

	DC_n71A-n77A
	DC_n71A-n77A

	DC_n71A-n77(2A)
	DC_n71A-n77A

	DC_n77A-n79A1
	DC_n77A-n79A

	DC_n77(2A)-n79A1
	DC_n77A-n79A

	NOTE 1:	The minimum requirements apply only when there is non-simultaneous Rx/Tx operation between n77-n79 NR carriers. This restriction applies also for these carriers when applicable NR DC configuration is part of a higher order configuration.
NOTE 2:		Applicable for UE supporting inter-band NR DC with mandatory simultaneous Rx/Tx capability.



Table 5.5B.1-2: Inter-band NR DC configurations  (three bands)
	NR DC
configuration
	Uplink NR DC
configuration

	DC_n1A-n3A-n28A
	DC_n1A-n3A
DC_n1A-n28A
DC_n3A-n28A

	DC_n1A-n3A-n41A
	DC_n1A-n3A
DC_n1A-n41A
DC_n3A-n41A

	[bookmark: _GoBack]DC_n1A-n3A-n77A
	DC_n1A-n3A
DC_n3A-n77A
DC_n1A-n77A

	DC_n1A-n3A-n78A
	DC_n1A-n3A
DC_n3A-n78A
DC_n1A-n78A

	DC_n1A-n3A-n79A
	DC_n1A-n3A
DC_n3A-n79A
DC_n1A-n79A

	DC_n1A-n7A-n78A
	DC_n1A-n7A
DC_n7A-n78A
DC_n1A-n78A

	DC_n1A-n28A-n41A
	DC_n1A-n28A
DC_n1A-n41A
DC_n28A-n41A

	DC_n1A-n28A-n77A
	DC_n1A-n28A
DC_n1A-n77A
DC_n28A-n77A

	DC_n1A-n28A-n78A
	DC_n1A-n28A
DC_n1A-n78A
DC_n28A-n78A

	DC_n1A-n28A-n79A
	DC_n1A-n28A
DC_n1A-n79A
DC_n28A-n79A

	DC_n1A-n41A-n77A
	DC_n1A-n41A
DC_n1A-n77A
DC_n41A-n77A

	DC_n1A-n77A-n79A
	DC_n1A-n77A
DC_n1A-n79A
DC_n77A-n79A

	DC_n3A-n28A-n41A
	DC_n3A-n28A
DC_n3A-n41A
DC_n28A-n41A

	DC_n3A-n28A-n77A
	DC_n3A-n28A
DC_n3A-n77A
DC_n28A-n77A

	DC_n3A-n28A-n77(2A)
	DC_n3A-n28A
DC_n3A-n77A
DC_n28A-n77A

	DC_n3A-n28A-n78A
	DC_n3A-n28A
DC_n3A-n78A
DC_n28A-n78A

	DC_n3A-n28A-n79A
	DC_n3A-n28A
DC_n3A-n79A
DC_n28A-n79A

	DC_n3A-n41A-n77A
	DC_n3A-n41A
DC_n3A-n77A
DC_n41A-n77A

	DC_n28A-n41A-n77A
	DC_n28A-n41A
DC_n28A-n77A
DC_n41A-n77A

	DC_n3A-n77A-n79A
	DC_n3A-n77A
DC_n3A-n79A
DC_n77A-n79A

	DC_n3A-n77(2A)-n79A
	DC_n3A-n77A
DC_n3A-n79A
DC_n77A-n79A

	DC_n7A-n46A-n78A
	DC_n7A-n46A
DC_n7A-n78A
DC_n46A-n78A

	DC_n7A-n46C-n78A
	DC_n7A-n46A
DC_n7A-n78A
DC_n46A-n78A

	DC_n7A-n46D-n78A
	DC_n7A-n46A
DC_n7A-n78A
DC_n46A-n78A

	DC_n28A-n46A-n78A
DC_n28A-n46C-n78A
DC_n28A-n46D-n78A
	DC_n28A-n46A
DC_n28A-n78A
DC_n46A-n78A

	DC_n28A-n77A-n79A
	DC_n28A-n77A
DC_n28A-n79A
DC_n77A-n79A

	DC_n28A-n77(2A)-n79A
	DC_n28A-n77A
DC_n28A-n79A
DC_n77A-n79A



Table 5.5B.1-3: Inter-band NR DC configurations (four bands)
	NR DC
configuration
	Uplink NR DC
configuration

	DC_n1A-n3A-n28A-n77A
	DC_n1A-n3A
DC_n1A-n28A
DC_n1A-n77A
DC_n3A-n28A
DC_n3A-n77A
DC_n28A-n77A

	DC_n1A-n3A-n28A-n79A
	DC_n1A-n3A
DC_n1A-n28A
DC_n1A-n79A
DC_n3A-n28A
DC_n3A-n79A
DC_n28A-n79A

	DC_n1A-n3A-n77A-n79A
	DC_n1A-n3A
DC_n1A-n77A
DC_n1A-n79A
DC_n3A-n77A
DC_n3A-n79A
DC_n77A-n79A

	DC_n1A-n28A-n77A-n79A
	DC_n1A-n28A
DC_n1A-n77A
DC_n1A-n79A
DC_n28A-n77A
DC_n28A-n79A
DC_n77A-n79A

	DC_n3A-n28A-n41A-n77A
	DC_n3A-n28A
DC_n3A-n41A
DC_n3A-n77A
DC_n28A-n41A
DC_n28A-n77A
DC_n41A-n77A

	DC_n3A-n28A-n77A-n79A
	DC_n3A-n28A
DC_n3A-n77A
DC_n3A-n79A
DC_n28A-n77A
DC_n28A-n79A
DC_n77A-n79A

	DC_n3A-n28A-n77(2A)-n79A
	DC_n3A-n28A
DC_n3A-n77A
DC_n3A-n79A
DC_n28A-n77A
DC_n28A-n79A
DC_n77A-n79A
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