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<Start of Change>
[bookmark: _Toc21124874][bookmark: _Toc29767864][bookmark: _Toc36044306][bookmark: _Toc37230211][bookmark: _Toc45907354][bookmark: _Toc53181459][bookmark: _Toc61117253][bookmark: _Toc67076334][bookmark: _Toc67076873][bookmark: _Toc74752755][bookmark: _Toc74753295][bookmark: _Toc74753832][bookmark: _Toc76507155][bookmark: _Toc83111306][bookmark: _Toc89876958][bookmark: _Toc98710493][bookmark: _Toc130919829][bookmark: _Toc137300375][bookmark: _Toc138888708][bookmark: _Toc145108717]4.11.2.6	ANTCR3: UTRA and E-UTRA multi-RAT non-contiguous operation
[bookmark: _Toc21124875][bookmark: _Toc29767865][bookmark: _Toc36044307][bookmark: _Toc37230212][bookmark: _Toc45907355][bookmark: _Toc53181460][bookmark: _Toc61117254][bookmark: _Toc67076335][bookmark: _Toc67076874][bookmark: _Toc74752756][bookmark: _Toc74753296][bookmark: _Toc74753833][bookmark: _Toc76507156][bookmark: _Toc83111307][bookmark: _Toc89876959][bookmark: _Toc98710494][bookmark: _Toc130919830][bookmark: _Toc137300376][bookmark: _Toc138888709][bookmark: _Toc145108718]4.11.2.6.1	General
[bookmark: _Toc21124876][bookmark: _Toc29767866][bookmark: _Toc36044308][bookmark: _Toc37230213][bookmark: _Toc45907356][bookmark: _Toc53181461][bookmark: _Toc61117255][bookmark: _Toc67076336][bookmark: _Toc67076875][bookmark: _Toc74752757][bookmark: _Toc74753297][bookmark: _Toc74753834][bookmark: _Toc76507157][bookmark: _Toc83111308][bookmark: _Toc89876960]The purpose of ANTCR3 is to test UTRA and E-UTRA multi-RAT non-contiguous aspects.
[bookmark: _Toc98710495][bookmark: _Toc130919831][bookmark: _Toc137300377][bookmark: _Toc138888710][bookmark: _Toc145108719]4.11.2.6.2	ANTCR3 generation
ANTCR3 is constructed using the following method:
-	The Base Station RF Bandwidth of each supported operating band shall be the declared maximum radiated Base Station RF Bandwidth for non-contiguous operation (see table 4.10-1, D6.21). The Base Station RF Bandwidth consists of one sub-block gap and two sub-blocks located at the edges of the declared maximum Base Station RF Bandwidth for non-contiguous operation.
-	For transmitter tests, place an UTRA carrier at the lower Base Station RF Bandwidth edge and a 5 MHz E-UTRA carrier at the upper Base Station RF Bandwidth edge. The specified Foffset, RAT shall apply. If 5 MHz E-UTRA carriers are not supported by the beam, the narrowest supported channel bandwidth shall be selected instead. The UTRA FDD may be shifted maximum 100 kHz towards lower frequencies to align with the channel raster. In case rated transmitter TRP per RIB is not reached according to the power allocation in clause 4.11.2.6.3, the narrowest E-UTRA channel BW which supports the rated carrier OTA BS power shall be selected. If still there is some output power room, alternately place an E-UTRA carrier of this BW adjacent to the carrier at the lower Base Station RF Bandwidth edge and UTRA carrier adjacent to the carrier at the upper Base Station RF Bandwidth edge until the rated transmitter TRP per RIB or the total number of supported carriers is reached.
-	For receiver tests, place an UTRA carrier at the lower Base Station RF Bandwidth edge and a 5 MHz E-UTRA carrier at the upper Base Station RF Bandwidth edge. The specified Foffset, RAT shall apply. If 5 MHz E-UTRA carriers are not supported by the beam, the narrowest supported channel bandwidth shall be selected instead. The UTRA FDD may be shifted maximum 100 kHz towards lower frequencies to align with the channel raster.
-	For single-band operation receiver tests, if the remaining gap is at least 20 MHz plus the channel bandwidth of the E-UTRA carrier used in the previous step and the beam supports at least 2 UTRA and 2 E-UTRA carriers, place a E-UTRA carrier of this channel bandwidth adjacent to the carrier at the lower Base Station RF Bandwidth edge and UTRA carrier adjacent to the carrier at the upper Base Station RF Bandwidth edge. The nominal carrier spacing defined in clause 4.6 shall apply. The UTRA FDD may be shifted maximum 100 kHz towards higher frequencies to align with the channel raster.
-	The sub-block edges adjacent to the sub-block gap shall be determined using the specified Foffset, RAT for the carrier adjacent to the sub-block gap.
[bookmark: _Toc21124877][bookmark: _Toc29767867][bookmark: _Toc36044309][bookmark: _Toc37230214][bookmark: _Toc45907357][bookmark: _Toc53181462][bookmark: _Toc61117256][bookmark: _Toc67076337][bookmark: _Toc67076876][bookmark: _Toc74752758][bookmark: _Toc74753298][bookmark: _Toc74753835][bookmark: _Toc76507158][bookmark: _Toc83111309][bookmark: _Toc89876961][bookmark: _Toc98710496][bookmark: _Toc130919832][bookmark: _Toc137300378][bookmark: _Toc138888711][bookmark: _Toc145108720]4.11.2.6.3	ANTCR3 power allocation
For case (1) in clause 4.11.2.6.1 set the number of carriers to the reduced number of carriers at maximum TRP in multi-RAT operations (see table 4.10-1, D9.23).
For EIRP accuracy requirements set each beam to maximum EIRP (see table 4.10-1, D9.10) for the tested beam direction pair.
Unless otherwise stated, For for all other requirements set the power of each carrier to the same level so that the sum of the carrier powers equals to Rated transmitter TRP per RIB, Prated,t,TRP (see table 4.10-2, D11.35).
For case (2) in clause 4.11.2.6.1 set the number of carriers to the reduced number of carriers at maximum TRP (see table 4.10-1, D9.14) and set each carrier to the reduced maximum TRP at the total number of supported carriers in multi-RAT operations (see table 4.10-1, D9.24) for the tested beam direction pair.
<Next Change>
[bookmark: _Toc67076357][bookmark: _Toc67076896][bookmark: _Toc74752778][bookmark: _Toc74753318][bookmark: _Toc74753855][bookmark: _Toc76507178][bookmark: _Toc83111329][bookmark: _Toc89876981][bookmark: _Toc98710516][bookmark: _Toc130919852][bookmark: _Toc137300398][bookmark: _Toc138888731][bookmark: _Toc145108740]4.11.2.11	ANTCR7: E-UTRA and NR multi RAT non-contiguous operation
[bookmark: _Toc21124904][bookmark: _Toc29767894][bookmark: _Toc36044336][bookmark: _Toc37230241][bookmark: _Toc45907384][bookmark: _Toc53181489][bookmark: _Toc61117277][bookmark: _Toc67076358][bookmark: _Toc67076897][bookmark: _Toc74752779][bookmark: _Toc74753319][bookmark: _Toc74753856][bookmark: _Toc76507179][bookmark: _Toc83111330][bookmark: _Toc89876982][bookmark: _Toc98710517][bookmark: _Toc130919853][bookmark: _Toc137300399][bookmark: _Toc138888732][bookmark: _Toc145108741]4.11.2.11.1	General
The purpose of ANTCR7 is to test E-UTRA and NR multi RAT non-contiguous aspects.
Unless otherwise stated, for all test configurations in this section, the narrowest supported NR channel bandwidth and lowest SCS for that bandwidth shall be used in the test configuration. 
Unless otherwise stated, the E-UTRA bandwidth shall be 5 MHz unless the BS does not support 5 MHz E-UTRA, in which case the E-UTRA bandwidth shall be the lowest supported bandwidth.
[bookmark: _Toc21124905][bookmark: _Toc29767895][bookmark: _Toc36044337][bookmark: _Toc37230242][bookmark: _Toc45907385][bookmark: _Toc67076359][bookmark: _Toc67076898][bookmark: _Toc74752780][bookmark: _Toc74753320][bookmark: _Toc74753857][bookmark: _Toc76507180][bookmark: _Toc83111331][bookmark: _Toc89876983][bookmark: _Toc98710518][bookmark: _Toc130919854][bookmark: _Toc137300400][bookmark: _Toc138888733][bookmark: _Toc145108742]4.11.2.11.2	ANTCR7 generation
ANTCR7 is only applicable for a BS that supports E-UTRA and NR. ANTCR7 is constructed using the following method:
-	The Base Station RF Bandwidth of each supported operating band shall be the declared maximum radiated Base Station RF Bandwidth for non-contiguous operation (see table 4.10-1, D6.21). The Base Station RF Bandwidth consists of one sub-block gap and two sub-blocks located at the edges of the declared maximum Base Station RF Bandwidth for non-contiguous operation.
-	For transmitter tests, place an NR carrier as specified in subclause 4.11.1A at the lower Base Station RF Bandwidth edge and an E-UTRA carrier at the upper Base Station RF Bandwidth edge. The specified Foffset, RAT shall apply. In case rated transmitter TRP per RIB is not reached according to the power allocation in clause 4.11.2.11.3, the narrowest E-UTRA and/or NR channel BW which supports the rated carrier OTA BS power shall be selected. If still there is some output power room, alternately place an E-UTRA carrier of this BW adjacent to the carrier at the lower Base Station RF Bandwidth edge and NR carrier adjacent to the carrier at the upper Base Station RF Bandwidth edge until the rated transmitter TRP per RIB or the total number of supported carriers is reached.
-	For receiver tests, place a NR carrier as specified in subclause 4.11.1A at the lower Base Station RF Bandwidth edge and an E-UTRA carrier at the upper Base Station RF Bandwidth edge. The specified Foffset, RAT shall apply. 
-	The sub-block edges adjacent to the sub-block gap shall be determined using the specified Foffset, RAT for the carrier adjacent to the sub-block gap.
[bookmark: _Toc21124906][bookmark: _Toc29767896][bookmark: _Toc36044338][bookmark: _Toc37230243][bookmark: _Toc45907386][bookmark: _Toc67076360][bookmark: _Toc67076899][bookmark: _Toc74752781][bookmark: _Toc74753321][bookmark: _Toc74753858][bookmark: _Toc76507181][bookmark: _Toc83111332][bookmark: _Toc89876984][bookmark: _Toc98710519][bookmark: _Toc130919855][bookmark: _Toc137300401][bookmark: _Toc138888734][bookmark: _Toc145108743]4.11.2.11.3	ANTCR7 power allocation
a)	Unless otherwise stated, set each carrier to the same power so that the sum of the carrier powers equals the rated total output power appropriate for the test configuration according to manufacturer’s declarations in subclause 4.10.
b)	In case that ANTCR7 is configured for testing modulation quality, the power allocated per carrier for the RAT on which modulation quality is measured shall be the highest possible for the given modulation configuration according to the manufacturer’s declarations in subclause 4.10, unless that power is higher than the level defined by case a). The power of the remaining carriers from other RAT(s) shall be set to the same level as in case a).
If in the case of b) the power of one RAT needs to be reduced in order to meet the manufacture’s declaration the power in the other RAT(s) does not need to be increased.
For EIRP accuracy requirements set each beam to maximum EIRP (see table 4.10-1, D9.10) for the tested beam direction pair.
For all other requirements set the power of each carrier to the same level so that the sum of the carrier powers equals to Rated transmitter TRP per RIB, Prated,t,TRP (see table 4.10-2, D11.35).
<Next Change>
[bookmark: _Toc67076375][bookmark: _Toc67076913][bookmark: _Toc74752795][bookmark: _Toc74753334][bookmark: _Toc74753872][bookmark: _Toc76507195][bookmark: _Toc83111346][bookmark: _Toc89876998][bookmark: _Toc98710533][bookmark: _Toc130919869][bookmark: _Toc137300415][bookmark: _Toc138888748][bookmark: _Toc145108757]4.11.2.15	ANTCR9: UTRA, E-UTRA and NR multi-RAT non-contiguous operation
The purpose of ANTCR9 is to test UTRA, E-UTRA and NR multi RAT non-contiguous aspects.
Unless otherwise stated, for all test configurations in this section, the narrowest supported NR channel bandwidth and lowest SCS for that bandwidth shall be used in the test configuration. 
Unless otherwise stated, the E-UTRA bandwidth shall be 5 MHz unless the BS does not support 5 MHz E-UTRA, in which case the E-UTRA bandwidth shall be the lowest supported bandwidth.
[bookmark: _Toc67076376][bookmark: _Toc67076914][bookmark: _Toc74752796][bookmark: _Toc74753335][bookmark: _Toc74753873][bookmark: _Toc76507196][bookmark: _Toc83111347][bookmark: _Toc89876999][bookmark: _Toc98710534][bookmark: _Toc130919870][bookmark: _Toc137300416][bookmark: _Toc138888749][bookmark: _Toc145108758]4.11.2.15.1	ANTCR9 generation
ANTCR9 is only applicable for a BS that supports UTRA, E-UTRA and NR. ANTCR9 is constructed using the following method:
-	The Base Station RF Bandwidth shall be the declared maximum Base Station RF Bandwidth for non-contiguous operation. The Base Station RF Bandwidth consists of one sub-block gap and two sub-blocks located at the edges of the declared maximum Base Station RF Bandwidth.
-	Adjacent to the lower Base Station RF Bandwidth edge:
-	Place an NR carrier. The specified FOffset-RAT shall apply.
-	Adjacent to the upper Base Station RF Bandwidth edge:
-	Place an E-UTRA carrier. The specified FOffset-RAT shall apply.
-	Place a UTRA carrier adjacent to the lower sub-block edge of the upper sub-block.	
[bookmark: _GoBack]-	For transmitter tests, place one UTRA adjacent to the upper sub-block edge of the lower sub-block. The nominal carrier spacing defined in subclause 4.6 shall apply. In case transmitter TRP per RIB is not reached according to the power allocation in clause 4.11.2.15.2, for the NR carrier adjacent to the lower Base Station RF Bandwidth edge, the narrowest NR channel BW which supports rated carrier output power shall be selected.
-	The sub-block edges adjacent to the sub-block gap shall be determined using the specified FOffset-RAT for the carrier adjacent to the sub-block gap. The carrier(s) may be shifted maximum 100 kHz towards higher frequencies to align with the channel raster.
[bookmark: _Toc67076377][bookmark: _Toc67076915][bookmark: _Toc74752797][bookmark: _Toc74753336][bookmark: _Toc74753874][bookmark: _Toc76507197][bookmark: _Toc83111348][bookmark: _Toc89877000][bookmark: _Toc98710535][bookmark: _Toc130919871][bookmark: _Toc137300417][bookmark: _Toc138888750][bookmark: _Toc145108759]4.11.2.15.2	ANTCR9 power allocation
a)	Unless otherwise stated, set each carrier to the same power so that the sum of the carrier powers equals the rated total output power appropriate for the test configuration according to manufacturer’s declarations in subclause 4.10.
b)	In case that ANTCR9 is configured for testing modulation quality, the power allocated per carrier for the RAT on which modulation quality is measured shall be the highest possible for the given modulation configuration according to the manufacturer’s declarations in subclause 4.10, unless that power is higher than the level defined by case a). The power of the remaining carriers from other RAT(s) shall be set to the same level as in case a).
If in the case of b) the power of one RAT needs to be reduced in order to meet the manufacture’s declaration the power in the other RAT(s) does not need to be increased.
<End of Change>
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