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<start of the change1>
3.5.2	NR operating bands in FR1
NR frequency bands grouping for FR1 is specified in Table 3.5.2-1.
Table 3.5.2-1: NR frequency band groups for FR1
	Group
	NR FDD
	NR TDD
	NR SDL
	NR CCA10

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	NR_FDD_FR1_A
	n1, n18, n24, n70, n744, n91, n92, n93, n94, n100
	NR_TDD_FR1_A
	n34, n389, n39, n40, n50, n51, n53, n54, n101
	NR_SDL_FR1_A
	n67, n75, n76
	NR_CCA_FR1_A
	-

	B
	NR_FDD_FR1_B
	n65, n66, n743
	NR_TDD_FR1_B
	n387
	NR_SDL_FR1_B
	-
	NR_CCA_FR1_B
	-

	C
	NR_FDD_FR1_C
	n30
	NR_TDD_FR1_C
	n48, n771, n78, n79
	NR_SDL_FR1_C
	-
	NR_CCA_FR1_C
	-

	D
	NR_FDD_FR1_D
	n28
	NR_TDD_FR1_D
	n772
	NR_SDL_FR1_D
	-
	NR_CCA_FR1_D
	-

	E
	NR_FDD_FR1_E
	n2, n5, n7
	NR_TDD_FR1_E
	n41, n90
	NR_SDL_FR1_E
	-
	NR_CCA_FR1_E
	-

	F
	NR_FDD_FR1_F
	n266
	NR_TDD_FR1_F
	-
	NR_SDL_FR1_F
	-
	NR_CCA_FR1_F
	-

	G
	NR_FDD_FR1_G
	n3, n8, n12, n13, n14, n20, n71, n85, n10511
	NR_TDD_FR1_G
	n104
	NR_SDL_FR1_G
	n29
	NR_CCA_FR1_G
	-

	H
	NR_FDD_FR1_H
	n25
	NR_TDD_FR1_H
	-
	NR_SDL_FR1_H
	-
	NR_CCA_FR1_H
	-

	I
	NR_FDD_FR1_I
	-
	NR_TDD_FR1_I
	
	NR_SDL_FR1_I
	-
	NR_CCA_FR1_I
	n46

	J
	NR_FDD_FR1_J
	-
	NR_TDD_FR1_J
	n478
	NR_SDL_FR1_J
	-
	NR_CCA_FR1_J
	n96, n102

	K
	NR_FDD_FR1_K
	-
	NR_TDD_FR1_K
	-
	NR_SDL_FR1_K
	-
	NR_CCA_FR1_K
	-

	L
	NR_FDD_FR1_L
	-
	NR_TDD_FR1_L
	-
	NR_SDL_FR1_L
	-
	NR_CCA_FR1_L
	-

	M
	NR_FDD_FR1_M
	-
	NR_TDD_FR1_M
	-
	NR_SDL_FR1_M
	-
	NR_CCA_FR1_M
	-

	N
	NR_FDD_FR1_N
	n31, n72
	NR_TDD_FR1_N
	-
	NR_SDL_FR1_N
	-
	NR_CCA_FR1_N
	-

	NOTE 1:	Except 3.8 GHz to 4.2 GHz.
NOTE 2:	Only 3.8 GHz to 4.2 GHz.
NOTE 3:	Except 1475.9 MHz to 1510.9 MHz.
NOTE 4:	Only when the band is confined in 1475.9 MHz to 1510.9 MHz.
NOTE 5:	These bands are used only in NR carrier aggregation with other NR bands according to NR CA band combinations specified in TS 38.101-1 [18] and TS 38.101-3 [20].
NOTE 6:	The minimum Io condition is reduced by 0.5 dB when the carrier frequency of the assigned NR channel bandwidth is within 865-894 MHz. 
NOTE 7:	When this band is only used for V2X SL service, the band is exclusively used for NR V2X in particular regions.
NOTE 8:	This band is unlicensed band used for V2X service. There is no expected network deployment in this band.
NOTE 9:	When this band is only used for WAN service.
NOTE 10: Operating bands where operation on carrier frequencies with CCA is supported.
NOTE 11: The minimum Io condition is reduced by 0.5 dB when the downlink channel overlap the 612-617 MHz frequency range and the channel bandwidth is 5 MHz.



<end of the change1>

<start of the change2>

10.1	NR measurements
[bookmark: _Toc5952723]10.1.1	Introduction
The requirements in clause 10.1 apply as follows:
-	intra-frequency requirements apply for PCell measurements in SA, NR-DC, or NE-DC operaion mode, 
-	intra-frequency requirements apply for PSCell measurements in NR-DC or EN-DC operaion mode,
-	intra-frequency requirements apply for SCell measurements in SA operation mode with NR CA or any MR-DC operaion mode with NR CA,
-	inter-frequency requirements apply for non-serving cell measurements on NR carrier frequencies.
-	inter-frequency requirements apply for measurements from one cell on a frequency compared to the measurement from another cell on a different frequency.
In the requirements of clause 10.1, the exceptions for side conditions apply as follows:
-	for the UE capable of CA but not configured with any SCell, the applicable exceptions for side conditions are specified in Annex B, clause B.3.2.1 for UE supporting CA in FR1, and clause B.3.2.3 for UE supporting CA in FR2, respectively;
-	for the UE capable of CA and configured with at least one SCell, the applicable exceptions for side conditions are specified in Annex B, clause B.3.2.2 for UE configured with CA in FR1, and clause B.3.2.4 for UE supporting CA in FR2 respectively;
-	for the UE capable of SUL but not configured with SUL, the applicable exceptions for side conditions are specified in Annex B, clause B.3.4.1 for UE supporting SUL in FR1;
-	for the UE capable of SUL and configured with at least one SUL, the applicable exceptions for side conditions are specified in Annex B, clause B.3.4.2 for UE configured with SUL in FR1.
[bookmark: OLE_LINK22]10.1.2	Intra-frequency RSRP accuracy requirements for FR1
10.1.2.1	Intra-frequency SS-RSRP accuracy requirements
10.1.2.1.1	Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on the same frequency as that of the serving cell in FR1. The accuracy requirements in this clause are also applicable when highSpeedMeasFlag-r16 or highSpeedMeasCA-Scell-r17 is configured.
The accuracy requirements in Table 10.1.2.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
Table 10.1.2.1.1-1: SS-RSRP Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	4.5
	9
	-6
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-70

	8
	11
	-6
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A,
NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.2.1.2	Relative SS-RSRP Accuracy
The relative accuracy of SS-RSRP is defined as the SS-RSRP measured from one cell compared to the SS-RSRP measured from another cell on the same frequency, or between any two SS-RSRP levels measured on the same cell in FR1. The accuracy requirements in this clause are also applicable when highSpeedMeasFlag-r16 or highSpeedMeasCA-Scell-r17 is configured.
The accuracy requirements in Table 10.1.2.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
Table 10.1.2.1.2-1: SS-RSRP Intra frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	2
	3
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	3
	3
	-6
	Note 3
	Note 3
	Note 3
	N/A
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.2.2	Void

10.1.2.3	Intra-frequency CSI-RSRP accuracy requirements
10.1.2.3.1	Absolute CSI-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RSRP in this clause apply to a cell where the CSI-RS resources to be measured have the same center frequency as the CSI-RS resources indicated for measurement in the serving cell in FR1.
The accuracy requirements in Table 10.1.2.3.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each associated SSB.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band for each relevant CSI-RS to be measured.
[bookmark: OLE_LINK4]-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.2.3.1-1.-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for intra-frequency measurement is serving cell timing.
Table 10.1.2.3.1-1: CSI-RSRP Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	4.5
	9
	-6
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-70

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-70

	8
	11
	-6
	NR_FDD_FR1_A, NR_TDD_FR1_A, 
NR_SDL_FR1_A,
NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.2.3.2	Relative CSI-RSRP Accuracy
The relative accuracy of CSI-RSRP is defined as the CSI-RSRP measured from one cell compared to the CSI-RSRP measured from another cell on the same center frequency, or between any two CSI-RSRP levels measured on the same cell in FR1.
The accuracy requirements in Table 10.1.2.3.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each associated SSB.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band for each relevant CSI-RS to be measured.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.2.3.2-1. -	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for intra-frequency measurement is serving cell timing.
Table 10.1.2.3.2-1: CSI-RSRP Intra frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	2
	3
	-3
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	3
	3
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	N/A
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.2B	Intra-frequency RSRP accuracy requirements for FR1 for CA/DC Idle Mode Measurements
10.1.2B.1	Intra-frequency SS-RSRP accuracy requirements
The requirements in this clause are applicable for a UE:
-	in state RRC_IDLE or RRC INACTIVE
-	that is synchronised to the cell that is measured.
The requirements are for absolute accuracy of SS-RSRP.
10.1.2B.1.1	Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to the serving cell in FR1.
The accuracy requirements in Table 10.1.2B.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.1.2 for a corresponding Band for each relevant SSB.
Table 10.1.2B.1.1-1: SS-RSRP Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	6
	10.5
	-4
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-70

	9.5
	12.5
	-4
	NR_FDD_FR1_A, NR_TDD_FR1_A, 
NR_SDL_FR1_A,
NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.2C	Intra-frequency RSRP accuracy requirements for FR1 SAN
10.1.2C.1	Intra-frequency SS-RSRP accuracy requirements
10.1.2C.1.1	Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on the same frequency as that of the serving cell in FR1. 
The accuracy requirements in Table 10.1.2C.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
-	Valid information for the SAN serving the target cell has been provided.

Table 10.1.2C.1.1-1: SS-RSRP Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[4.5]
	[9]
	-6
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-70

	[8]
	[11]
	-6
	NR_FDD_SAB_FR1_A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.2C.1.2	Relative SS-RSRP Accuracy
The relative accuracy of SS-RSRP is defined as the SS-RSRP measured from one cell compared to the SS-RSRP measured from another cell on the same frequency, or between any two SS-RSRP levels measured on the same cell in FR1. 
The accuracy requirements in Table 10.1.2C.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.2C.1.2-1: SS-RSRP Intra frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[2]
	[3]
	-3
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-50

	[3]
	[3]
	-6
	Note 3
	Note 3
	Note 3
	N/A
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.3	Intra-frequency RSRP accuracy requirements for FR2
10.1.3.1	Intra-frequency SS-RSRP accuracy requirements
10.1.3.1.1	Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on the same frequency as that of the serving cell in FR2.
The accuracy requirements in Table 10.1.3.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.3.1.1-1: SS-RSRP Intra frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	6
	9
	≥-6
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	8
	11
	
	N/A
	-70
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.3.1.2	Relative SS-RSRP Accuracy
The relative accuracy of SS-RSRP is defined as the SS-RSRP measured from one cell compared to the SS-RSRP measured from another cell on the same frequency, or between any two SS-RSRP levels measured on the same cell in FR2.
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.3.1.2-1: SS-RSRP Intra frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	6
	9
	≥-6
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 4:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.



10.1.3.2	Void

10.1.3.3	Intra-frequency CSI-RSRP accuracy requirements
10.1.3.3.1	Absolute CSI-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RSRP in this clause apply to a cell where the CSI-RS resources to be measured have the same center frequency as the CSI-RS resources indicated for measurement in the serving cell in FR2.
The accuracy requirements in Table 10.1.3.3.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each associated SSB(s).
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band for each relevant CSI-RS to be measured.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.3.3.1-1. 
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for intra-frequency measurement is serving cell timing.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.3.3.1-1: CSI-RSRP Intra frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 1
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	6
	9
	≥-6
	Same value as CSI-RS_RP in Table B.2.8-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	8
	11
	
	N/A
	-70
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.3.3.2	Relative CSI-RSRP Accuracy
The relative accuracy of CSI-RSRP is defined as the CSI-RSRP measured from one cell compared to the CSI-RSRP measured from another cell on the same center frequency, or between any two CSI-RSRP levels measured on the same cell in FR2.
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each associated SSB(s).
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band for each CSI-RS to be measured.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.3.3.2-1. 
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for intra-frequency measurement is serving cell timing.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.3.3.2-1: CSI-RSRP Intra frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCS CSI-RS Note 1
	dBm/BWChannel

	
	
	
	SCS CSI-RS = 60kHz
	SCS CSI-RS = 120kHz
	

	6
	9
	≥-6
	Same value as CSI-RS_RP in Table B.2.8-2, according to UE Power class, operating band and angle of arrival
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 4:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of cells to which the requirement applies.



10.1.3B	Intra-frequency RSRP accuracy requirements for FR2 for CA/DC Idle Mode Measurements
10.1.3B.1	Intra-frequency SS-RSRP accuracy requirements
The requirements in this clause are applicable for a UE:
-	in state RRC_IDLE or RRC INACTIVE
-	that is synchronised to the cell that is measured.
The requirements are for absolute accuracy of SS-RSRP.
10.1.3B.1.1	Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to the serving cell in FR2.
The accuracy requirements in Table 10.1.3B.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.1.2 for a corresponding Band for each relevant SSB.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.3B.1.1-1: SS-RSRP Intra frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	7.5
	10.5
	≥-4
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	9.5
	12.5
	
	N/A
	-70
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.4	Inter-frequency RSRP accuracy requirements for FR1
10.1.4.1	Inter-frequency SS-RSRP accuracy requirements
10.1.4.1.1	Absolute Accuracy of SS-RSRP in FR1
The requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell. The accuracy requirements in this clause are also applicable when highSpeedMeasInterFreq-r17 is configured.
The accuracy requirements in Table 10.1.4.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
Table 10.1.4.1.1-1: SS-RSRP Inter frequency Absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	4.5
	9
	-6
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-70

	8
	11
	-6
	NR_FDD_FR1_A, NR_TDD_FR1_A, 
NR_SDL_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	Void
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.4.1.2	Relative Accuracy of SS-RSRP in FR1
The relative accuracy of SS-RSRP in inter frequency case is defined as the RSRP measured from one cell on a frequency in FR1compared to the RSRP measured from another cell on a different frequency in FR1. The accuracy requirements in this clause are also applicable when highSpeedMeasInterFreq-r17 is configured.
The accuracy requirements in Table 10.1.4.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB 
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1.4.1.2-1: SS-RSRP Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	4.5
	6
	-6
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.4.2	Void

10.1.4.3	Inter-frequency CSI-RSRP accuracy requirements
10.1.4.3.1	Absolute Accuracy of CSI-RSRP in FR1
The requirements for absolute accuracy of CSI-RSRP in this clause apply to a cell where the CSI-RS resources to be measured have the different center frequency as the CSI-RS resources indicated for measurement in the serving cell in FR1.
The accuracy requirements in Table 10.1.4.3.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant CSI-RS to be measured.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.4.3.1-1. 
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
Table 10.1.4.3.1-1: CSI-RSRP Inter frequency Absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-70

	4.5
	9
	-6
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-70

	8
	11
	-6
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A,
NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.4.3.2	Relative Accuracy of CS-RSRP in FR1
The relative accuracy of CSI-RSRP in inter frequency case is defined as the CSI-RSRP measured from one cell on a frequency in FR1compared to the CSI-RSRP measured from another cell on a different frequency in FR1.
The accuracy requirements in Table 10.1.4.3.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant CSI-RS to be measured.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.4.3.2-1. 
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
•	Note: The reference measurement timing for one layer for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
-	|CSI_RP1dBm - CSI_RP2dBm| ≤ 27 dB 
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1.4.3.2-1: CSI-RSRP Inter frequency relative accuracy in FR1 
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	4.5
	6
	-6
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-113.5
	-111.5
	-108.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Void
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.4B	Inter-frequency RSRP accuracy requirements for FR1 for CA/DC Idle Mode Measurements
10.1.4B.1	Inter-frequency SS-RSRP accuracy requirements
The requirements in this clause are applicable for a UE:
-	in state RRC_IDLE or RRC INACTIVE
-	that is synchronised to the cell that is measured.
The requirements are for absolute accuracy of SS-RSRP.
10.1.4B.1.1	Absolute Accuracy of SS-RSRP in FR1
The requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.4B.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.1.3 for a corresponding Band for each relevant SSB.
Table 10.1.4B.1.1-1: SS-RSRP Inter frequency Absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	6
	10.5
	-4
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-70

	9.5
	12.5
	-4
	NR_FDD_FR1_A, NR_TDD_FR1_A, 
NR_SDL_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	Void
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.4C	Inter-frequency RSRP accuracy requirements for FR1 SAN
10.1.4C.1	Inter-frequency SS-RSRP accuracy requirements
10.1.4C.1.1	Absolute Accuracy of SS-RSRP in FR1
The requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.4C.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.4C.1.1-1: SS-RSRP Inter frequency Absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[4.5]
	[9]
	-6
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-70

	[8]
	[11]
	-6
	NR_FDD_SAB_FR1_A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	Void
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.4C.1.2	Relative Accuracy of SS-RSRP in FR1
The relative accuracy of SS-RSRP in inter frequency case is defined as the RSRP measured from one cell on a frequency in FR1compared to the RSRP measured from another cell on a different frequency in FR1.
The accuracy requirements in Table 10.1.4C.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB 
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.4C.1.2-1: SS-RSRP Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[4.5]
	[6]
	-6
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.5	Inter-frequency RSRP accuracy requirements for FR2
10.1.5.1	Inter-frequency SS-RSRP accuracy requirements
10.1.5.1.1	Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on a frequency in FR2 that is on a different frequency than the serving cell.
The accuracy requirements in Table 10.1.5.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.5.1.1-1: SS-RSRP Inter frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	6
	9
	≥-4
	Same value as SSB_RP in Table B.2.3-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	8
	11
	
	N/A
	-70
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.5.1.2	Relative SS-RSRP Accuracy
The relative accuracy of SS-RSRP is defined as the SS-RSRP measured from one cell on a frequency in FR2 compared to the SS-RSRP measured from another cell on another frequency in FR2.
The accuracy requirements in Table 10.1.5.1.2-1 are valid under the following conditions:
-	Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27dB
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.5.1.2-1: SS-RSRP Inter frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	6
	9
	≥-4
	Same value as SSB_RP in Table B.2.3-2, according to UE Power class, operating band and angle of arrival
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 4:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.



10.1.5.2	Void

[bookmark: _Hlk517166845]10.1.5.3	Inter-frequency CSI-RSRP accuracy requirements
10.1.5.3.1	Absolute CSI-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RSRP in this clause apply to a cell on a frequency in FR2 where the CSI-RS resources to be measured have the different center frequency as the CSI-RS resources indicated for measurement in the serving cell.
The accuracy requirements in Table 10.1.5.3.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant associated SSB.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant CSI-RS to be measured.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.5.3.1-1.
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.5.3.1-1: CSI-RSRP Inter frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 1
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	6
	9
	≥-4
	Same value as CSI_RP in Table B.2.9-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	8
	11
	
	N/A
	-70
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.5.3.2	Relative CSI-RSRP Accuracy
The relative accuracy of CSI-RSRP in inter frequency case is defined as the CSI-RSRP measured from one cell on a frequency in FR2 compared to the CSI-RSRP measured from another cell on another frequency in FR2.
The accuracy requirements in Table 10.1.5.3.2-1 are valid under the following conditions:
-	Conditions defined in 38.101-2 [19] Clause 7.3 for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant associated SSB.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant CSI-RS to be measured.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.5.3.2-1. 
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells. 
-	|CSI_RP1dBm - CSI_RP2dBm| ≤ 27dB
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.5.3.2-1: CSI-RSRP Inter frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 1
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	

	6
	9
	≥-4
	Same value as CSI_RP in Table B.2.9-2, according to UE Power class, operating band and angle of arrival
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 4:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of cells to which the requirement applies.



10.1.5B	Inter-frequency RSRP accuracy requirements for FR2 for CA/DC Idle Mode Measurements
10.1.5B.1	Inter-frequency SS-RSRP accuracy requirements
The requirements in this clause are applicable for a UE:
-	in state RRC_IDLE or RRC INACTIVE
-	that is synchronised to the cell that is measured.
The requirements are for absolute accuracy of SS-RSRP.
10.1.5B.1.1	Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on a frequency in FR2 that is on a different frequency than the serving cell.
The accuracy requirements in Table 10.1.5B.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.1.3 for a corresponding Band for each relevant SSB.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.5B.1.1-1: SS-RSRP Inter frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	7.5
	10.5
	≥-4
	Same value as SSB_RP in Table B.2.3-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	9.5
	12.5
	
	N/A
	-70
	-50

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.6	RSRP Measurement Report Mapping
The reporting range of SS-RSRP and CSI-RSRP for L3 reporting is defined from -156 dBm to -31 dBm with 1 dB resolution. The reporting range of SS-RSRP and CSI-RSRP for L1 reporting is defined from -140 to -44 dBm with 1 dB resolution.
The mapping of measured quantity is defined in Table 10.1.6.1-1. The range in the signalling may be larger than the guaranteed accuracy range.
The reporting range of differential SS-RSRP and CSI-RSRP for L1 reporting and L3 reporting is defined from 0 dB to -30 dB with 2 dB resolution.
The mapping of measured quantity is defined in Table 10.1.6.1-2. The range in the signalling may be larger than the guaranteed accuracy range.
Table 10.1.6.1-1: SS-RSRP and CSI-RSRP measurement report mapping
	Reported value
	Measured quantity value (L3 SS-RSRP) and CSI-RSRP
	Measured quantity value (L1 SS-RSRP and CSI-RSRP)
	Unit

	RSRP_0
	SS-RSRP<-156
	Not valid
	dBm

	RSRP_1
	-156≤ SS-RSRP<-155
	Not valid
	dBm

	RSRP_2
	-155≤ SS-RSRP<-154
	Not valid
	dBm

	RSRP_3
	-154≤ SS-RSRP<-153
	Not valid
	dBm

	RSRP_4
	-153≤ SS-RSRP<-152
	Not valid
	dBm

	RSRP_5
	-152≤ SS-RSRP<-151
	Not valid
	dBm

	RSRP_6
	-151≤ SS-RSRP<-150
	Not valid
	dBm

	RSRP_7
	-150≤ SS-RSRP<-149
	Not valid
	dBm

	RSRP_8
	-149≤ SS-RSRP<-148
	Not valid
	dBm

	RSRP_9
	-148≤ SS-RSRP<-147
	Not valid
	dBm

	RSRP_10
	-147≤ SS-RSRP<-146
	Not valid
	dBm

	RSRP_11
	-146≤ SS-RSRP<-145
	Not valid
	dBm

	RSRP_12
	-145≤ SS-RSRP<-144
	Not valid
	dBm

	RSRP_13
	-144≤ SS-RSRP<-143
	Not valid
	dBm

	RSRP_14
	-143≤ SS-RSRP<-142
	Not valid
	dBm

	RSRP_15
	-142≤ SS-RSRP<-141
	Not valid
	dBm

	RSRP_16
	-141≤ SS-RSRP<-140
	RSRP<-140
	dBm

	RSRP_17
	-140≤ SS-RSRP<-139
	-140≤RSRP<-139
	dBm

	RSRP_18
	-139≤ SS-RSRP<-138
	-139≤ RSRP<-138
	dBm

	…
	…
	
	…

	RSRP_111
	-46≤ SS-RSRP<-45
	-46≤ RSRP<-45
	dBm

	RSRP_112
	-45≤ SS-RSRP<-44
	-45≤ RSRP<-44
	dBm

	RSRP_113
	-44≤ SS-RSRP<-43
	-44≤ RSRP
	dBm

	RSRP_114
	-43≤ SS-RSRP<-42
	Not valid
	dBm

	RSRP_115
	-42≤ SS-RSRP<-41
	Not valid
	dBm

	RSRP_116
	-41≤ SS-RSRP<-40
	Not valid
	dBm

	RSRP_117
	-40≤ SS-RSRP<-39
	Not valid
	dBm

	RSRP_118
	-39≤ SS-RSRP<-38
	Not valid
	dBm

	RSRP_119
	-38≤ SS-RSRP<-37
	Not valid
	dBm

	RSRP_120
	-37≤ SS-RSRP<-36
	Not valid
	dBm

	RSRP_121
	-36≤ SS-RSRP<-35
	Not valid
	dBm

	RSRP_122
	-35≤ SS-RSRP<-34
	Not valid
	dBm

	RSRP_123
	-34≤ SS-RSRP<-33
	Not valid
	dBm

	RSRP_124
	-33≤ SS-RSRP<-32
	Not valid
	dBm

	RSRP_125
	-32≤ SS-RSRP<-31
	Not valid
	dBm

	RSRP_126
	-31≤ SS-RSRP
	Not valid
	dBm

	RSRP_127 (Note)
	Infinity
	Infinity
	dBm

	Note:	The value of RSRP_127 is applicable for RSRP threshold configured by the network as defined in TS 38.331 [2], but not for the purpose of measurement reporting.



Table 10.1.6.1-2: Differential SS-RSRP and CSI-RSRP measurement (for L1 reporting and L3 reporting) report mapping
	Reported value
	Measured quantity value (difference in measured RSRP from strongest RSRP)
	Unit

	DIFFRSRP_0
	0≥ΔRSRP>-2
	dB

	DIFFRSRP_1
	-2≥ΔRSRP>-4
	dB

	DIFFRSRP_2
	-4≥ΔRSRP>-6
	dB

	DIFFRSRP_3
	-6≥ΔRSRP>-8
	dB

	DIFFRSRP_4
	-8≥ΔRSRP>-10
	dB

	DIFFRSRP_5
	-10≥ΔRSRP>-12
	dB

	DIFFRSRP_6
	-12≥ΔRSRP>-14
	dB

	DIFFRSRP_7
	-14≥ΔRSRP>-16
	dB

	DIFFRSRP_8
	-16≥ΔRSRP>-18
	dB

	DIFFRSRP_9
	-18≥ΔRSRP>-20
	dB

	DIFFRSRP_10
	-20≥ΔRSRP>-22
	dB

	DIFFRSRP_11
	-22≥ΔRSRP>-24
	dB

	DIFFRSRP_12
	-24≥ΔRSRP>-26
	dB

	DIFFRSRP_13
	-26≥ΔRSRP>-28
	dB

	DIFFRSRP_14
	-28≥ΔRSRP>-30
	dB

	DIFFRSRP_15
	-30≥ΔRSRP
	dB



10.1.7	Intra-frequency RSRQ accuracy requirements for FR1
10.1.7.1	Intra-frequency SS-RSRQ accuracy requirements in FR1
10.1.7.1.1	Absolute SS-RSRQ Accuracy in FR1
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on the same frequency as that of the serving cell in FR1. The accuracy requirements in this clause are also applicable when highSpeedMeasFlag-r16 or highSpeedMeasCA-Scell-r17 is configured.
The accuracy requirements in Table 10.1.7.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
Table 10.1.7.1.1-1: SS-RSRQ Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	2.5
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.7.2	Intra-frequency CSI-RSRQ accuracy requirements
10.1.7.2.1	Absolute CSI-RSRQ Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RSRQ in this clause apply to the intra-frequency measurement defined in 9.10.2.1 in FR1.
The accuracy requirements in Table 10.1.7.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for associated SSB.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.7.2.1-1.
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP. 
Note:	The reference measurement timing for one layer for intra-frequency measurement is serving cell timing.
Table 10.1.7.2.1-1: CSI-RSRQ Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5

	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117

	-114
	N/A
	-50

	2.5
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5

	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.7B	Intra-frequency RSRQ accuracy requirements for FR1 for CA/DC Idle Mode Measurements
10.1.7B.1	Intra-frequency SS-RSRQ accuracy requirements in FR1
The requirements in this clause are applicable for a UE:
-	in state RRC_IDLE or RRC INACTIVE
-	that is synchronised to the cell that is measured.
The requirements are for absolute accuracy of SS-RSRQ.
10.1.7B.1.1	Absolute SS-RSRQ Accuracy in FR1
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRQ in this clause apply to the serving cell in FR1.
The accuracy requirements in Table 10.1.7B.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.1.2 for a corresponding Band for each relevant SSB.
Table 10.1.7B.1.1-1: SS-RSRQ Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	4
	5.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	5
	5.5
	-4
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.7C	Intra-frequency RSRQ accuracy requirements for FR1 SAN
10.1.7C.1	Intra-frequency SS-RSRQ accuracy requirements in FR1
10.1.7C.1.1	Absolute SS-RSRQ Accuracy in FR1
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on the same frequency as that of the serving cell in FR1. 
The accuracy requirements in Table 10.1.7C.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.7C.1.1-1: SS-RSRQ Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[2.5]
	[4]
	-3
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-50

	[3.5]
	[4]
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.8	Intra-frequency RSRQ accuracy requirements for FR2
10.1.8.1	Intra-frequency SS-RSRQ accuracy requirements in FR2
10.1.8.1.1	Absolute SS-RSRQ Accuracy in FR2
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on the same frequency as that of the serving cell in FR2.
The accuracy requirements in Table 10.1.8.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB. 
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.8.1.1-1: SS-RSRQ Intra frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	2.5
	4
	≥-3
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	-50

	3.5
	4
	≥-6
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.8.2	Intra-frequency CSI-RSRQ accuracy requirements
10.1.8.2.1	Absolute CSI-RSRQ Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RSRQ in this clause apply to the intra-frequency measurement defined in 9.10.2.1 in FR2.
The accuracy requirements in Table 10.1.8.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.8.2.1-1.
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for intra-frequency measurement is serving cell timing.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.8.2.1-1: CSI-RSRQ Intra frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 1
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	

	2.5
	4
	≥-3
	Same value as CSI_RP in Table B.2.8-2, according to UE Power class, operating band and angle of arrival
	-50

	3.5
	4
	≥-6
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.8B	Intra-frequency RSRQ accuracy requirements for FR2 for CA/DC Idle Mode Measurements
10.1.8B.1	Intra-frequency SS-RSRQ accuracy requirements in FR2
The requirements in this clause are applicable for a UE:
-	in state RRC_IDLE or RRC INACTIVE
-	that is synchronised to the cell that is measured.
The requirements are for absolute accuracy of SS-RSRQ.
10.1.8B.1.1	Absolute SS-RSRQ Accuracy in FR2
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRQ in this clause apply to the serving cell in FR2.
The accuracy requirements in Table 10.1.8B.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.1.2 for a corresponding Band for each relevant SSB. 
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.8B.1.1-1: SS-RSRQ Intra frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	4
	5.5
	≥-3
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	-50

	5
	5.5
	≥-4
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.9	Inter-frequency RSRQ accuracy requirements for FR1
10.1.9.1	Inter-frequency SS-RSRQ accuracy requirements in FR1
10.1.9.1.1	Absolute Accuracy of SS-RSRQ in FR1
The requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell. The accuracy requirements in this clause are also applicable when highSpeedMeasInterFreq-r17 is configured.
The accuracy requirements in Table 10.1.9.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
Table 10.1.9.1.1-1: SS-RSRQ Inter frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	2.5
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.9.1.2	Relative Accuracy of SS-RSRQ in FR1
The relative accuracy of SS-RSRQ in inter frequency case is defined as the RSRQ measured from one cell on a frequency in FR1 compared to the RSRP measured from another cell on a different frequency in FR1. The accuracy requirements in this clause are also applicable when highSpeedMeasInterFreq-r17 is configured.
The accuracy requirements in Table 10.1.9.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1.9.1.2-1: SS-RSRQ Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	Note 2
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	3
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	4
	4
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.9.2	Inter-frequency CSI-RSRQ accuracy requirements
10.1.9.2.1	Absolute CSI-RSRQ Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RSRQ in this clause apply to the inter-frequency measurement defined in 9.10.3.1 in FR1.
The accuracy requirements in Table 10.1.9.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for associated SSB.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.9.2.1-1.
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
Table 10.1.9.2.1-1: CSI-RSRQ Inter frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	2.5
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.9.2.2	Relative CSI-RSRQ Accuracy
The relative accuracy of CSI-RSRQ is defined as the CSI-RSRQ measured from one cell compared to the CSI-RSRQ measured from another cell with the same center frequency, or between any two CSI-RSRQ levels measured on the same cell in FR1.
The accuracy requirements in Table 10.1.9.2.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for the associated SSB.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.9.2.2-1.
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note:	The reference measurement timing for one layer for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
Table 10.1.9.2.2-1: CSI-RSRQ Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot 
	Io Note 1 range

	
	
	Note 2
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	3
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	4
	4
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.9B	Inter-frequency RSRQ accuracy requirements for FR1 for CA/DC Idle Mode Measurements
10.1.9B.1	Inter-frequency SS-RSRQ accuracy requirements in FR1
The requirements in this clause are applicable for a UE:
-	in state RRC_IDLE or RRC INACTIVE
-	that is synchronised to the cell that is measured.
The requirements are for absolute accuracy of SS-RSRQ.
10.1.9B.1.1	Absolute Accuracy of SS-RSRQ in FR1
The requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.9B.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.1.3 for a corresponding Band for each relevant SSB.
Table 10.1.9B.1.1-1: SS-RSRQ Inter frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	4
	5.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	5
	5.5
	-4
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.9C	Inter-frequency RSRQ accuracy requirements for FR1 SAN
10.1.9C.1	Inter-frequency SS-RSRQ accuracy requirements in FR1
10.1.9C.1.1	Absolute Accuracy of SS-RSRQ in FR1
The requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.9C.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.9C.1.1-1: SS-RSRQ Inter frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[2.5]
	[4]
	-3
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-50

	[3.5]
	[4]
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.9C.1.2	Relative Accuracy of SS-RSRQ in FR1
The relative accuracy of SS-RSRQ in inter frequency case is defined as the RSRQ measured from one cell on a frequency in FR1 compared to the RSRP measured from another cell on a different frequency in FR1.
The accuracy requirements in Table 10.1.9C.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.9C.1.2-1: SS-RSRQ Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	Note 2
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[3]
	[4]
	-3
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-50

	[4]
	[4]
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.10	Inter-frequency RSRQ accuracy requirements for FR2
10.1.10.1	Inter-frequency SS-RSRQ accuracy requirements in FR2
10.1.10.1.1	Absolute Accuracy of SS-RSRQ in FR2
The requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on a frequency in FR2 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.10.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.10.1.1-1: SS-RSRQ Inter frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	2.5
	4
	≥-3
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	-50

	3.5
	4
	≥-4
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.10.1.2	Relative Accuracy of SS-RSRQ in FR2
The relative accuracy of SS-RSRQ in inter frequency case is defined as the RSRQ measured from one cell on a frequency in FR2 compared to the RSRP measured from another cell on a different frequency in FR2.
The accuracy requirements in Table 10.1.10.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm|  27 dB
-	| Channel 1_Io ‑Channel 2_Io |  20 dB
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.10.1.2-1: SS-RSRQ Inter frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	3
	4
	≥-3
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	-50

	4
	4
	≥-4
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
Note 4:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.10.2	Inter-frequency CSI-RSRQ accuracy requirements
10.1.10.2.1	Absolute CSI-RSRQ Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RSRQ in this clause apply the inter-frequency measurement defined in 9.10.3.1 in FR2.
The accuracy requirements in Table 10.1.10.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for associated SSB.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3.
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.10.2.1-1.
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP. 
Note: 	The reference measurement timing for one layer for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
Table 10.1.10.2.1-1: CSI-RSRQ Inter frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 1
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	

	2.5
	4
	≥-3
	Same value as CSI_RP in Table B.2.9-2, according to UE Power class, operating band and angle of arrival
	-50

	3.5
	4
	≥-4
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.10.2.2	Relative CSI-RSRQ Accuracy
The relative accuracy of CSI-RSRQ is defined as the CSI-RSRQ measured from one cell compared to the CSI-RSRQ measured from another cell with the same center frequency, or between any two CSI-RSRQ levels measured on the same cell in FR2.
The accuracy requirements in Table 10.1.10.2.2-1 are valid under the following conditions:
[bookmark: OLE_LINK8]-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for the associated SSB.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.10.2.2-1.
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
Note: 	The reference measurement timing for one layer for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
Table 10.1.10.2.2-1: CSI-RSRQ Inter frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 1
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	

	3
	4
	≥-3
	Same value as CSI_RP in Table B.2.9-2, according to UE Power class, operating band and angle of arrival
	-50

	4
	4
	≥-4
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of cells to which the requirement applies.
Note 4:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.10B		Inter-frequency RSRQ accuracy requirements for FR2 for CA/DC Idle Mode Measurements
10.1.10B.1	Inter-frequency SS-RSRQ accuracy requirements in FR2
The requirements in this clause are applicable for a UE:
-	in state RRC_IDLE or RRC INACTIVE
-	that is synchronised to the cell that is measured.
The requirements are for absolute accuracy of SS-RSRQ.
10.1.10B.1.1	Absolute Accuracy of SS-RSRQ in FR2
The requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on a frequency in FR2 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.10B.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.1.3 for a corresponding Band for each relevant SSB.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.10B.1.1-1: SS-RSRQ Inter frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	4
	5.5
	≥-3
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	-50

	5
	5.5
	≥-4
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.11	RSRQ report mapping
10.1.11.1	SS-RSRQ and CSI-RSRQ measurement report mapping
The reporting range of SS-RSRQ and CSI-RSRQ measurement is defined from -43 dB to 20 dB with 0.5 dB resolution. The mapping of measured quantity is defined in Table 10.1.11.1-1. The range in the signalling may be larger than the guaranteed accuracy range.
Table 10.1.11.1-1: SS-RSRQ and CSI-RSRQ measurement report mapping
	Reported value
	Measured quantity value
	Unit

	SS-RSRQ_0
	SS-RSRQ<-43
	dB

	SS-RSRQ_1
	-43≤ SS-RSRQ<-42.5
	dB

	SS-RSRQ_2
	-42.5≤ SS-RSRQ<-42
	dB

	SS-RSRQ_3
	-42≤ SS-RSRQ<-41.5
	dB

	SS-RSRQ_4
	-41.5≤ SS-RSRQ<-41
	dB

	..
	..
	…

	SS-RSRQ_122
	17.5≤ SS-RSRQ<18
	dB

	SS-RSRQ_123
	18≤ SS-RSRQ<18.5
	dB

	SS-RSRQ_124
	18.5≤ SS-RSRQ<19
	dB

	SS-RSRQ_125
	19≤ SS-RSRQ<19.5
	dB

	SS-RSRQ_126
	19.5≤ SS-RSRQ<20
	dB

	SS-RSRQ_127
	20 ≤ SS-RSRQ
	dB



10.1.12	Intra-frequency SINR accuracy requirements for FR1
10.1.12.1	Intra-frequency SS-SINR accuracy requirements in FR1
10.1.12.1.1	Absolute SS-SINR Accuracy in FR1
Unless otherwise specified, the requirements for absolute accuracy of SS-SINR in this clause apply to a cell on the same frequency as that of the serving cell in FR1.
The accuracy requirements in Table 10.1.12.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band.
Table 10.1.12.1.1-1: SS-SINR Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	Note 3
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	3.0
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤ 25 dB under non-HST scenarios.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 5:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.12.2	Intra-frequency CSI-SINR accuracy requirements in FR1
10.1.12.2.1	Absolute CSI-SINR Accuracy in FR1
Unless otherwise specified, the requirements for absolute accuracy of CSI-SINR in this clause apply to a cell on the same frequency as that of the serving cell in FR1.
The accuracy requirements in Table 10.1.12.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band.
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
•	Note: The reference measurement timing for intra-frequency measurement is serving cell timing.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.12.2.1-1.
Table 10.1.12.2.1-1: CSI-SINR Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups 
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCS
	dBm/BW Channel
	dBm/BW Channel

	
	
	
	
	SCS (kHz)
	
	

	3
	4
	-3
	
	15 
	30
	60
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-70

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-70

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	N/A
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2. 
NOTE 4:	The requirements apply for CSI-RS Ês/Iot ≤XdB. X=15 if timing offset between the reference measurement timing and the target CSI-RS is no larger than 0.5*CP, and X=4 if timing offset between the reference measurement timing and the target CSI-RS is larger than 0.5*CP but no larger than CP.



10.1.12C	Intra-frequency SINR accuracy requirements for FR1 SAN
10.1.12C.1	Intra-frequency SS-SINR accuracy requirements in FR1
10.1.12C.1.1	Absolute SS-SINR Accuracy in FR1
Unless otherwise specified, the requirements for absolute accuracy of SS-SINR in this clause apply to a cell on the same frequency as that of the serving cell in FR1.
The accuracy requirements in Table 10.1.12C.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band.
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.12C.1.1-1: SS-SINR Intra frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	Note 3
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[3]
	[4]
	-3
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-50

	[3.5]
	[4]
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤ 25 dB under non-HST scenarios.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 5:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.13	Intra-frequency SINR accuracy requirements for FR2
10.1.13.1	Intra-frequency SS-SINR accuracy requirements in FR2
10.1.13.1.1	Absolute SS-SINR Accuracy in FR2
Unless otherwise specified, the requirements for absolute accuracy of SS-SINR in this clause apply to a cell on the same frequency as that of the serving cell in FR2.
The accuracy requirements in Table 10.1.13.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.13.1.1-1: SS-SINR Intra frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	3
	4
	≥-3
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	-50

	3.5
	4
	≥-6
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 4:	The requirements apply for SSB Ês/Iot ≤ 25 dB.



10.1.13.2	Intra-frequency CSI-SINR accuracy requirements in FR2
10.1.13.2.1	Absolute CSI-SINR Accuracy in FR2
Unless otherwise specified, the requirements for absolute accuracy of CSI-SINR in this clause apply to a cell on the same frequency as that of the serving cell in FR2.
The accuracy requirements in Table 10.1.13.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
•	Note: The reference measurement timing for intra-frequency measurement is serving cell timing.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.13.2.1-1.
[bookmark: OLE_LINK3]Table 10.1.13.2.1-1: CSI-SINR Intra frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 1
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	

	3
	4
	≥-3
	Same value as CSI_RP in Table B.2.8-2, according to UE Power class, operating band and angle of arrival
	-50

	3.5
	4
	≥-6
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 4:	The requirements apply for CSI-RS Ês/Iot ≤XdB. X=15 if timing offset between the reference measurement timing and the target CSI-RS is no larger than 0.5*CP, and X=4 if timing offset between the reference measurement timing and the target CSI-RS is larger than 0.5*CP but no larger than CP.



10.1.14	Inter-frequency SINR accuracy requirements for FR1
10.1.14.1	Inter-frequency SS-SINR accuracy requirements in FR1
10.1.14.1.1	Aboslute Accuracy of SS-SINR in FR1
The requirements for absolute accuracy of SS-SINR in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.14.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.
Table 10.1.14.1.1-1: SS-SINR Inter frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	3.0
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤ 25 dB.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 5:	The requirements apply for SSB Ês/Iot ≤ [5] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.14.1.2	Relative Accuracy of SS-SINR in FR1
The relative accuracy of SS-SINR in inter frequency case is defined as the SS-SINR measured from one cell on a frequency in FR1 compared to the SS-SINR measured from another cell on a different frequency in FR1.
The accuracy requirements in Table 10.1.14.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB
-	| Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1.14.1.2-1: SS-SINR Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	Note 2,4
	NR operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	3.5
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	4
	4
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤ [25] dB.
NOTE 5:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 6:	The requirements apply for SSB Ês/Iot ≤ [5] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.14.2	Inter-frequency CSI-SINR accuracy requirements in FR1
10.1.14.2.1	Aboslute Accuracy of CSI-SINR in FR1
The requirements for absolute accuracy of CSI-SINR in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.14.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band.
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
•	Note: The reference measurement timing for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.14.2.1-1.
Table 10.1.14.2.1-1: CSI-SINR Inter frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups 
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCS
	dBm/BW Channel
	dBm/BW Channel

	
	
	
	
	SCS (kHz)
	
	

	3
	4
	-3
	
	15 
	30
	60
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-70

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-70

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	N/A
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for CSI-RS Ês/Iot ≤XdB. X=15 if timing offset between the reference measurement timing and the target CSI-RS is no larger than 0.5*CP, and X=4 if timing offset between the reference measurement timing and the target CSI-RS is larger than 0.5*CP but no larger than CP.


10.1.14.2.2	Relative Accuracy of CSI-SINR in FR1
The relative accuracy of CSI-SINR in inter frequency case is defined as the CSI-SINR measured from one cell on a frequency in FR1 compared to the CSI-SINR measured from another cell on a different frequency in FR1.
The accuracy requirements in Table 10.1.14.2.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band.
-	|CSI_RP1dBm - CSI_RP2dBm| ≤ 27 dB
-	| Channel 1_Io ‑Channel 2_Io |  20 dB
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP. 
· Note: The reference measurement timing for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells. 
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.14.2.2-1.

Table 10.1.14.2.2-1: CSI-SINR Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR operating band groups 
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCS
	dBm/BW Channel
	dBm/BW Channel

	
	
	
	
	SCS (kHz)
	
	

	3.5
	4
	-3
	
	15 
	30
	60
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-70

	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-70

	4
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	N/A
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of cells to which the requirement applies.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 5:	The requirements apply for CSI-RS Ês/Iot ≤ XdB. X=15 if timing offset between the reference measurement timing and the target CSI-RS is no larger than 0.5*CP, and X=4 if timing offset between the reference measurement timing and the target CSI-RS is larger than 0.5*CP but no larger than CP.



10.1.14C	Inter-frequency SINR accuracy requirements for FR1 SAN
10.1.14C.1	Inter-frequency SS-SINR accuracy requirements in FR1
10.1.14C.1.1	Aboslute Accuracy of SS-SINR in FR1
The requirements for absolute accuracy of SS-SINR in this clause apply to a cell on a frequency in FR1 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.14C.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.14C.1.1-1: SS-SINR Inter frequency absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[3]
	[4]
	-3
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-50

	[3.5]
	[4]
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤ 25 dB.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.14C.1.2	Relative Accuracy of SS-SINR in FR1
The relative accuracy of SS-SINR in inter frequency case is defined as the SS-SINR measured from one cell on a frequency in FR1 compared to the SS-SINR measured from another cell on a different frequency in FR1.
The accuracy requirements in Table 10.1.14C.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB
-	| Channel 1_Io ‑Channel 2_Io |  20 dB
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.14C.1.2-1: SS-SINR Inter frequency relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	Note 2,4
	NR operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	[3.5]
	[4]
	-3
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-50

	[4]
	[4]
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤ [25] dB.
NOTE 5:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.15	Inter-frequency SINR accuracy requirements for FR2
10.1.15.1	Inter-frequency SS-SINR accuracy requirements in FR2
10.1.15.1.1	Aboslute Accuracy of SS-SINR in FR2
The requirements for absolute accuracy of SS-SINR in this clause apply to a cell on a frequency in FR2 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.15.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.15.1.1-1: SS-SINR Inter frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	3
	4
	≥-3
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	-50

	3.5
	4
	≥-4
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 4:	The requirements apply for SSB Ês/Iot ≤ 25 dB.



10.1.15.1.2	Relative Accuracy of SS-SINR in FR2
The relative accuracy of SS-SINR in inter frequency case is defined as the SS-SINR measured from one cell on a frequency in FR2 compared to the SS-SINR measured from another cell on a different frequency in FR2.
The accuracy requirements in Table 10.1.15.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.
-	|SSB_RP1dBm - SSB_RP2dBm|  27 dB
-	| Channel 1_Io ‑Channel 2_Io |  20 dB
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.15.1.2-1: SS-SINR Inter frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 1
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	3.5
	4
	≥-3
	Same value as SSB_RP in Table B.2.2-2, according to UE Power class, operating band and angle of arrival
	-50

	4
	4
	≥-6
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
Note 4:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 5:	The requirements apply for SSB Ês/Iot ≤ 25 dB.



10.1.15.2	Inter-frequency CSI-SINR accuracy requirements in FR2
10.1.15.2.1	Aboslute Accuracy of CSI-SINR in FR2
The requirements for absolute accuracy of CSI-SINR in this clause apply to a cell on a frequency in FR2 that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.15.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
•	Note: The reference measurement timing for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.15.2.1-1.
Table 10.1.15.2.1-1: CSI-SINR Inter frequency absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 1
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	

	3
	4
	≥-3
	Same value as CSI_RP in Table B.2.9-2, according to UE Power class, operating band and angle of arrival
	-50

	3.5
	4
	≥-4
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 4:	The requirements apply for CSI-RS Ês/Iot ≤XdB. X=15 if timing offset between the reference measurement timing and the target CSI-RS is no larger than 0.5*CP, and X=4 if timing offset between the reference measurement timing and the target CSI-RS is larger than 0.5*CP but no larger than CP.



10.1.15.2.2	Relative Accuracy of CSI-SINR in FR2
The relative accuracy of CSI-SINR in inter frequency case is defined as the CSI-SINR measured from one cell on a frequency in FR2 compared to the CSI-SINR measured from another cell on a different frequency in FR2.
The accuracy requirements in Table 10.1.15.2.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.y for a corresponding Band.
-	|CSI_RP1dBm - CSI_RP2dBm|  27 dB
-	| Channel 1_Io ‑Channel 2_Io |  20 dB
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
-	The timing offset between the reference measurement timing and the target CSI-RS in one layer is no larger than CP.
•	Note: The reference measurement timing for inter-frequency measurement is up to UE implementation and shall be based on the timing of one of the target cells.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
•	The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.15.2.2-1.
Table 10.1.15.2.2-1: CSI-SINR Inter frequency relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 2 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 1
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	

	3.5
	4
	≥-3
	Same value as CSI_RP in Table B.2.9-2, according to UE Power class, operating band and angle of arrival
	-50

	4
	4
	≥-6
	
	

	Note 1:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
Note 2:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
Note 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
Note 4:	The requirements apply for CSI-RS Ês/Iot ≤XdB. X=15 if timing offset between the reference measurement timing and the target CSI-RS is no larger than 0.5*CP, and X=4 if timing offset between the reference measurement timing and the target CSI-RS is larger than 0.5*CP but no larger than CP.



10.1.16	SINR report mapping
10.1.16.1	SS-SINR and CSI-SINR measurement report mapping
The reporting range of SS-SINR and CSI-SINR for L3 reporting and L1 reporing is defined from -23 dB to 40 dB with 0.5 dB resolution. The mapping of measured quantity is defined in Table 10.1.16.1-1. The range in the signalling may be larger than the guaranteed accuracy range.
The reporting range of differential SS-SINR and CSI-SINR for L1 reporting and L3 reporting is defined from -15 dB to 0 dB with 1 dB resolution.
The mapping of measured quantity is defined in Table 10.1.16.1-2. The range in the signalling may be larger than the guaranteed accuracy range.
Table 10.1.16.1-1: SS-SINR and CSI-SINR measurement report mapping
	Reported value
	Measured quantity value (L3 SS-SINR and L3 CSI-SINR)
	Measured quantity value (L1 SS-SINR and L1 CSI-SINR)
	Unit

	SINR_0
	SINR<-23
	SINR<-23
	dB

	SINR_1
	-23≤ SINR<-22.5
	-23≤SINR<-22.5
	dB

	SINR_2
	-22.5≤ SINR<-22
	-22.5≤SINR<-22
	dB

	SINR_3
	-22≤ SINR<-21.5
	-22≤SINR<-21.5
	dB

	SINR_4
	-21.5≤ SINR<-21
	-21.5≤SINR<-21
	dB

	..
	..
	..
	…

	SINR_123
	38≤ SINR<38.5
	38≤SINR<38.5
	dB

	SINR_124
	38.5≤ SINR<39
	38.5≤SINR<39
	dB

	SINR_125
	39≤ SINR<39.5
	39≤SINR<39.5
	dB

	SINR_126
	39.5≤ SINR<40
	39.5≤SINR<40
	dB

	SINR_127
	40≤ SINR
	40≤SINR
	dB



Table 10.1.16.1-2: Differential SS-SINR and CSI-SINR measurement (for L1 reporting and L3 reporting) report mapping
	Reported value
	Measured quantity value (difference in measured SINR from largest SINR)
	Unit

	DIFFSINR_0
	0≥ΔSINR>-1
	dB

	DIFFSINR_1
	-1≥ΔSINR>-2
	dB

	DIFFSINR_2
	-2≥ΔSINR>-3
	dB

	DIFFSINR_3
	-3≥ΔSINR>-4
	dB

	DIFFSINR_4
	-4≥ΔSINR>-5
	dB

	DIFFSINR_5
	-5≥ΔSINR>-6
	dB

	DIFFSINR_6
	-6≥ΔSINR>-7
	dB

	DIFFSINR_7
	-7≥ΔSINR>-8
	dB

	DIFFSINR_8
	-8≥ΔSINR>-9
	dB

	DIFFSINR_9
	-9≥ΔSINR>-10
	dB

	DIFFSINR_10
	-10≥ΔSINR>-11
	dB

	DIFFSINR_11
	-11≥ΔSINR>-12
	dB

	DIFFSINR_12
	-12≥ΔSINR>-13
	dB

	DIFFSINR_13
	-13≥ΔSINR>-14
	dB

	DIFFSINR_14
	-14≥ΔSINR>-15
	dB

	DIFFSINR_15
	-15≥ΔSINR
	dB



10.1.17	Power Headroom
10.1.17.1	Power Headroom Report
10.1.17.1.1	Power Headroom Report Mapping
The power headroom reporting range is from -32 ...+38 dB. Table 10.1.17.1-1 defines the report mapping.
Table 10.1.17.1-1: Power headroom report mapping
	Reported value
	Measured quantity value (dB)

	POWER_HEADROOM_0
	PH  -32

	POWER_HEADROOM_1
	-32  PH  -31

	POWER_HEADROOM_2
	-31  PH  -30

	POWER_HEADROOM_3
	-30  PH  -29

	
	

	POWER_HEADROOM_53
	20  PH  21

	POWER_HEADROOM_54
	21  PH  22

	POWER_HEADROOM_55
	22  PH  24

	POWER_HEADROOM_56
	24  PH  26

	POWER_HEADROOM_57
	26  PH  28

	POWER_HEADROOM_58
	28  PH  30

	POWER_HEADROOM_59
	30  PH  32

	POWER_HEADROOM_60
	32  PH  34

	POWER_HEADROOM_61
	34  PH  36

	POWER_HEADROOM_62
	36  PH  38

	POWER_HEADROOM_63
	PH ≥ 38



10.1.18	PCMAX,c,f
The UE is required to report the UE configured maximum output  power (PCMAX,c,f) together with the power headroom. This clause defines the requirements for the PCMAX,c,f reporting.
10.1.18.1	Report Mapping
The PCMAX,c,f reporting range is defined from -29 dBm to 33 dBm with 1 dB resolution. Table 10.1.18.1-1 defines the reporting mapping.
Table 10.1.18.1-1 Mapping of PCMAX,c.f
	Reported value
	Measured quantity value
	Unit

	PCMAX_C_00
	PCMAX,c,f < -29
	dBm

	PCMAX_C_01
	-29  PCMAX,c,f < -28
	dBm

	PCMAX_C_02
	-28  PCMAX,c,f < -27
	dBm

	…
	…
	…

	PCMAX_C_61
	31  PCMAX,c,f < 32
	dBm

	PCMAX_C_62
	32  PCMAX,c,f < 33
	dBm

	PCMAX_C_63
	33  PCMAX,c,f
	dBm



10.1.19	L1-RSRP accuracy requirements for FR1
10.1.19.1	SSB based L1-RSRP accuracy requirements
Unless otherwise specified, the requirements for absolute accuracy and relative accuracy of SSB based L1-RSRP in this clause apply to all SSBs of the serving cell configured for L1-RSRP measurement and all SSBs of cell(s) with different PCI from serving cell configured for L1-RSRP measurement in FR1.
10.1.19.1.1	Absolute Accuracy
The accuracy requirements in Table 10.1.19.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.1 for a corresponding Band for each relevant SSB.
Table 10.1.19.1.1-1: SSB based L1-RSRP absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	±5.0
	±9.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-70

	±8.5
	±11.5
	-3
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F, NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.19.1.2	Relative Accuracy
The relative accuracy of SSB based L1-RSRP is defined as the L1-RSRP measured from one SSB compared to the largest measured value of L1-RSRP among all SSBs of the cell (serving cell or cell with different PCI from serving cell) on which UE performs L1-RSRP measurements.
The accuracy requirements in Table 10.1.19.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.1 for a corresponding Band for each relevant SSB.
Table 10.1.19.1.2-1: SSB based L1-RSRP relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±3
	±4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	Void
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.19.2	CSI-RS based L1-RSRP accuracy requirements
10.1.19.2.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-RSRP in this clause apply to all CSI-RS resources of the serving cell configured for L1-RSRP measurement.
The accuracy requirements in Table 10.1.19.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.2 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3.
The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.19.2.1-1.

Table 10.1.19.2.1-1: CSI-RS based L1-RSRP absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-70

	±5.0
	±9.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-70

	±8.5
	±11.5
	-3
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A,
NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.19.2.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-RSRP is defined as the L1-RSRP measured from one CSI-RS compared to the largest measured value of L1-RSRP among all CSI-RS resources of the serving cell.
The accuracy requirements in Table 10.1.19.2.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.2 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3.
The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.19.2.2-1. 
Table 10.1.19.2.2-1: CSI-RS based L1-RSRP relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±3
	±4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Void
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.19C	L1-RSRP accuracy requirements for FR1 SAN
10.1.19C.1	SSB based L1-RSRP accuracy requirements
10.1.19C.1.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SSB based L1-RSRP in this clause apply to all SSBs of the serving cell configured for L1-RSRP measurement.
The accuracy requirements in Table 10.1.19C.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.1 for a corresponding Band for each relevant SSB.
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.19C.1.1-1: SSB based L1-RSRP absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[5]
	[9.5]
	-3
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-70

	[8.5]
	[11.5]
	-3
	NR_FDD_SAB_FR1_A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.19C.1.2	Relative Accuracy
The relative accuracy of SSB based L1-RSRP is defined as the L1-RSRP measured from one SSB compared to the largest measured value of L1-RSRP among all SSBs of the serving cell.
The accuracy requirements in Table 10.1.19C.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.1 for a corresponding Band for each relevant SSB.
-	Valid information for the SAN serving the target cell has been provided.
Table 10.1.19C.1.2-1: SSB based L1-RSRP relative accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[3]
	[4]
	-3
	NR_FDD_SAB_FR1_A
	-121
	-118
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	Void
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1.20	L1-RSRP accuracy requirements for FR2
10.1.20.1	SSB based L1-RSRP accuracy requirements
Unless otherwise specified, the requirements for absolute accuracy and relative accuracy of SSB based L1-RSRP in this clause apply to all SSBs of the serving cell configured for L1-RSRP measurement and all SSBs of cell(s) with different PCI from serving cell configured for L1-RSRP measurement in FR2.
10.1.20.1.1	Absolute Accuracy
The accuracy requirements in Table 10.1.20.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.1 for a corresponding Band for each relevant SSB.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.20.1.1-1: SSB based L1-RSRP absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	±6.5
	±9.5
	≥-3
	Same value as SSB_RP in Table B.2.4.1-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	8.5
	11.5
	≥-3
	N/A
	-70
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.20.1.2	Relative Accuracy
The relative accuracy of SSB based L1-RSRP is defined as the L1-RSRP measured from one SSB compared to the largest measured value of L1-RSRP among all SSBs of the cell (serving cell or cell with different PCI from serving cell) on which UE performs L1-RSRP measurements.
The accuracy requirements in Table 10.1.20.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.1 for a corresponding Band for each relevant SSB.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.20.1.2-1: SSB based L1-RSRP relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 3
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	

	6.5
	9.5
	≥-3
	Same value as SSB_RP in Table B.2.4.1-2, according to UE Power class, operating band and angle of arrival
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.20.2	CSI-RS based L1-RSRP accuracy requirements
10.1.20.2.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-RSRP in this clause apply to all CSI-RS resources of the serving cell configured for L1-RSRP measurement.
The accuracy requirements in Table 10.1.20.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.2 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3. 
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.20.2.1-1.
Table 10.1.20.2.1-1: CSI-RS based L1-RSRP absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	±6.5
	±9.5
	≥-3
	Same value as CSI-RS_RP in Table B.2.4.2-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	8.5
	11.5
	≥-3
	N/A
	-70
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.20.2.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-RSRP is defined as the L1-RSRP measured from one CSI-RS compared to the largest measured value of L1-RSRP among all CSI-RS resources of the serving cell.
The accuracy requirements in Table 10.1.20.2.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.2 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1.20.2.2-1.
Table 10.1.20.2.2-1: CSI-RS based L1-RSRP relative accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	

	6.5
	9.5
	≥-3
	Same value as CSI-RS RP in Table B.2.4.2-2, according to UE Power class, operating band and angle of arrival
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



[bookmark: _Toc5952724]10.1.21	SFTD accuracy requirements
[bookmark: _Toc5952725]10.1.21.1	SFTD acuracy requirements for NE-DC
The SFN and frame timing difference (SFTD) is measured between PCell and E-UTRAN PSCell under NE-DC.
The accuracy requirements in Table 10.1.21.1-4 are appilicable under the following conditions:
For FR1 PCell SFN and frame timing measurement:
	-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
	-	Io range deifined in Table 10.1.21.1-1.
Table 10.1.21.1-1: PCell Io range conditions in FR1
	Parameter
	Io Note 1 range

	
	NR operating band groups Note 4, 5
	Minimum Io Note 2, 3
	Maximum Io

	
	
	dBm/ SCSSSB 
	dBm/BWChannel

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	-50

	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-50

	
	NR_TDD_FR1_C
	-120
	-117
	-50

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-50

	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-50

	
	NR_FDD_FR1_G
	-118
	-115
	-50

	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-50

	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The condition level is increased by ΔRIB,c as defined in clause 7.3B in TS 38.101-3 [20], depending on E-UTRA – NR band combination.
NOTE 3:	The condition level is increased by MSD as defined in clause 7.3B in TS 38.101-3 [20], if applicable depending on E-UTRA – NR band combination.
NOTE 4:	NR operating band groups are as defined in clause 3.5.
NOTE 5:	Only NR bands within EN-DC band combinations as specified in clause 5.5B in TS 38.101-3 [20] are applicable.



For FR2 PCell SFN and frame timing measurement:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Io range deifined in Table 10.1.21.1-2.
Table 10.1.21.1-2: PCell Io range conditions in FR2
	Parameter
	Io Note 1 range

	
	Minimum Io Note 2, 3
	Maximum Io

	
	dBm/ SCSSSB 
	dBm/BWChannel

	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	Same value as SSB_RP in Table B.2.4.1-2, according to UE Power class, operating band and angle of arrival
	Same value as SSB_RP in Table B.2.4.1-2, according to UE Power class, operating band and angle of arrival
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth and specified at the Reference point.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



For E-UTRA PSCell SFN and frame timing measurement:
-	Cell specific reference signals are transmitted either from one, two or four antenna ports.
-	Conditions defined in TS 36.101 [25] Clause 7.3 for reference sensitivity are fulfilled.
-	No changes to the uplink transmission timing are applied during the measurement period.
-	RSRP|dBm according to Annex B.3.5 in TS 36.101 [25] for a corresponding Band.
-	Io range deifined in Table 10.1.21.1-3.
Table 10.1.21.1-3: E-UTRA PSCell Io range conditions
	Parameter
	Io Note 1 range

	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	Conditions
	
	dBm/15kHz Note 2
	dBm/BWChannel

	
	FDD_A, TDD_A
	-121
	-50

	
	FDD_C, TDD_C
	-120
	-50

	
	FDD_D
	-119.5
	-50

	
	FDD_E, TDD_E
	-119
	-50

	
	FDD_F
	-118.5
	-50

	
	FDD_G
	-118
	-50

	
	FDD_H
	-117.5
	-50

	
	FDD_N
	-114.5
	-50

	NOTE 1:	When in dBm/15kHz, the minimum Io condition is expressed as the average Io per RE over all REs in that symbol. Io may be different in different symbols within a subframe.
NOTE 2:	The condition level is increased by ∆>0, when applicable, as described in clauses B.4.2 and B.4.3 in TS36.133 [15].
NOTE 3:	E-UTRA operating band groups are as defined in clause 3.5 in TS 36.133 [15].



Table 10.1.21.1-4: SFTD measurement accuracy
	Accuracy
	Conditions

	
	Ês/Iot Note 2
	Frequency range 

	Ts Note 1
	dB
	

	40*64*Tc
	-3
	FR1

	40*64*Tc
	
	FR2

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2:	The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.



10.1.21.2	SFTD acuracy requirements for NR-DC
The SFN and frame timing difference (SFTD) is measured between PCell in FR1 and PSCell in FR2 under NR dual connectivity.
The accuracy requirements in Table 10.1.21.2-3 are appilicable under the following conditions:
For FR1 PCell SFN and frame timing measurement:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Io range deifined in Table 10.1.21.2-1.
Table 10.1.21.2-1: PCell Io range conditions in FR1
	Parameter
	Io Note 1 range

	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	
	
	dBm/ SCSSSB 
	dBm/BWChannel

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	-50

	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-50

	
	NR_TDD_FR1_C
	-120
	-117
	-50

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-50

	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-50

	
	NR_FDD_FR1_G
	-118
	-115
	-50

	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-50

	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups are as defined in clause 3.5.2.



For FR2 PSCell SFN and frame timing measurement:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Io range deifined in Table 10.1.21.2-2.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.21.2-2: PSCell Io range conditions in FR2
	Parameter
	Io Note 1 range

	
	Minimum Io Note 2, 3
	Maximum Io

	
	dBm/ SCSSSB 
	dBm/BWChannel

	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	Same value as SSB_RP in Table B.2.4.1-2, according to UE Power class, operating band and angle of arrival
	Same value as SSB_RP in Table B.2.4.1-2, according to UE Power class, operating band and angle of arrival
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth and specified at the Reference point.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 10.1.21.2-3: SFTD measurement accuracy
	Accuracy
	Conditions

	
	Ês/Iot Note 2
	Frequency range 

	Ts Note 1
	dB
	

	40*64*Tc
	 -3
	Between FR1 and FR2

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2:	The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.



10.1.21.3	Inter frequency SFTD acuracy requirements
The SFN and frame timing difference (SFTD) is measured between PCell and inter-frequency neighbour cell.
The accuracy requirements in Table 10.1.21.3-3 are appilicable under the following conditions:
For FR1 PCell, inter frequency neighbour cell SFN and frame timing measurement:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Io range deifined in Table 10.1.21.3-1.
Table 10.1.21.3-1: PCell, inter frequency neighbour cell Io range conditions in FR1
	Parameter
	Io Note 1 range

	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	
	
	dBm/ SCSSSB 
	dBm/BWChannel

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-121
	-118
	-50

	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-50

	
	NR_TDD_FR1_C
	-120
	-117
	-50

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-50

	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-50

	
	NR_FDD_FR1_G
	-118
	-115
	-50

	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-50

	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups are as defined in clause 3.5.2.



For FR2 PCell, inter frequency neighbour cell SFN and frame timing measurement:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Io range deifined in Table 10.1.21.3-2.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
Table 10.1.21.3-2: PCell, inter frequency neighbour cell Io range conditions in FR2
	Parameter
	Io Note 1 range

	
	Minimum Io Note 2, 3
	Maximum Io

	
	dBm/ SCSSSB 
	dBm/BWChannel

	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	Same value as SSB_RP in Table B.2.4.1-2, according to UE Power class, operating band and angle of arrival
	Same value as SSB_RP in Table B.2.4.1-2, according to UE Power class, operating band and angle of arrival
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth and specified at the Reference point.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 10.1.21.3-3: Inter frequency SFTD measurement accuracy
	Accuracy
	Conditions

	
	Ês/Iot Note 2
	Frequency range 

	Ts Note 1
	dB
	

	40*64*Tc
	 -3
	FR1, FR2

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2:	The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.



10.1.22	CLI measurement accuracy requirements
10.1.22.1	SRS-RSRP
10.1.22.1.1	SRS-RSRP Accuracy
The SRS-RSRP measurement reported by the UE shall fulfil the accuracy requirements defined in Table 10.1.22.1.1-1 for FR1 and Table 10.1.22.1.1-2 for FR2, provided that the following conditions are met. The accuracy requirements in this clause are derived based on AWGN radio propagation conditions.
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for SRS-RSRP measurements are fulfilled according to Annex B.2.z for a corresponding Band for each relevant SRS resource configured for measurement.
-	The time difference between UE’s DL reference timing in the serving cell and SRS arrival time is no larger than Terror_SRS_RSRP, where
-	Terror_SRS_RSRP = TC × NTA_offset + 4.67us for FR1 
-	Terror_SRS_RSRP = TC × NTA_offset + 3.67us for FR2 
-	NTA_offset is defined in Table 7.1.2-2
-	TC is 0.509ns
-	The number of SRS ports in the SRS resource configured for measurement is 1,
-	The number of symbols in the SRS resource configured for measurement is 1,
-	The number of repetitions in the SRS resource configured for measurement is 1,
-	Frequency hopping, sequence group hopping or sequence hopping is disabled in the SRS resource configured for measurement,
-	The bandwidth of the SRS resource is 48 PRBs.
-	One of the following conditions is met
-	There is no other SRS resource with the same root sequence and on the same symbol and with same comb as the relevant SRS resource.
-	If multiple SRS resources are on the same symbol and with same comb, the distance between cyclic shifts of any two resources is no less than 6 if transmissionComb = n4, and no less than 4 if transmissionComb = n2.
Table 10.1.22.1.1-1:  SRS-RSRP absolute accuracy in FR1 
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SRS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	
	dBm / SCSSRS
	dBm/BW Channel
	dBm/BW Channel

	SCSSRS (kHz)
	SCSSRS (kHz)
	
	
	
	
	

	15
	30
	60
	15
	30
	60
	
	
	SCSSRS = 15 kHz
	SCSSRS = 30 kHz
	SCSSRS = 60 kHz
	
	

	3
	3.5
	5
	7.5
	8
	9.5
	1
	NR_TDD_FR1_A,
	-120
	-117
	-114
	N/A
	-70

	
	
	
	
	
	
	
	NR_TDD_FR1_C
	-119
	-116
	-113
	N/A
	-70

	
	
	
	
	
	
	
	NR_TDD_FR1_D
	-118.5
	-115.5
	-112.5
	N/A
	-70

	
	
	
	
	
	
	
	NR_TDD_FR1_E
	-118
	-115
	-112
	N/A
	-70

	6.5
	7
	8.5
	9.5
	10
	11.5
	1
	NR_TDD_FR1_A,
NR_TDD_FR1_C, NR_TDD_FR1_D, NR_TDD_FR1_E
	N/A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



Table 10.1.22.1.1-2: SRS-RSRP absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SRS Ês/Iot
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dBm / SCSSRS Note 2
	dBm/BWChannel
	dBm/BWChannel

	SCSSRS (kHz)
	SCSSRS (kHz)
	
	SCSSRS = 
	SCSSRS = 
	
	

	60
	120
	60
	120
	
	60kHz
	120kHz
	
	

	6
	8.5
	9
	11.5
	≥1
	Same value as SRS_RP in Table B.2.7-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	9
	11.5
	11
	13.5
	≥1
	N/A
	-70
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.22.1.2	SRS-RSRP report mapping
The reporting range of SRS-RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution. The mapping of measured quantity is defined in Table 10.1.22.1.2-1. The range in the signalling may be larger than the guaranteed accuracy range.
Table 10.1.22.1.2-1: SRS-RSRP measurement report mapping
	Reported value
	Measured quantity value
	Unit

	SRS-RSRP_0
	SRS-RSRP<-140
	dBm

	SRS-RSRP_1
	-140≤ SRS-RSRP<-139
	dBm

	SRS-RSRP_2
	-139≤ SRS-RSRP<-138
	dBm

	SRS-RSRP_3
	-138≤ SRS-RSRP<-137
	dBm

	SRS-RSRP_4
	-137≤ SRS-RSRP<-136
	dBm

	..
	..
	…

	SRS-RSRP_95
	-46≤ SRS-RSRP<-45
	dBm

	SRS-RSRP_96
	-45≤ SRS-RSRP<-44
	dBm

	SRS-RSRP_97
	-44≤ SRS-RSRP
	dBm

	SRS-RSRP_98
	Infinity
	

	Note:	‘Infinity’ means that UE cannot detect SRS due to too strong signal to measure.



10.1.22.2	CLI-RSSI
10.1.22.2.1	CLI-RSSI Accuracy
The CLI-RSSI measurement reported by the UE shall fulfil the accuracy requirements defined in Table 10.1.22.2.1-1 for FR1 and Table 10.1.22.2.1-2 for FR2, provided that the following conditions are met.
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
Table 10.1.22.2.1-1: CLI-RSSI absolute accuracy in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Io Note 1 range

	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	
	dBm / SCSSRS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSRS = 15 kHz
	SCSSRS = 30 kHz
	SCSSRS = 60 kHz
	
	

	3.5
	6.5
	NR_TDD_FR1_A,
	-120
	-117
	-114
	N/A
	-70

	
	
	NR_TDD_FR1_C
	-119
	-116
	-113
	N/A
	-70

	
	
	NR_TDD_FR1_D
	-118.5
	-115.5
	-112.5
	N/A
	-70

	
	
	NR_TDD_FR1_E
	-118
	-115
	-112
	N/A
	-70

	5.5
	8.5
	Note 3
	Note 3
	Note 3
	Note 3
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.



Table 10.1.22.2.1-2: CLI-RSSI absolute accuracy in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Io Note 1 range

	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dBm / SCSSRS Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	SCSSRS = 60kHz
	SCSSRS = 120kHz
	
	

	5
	8
	Same value as SRS_RP in Table B.2.7-2, according to UE Power class, operating band and angle of arrival
	N/A
	-70

	7
	10
	Note 4
	-70
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.



10.1.22.2.2	CLI-RSSI report mapping
The reporting range of CLI-RSSI is defined from -100 dBm to -25 dBm with 1 dB resolution. The mapping of measured quantity is defined in Table 10.1.22.2.2-1. The range in the signalling may be larger than the guaranteed accuracy range. UE shall scale the measured CLI-RSSI to report a nominal RSSI equivalent to 6RB measurement with 15kHz SCS.
Table 10.1.22.2.2-1: CLI-RSSI measurement report mapping
	Reported value
	Measured quantity value
	Unit

	CLI-RSSI_00
	CLI-RSSI < ‑100 
	dBm

	CLI-RSSI_01
	-100  CLI-RSSI < ‑99
	dBm

	CLI-RSSI_02
	-99  CLI-RSSI < ‑98
	dBm

	…
	…
	…

	CLI-RSSI_74
	-27  CLI-RSSI < -26
	dBm

	CLI-RSSI_75
	-26  CLI-RSSI < -25
	dBm

	CLI-RSSI_76
	-25  CLI-RSSI
	dBm




10.1.23	RSTD Measurements
10.1.23.1	Introduction
The requirements in Clause 10.1.23 shall apply, provided the UE has received nr-DL-TDOA-RequestLocationInformation message from LMF via LPP [34] requesting the UE to report one or more DL RSTD measurements defined in TS 38.215 [4]. The requirements in Clause 10.1.23 shall apply: 
-	when UE is in RRC_CONNECTED state and the measurement is performed with MG or without MG,
-	when UE is in RRC_INACTIVE state.

10.1.23.2	Measurement Accuracy Requirements
The accuracy requirements for RSTD measurement shall be within ±(X+Y+Z+Δ) Tc.
X is defined in Table 10.1.23.2-1 for AWGN channel and Table 10.1.23.2-3 for fading channel for FR1, provided that the following conditions are met. 
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for RSTD measurements are fulfilled according to Annex B.2.14 for a corresponding Band for each relevant PRS resource configured for measurement.
-	UE does not perform positioning measurement with reduced number of samples.
X is defined in Table 10.1.23.2-2 for AWGN channel and Table 10.1.23.2-4 for fading channel for FR2, provided that the following conditions are met. 
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for RSTD measurements are fulfilled according to Annex B.2.14 for a corresponding Band for each relevant PRS resource configured for measurement.
- 	UE does not perform positioning measurement with reduced number of samples.
X is defined in Table 10.1.23.2-7 for AWGN channel in FR1 provided that the following conditions are met.
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for RSTD measurements are fulfilled according to Annex B.2.14 for a corresponding Band for each relevant PRS resource configured for measurement.
-	UE supports positioning measurement with reduced number of sample and is indicated by LMF to perform positioning measurement with reduced number of samples.
X is defined in Table 10.1.23.2-8 for AWGN channel in FR2 provided that the following conditions are met.
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for RSTD measurements are fulfilled according to Annex B.2.14 for a corresponding Band for each relevant PRS resource configured for measurement.
-	UE supports positioning measurement with reduced number of sample and is indicated by LMF to perform positioning measurement with reduced number of samples.
Note: The requriements for fading channel in this clause are derived based on TDL-A (30 ns delay spread, 5Hz) and TDL-C (60 ns delay spread, 300 Hz) channel models for FR1 and FR2 respectively. 
When UE measures RSTD on PRS resources belonging to different PFLs, then the RSTD accuracy is defined as the accuracy corresponding to the largest accuracy value among different PFLs. 
If the UE doesn’t support Rx TEG reporting for RSTD measurement or when the measurements of reference cell and neighbour cell belong to different Rx TEGs, Y, Z and Δ are defined as follows:
-	When UE measures RSTD on PRS resources belonging to same PFL, Y=32 Tc, provided that the time offset between the two PRS resource instances from the reference cell and the neighbor cell, which are used for a single RSTD estimate, is no greater than 160 ms.
-	When UE measures RSTD on PRS resources belonging different PFLs, Y=256 Tc, provided that the time offset between the two PRS resource instances from the reference cell and the neighbor cell, which are used for a single RSTD estimate, is no greater than 1280 ms.
-	Z is defined in Table 10.1.23.2-5 for FR1 and Table 10.1.23.2-6 for FR2, respectively.
-	Δ is zero for single PFL, and is defined in Table 10.1.23.2-5a for FR1 and Table 10.1.23.2-6a for FR2, respectively, for dual PFL.
[bookmark: OLE_LINK41][bookmark: OLE_LINK42]If the measurements of reference cell and neighbour cell belong to the same Rx TEG, i.e. associated and reported with a common Rx TEG ID, then the sum of Y+Z+Δ is equal to the timing error margin of the Rx TEG reported in nr-UE-RxTEG-TimingErrorMargin. The timing error margin reported via nr-UE-RxTEG-TimingErrorMargin cannot be larger than the value of (Y+Z+Δ) defined when the UE does not associate the measurements with the same Rx TEG.

Table 10.1.23.2-1: RSTD absolute accuracy in FR1 for AWGN channel
	Accuracy
	Conditions

	
	PRS Ês/Iot
	PRS SCS
	PRS bandwidth
Note 1
	PRS resource repetition ()
Note 2
	Io Note 3 range

	
	
	
	
	
	NR operating band groups Note 4
	Minimum Io 
	Maximum Io

	Tc Note 5
	dB
	kHz
	RB
	
	
	dBm/SCS 
	dBm/BWChannel

	132
	(PRS Ês/Iot)ref ≥-6dB

 (PRS Ês/Iot)i ≥-13dB
	15
	≥ 24
	≥ 4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-127
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-50

	98
	
	
	≥ 52
	≥ 1
	Note 6
	Note 6
	Note 6

	42
	
	
	≥ 104
	≥ 1
	Note 6
	Note 6
	Note 6

	75
	
	30 
	≥ 24
	≥ 4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-123.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-123
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-121.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-120.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-117.5
	-50

	48
	
	
	≥ 48
	≥ 1
	Note 6
	Note 6
	Note 6

	24
	
	
	≥ 132
	≥ 1
	Note 6
	Note 6
	Note 6

	50

	
	60
	≥ 24
	≥ 4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-114.5
	-50

	24
	
	
	≥ 64
	≥ 1
	Note 6
	Note 6
	Note 6

	10
	
	
	≥ 132
	≥ 1
	Note 6
	Note 6
	Note 6

	NOTE 1:	Minimum PRS bandwidth, which is minimum of the PRS bandwidths of the reference resource and the measured neighbour resource i.
NOTE 2: 	Minimum number of PRS resource repetitions among the reference resource and the measured neighbour resource i.  are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and dl-PRS-CombSizeNdefined in TS 37.355 [34], respectively.
NOTE 3:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7:	Void



Table 10.1.23.2-2: RSTD absolute accuracy in FR2 for AWGN channel
	Accuracy
	Conditions

	
	PRS Ês/Iot
	PRS SCS
	PRS bandwidth
Note 1
	PRS resource repetition 
()          Note 2
	Io Note 3 range

	
	
	
	
	
	Minimum Io 
	Maximum Io

	Tc Note 4
	dB
	kHz
	RB
	
	dBm/SCS 
	dBm/BWChannel

	35
	(PRS Ês/Iot)ref ≥-6dB

 (PRS Ês/Iot)i ≥-13dB
	60
	≥ 24
	≥ 4
	Same value as PRS_RP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	24
	
	
	≥ 64
	≥ 1
	Note 5
	Note 5

	11
	
	
	≥ 132
	≥ 1
	Note 5
	Note 5

	24
	
	120
	≥ 32
	≥ 4
	Same value as PRS_RP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	13
	
	
	≥ 64
	≥ 1
	Note 5
	Note 5

	6
	
	
	≥ 128
	≥ 1
	Note 5
	Note 5

	NOTE 1:	Minimum PRS bandwidth, which is minimum of the PRS bandwidths of the reference resource and the measured neighbour resource i.
NOTE 2: 	Minimum number of PRS resource repetitions among the reference resource and the measured neighbour resource i.  are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and dl-PRS-CombSizeNdefined in TS 37.355 [34], respectively.
NOTE 3:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 4:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 5:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 6:	Void



Table 10.1.23.2-3: RSTD absolute accuracy in FR1 for fading channel
	Accuracy
	Conditions

	
	PRS Ês/Iot
	PRS SCS
	PRS bandwidth
Note 1
	PRS resource repetition ()
Note 2
	Io Note 3 range

	
	
	
	
	
	NR operating band groups Note 4
	Minimum Io 
	Maximum Io

	Tc Note 5
	dB
	kHz
	RB
	
	
	dBm/SCS 
	dBm/BWChannel

	247
	(PRS Ês/Iot)ref ≥-6dB

 (PRS Ês/Iot)i ≥-13dB
	15
	≥ 24
	≥ 4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-127
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-50

	140
	
	
	≥ 52
	≥ 1
	Note 6
	Note 6
	Note 6

	86
	
	
	≥ 104
	≥ 1
	Note 6
	Note 6
	Note 6

	118
	
	30
	≥ 24
	≥ 4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-123.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-123
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-121.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-120.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-117.5
	-50

	109
	
	
	≥ 48
	≥ 1
	Note 6
	Note 6
	Note 6

	28
	
	
	≥ 132
	≥ 1
	Note 6
	Note 6
	Note 6

	147
	
	60
	≥ 24
	≥ 4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-114.5
	-50

	27
	
	
	≥ 64
	≥ 1
	Note 6
	Note 6
	Note 6

	21
	
	
	≥ 132
	≥ 1
	Note 6
	Note 6
	Note 6

	NOTE 1:	Minimum PRS bandwidth, which is minimum of the PRS bandwidths of the reference resource and the measured neighbour resource i.
NOTE 2: 	Minimum number of PRS resource repetitions among the reference resource and the measured neighbour resource i.  are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and dl-PRS-CombSizeNdefined in TS 37.355 [34], respectively.
NOTE 3:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7:	Void



Table 10.1.23.2-4:  RSTD absolute accuracy in FR2 for fading channel
	Accuracy
	Conditions

	
	PRS Ês/Iot
	PRS SCS
	PRS bandwidth
Note 1
	PRS resource repetition 
()          Note 2
	Io Note 3 range

	
	
	
	
	
	Minimum Io 
	Maximum Io

	Tc Note 4
	dB
	kHz
	RB
	
	dBm/SCS 
	dBm/BWChannel

	83
	(PRS Ês/Iot)ref ≥-6dB

 (PRS Ês/Iot)i ≥-13dB
	60
	≥ 24
	≥ 4
	Same value as PRS_RP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	64
	
	
	≥ 64
	≥ 1
	Note 5
	Note 5

	46
	
	
	≥ 132
	≥ 1
	Note 5
	Note 5

	48
	
	120
	≥ 32
	≥ 4
	Same value as PRS_RP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	54
	
	
	≥ 64
	≥ 1
	Note 5
	Note 5

	36
	
	
	≥ 128
	≥ 1
	Note 5
	Note 5

	NOTE 1:	Minimum PRS bandwidth, which is minimum of the PRS bandwidths of the reference resource and the measured neighbour resource i.
NOTE 2: 	Minimum number of PRS resource repetitions among the reference resource and the measured neighbour resource i.  are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and dl-PRS-CombSizeNdefined in TS 37.355 [34], respectively.
NOTE 3:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 4:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 5:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 6:	Void



Table 10.1.23.2-5: Margin for RSTD measurement accuracy in FR1
	PRS BW (RB number)
	Margin (Tc)

	SCS=15kHz
	SCS=30kHz
	SCS=60kHz
	

	≥ 24
	N/A
	N/A
	120

	≥ 52
	≥ 24
	N/A
	72

	≥ 104
	≥ 48
	≥ 24
	36

	N/A
	≥ 132
	≥ 64
	16

	N/A
	N/A
	≥ 132
	12



Table 10.1.23.2-5a: Margin Δ for RSTD measurement accuracy in FR1
	PRS BW (RB number)
	Margin (Tc)

	SCS=15kHz
	SCS=30kHz
	SCS=60kHz
	

	≥ 24
	N/A
	N/A
	128

	≥ 52
	≥ 24
	N/A
	64

	≥ 104
	≥ 48
	≥ 24
	32

	N/A
	≥ 132
	≥ 64
	16

	N/A
	N/A
	≥ 132
	8



Table 10.1.23.2-6: Margin for RSTD measurement accuracy in FR2
	PRS BW (RB number)
	Margin (Tc)

	SCS=60kHz
	SCS=120kHz
	

	≥ 24
	N/A
	72

	≥ 64
	≥ 32
	32

	≥ 132
	≥ 64
	16

	N/A
	≥ 128
	12



Table 10.1.23.2-6a: Margin Δ for RSTD measurement accuracy in FR2
	PRS BW (RB number)
	Margin (Tc)

	SCS=60kHz
	SCS=120kHz
	

	≥ 24
	N/A
	32

	≥ 64
	≥ 32
	16

	≥ 132
	≥ 64
	8

	N/A
	≥ 128
	4



Table 10.1.23.2-7: RSTD absolute accuracy in FR1 for AWGN channel with reduced number of samples
	Accuracy
	Conditions

	
	PRS Ês/Iot
	PRS SCS
	PRS bandwidth
Note 1
	PRS resource repetition ()
Note 2
	Io Note 3 range

	
	
	
	
	
	NR operating band groups Note 4
	Minimum Io 
	Maximum Io

	Tc Note 5
	dB
	kHz
	RB
	
	
	dBm/SCS 
	dBm/BWChannel

	98 
	(PRS Ês/Iot)ref ≥-3dB

 (PRS Ês/Iot)i ≥-6dB
	15
	≥ 52
	≥ 1
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-50

	42 
	
	
	≥ 104
	≥ 1
	Note 6
	Note 6
	Note 6

	48 
	
	30
	≥ 48
	≥ 1
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-123.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-123
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-121.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-120.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-117.5
	-50

	24
	
	
	≥ 132
	≥ 1
	Note 6
	Note 6
	Note 6

	24 
	
	60
	≥ 64
	≥ 1
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-114.5
	-50

	10
	
	
	≥ 132
	≥ 1
	Note 6
	Note 6
	Note 6

	NOTE 1:	Minimum PRS bandwidth, which is minimum of the PRS bandwidths of the reference resource and the measured neighbour resource i.
NOTE 2: 	Minimum number of PRS resource repetitions among the reference resource and the measured neighbour resource i.  are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and dl-PRS-CombSizeNdefined in TS 37.355 [34], respectively.
NOTE 3:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7:	Void



Table 10.1.23.2-8: RSTD absolute accuracy in FR2 for AWGN channel with reduced number of samples
	Accuracy
	Conditions

	
	PRS Ês/Iot
	PRS SCS
	PRS bandwidth
Note 1
	PRS resource repetition 
()          Note 2
	Io Note 3 range

	
	
	
	
	
	Minimum Io 
	Maximum Io

	Tc Note 4
	dB
	kHz
	RB
	
	dBm/SCS 
	dBm/BWChannel

	24 
	(PRS Ês/Iot)ref ≥-3dB

 (PRS Ês/Iot)i ≥-6dB
	60
	≥ 64
	≥ 1
	Same value as PRS_RP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	Note 5

	11
	
	
	≥ 132
	≥ 1
	Note 5
	Note 5

	13
	
	120
	≥ 64
	≥ 1
	Same value as PRS_RP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	Note 5

	6 
	
	
	≥ 128
	≥ 1
	Note 5
	Note 5

	NOTE 1:	Minimum PRS bandwidth, which is minimum of the PRS bandwidths of the reference resource and the measured neighbour resource i.
NOTE 2: 	Minimum number of PRS resource repetitions among the reference resource and the measured neighbour resource i.  are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and dl-PRS-CombSizeNdefined in TS 37.355 [34], respectively.
NOTE 3:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 4:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 5:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 6:	Void



10.1.23.3	Report mapping
[bookmark: _Hlk52369391]10.1.23.3.1	Absolute DL RSTD Measurement Reporting
The reporting range for the DL RSTD measurement is defined from -985024Tc to 985024Tc with the resolution step of 2kTc, where 
	Tc is defined in TS 38.211 [6], 
	kmin≤k≤kmax, 
	kmin=[2] and kmax=5, when configured PRS resource of at least one of the reference cell and neighbor cell measured for the RSTD measurement is in FR1,
	kmin=0 and kmax=5, when configured PRS resource of both the reference cell and neighbor cell measured for the RSTD measurement are in FR2,
	k≥ timingReportingGranularityFactor [34] configured by LMF via LPP for the RSTD measurement.
The measurement report mapping for different k values are specified in Tables 10.1.23.3.1-1  10.1.23.3.1-6.
Table 10.1.23.3.1-1: Report mapping for k=0
	Reported Quantity Value,
	Measured Quantity Value,
	Unit

	RSTD_i
	RSTD
	

	RSTD_0000000
	RSTD < -985024
	Tc

	RSTD_0000001
	-985024  RSTD < -985023
	Tc

	RSTD_0000002
	-985023  RSTD < -985022
	Tc

	
	
	…

	RSTD_0985024
	-1  RSTD < 0
	Tc

	RSTD_0985025
	0  RSTD < 1
	Tc

	…
	…
	…

	RSTD_1970047
	985022  RSTD < 985023
	Tc

	RSTD_1970048
	985023  RSTD < 985024
	Tc

	RSTD_1970049
	985024  RSTD
	Tc



Table 10.1.23.3.1-2: Report mapping for k=1
	Reported Quantity Value,
	Measured Quantity Value,
	Unit

	RSTD_i
	RSTD
	

	RSTD_000000
	RSTD < -985024
	Tc

	RSTD_000001
	-985024  RSTD < -985022
	Tc

	RSTD_000002
	-985022  RSTD < -985020
	Tc

	
	
	…

	RSTD_492512
	-2  RSTD < 0
	Tc

	RSTD_492513
	0  RSTD < 2
	Tc

	…
	…
	…

	RSTD_985023
	985020  RSTD < 985022
	Tc

	RSTD_985024
	985022  RSTD < 985024
	Tc

	RSTD_985025
	985024  RSTD
	Tc



Table 10.1.23.3.1-3: Report mapping for k=2
	Reported Quantity Value,
	Measured Quantity Value,
	Unit

	RSTD_i
	RSTD
	

	RSTD_000000
	RSTD < -985024
	Tc

	RSTD_000001
	-985024  RSTD < -985020
	Tc

	RSTD_000002
	-985020  RSTD < -985016
	Tc

	
	
	…

	RSTD_246256
	-4  RSTD < 0
	Tc

	RSTD_246257
	0  RSTD < 4
	Tc

	…
	…
	…

	RSTD_492511
	985016  RSTD < 985020
	Tc

	RSTD_492512
	985020  RSTD < 985024
	Tc

	RSTD_492513
	985024  RSTD
	Tc



Table 10.1.23.3.1-4: Report mapping for k=3
	Reported Quantity Value
	Measured Quantity Value,
	Unit

	RSTD_i
	RSTD
	

	RSTD_000000
	RSTD < -985024
	Tc

	RSTD_000001
	-985024  RSTD < -985016
	Tc

	RSTD_000002
	-985016  RSTD < -985008
	Tc

	
	
	…

	RSTD_123128
	-8  RSTD < 0
	Tc

	RSTD_123129
	0  RSTD < 8
	Tc

	…
	…
	…

	RSTD_246255
	985008  RSTD < 985016
	Tc

	RSTD_246256
	985016  RSTD < 985024
	Tc

	RSTD_246257
	985024  RSTD
	Tc



Table 10.1.23.3.1-5: Report mapping for k=4
	Reported Quantity Value,
	Measured Quantity Value,
	Unit

	RSTD_i
	RSTD
	

	RSTD_000000
	RSTD < -985024
	Tc

	RSTD_000001
	-985024  RSTD < -985008
	Tc

	RSTD_000002
	-985008  RSTD < -984992
	Tc

	
	
	…

	RSTD_061564
	-16  RSTD < 0
	Tc

	RSTD_061565
	0  RSTD < 16
	Tc

	…
	…
	…

	RSTD_123127
	984992  RSTD < 985008
	Tc

	RSTD_123128
	985008  RSTD < 985024
	Tc

	RSTD_123129
	985024  RSTD
	Tc



Table 10.1.23.3.1-6: Report mapping for k=5
	Reported Quantity Value,
	Measured Quantity Value,
	Unit

	RSTD_i
	RSTD
	

	RSTD_00000
	RSTD < -985024
	Tc

	RSTD_00001
	-985024  RSTD < -984992
	Tc

	RSTD_00002
	-984992  RSTD < -984960
	Tc

	
	
	…

	RSTD_30782
	-32  RSTD < 0
	Tc

	RSTD_30783
	0  RSTD < 32
	Tc

	…
	…
	…

	RSTD_61563
	984960  RSTD < 984992
	Tc

	RSTD_61564
	984992  RSTD < 985024
	Tc

	RSTD_61565
	985024  RSTD
	Tc



10.1.23.3.2	Differential Reporting for DL RSTD Measurement
A first DL RSTD measurement is reported by means of differential reporting, i.e. as RSTD, relative to a second DL RSTD measurement (RSTD2), provided that:
-	the absolute measured quantity value of the second DL RSTD measurement (RSTD2) is not larger than the absolute measured quantity value of the first DL RSTD measurement (RSTD1), i.e., RSTD=RSTD1-RSTD2≥0, and
-	the absolute value of the second DL RSTD measurement (RSTD2) is reported together with RSTD for the first DL RSTD measurement.
The reporting range for differential reporting RSTD of the first DL RSTD measurement is defined from 0 up to 8191Tc with the resolution step of 2kTc, where 
	Tc is defined in TS 38.211 [6], 
[bookmark: _Hlk40463200]	kmin≤k≤kmax, 
	kmin=[2] and kmax=5, when configured PRS resource of at least one of the reference cell and neighbor cell measured for the first RSTD measurement or second RSTD measurement is in FR1,
	kmin=0 and kmax=5, when configured PRS resource of both the reference cell and neighbor cell measured for both of the first RSTD measurement and the second RSTD measurement are in FR2,
	k≥ timingReportingGranularityFactor [34] configured by LMF via LPP for the RSTD measurement.
The measurement report mapping for different k values are specified in Tables 10.1.23.3.2-1  10.1.23.3.2-6.
Table 10.1.23.3.2-1: Report mapping for k=0
	Reported Quantity Value,
DIFFRSTD_i
	RSTD = RSTD1  RSTD2
	Unit

	DIFFRSTD_0000
	0  RSTD < 1
	Tc

	DIFFRSTD_0001
	1  RSTD < 2
	Tc

	DIFFRSTD_0002
	2  RSTD < 3
	Tc

	
	
	…

	DIFFRSTD_8189
	8189  RSTD < 8190
	Tc

	DIFFRSTD_8190
	8190  RSTD < 8191
	Tc

	DIFFRSTD_8191
	8191  RSTD
	Tc



Table 10.1.23.3.2-2: Report mapping for k=1
	Reported Quantity Value,
DIFFRSTD_i
	RSTD = RSTD1  RSTD2
	Unit

	DIFFRSTD_0000
	0  RSTD < 2
	Tc

	DIFFRSTD_0001
	2  RSTD < 4
	Tc

	DIFFRSTD_0002
	4  RSTD < 6
	Tc

	
	
	…

	DIFFRSTD_4093
	8186  RSTD < 8188
	Tc

	DIFFRSTD_4094
	8188  RSTD < 8190
	Tc

	DIFFRSTD_4095
	8190  RSTD
	Tc



Table 10.1.23.3.2-3: Report mapping for k=2
	Reported Quantity Value,
DIFFRSTD_i
	RSTD = RSTD1  RSTD2
	Unit

	DIFFRSTD_0000
	0  RSTD < 4
	Tc

	DIFFRSTD_0001
	4  RSTD < 8
	Tc

	DIFFRSTD_0002
	8  RSTD < 12
	Tc

	
	
	…

	DIFFRSTD_2045
	8180  RSTD < 8184
	Tc

	DIFFRSTD_2046
	8184  RSTD < 8188
	Tc

	DIFFRSTD_2047
	8188  RSTD
	Tc



Table 10.1.23.3.2-4: Report mapping for k=3
	Reported Quantity Value,
DIFFRSTD_i
	RSTD = RSTD1  RSTD2
	Unit

	DIFFRSTD_0000
	0  RSTD < 8
	Tc

	DIFFRSTD_0001
	8  RSTD < 16
	Tc

	DIFFRSTD_0002
	16  RSTD < 24
	Tc

	
	
	…

	DIFFRSTD_1021
	8168  RSTD < 8176
	Tc

	DIFFRSTD_1022
	8176  RSTD < 8184
	Tc

	DIFFRSTD_1023
	8184  RSTD
	Tc



Table 10.1.23.3.2-5: Report mapping for k=4
	Reported Quantity Value,
DIFFRSTD_i
	RSTD = RSTD1  RSTD2
	Unit

	DIFFRSTD_000
	0  RSTD < 16
	Tc

	DIFFRSTD_001
	16  RSTD < 32
	Tc

	DIFFRSTD_002
	32  RSTD < 48
	Tc

	
	
	…

	DIFFRSTD_509
	8144  RSTD < 8160
	Tc

	DIFFRSTD_510
	8160  RSTD < 8176
	Tc

	DIFFRSTD_511
	8176  RSTD
	Tc



Table 10.1.23.3.2-6: Report mapping for k=5
	Reported Quantity Value,
DIFFRSTD_i
	RSTD = RSTD1  RSTD2
	Unit

	DIFFRSTD_000
	0  RSTD < 32
	Tc

	DIFFRSTD_001
	32  RSTD < 64
	Tc

	DIFFRSTD_002
	64  RSTD < 96
	Tc

	
	
	…

	DIFFRSTD_253
	8096  RSTD < 8128
	Tc

	DIFFRSTD_254
	8128  RSTD < 8160
	Tc

	DIFFRSTD_255
	8160  RSTD
	Tc



10.1.23.3.3	Additional Path Report Mapping for DL RSTD
The reporting range for the additional path reporting for an RSTD measurement is defined up to the range from -8175Tc to 8175Tc with the resolution step of 2kTc, where 
Tc is defined in TS 38.211 [6],
kmin≤k≤kmax, 
kmin=[2] and kmax=5, when configured PRS resource of at least one of the reference cell and neighbor cell measured for the RSTD measurement is in FR1,
kmin=0 and kmax=5, when configured PRS resource of both the reference cell and neighbor cell measured for the RSTD measurement are in FR2,
k≥ timingReportingGranularityFactor [34] configured by LMF via LPP for the RSTD measurement. 
The UE can report the timing of up to two additional paths with respect to the path timing determining the RSTD measurement.
A UE capable of  additionalPathsExtSupport-r17 can report the timing for a number additional paths, up to its capability, with respect to the path timing determining the RSTD measurement.
The report mappings for different k values are specified in Tables 10.1.23.3.3-1  10.1.23.3.3-6.
Table 10.1.23.3.3-1: Report mapping for k=0
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	
	
	

	path_00000
	path < -8175
	Tc

	path_00001
	-8175  path < -8174
	Tc

	path_00002
	-8174  path < -8173
	Tc

	
	
	…

	path_08175
	-1  path < 0
	Tc

	path_08176
	0  path < 1
	Tc

	…
	…
	…

	path_ 16349
	8173  path < 8174
	Tc

	path_ 16350
	8174  path < 8175
	Tc

	path_ 16351
	8175  path
	Tc



Table 10.1.23.3.3-2: Report mapping for k=1
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_0000
	path < -8175
	Tc

	path_0001
	-8175  path < -8173
	Tc

	path_0002
	-8173  path < -8171
	Tc

	
	
	…

	path_4088
	-1  path < 1
	Tc

	…
	…
	…

	path_8174
	8171  path < 8173
	Tc

	path_8175
	8173  path < 8175
	Tc

	path_8176
	8175  path
	Tc



Table 10.1.23.3.3-3: Report mapping for k=2
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_0000
	path < -8174
	Tc

	path_0001
	-8174  path < -8170
	Tc

	path_0002
	-8170  path < -8166
	Tc

	
	
	…

	path_2044
	-2  path < 2
	Tc

	…
	…
	…

	path_4086
	8166  path < 8170
	Tc

	path_4087
	8170  path < 8174
	Tc

	path_4088
	8174  path
	Tc



Table 10.1.23.3.3-4: Report mapping for k=3
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_0000
	path < -8172
	Tc

	path_0001
	-8172  path < -8164
	Tc

	path_0002
	-8164  path < -8156
	Tc

	
	
	…

	path_1022
	-4  path < 4
	Tc

	…
	…
	…

	path_2042
	8156  path < 8164
	Tc

	path_2043
	8164  path < 8172
	Tc

	path_2044
	8172  path
	Tc



Table 10.1.23.3.3-5: Report mapping for k=4
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_0000
	path < -8168
	Tc

	path_0001
	-8168  path < -8152
	Tc

	path_0002
	-8152  path < -8136
	Tc

	
	
	…

	path_511
	-8  path < 8
	Tc

	…
	…
	…

	path_1020
	8136  path < 8152
	Tc

	path_1021
	8152  path < 8168
	Tc

	path_1022
	8168  path
	Tc



Table 10.1.23.3.3-6: Report mapping for k=5
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_000
	path < -8160
	Tc

	path_001
	-8160  path < -8128
	Tc

	path_002
	-8128  path < -8096
	Tc

	
	
	…

	path_256
	0  path < 32
	Tc

	…
	…
	…

	path_509
	8096  path < 8128
	Tc

	path_510
	8128  path < 8160
	Tc

	path_511
	8160  path
	Tc



10.1.24	PRS-RSRP Measurements
10.1.24.1	Introduction
The requirements in Clause 10.1.24 shall apply, provided the UE has received nr-DL-TDOA-RequestLocationInformation or nr-Multi-RTT-RequestLocationInformation or nr-DL-AoD-RequestLocationInformation message from LMF via LPP [34] requesting the UE to report one or more DL PRS-RSRP measurements defined in TS 38.215 [4].
The requirements in clause 10.1.24 apply for UE in RRC_CONNECTED, including PRS-RSRP measurement with MG and outside MG, as well as for UE in RRC_INACTIVE. For PRS-RSRP measurement in FR2, the requirements apply with and without reduced Rx beam sweeping factor.
10.1.24.2	Measurement Accuracy Requirements
10.1.24.2.1	Absolute PRS RSRP accuracy
The absolute accuracy requirements for PRS-RSRP measurement for FR1 defined in Table 10.1.24.2.1-1 are valid under the following conditions:
-	Conditions defined in 38.101-1 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
-	UE does not support positioning measurements with reduced number of samples, or LMF does not indicate UE to perform positioning measurements with reduced number of samples
The absolute accuracy requirements for PRS-RSRP measurement for FR2 defined in Table 10.1.24.2.1-2 are valid under the following conditions:
-	Conditions defined in 38.101-2 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
-	UE does not support positioning measurements with reduced number of samples, or LMF does not indicate UE to perform positioning measurements with reduced number of samples

Table 10.1.24.2.1-1: PRS-RSRP absolute accuracy for FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 7 range

	
	
	
	
	
	NR operating band groups Note 8
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	
	dBm/15kHz Note 6
	dBm/30kHz Note 6
	dBm/60kHz Note 6
	

	±3.5
	±8
	≥-3dB
	≥24
	All
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-124
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-123.5
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-123
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-122.5
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-122
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-121.5
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-121
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-120.5
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-117.5
	-114.5
	-50

	
	
	
	
	
	Note 4

	
	
	
	
	
	Note 4

	±8.5
	±13
	≥-13dB
	24 ≤ BW ≤ 52
	All
	Note 4

	±6
	±10.5
	
	52< BW≤ 104
	All
	Note 4

	±4.5
	±9
	
	BW >104
	All
	Note 4

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	Void.
NOTE 3:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 24 RB.
NOTE 5:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 6:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 7:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 8:	NR operating band groups are as defined in Section 3.5.2.



Table 10.1.24.2.1-2: PRS-RSRP absolute accuracy for FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 7 range

	
	
	
	
	
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	dBm/120kHz Note 6
	dBm/60kHz Note 6
	

	±5
	±8
	≥-3dB
	≥24
	All
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	
	
	
	
	
	Note 4

	
	
	
	
	
	Note 4

	±8.5
	±11.5
	≥-13dB
	24 ≤ BW ≤ 64
	All
	Note 4

	±6
	±9
	
	BW >64
	All
	Note 4

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	Void.
NOTE 3:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 24 RB.
NOTE 5:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 6:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 7:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 8:	NR operating band groups are as defined in Section 3.5.2.



The absolute accuracy requirements for PRS-RSRP measurement for FR1 defined in Table 10.1.24.2.1-3 are valid under the following conditions:
-	Conditions defined in 38.101-1 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
-	UE supports positioning measurements with reduced number of samples, and LMF indicates UE to perform positioning measurements with reduced number of samples
-	AWGN channel
The absolute accuracy requirements for PRS-RSRP measurement for FR2 defined in Table 10.1.24.2.1-4 are valid under the following conditions:
-	Conditions defined in 38.101-2 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
-	UE supports positioning measurements with reduced number of samples, and LMF indicates UE to perform positioning measurements with reduced number of samples
-	AWGN channel

Table 10.1.24.2.1-3: PRS-RSRP absolute accuracy for FR1 with reduced sample number
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 6 range

	
	
	
	
	
	NR operating band groups Note 7
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	
	dBm/15kHz Note 5
	dBm/30kHz Note 5
	dBm/60kHz Note 5
	

	±3.5
	±8
	≥0
	≥48
	All
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-124
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-123.5
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-123
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-122.5
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-122
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-121.5
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-121
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-120.5
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-117.5
	-114.5
	-50

	±8.5
	±13
	≥-6
	48 ≤ BW ≤ 52
	All
	Note 3

	±6
	±10.5
	
	52< BW≤ 104
	All
	Note 3

	±4.5
	±9
	
	BW >104
	All
	Note 3

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 48 RB.
NOTE 4:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 5:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 6:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 7:	NR operating band groups are as defined in Section 3.5.2.



Table 10.1.24.2.1-4: PRS-RSRP absolute accuracy for FR2 with reduced sample number
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 6 range

	
	
	
	
	
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	dBm/120kHz Note 5
	dBm/60kHz Note 5
	

	±5
	±8
	≥0
	≥48
	All
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	±8.5
	±11.5
	≥-6
	48 ≤ BW ≤ 64
	All
	Note 3

	±6
	±9
	
	BW >64
	All
	Note 3

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 48 RB.
NOTE 4:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 5:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 6:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 7:	NR operating band groups are as defined in Section 3.5.2.



10.1.24.2.2	Relative PRS RSRP accuracy
The relative accuracy of PRS-RSRP is defined as accuracy of the difference between two PRS-RSRP measurements.
The relative PRS-RSRP accuracy requirements apply for the cases when PRS-RSRP is measured from PRS resources in the same PRS resource set in FR1 or FR2, and measured with same Rx beam in case of FR2.
The accuracy requirements for PRS-RSRP measurement for FR1 defined in Table 10.1.24.2.2-1 are valid under the following conditions:
-	Conditions defined in 38.101-1 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
-	UE does not support positioning measurements with reduced number of samples, or LMF does not indicate UE to perform positioning measurements with reduced number of samples
The accuracy requirements for PRS-RSRP measurement for FR2 defined in Table 10.1.24.2.2-2 are valid under the following conditions:
-	Conditions defined in 38.101-2 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
-	UE does not support positioning measurements with reduced number of samples, or LMF does not indicate UE to perform positioning measurements with reduced number of samples

Table 10.1.24.2.2-1: PRS-RSRP relative accuracy for FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 7 range

	
	
	
	
	
	NR operating band groups Note 8
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	
	dBm/15kHz Note 6
	dBm/30kHz Note 6
	dBm/60kHz Note 6
	

	[±3.5]
	±5.0
	≥-3dB
	≥24
	All
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-124
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-123.5
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-123
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-122.5
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-122
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-121.5
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-121
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-120.5
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-117.5
	-114.5
	-50

	
	
	
	
	
	Note 4

	
	
	
	
	
	Note 4

	±9.5
	±11.0
	≥-13dB
	24 ≤ BW ≤ 52
	All
	Note 4

	[bookmark: OLE_LINK14][bookmark: OLE_LINK15]±6.5
	±8.0
	
	52< BW≤ 104
	All
	Note 4

	±5.0
	±6.5
	
	BW >104
	All
	Note 4

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	Void.
NOTE 3:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 24 RB.
NOTE 5:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 6:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 7:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 8:	NR operating band groups are as defined in Section 3.5.2. 



Table 10.1.24.2.2-2: PRS-RSRP relative accuracy for FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 7 range

	
	
	
	
	
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	dBm/120kHz Note 6
	dBm/60kHz Note 6
	

	±5.0
	±8.0
	≥-3dB
	≥24
	All
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	
	
	
	
	
	Note 4

	
	
	
	
	
	Note 4

	±10
	±13
	≥-13dB
	24 ≤ BW ≤ 64
	All
	Note 4

	±7.5
	±10.5
	
	BW >64
	All
	Note 4

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	Void.
NOTE 3:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 24 RB.
NOTE 5:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 6:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 7:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 8:	NR operating band groups are as defined in Section 3.5.2. 



The absolute accuracy requirements for PRS-RSRP measurement for FR1 defined in Table 10.1.24.2.2-3 are valid under the following conditions:
-	Conditions defined in 38.101-1 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
-	UE supports positioning measurements with reduced number of samples, and LMF indicates UE to perform positioning measurements with reduced number of samples
-	AWGN channel
The absolute accuracy requirements for PRS-RSRP measurement for FR2 defined in Table 10.1.24.2.2-4 are valid under the following conditions:
-	Conditions defined in 38.101-2 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
-	UE supports positioning measurements with reduced number of samples, and LMF indicates UE to perform positioning measurements with reduced number of samples
-	AWGN channel

Table 10.1.24.2.2-3: PRS-RSRP relative accuracy for FR1 with reduced sample number
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 6 range

	
	
	
	
	
	NR operating band groups Note 7
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	
	dBm/15kHz Note 5
	dBm/30kHz Note 5
	dBm/60kHz Note 5
	

	[±3.5]
	±5.0
	≥0
	≥48
	All
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-124
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-123.5
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-123
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-122.5
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-122
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-121.5
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-121
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-120.5
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-117.5
	-114.5
	-50

	±9.5
	±11.0
	≥-6
	48 ≤ BW ≤ 52
	All
	Note 3

	±6.5
	±8.0
	
	52< BW≤ 104
	All
	Note 3

	±5.0
	±6.5
	
	BW >104
	All
	Note 3

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 48 RB.
NOTE 4:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 5:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 6:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 7:	NR operating band groups are as defined in Section 3.5.2. 



Table 10.1.24.2.2-4: PRS-RSRP relative accuracy for FR2 with reduced sample number
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 6 range

	
	
	
	
	
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	dBm/120kHz Note 5
	dBm/60kHz Note 5
	

	±5.0
	±8.0
	≥0
	≥48
	All
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	±10
	±13
	≥-6
	48 ≤ BW ≤ 64
	All
	Note 3

	±7.5
	±10.5
	
	BW >64
	All
	Note 3

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 24 RB.
NOTE 4:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 5:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 6:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 8:	NR operating band groups are as defined in Section 3.5.2. 



10.1.24.3	Report mapping
10.1.24.3.1	Absolute PRS-RSRP Measurement Report Mapping
The reporting range of absolute PRS-RSRP measurement is defined from -156 dBm to -31 dBm with 1 dB resolution.
The mapping of measured quantity is defined in Table 10.1.24.3.1-1. The range in the signalling may be larger than the guaranteed accuracy range.
Table 10.1.24.3.1-1: Measurement report mapping for PRS-RSRP
	Reported value
	Measured quantity value
	Unit

	PRS_RSRP_0
	PRS-RSRP<-156
	dBm

	PRS_RSRP_1
	-156≤PRS-RSRP<-155
	dBm

	PRS_RSRP_2
	-155≤PRS-RSRP<-154
	dBm

	PRS_RSRP_3
	-154≤PRS-RSRP<-153
	dBm

	PRS_RSRP_4
	-153≤PRS-RSRP<-152
	dBm

	PRS_RSRP_5
	-152≤PRS-RSRP<-151
	dBm

	PRS_RSRP_6
	-151≤PRS-RSRP<-150
	dBm

	PRS_RSRP_7
	-150≤PRS-RSRP<-149
	dBm

	PRS_RSRP_8
	-149≤PRS-RSRP<-148
	dBm

	PRS_RSRP_9
	-148≤PRS-RSRP<-147
	dBm

	PRS_RSRP_10
	-147≤PRS-RSRP<-146
	dBm

	PRS_RSRP_11
	-146≤PRS-RSRP<-145
	dBm

	PRS_RSRP_12
	-145≤PRS-RSRP<-144
	dBm

	PRS_RSRP_13
	-144≤PRS-RSRP<-143
	dBm

	PRS_RSRP_14
	-143≤PRS-RSRP<-142
	dBm

	PRS_RSRP_15
	-142≤PRS-RSRP<-141
	dBm

	PRS_RSRP_16
	-141≤PRS-RSRP<-140
	dBm

	PRS_RSRP_17
	-140≤PRS-RSRP<-139
	dBm

	PRS_RSRP_18
	-139≤PRS-RSRP<-138
	dBm

	…
	…
	…

	PRS_RSRP_111
	-46≤PRS-RSRP<-45
	dBm

	PRS_RSRP_112
	-45≤PRS-RSRP<-44
	dBm

	PRS_RSRP_113
	-44≤PRS-RSRP<-43
	dBm

	PRS_RSRP_114
	-43≤PRS-RSRP<-42
	dBm

	PRS_RSRP_115
	-42≤PRS-RSRP<-41
	dBm

	PRS_RSRP_116
	-41≤PRS-RSRP<-40
	dBm

	PRS_RSRP_117
	-40≤PRS-RSRP<-39
	dBm

	PRS_RSRP_118
	-39≤PRS-RSRP<-38
	dBm

	PRS_RSRP_119
	-38≤PRS-RSRP<-37
	dBm

	PRS_RSRP_120
	-37≤PRS-RSRP<-36
	dBm

	PRS_RSRP_121
	-36≤PRS-RSRP<-35
	dBm

	PRS_RSRP_122
	-35≤PRS-RSRP<-34
	dBm

	PRS_RSRP_123
	-34≤PRS-RSRP<-33
	dBm

	PRS_RSRP_124
	-33≤PRS-RSRP<-32
	dBm

	PRS_RSRP_125
	-32≤PRS-RSRP<-31
	dBm

	PRS_RSRP_126
	-31≤PRS-RSRP
	dBm



10.1.24.3.2	Differential Report Mapping for PRS-RSRP Measurement
The reporting range of differential PRS-RSRP is defined from -30 dB to 0 dB with 1 dB resolution when nr-DL-AoD-RequestLocationInformation message is received. 
The mapping of measured quantity is defined in Table 10.1.24.3.2-1. The range in the signalling may be larger than the guaranteed accuracy range.
The reporting range of differential PRS-RSRP is defined from -30 dB to 30 dB with 1 dB resolution when nr-DL-TDOA-RequestLocationInformation or nr-Multi-RTT-RequestLocationInformation is received. 
The mapping of measured quantity is defined in Table 10.1.24.3.2-2. The range in the signalling may be larger than the guaranteed accuracy range or the range supported by the UE receiver for differentail RSRP measured on different PRS resources in frequency domain at the same time.
Table 10.1.24.3.2-1: Measurement report mapping for differential PRS-RSRP
	Reported value
	Measured quantity value
	Unit

	DIFFRSRP_0
	-30≥ΔRSRP
	dB

	DIFFRSRP_1
	-29≥ΔRSRP>-30
	dB

	DIFFRSRP_2
	-28≥ΔRSRP>-29
	dB

	DIFFRSRP_3
	-27≥ΔRSRP>-28
	dB

	DIFFRSRP_4
	-26≥ΔRSRP>-27
	dB

	DIFFRSRP_5
	-25≥ΔRSRP>-26
	dB

	DIFFRSRP_6
	-24≥ΔRSRP>-25
	dB

	DIFFRSRP_7
	-23≥ΔRSRP>-24
	dB

	DIFFRSRP_8
	-22≥ΔRSRP>-23
	dB

	DIFFRSRP_9
	-21≥ΔRSRP>-22
	dB

	DIFFRSRP_10
	-20≥ΔRSRP>-21
	dB

	DIFFRSRP_11
	-19≥ΔRSRP>-20
	dB

	DIFFRSRP_12
	-18≥ΔRSRP>-19
	dB

	DIFFRSRP_13
	-17≥ΔRSRP>-18
	dB

	DIFFRSRP_14
	-16≥ΔRSRP>-17
	dB

	DIFFRSRP_15
	-15≥ΔRSRP>-16
	dB

	DIFFRSRP_16
	-14≥ΔRSRP>-15
	dB

	DIFFRSRP_17
	-13≥ΔRSRP>-14
	dB

	DIFFRSRP_18
	-12≥ΔRSRP>-13
	dB

	DIFFRSRP_19
	-11≥ΔRSRP>-12
	dB

	DIFFRSRP_20
	-10≥ΔRSRP>-11
	dB

	DIFFRSRP_21
	-9≥ΔRSRP>-10
	dB

	DIFFRSRP_22
	-8≥ΔRSRP>-9
	dB

	DIFFRSRP_23
	-7≥ΔRSRP>-8
	dB

	DIFFRSRP_24
	-6≥ΔRSRP>-7
	dB

	DIFFRSRP_25
	-5≥ΔRSRP>-6
	dB

	DIFFRSRP_26
	-4≥ΔRSRP>-5
	dB

	DIFFRSRP_27
	-3≥ΔRSRP>-4
	dB

	DIFFRSRP_28
	-2≥ΔRSRP>-3
	dB

	DIFFRSRP_29
	-1≥ΔRSRP>-2
	dB

	DIFFRSRP_30
	0≥ΔRSRP>-1
	dB



Table 10.1.24.3.2-2: Measurement report mapping for differential PRS-RSRP
	Reported value
	Measured quantity value
	Unit

	DIFFRSRP_0
	-30≥ΔRSRP
	dB

	DIFFRSRP_1
	-29≥ΔRSRP>-30
	dB

	DIFFRSRP_2
	-28≥ΔRSRP>-29
	dB

	DIFFRSRP_3
	-27≥ΔRSRP>-28
	dB

	DIFFRSRP_4
	-26≥ΔRSRP>-27
	dB

	DIFFRSRP_5
	-25≥ΔRSRP>-26
	dB

	DIFFRSRP_6
	-24≥ΔRSRP>-25
	dB

	DIFFRSRP_7
	-23≥ΔRSRP>-24
	dB

	DIFFRSRP_8
	-22≥ΔRSRP>-23
	dB

	DIFFRSRP_9
	-21≥ΔRSRP>-22
	dB

	DIFFRSRP_10
	-20≥ΔRSRP>-21
	dB

	DIFFRSRP_11
	-19≥ΔRSRP>-20
	dB

	DIFFRSRP_12
	-18≥ΔRSRP>-19
	dB

	DIFFRSRP_13
	-17≥ΔRSRP>-18
	dB

	DIFFRSRP_14
	-16≥ΔRSRP>-17
	dB

	…
	…
	…

	DIFFRSRP_25
	-5≥ΔRSRP>-6
	dB

	DIFFRSRP_26
	-4≥ΔRSRP>-5
	dB

	DIFFRSRP_27
	-3≥ΔRSRP>-4
	dB

	DIFFRSRP_28
	-2≥ΔRSRP>-3
	dB

	DIFFRSRP_29
	-1≥ΔRSRP>-2
	dB

	DIFFRSRP_30
	0≥ΔRSRP>-1
	dB

	DIFFRSRP_31
	1≥ΔRSRP>0
	dB

	DIFFRSRP_32
	2≥ΔRSRP>1
	dB

	DIFFRSRP_33
	3≥ΔRSRP>2
	dB

	DIFFRSRP_34
	4≥ΔRSRP>3
	dB

	DIFFRSRP_35
	5≥ΔRSRP>4
	dB

	DIFFRSRP_36
	6≥ΔRSRP>5
	dB

	…
	…
	…

	DIFFRSRP_47
	17≥ΔRSRP>16
	dB

	DIFFRSRP_48
	18≥ΔRSRP>17
	dB

	DIFFRSRP_49
	19≥ΔRSRP>18
	dB

	DIFFRSRP_50
	20≥ΔRSRP>19
	dB

	DIFFRSRP_51
	21≥ΔRSRP>20
	dB

	DIFFRSRP_52
	22≥ΔRSRP>21
	dB

	DIFFRSRP_53
	23≥ΔRSRP>-22
	dB

	DIFFRSRP_54
	24≥ΔRSRP>23
	dB

	DIFFRSRP_55
	25≥ΔRSRP>24
	dB

	DIFFRSRP_56
	26≥ΔRSRP>25
	dB

	DIFFRSRP_57
	27≥ΔRSRP>26
	dB

	DIFFRSRP_58
	28≥ΔRSRP>27
	dB

	DIFFRSRP_59
	29≥ΔRSRP>28
	dB

	DIFFRSRP_60
	30≥ΔRSRP>29
	dB

	DIFFRSRP_61
	ΔRSRP>30
	dB



10.1.25	UE Rx-Tx Time Difference Measurements
10.1.25.1	Introduction
The requirements in Clause 10.1.25 shall apply, provided the UE has received nr-Multi-RTT-RequestLocationInformation message from LMF via LPP [31] requesting the UE to report one or more UE Rx-Tx time difference measurements defined in TS 38.215 [4]. The requirements in Clause 10.1.25 shall apply: 
-	when UE is in RRC_CONNECTED state and the measurement is performed with MG or without MG,
-	when UE is in RRC_INACTIVE state.
10.1.25.2	Measurement Accuracy Requirements
The UE Rx-Tx time difference measurement accuracy requirements in this clause shall not apply, if:
NTA_offset defined in Table 7.1.2-2 changes during the UE Rx-Tx measurement period or
if the uplink transmission timing changes during the UE Rx-Tx measurement period due to the network-configured Timing Advance.
The UE Rx-Tx time difference measurement accuracy requirements in this clause shall apply provided that:
-	The UE transmits SRS within [-160, 160] msec of at least one DL PRS resource of each of the TRPs in the assistance data.
If the uplink transmission timing changes during the UE Rx-Tx measurement period due to the autonomous timing adjustment defined in clause 7.1.2 then:
-	UE Rx-Tx measurement accuracy requirements shall apply for a cell, which is also the downlink reference cell (defined in section 7.1.1) for SRS transmission even if the uplink transmission timing changes during the UE Rx-Tx measurement period due to autonomous adjustment.
-	UE Rx-Tx measurement accuracy requirements shall not apply for a cell, which is not the downlink reference cell (defined in section 7.1.1) for SRS transmission, if the uplink transmission timing changes during the UE Rx-Tx measurement period due to autonomous adjustment. 
When a serving cell change occurs during the UE Rx-Tx measurement period, the UE Rx-Tx time difference measurement accuracy requirements in this clause shall apply provided that the serving cell change does not impact SRS configuration for the UE Rx-Tx measurement.
The relative accuracy of UE Rx-Tx measurement in this clause is defined as accuracy of the difference between two UE Rx-Tx measurements.
The accuracy requirements in Table 10.1.25.2-1 for FR1 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.14 for a corresponding Band.
AWGN propagation condition.
Table 10.1.25.2-1: UE Rx-Tx time difference measurement accuracy in FR1 in AWGN
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetition Note 3
	NR operating band groupsNote 2
	IoNote 4 range

	
	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	
kHz
	
	
	dBm / SCSPRS
	dBm/BW

	± 78+
	-3
	≥24
	15
	≥4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-127
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	

	± 59+
	
	≥52
	
	≥1
	Note 6
	Note 6
	Note 6

	± 30+
	
	>104
	
	≥1
	Note 6
	Note 6
	Note 6

	± 57+
	
	≥24
	30
	≥4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-123.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-123
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	

	
	
	
	
	
	NR_FDD_FR1_F
	-121.5
	

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	

	
	
	
	
	
	NR_FDD_FR1_H
	-120.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-117.5
	

	± 30+
	
	≥48
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 15+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 29+
	
	≥24
	60
	≥4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-120.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-120
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	

	
	
	
	
	
	NR_FDD_FR1_F
	-118.5
	

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-118
	

	
	
	
	
	
	NR_FDD_FR1_H
	-117.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-114.5
	

	± 15+
	
	≥ 64
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 7+
	
	≥ 132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 101+
	
-13
	≥24
	
15
	≥4
	NOTE 6
	NOTE 6
	NOTE 6

	± 75+
	
	≥52
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 37+
	
	>104
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 58+
	
	≥24
	30
	≥4
	NOTE 6
	NOTE 6
	NOTE 6

	± 39+
	
	≥48
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 16+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 36+
	
	≥24
	60
	≥4
	NOTE 6
	NOTE 6
	NOTE 6

	± 16+
	
	≥ 64
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 8+
	
	≥ 132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter  dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 	 is the margin determined from Table 10.1.25.2-5.



The accuracy requirements in Table 10.1.25.2-1a for FR1 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.14 for a corresponding Band.
Number of measurement samples is less than 4
AWGN propagation condition.
Table 10.1.25.2-1a: UE Rx-Tx time difference measurement accuracy in FR1 in AWGN with reduced measurement samples
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetition Note 3
	NR operating band groupsNote 2
	IoNote 4 range

	
	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	
kHz
	
	
	dBm / SCSPRS
	dBm/BW

	± 59+
	0
	≥52
	15
	≥1
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-50

	± 30+6
	
	>104
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 30+
	
	≥48
	30
	≥1
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-123.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-123
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-121.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-120.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-117.5
	-50

	± 15+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 15+
	
	≥64
	60
	≥1
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-114.5
	-50

	± 7+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 75+
	-6
	≥52
	15
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 37+
	
	>104
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 39+
	
	≥48
	30
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 16+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 16+
	
	≥64
	60
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 8+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 	 is the margin determined from Table 10.1.25.2-5.



The relative accuracy requirements in Table 10.1.25.2-1b for FR1 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.14 for a corresponding Band.
AWGN propagation condition.
the two UE Rx-Tx time difference measurements are associated with the same RxTx TEG

Table 10.1.25.2-1b: UE Rx-Tx time difference relative measurement accuracy in FR1 in AWGN with TEG reporting
	Accuracy
	Conditions

	
	PRS Ês/Iot
	PRS SCS
	PRS bandwidth
Note 1
	PRS resource repetition ()
Note 2
	Io Note 3 range

	
	
	
	
	
	NR operating band groups Note 4
	Minimum Io 
	Maximum Io

	Tc Note 5
	dB
	kHz
	RB
	
	
	dBm/SCS 
	dBm/BWChannel

	132 +ΔNote 7
	(PRS Ês/Iot)j ≥-6dB

 (PRS Ês/Iot)i ≥-13dB
	15
	≥ [24
	≥ 4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-127
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-50

	98 +Δ
	
	
	≥ 52
	≥ 1
	Note 6
	Note 6
	Note 6

	42 +Δ
	
	
	≥ 104
	≥ 1
	Note 6
	Note 6
	Note 6

	75 +Δ
	
	30 
	≥ 24
	≥ 4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-123.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-123
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-121.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-120.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-117.5
	-50

	48 +Δ
	
	
	≥ 48
	≥ 1
	Note 6
	Note 6
	Note 6

	24 +Δ
	
	
	≥ 132
	≥ 1
	Note 6
	Note 6
	Note 6

	50 +Δ

	
	60
	≥24
	≥ 4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-114.5
	-50

	24 +Δ
	
	
	≥ 64
	≥ 1
	Note 6
	Note 6
	Note 6

	10 +Δ
	
	
	≥ 132
	≥ 1
	Note 6
	Note 6
	Note 6

	NOTE 1:	Minimum PRS bandwidth, which is minimum of the PRS bandwidths of resource j and resource i.
NOTE 2: 	Minimum number of PRS resource repetitions among resource j and resource i.  are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and dl-PRS-CombSizeNdefined in TS 37.355 [34], respectively.
NOTE 3:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7:	Δis the value of the timing error margin for the RxTx TEG, reported via nr-UE-RxTxTEG-TimingErrorMargin. Δ cannot be larger than the sum of the margins in table 10.1.25.2-5 (dependent on PRS/SRS BW) for any pair of individual UE Rx-Tx time difference measurements associated with the RxTx TEG. .



The accuracy requirements in Table 10.1.25.2-2 for FR1 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.14 for a corresponding Band.
Fading propagation condition.
Table 10.1.25.2-2: UE Rx-Tx time difference measurement accuracy in FR1 in fading
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetition Note 3
	NR operating band groupsNote 2
	IoNote 4 range

	
	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	
kHz
	
	
	dBm / SCSPRS
	dBm/BW

	± 137+
	-3
	≥24
	15
	≥4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-127
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	

	± 96+
	
	≥52
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 62+
	
	>104
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 87+
	
	≥24
	30
	≥4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-124
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-123.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-123
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	

	
	
	
	
	
	NR_FDD_FR1_F
	-121.5
	

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	

	
	
	
	
	
	NR_FDD_FR1_H
	-120.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-117.5
	

	± 68+
	
	≥48
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 44+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 59+
	
	≥24
	60
	≥4
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-120.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-120
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	

	
	
	
	
	
	NR_FDD_FR1_F
	-118.5
	

	
	
	
	
	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-118
	

	
	
	
	
	
	NR_FDD_FR1_H
	-117.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-114.5
	

	± 42+
	
	≥ 64
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 36+
	
	≥ 132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 180+
	-13
	≥24
	15
	≥4
	NOTE 6
	NOTE 6
	NOTE 6

	± 98+
	
	≥52
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 68+
	
	>104
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 87+
	
	≥24
	30
	≥4
	NOTE 6
	NOTE 6
	NOTE 6

	± 85+
	
	≥48
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 44+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 139+
	
	≥24
	60
	≥4
	NOTE 6
	NOTE 6
	NOTE 6

	± 46+
	
	≥ 64
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	± 30+
	
	≥ 132
	
	≥1
	NOTE 6
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter  dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 		 is the margin determined from Table 10.1.25.2-5.



The accuracy requirements in Table 10.1.25.2-3 for FR2 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.14 for a corresponding Band.
AWGN propagation condition.
Table 10.1.25.2-3: UE Rx-Tx time difference measurement accuracy in FR2 in AWGN
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetitionNote 3
	IoNote 4 range

	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	kHz
	
	dBm / SCSPRS
	dBm/BWChannel

	± 22+
	-3
	≥24
	60
	≥4
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	± 15+
	
	≥64
	
	≥1
	NOTE 6
	NOTE 6

	± 7+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6

	± 12+
	
	≥32
	120
	≥4
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	± 7+
	
	≥64
	
	≥1
	NOTE 6
	NOTE 6

	± 4+
	
	≥128
	
	≥1
	NOTE 6
	NOTE 6

	± 35+
	-13
	≥24
	60
	≥4
	NOTE 6
	NOTE 6

	± 15+
	
	≥64
	
	≥1
	NOTE 6
	NOTE 6

	± 7+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6

	± 14+
	
	≥32
	120
	≥4
	NOTE 6
	NOTE 6

	± 9+
	
	≥64
	
	≥1
	NOTE 6
	NOTE 6

	± 4+
	
	≥128
	
	≥1
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter  dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 		 is the margin determined from Table 10.1.25.2-6.



The accuracy requirements in Table 10.1.25.2-3a for FR2 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.14 for a corresponding Band 
Number of measurement samples is less than 4
AWGN propagation condition.
Table 10.1.25.2-3a: UE Rx-Tx time difference measurement accuracy in FR2 in AWGN with reduced measurement samples
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetitionNote 3
	IoNote 4 range

	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	kHz
	
	dBm / SCSPRS
	dBm/BWChannel

	± 15+
	0
	≥64
	60
	≥1
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	NOTE 6

	± 7+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6

	± 7+
	
	≥64
	120
	≥1
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	NOTE 6

	± 4+
	
	≥128
	
	≥1
	NOTE 6
	NOTE 6

	± 15+
	-6
	≥64
	60
	≥1
	NOTE 6
	NOTE 6

	± 7+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6

	± 9+
	
	≥64
	120
	≥1
	NOTE 6
	NOTE 6

	± 4+
	
	≥128
	
	≥1
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 	 is the margin determined from Table 10.1.25.2-6.



The relative accuracy requirements in Table 10.1.25.2-3b for FR2 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.14 for a corresponding Band 
AWGN propagation condition.
the two UE Rx-Tx time difference measurements are associated with the same RxTx TEG
Table 10.1.25.2-3b: UE Rx-Tx time difference relative measurement accuracy in FR2 in AWGN with TEG reporting
	Accuracy
	Conditions

	
	PRS Ês/Iot
	PRS SCS
	PRS bandwidth
Note 1
	PRS resource repetition 
()          Note 2
	Io Note 3 range

	
	
	
	
	
	Minimum Io 
	Maximum Io

	Tc Note 4
	dB
	kHz
	RB
	
	dBm/SCS 
	dBm/BWChannel

	35 +ΔNote 6
	(PRS Ês/Iot)j ≥-6dB

 (PRS Ês/Iot)i ≥-13dB
	60
	≥ 24
	≥ 4
	Same value as PRS_RP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	24 +Δ
	
	
	≥ 64
	≥ 1
	Note 5
	Note 5

	11 +Δ
	
	
	≥ 132
	≥ 1
	Note 5
	Note 5

	24+Δ
	
	120
	≥ 32
	≥ 4
	Same value as PRS_RP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	13 +Δ
	
	
	≥ 64
	≥ 1
	Note 5
	Note 5

	6 +Δ
	
	
	≥ 128
	≥ 1
	Note 5
	Note 5

	NOTE 1:	Minimum PRS bandwidth, which is minimum of the PRS bandwidths of resource j and resource i.
NOTE 2: 	Minimum number of PRS resource repetitions among resource j and resource i.  are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and dl-PRS-CombSizeNdefined in TS 37.355 [34], respectively.
NOTE 3:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 4:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 5:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 6:	Δis the value of the timing error margin for the RxTx TEG, reported via nr-UE-RxTxTEG-TimingErrorMargin. Δ cannot be larger than the sum of the margins in table 10.1.25.2-6 (dependent on PRS/SRS BW) for any pair of individual UE Rx-Tx time difference measurements associated with the RxTx TEG. 



The accuracy requirements in Table 10.1.25.2-4 for FR2 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.14 for a corresponding Band.
Fading propagation condition.
Table 10.1.25.2-4: UE Rx-Tx time difference measurement accuracy in FR2 in fading
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetitionNote 3
	IoNote 4 range

	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	kHz
	
	dBm / SCSPRS
	dBm/BWChannel

	± 75+
	-3
	≥24
	60
	≥4
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	± 72+
	
	≥64
	
	≥1
	NOTE 6
	NOTE 6

	± 57+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6

	± 61+
	
	≥32
	120
	≥4
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	± 64+
	
	≥64
	
	≥1
	NOTE 6
	NOTE 6

	± 55+
	
	≥128
	
	≥1
	NOTE 6
	NOTE 6

	± 92+
	-13
	≥24
	60
	≥4
	NOTE 6
	NOTE 6

	± 70+
	
	≥64
	
	≥1
	NOTE 6
	NOTE 6

	± 57+
	
	≥132
	
	≥1
	NOTE 6
	NOTE 6

	± 60+
	
	≥32
	120
	≥4
	NOTE 6
	NOTE 6

	± 66+
	
	≥64
	
	≥1
	NOTE 6
	NOTE 6

	± 62+
	
	≥128
	
	≥1
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter  dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 	 is the margin determined from Table 10.1.25.2-6.



Table 10.1.25.2-5: Margin for UE Rx-Tx time difference measurement accuracy in FR1
	Min(PRS BW, SRS BW) (RB)
	Margin (Tc Note 1)

	SCS = 15 kHz
	SCS = 30 kHz
	SCS = 60 kHz
	

	≥ 24
	N/A
	N/A
	160

	≥ 52
	≥ 24
	N/A
	80

	≥ 104
	≥ 48
	≥ 24
	56

	N/A
	≥ 132
	≥ 64
	24

	N/A
	N/A
	≥ 132
	24

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2:	If SRS and PRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



Table 10.1.25.2-6: Margin for UE Rx-Tx time difference measurement accuracy in FR2
	Min(PRS BW, SRS BW) (MHz)
	Margin (Tc Note 1)

	SCS = 60 kHz
	SCS = 120 kHz
	

	≥ 24
	N/A
	76

	≥ 64
	≥ 32
	32

	≥ 132
	≥ 64
	24

	N/A
	≥ 128
	20

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2:	If SRS and PRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



10.1.25.3	Report mapping
Absolute UE Rx-Tx measurement reporting in clause 10.1.25.3.1, differential reporting for UE Rx-Tx measurement in clause 10.1.25.3.2, and additional path report mapping for UE Rx-Tx measurement in clause 10.1.25.3.3 applies, regardless of number of samples used to measure PRS, to report:
-	TEG based measurement corresponding to UE reported Rx TEG in nr-UE-Rx-TEG-ID-r17 [34],
-	gap-based UE Rx-Tx measurement,
-	gapless UE Rx-Tx measurement,
-	UE Rx-Tx in RRC_INACTIVE state.

10.1.25.3.1	Absolute UE Rx-Tx Measurement Report Mapping
The reporting range for the absolute UE Rx-Tx time difference measurement (TUE Rx-Tx) is defined from -985024Tc to 985024Tc with the resolution step of 2kTc, where: 
Tc is defined in TS 38.211 [6], 
kmin≤k≤kmax, 
kmin=[2] and kmax=5, when at least one of the PRS and the SRS resources configured for TUE Rx-Tx is in FR1,
kmin=0 and kmax=5, when both PRS and SRS resources configured for TUE Rx-Tx are in FR2,
k≥ timingReportingGranularityFactor [34] configured by LMF via LPP for the UE Rx-Tx time difference measurement.
The TUE Rx-Tx report mapping for k = 0, 1, 2, 3, 4, and 5 are specified in Tables 10.1.25.3.1-1, 10.1.25.3.1-2, 10.1.25.3.1-3, 10.1.25.3.1-4, 10.1.25.3.1-5, and 10.1.25.3.1-6, respectively.
Table 10.1.25.3.1-1: Absolute UE Rx-Tx time difference measurement report mapping for k=0
	[bookmark: _Hlk40263897]Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985023
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985023  TUE Rx-Tx < -985022
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_985024
	-1  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_985025
	0  TUE Rx-Tx < 1
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_1970047
	985022  TUE Rx-Tx < 985023
	Tc

	RX-TX_TIME_DIFFERENCE_1970048
	985023  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_1970049
	985024  TUE Rx-Tx
	Tc



Table 10.1.25.3.1-2: Absolute UE Rx-Tx time difference measurement report mapping for k=1
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985022
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985022  TUE Rx-Tx < -985020
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_492512
	-2  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_492513
	0  TUE Rx-Tx < 2
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_985023
	985020  TUE Rx-Tx < 985022
	Tc

	RX-TX_TIME_DIFFERENCE_985024
	985022  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_985025
	985024  TUE Rx-Tx
	Tc



Table 10.1.25.3.1-3: Absolute UE Rx-Tx time difference measurement report mapping for k=2
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985020
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985020  TUE Rx-Tx < -985016
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_246256
	-4  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_246257
	0  TUE Rx-Tx < 4
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_492511
	985016  TUE Rx-Tx < 985020
	Tc

	RX-TX_TIME_DIFFERENCE_492512
	985020  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_492513
	985024  TUE Rx-Tx
	Tc



Table 10.1.25.3.1-4: Absolute UE Rx-Tx time difference measurement report mapping for k=3
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985016
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985016  TUE Rx-Tx < -985008
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_123128
	-8  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_123129
	0  TUE Rx-Tx < 8
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_246255
	985008  TUE Rx-Tx < 985016
	Tc

	RX-TX_TIME_DIFFERENCE_246256
	985016  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_246257
	985024  TUE Rx-Tx
	Tc



Table 10.1.25.3.1-5: Absolute UE Rx-Tx time difference measurement report mapping for k=4
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -985008
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-985008  TUE Rx-Tx < -984992
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_61564
	-16  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_61565
	0  TUE Rx-Tx < 16
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_123127
	984992  TUE Rx-Tx < 985008
	Tc

	RX-TX_TIME_DIFFERENCE_123128
	985008  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_123129
	985024  TUE Rx-Tx
	Tc



Table 10.1.25.3.1-6: Absolute UE Rx-Tx time difference measurement report mapping for k=5
	Reported Quantity Value
	Measured Quantity Value
	Unit

	RX-TX_TIME_DIFFERENCE_0000
	TUE Rx-Tx < -985024
	Tc

	RX-TX_TIME_DIFFERENCE_0001
	-985024  TUE Rx-Tx < -984992
	Tc

	RX-TX_TIME_DIFFERENCE_0002
	-984992  TUE Rx-Tx < -984960
	Tc

	
	
	…

	RX-TX_TIME_DIFFERENCE_30782
	-32  TUE Rx-Tx < 0
	Tc

	RX-TX_TIME_DIFFERENCE_30783
	0  TUE Rx-Tx < 32
	Tc

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_61563
	984960  TUE Rx-Tx < 984992
	Tc

	RX-TX_TIME_DIFFERENCE_61564
	984992  TUE Rx-Tx < 985024
	Tc

	RX-TX_TIME_DIFFERENCE_61565
	985024  TUE Rx-Tx
	Tc



10.1.25.3.2	Differential UE Rx-Tx Measurement Report Mapping
The reporting range for differential UE Rx-Tx time difference measurement (TUE Rx-Tx) is defined from 0 up to 8191Tc where: 
TUE Rx-Tx = TUE Rx-Tx1 - TUE Rx-Tx2; where:
TUE Rx-Tx1 > TUE Rx-Tx2, 
TUE Rx-Tx1 is the first absolute UE Rx-Tx time difference measurement,
TUE Rx-Tx1 is the second absolute UE Rx-Tx time difference measurement,
Tc is defined in TS 38.211 [6], 
kmin≤k≤kmax, 
kmin=[2] and kmax=5, when at least one of the PRS and the SRS resources configured for TUE Rx-Tx is in FR1,
kmin=0 and kmax=5, when all the PRS and SRS resources configured for TUE Rx-Tx are in FR2,
k≥ timingReportingGranularityFactor [34] configured by LMF via LPP for the UE Rx-Tx time difference measurement.
The TUE Rx-Tx report mapping for k = 0, 1, 2, 3, 4, and 5 are specified in Tables 10.1.25.3.2-1, 10.1.25.3.2-2, 10.1.25.3.2-3, 10.1.25.3.2-4, 10.1.25.3.2-5, and 10.1.25.3.2-6, respectively.
Table 10.1.25.3.2-1: Differential UE Rx-Tx time difference measurement report mapping for k=0
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 1
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	1  TUE Rx-Tx < 2
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	2  TUE Rx-Tx < 3
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_8189
	8189  TUE Rx-Tx < 8190
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_8190
	8190  TUE Rx-Tx < 8191
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_8191
	8191  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-2: Differential UE Rx-Tx time difference measurement report mapping for k=1
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 2
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	2  TUE Rx-Tx < 4
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	4  TUE Rx-Tx < 6
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_4093
	8186  TUE Rx-Tx < 8188
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_4094
	8188  TUE Rx-Tx < 8190
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_4095
	8190  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-3: Differential UE Rx-Tx time difference measurement report mapping for k=2
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 4
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	4  TUE Rx-Tx < 8
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	8  TUE Rx-Tx < 12
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_2045
	8180  TUE Rx-Tx < 8184
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_2046
	8184  TUE Rx-Tx < 8188
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_2047
	8188  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-4: Differential UE Rx-Tx time difference measurement report mapping for k=3
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 8
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	8  TUE Rx-Tx < 16
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	16  TUE Rx-Tx < 24
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_1021
	8168  TUE Rx-Tx < 8176
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_1022
	8176  TUE Rx-Tx < 8184
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_1023
	8184  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-5: Differential UE Rx-Tx time difference measurement report mapping for k=4
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 16
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	16  TUE Rx-Tx < 32
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	32  TUE Rx-Tx < 48
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_509
	8144  TUE Rx-Tx < 8160
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_510
	8160  TUE Rx-Tx < 8176
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_511
	8176  TUE Rx-Tx
	Tc



Table 10.1.25.3.2-6: Differential UE Rx-Tx time difference measurement report mapping for k=5
	Reported Quantity Value
	Measured Quantity Value
	Unit

	DIFF_RX-TX_TIME_DIFFERENCE_0000
	0  TUE Rx-Tx < 32
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0001
	32  TUE Rx-Tx < 64
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_0002
	64  TUE Rx-Tx < 96
	Tc

	
	
	…

	DIFF_RX-TX_TIME_DIFFERENCE_253
	8096  TUE Rx-Tx < 8128
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_254
	8128  TUE Rx-Tx < 8160
	Tc

	DIFF_RX-TX_TIME_DIFFERENCE_255
	8160  TUE Rx-Tx
	Tc



10.1.25.3.3	Additional Path Report Mapping for UE Rx-Tx Time Difference
The reporting range for the additional path reporting for an UE Rx-Tx time difference measurement is defined up to the range from -8175Tc to 8175Tc with the resolution step of 2kTc, where 
Tc is defined in TS 38.211 [6], 
kmin≤k≤kmax, 
kmin=[2] and kmax=5, when at least one of the PRS resource and SRS resource configured for the UE Rx-Tx time difference measurement is in FR1,
kmin=0 and kmax=5, when both of the PRS resource and SRS resource configured for the UE Rx-Tx time difference measurement is in FR2,
k≥ timingReportingGranularityFactor [34] configured by LMF via LPP for the UE Rx-Tx time difference measurement.
The UE can report the timing of up to two additional paths with respect to the path timing determining the UE Rx-Tx time difference measurement.
The UE capable of  additionalPathsExtSupport-r17 can report the timing of up to its supported number of additional paths with respect to the path timing determining the UE Rx-Tx measurement.
The report mappings for different k values are specified in Tables 10.1.25.3.3-1  10.1.25.3.3-6.
Table 10.1.25.3.3-1: Report mapping for k=0
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	
	
	

	path_00000
	path < -8175
	Tc

	path_00001
	-8175  path < -8174
	Tc

	path_00002
	-8174  path < -8173
	Tc

	
	
	…

	path_08175
	-1  path < 0
	Tc

	path_08176
	0  path < 1
	Tc

	…
	…
	…

	path_ 16349
	8173  path < 8174
	Tc

	path_ 16350
	8174  path < 8175
	Tc

	path_ 16351
	8175  path
	Tc



Table 10.1.25.3.3-2: Report mapping for k=1
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_0000
	path < -8175
	Tc

	path_0001
	-8175  path < -8173
	Tc

	path_0002
	-8173  path < -8171
	Tc

	
	
	…

	path_4088
	-1  path < 1
	Tc

	…
	…
	…

	path_8174
	8171  path < 8173
	Tc

	path_8175
	8173  path < 8175
	Tc

	path_8176
	8175  path
	Tc



Table 10.1.25.3.3-3: Report mapping for k=2
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_0000
	path < -8174
	Tc

	path_0001
	-8174  path < -8170
	Tc

	path_0002
	-8170  path < -8166
	Tc

	
	
	…

	path_2044
	-2  path < 2
	Tc

	…
	…
	…

	path_4086
	8166  path < 8170
	Tc

	path_4087
	8170  path < 8174
	Tc

	path_4088
	8174  path
	Tc



Table 10.1.25.3.3-4: Report mapping for k=3
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_0000
	path < -8172
	Tc

	path_0001
	-8172  path < -8164
	Tc

	path_0002
	-8164  path < -8156
	Tc

	
	
	…

	path_1022
	-4  path < 4
	Tc

	…
	…
	…

	path_2042
	8156  path < 8164
	Tc

	path_2043
	8164  path < 8172
	Tc

	path_2044
	8172  path
	Tc



Table 10.1.25.3.3-5: Report mapping for k=4
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_0000
	path < -8168
	Tc

	path_0001
	-8168  path < -8152
	Tc

	path_0002
	-8152  path < -8136
	Tc

	
	
	…

	path_511
	-8  path < 8
	Tc

	…
	…
	…

	path_1020
	8136  path < 8152
	Tc

	path_1021
	8152  path < 8168
	Tc

	path_1022
	8168  path
	Tc



Table 10.1.25.3.3-6: Report mapping for k=5
	Reported Quantity Value,
path_i
	Measured Quantity Value,
path
	Unit

	path_000
	path < -8160
	Tc

	path_001
	-8160  path < -8128
	Tc

	path_002
	-8128  path < -8096
	Tc

	
	
	…

	path_256
	0  path < 32
	Tc

	…
	…
	…

	path_509
	8096  path < 8128
	Tc

	path_510
	8128  path < 8160
	Tc

	path_511
	8160  path
	Tc



10.1.26	FR2 P-MPR report
The FR2 P-MPR report mapping is defined by this clause.
10.1.26.1	Report mapping
Table 10.1.26.1-1 defines the FR2 P-MPR report mapping.
Table 10.1.26.1-1 Mapping of FR2 P-MPR
	Reported value
	Measured quantity value
	Unit

	P-MPR_00
	3  PMP-R < 6
	dB

	P-MPR_01
	6  PMP-R < 9
	dB

	P-MPR_02
	9  PMP-R < 12
	dB

	P-MPR_03
	PMP-R  12
	dB



10.1.27	L1-SINR accuracy requirements for FR1
10.1.27.1	L1-SINR accuracy requirements with CSI-RS based CMR and no dedicated IMR configured
10.1.27.1.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-SINR in this clause apply to all CSI-RS resources configured as CMR and no dedicated resource configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements in Table 10.1.27.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.1 for a corresponding Band for each relevant CSI-RS based CMR.
-	The bandwidth of CSI-RS as CMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR is equal to or better than the accuracy requirements in Table 10.1.27.1.1-1.

[bookmark: _Hlk63014419]Table 10.1.27.1.1-1: L1-SINR absolute accuracy for CSI-RS based CMR only in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR
Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±5.5
	±6.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for CSI-RS CMR Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.27.1.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-SINR is defined as the L1-SINR measured from one CSI-RS compared to the largest measured value of L1-SINR among all CSI-RS resources of the serving cell.
The accuracy requirements in Table 10.1.27.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.1 for a corresponding Band for each relevant CSI-RS based CMR.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR is equal to or better than the accuracy requirements in Table 10.1.27.1.2-1.

Table 10.1.27.1.2-1: L1-SINR relative accuracy for CSI-RS based CMR only in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR
Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±[4.5]
	±[5.5]
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CMR CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for CSI-RS CMR Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.27.2	L1-SINR accuracy requirements with SSB based CMR and dedicated IMR configured
10.1.27.2.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SSB based L1-SINR in this clause apply to all SSBs configured as CMR and dedicated resources configured as IMR of the serving cell configured for L1-SINR measurement.
[bookmark: _Hlk53324613]The accuracy requirements are defined in Table 10.1.27.2.1-1 for SSB based CMR and NZP-IMR and in Table 10.1.27.2.1-2 for SSB based CMR and ZP-IMR. 
The accuracy requirements in Tables 10.1.27.2.1-1 and 10.1.27.2.1-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.2 for a corresponding Band for each relevant SSB based CMR and IMR.
[bookmark: _Hlk53385889]-	The bandwidth of NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.27.2.1-1 and 10.1.27.2.1-2.

Table 10.1.27.2.1-1: L1-SINR absolute accuracy for SSB based CMR and NZP-IMR in FR1
	[bookmark: _Hlk63015785]Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±4.0
	±5.0
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for SSB-CMR Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



Table 10.1.27.2.1-2: L1-SINR absolute accuracy for SSB based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±4.5
	±5.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.27.2.2	Relative Accuracy
The relative accuracy of SSB based L1-SINR is defined as the L1-SINR measured from one SSB configured as CMR and one IMR configured as IMR compared to the largest measured value of L1-SINR among all SSBs and IMRs of the serving cell.
The accuracy requirements are defined in Table 10.1.27.2.2-1 for SSB based CMR and NZP-IMR and in Table 10.1.27.2.2-2 for SSB based CMR and ZP-IMR. 
The accuracy requirements in Tables 10.1.27.2.2-1 and 10.1.27.2.2-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.2 for a corresponding Band for each relevant SSB based CMR and IMR.
-	The bandwidth of NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.27.2.2-1 and 10.1.27.2.2-2.

Table 10.1.27.2.2-1: L1-SINR relative accuracy for SSB based CMR and NZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot Note 2
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±[3.0]
	±[4.0]
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB CMR Ês/Iot is the minimum SSB CMR Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for SSB-CMR Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



Table 10.1.27.2.2-2: L1-SINR relative accuracy for SSB based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB- 
CMR
Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±[3.5]
	±[4.5]
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB CMR Ês/Iot is the minimum SSB CMR Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.27.3	L1-SINR accuracy requirements with CSI-RS based CMR and dedicated IMR configured
10.1.27.3.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-SINR in this clause apply to all CSI-RS resources configured as CMR and dedicated resources configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements are defined in Table 10.1.27.3.1-1 for CSI-RS based CMR and NZP-IMR and in Table 10.1.27.3.1-2 for CSI-RS based CMR and ZP-IMR.
The accuracy requirements in Tables 10.1.27.3.1-1 and 10.1.27.3.1-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.3 for a corresponding Band for each relevant CSI-RS based CMR and IMR.
-	The bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.27.3.1-1 and 10.1.27.3.1-2.

Table 10.1.27.3.1-1: L1-SINR absolute accuracy for CSI-RS based CMR and NZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR Ês/Iot  
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±4.0
	±5.0
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for CSI-RS CMR Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



Table 10.1.27.3.1-2: L1-SINR absolute accuracy for CSI-RS based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±4.5
	±5.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 3:	The requirements apply for CSI-RS CMR Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



10.1.27.3.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-SINR is defined as the L1-SINR measured from one CSI-RS configured as CMR and one IMR configured as IMR compared to the largest measured value of L1-SINR among all CSI-RS and IMR resources of the serving cell.
The accuracy requirements are defined in Table 10.1.27.3.2-1 for CSI-RS based CMR and NZP-IMR and in Table 10.1.27.3.2-2 for CSI-RS based CMR and ZP-IMR.
The accuracy requirements in Tables 10.1.27.3.2-1 and 10.1.27.3.2-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.3 for a corresponding Band for each relevant CSI-RS based CMR and IMR.
-	The bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.27.3.2-1 and 10.1.27.3.2-2.
Table 10.1.27.3.2-1: L1-SINR relative accuracy for CSI-RS based CMR and NZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR Ês/Iot Note 2 
	NZP-IMR
Ês/Iot
	Io Note 1 range

	
	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±[3.0]
	±[4.0]
	0
	0
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CMR CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for CSI-RS CMR Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.



Table 10.1.27.3.2-2: L1-SINR relative accuracy for CSI-RS based CMR and ZP-IMR in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS 
CMR Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±[3.5]
	±[4.5]
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CMR CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 4:	The requirements apply for CSI-RS CMR Ês/Iot ≤ [6] dB with SCS 15kHz or 30kHz under NR high speed scenarios.


10.1.28	L1-SINR accuracy requirements for FR2
10.1.28.1	L1-SINR accuracy requirements with CSI-RS based CMR and no dedicated IMR configured
10.1.28.1.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-SINR in this clause apply to all CSI-RS resources configured as CMR and no dedicated resource configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements in Table 10.1.28.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.1 for a corresponding Band for each relevant CSI-RS based CMR.
-	The bandwidth of CSI-RS as CMR is 48 PRBs and the density is 3. 
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR is equal to or better than the accuracy requirements in Table 10.1.28.1.1-1.
Table 10.1.28.1.1-1: L1-SINR absolute accuracy for CSI-RS based CMR only in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS
CMR
Ês/Iot Note 3
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz 
	SCSCSI-RS = 120kHz
	
	

	±5.5
	±6.5
	≥-3
	Same value as CSI-RS_RP in Table in B.2.8.1, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the CSI-RS CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.28.1.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-SINR is defined as the L1-SINR measured from one CSI-RS compared to the largest measured value of L1-SINR among all CSI-RS resources of the serving cell.
The accuracy requirements in Table 10.1.28.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.1 for a corresponding Band for each relevant CSI-RS based CMR.
-	The bandwidth of CSI-RS as CMR is 48 PRBs and the density is 3. 
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
-	AWGN radio propagation conditions.
The performance with larger bandwidth of CSI-RS as CMR is equal to or better than the accuracy requirements in Table 10.1.28.1.2-1.
Table 10.1.28.1.2-1: L1-SINR relative accuracy for CSI-RS based CMR only in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS
CMR
Ês/Iot Note 2, Note 4
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz 
	SCSCSI-RS = 120kHz
	
	

	±4.5
	±5.5
	≥-3
	Same value as CSI-RS_RP in Table in B.2.8.1, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CSI-RS CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the CSI-RS CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.28.2	L1-SINR accuracy requirements with SSB based CMR and dedicated IMR configured
10.1.28.2.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SSB based L1-SINR in this clause apply to all SSBs configured as CMR and dedicated resources configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements are defined in Table 10.1.28.2.1-1 for SSB based CMR and NZP-IMR and in Table 10.1.28.2.1-2 for SSB based CMR and ZP-IMR.
The accuracy requirements in Tables 10.1.28.2.1-1 and 10.1.28.2.1-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.2 for a corresponding Band for each relevant SSB based CMR and IMR.
-	The bandwidth of NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
-	AWGN radio propagation conditions.
-	SSB based CMR and IMR in the test come from the same direction.
The performance with larger bandwidth of NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.28.2.1-1 and 10.1.28.2.1-2.
Table 10.1.28.2.1-1: L1-SINR absolute accuracy for SSB based CMR and NZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB 
CMR
Ês/Iot Note 3
	NZP-IMR
Ês/Iot Note 3
	Io Note 1 range

	
	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	dBm / SCSSSB Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	±4.0
	±5.0
	≥0
	≥0
	Same value as SSB_RP in Table in B.2.8.2, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB Ês/Iot, NZP-IMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 10.1.28.2.1-2: L1-SINR absolute accuracy for SSB based CMR and ZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB 
CMR
Ês/Iot Note 3
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	±4.5
	±5.5
	≥-3
	Same value as SSB_RP in Table in B.2.8.2, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the SSB CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.28.2.2	Relative Accuracy
The relative accuracy of SSB based L1-SINR is defined as the L1-SINR measured from one SSB configured as CMR and one IMR configured as IMR compared to the largest measured value of L1-SINR among all SSB based CMRs and IMRs of the serving cell.
The accuracy requirements are defined in Table 10.1.28.2.2-1 for SSB based CMR and NZP-IMR and in Table 10.1.28.2.2-2 for SSB based CMR and ZP-IMR.
The accuracy requirements in Tables 10.1.28.2.2-1 and 10.1.28.2.2-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.2 for a corresponding Band for each relevant SSB based CMR and IMR.
-	The bandwidth of NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
-	AWGN radio propagation conditions.
-	SSB based CMR and IMR in the test come from the same direction.
The performance with larger bandwidth of NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.28.2.2-1 and 10.1.28.2.2-2.
Table 10.1.28.2.2-1: L1-SINR relative accuracy for SSB based CMR and NZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB 
CMR
Ês/Iot Note 2, Note 4
	NZP-IMR
Ês/Iot Note 4
	Io Note 1 range

	
	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	dBm / SCSSSB Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	±3.0
	±4.0
	≥0
	≥0
	Same value as SSB_RP in Table in B.2.8.2, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB CMR Ês/Iot is the minimum SSB CMR Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the SSB CMR Ês/Iot, NZP-IMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 10.1.28.2.2-2: L1-SINR relative accuracy for SSB based CMR and ZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB 
CMR
Ês/Iot Note 2, Note 4
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSSSB Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 120kHz
	SCSSSB = 240kHz
	
	

	±3.5
	±4.5
	≥-3
	Same value as SSB_RP in Table in B.2.8.2, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB CMR Ês/Iot is the minimum SSB CMR Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the SSB CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.28.3	L1-SINR accuracy requirements with CSI-RS based CMR and dedicated IMR configured
10.1.28.3.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of CSI-RS based L1-SINR in this clause apply to all CSI-RS resources as CMR and dedicated resources configured as IMR of the serving cell configured for L1-SINR measurement.
The accuracy requirements are defined in Table 10.1.28.3.1-1 for CSI-RS based CMR and NZP-IMR and in Table 10.1.28.3.1-2 for CSI-RS based CMR and ZP-IMR.
The accuracy requirements in Tables 10.1.28.3.1-1 and 10.1.28.3.1-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.3 for a corresponding Band for each relevant CSI-RS based CMR and IMR.
-	The bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
-	AWGN radio propagation conditions.
-	CSI-RS based CMR and IMR in the test come from the same direction.
The performance with larger bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.28.3.1-1 and 10.1.28.3.1-2.
Table 10.1.28.3.1-1: L1-SINR absolute accuracy for CSI-RS based CMR and NZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot Note 3
	NZP-IMR
Ês/Iot Note 3
	Io Note 1 range

	
	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	dBm / SCSCSI-RS Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	±4.0
	±5.0
	≥0
	≥0
	Same value as CSI-RS_RP in Table in B.2.8.3, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the CSI-RS Ês/Iot, NZP-IMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 10.1.28.3.1-2: L1-SINR absolute accuracy for CSI-RS based CMR and ZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot Note 3
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 2
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	±4.5
	±5.5
	≥-3
	Same value as CSI-RS_RP in Table in B.2.8.3, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 3:	In the test cases, the CSI-RS Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.28.3.2	Relative Accuracy
The relative accuracy of CSI-RS based L1-SINR is defined as the L1-SINR measured from one CSI-RS configured as CMR and one IMR configured as IMR compared to the largest measured value of L1-SINR among all CSI-RS based CMRs and IMRs of the serving cell.
The accuracy requirements are defined in Table 10.1.28.3.2-1 for CSI-RS based CMR and NZP-IMR and in Table 10.1.28.3.2-2 for CSI-RS based CMR and ZP-IMR.
The accuracy requirements in Tables 10.1.28.3.2-1 and 10.1.28.3.2-2 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
-	Conditions for L1-SINR measurements are fulfilled according to Annex B.2.8.3 for a corresponding Band for each relevant CSI-RS based CMR and IMR.
-	The bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is 48 PRBs and the density is 3.
-	The measured signals are in the directions covered by the percentile EIS spherical coverage of the UE, defined in clause 7.3.4 of TS 38.101-2 [19].
-	AWGN radio propagation conditions.
-	CSI-RS based CMR and IMR in the test come from the same direction.
The performance with larger bandwidth of CSI-RS as CMR, NZP-IMR and ZP-IMR is equal to or better than the accuracy requirements in Tables 10.1.28.3.2-1 and 10.1.28.3.2-2.
Table 10.1.28.3.2-1: L1-SINR relative accuracy for CSI-RS based CMR and NZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot Note 2, Note 4
	NZP-IMR
Ês/Iot Note 4
	Io Note 1 range

	
	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dB
	dBm / SCSCSI-RS Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	±3.0
	±4.0
	≥0
	≥0
	Same value as CSI-RS_RP in Table in B.2.8.3, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CSI-RS CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the CSI-RS CMR Ês/Iot, NZP-IMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



Table 10.1.28.3.2-2: L1-SINR relative accuracy for CSI-RS based CMR and ZP-IMR in FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS CMR Ês/Iot Note 2, Note 4
	Io Note 1 range

	
	
	
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	dBm / SCSCSI-RS Note 3
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSCSI-RS = 60kHz
	SCSCSI-RS = 120kHz
	
	

	±3.5
	±4.5
	≥-3
	Same value as CSI-RS_RP in Table in B.2.8.3, according to UE Power class, operating band and angle of arrival
	N/A
	-50

	NOTE 1:	Io specified at the Reference point, and assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS CMR Ês/Iot is the minimum CSI-RS CMR Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Values based on Refsens and EIS spherical coverage as defined in clauses 7.3.2 and 7.3.4 of TS 38.101-2 [19]. Applicable side condition selected depending on angle of arrival.
NOTE 4:	In the test cases, the CSI-RS CMR Ês/Iot and related parameters may need to be adjusted to ensure Ês/Iot at UE baseband is above the value defined in this table.



10.1.29	Intra-frequency RSRQ accuracy requirements under CCA
10.1.29.1	Intra-frequency SS-RSRQ accuracy requirements in FR1
10.1.29.1.1	Absolute SS-RSRQ Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on the same frequency as that of the serving cell under CCA.
The accuracy requirements in Table 10.1.29.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant SSB.
Table 10.1.29.1.1-1: SS-RSRQ intra-frequency absolute accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	2.5
	4
	-3
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-50

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups are as defined in clause 3.5.2.



10.1.30	Inter-frequency RSRQ accuracy requirements under CCA
10.1.30.1	Inter-frequency SS-RSRQ accuracy requirements in FR1
10.1.30.1.1	Aboslute Accuracy of SS-RSRQ
The requirements for absolute accuracy of SS-RSRQ in this clause apply to a cell on a frequency under CCA that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.30.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.10 for a corresponding Band for each relevant SSB.
Table 10.1.30.1.1-1: SS-RSRQ inter-frequency absolute accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	2.5
	4
	-3
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-50

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups are as defined in clause 3.5.2.



10.1.30.1.2	Relative Accuracy of SS-RSRQ
The relative accuracy of SS-RSRQ in inter-frequency case is defined as the RSRQ measured from one cell on a frequency compared to the RSRP measured from another cell on a different frequency, with at least one of the two frequencies being under CCA.
The accuracy requirements in Table 10.1.30.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.10 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1.30.1.2-1: SS-RSRQ inter-frequency relative accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	Note 2
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	3
	4
	-3
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-50

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	4
	4
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups are as defined in clause 3.5.2.



10.1.31	Intra-frequency SINR accuracy requirements under CCA
10.1.31.1	Intra-frequency SS-SINR accuracy requirements in FR1
10.1.31.1.1	Absolute SS-SINR Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-SINR in this clause apply to a cell on the same frequency as that of the serving cell under CCA.
The accuracy requirements in Table 10.1.31.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band.
Table 10.1.31.1.1-1: SS-SINR intra-frequency absolute accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	Note 3
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	3.0
	4
	-3
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-50

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤ 25 dB.
NOTE 4:	NR operating band groups are as defined in clause 3.5.2.



10.1.32	Inter-frequency SINR accuracy requirements under CCA
10.1.32.1	Inter-frequency SS-SINR accuracy requirements in FR1
10.1.32.1.1	Aboslute Accuracy of SS-SINR
The requirements for absolute accuracy of SS-SINR in this clause apply to a cell on a frequency under CCA that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.32.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.10 for a corresponding Band.
Table 10.1.32.1.1-1: SS-SINR inter-frequency absolute accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	3.0
	4
	-3
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-50

	
	
	
	NR_CCA_FR1_J
	116.5
	-113.5
	
	

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤ 25 dB.
NOTE 4:	NR operating band groups are as defined in clause 3.5.2.



10.1.32.1.2	Relative Accuracy of SS-SINR
The relative accuracy of SS-SINR in inter frequency case is defined as the SS-SINR measured from one cell on a frequency compared to the SS-SINR measured from another cell on a different frequency, with at least one of the two frequencies being under CCA.
The accuracy requirements in Table 10.1.32.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.10 for a corresponding Band.
-	SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1.32.1.2-1: SS-SINR inter-frequency relative accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	Note 2,4
	NR operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	3.5
	4
	-3
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-50

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	4
	4
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤ 25 dB.
NOTE 5:	NR operating band groups are as defined in clause 3.5.2.



10.1.33	L1-RSRP accuracy requirements under CCA
10.1.33.1	SSB based L1-RSRP accuracy requirements in FR1
10.1.33.1.1	Absolute Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SSB based L1-RSRP in this clause apply to all SSBs of the serving cell configured for L1-RSRP measurement under CCA.
The accuracy requirements in Table 10.1.33.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.10.1 for a corresponding Band for each relevant SSB.
Table 10.1.33.1.1-1: SSB based L1-RSRP absolute accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	±5.0
	±9.5
	-3
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-70

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	±8.5
	±11.5
	-3
	NR_CCA_FR1_I
	N/A
	N/A
	-70
	-50

	
	
	
	NR_CCA_FR1_J
	
	
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups are as defined in clause 3.5.2.



10.1.33.1.2	Relative Accuracy
The relative accuracy of SSB based L1-RSRP is defined as the L1-RSRP measured from one SSB compared to the largest measured value of L1-RSRP among all SSBs of the serving cell under CCA.
The accuracy requirements in Table 10.1.33.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.10.1 for a corresponding Band for each relevant SSB.
Table 10.1.33.1.2-1: SSB based L1-RSRP relative accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	±3
	±4
	-3
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-50

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	NR operating band groups are as defined in clause 3.5.2.



10.1.34	RSSI measurements under CCA 
10.1.34.1	Intra-frequency absolute RSSI measurement accuracy requirements in FR1
The accuracy requirements for intra-frequency RSSI measurements on a carrier frequency under CCA are specified in Table 10.1.34.1-1. The requirements apply for any configured RSSI measDuration [2], provided that:
-	All symbols duing each RSSI measurement duration are available for RSSI sampling within the same reporting interval.
The intra-frequency RSSI measurement bandwidth is the channel bandwidth defined in Clause 4 of TS 37.213 [33], where the channel has the center frequency configured by ARFCN-valueNR.
Table 10.1.34.1-1: Intra-frequency RSSI accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Io Note 1 range

	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	[3.5]
	[6.5]
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-70

	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	[5.5]
	[8.5]
	NR_CCA_FR1_I
	N/A
	N/A
	-70
	-50

	
	
	NR_CCA_FR1_J
	
	
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups are as defined in clause 3.5.2.


10.1.34.2	Inter-frequency absolute RSSI measurement accuracy requirements in FR1
The accuracy requirements for inter-frequency RSSI measurements on a carrier frequency under CCA are the same as specified in clause 10.1.34.1.
The inter-frequency RSSI measurement bandwidth is the channel bandwidth defined in Clause 4 of TS 37.213 [33], where the channel has the center frequency configured by ARFCN-valueNR.

10.1.34.3	RSSI measurement report mapping
The reporting range of RSSI measurement is defined from -100 dBm to -25 dBm with 1 dBm resolution.
The mapping of the measured quantity is defined in Table 10.1.34.3-1. The range in the signalling may be larger than the guaranteed accuracy range, provided that the following condition is met:
the RSSI measurement bandwidth is the channel bandwidth defined in Clause 4 of TS 37.213 [33], where the channel has the center frequency configured by ARFCN-valueNR.
Table 10.1.34.3-1: RSSI measurement report mapping
	Reported value
	Measured quantity value
	Unit

	RSSI_00
	RSSI < ‑100 
	dBm

	RSSI_01
	-100  RSSI < ‑99
	dBm

	RSSI_02
	-99  RSSI < ‑98
	dBm

	…
	…
	…

	RSSI_74
	-27  RSSI < -26
	dBm

	RSSI_75
	-26  RSSI < -25
	dBm

	RSSI_76
	-25  RSSI
	dBm



10.1.35	Channel occupancy measurements under CCA
10.1.35.1	Intra-frequency channel occupancy measurement accuracy requirements in FR1
The UE shall be able to correctly evaluate the intra-frequency channel occupancy configured according to TS 38.331 [2], provided that the following conditions are met:
-	All symbols during each RSSI measurement duration are available for RSSI sampling within the same reporting interval,
-	RSSI at the UE receiver meets the following condition with respect to the configured channelOccupancyThreshold [2]:

-	RSSI at the UE receiver is below channelOccupancyThreshold-, or

-	RSSI at the UE receiver is above channelOccupancyThreshold+,

-	where  is the applicable RSSI measurement accuracy value from the RSSI measurement accuracy requirements specified in clause 10.1.34.1.
The channel occupancy measurement bandwidth is the same as the RSSI measurement bandwidth in Clause 10.1.34.1.

10.1.35.2	Inter-frequency channel occupancy measurement accuracy requirements in FR1
The UE shall be able to correctly evaluate the inter-frequency channel occupancy configured according to TS 38.331 [2], provided that the following conditions are met:
-	All symbols during each RSSI measurement duration are available for RSSI sampling within the same reporting interval,
-	RSSI at the UE receiver meets the following condition with respect to the configured channelOccupancyThreshold [2]:

-	RSSI at the UE receiver is below channelOccupancyThreshold-, or

-	RSSI at the UE receiver is above channelOccupancyThreshold+,

-	where  is the applicable RSSI measurement accuracy value from the RSSI measurement accuracy requirements specified in clause 10.1.34.2.
The channel occupancy measurement bandwidth is the same as the RSSI measurement bandwidth in Clause 10.1.34.2.

10.1.36	Intra-frequency RSRP accuracy requirements under CCA
10.1.36.1	Intra-frequency SS-RSRP accuracy requirements in FR1
10.1.36.1.1	Absolute SS-RSRP Accuracy
Unless otherwise specified, the requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on the same frequency as that of the serving cell under CCA.
The accuracy requirements in Table 10.1.36.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band for each relevant SSB.
Table 10.1.36.1.1-1: SS-RSRP intra-frequency absolute accuracy
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	4.5
	9
	-6
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-70

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	8
	11
	-6
	NR_CCA_FR1_I
	N/A
	N/A
	-70
	-50

	
	
	
	NR_CCA_FR1_J
	
	
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups are as defined in clause 3.5.2.



10.1.36.1.2	Relative SS-RSRP Accuracy
The relative accuracy of SS-RSRP is defined as the SS-RSRP measured from one cell compared to the SS-RSRP measured from another cell on the same frequency, or between any two SS-RSRP levels measured on the same cell under CCA.
The accuracy requirements in Table 10.1.36.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.8 for a corresponding Band for each relevant SSB.
Table 10.1.36.1.2-1: SS-RSRP intra-frequency relative accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	2
	3
	-3
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-50

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	3
	3
	-6
	Note 3
	Note 3
	Note 3
	N/A
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups are as defined in clause 3.5.2.



10.1.37	Inter-frequency RSRP accuracy requirements under CCA
10.1.37.1	Inter-frequency SS-RSRP accuracy requirements in FR1
10.1.37.1.1	Absolute Accuracy of SS-RSRP
The requirements for absolute accuracy of SS-RSRP in this clause apply to a cell on a frequency under CCA that has different carrier frequency from the serving cell.
The accuracy requirements in Table 10.1.37.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant SSB.
Table 10.1.37.1.1-1: SS-RSRP inter-frequency absolute accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	4.5
	9
	-6
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-70

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	8
	11
	-6
	NR_CCA_FR1_I
	N/A
	N/A
	-70
	-50

	
	
	
	NR_CCA_FR1_J
	
	
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups are as defined in clause 3.5.2.



10.1.37.1.2	Relative Accuracy of SS-RSRP
The relative accuracy of SS-RSRP in inter frequency case is defined as the RSRP measured from one cell on a frequency compared to the RSRP measured from another cell on a different frequency, with at least one of the two frequencies being under CCA.
The accuracy requirements in Table 10.1.37.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3F of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.9 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB 
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1.37.1.2-1: SS-RSRP inter-frequency relative accuracy under CCA
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	4.5
	6
	-6
	NR_CCA_FR1_I
	-117
	-114
	N/A
	-50

	
	
	
	NR_CCA_FR1_J
	-116.5
	-113.5
	
	

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	NR operating band groups are as defined in clause 3.5.2.



10.1.38	PRS-RSRPP Measurements
10.1.38.1	Introduction
The requirements in Clause 10.1.38.2 shall apply, provided the UE has received nr-DL-AoD-RequestLocationInformation message from LMF via LPP [34] requesting the UE to report one or more DL PRS-RSRPP measurements defined in TS 38.215 [4]. The requirements in Clause 10.1.38 shall apply:
-	when UE is in RRC_CONNECTED state,
-	when UE is in RRC_INACTIVE state. 
The requirements in Clause 10.1.38.2 apply for the first path PRS-RSRP measurement.
10.1.38.2	Measurement Accuracy Requirements
10.1.38.2.1	Absolute PRS RSRPP accuracy
The absolute accuracy requirements for PRS-RSRPP measurement for FR1 defined in Table 10.1.38.2.1-1 and Table 10.1.38.2.1-3 are valid under the following conditions:
-	Conditions defined in 38.101-1 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
The absolute accuracy requirements for PRS-RSRPP measurement for FR2 defined in Table 10.1.38.2.1-2 and Table 10.1.38.2.1-4 are valid under the following conditions:
-	Conditions defined in 38.101-2 Clause 7.3 for reference sensitivity are fulfilled.
-	PRP 1,2|dBm according to Annex B.2.14 for a corresponding Band
The absolute accuracy requirements for PRS-RSRPP measurement defined in Table 10.1.38.2.1-1 and Table 10.1.38.2.1-2 apply for the UE not supporting supportedDL-PRS-ProcessingSamples [34] or LMF does not indicate UE to perform positioning measurements with reduced number of samples. 
The absolute accuracy requirements for PRS-RSRPP measurement defined in Table 10.1.38.2.1-3 and Table 10.1.38.2.1-4 apply for the UE supporting supportedDL-PRS-ProcessingSamples [34]. 
Note: The requriements in this clause are derived based on two-tap channel defined in 38.101-4 Annex B.2.4 (a = 1, τd=0.45 µs and fD=5 Hz). 
Note: The requirements in this clause are derived based on the difference between the estimated PRS-RSRPP compared to the ideal PRS-RSRPP defined as 

Where:
 is the effective channel frequency response (over REs occupied by PRS) measured without receiver noise.
 is the exact delay of the p-th path in the channel model.

Table 10.1.38.2.1-1: PRS-RSRPP absolute accuracy for FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 7 range

	
	
	
	
	
	NR operating band groups Note 8
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	
	dBm/15kHz Note 6
	dBm/30kHz Note 6
	dBm/60kHz Note 6
	

	±TBD
	±TBD
	≥-3
	≥24
	All
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-124
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-123.5
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-123
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-122.5
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-122
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-121.5
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G
	-124
	-121
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-120.5
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-117.5
	-114.5
	-50

	
	
	
	
	
	Note 4

	
	
	
	
	
	Note 4

	±TBD
	±TBD
	≥-13
	24 ≤ BW ≤ 52
	All
	Note 4

	±TBD
	±TBD
	
	52< BW≤ 104
	All
	Note 4

	±TBD
	±TBD
	
	BW >104
	All
	Note 4

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	Void.
NOTE 3:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 24 RB.
NOTE 5:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 6:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 7:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 8:	NR operating band groups are as defined in Section 3.5.2.



Table 10.1.38.2.1-2: PRS-RSRPP absolute accuracy for FR2
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 7 range

	
	
	
	
	
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	dBm/120kHz Note 6
	dBm/60kHz Note 6
	

	±TBD
	±TBD
	≥-3
	≥24
	All
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	
	
	
	
	
	Note 4

	
	
	
	
	
	Note 4

	±TBD
	±TBD
	≥-13
	24 ≤ BW ≤ 64
	All
	Note 4

	±TBD
	±TBD
	
	BW >64
	All
	Note 4

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	Void.
NOTE 3:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 24 RB.
NOTE 5:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 6:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 7:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 8:	NR operating band groups are as defined in Section 3.5.2.



Table 10.1.38.2.1-3: PRS-RSRPP absolute accuracy for FR1 for reduced number of samples
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 7 range

	
	
	
	
	
	NR operating band groups Note 8
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	
	dBm/15kHz Note 6
	dBm/30kHz Note 6
	dBm/60kHz Note 6
	

	TBD
	TBD
	≥0
	≥48
	All
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-124
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-126.5
	-123.5
	-120.5
	-50

	
	
	
	
	
	NR_TDD_FR1_C
	-126
	-123
	-120
	-50

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-122.5
	-119.5
	-50

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-122
	-119
	-50

	
	
	
	
	
	NR_FDD_FR1_F
	-124.5
	-121.5
	-118.5
	-50

	
	
	
	
	
	NR_FDD_FR1_G
	-124
	-121
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_H
	-123.5
	-120.5
	-117.5
	-50

	
	
	
	
	
	NR_FDD_FR1_N
	-120.5
	-117.5
	-114.5
	-50

	
	
	
	
	
	Note 4

	
	
	
	
	
	Note 4

	±TBD
	±TBD
	≥-6
	48 ≤ BW ≤ 52
	All
	Note 4

	±TBD
	±TBD
	
	52< BW≤ 104
	All
	Note 4

	±TBD
	±TBD
	
	BW >104
	All
	Note 4

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	Void.
NOTE 3:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 48 RB.
NOTE 5:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 6:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 7:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 8:	NR operating band groups are as defined in Section 3.5.2.



Table 10.1.38.2.1-4: PRS-RSRPP absolute accuracy for FR2 for reduced number of samples
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	PRS Ês/Iot
	PRS BW
	Repetition factor 
(
	Io Note 7 range

	
	
	
	
	
	Minimum
Io Note 1
dBm / SCSPRS
	Maximum
Io

	dB
	dB
	dB
	PRB
	-
	dBm / SCSPRS
	dBm/BWChannel

	
	
	
	
	
	dBm/120kHz Note 6
	dBm/60kHz Note 6
	

	TBD
	TBD
	≥0
	≥48
	All
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	
	
	
	
	
	Note 4

	
	
	
	
	
	Note 4

	±TBD
	±TBD
	≥-6
	48 ≤ BW ≤ 64
	All
	Note 4

	±TBD
	±TBD
	
	BW >64
	All
	Note 4

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	Void.
NOTE 3:	PRS bandwidth is as indicated in prs-Bandwidth in the OTDOA or DL-AoD assistance data defined in [34].
NOTE 4:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth ≥ 48 RB.
NOTE 5:	The serving cell, the reference cell, and the measured neighbour cell i are on the same carrier frequency.
NOTE 6:	The condition level is increased by ∆>0, when applicable, as described in Sections B.3.2 and B.3.3.
NOTE 7:	The Io is defined in PRS positioning subframes. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same subframe.
NOTE 8:	NR operating band groups are as defined in Section 3.5.2.



10.1.38.3	Report mapping
10.1.38.3.1	Absolute PRS-RSRPP Measurement Report Mapping
The reporting range of absolute PRS-RSRPP measurement is defined from -156 dBm to -31 dBm with 1 dB resolution.
The mapping of measured quantity is defined in Table 10.1.38.3.1-1. The range in the signalling may be larger than the guaranteed accuracy range.
The UE capable of additionalPathsExtSupport-r17 can report the PRS-RSRPP measurement of up to its supported number of additional paths.
Table 10.1.38.3.1-1: Measurement report mapping for PRS-RSRPP
	Reported value
	Measured quantity value
	Unit

	PRS_RSRPP_0
	PRS-RSRPP<-156
	dBm

	PRS_RSRPP_1
	-156≤PRS-RSRPP<-155
	dBm

	PRS_RSRPP_2
	-155≤PRS-RSRPP<-154
	dBm

	PRS_RSRPP_3
	-154≤PRS-RSRPP<-153
	dBm

	PRS_RSRPP_4
	-153≤PRS-RSRPP<-152
	dBm

	PRS_RSRPP_5
	-152≤PRS-RSRPP<-151
	dBm

	PRS_RSRPP_6
	-151≤PRS-RSRPP<-150
	dBm

	PRS_RSRPP_7
	-150≤PRS-RSRPP<-149
	dBm

	PRS_RSRPP_8
	-149≤PRS-RSRPP<-148
	dBm

	PRS_RSRPP_9
	-148≤PRS-RSRPP<-147
	dBm

	PRS_RSRPP_10
	-147≤PRS-RSRPP<-146
	dBm

	PRS_RSRPP_11
	-146≤PRS-RSRPP<-145
	dBm

	PRS_RSRPP_12
	-145≤PRS-RSRPP<-144
	dBm

	PRS_RSRPP_13
	-144≤PRS-RSRPP<-143
	dBm

	PRS_RSRPP_14
	-143≤PRS-RSRPP<-142
	dBm

	PRS_RSRPP_15
	-142≤PRS-RSRPP<-141
	dBm

	PRS_RSRPP_16
	-141≤PRS-RSRPP<-140
	dBm

	PRS_RSRPP_17
	-140≤PRS-RSRPP<-139
	dBm

	PRS_RSRPP_18
	-139≤PRS-RSRPP<-138
	dBm

	…
	…
	…

	PRS_RSRPP_111
	-46≤PRS-RSRPP<-45
	dBm

	PRS_RSRPP_112
	-45≤PRS-RSRPP<-44
	dBm

	PRS_RSRPP_113
	-44≤PRS-RSRPP<-43
	dBm

	PRS_RSRPP_114
	-43≤PRS-RSRPP<-42
	dBm

	PRS_RSRPP_115
	-42≤PRS-RSRPP<-41
	dBm

	PRS_RSRPP_116
	-41≤PRS-RSRPP<-40
	dBm

	PRS_RSRPP_117
	-40≤PRS-RSRPP<-39
	dBm

	PRS_RSRPP_118
	-39≤PRS-RSRPP<-38
	dBm

	PRS_RSRPP_119
	-38≤PRS-RSRPP<-37
	dBm

	PRS_RSRPP_120
	-37≤PRS-RSRPP<-36
	dBm

	PRS_RSRPP_121
	-36≤PRS-RSRPP<-35
	dBm

	PRS_RSRPP_122
	-35≤PRS-RSRPP<-34
	dBm

	PRS_RSRPP_123
	-34≤PRS-RSRPP<-33
	dBm

	PRS_RSRPP_124
	-33≤PRS-RSRPP<-32
	dBm

	PRS_RSRPP_125
	-32≤PRS-RSRPP<-31
	dBm

	PRS_RSRPP_126
	-31≤PRS-RSRPP
	dBm



10.1.38.3.2	Differential Report Mapping for PRS-RSRPP Measurement
The reporting range of differential PRS-RSRPP is defined from -30 dB to 30 dB with 1 dB resolution.
The mapping of measured quantity is defined in Table 10.1.38.3.2-1. The range in the signalling may be larger than the guaranteed accuracy range. 
For differential reporting, PRS-RSRPP is reported as the difference in dB with respect to the first reported PRS-RSRPP.
Table 10.1.38.3.2-1: Measurement report mapping for differential PRS-RSRPP
	Reported value
	Measured quantity value
	Unit

	DIFFRSRPP_0
	-30≥ΔRSRPP
	dB

	DIFFRSRPP_1
	-29≥ΔRSRPP>-30
	dB

	DIFFRSRPP_2
	-28≥ΔRSRPP>-29
	dB

	DIFFRSRPP_3
	-27≥ΔRSRPP>-28
	dB

	DIFFRSRPP_4
	-26≥ΔRSRPP>-27
	dB

	DIFFRSRPP_5
	-25≥ΔRSRPP>-26
	dB

	DIFFRSRPP_6
	-24≥ΔRSRPP>-25
	dB

	DIFFRSRPP_7
	-23≥ΔRSRPP>-24
	dB

	DIFFRSRPP_8
	-22≥ΔRSRPP>-23
	dB

	DIFFRSRPP_9
	-21≥ΔRSRPP>-22
	dB

	DIFFRSRPP_10
	-20≥ΔRSRPP>-21
	dB

	DIFFRSRPP_11
	-19≥ΔRSRPP>-20
	dB

	DIFFRSRPP_12
	-18≥ΔRSRPP>-19
	dB

	DIFFRSRPP_13
	-17≥ΔRSRPP>-18
	dB

	DIFFRSRPP_14
	-16≥ΔRSRPP>-17
	dB

	…
	…
	…

	DIFFRSRPP_25
	-5≥ΔRSRPP>-6
	dB

	DIFFRSRPP_26
	-4≥ΔRSRPP>-5
	dB

	DIFFRSRPP_27
	-3≥ΔRSRPP>-4
	dB

	DIFFRSRPP_28
	-2≥ΔRSRPP>-3
	dB

	DIFFRSRPP_29
	-1≥ΔRSRPP>-2
	dB

	DIFFRSRPP_30
	0≥ΔRSRPP>-1
	dB

	DIFFRSRPP_31
	1≥ΔRSRPP>0
	dB

	DIFFRSRPP_32
	2≥ΔRSRPP>1
	dB

	DIFFRSRPP_33
	3≥ΔRSRPP>2
	dB

	DIFFRSRPP_34
	4≥ΔRSRPP>3
	dB

	DIFFRSRPP_35
	5≥ΔRSRPP>4
	dB

	DIFFRSRPP_36
	6≥ΔRSRPP>5
	dB

	…
	…
	…

	DIFFRSRPP_47
	17≥ΔRSRPP>16
	dB

	DIFFRSRPP_48
	18≥ΔRSRPP>17
	dB

	DIFFRSRPP_49
	19≥ΔRSRPP>18
	dB

	DIFFRSRPP_50
	20≥ΔRSRPP>19
	dB

	DIFFRSRPP_51
	21≥ΔRSRPP>20
	dB

	DIFFRSRPP_52
	22≥ΔRSRPP>21
	dB

	DIFFRSRPP_53
	23≥ΔRSRPP>-22
	dB

	DIFFRSRPP_54
	24≥ΔRSRPP>23
	dB

	DIFFRSRPP_55
	25≥ΔRSRPP>24
	dB

	DIFFRSRPP_56
	26≥ΔRSRPP>25
	dB

	DIFFRSRPP_57
	27≥ΔRSRPP>26
	dB

	DIFFRSRPP_58
	28≥ΔRSRPP>27
	dB

	DIFFRSRPP_59
	29≥ΔRSRPP>28
	dB

	DIFFRSRPP_60
	30≥ΔRSRPP>29
	dB

	DIFFRSRPP_61
	ΔRSRPP>30
	dB



10.1.39	UE Rx-Tx time difference measurements for RTT-based PDC
10.1.39.1		Introduction
Editors note: This is to capture the applicability of the requirements in this section
10.1.39.2		Measurement Accuracy Requirements for PRS
The error in the reported value of UE Rx-Tx time difference measurement, including both the measurement error and the reporting quantization error, shall be within the accuracy requirements specified in this clause.
The UE Rx-Tx time difference measurement accuracy requirements in this clause shall not apply, if:
-	NTA_offset defined in Table 7.1.2-2 changes during the UE Rx-Tx measurement period or
-	if the uplink transmission timing changes during the UE Rx-Tx measurement period due to the network-configured Timing Advance.
The UE Rx-Tx time difference measurement accuracy requirements in this clause shall apply provided that:
-	The UE transmits SRS within [-160, 160] msec of at least one PDC DL PRS resource from the serving cell (PCell).
When a serving cell change occurs during the UE Rx-Tx measurement period, the UE Rx-Tx time difference measurement accuracy requirements in this clause shall apply provided that the serving cell change does not impact SRS configuration for the UE Rx-Tx measurement.
The accuracy requirements in Table 10.1.39.2-1 for FR1 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
PRP|dBm according to Annex  B.2.14 for a corresponding Band.
AWGN propagation condition.
Table 10.1.39.2-1: UE Rx-Tx time difference measurement accuracy in FR1 in AWGN
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetition Note 3
	NR operating band groupsNote 2
	IoNote 4 range

	
	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	
kHz
	
	
	dBm / SCSPRS
	dBm/BW

	± [78++ℇ]
	-3
	≥[24]
	15
	≥[4]
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-120.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-120
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	

	
	
	
	
	
	NR_FDD_FR1_F
	-118.5
	

	
	
	
	
	
	NR_FDD_FR1_G
	-118
	

	
	
	
	
	
	NR_FDD_FR1_H
	-117.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-114.5
	

	± [59++ℇ]
	
	≥[52]
	
	≥[1]
	Note 6
	NOTE 6
	NOTE 6

	± [30++ℇ]
	
	>[104]
	
	≥[1]
	Note 6
	NOTE 6
	NOTE 6

	± [57++ℇ]
	
	≥[24]
	30
	≥[4]
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-117.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-117
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-116.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-116
	

	
	
	
	
	
	NR_FDD_FR1_F
	-115.5
	

	
	
	
	
	
	NR_FDD_FR1_G
	-115
	

	
	
	
	
	
	NR_FDD_FR1_H
	-114.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-111.5
	

	± [30++ℇ]
	
	≥[48]
	
	≥[1]
	NOTE 6
	NOTE 6
	NOTE 6

	± [15++ℇ]
	
	≥[132]
	
	≥[1]
	NOTE 6
	NOTE 6
	NOTE 6

	± [29++ℇ]
	
	≥[24]
	60
	≥[4]
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-115
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-114.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-114
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-113.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-113
	

	
	
	
	
	
	NR_FDD_FR1_F
	-113.5
	

	
	
	
	
	
	NR_FDD_FR1_G
	-113
	

	
	
	
	
	
	NR_FDD_FR1_H
	-111.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-108.5
	

	± [15++ℇ]
	
	≥[64]
	
	≥[1]
	NOTE 6
	NOTE 6
	NOTE 6

	± [7++ℇ]
	
	≥[132]
	
	≥[1]
	NOTE 6
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 	 is the margin determined from Table 10.1.39.2-3.
NOTE 8: 	ℇ is the margin for reporting quantitization error and ℇ=16 Tc.



The accuracy requirements in Table 10.1.39.2-2 for FR2 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.14 for a corresponding Band.
AWGN propagation condition.
Table 10.1.39.2-2: UE Rx-Tx time difference measurement accuracy in FR2 in AWGN
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetitionNote 3
	IoNote 4 range

	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	kHz
	
	dBm / SCSPRS
	dBm/BWChannel

	± [22++ℇ]
	-3
	≥[24]
	60
	≥[1]
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	± [15++ℇ]
	
	≥[64]
	
	≥[1]
	NOTE 6
	NOTE 6

	± [7++ℇ]
	
	≥[132]
	
	≥[1]
	NOTE 6
	NOTE 6

	± [12++ℇ]
	
	≥[32]
	120
	≥[1]
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	± [7++ℇ]
	
	≥[64]
	
	≥[1]
	NOTE 6
	NOTE 6

	± [4++ℇ]
	
	≥[128]
	
	≥[1]
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 	 is the margin determined from Table 10.1.39.2-4.
NOTE 8: 	ℇ is the margin for reporting quantitization error and ℇ=16 Tc.



Table 10.1.39.2-3: Margin for UE Rx-Tx time difference measurement accuracy in FR1
	Min(PRS BW, SRS BW) (RB)
	Margin (Tc Note 1)

	SCS = 15 kHz
	SCS = 30 kHz
	SCS = 60 kHz
	

	≥ 24
	N/A
	N/A
	160

	≥ 52
	≥ 24
	N/A
	80

	≥ 104
	≥ 48
	≥ 24
	56

	N/A
	≥ 132
	≥ 64
	24

	N/A
	N/A
	≥ 132
	24

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2: If SRS and PRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



Table 10.1.39.2-4: Margin for UE Rx-Tx time difference measurement accuracy in FR2
	Min(PRS BW, SRS BW) (MHz)
	Margin (Tc Note 1)

	SCS = 60 kHz
	SCS = 120 kHz
	

	≥ 24
	N/A
	76

	≥ 64
	≥ 32
	32

	≥ 132
	≥ 64
	24

	N/A
	≥ 128
	20

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2: If SRS and PRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



10.1.39.3		Measurement Accuracy Requirements for TRS
The error in the reported value of UE Rx-Tx time difference measurement, including both the measurement error and the reporting quantization error, shall be within the accuracy requirements specified in this clause.
The UE Rx-Tx time difference measurement accuracy requirements in this clause shall not apply, if:
-	NTA_offset defined in Table 7.1.2-2 changes during the UE Rx-Tx measurement period or
-	if the uplink transmission timing changes during the UE Rx-Tx measurement period due to the network-configured Timing Advance.
The UE Rx-Tx time difference measurement accuracy requirements in this clause shall apply provided that:
-	The UE transmits SRS within [-160, 160] msec of at least one PDC TRS resource from the serving cell (PCell).
When a serving cell change occurs during the UE Rx-Tx measurement period, the UE Rx-Tx time difference measurement accuracy requirements in this clause shall apply provided that the serving cell change does not impact SRS configuration for the UE Rx-Tx measurement.
The accuracy requirements in Table 10.1.39.3-1 for FR1 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.13 for a corresponding Band.
AWGN propagation condition.
Table 10.1.39.3-1: UE Rx-Tx time difference measurement accuracy in FR1 in AWGN
	Accuracy
	Conditions

	
	TRS Ês/Iot
	Minimum TRS bandwidth
	
TRS SCS
	NR operating band groupsNote 2
	IoNote 3 range

	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 4
	dB
	RB
	
kHz
	
	dBm / SCSTRS
	dBm/BW

	[116++ℇ]
	-3
	≥[24]
	15
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	

	
	
	
	
	NR_TDD_FR1_C
	-120
	

	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	

	
	
	
	
	NR_FDD_FR1_G
	-118
	

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	

	
	
	
	
	NR_FDD_FR1_N
	-114.5
	

	[60++ℇ]
	
	≥[52]
	
	Note 5
	NOTE 5
	NOTE 5

	[29++ℇ]
	
	>[104]
	
	Note 5
	NOTE 5
	NOTE 5

	[56++ℇ]
	
	≥[24]
	30
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-118
	-50

	
	
	
	
	NR_FDD_FR1_B
	-117.5
	

	
	
	
	
	NR_TDD_FR1_C
	-117
	

	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-116.5
	

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-116
	

	
	
	
	
	NR_FDD_FR1_F
	-115.5
	

	
	
	
	
	NR_FDD_FR1_G
	-115
	

	
	
	
	
	NR_FDD_FR1_H
	-114.5
	

	
	
	
	
	NR_FDD_FR1_N
	-111.5
	

	[29++ℇ]
	
	≥[48]
	
	NOTE 5
	NOTE 5
	NOTE 5

	[15++ℇ]
	
	≥[132]
	
	NOTE 5
	NOTE 5
	NOTE 5

	[29++ℇ]
	
	≥[24]
	60
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-115
	-50

	
	
	
	
	NR_FDD_FR1_B
	-114.5
	

	
	
	
	
	NR_TDD_FR1_C
	-114
	

	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-113.5
	

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-113
	

	
	
	
	
	NR_FDD_FR1_F
	-113.5
	

	
	
	
	
	NR_FDD_FR1_G
	-113
	

	
	
	
	
	NR_FDD_FR1_H
	-111.5
	

	
	
	
	
	NR_FDD_FR1_N
	-108.5
	

	[14++ℇ]
	
	≥[64]
	
	NOTE 5
	NOTE 5
	NOTE 5

	[7++ℇ]
	
	≥[132]
	
	NOTE 5
	NOTE 5
	NOTE 5

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	The Io is defined in TRS slots. The same Io range applies to TRS and non-TRS symbols. Io levels are different in TRS and non-TRS symbols within the same slot.
NOTE 4:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 5:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the TRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 6: 	 is the margin determined from Table 10.1.39.3-3.
NOTE 7: 	ℇ is the margin for reporting quantitization error and ℇ=16 Tc.



The accuracy requirements in Table 10.1.39.3-2 for FR2 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
PRP|dBm according to Annex B.2.13 for a corresponding Band.
AWGN propagation condition.
Table 10.1.39.3-2: UE Rx-Tx time difference measurement accuracy in FR2 in AWGN
	Accuracy
	Conditions

	
	TRS Ês/Iot
	Minimum TRS bandwidth
	
TRS SCS
	IoNote 3 range

	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 4
	dB
	RB
	kHz
	dBm / SCSTRS
	dBm/BWChannel

	[29++ℇ]
	-3
	≥[24]
	60
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	[14++ℇ]
	
	≥[64]
	
	NOTE 5
	NOTE 5

	[7++ℇ]
	
	≥[132]
	
	NOTE 5
	NOTE 5

	[15++ℇ]
	
	≥[32]
	120
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	[7++ℇ]
	
	≥[64]
	
	NOTE 5
	NOTE 5

	[4++ℇ]
	
	≥[128]
	
	NOTE 5
	NOTE 5

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	The Io is defined in TRS slots. The same Io range applies to TRS and non-TRS symbols. Io levels are different in TRS and non-TRS symbols within the same slot.
NOTE 4:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 5:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the TRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 6: 	 is the margin determined from Table 10.1.39.3-4.
NOTE 7: 	ℇ is the margin for reporting quantitization error and ℇ=16 Tc.



Table 10.1.39.3-3: Margin for UE Rx-Tx time difference measurement accuracy in FR1
	Min(TRS BW, SRS BW) (RB)
	Margin (Tc Note 1)

	SCS = 15 kHz
	SCS = 30 kHz
	SCS = 60 kHz
	

	≥ 24
	N/A
	N/A
	160

	≥ 52
	≥ 24
	N/A
	80

	≥ 104
	≥ 48
	≥ 24
	56

	N/A
	≥ 132
	≥ 64
	24

	N/A
	N/A
	≥ 132
	24

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2: If SRS and TRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



Table 10.1.39.3-4: Margin for UE Rx-Tx time difference measurement accuracy in FR2
	Min(TRS BW, SRS BW) (MHz)
	Margin (Tc Note 1)

	SCS = 60 kHz
	SCS = 120 kHz
	

	≥ 24
	N/A
	76

	≥ 64
	≥ 32
	32

	≥ 132
	≥ 64
	24

	N/A
	≥ 128
	20

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2: If SRS and TRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



10.1.40	Measurement Accuracy Requirements for Propagation Delay Compensation
10.1.40.1	Measurement Accuracy Requirements for PRS
The error in the reported value of UE Rx-Tx time difference measurement, including both the measurement error and the reporting quantization error, shall be within the accuracy requirements specified in this clause.
The accuracy requirements in Table 10.1.40.1-1 for FR1 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
PRP|dBm according to Annex [TBD] for a corresponding Band.
AWGN propagation condition.
Table 10.1.40.1-1: UE Rx-Tx time difference measurement accuracy in FR1 in AWGN
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetition Note 3
	NR operating band groupsNote 2
	IoNote 4 range

	
	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	
kHz
	
	
	dBm / SCSPRS
	dBm/BW

	± [78++ℇ]
	-3
	≥[24]
	15
	≥[4]
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-120.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-120
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	

	
	
	
	
	
	NR_FDD_FR1_F
	-118.5
	

	
	
	
	
	
	NR_FDD_FR1_G
	-118
	

	
	
	
	
	
	NR_FDD_FR1_H
	-117.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-114.5
	

	± [59++ℇ]
	
	≥[52]
	
	≥[1]
	Note 6
	NOTE 6
	NOTE 6

	± [30++ℇ]
	
	>[104]
	
	≥[1]
	Note 6
	NOTE 6
	NOTE 6

	± [57++ℇ]
	
	≥[24]
	30
	≥[4]
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-118
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-117.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-117
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-116.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-116
	

	
	
	
	
	
	NR_FDD_FR1_F
	-115.5
	

	
	
	
	
	
	NR_FDD_FR1_G
	-115
	

	
	
	
	
	
	NR_FDD_FR1_H
	-114.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-111.5
	

	± [30++ℇ]
	
	≥[48]
	
	≥[1]
	NOTE 6
	NOTE 6
	NOTE 6

	± [15++ℇ]
	
	≥[132]
	
	≥[1]
	NOTE 6
	NOTE 6
	NOTE 6

	± [29++ℇ]
	
	≥[24]
	60
	≥[4]
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-115
	-50

	
	
	
	
	
	NR_FDD_FR1_B
	-114.5
	

	
	
	
	
	
	NR_TDD_FR1_C
	-114
	

	
	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-113.5
	

	
	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-113
	

	
	
	
	
	
	NR_FDD_FR1_F
	-113.5
	

	
	
	
	
	
	NR_FDD_FR1_G
	-113
	

	
	
	
	
	
	NR_FDD_FR1_H
	-111.5
	

	
	
	
	
	
	NR_FDD_FR1_N
	-108.5
	

	± [15++ℇ]
	
	≥[64]
	
	≥[1]
	NOTE 6
	NOTE 6
	NOTE 6

	± [7++ℇ]
	
	≥[132]
	
	≥[1]
	NOTE 6
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 	 is the margin determined from Table 10.1.40.1-3.
NOTE 8: 	ℇ is the margin for reporting quantitization error and ℇ=16 Tc.



The accuracy requirements in Table 10.1.40.1-2 for FR2 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
PRP|dBm according to Annex [TBD] for a corresponding Band.
AWGN propagation condition.
Table 10.1.40.1-2: UE Rx-Tx time difference measurement accuracy in FR2 in AWGN
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS bandwidth
	
PRS SCS
	PRS resource repetitionNote 3
	IoNote 4 range

	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 5
	dB
	RB
	kHz
	
	dBm / SCSPRS
	dBm/BWChannel

	± [22++ℇ]
	-3
	≥[24]
	60
	≥[1]
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	± [15++ℇ]
	
	≥[64]
	
	≥[1]
	NOTE 6
	NOTE 6

	± [7++ℇ]
	
	≥[132]
	
	≥[1]
	NOTE 6
	NOTE 6

	± [12++ℇ]
	
	≥[32]
	120
	≥[1]
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	± [7++ℇ]
	
	≥[64]
	
	≥[1]
	NOTE 6
	NOTE 6

	± [4++ℇ]
	
	≥[128]
	
	≥[1]
	NOTE 6
	NOTE 6

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	 are configured by higher layer parameter dl-PRS-ResourceRepetitionFactor, dl-PRS-NumSymbols and  dl-PRS-CombSizeNdefined in TS 37.355 [34].
NOTE 4:	The Io is defined in PRS slots. The same Io range applies to PRS and non-PRS symbols. Io levels are different in PRS and non-PRS symbols within the same slot.
NOTE 5:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 6:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the PRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 7: 	 is the margin determined from Table 10.1.40.1-4.
NOTE 8: 	ℇ is the margin for reporting quantitization error and ℇ=16 Tc.



Table 10.1.40.1-3: Margin for UE Rx-Tx time difference measurement accuracy in FR1
	Min(PRS BW, SRS BW) (RB)
	Margin (Tc Note 1)

	SCS = 15 kHz
	SCS = 30 kHz
	SCS = 60 kHz
	

	≥ 24
	N/A
	N/A
	[160]

	≥ 52
	≥ 24
	N/A
	[80]

	≥ 104
	≥ 48
	≥ 24
	[56]

	N/A
	≥ 132
	≥ 64
	[24]

	N/A
	N/A
	≥ 132
	[24]

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2:	If SRS and PRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



Table 10.1.40.1-4: Margin for UE Rx-Tx time difference measurement accuracy in FR2
	Min(PRS BW, SRS BW) (MHz)
	Margin (Tc Note 1)

	SCS = 60 kHz
	SCS = 120 kHz
	

	≥ 24
	N/A
	[76]

	≥ 64
	≥ 32
	[32]

	≥ 132
	≥ 64
	[24]

	N/A
	≥ 128
	[20]

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2:	If SRS and PRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



Editor’s Note: FFS whether and which applicability conditions from clause 10.1.25.2 should be added.

10.1.40.2	Measurement Accuracy Requirements for TRS
The error in the reported value of UE Rx-Tx time difference measurement, including both the measurement error and the reporting quantization error, shall be within the accuracy requirements specified in this clause.
The accuracy requirements in Table 10.1.40.2-1 for FR1 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
PRP|dBm according to Annex [TBD] for a corresponding Band.
AWGN propagation condition.
Table 10.1.40.2-1: UE Rx-Tx time difference measurement accuracy in FR1 in AWGN
	Accuracy
	Conditions

	
	TRS Ês/Iot
	Minimum TRS bandwidth
	
TRS SCS
	NR operating band groupsNote 2
	IoNote 3 range

	
	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 4
	dB
	RB
	
kHz
	
	dBm / SCSTRS
	dBm/BW

	[TBD++ℇ]
	-3
	≥[24]
	15
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-50

	
	
	
	
	NR_FDD_FR1_B
	-120.5
	

	
	
	
	
	NR_TDD_FR1_C
	-120
	

	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	

	
	
	
	
	NR_FDD_FR1_F
	-118.5
	

	
	
	
	
	NR_FDD_FR1_G
	-118
	

	
	
	
	
	NR_FDD_FR1_H
	-117.5
	

	
	
	
	
	NR_FDD_FR1_N
	-114.5
	

	[TBD++ℇ]
	
	≥[52]
	
	Note 5
	NOTE 5
	NOTE 5

	[TBD++ℇ]
	
	>[104]
	
	Note 5
	NOTE 5
	NOTE 5

	[TBD++ℇ]
	
	≥[24]
	30
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-118
	-50

	
	
	
	
	NR_FDD_FR1_B
	-117.5
	

	
	
	
	
	NR_TDD_FR1_C
	-117
	

	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-116.5
	

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-116
	

	
	
	
	
	NR_FDD_FR1_F
	-115.5
	

	
	
	
	
	NR_FDD_FR1_G
	-115
	

	
	
	
	
	NR_FDD_FR1_H
	-114.5
	

	
	
	
	
	NR_FDD_FR1_N
	-111.5
	

	[TBD++ℇ]
	
	≥[48]
	
	NOTE 5
	NOTE 5
	NOTE 5

	[TBD++ℇ]
	
	≥[132]
	
	NOTE 5
	NOTE 5
	NOTE 5

	[TBD++ℇ]
	
	≥[24]
	60
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-115
	-50

	
	
	
	
	NR_FDD_FR1_B
	-114.5
	

	
	
	
	
	NR_TDD_FR1_C
	-114
	

	
	
	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-113.5
	

	
	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-113
	

	
	
	
	
	NR_FDD_FR1_F
	-113.5
	

	
	
	
	
	NR_FDD_FR1_G
	-113
	

	
	
	
	
	NR_FDD_FR1_H
	-111.5
	

	
	
	
	
	NR_FDD_FR1_N
	-108.5
	

	[TBD++ℇ]
	
	≥[64]
	
	NOTE 5
	NOTE 5
	NOTE 5

	[TBD++ℇ]
	
	≥[132]
	
	NOTE 5
	NOTE 5
	NOTE 5

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	The Io is defined in TRS slots. The same Io range applies to TRS and non-TRS symbols. Io levels are different in TRS and non-TRS symbols within the same slot.
NOTE 4:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 5:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the TRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 6: 	 is the margin determined from Table 10.1.40.2-3.
NOTE 7: 	ℇ is the margin for reporting quantitization error and ℇ=16 Tc.



The accuracy requirements in Table 10.1.40.2-2 for FR2 are valid under the following conditions:
Conditions defined in clause 7.3 of TS 38.101-2 [19] for reference sensitivity are fulfilled.
PRP|dBm according to Annex [TBD] for a corresponding Band.
AWGN propagation condition.
Table 10.1.40.2-2: UE Rx-Tx time difference measurement accuracy in FR2 in AWGN
	Accuracy
	Conditions

	
	TRS Ês/Iot
	Minimum TRS bandwidth
	
TRS SCS
	IoNote 3 range

	
	
	
	
	Minimum
IoNote 1
	Maximum
Io

	TcNote 4
	dB
	RB
	kHz
	dBm / SCSTRS
	dBm/BWChannel

	[TBD++ℇ]
	-3
	≥[24]
	60
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	[TBD++ℇ]
	
	≥[64]
	
	NOTE 5
	NOTE 5

	[TBD++ℇ]
	
	≥[132]
	
	NOTE 5
	NOTE 5

	[TBD++ℇ]
	
	≥[32]
	120
	Same value as PRP in Table B.2.14-2, according to UE Power class, operating band and angle of arrival
	-50

	[TBD++ℇ]
	
	≥[64]
	
	NOTE 5
	NOTE 5

	[TBD++ℇ]
	
	≥[128]
	
	NOTE 5
	NOTE 5

	NOTE 1:	This minimum Io condition is expressed as the average Io per RE over all REs in an OFDM symbol.
NOTE 2:	NR operating band groups are as defined in Section 3.5.
NOTE 3:	The Io is defined in TRS slots. The same Io range applies to TRS and non-TRS symbols. Io levels are different in TRS and non-TRS symbols within the same slot.
NOTE 4:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 5:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding requirement with the TRS bandwidth of the smallest RB number for the corresponding SCS.
NOTE 6:	 is the margin determined from Table 10.1.40.2-4.
NOTE 7:	ℇ is the margin for reporting quantitization error and ℇ=16 Tc.



Table 10.1.40.2-3: Margin for UE Rx-Tx time difference measurement accuracy in FR1
	Min(PRS BW, SRS BW) (RB)
	Margin (Tc Note 1)

	SCS = 15 kHz
	SCS = 30 kHz
	SCS = 60 kHz
	

	≥ 24
	N/A
	N/A
	[160]

	≥ 52
	≥ 24
	N/A
	[80]

	≥ 104
	≥ 48
	≥ 24
	[56]

	N/A
	≥ 132
	≥ 64
	[24]

	N/A
	N/A
	≥ 132
	[24]

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2:	If SRS and PRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



Table 10.1.40.2-4: Margin for UE Rx-Tx time difference measurement accuracy in FR2
	Min(PRS BW, SRS BW) (MHz)
	Margin (Tc Note 1)

	SCS = 60 kHz
	SCS = 120 kHz
	

	≥ 24
	N/A
	[76]

	≥ 64
	≥ 32
	[32]

	≥ 132
	≥ 64
	[24]

	N/A
	≥ 128
	[20]

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6].
NOTE 2:	If SRS and PRS have different SCS, the margin corresponding to the smallest RS BW in MHz applies.



Editor’s Note: FFS whether and which applicability conditions from clause 10.1.25.2 should be added

10.1A	NR measurements for RedCap
10.1A.1	Introduction
The requirements in this section are applicable for RedCap UE as follows:
-	intra-frequency requirements apply for PCell measurements in SA, 
-	inter-frequency requirements apply for non-serving cell measurements on NR carrier frequencies.
-	inter-frequency requirements apply for measurements from one cell on a frequency compared to the measurement from another cell on a different frequency.
The accuracy requirements in this clause are applicable for AWGN radio propagation conditions. The accuracy requirements of RSRP, RSRQ amd SINR are applicable provided that reference SSB is not changed during measurement period.
10.1A.2	Intra-frequency RSRP accuracy requirements for FR1
10.1A.2.1	Intra-frequency SS-RSRP accuracy requirements
10.1A.2.1.1	Absolute SS-RSRP Accuracy
The accuracy requirements in clause 10.1.2.1.1 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.2.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
Table 10.1A.2.1.1-1: SS-RSRP Intra frequency absolute accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	5.5
	10
	-6
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-70

	9
	12
	-6
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A,
NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.2.1.2	Relative SS-RSRP Accuracy
The accuracy requirements in clause 10.1.2.1.2 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.2.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
Table 10.1A.2.1.2-1: SS-RSRP Intra frequency relative accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	3
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	4
	4
	-6
	Note 3
	Note 3
	Note 3
	N/A
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.3	Intra-frequency RSRP accuracy requirements for FR2
10.1A.3.1	Intra-frequency SS-RSRP accuracy requirements
10.1A.3.1.1	Absolute SS-RSRP Accuracy
The accuracy requirements in clause 10.1.3.1.1 shall apply.
10.1A.3.1.2	Relative SS-RSRP Accuracy
The accuracy requirements in clause 10.1.3.1.2 shall apply.
10.1A.4	Inter-frequency RSRP accuracy requirements for FR1
10.1A.4.1	Inter-frequency SS-RSRP accuracy requirements
10.1A.4.1.1	Absolute Accuracy of SS-RSRP in FR1
The accuracy requirements in clause 10.1.4.1.1 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.4.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
Table 10.1A.4.1.1-1: SS-RSRP Inter frequency Absolute accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	5.5
	10
	-6
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-70

	9
	12
	-6
	NR_FDD_FR1_A, NR_TDD_FR1_A, 
NR_SDL_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	Void
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.4.1.2	Relative Accuracy of SS-RSRP in FR1
The accuracy requirements in clause 10.1.4.1.2 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.4.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] Clause 7.3 for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB 
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1A.4.1.2-1: SS-RSRP Inter frequency relative accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	5.5
	7
	-6
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.5	Inter-frequency RSRP accuracy requirements for FR2
10.1A.5.1	Inter-frequency SS-RSRP accuracy requirements
10.1A.5.1.1	Absolute SS-RSRP Accuracy
The accuracy requirements in clause 10.1.5.1.1 shall apply.
10.1A.5.1.2	Relative SS-RSRP Accuracy
The accuracy requirements in clause 10.1.5.1.2 shall apply.

10.1A.6	Intra-frequency RSRQ accuracy requirements for FR1
10.1A.6.1	Intra-frequency SS-RSRQ accuracy requirements in FR1
10.1A.6.1.1	Absolute SS-RSRQ Accuracy in FR1
The accuracy requirements in clause 10.1.7.1.1 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.6.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band for each relevant SSB.
Table 10.1A.6.1.1-1: SS-RSRQ Intra frequency absolute accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	3.5
	5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	4.5
	5
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.7	Intra-frequency RSRQ accuracy requirements for FR2
10.1A.7.1	Intra-frequency SS-RSRQ accuracy requirements in FR2
10.1A.7.1.1	Absolute SS-RSRQ Accuracy in FR2
The accuracy requirements in clause 10.1.8.1.1 shall apply.
10.1A.8	Inter-frequency RSRQ accuracy requirements for FR1
10.1A.8.1	Inter-frequency SS-RSRQ accuracy requirements in FR1
10.1A.8.1.1	Absolute Accuracy of SS-RSRQ in FR1
The accuracy requirements in clause 10.1.9.1.1 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.8.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
Table 10.1A.8.1.1-1: SS-RSRQ Inter frequency absolute accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	3.5
	5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	4.5
	5
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.8.1.2	Relative Accuracy of SS-RSRQ in FR1
The accuracy requirements in clause 10.1.9.1.2 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.8.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band for each relevant SSB.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB
-	|Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1A.8.1.2-1: SS-RSRQ Inter frequency relative accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	Note 2
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	4
	5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	5
	5
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.9	Inter-frequency RSRQ accuracy requirements for FR2
10.1A.9.1	Inter-frequency SS-RSRQ accuracy requirements in FR2
10.1A.9.1.1	Absolute Accuracy of SS-RSRQ in FR2
The accuracy requirements in clause 10.1.10.1.1 shall apply.
10.1A.9.1.2	Relative Accuracy of SS-RSRQ in FR2
The accuracy requirements in clause 10.1.10.1.2 shall apply.
10.1A.10	 Intra-frequency SINR accuracy requirements for FR1
10.1A.10.1	Intra-frequency SS-SINR accuracy requirements in FR1
10.1A.10.1.1	Absolute SS-SINR Accuracy in FR1
The accuracy requirements in clause 10.1.12.1.1 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.10.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for intra-frequency measurements are fulfilled according to Annex B.2.2 for a corresponding Band.
Table 10.1A.10.1.1-1: SS-SINR Intra frequency absolute accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	Note 3
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	3.0
	4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	3.5
	4
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤ 25 dB under non-HST scenarios.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.
NOTE 5:	The requirements apply for SSB Ês/Iot ≤5 dB with SCS 15kHz or 30kHz under NR high speed scenarios.


10.1A.11	Intra-frequency SINR accuracy requirements for FR2
10.1A.11.1	Intra-frequency SS-SINR accuracy requirements in FR2
10.1A.11.1.1	Absolute SS-SINR Accuracy in FR2
The accuracy requirements in clause 10.1.13.1.1 shall apply.

10.1A.12 	Inter-frequency SINR accuracy requirements for FR1
10.1A.12.1	Inter-frequency SS-SINR accuracy requirements in FR1
10.1A.12.1.1	Aboslute Accuracy of SS-SINR in FR1
The accuracy requirements in clause 10.1.14.1.1 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.12.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.
Table 10.1A.12.1.1-1: SS-SINR Inter frequency absolute accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 3
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	4.0
	5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	4.5
	5
	-6
	Note 2
	Note 2
	Note 2
	Note 2
	Note 2

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 3:	The requirements apply for SSB Ês/Iot ≤ 25 dB.
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.12.1.2	Relative Accuracy of SS-SINR in FR1
The accuracy requirements in clause 10.1.14.1.2 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.12.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for inter-frequency measurements are fulfilled according to Annex B.2.3 for a corresponding Band.
-	|SSB_RP1dBm - SSB_RP2dBm| ≤ 27 dB
-	| Channel 1_Io ‑Channel 2_Io |  20 dB
Table 10.1A.12.1.2-1: SS-SINR Inter frequency relative accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot 
	Io Note 1 range

	
	
	Note 2,4
	NR operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	4.5
	5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	5
	5
	-6
	Note 3
	Note 3
	Note 3
	Note 3
	Note 3

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of cells to which the requirement applies.
NOTE 3:	The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.
NOTE 4:	The requirements apply for SSB Ês/Iot ≤ [25] dB.
NOTE 5:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.13	 Inter-frequency SINR accuracy requirements for FR2
10.1A.13.1	Inter-frequency SS-SINR accuracy requirements in FR2
10.1A.13.1.1	Aboslute Accuracy of SS-SINR in FR2
The accuracy requirements in clause 10.1.15.1.1 shall apply.
10.1A.13.1.2	Relative Accuracy of SS-SINR in FR2
The accuracy requirements in clause 10.1.15.1.1 shall apply.

10.1A.14	 L1-RSRP accuracy requirements for FR1
10.1A.14.1	SSB based L1-RSRP accuracy requirements
10.1A.14.1.1	Absolute Accuracy
The accuracy requirements in clause 10.1.19.1.1 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.14.1.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.1 for a corresponding Band for each relevant SSB.
Table 10.1A.14.1.1-1: SSB based L1-RSRP absolute accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-70

	±8.0
	±12.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-70

	±11.5
	±14.5
	-3
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A, NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F, NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.14.1.2	Relative Accuracy
The accuracy requirements in clause 10.1.19.1.2 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.14.1.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.1 for a corresponding Band for each relevant SSB.
Table 10.1A.14.1.2-1: SSB based L1-RSRP relative accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	SSB Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSSSB
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	N/A
	-50

	±6
	±7
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter SSB Ês/Iot is the minimum SSB Ês/Iot of the pair of SSBs to which the requirement applies.
NOTE 3:	Void
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.14.2	CSI-RS based L1-RSRP accuracy requirements
10.1A.14.2.1	Absolute Accuracy
The accuracy requirements in clause 10.1.19.2.2 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.14.2.1-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.2 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3.
The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1A.19.2.1-1.

Table 10.1A.14.2.1-1: CSI-RS based L1-RSRP absolute accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot
	Io Note 1 range

	
	
	
	NR operating band groups Note 2
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-70

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-70

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-70

	±5.0
	±9.5
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-70

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-70

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-70

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-70

	±8.5
	±11.5
	-3
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A,
NR_FDD_FR1_B, NR_TDD_FR1_C, NR_FDD_FR1_D, NR_TDD_FR1_D, NR_FDD_FR1_E, NR_TDD_FR1_E, NR_FDD_FR1_F,
NR_FDD_FR1_G, NR_FDD_FR1_H,
NR_FDD_FR1_N
	N/A
	N/A
	N/A
	-70
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.14.2.2	Relative Accuracy
The accuracy requirements in clause 10.1.19.2.2 shall apply when RedCap UE is capable of 2Rx. When UE is only required to support 1RX, the absolute accuracy requirements in Table 10.1A.14.2.2-1 are valid under the following conditions:
-	Conditions defined in clause 7.3 of TS 38.101-1 [18] for reference sensitivity are fulfilled.
-	Conditions for L1-RSRP measurements are fulfilled according to Annex B.2.4.2 for a corresponding Band for each relevant CSI-RS.
-	The bandwidth of CSI-RS is 48 PRBs and the density is 3.
The performance with larger bandwidth of CSI-RS is equal to or better than the accuracy requirements in Table 10.1A.14.2.2-1. 
Table 10.1A.14.2.2-1: CSI-RS based L1-RSRP relative accuracy for 1Rx RedCap UE in FR1
	Accuracy
	Conditions

	Normal condition
	Extreme condition
	CSI-RS Ês/Iot Note 2
	Io Note 1 range

	
	
	
	NR operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm / SCSCSI-RS
	dBm/BWChannel
	dBm/BWChannel

	
	
	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	
	
	
	NR_FDD_FR1_A, NR_TDD_FR1_A,
NR_SDL_FR1_A
	-121
	-118
	-115
	N/A
	-50

	
	
	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	N/A
	-50

	
	
	
	NR_TDD_FR1_C
	-120
	-117
	-114
	N/A
	-50

	±3
	±4
	-3
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	N/A
	-50

	
	
	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_G
	-118
	-115
	-112
	N/A
	-50

	
	
	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	N/A
	-50

	
	
	
	NR_FDD_FR1_N
	-114.5
	-111.5
	-108.5
	N/A
	-50

	NOTE 1:	Io is assumed to have constant EPRE across the bandwidth.
NOTE 2:	The parameter CSI-RS Ês/Iot is the minimum CSI-RS Ês/Iot of the pair of CSI-RS resources to which the requirement applies.
NOTE 3:	Void
NOTE 4:	NR operating band groups in FR1 are as defined in clause 3.5.2.



10.1A.15	 L1-RSRP accuracy requirements for FR2
10.1A.15.1	SSB based L1-RSRP accuracy requirements
10.1A.15.1.1	Absolute Accuracy
The accuracy requirements in clause 10.1.20.1.1 shall apply.

10.1A.15.1.2	Relative Accuracy
The accuracy requirements in clause 10.1.20.1.1 shall apply.
10.1A.15.2	CSI-RS based L1-RSRP accuracy requirements
10.1A.15.2.1	Absolute Accuracy
The accuracy requirements in clause 10.1.20.1.1 shall apply.
10.1A.15.2.2	Relative Accuracy
The accuracy requirements in clause 10.1.20.1.1 shall apply.
<end of the change2>

<start of the change3>
A.4.7	Measurement Performance requirements
[bookmark: _Toc535476292][bookmark: _Toc535476308][bookmark: _Toc535476314]Unless explicitly stated otherwise:
-	Reported measurements shall be within defined range of accuracy limits defined in Clause 10 for at least 90 % of the reported cases. If multiple measurement performance requirements are verified in the same test, the reported measurements for each requirement shall be within defined range of accuracy limits of the corresponding requirement defined in Clause 10 for at least 90% of the reported cases.
-	Measurements are performed in RRC_CONNECTED state.
-	The reference channels assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.
A.4.7.1	SS-RSRP
[bookmark: _Toc535476293]A.4.7.1.1	EN-DC Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.2.1.1 and 10.1.2.1.2 for intra-frequency measurements.
A.4.7.1.1.2	Test parameters
In this set of test cases all NR cells are on the same carrier frequency. Supported test configurations are shown in table A.4.7.1.1.2-1. Both absolute and relative accuracy of SS-RSRP intra-frequency measurements are tested by using the parameters in A.4.7.1.1.2-2. The configuration of cell 1 (E-UTRA PCell) is specified in clause A.3.7.2.1 In all test cases, Cell 2 is the PSCell, and Cell 3 is the target cell.
Table A.4.7.1.1.2-1: SS-RSRP Intra frequency SS-RSRP supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note: The UE is only required to be tested in one of the supported test configurations for each supported band



Table A.4.7.1.1.2-2: SS-RSRP Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Physical cell ID
	
	489
	0
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2,5
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3,6
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control Channel RMC
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	SSB configuration
	Config 1,4
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2,5
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 2
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3,5,6
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3,5,6
	
	SMTC.1

	OCNG Patterns
	
	OP.1

	PDSCH/PDCCH 
	Config 1,2,4,5
	kHz
	15 kHz

	subcarrier spacing
	Config 3,6
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15KhZ
	-106
	-88
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-94
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-106
	-88
	Same as Noc/15kHz

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-91
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	2.46
	-5.97
	2.46
	-5.97
	-0.01
	-4.76

	

	dB
	6
	1
	6
	1
	3
	0

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-100
	-105
	-82
	-87
	-111.00
	-114.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-110.50
	-113.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-110.00
	-113.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-109.50
	-112.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-109.00
	-112.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-108.50
	-111.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-108.00
	-111.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-104.50
	-107.50

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	- Not applicableNote 5
	Not applicableNote 5
	-85
	-90
	-108.00
	-111.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-107.00
	-110.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-106.50
	-109.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-106.00
	-109.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-105.50
	-108.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-105.00
	-108.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-104.50
	-107.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-101.50
	-104.50

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-70.09
	-52.09
	-80.03

	
	
	NR_FDD_FR1_B
	
	
	
	-79.53

	
	
	NR_TDD_FR1_C
	
	
	
	-79.03

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-78.53

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-78.03

	
	
	NR_FDD_FR1_F
	
	
	
	-77.53

	
	
	NR_FDD_FR1_G
	
	
	
	-77.03

	
	
	NR_FDD_FR1_H
	
	
	
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-73.53

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	Not applicableNote 5
	-51.99
	-73.94

	
	
	NR_FDD_FR1_B
	
	
	
	-73.44

	
	
	NR_TDD_FR1_C
	
	
	
	-72.94

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-72.44

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-71.94

	
	
	NR_FDD_FR1_F
	
	
	
	-71.44

	
	
	NR_FDD_FR1_G
	
	
	
	-70.94

	
	
	NR_FDD_FR1_H
	
	
	
	-70.44

	
	
	NR_FDD_FR1_N
	
	
	
	-67.44

	Propagation condition
	-
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Subtest 1 is not used when testing with 30kHz SSB SCS
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.1.1.3	Test Requirements
The SS-RSRP measurement accuracy for cell 2 and cell 3 shall fulfil absolute requirement in clause 10.1.2.1.1 and relative requirement in clause 10.1.2.1.2. 
[bookmark: _Toc535476297]A.4.7.1.2	EN-DC inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.4.1.1 and 10.1.4.1.2 for inter-frequency measurements with the testing configurations in Table A.4.7.1.2.1-1.
Table A.4.7.1.2.1-1: Applicable NR configurations for FR1 inter-frequency SS-RSRP accuracy test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations on each supported band



A.4.7.1.2.2	Test parameters
In this set of test cases there are three cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.4.7.1.2.2-1 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.4.7.1.2.2-1. The inter-frequency measurements are supported by a measurement gap.
Table A.4.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~6
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	Gap pattern ID
	
	
	0
	0

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3,6
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2,5
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3,6
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2,5
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3,6
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR1

	
	2,5
	
	SSB.1 FR1
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	2,5
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3,6
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 2
	1,4
	ms
	-
	3
	-
	3

	
	2,3,5,6
	s
	-
	3
	-
	3

	SMTC configuration
	1,4
	
	SMTC.2
	SMTC.2

	
	2,3,5,6
	
	SMTC.1
	SMTC.1

	EPRE ratio of PSS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	1~6
	dB
	0
	0
	0
	0

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,

	1~6
	dBm/15kHz
	-94.65
	
( for Cell 3 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NF_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,

	1,2,4,5
	dBm/SSB SCS
	-94.65

	
( for Cell 3 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,
NR_SDL_FR1_A
	3,6
	
	-91.65
	
( for C 3 +8dB)
	-112.00

	
	NR_FDD_FR1_B
	
	
	
	
	-111.50

	
	NR_TDD_FR1_C
	
	
	
	
	-111.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-110.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-110.00

	
	NR_FDD_FR1_F
	
	
	
	
	-109.50110.50

	
	NR_FDD_FR1_G
	
	
	
	
	-109.00

	
	NR_FDD_FR1_H
	
	
	
	
	-108.509.50

	
	NR_FDD_FR1_N
	
	
	
	
	-105.50

	[image: ]
	1~6
	dB
	10
	10
	13
	-3

	SS-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5 
	1,2,4,5
	dBm/SCS
	-84.65
	(RSRP for Cell 3 +25dB)
	-118.00

	
	NR_FDD_FR1_B
	
	
	
	
	-117.50

	
	NR_TDD_FR1_C
	
	
	
	
	-117.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-116.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-116.00

	
	NR_FDD_FR1_F
	
	
	
	
	-115.50

	
	NR_FDD_FR1_G
	
	
	
	
	-115.00

	
	NR_FDD_FR1_H
	
	
	
	
	-114.50

	
	NR_FDD_FR1_N
	
	
	
	
	-111.50

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,

	3,6
	
	-81.65
	(RSRP for Cell 3 +25dB)
	-115.00

	
	NR_FDD_FR1_B
	
	
	
	
	-114.50

	
	NR_TDD_FR1_C
	
	
	
	
	-114.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113.00

	
	NR_FDD_FR1_F
	
	
	
	
	-112.50

	
	NR_FDD_FR1_G
	
	
	
	
	-112.00

	
	NR_FDD_FR1_H
	
	
	
	
	-111.50

	
	NR_FDD_FR1_N
	
	
	
	
	-108.50

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6,

	1,2,4,5
	dBm/
9.36MHz
	-56.28
	(Io for Channel 3 +19.75dB)
	-85.28

	
	NR_FDD_FR1_B
	
	
	
	
	-84.78

	
	NR_TDD_FR1_C
	
	
	
	
	-84.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-83.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-83.28

	
	NR_FDD_FR1_F
	
	
	
	
	-82.78

	
	NR_FDD_FR1_G
	
	
	
	
	-82.28

	
	NR_FDD_FR1_H
	
	
	
	
	-81.78

	
	NR_FDD_FR1_N
	
	
	
	
	-78.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6,

	3,6
	dBm/
38.16MHz
	-50.19
	(Io for Channel 3 +19.75dB)
	-79.19

	
	NR_FDD_FR1_B
	
	
	
	
	-78.69

	
	NR_TDD_FR1_C
	
	
	
	
	-78.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-77.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-77.19

	
	NR_FDD_FR1_F
	
	
	
	
	-76.69

	
	NR_FDD_FR1_G
	
	
	
	
	-76.19

	
	NR_FDD_FR1_H
	
	
	
	
	-75.69

	
	NR_FDD_FR1_N
	
	
	
	
	-72.69

	[image: ]
	1~6
	dB
	10
	10
	13
	-3

	Propagation condition
	1~6
	-
	AWGN
	AWGN

	Antenna configuration
	
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port. 
Note 5 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.1.2.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 2 and Cell 3 shall fulfil the Absolute requirement in clause 10.1.4.1.1 and Relative requirement in clause 10.1.4.1.2.
A.4.7.1.3	Void
A.4.7.2	SS-RSRQ
A.4.7.2.1	EN-DC Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.7.1.1.
A.4.7.2.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.4.7.2.1.2-1. The absolute accuracy of SS-RSRQ intra-frequency measurement is test by using the parameters in Table A.4.7.2.1.2-2. The configuration of cell 1 (E-UTRA PCell) is specified in clause A.3.7.2.1. In all test cases, Cell 2 is the PSCell and Cell 3 is the target cell.
Table A.4.7.2.1.2-1: SS-RSRQ Intra frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.4.7.2.1.2-2: SS-RSRQ Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Control Channel RMC
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2,5
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3,6
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OP. 1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with 
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	Cell 2
	Config 2,3,5,6
	s
	-
	3
	-
	3
	-
	3

	SMTC 
	Config 1,4
	
	SMTC.2

	configuration
	Config 2,3,5,6
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH 
	Config 1,2,4,5
	kHz
	15 kHz

	subcarrier spacing
	Config 3,6
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/15kHz
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	
	-91
	-
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/SC S
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	
	-88
	-
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	-1.76
	-4.7
	-5.46
	-5.46

	

	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/SCS
	-82
	-82
	-103.9
	-103.9
	-118
	-118

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-117.5
	-117.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-111.5
	-111.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	
	-85
	-85
	-
	-
	-115
	-115

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-112
	-112

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-111.5
	-111.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-108.5
	-108.5

	SS-RSRQ Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/
9.36MHz
	-50
	-70
	-83.5

	
	
	NR_FDD_FR1_B
	
	
	
	-83

	
	
	NR_TDD_FR1_C
	
	
	
	-82.5

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-82

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-81.5

	
	
	NR_FDD_FR1_F
	
	
	
	-81

	
	
	NR_FDD_FR1_G
	
	
	
	-80.5

	
	
	NR_FDD_FR1_H
	
	
	
	-80

	
	
	NR_FDD_FR1_N
	
	
	
	-77

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/
38.16MHz
	-50
	-
	-77.4

	
	
	NR_FDD_FR1_B
	
	
	
	-76.9

	
	
	NR_TDD_FR1_C
	
	
	
	-76.4

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-75.9

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-75.4

	
	
	NR_FDD_FR1_F
	
	
	
	-74.9

	
	
	NR_FDD_FR1_G
	
	
	
	-74.4

	
	
	NR_FDD_FR1_H
	
	
	
	-73.9

	
	
	NR_FDD_FR1_N
	
	
	
	-70.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Clause 3.5.2.
Note 6:	Subtest 2 is not used when testing with 30kHz SSB SCS 
Note 7:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.2.1.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1.7.1.1.

A.4.7.2.2	EN-DC Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
[bookmark: _Toc535476305]A.4.7.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.9.1.1 and 10.1.9.1.2 for inter frequency measurement.
[bookmark: _Toc535476306]A.4.7.2.2.2	Test Parameters
In this test case the two NR cells (i.e., Cell 2 and Cell 3) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.4.7.2.2.2-1. Both absolute accuracy and relative accuracy requirements of SS-RSRQ inter-frequency measurement are tested by using test parameters in Table A.4.7.2.2.2-2. In all test cases, Cell 2 is the PSCell and Cell 3 is target cell. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1.
Table A.4.7.2.2.2-1: SS-RSRQ Inter frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.2.2.2-2: SS-RSRQ Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106

	BWP BW
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2,5
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3,6
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OCNG pattern 1

	Time offset with Cell 2 
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3,5,6
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC pattern 2

	
	Config 2,3,5,6
	
	SMTC pattern 1

	 SSB configuration
	Config 1,2,4,5
	
	SSB pattern 1 in FR1

	
	Config 3,6
	
	SSB pattern 2 in FR1

	PDSCH/PDCCH 
	Config 1,2,4,5
	kHz
	15 kHz

	subcarrier spacing
	Config 3,6
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/15kHz
	-80.18
	-80.18
	-106
	-106
	-116
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-109.5
	-109.5

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/15kHz
	-86.27
	-86.27
	-113
	-113
	-116
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-109.5
	-109.5

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/SCS
	-80.18
	-80.18
	-106
	-106
	-116
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-109.5
	-109.5

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	
	-83.27
	-83.27
	-110
	-110
	-113
	-113

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-112
	-112

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-111.5
	-111.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-111
	-111

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-110
	-110

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-109.5
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-106.5
	-106.5

	

	dB
	-1.75
	-1.75
	-1.75
	-1.75
	3
	-1.75

	

	dB
	-1.75
	-1.75
	-1.75
	-1.75
	3
	-1.75

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/SCS
	-81.93
	-81.93
	-107.75
	-107.75
	-113
	-117.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-112.5
	-117.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-112
	-116.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-111.5
	-116.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-111
	-115.75

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-110
	-114.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-106.5
	-111.25

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	
	-85.02
	-85.02
	-111.75
	-111.75
	-110
	-114.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-109
	-113.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-108.5
	-113.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-108
	-112.75

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-107
	-111.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-106.5
	-111.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-103.5
	-108.25

	SS-RSRQ Note3
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dB
	-14.77
	-14.77
	-40.59
	-40.59
	-12.56
	-14.76

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/
9.36MHz
	-50
	-50
	-75.83
	-75.83
	-83.28
	-85.83

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-82.78
	-85.33

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-82.28
	-84.83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-81.78
	-84.33

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-81.28
	-83.83

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-80.28
	-82.83

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-79.78
	-82.33

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-76.78
	-79.33

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/
38.16MHz
	-50
	-50
	-76.73
	-76.73
	-77.19
	-79.73

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-76.69
	-79.23

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-76.19
	-78.73

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-75.69
	-78.23

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-75.19
	-77.73

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-74.19
	-76.73

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-73.69
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-70.69
	-73.53

	Propagation condition
	
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Clause 3.5.2.



[bookmark: _Toc535476307]A.4.7.2.2.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1.9.1.1 and 10.1.9.1.2.

A.4.7.3	SS-SINR
[bookmark: _Toc535476300]A.4.7.3.1	EN-DC Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
[bookmark: _Toc535476301]A.4.7.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.12.1.1.
[bookmark: _Toc535476302]A.4.7.3.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.4.7.3.1.2-1. The absolute accuracy of SS-SINR intra-frequency measurement is tested by using the parameters in Table A.4.7.3.1.2-2. The configuration of cell 1 (E-UTRA PCell) is specified in clause A.3.7.2.1. In all test cases, Cell 2 is the PSCell and Cell 3 is the target cell.
Table A.4.7.3.1.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



[bookmark: _Toc535476303]Table A.4.7.3.1.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS Configuration
	Config 1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2,5
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3,6
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 2
	Config 1,4
	ms
	-
	3
	-
	3

	
	Config 2,3,5,6
	s
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3,5,6
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15

	
	Config 3,6
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-93
	-116

	
	NR_FDD_FR1_B
	
	
	-115.5

	
	NR_TDD_FR1_C
	
	
	-115

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-114.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-114

	
	NR_FDD_FR1_F
	
	
	-113.5

	
	NR_FDD_FR1_G
	
	
	-113

	
	NR_FDD_FR1_H
	
	
	-112.5

	
	NR_FDD_FR1_N
	
	
	-109.5

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-93
	Same as Noc for 15kHz

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-90
	-113

	
	
	NR_FDD_FR1_B
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	-112

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-111.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	-106.5

	

	dB
	0
	-3.19
	-5.46
	-5.46

	

	dB
	4.54
	2.66
	-4
	-4

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/SCS
	-88.46
	-90.34
	-120
	-120

	
	
	NR_FDD_FR1_B
	
	
	
	-119.5
	-119.5

	
	
	NR_TDD_FR1_C
	
	
	
	-119
	-119

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5
	-118.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118
	-118

	
	
	NR_FDD_FR1_F
	
	
	
	-117.5
	-117.5

	
	
	NR_FDD_FR1_G
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_H
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_N
	
	
	
	-113.5
	-113.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85.46
	-87.34
	-117
	-117

	
	
	NR_FDD_FR1_B
	
	
	
	-116.5
	-116.5

	
	
	NR_TDD_FR1_C
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_F
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_G
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_H
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_N
	
	
	
	-110.5
	-110.5

	SS-SINR Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	0
	-3.19
	-5.46
	-5.46

	
	NR_FDD_FR1_B
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.5
	-85.51

	
	
	NR_FDD_FR1_B
	
	
	-85.01

	
	
	NR_TDD_FR1_C
	
	
	-84.51

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-84.01

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-83.51

	
	
	NR_FDD_FR1_F
	
	
	-83.01

	
	
	NR_FDD_FR1_G
	
	
	-82.51

	
	
	NR_FDD_FR1_H
	
	
	-82.01

	
	
	NR_FDD_FR1_N
	
	
	-79.01

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-51.41
	-79.41

	
	
	NR_FDD_FR1_B
	
	
	-78.91

	
	
	NR_TDD_FR1_C
	
	
	-78.41

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-77.91

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-77.41

	
	
	NR_FDD_FR1_F
	
	
	-76.91

	
	
	NR_FDD_FR1_G
	
	
	-76.41

	
	
	NR_FDD_FR1_H
	
	
	-75.91

	
	
	NR_FDD_FR1_N
	
	
	-72.91

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Clause 3.5.2. 
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.3.1.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1.12.1.1.
A.4.7.3.2	EN-DC Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.3.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.14.1.1 and 10.1.14.1.2 for interfrequency measurement.
A.4.7.3.2.2	Test Parameters
In this test case the two NR cells (i.e., Cell 2 and Cell 3) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.4.7.3.2.2-1. Both absolute accuracy and relative accuracy requirements of SS-SINR inter-frequency measurement are tested by using test parameters in Table A.4.7.3.2.2-2. In all test cases, Cell 2 is the PSCell and Cell 3 is target cell. Cell 1 is the E-UTRA cell of which specific test parameters for this test case are specified in Table A.3.7.2.1-1.
Table A.4.7.3.2.2-1: SS-SINR Inter frequency SS-SINR supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.3.2.2-2: SS-SINR Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	Gap pattern ID
	
	
	0
	-
	0
	-
	0
	-

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2,5
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3,6
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 2
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3,5,6
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3,5,6
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15

	
	Config 3,6
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-88
	-108.5
	-119.5

	
	
	NR_FDD_FR1_B
	
	
	
	-119

	
	
	NR_TDD_FR1_C
	
	
	
	-118.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-118

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-117.5

	
	
	NR_FDD_FR1_F
	
	
	
	-117

	
	
	NR_FDD_FR1_G
	
	
	
	-116.5

	
	
	NR_FDD_FR1_H
	
	
	
	-116

	
	
	NR_FDD_FR1_N
	
	
	
	-113

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-88
	-108.5
	Same as Noc for 15kHz

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-85
	-105.5
	-116.5

	
	
	NR_FDD_FR1_B
	
	
	
	-116

	
	
	NR_TDD_FR1_C
	
	
	
	-115.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-115

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114.5

	
	
	NR_FDD_FR1_F
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-114.5

	
	
	NR_FDD_FR1_H
	
	
	
	-113

	
	
	NR_FDD_FR1_N
	
	
	
	-110

	

	dB
	-1.75
	20
	-4.0

	

	dB
	-1.75
	20
	-4.0

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-89.75
	-88.5
	-123.5

	
	
	NR_FDD_FR1_B
	
	
	
	-123

	
	
	NR_TDD_FR1_C
	
	
	
	-122.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-122

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-121.5

	
	
	NR_FDD_FR1_F
	
	
	
	-121

	
	
	NR_FDD_FR1_G
	
	
	
	-120.5

	
	
	NR_FDD_FR1_H
	
	
	
	-120

	
	
	NR_FDD_FR1_N
	
	
	
	-117

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-86.75
	-85.5
	-120.5

	
	
	NR_FDD_FR1_B
	
	
	
	-120

	
	
	NR_TDD_FR1_C
	
	
	
	-119.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-119

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-118.5

	
	
	NR_FDD_FR1_F
	
	
	
	-118

	
	
	NR_FDD_FR1_G
	
	
	
	-117.5

	
	
	NR_FDD_FR1_H
	
	
	
	-117

	
	
	NR_FDD_FR1_N
	
	
	
	-114

	SS-SINR Note3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dB
	-1.75
	20
	-4.0

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.83
	-60.5
	-90.09

	
	
	NR_FDD_FR1_B
	
	
	
	-89.59

	
	
	NR_TDD_FR1_C
	
	
	
	-89.09

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-88.59

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-88.09

	
	
	NR_FDD_FR1_F
	
	
	
	-87.59

	
	
	NR_FDD_FR1_G
	
	
	
	-87.09

	
	
	NR_FDD_FR1_H
	
	
	
	-86.59

	
	
	NR_FDD_FR1_N
	
	
	
	-83.59

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-51.73
	-54.41
	-84

	
	
	NR_FDD_FR1_B
	
	
	
	-83.5

	
	
	NR_TDD_FR1_C
	
	
	
	-83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-82.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-82

	
	
	NR_FDD_FR1_F
	
	
	
	-81.5

	
	
	NR_FDD_FR1_G
	
	
	
	-81

	
	
	NR_FDD_FR1_H
	
	
	
	-80.5

	
	
	NR_FDD_FR1_N
	
	
	
	-77.5

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.3.2.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1.14.1.1 and 10.1.14.1.2.
A.4.7.4	L1-RSRP measurement for beam reporting
[bookmark: _Toc535476310]A.4.7.4.1	SSB based L1-RSRP measurement
[bookmark: _Toc535476311]A.4.7.4.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 9.5.2 and clause 10.1.19.1 for L1-RSRP measurements based on SSB with the testing configurations for NR cells in Table A.4.7.4.1.1-1.
Table A.4.7.4.1.1-1: Applicable NR configurations for FR1 SSB based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



[bookmark: _Toc535476312]A.4.7.4.1.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.7.4.1.2-1 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.4.7.4.1.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources. UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSB resources 0 and 1.
[bookmark: _Toc535476313]Table A.4.7.4.1.2-1: FR1 SSB based L1-RSRP test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~6
	
	freq1
	freq1

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD Configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference 
	1,4
	
	SR.1.1 FDD
	SR.1.1 FDD

	measurement channel
	2,5
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference 
	1,4
	
	CR.1.1 FDD
	CR.1.1 FDD

	Channel
	2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET 
	1,4
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	Reference Channel
	2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.3 FR1
	SSB.3 FR1

	
	2,5
	
	SSB.3 FR1
	SSB.3 FR1

	
	3,6
	
	SSB.4 FR1
	SSB.4 FR1

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2,5
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3,6
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1

	reportConfigType
	1~6
	
	periodic
	periodic

	reportQuantity
	1~6
	
	ssb-Index-RSRP
	ssb-Index-RSRP

	Number of reported RS
	1~6
	
	2
	2

	L1-RSRP reporting period
	1~6
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SSB SCS
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~6
	dB
	10
	-3

	SSB RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SSB SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_F
	
	
	
	-117.5

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_N
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_F
	
	
	
	-84.78

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_N
	
	
	
	-80.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_F
	
	
	
	-78.69

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	
	NR_FDD_FR1_N
	
	
	
	-74.69

	[image: ]
	1~6
	dB
	10
	-3

	Propagation condition
	1~6
	
	AWGN
	AWGN

	Antenna configuration
	1~6
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.4.1.3	Test Requirements
The L1-RSRP measurement accuracy for SSB resource reported by UE in L1-RSRP report (SSB#0 or SSB#1) of Cell 2 shall fulfil the requirements in clauses 10.1.19.1.
A.4.7.4.2	CSI-RS based L1-RSRP measurement on resource set with repetition off
A.4.7.4.2.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 9.5.3 and clause 10.1.19.2 for L1-RSRP measurements based on CSI-RS with the testing configurations for NR cells in Table A.4.7.4.2.1-1.
Table A.4.7.4.2.1-1: Applicable NR configurations for FR1 CSI-RS based L1-RSRP test
	Config
	Description

	1
	LTE FDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band 



A.4.7.4.2.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.7.4.2.2-1 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.4.7.4.2.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one CSI-RS resource set with two CSI-RS resources. UE is configured to perform RLM and BFD based on SSB 0 and 1. CSI-RS is not transmitted in the same OFDM symbols as SSB. 
Table A.4.7.4.2.2-1: FR1 CSI-RS based L1-RSRP test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~6
	
	freq1
	freq1

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD Configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference 
	1,4
	
	SR.1.1 FDD
	SR.1.1 FDD

	measurement channel
	2,5
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference 
	1,4
	
	CR.1.1 FDD
	CR.1.1 FDD

	Channel
	2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET 
	1,4
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	Reference Channel
	2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.3 FR1
	SSB.3 FR1

	
	2,5
	
	SSB.3 FR1
	SSB.3 FR1

	
	3,6
	
	SSB.4 FR1
	SSB.4 FR1

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2,5
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3,6
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1

	CSI-RS
	1,4
	
	CSI-RS 1.2 FDD
	CSI-RS 1.2 FDD

	
	2,5
	
	CSI-RS 1.2 TDD
	CSI-RS 1.2 TDD

	
	3,6
	
	CSI-RS 2.2 TDD
	CSI-RS 2.2 FDD

	reportConfigType
	1~6
	
	periodic
	periodic

	reportQuantity
	1~6
	
	cri-RSRP
	cri-RSRP

	Number of reported RS
	1~6
	
	2
	2

	L1-RSRP reporting period
	1~6
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/CSI-RS SCS
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~6
	dB
	10
	10

	CSI-RS RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/CSI-RS SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_F
	
	
	
	-117.5

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_N
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_F
	
	
	
	-84.78

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_N
	
	
	
	-80.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_F
	
	
	
	-78.69

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	
	NR_FDD_FR1_N
	
	
	
	-74.69

	[image: ]
	1~6
	dB
	10
	-3

	Propagation condition
	1~6
	
	AWGN
	AWGN

	Antenna configuration
	1~6
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.4.2.3	Test Requirements
The L1-RSRP measurement accuracy for CSI-RS resource reported by UE in L1-RSRP report (CSI-RS#0 or CSI-RS#1) of Cell 2 shall fulfil the requirements in clauses 10.1.19.2.
A.4.7.5	SFTD accuracy
A.4.7.5.1	SFTD accuracy
A.4.7.5.1.1	Test Purpose and Environment
The purpose of this set of tests is to verify that the SFTD measurement accuracy is within the specified limits. This test will verify the requirements as specified in clause 9.1.27 in TS 36.133 [15] for EN-DC SFTD measurements. 
A.4.7.5.1.2	Test Parameters
Supported test configurations are shown in Table A.4.7.5.1.2-1. In this set of test cases there are two cells on different carriers. Cell 1 is E-UTRAN PCell and Cell 2 is NR FR1 PSCell. The test parameters of cell 1 are given in clause A.3.7.2.1. The test parameters of cell 2 are given in Table A.4.7.5.1.2-2. The SFTD between PCell and PSCell shall be set by the test equipment to one of the time differences in Table A.4.7.5.1.2-3. 
Table A.4.7.5.1.2-1: Supported test configurations for SFTD accuracy
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	Note: 	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.5.1.2-2: Test parameters for SFTD accuracy
	Parameter
	Config
	Unit
	Test 1

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement 
	1,4
	
	SR.1.1 FDD

	channel
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	RMC CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1

	
	2,5
	
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1

	SMTC configuration
	1~6
	
	SMTC.1

	DL BWP configuration
	1~6
	
	DLBWP.1.1

	UL BWP configuration
	1~6
	
	ULBWP.1.1

	CSI-RS for tracking
	1,4
	
	TRS.1.1 FDD

	
	2,5
	
	TRS.1.1 TDD

	
	3,6
	
	TRS.1.2 TDD

	OCNG Patterns
	1~6
	
	OP.1

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SSB SCS
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-101

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	

	1~6
	dB
	-3

	

	1~6
	dB
	-3

	SS-RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SCS
	-107

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-74.28

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-68.18

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	Propagation condition
	1~6
	
	AWGN

	Antenna configuration
	1~6
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



Table A.4.7.5.1.2-3: Timing offsets for SFTD accuracy test
	Condition
	SFN offset between PCell and PSCell
	Frame boundary offset between PCell and PSCell (Ts)

	1
	100
	-122000

	2
	300
	-60540

	3
	500
	1000

	4
	700
	62540

	5
	900
	124000



A.4.7.5.1.3	Test Requirements
The SFTD reported by the UE consists of 2 elements, SFN offset and frame boundary offset between PCell and PSCell. The reported SFTD accuracy shall fulfil the requirement in clause 9.1.27 in TS 36.133 [15].
A.4.7.5.2	Void
A.4.7.5.3	Void
A.4.7.6	CLI measurements
A.4.7.6.1	EN-DC SRS-RSRP measurement accuracy with FR1 serving cell
A.4.7.6.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SRS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.22.1.1 with the testing configurations for NR cells in Table A.4.7.6.1.1-1.
Table A.4.7.6.1.1-1: Applicable NR configurations for FR1 SRS-RSRP accuracy test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SRS SCS, 10 MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 30kHz SRS SCS, 40 MHz bandwidth, TDD duplex mode

	3
	LTE TDD, NR 15 kHz SRS SCS, 10 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30kHz SRS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.4.7.6.1.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.7.6.1.2-1 below. The test parameter for the (virtual) neighbor cell UE transmitting SRS are given in Table A.4.7.6.1.2-2.
Before the test UE is configured to perform SRS-RSRP measurement. During the test, the test system transmits SRS resources for measurement in the DL slots according to the SRS configuration in Table A.4.7.6.1.2-3. There is no measurement gap configured in the test. During the test, the test system does not transmit PDCCH/PDSCH/OCNG on SRS symbol to be transmitted and on 1 data symbol before SRS to be transmitted.
Table A.4.7.6.1.2-1: FR1 test parameters for SRS-RSRP accuracy for PSCell
	Parameter
	Config
	Unit
	Test 1
	Test 2
	Test 3

	SSB GSCN
	1~4
	
	freq1
	freq1
	freq1

	Duplex mode
	1~4
	
	TDD
	TDD
	TDD

	TDD configuration
	1,3
	
	TDDConf.1.1
	TDDConf.1.1
	TDDConf.1.1

	
	2,4
	
	TDDConf.2.1
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1,3
	MHz
	10: NRB,c = 52
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,4
	
	40: NRB,c = 106
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference 
	1,3
	
	SR.1.1 TDD
	SR.1.1 TDD
	SR.1.1 TDD

	measurement channel
	2,4
	
	SR.2.1 TDD
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference 
	1,3
	
	CR.1.1 TDD
	CR.1.1 TDD
	CR.1.1 TDD

	Channel
	2,4
	
	CR.2.1 TDD
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET 
	1,3
	
	CCR.1.1 TDD
	CCR.1.1 TDD
	CCR.1.1 TDD

	Reference Channel
	2,4
	
	CCR.2.1 TDD
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1,3
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	2,4
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~4
	
	OP.1
	OP.1
	OP.1

	TRS configuration
	1,3
	
	TRS.1.1 TDD
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	2,4
	
	TRS.1.2 TDD
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~4
	
	SMTC.1
	SMTC.1
	SMTC.1

	Time offset between DL from serving cell and SRS from test system
	1~4
	s
	17.67
	17.67
	17.67

	EPRE ratio of PSS to SSS
	1~4
	dB
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	

	[image: ]Note2
	NR_TDD_FR1_A Note3
	1,3
	dBm/15kHz
	-106
	-88
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	
	NR_TDD_FR1_A Note3
	2,4
	
	Not applicableNote4
	-91
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	[image: ]Note2
	NR_TDD_FR1_A Note3
	1,3
	dBm/SRS SCS
	-106
	-88
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	
	NR_TDD_FR1_A Note3
	2,4
	
	Not applicableNote4
	-88
	-111

	
	NR_TDD_FR1_C
	
	
	
	
	-110

	
	NR_TDD_FR1_D
	
	
	
	
	-109.5

	
	NR_TDD_FR1_E
	
	
	
	
	-109

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 4:	Test 1 is not used when testing with 30kHz SSB SCS



Table A.4.7.6.1.2-2: FR1 test parameters for SRS-RSRP accuracy for neighbour cell UE
	Parameter
	Config
	Unit
	Test 1
	Test 2
	Test 3

	[image: ]Note2
	NR_TDD_FR1_A NOTE 3
	1,3
	dBm/15kHz
	-106
	-88
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	
	NR_TDD_FR1_A NOTE 5
	2,4
	
	Not applicableNote 6
	-91
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	[image: ]Note2
	NR_TDD_FR1_A NOTE 5
	1,3
	dBm/SRS SCS
	-106
	-88
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	
	NR_TDD_FR1_A NOTE 5
	2,4
	
	Not applicableNote 6
	-88
	-111

	
	NR_TDD_FR1_C
	
	
	
	
	-110

	
	NR_TDD_FR1_D
	
	
	
	
	-109.5

	
	NR_TDD_FR1_E
	
	
	
	
	-109

	[image: ] on SRS
	1~4
	dB
	1
	1
	1

	SRS RSRP Note3
	NR_TDD_FR1_A NOTE 5
	1,3
	dBm/SRS SCS
	-105
	-87
	-113

	
	NR_TDD_FR1_C
	
	
	
	
	-112

	
	NR_TDD_FR1_D
	
	
	
	
	-111.5

	
	NR_TDD_FR1_E
	
	
	
	
	-111

	
	NR_TDD_FR1_A NOTE 5
	2,4
	
	Not applicableNote 6
	-87
	-110

	
	NR_TDD_FR1_C
	
	
	
	
	-109

	
	NR_TDD_FR1_D
	
	
	
	
	-108.5

	
	NR_TDD_FR1_E
	
	
	
	
	-108

	Io Note3
	NR_TDD_FR1_A NOTE 5
	1,3
	dBm/9.36 MHz
	-74.51
	-56.51
	-82.51

	
	NR_TDD_FR1_C
	
	
	
	
	-81.51

	
	NR_TDD_FR1_D
	
	
	
	
	-81.01

	
	NR_TDD_FR1_E
	
	
	
	
	-79.51

	
	NR_TDD_FR1_A NOTE 5
	2,4
	dBm/38.16 MHz
	Not applicableNote 6
	-53.42
	-76.42

	
	NR_TDD_FR1_C
	
	
	
	
	-75.42

	
	NR_TDD_FR1_D
	
	
	
	
	-74.92

	
	NR_TDD_FR1_E
	
	
	
	
	-74.42

	[image: ] on SRS
	1~4
	dB
	1
	1
	1

	Propagation condition
	1~4
	
	AWGN
	AWGN
	AWGN

	Antenna configuration
	1~4
	
	1x2
	1x2
	1x2

	SRS configuration
	1,3
	
	SRSConf.1
	SRSConf.1
	SRSConf.1

	
	2,4
	
	SRSConf.2
	SRSConf.2
	SRSConf.2

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of the test.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 6:	Test 1 is not used when testing with 30kHz SSB SCS



Table A.4.7.6.1.2-3: SRS configuration parameters for FR1 SRS-RSRP accuracy
	
	Field
	SRSConf.1
	SRSConf.2

	SRS-
	srs-ResourceSetId
	0
	0

	ResourceSet
	srs-ResourceIdList
	0
	0

	
	resourceType
	Periodic
	Periodic

	
	Usage
	Codebook
	Codebook

	SRS-
	SRS-ResourceId
	0
	0

	Resource
	nrofSRS-Ports
	Port1
	Port1

	
	transmissionComb 
	n2
	n2

	
	combOffset-n2
	0
	0

	
	cyclicShift-n2
	0
	0

	
	resourceMapping
startPosition
	0
	0

	
	resourceMapping
nrofSymbols	
	n1
	n1

	
	resourceMapping
repetitionFactor
	n1
	n1

	
	freqDomainPosition
	0
	0

	
	freqDomainShift
	0
	0

	
	freqHopping
c-SRS
	12
	12

	
	freqHopping
b-SRS
	0
	0

	
	freqHopping
b-hop
	0
	0

	
	groupOrSequenceHopping
	Neither
	Neither

	
	resourceType
	Periodic
	Periodic

	
	periodicityAndOffset-p
	sl20, 9
	sl40, 19

	
	sequenceId
	0
	0



A.4.7.6.1.3	Test Requirements
The SRS-RSRP measurement accuracy shall fulfil the requirements in clauses 10.1.22.1.1.
A.4.7.6.2	EN-DC CLI-RSSI measurement accuracy with FR1 serving cell
A.4.7.6.2.1	Test Purpose and Environment
The purpose of this test is to verify that the CLI-RSSI measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.22.2.1 with the testing configurations for NR cells in Table A.4.7.6.2.1-1.
Table A.4.7.6.2.1-1: Applicable NR configurations for FR1 CLI-RSSI accuracy test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SRS SCS, 10 MHz bandwidth, TDD duplex mode

	2
	LTE FDD, NR 30kHz SRS SCS, 40 MHz bandwidth, TDD duplex mode

	3
	LTE TDD, NR 15 kHz SRS SCS, 10 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 30kHz SRS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.4.7.6.2.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.7.6.2.2-1 below. 
Before the test UE is configured to perform CLI-RSSI measurement. There is no measurement gap configured in the test. During the test, the test system does not transmit PDCCH/PDSCH/OCNG on symbols for CLI-RSSI resource and on 1 data symbol before. The CLI-RSSI measurement resource configuration is in Table A.4.7.6.2.2-2. 
Table A.4.7.6.2.2-1: FR1 test parameters for CLI-RSSI accuracy
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~4
	
	freq1

	Duplex mode
	1~4
	
	TDD

	TDD configuration
	1,3
	
	TDDConf.1.1

	
	2,4
	
	TDDConf.2.1

	BWchannel
	1,3
	MHz
	10: NRB,c = 52

	
	2,4
	
	40: NRB,c = 106

	PDSCH Reference 
	1,3
	
	SR.1.1 TDD

	measurement channel
	2,4
	
	SR.2.1 TDD

	RMSI CORESET Reference 
	1,3
	
	CR.1.1 TDD

	Channel
	2,4
	
	CR.2.1 TDD

	Dedicated CORESET 
	1,3
	
	CCR.1.1 TDD

	Reference Channel
	2,4
	
	CCR.2.1 TDD

	SSB configuration
	1,3
	
	SSB.1 FR1

	
	2,4
	
	SSB.2 FR1

	OCNG Patterns Note6
	1~4
	
	OP.1

	TRS configuration
	1,3
	
	TRS.1.1 TDD

	
	2,4
	
	TRS.1.2 TDD

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~4
	
	SMTC.1

	Time offset between DL from serving cell and OCNG from test system
	1~4
	s
	17.67

	EPRE ratio of PSS to SSS
	1~4
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	[image: ] on CLI-RSSI measurement resource Note2
	1,3
	dBm/15kHz
	-106

	
	2,4
	
	-106

	[image: ] on CLI-RSSI measurement resource Note2
	1,3
	dBm/ BWP SCS
	-106

	
	2,4
	
	-103

	[image: ] on CLI-RSSI measurement resource
	1~4
	dB
	-Infinity

	RSRP on CLI-RSSI measurement resource Note3
	1~4
	dBm/ BWP SCS
	-Infinity

	Io on CLI-RSSI measurement resource Note3
	1,3
	dBm/9.36 MHz
	-78.05

	
	2,4
	dBm/38.16 MHz
	-71.96

	Io on CLI-RSSI measurement resource Note3
	1,3
	dBm/1.08
MHz
	-87.43

	
	2,4
	
	-87.44

	[image: ] on CLI-RSSI measurement resource
	1~4
	dB
	-Infinity

	Propagation condition
	1~4
	
	AWGN

	Antenna configuration
	1~4
	
	1x2

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 6:	OCNG is not transmitted in the CLI-RSSI measurement resources.



Table A.4.7.6.2.2-2: CLI-RSSI measurement resource configuration for FR1 CLI-RSSI accuracy
	
	Field
	Config
	SRSConf.1

	CLI-RSSI 
	rssi-ResourceId
	1~4
	0

	measurement 
	rssi-SCS
	1,3
	15kHz

	resource
	
	2,4
	30kHz

	
	startPRB 
	1~4
	0

	
	nrofPRBs
	1,3
	52

	
	
	2,4
	106

	
	startPosition
	1~4
	3

	
	nrofSymbols
	1~4
	11

	
	rssi-PeriodicityAndOffset	
	1,3
	sl20, 9

	
	
	2,4
	sl40, 19



A.4.7.6.2.3	Test Requirements
The CLI-RSSI measurement accuracy shall fulfil the requirements in clauses 10.1.22.2.1.

A.4.7.7	L1-SINR measurement for beam reporting
A.4.7.7.1	L1-SINR measurement with CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off
A.4.7.7.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clauses 9.8.4.1 and clause 10.1.27.1 for FR1 L1-SINR measurements based on CSI-RS with the testing configurations for NR cells in Table A.4.7.7.1.1-1, which configures the measurement resources for the CSI-RS based CMR and no dedicated IMR.
Table A.4.7.7.1.1-1: Applicable NR configurations for FR1 L1-SINR test with CSI-RS based CMR and no dedicated IMR configured
	Config
	Description

	1
	LTE FDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band 



A.4.7.7.1.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.7.7.1.2-1 below. The absolute and relative accuracy of L1-SINR measurements are tested by using the parameters in Table A.4.7.7.1.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one CSI-RS resource set with two CSI-RS resources. UE is configured to perform RLM and BFD based on SSB 0 and 1. CSI-RS is not transmitted in the same OFDM symbols as SSB. 
Table A.4.7.7.1.2-1: FR1 CSI-RS based L1-SINR test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~6
	
	freq1
	freq1

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD Configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1  
	SSB.1 FR1  

	
	2,5
	
	SSB.1 FR1
	SSB.1 FR1  

	
	3,6
	
	SSB.2 FR1
	SSB.2 FR1 

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2,5
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3,6
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1 

	CSI-RS
	1,4
	
	CSI-RS 1.2 FDD
	CSI-RS 1.2 FDD

	
	2,5
	
	CSI-RS 1.2 TDD
	CSI-RS 1.2 TDD

	
	3,6
	
	CSI-RS 2.2 TDD
	CSI-RS 2.2 FDD

	reportConfigType
	1~6
	
	periodic
	periodic

	reportQuantity-r16
	1~6
	
	cri-SINR-r16
	cri-SINR-r16

	nrofReportedRS
	1~6
	
	2
	2

	L1-RSRP reporting period
	1~6
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/CSI-RS SCS
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~6
	dB
	10
	-3

	CSI-RS RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/CSI-RS SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_F
	
	
	
	-117.5

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_N
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_F
	
	
	
	-84.78

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_N
	
	
	
	-80.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_F
	
	
	
	-78.69

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	
	NR_FDD_FR1_N
	
	
	
	-74.69

	[image: ]
	1~6
	dB
	10
	-3

	Propagation condition
	1~6
	
	AWGN
	AWGN

	Antenna configuration
	1~6
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.7.1.3	Test Requirements
The L1-SINR measurement accuracy for CSI-RS#0 and CSI-RS#1 of Cell 2 shall fulfil the requirements in clauses 10.1.27.1.

A.4.7.7.2	L1-SINR measurement with SSB based CMR and dedicated IMR
A.4.7.7.2.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-SINR measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 9.8.4.2 and clause 10.1.27.2  for L1-SINR measurements with SSB based CMR and CSI-IM based IMR, with the testing configurations for NR cells in Table A.4.7.7.2.1-1.
Table A.4.7.7.2.1-1: Applicable NR configurations for FR1 L1-SINR measurement test with SSB based CMR and CSI-IM based IMR
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.4.7.7.2.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.7.7.2.2-1 below. The absolute accuracy of L1-SINR measurements are tested by using the parameters in Table A.4.7.7.2.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources and one CSI-IM resource set with two CSI-IM resource. UE is configured to perform RLM and BFD measurement based on the SSB resources 0 and 1. UE is configured to perform L1-SINR measurement based on the SSBs as CMR and the CSI-IM resources as IMR.
Table A.4.7.7.2.2-1: FR1 L1-SINR measurement test parameters with SSB based CMR and CSI-IM based IMR
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~6
	
	freq1
	freq1

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD Configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD 
	CR.1.1 FDD 

	
	2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD 
	CCR.1.1 FDD 

	
	2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.3 FR1  
	SSB.3 FR1  

	
	2,5
	
	SSB.3 FR1
	SSB.3 FR1  

	
	3,6
	
	SSB.4 FR1
	SSB.4 FR1 

	CSI-IM configuration
	1,4
	
	CSI-IM 1.1 FDD
	CSI-IM 1.1 FDD

	
	2,5
	
	CSI-IM 1.1 TDD
	CSI-IM 1.1 TDD

	
	3,6
	
	CSI-IM 2.1 TDD
	CSI-IM 2.1 TDD

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2,5
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3,6
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1 

	reportConfigType
	1~6
	
	periodic
	periodic

	reportQuantity-r16
	1~6
	
	ssb-Index-SINR-r16
	ssb-Index-SINR-r16

	Number of reported RS
	1~6
	
	2
	2

	L1-SINR reporting period
	1~6
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SSB SCS

	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~6
	dB
	10
	-3

	SSB RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SSB SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_F
	
	
	
	-117.5

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_N
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_F
	
	
	
	-84.78

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_N
	
	
	
	-80.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_F
	
	
	
	-78.69

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	
	NR_FDD_FR1_N
	
	
	
	-74.69
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	1~6
	dB
	10
	-3

	Propagation condition
	1~6
	
	AWGN
	AWGN

	ntenna configuration
	1~6
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.7.2.3	Test Requirements
The L1-SINR measurement accuracy for SSB#0+CSI-IM#0 and SSB#1+CSI-IM#1 of Cell 2 shall fulfil the requirements in clauses 10.1.27.2.

A.4.7.7.3	L1-SINR measurement with CSI-RS based CMR and dedicated IMR
A.4.7.7.3.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-SINR measurement accuracy is within the specified limits. This test will partly verify the requirements in Clauses 9.8.4.3 and clause 10.1.27.3 for L1-SINR measurements based on CSI-RS as both CMR and IMR with the testing configurations for NR cells in Table A.4.7.7.3.1-1.
Table A.4.7.7.3.1-1: Applicable NR configurations for FR1 L1-SINR measurement test with CSI-RS based both CMR based IMR
	Config
	Description

	1
	LTE FDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band. 



A.4.7.7.3.2	Test parameters
In this set of test cases there are two cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2). The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 are given in Table A.4.7.7.3.2-1 below. The absolute and relative accuracy of L1-SINR measurements are tested by using the parameters in Table A.4.7.7.3.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured two CSI-RS resource sets with two CSI-RS resources for each set. UE is configured to perform RLM and BFD based on SSB 0 and 1. CSI-RS is not transmitted in the same OFDM symbols as SSB. UE is configured to perform L1-SINR measurement based on the configured CSI-RS as both CMR and IMR.
Table A.4.7.7.3.2-1: FR1 L1-SINR measurement test with CSI-RS based both CMR and IMR
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~6
	
	freq1
	freq1

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD Configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference 
	1,4
	
	SR.1.1 FDD
	SR.1.1 FDD

	measurement channel
	2,5
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference 
	1,4
	
	CR.1.1 FDD
	CR.1.1 FDD

	Channel
	2,5
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET 
	1,4
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	Reference Channel
	2,5
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR1

	
	2,5
	
	SSB.1 FR1
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2,5
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3,6
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~6
	
	SMTC.1
	SMTC.1

	CSI-RS configuration as CMR 
	1,4
	
	CSI-RS 1.2 FDD
	CSI-RS 1.2 FDD

	
	2,5
	
	CSI-RS 1.2 TDD
	CSI-RS 1.2 TDD

	
	3,6
	
	CSI-RS 2.2 TDD
	CSI-RS 2.2 FDD

	CSI-RS configuration as IMR 

	1,4
	

	CSI-RS 1.3A FDD
	CSI-RS 1.3A FDD

	
	2,5
	
	CSI-RS 1.3A TDD
	CSI-RS 1.3A TDD

	
	3,6
	
	CSI-RS 2.3A TDD
	CSI-RS 2.3A TDD

	reportConfigType
	1~6
	
	periodic
	periodic

	reportQuantity-r16
	1~6
	
	cri-SINR-r16
	cri-SINR-r16

	nrofReportedRS
	1~6
	
	2
	2

	L1-RSRP reporting period
	1~6
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/CSI-RS SCS
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~6
	dB
	10
	0

	CSI-RS RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/CSI-RS SCS
	-84.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-81.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_F
	
	
	
	-84.78

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_N
	
	
	
	-80.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_F
	
	
	
	-78.69

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	
	NR_FDD_FR1_N
	
	
	
	-74.69
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	1~6
	dB
	10
	0

	Propagation condition
	1~6
	
	AWGN
	AWGN

	Antenna configuration
	1~6
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.7.3.3	Test Requirements
The L1-SINR measurement accuracy for CSI-RS#0+CSI-RS#2 and CSI-RS#1+CSI-RS#3 of Cell 2 shall fulfil the requirements in clauses 10.1.27.3.

A.4.7.8	CSI-RSRP
A.4.7.8.1	EN-DC Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.8.1.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.2.3.1 and 10.1.2.3.2 for intra-frequency CSI-RS based L3 measurements.
A.4.7.8.1.2	Test parameters
In this set of test cases all NR cells are on the same carrier frequency. Supported test configurations are shown in table A.4.7.8.1.2-1. Both absolute and relative accuracy of CSI-RSRP intra-frequency measurements are tested by using the parameters in A.4.7.8.1.2-2. The configuration of cell 1 (E-UTRA PCell) is specified in clause A.3.7.2.1. In all test cases, Cell 2 is the PSCell and Cell 3 is the target cell.
Table A.4.7.8.1.2-1: CSI-RSRP Intra frequency CSI-RSRP supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations for each supported band



Table A.4.7.8.1.2-2: CSI-RSRP Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	Physical cell ID
	
	489
	0
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2,5
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3,6
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control Channel RMC
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	SSB configuration
	Config 1,4
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2,5
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	CSI-RS configuration for RRM
	Config 1,4
	
	CSI-RS.RRM.FR1.1 FDD

	
	Config 2,5
	
	CSI-RS.RRM.FR1.1 TDD

	
	Config 3,6
	
	CSI-RS.RRM.FR1.2 TDD

	Time offset with Cell 2
	Config 1,2,4,5
	s
	-
	4.7
	-
	4.7
	-
	4.7

	
	Config 3,6
	s
	-
	2.35
	-
	2.35
	-
	2.35

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3,5,6
	
	SMTC.1

	OCNG Patterns
	
	OP.1

	PDSCH/PDCCH 
	Config 1,2,4,5
	kHz
	15 kHz

	subcarrier spacing
	Config 3,6
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15KhZ
	-106
	-88
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-94
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-106
	-88
	Same as Noc/15kHz

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-91
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	2.46
	-5.97
	2.46
	-5.97
	-0.01
	-4.76

	

	dB
	6
	1
	6
	1
	3
	0

	CSI-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-100
	-105
	-82
	-87
	-111.00
	-114.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-110.50
	-113.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-110.00
	-113.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-109.50
	-112.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-109.00
	-112.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-108.50
	-111.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-108.00
	-111.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-104.50
	-107.50

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	- Not applicableNote 5
	Not applicableNote 5
	-85
	-90
	-108.00
	-111.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-107.00
	-110.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-106.50
	-109.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-106.00
	-109.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-105.50
	-108.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-105.00
	-108.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-104.50
	-107.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-101.50
	-104.50

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-70.09
	-52.09
	-80.03

	
	
	NR_FDD_FR1_B
	
	
	
	-79.53

	
	
	NR_TDD_FR1_C
	
	
	
	-79.03

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-78.53

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-78.03

	
	
	NR_FDD_FR1_F
	
	
	
	-77.53

	
	
	NR_FDD_FR1_G
	
	
	
	-77.03

	
	
	NR_FDD_FR1_H
	
	
	
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-73.53

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	Not applicableNote 5
	-51.99
	-73.94

	
	
	NR_FDD_FR1_B
	
	
	
	-73.44

	
	
	NR_TDD_FR1_C
	
	
	
	-72.94

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-72.44

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-71.94

	
	
	NR_FDD_FR1_F
	
	
	
	-71.44

	
	
	NR_FDD_FR1_G
	
	
	
	-70.94

	
	
	NR_FDD_FR1_H
	
	
	
	-70.44

	
	
	NR_FDD_FR1_N
	
	
	
	-67.44

	Propagation condition
	-
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	CSI-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Subtest 1 is not used when testing with 30kHz SSB SCS
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.8.1.3	Test Requirements
The CSI-RSRP measurement accuracy for cell 2 and cell 3 shall fulfill absolute requirement in clause 10.1.2.3.1 and relative requirement in clause 10.1.2.3.2. 
A.4.7.8.2	EN-DC inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.8.2.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.4.3.1 and 10.1.4.3.2 for inter-frequency measurements with the testing configurations in Table A.4.7.8.2.1-1.
Table A.4.7.8.2.1-1: Applicable NR configurations for FR1 inter-frequency CSI-RSRP accuracy test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations on each supported band



A.4.7.8.2.2	Test parameters
In this set of test cases there are three cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.4.7.8.2.2-1 below. Both absolute and relative accuracy of CSI-RSRP inter-frequency measurements are tested by using the parameters in Table A.4.7.8.2.2-1. The inter-frequency measurements are supported by a measurement gap.
Table A.4.7.8.2.2-1: CSI-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~6
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	Gap pattern ID
	
	
	0
	0

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3,6
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2,5
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3,6
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2,5
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3,6
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR1

	
	2,5
	
	SSB.1 FR1
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1
	SSB.2 FR1

	CSI-RS configuration for RRM
	1,4
	
	CSI-RS.RRM.FR1.1 FDD 

	
	2,5
	
	CSI-RS.RRM.FR1.1 TDD 

	
	3,6
	
	CSI-RS.RRM.FR1.2 TDD

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	2,5
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3,6
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 2
	1,2,4,5
	s
	-
	4.7
	-
	4.7

	
	3,6
	s
	-
	2.35
	-
	2.35

	SMTC configuration
	1,4
	
	SMTC.2
	SMTC.2

	
	2,3,5,6
	
	SMTC.1
	SMTC.1

	EPRE ratio of PSS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	1~6
	dB
	0
	0
	0
	0

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,
	1~6
	dBm/15kHz
	-94.65
	
( for Cell 3 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NF_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,
	1,2,4,5
	dBm/SSB SCS
	-94.65

	
( for Cell 3 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,
NR_SDL_FR1_A
	3,6
	
	-91.65
	
( for C 3 +8dB)
	-112.00

	
	NR_FDD_FR1_B
	
	
	
	
	-112.50

	
	NR_TDD_FR1_C
	
	
	
	
	-112.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-111.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-111.00

	
	NR_FDD_FR1_F
	
	
	
	
	-110.50

	
	NR_FDD_FR1_G
	
	
	
	
	-110.00

	
	NR_FDD_FR1_H
	
	
	
	
	-110.50

	
	NR_FDD_FR1_N
	
	
	
	
	-107.50

	[image: ]
	1~6
	dB
	10
	10
	13
	-3

	CSI-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5 
	1,2,4,5
	dBm/SCS
	-84.65
	(RSRP for Cell 3 +25dB)
	-118.00

	
	NR_FDD_FR1_B
	
	
	
	
	-117.50

	
	NR_TDD_FR1_C
	
	
	
	
	-117.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-116.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-116.00

	
	NR_FDD_FR1_F
	
	
	
	
	-115.50

	
	NR_FDD_FR1_G
	
	
	
	
	-115.00

	
	NR_FDD_FR1_H
	
	
	
	
	-114.50

	
	NR_FDD_FR1_N
	
	
	
	
	-111.50

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,
	3,6
	
	-81.65
	(RSRP for Cell 3 +25dB)
	-115.00

	
	NR_FDD_FR1_B
	
	
	
	
	-114.50

	
	NR_TDD_FR1_C
	
	
	
	
	-114.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113.00

	
	NR_FDD_FR1_F
	
	
	
	
	-112.50

	
	NR_FDD_FR1_G
	
	
	
	
	-112.00

	
	NR_FDD_FR1_H
	
	
	
	
	-111.50

	
	NR_FDD_FR1_N
	
	
	
	
	-108.50

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6,
	1,2,4,5
	dBm/
9.36MHz
	-56.28
	(Io for Channel 3 +19.75dB)
	-85.28

	
	NR_FDD_FR1_B
	
	
	
	
	-84.78

	
	NR_TDD_FR1_C
	
	
	
	
	-84.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-83.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-83.28

	
	NR_FDD_FR1_F
	
	
	
	
	-82.78

	
	NR_FDD_FR1_G
	
	
	
	
	-82.28

	
	NR_FDD_FR1_H
	
	
	
	
	-81.78

	
	NR_FDD_FR1_N
	
	
	
	
	-78.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6,
	3,6
	dBm/
38.16MHz
	-50.19
	(Io for Channel 3 +19.75dB)
	-79.19

	
	NR_FDD_FR1_B
	
	
	
	
	-78.69

	
	NR_TDD_FR1_C
	
	
	
	
	-78.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-77.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-77.19

	
	NR_FDD_FR1_F
	
	
	
	
	-76.69

	
	NR_FDD_FR1_G
	
	
	
	
	-76.19

	
	NR_FDD_FR1_H
	
	
	
	
	-75.69

	
	NR_FDD_FR1_N
	
	
	
	
	-72.69

	[image: ]
	1~6
	dB
	10
	10
	13
	-3

	Propagation condition
	1~6
	-
	AWGN
	AWGN

	Antenna configuration
	
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ]to be fulfilled.
Note 3:	CSI-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port. 
Note 5 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.8.2.3	Test Requirements
The CSI-RSRP measurement accuracy for Cell 2 and Cell 3 shall fulfil the Absolute requirement in clause 10.1.4.2.1 and Relative requirement in clause 10.1.4.2.2.

A.4.7.9	CSI-RSRQ
A.4.7.9.1	EN-DC Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.9.1.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.7.
A.4.7.9.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.4.7.9.1.2-1. The absolute accuracy of CSI-RSRQ intra-frequency measurement is test by using the parameters in Table A.4.7.9.1.2-2. The configuration of cell 1 (E-UTRA PCell) is specified in clause A.3.7.2.1. In all test cases, Cell 2 is the PSCell and Cell 3 is the target cell.
Table A.4.7.9.1.2-1: CSI-RSRQ Intra frequency CSI-RSRQ supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB and CSI-RS SCS, 40MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB and CSI-RS SCS, 40MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.4.7.9.1.2-2: CSI-RSRQ Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Control Channel RMC
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2,5
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3,6
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OP. 1

	Time offset with 
	Config 1,2,4,5
	s
	-
	4.7
	-
	4.7
	-
	4.7

	Cell 2
	Config 3,6
	s
	-
	2.35
	-
	2.35
	-
	2.35

	SMTC 
	Config 1,4
	
	SMTC.2

	configuration
	Config 2,3,5,6
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	CSI-RS configuration for RRM
	Config 1,4
	
	CSI-RS.RRM.FR1.1 FDD

	
	Config 2, 5
	
	CSI-RS.RRM.FR1.1 TDD

	
	Config 3, 6
	
	CSI-RS.RRM.FR1.2 TDD

	PDSCH/PDCCH 
	Config 1,2,4,5
	kHz
	15 kHz

	subcarrier spacing
	Config 3,6
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	Note2
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/15kHz
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	
	-91
	-
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	Note2
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/SC S
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	
	-88
	-
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	
	dB
	-1.76
	-4.7
	-5.46
	-5.46

	
	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	CSI-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/SCS
	-82
	-82
	-103.9
	-103.9
	-118
	-118

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-117.5
	-117.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-111.5
	-111.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	
	-85
	-85
	-
	-
	-115
	-115

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-112
	-112

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-111.5
	-111.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-108.5
	-108.5

	CSI-RSRQ Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/
9.36MHz
	-50
	-70
	-83.5

	
	
	NR_FDD_FR1_B
	
	
	
	-83

	
	
	NR_TDD_FR1_C
	
	
	
	-82.5

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-82

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-81.5

	
	
	NR_FDD_FR1_F
	
	
	
	-81

	
	
	NR_FDD_FR1_G
	
	
	
	-80.5

	
	
	NR_FDD_FR1_H
	
	
	
	-80

	
	
	NR_FDD_FR1_N
	
	
	
	-77

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 7
	dBm/
38.16MHz
	-50
	-
	-77.4

	
	
	NR_FDD_FR1_B
	
	
	
	-76.9

	
	
	NR_TDD_FR1_C
	
	
	
	-76.4

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-75.9

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-75.4

	
	
	NR_FDD_FR1_F
	
	
	
	-74.9

	
	
	NR_FDD_FR1_G
	
	
	
	-74.4

	
	
	NR_FDD_FR1_H
	
	
	
	-73.9

	
	
	NR_FDD_FR1_N
	
	
	
	-70.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	CSI-RSRQ, CSI-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-RSRQ, CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Clause 3.5.2.
Note 6:	Subtest 2 is not used when testing with 30kHz SSB and CSI-RS SCS 
Note 7:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.9.1.3	Test Requirements
The CSI-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1.7.
A.4.7.9.2	EN-DC Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.9.2.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.9.1.1 and 10.1.9.1.2 for inter frequency measurement.
A.4.7.9.2.2	Test Parameters
In this test case the two NR cells (i.e., Cell 2 and Cell 3) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.4.7.9.2.2-1. Both absolute accuracy and relative accuracy requirements of CSI-RSRQ inter-frequency measurement are tested by using test parameters in Table A.4.7.9.2.2-2. In all test cases, Cell 2 is the PSCell and Cell 3 is target cell. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1.
Table A.4.7.9.2.2-1: CSI-RSRQ Inter frequency CSI-RSRQ supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.9.2.2-2: CSI-RSRQ Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106

	BWP BW
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2,5
	
	10: NRB,c = 52

	
	Config 3,6
	
	40: NRB,c = 106

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2,5
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3,6
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	CSI-RS configuration for RRM

	Config 1,4
	
	CSI-RS.RRM.FR1.1 FDD

	
	Config 2,5
	
	CSI-RS.RRM.FR1.1 TDD

	
	Config 3,6
	
	CSI-RS.RRM.FR1.2 TDD

	OCNG Patterns
	
	OCNG pattern 1

	Time offset with Cell 2 
	Config 1,2,4,5
	s
	-
	4.7
	-
	4.7
	-
	4.7

	
	Config 3,6
	s
	-
	2.35
	-
	2.35
	-
	2.35

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3,5,6
	
	SMTC.1

	 SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH 
	Config 1,2,4,5
	kHz
	15 kHz

	subcarrier spacing
	Config 3,6
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/15kHz
	-80.18
	-80.18
	-106
	-106
	-116
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-109.5
	-109.5

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/15kHz
	-86.27
	-86.27
	-113
	-113
	-116
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-109.5
	-109.5

	Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/SCS
	-80.18
	-80.18
	-106
	-106
	-116
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-109.5
	-109.5

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	
	-83.27
	-83.27
	-110
	-110
	-113
	-113

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-112
	-112

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-111.5
	-111.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-111
	-111

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-110
	-110

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-109.5
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-106.5
	-106.5

	
	dB
	-1.75
	-1.75
	-1.75
	-1.75
	3
	-1.75

	
	dB
	-1.75
	-1.75
	-1.75
	-1.75
	3
	-1.75

	CSI-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/SCS
	-81.93
	-81.93
	-107.75
	-107.75
	-113
	-117.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-112.5
	-117.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-112
	-116.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-111.5
	-116.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-111
	-115.75

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-110
	-114.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-106.5
	-111.25

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	
	-85.02
	-85.02
	-111.75
	-111.75
	-110
	-114.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-109
	-113.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-108.5
	-113.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-108
	-112.75

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-107
	-111.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-106.5
	-111.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-103.5
	-108.25

	CSI-RSRQ Note3
	NR_FDD_FR1_A
NR_TDD_FR1_A
	dB
	-14.77
	-14.77
	-40.59
	-40.59
	-12.56
	-14.76

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/
9.36MHz
	-50
	-50
	-75.83
	-75.83
	-83.28
	-85.83

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-82.78
	-85.33

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-82.28
	-84.83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-81.78
	-84.33

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-81.28
	-83.83

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-80.28
	-82.83

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-79.78
	-82.33

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-76.78
	-79.33

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A
NR_SDL_FR1_A
	dBm/
38.16MHz
	-50
	-50
	-76.73
	-76.73
	-77.19
	-79.73

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-76.69
	-79.23

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-76.19
	-78.73

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-75.69
	-78.23

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-75.19
	-77.73

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-74.19
	-76.73

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-73.69
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-70.69
	-73.53

	Propagation condition
	
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	CSI-RSRQ, CSI-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-RSRQ, CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Section 3.5.2.



A.4.7.9.2.3	Test Requirements
The CSI-RSRQ measurement accuracy shall fulfil the requirements in section 10.1.9.

A.4.7.10	CSI-SINR
A.4.7.10.1	EN-DC Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.10.1.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.12.
A.4.7.10.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.4.7.10.1.2-1. The absolute accuracy of CSI-SINR intra-frequency measurement is tested by using the parameters in Table A.4.7.10.1.2-2. The configuration of cell 1 (E-UTRA PCell) is specified in clause A.3.7.2.1. In all test cases, Cell 2 is the PSCell and Cell 3 is the target cell. CSI-RS for mobility configured for Cell 2 is associated to the SSB of Cell 2, and CSI-RS for mobility configured for Cell 3 is associated to the SSB of Cell 3.
Table A.4.7.10.1.2-1: CSI-SINR Intra frequency CSI-SINR supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.10.1.2-2: CSI-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 2
	Config 1,2,4,5
	s
	 2.35
	 2.35
	 2.35
	 2.35

	
	Config 3.6
	s
	1.17
	 1.17
	 1.17
	 1.17

	SMTC configruation
	Config 1,4
	
	SMTC.2

	
	Config 2,3,5,6
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	CSI-RS configuration for RRM
	Config 1,4
	
	CSI-RS.RRM.FR1.1 FDD

	
	Config 2,5
	
	CSI-RS.RRM.FR1.1 TDD

	
	Config 3,6
	
	CSI-RS.RRM.FR1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15

	
	Config 3,6
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-93
	-116

	
	NR_FDD_FR1_B
	
	
	-115.5

	
	NR_TDD_FR1_C
	
	
	-115

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-114.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-114

	
	NR_FDD_FR1_F
	
	
	-113.5

	
	NR_FDD_FR1_G
	
	
	-113

	
	NR_FDD_FR1_H
	
	
	-112.5

	
	NR_FDD_FR1_N
	
	
	-109.5

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-93
	Same as Noc for 15kHz

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-90
	-113

	
	
	NR_FDD_FR1_B
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	-112

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-111.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	-106.5

	

	dB
	0
	-3.19
	-5.46
	-5.46

	

	dB
	4.54
	2.66
	-4
	-4

	CSI-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A
	dBm/SCS
	-88.46
	-90.34
	-120
	-120

	
	
	NR_FDD_FR1_B
	
	
	
	-119.5
	-119.5

	
	
	NR_TDD_FR1_C
	
	
	
	-119
	-119

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5
	-118.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118
	-118

	
	
	NR_FDD_FR1_F
	
	
	
	-117.5
	-117.5

	
	
	NR_FDD_FR1_G
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_H
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_N
	
	
	
	-113.5
	-113.5

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85.46
	-87.34
	-117
	-117

	
	
	NR_FDD_FR1_B
	
	
	
	-116.5
	-116.5

	
	
	NR_TDD_FR1_C
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_F
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_G
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_H
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_N
	
	
	
	-110.5
	-110.5

	CSI-SINR Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	0
	-3.19
	-5.46
	-5.46

	
	NR_FDD_FR1_B
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.5
	-85.51

	
	
	NR_FDD_FR1_B
	
	
	-85.01

	
	
	NR_TDD_FR1_C
	
	
	-84.51

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-84.01

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-83.51

	
	
	NR_FDD_FR1_F
	
	
	-83.01

	
	
	NR_FDD_FR1_G
	
	
	-82.51

	
	
	NR_FDD_FR1_H
	
	
	-82.01

	
	
	NR_FDD_FR1_N
	
	
	-79.01

	
	Config 3,6
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-51.41
	-79.41

	
	
	NR_FDD_FR1_B
	
	
	-78.91

	
	
	NR_TDD_FR1_C
	
	
	-78.41

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-77.91

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-77.41

	
	
	NR_FDD_FR1_F
	
	
	-76.91

	
	
	NR_FDD_FR1_G
	
	
	-76.41

	
	
	NR_FDD_FR1_H
	
	
	-75.91

	
	
	NR_FDD_FR1_N
	
	
	-72.91

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	CSI-SINR, CSI-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-SINR, CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Clause 3.5.2. 
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.10.1.3	Test Requirements
The CSI-SINR measurement accuracy shall fulfil the requirements in clause 10.1.12.

A.4.7.10.2	EN-DC Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.10.2.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.14.2.1 and 10.1.14.2.2 for inter-frequency measurement.
A.4.7.10.2.2	Test Parameters
In this test case the two NR cells (i.e., Cell 2 and Cell 3) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.4.7.10.2.2-1. Both absolute accuracy and relative accuracy requirements of CSI-SINR inter-frequency measurement are tested by using test parameters in Table A.4.7.10.2.2-2. In all test cases, Cell 2 is the PSCell and Cell 3 is target cell. Cell 1 is the E-UTRA cell of which specific test parameters for this test case are specified in Table A.3.7.2.1-1. CSI-RS for mobility configured for Cell 2 is associated to the SSB of Cell 2, and CSI-RS for mobility configured for Cell 3 is associated to the SSB of Cell 3.
Table A.4.7.10.2.2-1: CSI-SINR Inter frequency CSI-SINR supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.4.7.10.2.2-1: CSI-SINR Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2,5
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3,6
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2,5
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3,6
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 2
	Config 1,2,4,5
	s
	-
	 2.35
	-
	 2.35
	-
	 2.35

	
	Config 3,6
	s
	-
	1.17
	-
	 1.17
	-
	 1.17

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3,5,6
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	CSI-RS configuration for RRM
	Config 1,4
	
	CSI-RS.RRM.FR1.1 FDD

	
	Config 2,5
	
	CSI-RS.RRM.FR1.1 TDD

	
	Config 3,6
	
	CSI-RS.RRM.FR1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15

	
	Config 3,6
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-88
	-108.5
	-119.5

	
	
	NR_FDD_FR1_B
	
	
	
	-119

	
	
	NR_TDD_FR1_C
	
	
	
	-118.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-118

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-117.5

	
	
	NR_FDD_FR1_F
	
	
	
	-117

	
	
	NR_FDD_FR1_G
	
	
	
	-116.5

	
	
	NR_FDD_FR1_H
	
	
	
	-116

	
	
	NR_FDD_FR1_N
	
	
	
	-113

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-88
	-108.5
	Same as Noc for 15kHz

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-85
	-105.5
	-116.5

	
	
	NR_FDD_FR1_B
	
	
	
	-116

	
	
	NR_TDD_FR1_C
	
	
	
	-115.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-115

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114.5

	
	
	NR_FDD_FR1_F
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-114.5

	
	
	NR_FDD_FR1_H
	
	
	
	-113

	
	
	NR_FDD_FR1_N
	
	
	
	-110

	

	dB
	-1.75
	20
	-4.0

	

	dB
	-1.75
	20
	-4.0

	CSI-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-89.75
	-88.5
	-123.5

	
	
	NR_FDD_FR1_B
	
	
	
	-123

	
	
	NR_TDD_FR1_C
	
	
	
	-122.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-122

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-121.5

	
	
	NR_FDD_FR1_F
	
	
	
	-121

	
	
	NR_FDD_FR1_G
	
	
	
	-120.5

	
	
	NR_FDD_FR1_H
	
	
	
	-120

	
	
	NR_FDD_FR1_N
	
	
	
	-117

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-86.75
	-85.5
	-120.5

	
	
	NR_FDD_FR1_B
	
	
	
	-120

	
	
	NR_TDD_FR1_C
	
	
	
	-119.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-119

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-118.5

	
	
	NR_FDD_FR1_F
	
	
	
	-118

	
	
	NR_FDD_FR1_G
	
	
	
	-117.5

	
	
	NR_FDD_FR1_H
	
	
	
	-117

	
	
	NR_FDD_FR1_N
	
	
	
	-114

	CSI-SINR Note3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dB
	-1.75
	20
	-4.0

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.83
	-60.5
	-90.09

	
	
	NR_FDD_FR1_B
	
	
	
	-89.59

	
	
	NR_TDD_FR1_C
	
	
	
	-89.09

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-88.59

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-88.09

	
	
	NR_FDD_FR1_F
	
	
	
	-87.59

	
	
	NR_FDD_FR1_G
	
	
	
	-87.09

	
	
	NR_FDD_FR1_H
	
	
	
	-86.59

	
	
	NR_FDD_FR1_N
	
	
	
	-83.59

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-51.73
	-54.41
	-84

	
	
	NR_FDD_FR1_B
	
	
	
	-83.5

	
	
	NR_TDD_FR1_C
	
	
	
	-83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-82.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-82

	
	
	NR_FDD_FR1_F
	
	
	
	-81.5

	
	
	NR_FDD_FR1_G
	
	
	
	-81

	
	
	NR_FDD_FR1_H
	
	
	
	-80.5

	
	
	NR_FDD_FR1_N
	
	
	
	-77.5

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	CSI-SINR, CSI-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-SINR, CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in Clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.4.7.10.2.3	Test Requirements
The CSI-SINR measurement accuracy shall fulfil the requirements in clause 10.1.14.2.1 and 10.1.14.2.2.
<end of the change3>


<start of the change4>
A.4A.2	Measurement performance
A.4A.2.1	SFTD accuracy
A.4A.2.1.1	SFTD accuracy
A.4A.2.1.1.1	Test Purpose
The purpose of this set of tests is to verify that the SFTD measurement accuracy is within the specified limits. This test will verify the requirements as specified in clause 10.21.1.1 for NE-DC SFTD measurements. 
A.4A.2.1.1.2	Test Environment
Supported test configurations are shown in Table A.4A.2.1.1.2-1. In this set of test cases there are two cells on different carriers. Cell 1 is NR FR1 PCell and Cell 2 is E-UTRAN target cell. The test parameters of cell 1 are given in clause A.4A.2.1.1.2-2. The test parameters of cell 2 are given in Table A.3.7.2.1. The SFTD between PCell and target cell shall be set by the test equipment to one of the time differences in Table A.4A.2.1.1.2-3. 
Table A.4A.2.1.1.2-1: Supported test configurations for SFTD accuracy
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.4A.2.1.1.2-2: Test parameters for SFTD accuracy (Cell 1)
	Parameter
	Config
	Unit
	Test 1

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	RMC CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1

	
	2,5
	
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1

	SMTC configuration
	1~6
	
	SMTC.1

	DL BWP configuration
	1~6
	
	DLBWP.1.1

	UL BWP configuration
	1~6
	
	ULBWP.1.1

	OCNG Patterns
	1~6
	
	OP.1

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SSB SCS
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-101

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	

	1~6
	dB
	-3

	

	1~6
	dB
	-3

	SS-RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SCS
	-107

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-74.28

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-68.18

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	Propagation condition
	1~6
	
	AWGN

	Antenna configuration
	1~6
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



Table A.4A.2.1.1.2-3: Timing offsets for SFTD accuracy test
	Configuration
	SFN offset between PCell and PSCell
	Frame boundary offset between PCell and PSCell (Ts)

	1
	100
	-122000

	2
	300
	-60540

	3
	500
	1000

	4
	700
	62540

	5
	900
	124000



A.4A.2.1.1.3	Test Requirements
The SFTD reported by the UE consists of 2 elements, SFN offset and frame boundary offset between PCell and E-UTRAN target cell. The reported SFTD accuracy shall fulfil the requirement in clause 10.1.21.1.
<end of the change4>

<start of the change5>
A.6.7	Measurement Performance requirements
[bookmark: _Toc535476621]Unless explicitly stated otherwise:
-	Reported measurements shall be within defined range of accuracy limits defined in Clause 10 for at least 90 % of the reported cases. If multiple measurement performance requirements are verified in the same test, the reported measurements for each requirement shall be within defined range of accuracy limits of the corresponding requirement defined in Clause 10 for at least 90% of the reported cases.
-	Measurements are performed in RRC_CONNECTED state.
-	The reference channels assume transmission of PDSCH with a maximum number of 5 HARQ transmissions unless otherwise specified.
A.6.7.1	SS-RSRP
[bookmark: _Toc535476622][bookmark: _Toc535476626]A.6.7.1.1	SA: intra-frequency case measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.2.1.1 and 10.1.2.1.2 for intra-frequency measurements.
A.6.7.1.1.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.7.1.1.2-1. Both absolute and relative accuracy of SS-RSRP intra-frequency measurements are tested by using the parameters in A.6.7.1.1.2-2. In all test cases, Cell 1 is the PCell, and Cell 2 is the target cell.
Table A.6.7.1.1.2-1: SS-RSRP  Intra frequency SS-RSRP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	 NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.7.1.1.2-2: SS-RSRP Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15KhZ
	-106
	-88
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-94
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2
	dBm/SCS
	-106
	-88
	Same as Noc/15kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-91
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	2.46
	-5.97
	2.46
	-5.97
	-0.01
	-4.76

	

	dB
	6
	1
	6
	1
	3
	0

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-100
	-105
	-82
	-87
	-111.00
	-114.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-110.50
	-113.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-110.00
	-113.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-109.50
	-112.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-109.00
	-112.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-108.50
	-111.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-108.00
	-111.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-104.50
	-107.50

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	Not applicableNote 5
	-85
	-90
	-108.00
	-111.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-107.00
	-110.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-106.50
	-109.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-106.00
	-109.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-105.50
	-108.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-105.00
	-108.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-104.50
	-107.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-101.50
	-104.50

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-70.09
	-52.09
	-80.03

	
	
	NR_FDD_FR1_B
	
	
	
	-79.53

	
	
	NR_TDD_FR1_C
	
	
	
	-79.03

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-78.53

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-78.03

	
	
	NR_FDD_FR1_F
	
	
	
	-77.53

	
	
	NR_FDD_FR1_G
	
	
	
	-77.03

	
	
	NR_FDD_FR1_H
	
	
	
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-73.53

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	Not applicableNote 5-
	-51.99
	-73.94

	
	
	NR_FDD_FR1_B
	
	
	
	-73.44

	
	
	NR_TDD_FR1_C
	
	
	
	-72.94

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-72.44

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-71.94

	
	
	NR_FDD_FR1_F
	
	
	
	-71.44

	
	
	NR_FDD_FR1_G
	
	
	
	-70.94

	
	
	NR_FDD_FR1_H
	
	
	
	-70.44

	
	
	NR_FDD_FR1_N
	
	
	
	-67.44

	Propagation condition
	-
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Subtest 1 is not used when testing with 30kHz SSB SCS.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.6.7.1.1.3	Test Requirements
The SS-RSRP measurement accuracy for cell 1 and cell 2 shall fulfil absolute requirement in clause 10.1.2.1.1 and relative requirement in clause 10.1.2.1.2. 
A.6.7.1.2	SA inter-frequency case measurement accuracy with FR1 serving cell and FR1 target cell
[bookmark: _Toc535476627]A.6.7.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.4.1.1 and 10.1.4.1.2 for inter-frequency measurements with the testing configurations for NR cells in Table A.6.7.1.2.1-1.
Table A.6.7.1.2.1-1: Applicable NR configurations for FR1 inter-frequency SS-RSRP accuracy test
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



[bookmark: _Toc535476628]A.6.7.1.2.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) and a FR1 neighbour cell (Cell 2) on a different frequency than the PCell. The test parameters for the Cell 1 and Cell 2 are given in Table A.6.7.1.2.2-1 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.6.7.1.2.2-1. The inter-frequency measurements are supported by a measurement gap.
[bookmark: _Toc535476629]Table A.6.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~3
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 1
	1
	ms
	-
	3
	-
	3

	
	2,3
	s
	-
	3
	-
	3

	SMTC configuration
	1
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/15kHz
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2
	dBm/SSB SCS
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-91.65
	
( for Channel 2 +8dB)
	-112.00

	
	NR_FDD_FR1_B
	
	
	
	
	-111.50

	
	NR_TDD_FR1_C
	
	
	
	
	-111.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-110.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-110.00

	
	NR_FDD_FR1_F
	
	
	
	
	-109.50

	
	NR_FDD_FR1_G
	
	
	
	
	-109.00

	
	NR_FDD_FR1_H
	
	
	
	
	-108.50

	
	NR_FDD_FR1_N
	
	
	
	
	-105.50

	[image: ]
	1~3
	dB
	10
	10
	13
	-3

	SS-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2
	dBm/SCS
	-84.65
	(RSRP for Cell 2 +25dB)
	-118.00

	
	NR_FDD_FR1_B
	
	
	
	
	-117.50

	
	NR_TDD_FR1_C
	
	
	
	
	-117.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-116.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-116.00

	
	NR_FDD_FR1_F
	
	
	
	
	-115.50

	
	NR_FDD_FR1_G
	
	
	
	
	-115.00

	
	NR_FDD_FR1_H
	
	
	
	
	-114.50

	
	NR_FDD_FR1_N
	
	
	
	
	-111.50

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-81.65
	(RSRP for Cell 2 +25dB)
	-115.00

	
	NR_FDD_FR1_B
	
	
	
	
	-114.50

	
	NR_TDD_FR1_C
	
	
	
	
	-114.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113.00

	
	NR_FDD_FR1_F
	
	
	
	
	-112.50

	
	NR_FDD_FR1_G
	
	
	
	
	-112.00

	
	NR_FDD_FR1_H
	
	
	
	
	-111.50

	
	NR_FDD_FR1_N
	
	
	
	
	-108.50

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2
	dBm/
9.36MHz
	-56.28
	(Io for Channel 2 +19.75dB)
	-85.28

	
	NR_FDD_FR1_B
	
	
	
	
	-84.78

	
	NR_TDD_FR1_C
	
	
	
	
	-84.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-83.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-83.28

	
	NR_FDD_FR1_F
	
	
	
	
	-82.78

	
	NR_FDD_FR1_G
	
	
	
	
	-82.28

	
	NR_FDD_FR1_H
	
	
	
	
	-81.78

	
	NR_FDD_FR1_N
	
	
	
	
	-78.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	dBm/
38.16MHz
	-50.19
	(Io for Channel 2 +19.75dB)
	-79.19

	
	NR_FDD_FR1_B
	
	
	
	
	-78.69

	
	NR_TDD_FR1_C
	
	
	
	
	-78.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-77.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-77.19

	
	NR_FDD_FR1_F
	
	
	
	
	-76.69

	
	NR_FDD_FR1_G
	
	
	
	
	-76.19

	
	NR_FDD_FR1_H
	
	
	
	
	-75.69

	
	NR_FDD_FR1_N
	
	
	
	
	-72.69

	[image: ]
	1~3
	dB
	10
	10
	13
	-3

	Propagation condition
	1~3
	-
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.1.2.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 1 and Cell 2 shall fulfil the absolute requirement in clause 10.1.4.1.1 and relative requirement in clause 10.1.4.1.2.
[bookmark: _Toc535476630]A.6.7.1.3	Void
[bookmark: _Toc526331907][bookmark: _Toc535476638]A.6.7.2	SS-RSRQ
[bookmark: _Toc535476634]A.6.7.2.1	SA: Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.7.1.1.
A.6.7.2.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.6.7.2.1.2-1. The absolute accuracy of SS-RSRQ intra-frequency measurement is tested by using the parameters in Table A.6.7.2.1.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is the target cell. 
Table A.6.7.2.1.2-1: SS-RSRQ Intra frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.7.2.1.2-2: SS-RSRQ Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Gap Pattern ID
	
	
	0

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Control Channel RMC
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	TRS Configuration 
	Config 1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OP. 1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	SSB configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-91
	-
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-85
	-101
	-114
-113.5
-113
-112.5
-112
-111.5
-111
-110.5

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5


	
	
	NR_TDD_FR1_C
	
	
	
	-113


	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5


	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112


	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-88
	-
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	-1.76
	-4.7
	-5..46
	-5.46

	

	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-82
	-82
	-103.9
	-103.9
	-118
	-118

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-117.5
	-117.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_E, 
NR_TDD_FR1_E
	
	
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-111.5
	-111.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85
	-85
	-
	-
	-115
	-115

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-112
	-112

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-111.5
	-111.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-108.5
	-108.5

	SS-RSRQ Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-50
	-70
	-83.5

	
	
	NR_FDD_FR1_B
	
	
	
	-83

	
	
	NR_TDD_FR1_C
	
	
	
	-82.5

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-82

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-81.5

	
	
	NR_FDD_FR1_F
	
	
	
	-81

	
	
	NR_FDD_FR1_G
	
	
	
	-80.5

	
	
	NR_FDD_FR1_H
	
	
	
	-80

	
	
	NR_FDD_FR1_N
	
	
	
	-77

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-50
	-
	-77.4

	
	
	NR_FDD_FR1_B
	
	
	
	-76.9

	
	
	NR_TDD_FR1_C
	
	
	
	-76.4

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-75.9

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-75.4

	
	
	NR_FDD_FR1_F
	
	
	
	-74.9

	
	
	NR_FDD_FR1_G
	
	
	
	-74.4

	
	
	NR_FDD_FR1_H
	
	
	
	-73.9

	
	
	NR_FDD_FR1_N
	
	
	
	-70.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.2.1.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1.7.1.1.
A.6.7.2.2	SA Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
[bookmark: _Toc535476639]A.6.7.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.9.1.1 and 10.1.9.1.2.
[bookmark: _Toc535476640]A.6.7.2.2.2	Test Parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.6.7.2.2.2-1. Both absolute accuracy and relative accuracy requirements of SS-RSRQ inter-frequency measurement are tested by using test parameters in Table A.6.7.2.2.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is target cell.
Table A.6.7.2.2.2-1: SS-RSRQ Inter frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



[bookmark: _Toc535476641]Table A.6.7.2.2.2-2: SS-RSRQ Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Gap pattern ID
	Config 1,2,3
	
	0

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	R.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	TRS Configuration 
	Config 1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OCNG pattern 1

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1
	
	SMTC pattern 2

	
	Config 2,3
	
	SMTC pattern 1

	 SSB configuration
	Config 1,2
	
	SSB pattern 1 in FR1

	
	Config 3
	
	SSB pattern 2 in FR1

	CSI-RS for tracking
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-80.18
	-106
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
Note2
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-86.27
	-113
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
Note2
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-80.18
	-106
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-83.27
	-110
	-113

	
	
	NR_FDD_FR1_B
	
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	
	-112

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-111.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	
	-106.5

	

	dB
	-1.75
	-1.75
	3
	-1.75

	

	dB
	-1.75
	-1.75
	3
	-1.75

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-81.93
	-81.93
	-107.75
	-107.75
	-113
	-117.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-112.5
	-117.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-112
	-116.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-111.5
	-116.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-111
	-115.75

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-110.5
	-115.2

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-110
	-114.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-106.5
	-111.25

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-85.02
	-85.02
	-111.75
	-111.75
	-110
	-114.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-109
	-113.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-108.5
	-113.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-108
	-112.75

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-107.5
	-112.2

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-107
	-111.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-106.5
	-111.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-103.5
	-108.25

	SS-RSRQNote3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dB
	-14.77
	-14.77
	-40.59
	-40.59
	12.56T
	14.76T

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-50
	-75.83
	-83.28
	-85.83

	
	
	NR_FDD_FR1_B
	
	
	
	-82.78
	-85.33

	
	
	NR_TDD_FR1_C
	
	
	
	-82.28
	-84.83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-81.78
	-84.33

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-81.28
	-83.83

	
	
	NR_FDD_FR1_F
	
	
	
	-80.78
	-83.33

	
	
	NR_FDD_FR1_G
	
	
	
	-80.28
	-82.83

	
	
	NR_FDD_FR1_H
	
	
	
	-79.78
	-82.33

	
	
	NR_FDD_FR1_N
	
	
	
	-76.78
	-79.33

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-50
	-76.73
	-77.19
	-79.73

	
	
	NR_FDD_FR1_B
	
	
	
	-76.69
	-79.23

	
	
	NR_TDD_FR1_C
	
	
	
	-76.19
	-78.73

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-75.69
	-78.23

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-75.19
	-77.73

	
	
	NR_FDD_FR1_F
	
	
	
	-74.69
	-77.23

	
	
	NR_FDD_FR1_G
	
	
	
	-74.19
	-76.73

	
	
	NR_FDD_FR1_H
	
	
	
	-73.69
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-70.69
	-73.53

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.2.2.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1.9.1.1 and 10.1.9.1.2.
[bookmark: _Toc535476643][bookmark: _Toc535476720][bookmark: _Toc535476651]A.6.7.3	SS-SINR
A.6.7.3.1	SA intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
[bookmark: _Toc535476635]A.6.7.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.12.1.1.
[bookmark: _Toc535476636]A.6.7.3.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.6.7.3.1.2-1. The absolute accuracy of SS-SINR intra-frequency measurement is tested by using the parameters in Table A.6.7.3.1.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is the target cell.
Table A.6.7.3.1.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



[bookmark: _Toc535476637]Table A.6.7.3.1.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	
	
	
	

	
	
	
	

	
	
	
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	
	
	

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3

	
	Config 2,3
	ms
	-
	3
	-
	3

	SSB configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15

	
	Config 3
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-93
	-116

	
	NR_FDD_FR1_B
	
	
	-115.5

	
	NR_TDD_FR1_C
	
	
	-115

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-114.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-114

	
	NR_FDD_FR1_F
	
	
	-113.5

	
	NR_FDD_FR1_G
	
	
	-113

	
	NR_FDD_FR1_H
	
	
	-112.5

	
	NR_FDD_FR1_N
	
	
	-109.5

	
Note2
	Config 1,2
	dBm/SCS
	-93
	Same as Noc for 15 kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-90
	-113

	
	
	NR_FDD_FR1_B
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	-112

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-111.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	-106.5

	

	dB
	0
	-3.19
	-5.46
	-5.46

	

	dB
	4.54
	2.66
	-4
	-4

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-88.46
	-90.34
	-120
	-120

	
	
	NR_FDD_FR1_B
	
	
	
	-119.5
	-119.5

	
	
	NR_TDD_FR1_C
	
	
	
	-119
	-119

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5
	-118.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118
	-118

	
	
	NR_FDD_FR1_F
	
	
	
	-117.5
	-117.5

	
	
	NR_FDD_FR1_G
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_H
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_N
	
	
	
	-113.5
	-113.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85.46
	-87.34
	-117
	-117

	
	
	NR_FDD_FR1_B
	
	
	
	-116.5
	-116.5

	
	
	NR_TDD_FR1_C
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_F
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_G
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_H
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_N
	
	
	
	-110.5
	-110.5

	SS-SINR Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	0
	-3.19
	-5.46
	-5.46

	
	NR_FDD_FR1_B
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.5
	-85.51

	
	
	NR_FDD_FR1_B
	
	
	-85.01

	
	
	NR_TDD_FR1_C
	
	
	-84.51

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-84.01

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-83.51

	
	
	NR_FDD_FR1_F
	
	
	-83.01

	
	
	NR_FDD_FR1_G
	
	
	-82.51

	
	
	NR_FDD_FR1_H
	
	
	-82.01

	
	
	NR_FDD_FR1_N
	
	
	-79.01

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-51.41
	-79.41

	
	
	NR_FDD_FR1_B
	
	
	-78.91

	
	
	NR_TDD_FR1_C
	
	
	-78.41

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-77.91

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-77.41

	
	
	NR_FDD_FR1_F
	
	
	-76.91

	
	
	NR_FDD_FR1_G
	
	
	-76.41

	
	
	NR_FDD_FR1_H
	
	
	-75.91

	
	
	NR_FDD_FR1_N
	
	
	-72.91

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.3.1.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1.12.1.1.
A.6.7.3.2	SA Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.3.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.14.1.1 and 10.1.14.1.2.
A.6.7.3.2.2	Test Parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.6.7.3.2.2-1. Both absolute accuracy and relative accuracy requirements of SS-SINR inter-frequency measurement are tested by using test parameters in Table A.6.7.3.2.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is target cell.
Table A.6.7.3.2.2-1: SS-SINR Inter frequency SS-SINR supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.7.3.2.2-2: SS-SINR Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	Gap pattern ID
	
	0
	-
	0
	-
	0
	-

	
	
	
	

	
	
	
	

	
	
	
	

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	
	TRS.1.1 FDD
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1
	
	SMTC pattern 2

	
	Config 2,3
	
	SMTC pattern 1

	SSB configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15

	
	Config 3
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-88
	-108.5
	-119.5

	
	
	NR_FDD_FR1_B
	
	
	
	-119

	
	
	NR_TDD_FR1_C
	
	
	
	-118.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-118

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-117.5

	
	
	NR_FDD_FR1_F
	
	
	
	-117

	
	
	NR_FDD_FR1_G
	
	
	
	-116.5

	
	
	NR_FDD_FR1_H
	
	
	
	-116

	
	
	NR_FDD_FR1_N
	
	
	
	-113

	
Note2
	Config 1,2

	dBm/SCS
	-88
	-108.5
	Same as Noc for 15kHz 

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-85
	-105.5
	-116.5

	
	
	NR_FDD_FR1_B
	
	
	
	-116

	
	
	NR_TDD_FR1_C
	
	
	
	-115.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-115

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114.5

	
	
	NR_FDD_FR1_F
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-114.5

	
	
	NR_FDD_FR1_H
	
	
	
	-113

	
	
	NR_FDD_FR1_N
	
	
	
	-110

	

	dB
	-1.75
	-1.75
	20
	20
	-4.0
	-4.0

	

	dB
	-1.75
	20
	-4.0

	SS-RSRP
Note3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-89.75
	-88.5
	-123.5

	
	
	NR_FDD_FR1_B
	
	
	
	-123

	
	
	NR_TDD_FR1_C
	
	
	
	-122.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-122

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-121.5

	
	
	NR_FDD_FR1_F
	
	
	
	-121

	
	
	NR_FDD_FR1_G
	
	
	
	-120.5

	
	
	NR_FDD_FR1_H
	
	
	
	-120

	
	
	NR_FDD_FR1_N
	
	
	
	-117

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-86.75
	-85.5
	-120.5

	
	
	NR_FDD_FR1_B
	
	
	
	-120

	
	
	NR_TDD_FR1_C
	
	
	
	-119.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-119

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-118.5

	
	
	NR_FDD_FR1_F
	
	
	
	-118

	
	
	NR_FDD_FR1_G
	
	
	
	-117.5

	
	
	NR_FDD_FR1_H
	
	
	
	-117

	
	
	NR_FDD_FR1_N
	
	
	
	-114

	SS-SINRNote3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dB
	-1.75
	20
	-4.0

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
9.36MHz
	-57.83
	-60.5
	-90.09

	
	
	NR_FDD_FR1_B
	
	
	
	-89.59

	
	
	NR_TDD_FR1_C
	
	
	
	-89.09

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-88.59

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-88.09

	
	
	NR_FDD_FR1_F
	
	
	
	-87.59

	
	
	NR_FDD_FR1_G
	
	
	
	-87.09

	
	
	NR_FDD_FR1_H
	
	
	
	-86.59

	
	
	NR_FDD_FR1_N
	
	
	
	-83.59

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
38.16MHz
	-51.73
	-54.41
	-84

	
	
	NR_FDD_FR1_B
	
	
	
	-83.5

	
	
	NR_TDD_FR1_C
	
	
	
	-83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-82.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-82

	
	
	NR_FDD_FR1_F
	
	
	
	-81.5

	
	
	NR_FDD_FR1_G
	
	
	
	-81

	
	
	NR_FDD_FR1_H
	
	
	
	-80.5

	
	
	NR_FDD_FR1_N
	
	
	
	-77.5

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.3.2.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1.14.1.1 and 10.1.14.1.2.
A.6.7.4	L1-RSRP measurement for beam reporting
[bookmark: _Toc535476644]A.6.7.4.1	SSB based L1-RSRP measurement
[bookmark: _Toc535476645]A.6.7.4.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.5.2 and clause 10.1.19.1 for L1-RSRP measurements based on SSB with the testing configurations for NR cells in Table A.6.7.4.1.1-1.
Table A.6.7.4.1.1-1: Applicable NR configurations for FR1 SSB based L1-RSRP test
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



[bookmark: _Toc535476646]A.6.7.4.1.2	Test parameters
In this set of test cases there one cell in the test, PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.6.7.4.1.2-1 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.6.7.4.1.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources. UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSB resources 0 and 1.
[bookmark: _Toc535476647]Table A.6.7.4.1.2-1: FR1 SSB based L1-RSRP test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~3
	
	freq1
	freq1

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD Configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	CR.1.1 FDD

	
	2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	2
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1
	
	SSB.3 FR1
	SSB.3 FR1

	
	2
	
	SSB.3 FR1
	SSB.3 FR1

	
	3
	
	SSB.4 FR1
	SSB.4 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~3
	
	SMTC.1
	SMTC.1

	reportConfigType
	1~3
	
	periodic
	periodic

	reportQuantity
	1~3
	
	ssb-Index-RSRP
	ssb-Index-RSRP

	Number of reported RS
	1~3
	
	2
	2

	L1-RSRP reporting period
	1~3
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/SSB SCS
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~3
	dB
	10
	-3

	SSB RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/SSB SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_F
	
	
	
	-117.5

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_N
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/9.36 MHz

	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_F
	
	
	
	-84.78

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_N
	
	
	
	-80.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_F
	
	
	
	-78.69

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	
	NR_FDD_FR1_N
	
	
	
	-74.69

	[image: ]
	1~3
	dB
	10
	-3

	Propagation condition
	1~3
	
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.4.1.3	Test Requirements
The L1-RSRP measurement accuracy for SSB resource reported by UE in L1-RSRP report (SSB#0 or SSB#1) of Cell 2 shall fulfil the requirements in clauses 10.1.19.1.
[bookmark: _Toc535476648]A.6.7.4.2	CSI-RS based L1-RSRP measurement on resource set with repetition off
[bookmark: _Toc535476649]A.6.7.4.2.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.5.3 and clause 10.1.19.2 for L1-RSRP measurements based on CSI-RS with the testing configurations for NR cells in Table A.6.7.4.2.1-1.
Table A.6.7.4.2.1-1: Applicable NR configurations for FR1 CSI-RS based L1-RSRP test
	Config
	Description

	1
	NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.6.7.4.2.2	Test parameters
In this set of test cases there are one cell in the test, PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.6.7.4.2.2-1 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.6.7.4.2.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one CSI-RS resource set with two CSI-RS resources. UE is configured to perform RLM and BFD based on SSB 0 and 1. CSI-RS is not transmitted in the same OFDM symbols as SSB.
[bookmark: _Toc535476650]Table A.6.7.4.2.2-1: FR1 CSI-RS based L1-RSRP test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~3
	
	freq1
	freq1

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD Configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	CR.1.1 FDD

	
	2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	2
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1
	
	SSB.3 FR1
	SSB.3 FR1

	
	2
	
	SSB.3 FR1
	SSB.3 FR1

	
	3
	
	SSB.4 FR1
	SSB.4 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~3
	
	SMTC.1
	SMTC.1

	CSI-RS
	1
	
	CSI-RS 1.2 FDD
	CSI-RS 1.2 FDD

	
	2
	
	CSI-RS 1.2 TDD
	CSI-RS 1.2 TDD

	
	3
	
	CSI-RS 2.2 TDD
	CSI-RS 2.2 FDD

	reportConfigType
	1~3
	
	periodic
	periodic

	reportQuantity
	1~3
	
	cri-RSRP
	cri-RSRP

	Number of reported RS
	1~3
	
	2
	2

	L1-RSRP reporting period
	1~3
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/CSI-RS SCS
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~3
	dB
	10
	-3

	CSI-RS RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/CSI-RS SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_F
	
	
	
	-117.5

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_N
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/9.36 MHz

	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_F
	
	
	
	-84.78

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_N
	
	
	
	-80.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_F
	
	
	
	-78.69

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	
	NR_FDD_FR1_N
	
	
	
	-74.69

	[image: ]
	1~3
	dB
	10
	-3

	Propagation condition
	1~3
	
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.4.2.3	Test Requirements
The L1-RSRP measurement accuracy for CSI-RS resource reported by UE in L1-RSRP report (CSI-RS#0 or CSI-RS#1) of Cell 1 shall fulfil the requirements in clause 10.1.19.2.
A.6.7.5	E-UTRAN RSRP
A.6.7.5.1	SA: inter-RAT measurement accuracy with FR1 serving cell
A.6.7.5.1.1	Test Purpose and Environment
The purpose of this test is to verify that the E-UTRAN RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.2.2 for SA inter-RAT E-UTRAN RSRP measurements.
A.6.7.5.1.2	Test parameters
In each test there are two cells: Cell 1 and Cell 2. Cell 1 is the NR PCell and Cell 2 is an E-UTRAN inter-RAT neighbour cell. Supported test configurations are shown in table A.6.7.5.1.2-1. The measurement accuracy of SA inter-RAT E-UTRAN RSRP are tested by using the parameters in A.6.7.5.1.2-2 and A.6.7.5.1.2-3.
Table A.6.7.5.1.2-1: Inter-RAT E-UTRAN RSRP supported test configurations with FR1 serving cell
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, E-UTRAN FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, E-UTRAN FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, E-UTRAN FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, E-UTRAN TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, E-UTRAN TDD

	6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, E-UTRAN TDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.7.5.1.2-2: NR Cell specific test parameters for SA Inter-RAT E-UTRAN RSRP test parameters
	Parameter
	Unit
	Cell 1

	NR RF channel number
	
	1

	Duplex mode
	Config  1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	N/A

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52 (FDD)

	
	Config 2, 5
	
	10: NRB,c = 52 (TDD)

	
	Config 3, 6
	
	40: NRB,c = 106 (TDD)

	Gap pattern Id
	
	0

	PDSCH reference measurement channel
	Config 1, 4
	
	SR.1.1 FDD

	
	Config 2, 5
	
	SR.1.1 TDD

	
	Config 3, 6
	
	SR.2.1 TDD

	RMSI CORSET reference channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	Dedicated CORSET reference channel
	Config 1, 4
	
	CCR.1.1 FDD

	
	Config 2, 5
	
	CCR.1.1 TDD

	
	Config 3, 6
	
	CCR.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	BWP configurations
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	OCNG patternNote1
	
	OP.1

	SMTC configuration
	
	SMTC.1

	SSB configuration
	Config 1, 2, 4, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	

	NocNote2
	dBm/15 kHz
	-104

	NocNote2
	Config 1, 2, 4, 5
	dBm/SCS
	-104

	
	Config 3, 6
	
	-101

	Ês/Noc
	dB
	17

	Ês/IotNote3
	dB
	17

	SS-RSRPNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	SSB_RPNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	IoNote3
	Config 1, 2, 4, 5
	dBm/9.36 MHz
	-58.96

	
	Config 3, 6
	dBm/38.16 MHz
	-52.87

	Propagation condition
	
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1x2 

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RSRP, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.6.7.5.1.2-3: E-UTRAN Cell specific test parameters for SA Inter-RAT E-UTRAN RSRP test parameters
	Parameter
	Unit 
	Cell 2

	
	
	Test 1
	Test 2

	E-UTRA RF channel number
	
	1

	Duplex mode
	Config 1, 2, 3
	
	FDD

	
	Config 4, 5, 6
	
	TDD

	TDD special subframe configurationNote1
	Config 1, 2, 3
	
	N/A

	
	Config 4, 5, 6
	
	6

	TDD uplink-downlink configurationNote1
	Config 1, 2, 3
	
	N/A

	
	Config 4, 5, 6
	
	1

	BWchannel
	MHz
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	-

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	Config 1, 2, 3
	
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	Config 4, 5, 6
	
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	Config 1, 2, 3
	
	5 MHz: OP.19 FDD
10 MHz: OP.6 FDD
20 MHz: OP.14 FDD

	
	Config 4, 5, 6
	
	5 MHz: OP.10 TDD
10 MHz: OP.2 TDD
20 MHz: OP.8 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote3
	
	

	OCNG_RBNote3
	
	

	NocNote4
	Bands FDD_A Note 9, TDD_A
	dBm/15kHz
	-91.65
	-117

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	-116.5

	
	Bands FDD_C, TDD_C
	
	
	-116

	
	Bands FDD_D
	
	
	-115.5

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	-115

	
	Bands FDD_G Note 8
	
	
	-114

	
	Bands FDD_H
	
	
	-113.5

	Ês/Noc
	dB
	10
	-4

	Ês/IotNote5
	dB
	10
	-4

	RSRPNote5
	Bands FDD_A Note 9, TDD_A
	dBm/15kHz
	-81.65
	-121

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	-120.5

	
	Bands FDD_C, TDD_C
	
	
	-120

	
	Bands FDD_D
	
	
	-119.5

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	-119

	
	Bands FDD_G Note 8
	
	
	-118

	
	Bands FDD_H
	
	
	-117.5

	SCH_RPNote5
	Bands FDD_A Note 9, TDD_A
	dBm/15kHz
	-81.65
	-121

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	-120.5

	
	Bands FDD_C, TDD_C
	
	
	-120

	
	Bands FDD_D
	
	
	-119.5

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	-119

	
	Bands FDD_G Note 8
	
	
	-118

	
	Bands FDD_H
	
	
	-117.5

	IoNote5
	Bands FDD_A Note 9, TDD_A
	dBm/Ch BW
	-53.45 + 10log(NRB,c/50)
	-87.76 + 10log(NRB,c/50)

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	-87.26 + 10log(NRB,c/50)

	
	Bands FDD_C, TDD_C
	
	
	-86.76 + 10log(NRB,c/50)

	
	Bands FDD_D
	
	
	-86.26 + 10log(NRB,c/50)

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	-85.76 + 10log(NRB,c/50)

	
	Bands FDD_G Note 8
	
	
	-84.76 + 10log(NRB,c/50)

	
	Bands FDD_H
	
	
	-84.26 + 10log(NRB,c/50)

	Propagation Condition
	
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1x2

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 5:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 6:	E-UTRA operating band groups are as defined in clause 3.5 of TS 36.133 [15].
Note 7:	For Band 26, the tests shall be performed with the carrier frequency of assigned E-UTRA channel bandwidth within 865-894 MHz.
Note 8:	Except Band 29.
Note 9:	Except Band 32, Band 75 and Band 76.
Note 10:	For Band 74, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 1475.9-1510.9 MHz.



A.6.7.5.1.3	Test Requirements
The SA inter-RAT E-UTRAN RSRP measurement accuracy for cell 2 shall fulfil absolute requirement in clause 10.2.2.
A.6.7.6	E-UTRAN RSRQ
A.6.7.6.1	SA: inter-RAT measurement accuracy with FR1 serving cell
A.6.7.6.1.1	Test Purpose and Environment
The purpose of this test is to verify that the E-UTRAN RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.2.3 for SA inter-RAT E-UTRAN RSRQ measurements.
A.6.7.6.1.2	Test parameters
In each test there are two cells: Cell 1 and Cell 2. Cell 1 is the NR PCell and Cell 2 is an E-UTRAN inter-RAT neighbour cell. Supported test configurations are shown in table A.6.7.6.1.2-1. The measurement accuracy of SA inter-RAT E-UTRAN RSRQ are tested by using the parameters in A.6.7.6.1.2-2 and A.6.7.6.1.2-3.
Table A.6.7.6.1.2-1: Inter-RAT E-UTRAN RSRQ supported test configurations with FR1 serving cell
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, E-UTRAN FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, E-UTRAN FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, E-UTRAN FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, E-UTRAN TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, E-UTRAN TDD

	6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, E-UTRAN TDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.7.6.1.2-2: NR Cell specific test parameters for SA Inter-RAT E-UTRAN RSRQ test parameters
	Parameter
	Unit
	Cell 1

	NR RF channel number
	
	1

	Duplex mode
	Config  1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	N/A

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52 (FDD)

	
	Config 2, 5
	
	10: NRB,c = 52 (TDD)

	
	Config 3, 6
	
	40: NRB,c = 106 (TDD)

	Gap pattern Id
	
	0

	PDSCH reference measurement channel
	Config 1, 4
	
	SR.1.1 FDD

	
	Config 2, 5
	
	SR.1.1 TDD

	
	Config 3, 6
	
	SR.2.1 TDD

	RMSI CORSET reference channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	Dedicated CORSET reference channel
	Config 1, 4
	
	CCR.1.1 FDD

	
	Config 2, 5
	
	CCR.1.1 TDD

	
	Config 3, 6
	
	CCR.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	BWP configurations
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	OCNG patternNote1
	
	OP.1

	SMTC configuration
	
	SMTC.1

	SSB configuration
	Config 1, 2, 4, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	

	NocNote2
	dBm/15 kHz
	-104

	NocNote2
	Config 1, 2, 4, 5
	dBm/SCS
	-104

	
	Config 3, 6
	
	-101

	Ês/Noc
	dB
	dB

	Ês/IotNote3
	dB
	dB

	SS-RSRQNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	SSB_RPNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	IoNote3
	Config 1, 2, 4, 5
	dBm/9.36 MHz
	-58.96

	
	Config 3, 6
	dBm/38.16 MHz
	-52.87

	Propagation condition
	
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RSRQ, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.6.7.6.1.2-3: E-UTRAN Cell specific test parameters for SA Inter-RAT E-UTRAN RSRQ test parameters
	Parameter
	Unit 
	Cell 2

	
	
	Test 1
	Test 2
	Test 3

	E-UTRA RF channel number
	
	1

	Duplex mode
	Config 1, 2, 3
	
	FDD

	
	Config 4, 5, 6
	
	TDD

	TDD special subframe configurationNote1
	Config 1, 2, 3
	
	N/A

	
	Config 4, 5, 6
	
	6

	TDD uplink-downlink configurationNote1
	Config 1, 2, 3
	
	N/A

	
	Config 4, 5, 6
	
	1

	BWchannel
	MHz
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	-

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	Config 1, 2, 3
	
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	Config 4, 5, 6
	
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	Config 1, 2, 3
	
	5 MHz: OP.19 FDD
10 MHz: OP.6 FDD
20 MHz: OP.14 FDD

	
	Config 4, 5, 6
	
	5 MHz: OP.10 TDD
10 MHz: OP.2 TDD
20 MHz: OP.8 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote3
	
	

	OCNG_RBNote3
	
	

	NocNote4
	Bands FDD_A Note 9, TDD_A
	dBm/15kHz
	-83
	-104.70
	-119.5

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	
	-119

	
	Bands FDD_C, TDD_C
	
	
	
	-118.5

	
	Bands FDD_D
	
	
	
	-118

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	
	-117.5

	
	Bands FDD_G Note 8
	
	
	
	-116.5

	
	Bands FDD_H
	
	
	
	-116

	Ês/Noc
	dB
	-1.75
	-4.0
	-4.0

	Ês/IotNote5
	dB
	-1.75
	-4.0
	-4.0

	RSRPNote5
	Bands FDD_A Note 9, TDD_A
	dBm/15kHz
	-84.75
	-108.70
	-123.5

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	
	-123

	
	Bands FDD_C, TDD_C
	
	
	
	-122.5

	
	Bands FDD_D
	
	
	
	-122

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	
	-121.5

	
	Bands FDD_G Note 8
	
	
	
	-120.5

	
	Bands FDD_H
	
	
	
	-120

	RSRQNote5
	Bands FDD_A Note 9, TDD_A
	dB
	-14.76
	-16.25
	-16.25

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	
	

	
	Bands FDD_C, TDD_C
	
	
	
	

	
	Bands FDD_D
	
	
	
	

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	
	

	
	Bands FDD_G Note 8
	
	
	
	

	
	Bands FDD_H
	
	
	
	

	IoNote5
	Bands FDD_A Note 9, TDD_A
	dBm/Ch BW
	-53 + 10log(NRB,c /50)
	-75.46 + 10log(NRB,c /50)
	-90.26 + 10log(NRB,c /50)

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	
	-89.76 + 10log(NRB,c /50)

	
	Bands FDD_C, TDD_C
	
	
	
	-89.26 + 10log(NRB,c /50)

	
	Bands FDD_D
	
	
	
	-88.76 + 10log(NRB,c /50)

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	
	-88.26 + 10log(NRB,c /50)

	
	Bands FDD_G Note 8
	
	
	
	-87.26 + 10log(NRB,c /50)

	
	Bands FDD_H
	
	
	
	-86.76 + 10log(NRB,c /50)

	Propagation Condition
	
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1x2

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 5:	Ês/Iot, RSRP, RSRQ and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 6:	E-UTRA operating band groups are as defined in clause 3.5 of TS 36.133 [15].
Note 7:	For Band 26, the tests shall be performed with the carrier frequency of assigned E-UTRA channel bandwidth within 865-894 MHz.
Note 8:	Except Band 29.
Note 9:	Except Band 32, Band 75 and Band 76.
Note 10:	For Band 74, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 1475.9-1510.9 MHz.



A.6.7.6.1.3	Test Requirements
The SA inter-RAT E-UTRAN RSRQ measurement accuracy for cell 2 shall fulfil absolute requirement in clause 10.2.3.
A.6.7.7	E-UTRAN RS-SINR
A.6.7.7.1	SA: inter-RAT measurement accuracy with FR1 serving cell
A.6.7.7.1.1	Test Purpose and Environment
The purpose of this test is to verify that the E-UTRAN RS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.2.4 for SA inter-RAT E-UTRAN RS-SINR measurements.
A.6.7.7.1.2	Test parameters
In each test there are two cells: Cell 1 and Cell 2. Cell 1 is the NR PCell and Cell 2 is an E-UTRAN inter-RAT neighbour cell. Supported test configurations are shown in table A.6.7.7.1.2-1. The measurement accuracy of SA inter-RAT E-UTRAN RS-SINR are tested by using the parameters in A.6.7.7.1.2-2 and A.6.7.7.1.2-3.
Table A.6.7.7.1.2-1: Inter-RAT E-UTRAN RS-SINR supported test configurations with FR1 serving cell
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, E-UTRAN FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, E-UTRAN FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, E-UTRAN FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, E-UTRAN TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, E-UTRAN TDD

	6
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, E-UTRAN TDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.7.7.1.2-2: NR Cell specific test parameters for SA Inter-RAT E-UTRAN RS-SINR test parameters
	Parameter
	Unit
	Cell 1

	NR RF channel number
	
	1

	Duplex mode
	Config  1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	TDD Configuration
	Config 1, 4
	
	N/A

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52 (FDD)

	
	Config 2, 5
	
	10: NRB,c = 52 (TDD)

	
	Config 3, 6
	
	40: NRB,c = 106 (TDD)

	Gap pattern Id
	
	0

	PDSCH reference measurement channel
	Config 1, 4
	
	SR.1.1 FDD

	
	Config 2, 5
	
	SR.1.1 TDD

	
	Config 3, 6
	
	SR.2.1 TDD

	RMSI CORSET reference channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	Dedicated CORSET reference channel
	Config 1, 4
	
	CCR.1.1 FDD

	
	Config 2, 5
	
	CCR.1.1 TDD

	
	Config 3, 6
	
	CCR.2.1 TDD

	CSI-RS for tracking
	Config 1, 4
	
	TRS.1.1 FDD

	
	Config 2, 5
	
	TRS.1.1 TDD

	
	Config 3, 6
	
	TRS.1.2 TDD

	BWP configurations
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	OCNG patternNote1
	
	OP.1

	SMTC configuration
	
	SMTC.1

	SSB configuration
	Config 1, 2, 4, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	

	EPRE ratio of OCNG DMRS to SSS
	
	

	EPRE ratio of OCNG to OCNG DMRS
	
	

	NocNote2
	dBm/15 kHz
	-104

	NocNote2
	Config 1, 2, 4, 5
	dBm/SCS
	-104

	
	Config 3, 6
	
	-101

	Ês/Noc
	dB
	17

	Ês/IotNote3
	dB
	17

	SS-RS-SINRNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	SSB_RPNote3
	Config 1, 2, 4, 5
	dBm/SCS
	-87

	
	Config 3, 6
	
	-84

	IoNote3
	Config 1, 2, 4, 5
	dBm/9.36 MHz
	-58.96

	
	Config 3, 6
	dBm/38.16 MHz
	-52.87

	Propagation condition
	
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Ês/Iot, SS-RS-SINR, SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.6.7.7.1.2-3: E-UTRAN Cell specific test parameters for SA Inter-RAT E-UTRAN RS-SINR test parameters
	Parameter
	Unit
	Cell 2

	
	
	Test 1
	Test 2
	Test 3

	E-UTRA RF channel number
	
	1

	Duplex mode
	Config 1, 2, 3
	
	FDD

	
	Config 4, 5, 6
	
	TDD

	TDD special subframe configurationNote1
	Config 1, 2, 3
	
	N/A

	
	Config 4, 5, 6
	
	6

	TDD uplink-downlink configurationNote1
	Config 1, 2, 3
	
	N/A

	
	Config 4, 5, 6
	
	1

	BWchannel
	MHz
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	-

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	Config 1, 2, 3
	
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD

	
	Config 4, 5, 6
	
	5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	Config 1, 2, 3
	
	5 MHz: OP.19 FDD
10 MHz: OP.6 FDD
20 MHz: OP.14 FDD

	
	Config 4, 5, 6
	
	5 MHz: OP.10 TDD
10 MHz: OP.2 TDD
20 MHz: OP.8 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	PDSCH_RA
	
	

	PDSCH_RB
	
	

	OCNG_RANote3
	
	

	OCNG_RBNote3
	
	

	NocNote4
	Bands FDD_A Note 9, TDD_A
	dBm/15kHz
	-88
	-108.50
	-119.5

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	
	-119

	
	Bands FDD_C, TDD_C
	
	
	
	-118.5

	
	Bands FDD_D
	
	
	
	-118

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	
	-117.5

	
	Bands FDD_G Note 8
	
	
	
	-116.5

	
	Bands FDD_H
	
	
	
	-116

	CRS Ês/Noc1
	dB
	-1.75
	20.0
	-4.0

	CRS Ês/IotNote5
	dB
	-1.75
	20.0
	-4.0

	RSRPNote5
	Bands FDD_A Note 9, TDD_A
	dBm/15kHz
	-89.75
	-88.50
	-123.5

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	
	-123

	
	Bands FDD_C, TDD_C
	
	
	
	-122.5

	
	Bands FDD_D
	
	
	
	-122

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	
	-121.5

	
	Bands FDD_G Note 8
	
	
	
	-120.5

	
	Bands FDD_H
	
	
	
	-120

	RS-SINRNote5
	Bands FDD_A Note 9, TDD_A
	dB
	-1.75
	20
	-4.0

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	
	

	
	Bands FDD_C, TDD_C
	
	
	
	

	
	Bands FDD_D
	
	
	
	

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	
	

	
	Bands FDD_G Note 8
	
	
	
	

	
	Bands FDD_H
	
	
	
	

	IoNote5
	Bands FDD_A Note 9, TDD_A
	dBm/Ch BW
	-53.79 + 10log(NRB,c /50)
	-60.56 + 10log(NRB,c /50)
	-93.48 + 10log(NRB,c /50)

	
	Bands FDD_B1, FDD_B2 Note 10
	
	
	
	-92.98 + 10log(NRB,c /50)

	
	Bands FDD_C, TDD_C
	
	
	
	-92.48 + 10log(NRB,c /50)

	
	Bands FDD_D
	
	
	
	-91.98 + 10log(NRB,c /50)

	
	Bands FDD_E, FDD_F Note 7, TDD_E
	
	
	
	-91.48 + 10log(NRB,c /50)

	
	Bands FDD_G Note 8
	
	
	
	-90.48 + 10log(NRB,c /50)

	
	Bands FDD_H
	
	
	
	-89.98 + 10log(NRB,c /50)

	Propagation Condition
	
	AWGN

	Antenna Configuration and Correlation Matrix
	
	1x2

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 4a:	Void.
Note 5:	CRS Ês/Iot, RSRP, RS-SINR and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 6:	E-UTRA operating band groups are as defined in clause 3.5 of TS 36.133 [15].
Note 7:	For Band 26, the tests shall be performed with the carrier frequency of assigned E-UTRA channel bandwidth within 865-894 MHz.
Note 8:	Except Band 29.
Note 9:	Except Band 32, Band 75 and Band 76.
Note 10:	For Band 74, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 1475.9-1510.9 MHz.



A.6.7.7.1.3	Test Requirements
The SA inter-RAT E-UTRAN RS-SINR measurement accuracy for cell 2 shall fulfil absolute requirement in clause 10.2.4.
A.6.7.8	CLI measurements
A.6.7.8.1	SA SRS-RSRP measurement accuracy with FR1 serving cell
A.6.7.8.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SRS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.22.1.1 with the testing configurations for NR cells in Table A.6.7.8.1.1-1.
Table A.6.7.8.1.1-1: Applicable NR configurations for FR1 SRS-RSRP accuracy test
	Config
	Description

	1
	15kHz SRS SCS, 10 MHz bandwidth, TDD duplex mode

	2
	30kHz SRS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.6.7.8.1.2	Test parameters
In this set of test cases there is one cell in the test, FR1 PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.6.7.8.1.2-1 below. The test parameter for the (virtual) neighbor cell UE transmitting SRS are given in Table A.6.7.8.1.2-2.
Before the test UE is configured to perform SRS-RSRP measurement. During the test, the test system transmits SRS resources for measurement in the DL slots according to the SRS configuration in Table A.6.7.8.1.2-3. There is no measurement gap configured in the test. During the test, the test system does not transmit PDCCH/PDSCH/OCNG on SRS symbol to be transmitted and on 1 data symbol before SRS to be transmitted.
Table A.6.7.8.1.2-1: FR1 test parameters for SRS-RSRP accuracy for PCell
	Parameter
	Config
	Unit
	Test 1
	Test 2
	Test 3

	SSB GSCN
	1~2
	
	freq1
	freq1
	freq1

	Duplex mode
	1~2
	
	TDD
	TDD
	TDD

	TDD configuration
	1
	
	TDDConf.1.1
	TDDConf.1.1
	TDDConf.1.1

	
	2
	
	TDDConf.2.1
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	40: NRB,c = 106
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1
	
	SR.1.1 TDD
	SR.1.1 TDD
	SR.1.1 TDD

	
	2
	
	SR.2.1 TDD
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 TDD
	CR.1.1 TDD
	CR.1.1 TDD

	
	2
	
	CR.2.1 TDD
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 TDD
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	2
	
	CCR.2.1 TDD
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~2
	
	OP.1
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 TDD
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	2
	
	TRS.1.2 TDD
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~2
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~2
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~2
	
	SMTC.1
	SMTC.1
	SMTC.1

	Time offset between DL from serving cell and SRS from test system
	1~2
	s
	17.67
	17.67
	17.67

	EPRE ratio of PSS to SSS
	1~2
	dB
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	

	[image: ]Note2

	NR_TDD_FR1_A NOTE 3
	1
	dBm/15kHz
	-106
	-88
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	
	NR_TDD_FR1_A NOTE 5
	2
	
	Not applicableNote 4
	-91
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	[image: ]Note2
	NR_TDD_FR1_A NOTE 3
	1
	dBm/SRS SCS

	-106
	-88
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	
	NR_TDD_FR1_A NOTE 3
	2
	
	Not applicableNote 4
	-88
	-111

	
	NR_TDD_FR1_C
	
	
	
	
	-110

	
	NR_TDD_FR1_D
	
	
	
	
	-109.5

	
	NR_TDD_FR1_E
	
	
	
	
	-109

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 4: 	Test 1 is not used when testing with 30kHz SSB SCS



Table A.6.7.8.1.2-2: FR1 test parameters for SRS-RSRP accuracy for neighbour cell UE
	Parameter
	Config
	Unit
	Test 1
	Test 2
	Test 3

	[image: ]Note2
	NR_TDD_FR1_A NOTE 5
	1
	dBm/15kHz
	-106
	-88
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	
	NR_TDD_FR1_A NOTE 5
	2
	
	Not applicableNote 6
	-91
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	[image: ]Note2
	NR_TDD_FR1_A NOTE 5
	1
	dBm/SRS SCS
	-106
	-88
	-114

	
	NR_TDD_FR1_C
	
	
	
	
	-113

	
	NR_TDD_FR1_D
	
	
	
	
	-112.5

	
	NR_TDD_FR1_E
	
	
	
	
	-112

	
	NR_TDD_FR1_A NOTE 5
	2
	
	Not applicableNote 6
	-88
	-111

	
	NR_TDD_FR1_C
	
	
	
	
	-110

	
	NR_TDD_FR1_D
	
	
	
	
	-109.5

	
	NR_TDD_FR1_E
	
	
	
	
	-109

	[image: ] on SRS
	1~2
	dB
	1
	1
	1

	SRS RSRP Note3
	NR_TDD_FR1_A NOTE 5
	1
	dBm/SRS SCS
	-105
	-87
	-113

	
	NR_TDD_FR1_C
	
	
	
	
	-112

	
	NR_TDD_FR1_D
	
	
	
	
	-111.5

	
	NR_TDD_FR1_E
	
	
	
	
	-111

	
	NR_TDD_FR1_A NOTE 5
	2
	
	Not applicableNote 6
	-87
	-110

	
	NR_TDD_FR1_C
	
	
	
	
	-109

	
	NR_TDD_FR1_D
	
	
	
	
	-108.5

	
	NR_TDD_FR1_E
	
	
	
	
	-108

	Io Note3
	NR_TDD_FR1_A NOTE 5
	1
	dBm/9.36 MHz
	-74.51
	-56.51
	-82.51

	
	NR_TDD_FR1_C
	
	
	
	
	-81.51

	
	NR_TDD_FR1_D
	
	
	
	
	-81.01

	
	NR_TDD_FR1_E
	
	
	
	
	-79.51

	
	NR_TDD_FR1_A NOTE 5
	2
	dBm/38.16 MHz
	Not applicableNote 6
	-53.42
	-76.42

	
	NR_TDD_FR1_C
	
	
	
	
	-75.42

	
	NR_TDD_FR1_D
	
	
	
	
	-74.92

	
	NR_TDD_FR1_E
	
	
	
	
	-74.42

	[image: ] on SRS
	1~2
	dB
	1
	1
	1

	Propagation condition
	1~2
	
	AWGN
	AWGN
	AWGN

	Antenna configuration
	1~2
	
	1x2
	1x2
	1x2

	SRS configuration
	1
	
	SRSConf.1
	SRSConf.1
	SRSConf.1

	
	2
	
	SRSConf.2
	SRSConf.2
	SRSConf.2

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of the test.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 6: 	Test 1 is not used when testing with 30kHz SSB SCS



Table A.6.7.8.1.2-3: SRS configuration parameters for FR1 SRS-RSRP accuracy
	
	Field
	SRSConf.1
	SRSConf.2

	SRS-ResourceSet
	srs-ResourceSetId
	0
	0

	
	srs-ResourceIdList
	0
	0

	
	resourceType
	Periodic
	Periodic

	
	Usage
	Codebook
	Codebook

	SRS-Resource
	SRS-ResourceId
	0
	0

	
	nrofSRS-Ports
	Port1
	Port1

	
	transmissionComb 
	n2
	n2

	
	combOffset-n2
	0
	0

	
	cyclicShift-n2
	0
	0

	
	resourceMapping
startPosition
	0
	0

	
	resourceMapping
nrofSymbols	
	n1
	n1

	
	resourceMapping
repetitionFactor
	n1
	n1

	
	freqDomainPosition
	0
	0

	
	freqDomainShift
	0
	0

	
	freqHopping
c-SRS
	12
	12

	
	freqHopping
b-SRS
	0
	0

	
	freqHopping
b-hop
	0
	0

	
	groupOrSequenceHopping
	Neither
	Neither

	
	resourceType
	Periodic
	Periodic

	
	periodicityAndOffset-p
	sl20, 9
	sl40, 19

	
	sequenceId
	0
	0



A.6.7.8.1.3	Test Requirements
The SRS-RSRP measurement accuracy shall fulfil the requirements in clauses 10.1.22.1.1.
A.6.7.8.2	SA CLI-RSSI measurement accuracy with FR1 serving cell
A.6.7.8.2.1	Test Purpose and Environment
The purpose of this test is to verify that the CLI-RSSI measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.22.2.1 with the testing configurations for NR cells in Table A.6.7.8.2.1-1.
Table A.6.7.8.2.1-1: Applicable NR configurations for FR1 CLI-RSSI accuracy test
	Config
	Description

	1
	NR 15 kHz SRS SCS, 10 MHz bandwidth, TDD duplex mode

	2
	NR 30kHz SRS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.6.7.8.2.2	Test parameters
In this set of test cases there is one cell in the test, the FR1 PSCell (Cell 1). The test parameters for the Cell 1 are given in Table A.6.7.8.2.2-1 below. 
Before the test UE is configured to perform CLI-RSSI measurement. There is no measurement gap configured in the test. During the test, the test system does not transmit PDCCH/PDSCH/OCNG on symbols for CLI-RSSI resource and on 1 data symbol before. The CLI-RSSI measurement resource configuration is in Table A.6.7.8.2.2-2.
Table A.6.7.8.2.2-1: FR1 test parameters for CLI-RSSI accuracy
	Parameter
	Config
	Unit
	Value

	SSB GSCN
	1~2
	
	freq1

	Duplex mode
	1~2
	
	TDD

	TDD configuration
	1
	
	TDDConf.1.1

	
	2
	
	TDDConf.2.1

	BWchannel
	1
	MHz
	10: NRB,c = 52

	
	2
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1
	
	SR.1.1 TDD

	
	2
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 TDD

	
	2
	
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 TDD

	
	2
	
	CCR.2.1 TDD

	SSB configuration
	1
	
	SSB.1 FR1

	
	2
	
	SSB.2 FR1

	OCNG Patterns Note6
	1~2
	
	OP.1

	TRS configuration
	1
	
	TRS.1.1 TDD

	
	2
	
	TRS.1.2 TDD

	
	
	
	

	Initial BWP Configuration
	1~2
	
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~2
	
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~2
	
	SMTC.1

	Time offset between DL from serving cell and OCNG from test system
	1~2
	s
	17.67

	EPRE ratio of PSS to SSS
	1~2
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	[image: ] on CLI-RSSI measurement resource Note2

	1
	dBm/15kHz
	-106

	
	2
	
	-106

	[image: ] on CLI-RSSI measurement resource Note2

	1
	dBm/ BWP SCS
	-106

	
	2
	
	-103

	[image: ] on CLI-RSSI measurement resource
	1~2
	dB
	-Infinity

	RSRP on CLI-RSSI measurement resource Note3
	1~2
	dBm/ BWP SCS
	-Infinity

	Io on CLI-RSSI measurement resource Note3
	1
	dBm/9.36 MHz
	-78.05

	
	2
	dBm/38.16 MHz
	-71.96

	Io on CLI-RSSI measurement resource Note3
	1
	dBm/1.08
MHz
	-87.43

	
	2
	
	-87.44

	[image: ] on CLI-RSSI measurement resource
	1~2
	dB
	-Infinity

	Propagation condition
	1~2
	
	AWGN

	Antenna configuration
	1~2
	
	1x2

	Note 1:	OCNG shall be used such that a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 6:	OCNG is not transmitted in the CLI-RSSI measurement resources.



Table A.6.7.8.2.2-2: CLI-RSSI measurement resource configuration for FR1 CLI-RSSI accuracy
	
	Field
	Config
	SRSConf.1

	CLI-RSSI measurement resource
	rssi-ResourceId
	1~2
	0

	
	rssi-SCS
	1
	15kHz

	
	
	2
	30kHz

	
	startPRB 
	1~2
	0

	
	nrofPRBs
	1
	52

	
	
	2
	106

	
	startPosition
	1~2
	3

	
	nrofSymbols
	1~2
	11

	
	rssi-PeriodicityAndOffset
	1
	sl20, 9

	
	
	2
	sl40, 19



A.6.7.8.2.3	Test Requirements
The CLI-RSSI measurement accuracy shall fulfil the requirements in clauses 10.1.22.2.1.

A.6.7.9	L1-SINR measurement for beam reporting
A.6.7.9.1	L1-SINR measurement with CSI-RS based CMR and no dedicated IMR configured and CSI-RS resource set with repetition off
A.6.7.9.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.8.4.1 and clause 10.1.27.1 for L1-SINR measurements based on CSI-RS with the testing configurations for NR cells in Table A.6.7.9.1.1-1.
Table A.6.7.9.1.1-1: Applicable NR configurations for FR1 L1-SINR test with CSI-RS based CMR and no dedicated IMR configured 
	Config
	Description

	1
	NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.6.7.9.1.2	Test parameters
In this set of test cases there are one cell in the test, PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.6.7.9.1.2-1 below. The absolute and relative accuracy of L1-SINR measurements are tested by using the parameters in Table A.6.7.9.1.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one CSI-RS resource set with two CSI-RS resources. UE is configured to perform RLM and BFD based on SSB 0 and 1. CSI-RS is not transmitted in the same OFDM symbols as SSB. 
Table A.6.7.9.1.2-1: FR1 CSI-RS based L1-SINR test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~3
	
	freq1
	freq1

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD Configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD 
	CR.1.1 FDD 

	
	2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD 
	CCR.1.1 FDD 

	
	2
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1
	
	SSB.1 FR1  
	SSB.1 FR1  

	
	2
	
	SSB.1 FR1
	SSB.1 FR1  

	
	3
	
	SSB.2 FR1
	SSB.2 FR1 

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~3
	
	SMTC.1
	SMTC.1 

	CSI-RS
	1
	
	CSI-RS 1.2 FDD
	CSI-RS 1.2 FDD

	
	2
	
	CSI-RS 1.2 TDD
	CSI-RS 1.2 TDD

	
	3
	
	CSI-RS 2.2 TDD
	CSI-RS 2.2 FDD

	reportConfigType
	1~3
	
	periodic
	periodic

	reportQuantity-r16
	1~3
	
	cri-SINR-r16
	cri-SINR-r16

	nrofReportedRS
	1~3
	
	2
	2

	L1-SINR reporting period
	1~3
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/CSI-RS SCS

	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~3
	dB
	10
	-3

	CSI-RS RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/CSI-RS SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_F
	
	
	
	-117.5

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_N
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/9.36 MHz

	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_F
	
	
	
	-84.78

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_N
	
	
	
	-80.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_F
	
	
	
	-78.69

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	
	NR_FDD_FR1_N
	
	
	
	-74.69
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	1~3
	dB
	10
	-3

	Propagation condition
	1~3
	
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.


A.6.7.9.1.3	Test Requirements
The L1-SINR measurement accuracy for CSI-RS#0 and CSI-RS#1 of Cell 1 shall fulfil the requirements in clause 10.1.27.1.

A.6.7.9.2	L1-SINR measurement with SSB based CMR and dedicated IMR
A.6.7.9.2.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.8.4.2 and clause 10.1.27.2 for L1-SINR measurements with SSB based CMR and dedicated CSI-RS based IMR, with the testing configurations for NR cells in Table A.6.7.9.2.1-1.
Table A.6.7.9.2.1-1: Applicable NR configurations for FR1 L1-SINR measurement test with SSB based CMR and CSI-RS based IMR
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.6.7.9.2.2	Test parameters
In this set of test cases there one cell in the test, PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.6.7.9.2.2-1 below. The absolute accuracy of L1-SINR measurements are tested by using the parameters in Table A.6.7.9.2.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources and one CSI-RS resource set with two CSI-RS resource. UE is configured to perform RLM and BFD measurement based on the SSB resources 0 and 1. UE is configured to perform L1-SINR measurement based on the SSBs as CMR and the CSI-RS resources as IMR.
Table A.6.7.9.2.2-1: FR1 SSB based L1-SINR test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~3
	
	freq1
	freq1

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD Configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD 
	CR.1.1 FDD 

	
	2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD 
	CCR.1.1 FDD 

	
	2
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1
	
	SSB.3 FR1  
	SSB.3 FR1  

	
	2
	
	SSB.3 FR1
	SSB.3 FR1  

	
	3
	
	SSB.4 FR1
	SSB.4 FR1 

	CSI-RS configuration
	1
	
	CSI-RS 1.1A FDD
	CSI-RS 1.1A FDD

	
	2
	
	CSI-RS 1.1A TDD
	CSI-RS 1.1A TDD

	
	3
	
	CSI-RS 2.1A TDD
	CSI-RS 2.1A TDD

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~3
	
	SMTC.1
	SMTC.1 

	reportConfigType
	1~3
	
	periodic
	periodic

	reportQuantity-r16
	1~3
	
	ssb-Index-SINR-r16
	ssb-Index-SINR-r16

	Number of reported RS
	1~3
	
	2
	2

	L1-SINR reporting period
	1~3
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/SSB SCS

	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~3
	dB
	10
	0

	[image: ]
	1~6
	dB
	10
	0

	SSB RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/SSB SCS
	-84.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-81.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	CSI-RS RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/CSI-RS SCS
	-84.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-81.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-113

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/9.36 MHz

	-56.28
	-86.04

	
	NR_FDD_FR1_B
	
	
	
	-85.54

	
	NR_TDD_FR1_C
	
	
	
	-85.04

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-84.54

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-84.04

	
	NR_FDD_FR1_F
	
	
	
	-83.54

	
	NR_FDD_FR1_G
	
	
	
	-83.04

	
	NR_FDD_FR1_H
	
	
	
	-82.54

	
	NR_FDD_FR1_N
	
	
	
	-79.54

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	dBm/38.16 MHz
	-50.19
	-79.94

	
	NR_FDD_FR1_B
	
	
	
	-79.44

	
	NR_TDD_FR1_C
	
	
	
	-78.94

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-78.44

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-77.94

	
	NR_FDD_FR1_F
	
	
	
	-77.44

	
	NR_FDD_FR1_G
	
	
	
	-76.94

	
	NR_FDD_FR1_H
	
	
	
	-76.44

	
	NR_FDD_FR1_N
	
	
	
	-73.44

	Propagation condition
	1~3
	
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.


A.6.7.9.2.3	Test Requirements
The L1-SINR measurement accuracy for SSB#0+CSI-RS#0 and SSB#1+CSI-RS#1 of Cell 1 shall fulfil the requirements in clauses 10.1.27.2.

A.6.7.9.3	L1-SINR measurement with CSI-RS based CMR and dedicated IMR
A.6.7.9.3.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-SINR measurement accuracy is within the specified limits. This test will partly verify the requirements in Clauses 9.8.4.3 and clause 10.1.27.3 for L1-SINR measurements based on CSI-RS as CMR and CSI-IM as IMR with the testing configurations for NR cells in Table A.6.7.9.3.1-1.

Table A.6.7.9.3.1-1: Applicable NR configurations for FR1 L1-SINR measurement test with CSI-RS based CMR and CSI-IM based IMR
	Config
	Description

	1
	NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.6.7.9.3.2	Test parameters
In this set of test cases there are one cell in the test, PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.6.7.9.3.2-1 below. The absolute and relative accuracy of L1-SINR measurements are tested by using the parameters in Table A.6.7.9.3.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one CSI-RS resource set with two CSI-RS resources and one CSI-IM resource set with two CSI-IM resources. UE is configured to perform RLM and BFD based on SSB 0 and 1. CSI-RS is not transmitted in the same OFDM symbols as SSB. UE is configured to perform L1-SINR measurement based on the configured CSI-RS as CMR and CSI-IM as IMR.

Table A.6.7.9.3.2-1: FR2 L1-SINR measurement test with CSI-RS based CMR and CSI-IM based IMR
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1~3
	
	freq1
	freq1

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD Configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	3
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	CR.1.1 FDD

	
	2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	3
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	2
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	3
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	2
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	3
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~3
	
	SMTC.1
	SMTC.1

	CSI-RS configuration as CMR
	1
	
	CSI-RS 1.2 FDD
	CSI-RS 1.2 FDD

	
	2
	
	CSI-RS 1.2 TDD
	CSI-RS 1.2 TDD

	
	3
	
	CSI-RS 2.2 TDD
	CSI-RS 2.2 FDD

	CSI-IM configuration as IMR
	1
	
	CSI-IM 1.3 FDD
	CSI-IM 1.3 FDD

	
	2
	
	CSI-IM 1.3 TDD
	CSI-IM 1.3 TDD

	
	3
	
	CSI-IM 2.3 TDD
	CSI-IM 2.3 TDD

	reportConfigType
	1~3
	
	periodic
	periodic

	reportQuantity-r16
	1~3
	
	cri-SINR-r16
	cri-SINR-r16

	nrofReportedRS
	1~3
	
	2
	2

	L1-RSRP reporting period
	1~3
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/CSI-RS SCS
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-91.65
	-114

	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	NR_TDD_FR1_C
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	NR_FDD_FR1_G
	
	
	
	-111

	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	NR_FDD_FR1_N
	
	
	
	-107.5

	[image: ]
	1~3
	dB
	10
	-3

	CSI-RS RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/CSI-RS SCS
	-84.65
	-120

	
	NR_FDD_FR1_B
	
	
	
	-119.5

	
	NR_TDD_FR1_C
	
	
	
	-119

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118

	
	NR_FDD_FR1_F
	
	
	
	-117.5

	
	NR_FDD_FR1_G
	
	
	
	-117

	
	NR_FDD_FR1_H
	
	
	
	-116.5

	
	NR_FDD_FR1_N
	
	
	
	-113.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	
	-81.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2
	dBm/9.36 MHz

	-56.28
	-87.28

	
	NR_FDD_FR1_B
	
	
	
	-86.78

	
	NR_TDD_FR1_C
	
	
	
	-86.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-85.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-85.28

	
	NR_FDD_FR1_F
	
	
	
	-84.78

	
	NR_FDD_FR1_G
	
	
	
	-84.28

	
	NR_FDD_FR1_H
	
	
	
	-83.78

	
	NR_FDD_FR1_N
	
	
	
	-80.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3
	dBm/38.16 MHz
	-50.19
	-81.19

	
	NR_FDD_FR1_B
	
	
	
	-80.69

	
	NR_TDD_FR1_C
	
	
	
	-80.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-79.19

	
	NR_FDD_FR1_F
	
	
	
	-78.69

	
	NR_FDD_FR1_G
	
	
	
	-78.19

	
	NR_FDD_FR1_H
	
	
	
	-77.69

	
	NR_FDD_FR1_N
	
	
	
	-74.69

	[image: ]
	1~3
	dB
	10
	-3

	Propagation condition
	1~3
	
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.9.3.3	Test Requirements
The L1-SINR measurement accuracy for CSI-RS#0+CSI-IM#0 and CSI-RS#1+CSI-IM# of Cell 1 shall fulfil the requirements in clause 10.1.27.3.
A.6.7.10	CSI-RSRP
A.6.7.10.1	SA: intra-frequency case measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.9.10.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.2.3.1 and 10.1.2.3.2 for CSI-RS intra-frequency measurements.
A.6.7.9.10.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.7.10.1.2-1. Both absolute and relative accuracy of CSI-RSRP intra-frequency measurements are tested by using the parameters in A.6.7.10.1.2-2. In all test cases, Cell 1 is the PCell, and Cell 2 is the target cell.
Table A.6.7.10.1.2-1: CSI-RSRP intra frequency supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.7.10.1.2-2: CSI-RSRP intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1,2
	s
	-
	4.7
	-
	4.7
	-
	4.7

	
	Config 3
	s
	-
	2.35
	-
	2.35
	-
	2.35

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	[bookmark: _Hlk55916425]CSI-RS configuration for RRM
	Config 1
	
	CSI-RS.RRM.FR1.1 FDD

	
	Config 2
	
	CSI-RS.RRM.FR1.1 TDD

	
	Config 3
	
	CSI-RS.RRM.FR1.2 TDD

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15KhZ
	-106
	-88
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-94
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2
	dBm/SCS
	-106
	-88
	Same as Noc/15kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-91
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	2.46
	-5.97
	2.46
	-5.97
	-0.01
	-4.76

	

	dB
	6
	1
	6
	1
	3
	0

	CSI-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-100
	-105
	-82
	-87
	-111.00
	-114.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-110.50
	-113.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-110.00
	-113.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-109.50
	-112.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-109.00
	-112.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-108.50
	-111.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-108.00
	-111.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-104.50
	-107.50

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	Not applicableNote 5
	-85
	-90
	-108.00
	-111.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-107.00
	-110.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-106.50
	-109.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-106.00
	-109.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-105.50
	-108.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-105.00
	-108.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-104.50
	-107.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-101.50
	-104.50

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-70.09
	-52.09
	-80.03

	
	
	NR_FDD_FR1_B
	
	
	
	-79.53

	
	
	NR_TDD_FR1_C
	
	
	
	-79.03

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-78.53

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-78.03

	
	
	NR_FDD_FR1_F
	
	
	
	-77.53

	
	
	NR_FDD_FR1_G
	
	
	
	-77.03

	
	
	NR_FDD_FR1_H
	
	
	
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-73.53

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	Not applicableNote 5-
	-51.99
	-73.94

	
	
	NR_FDD_FR1_B
	
	
	
	-73.44

	
	
	NR_TDD_FR1_C
	
	
	
	-72.94

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-72.44

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-71.94

	
	
	NR_FDD_FR1_F
	
	
	
	-71.44

	
	
	NR_FDD_FR1_G
	
	
	
	-70.94

	
	
	NR_FDD_FR1_H
	
	
	
	-70.44

	
	
	NR_FDD_FR1_N
	
	
	
	-67.44

	Propagation condition
	-
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	CSI-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Subtest 1 is not used when testing with 30kHz SSB and CSI-RS SCS.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.6.7.10.1.3	Test Requirements
The CSI-RSRP measurement accuracy for cell 1 and cell 2 shall fulfil absolute requirement in clause 10.1.2.3.1 and relative requirement in clause 10.1.2.3.2. 

A.6.7.10.2	SA inter-frequency case measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.9.10.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.4.3.1 and 10.1.4.3.2 for CSI-RS inter-frequency measurements with the testing configurations for NR cells in Table A.6.7.9.2.1-1.
Table A.6.7.10.2.1-1: Applicable NR configurations for FR1 inter-frequency CSI-RSRP accuracy test
	Config
	Description

	1
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.6.7.10.2.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) and a FR1 neighbour cell (Cell 2) on a different frequency than the PCell. The test parameters for the Cell 1 and Cell 2 are given in Table A.6.7.10.2.2-1 below. Both absolute and relative accuracy of CSI-RSRP inter-frequency measurements are tested by using the parameters in Table A.6.7.10.2.2-1. The inter-frequency measurements are supported by a measurement gap.
Table A.6.7.10.2.2-1: CSI-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~3
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 1
	1,2
	s
	-
	4.7
	-
	4.7

	
	3
	s
	-
	2.35
	-
	2.35

	SMTC configuration
	1
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	CSI-RS configuration for RRM
	1
	
	CSI-RS.RRM.FR1.1 FDD
	CSI-RS.RRM.FR1.1 FDD

	
	2
	
	CSI-RS.RRM.FR1.1 TDD
	CSI-RS.RRM.FR1.1 TDD

	
	3
	
	CSI-RS.RRM.FR1.2 TDD
	CSI-RS.RRM.FR1.2 TDD

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2


	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/15kHz
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	[image: ]Note2


	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2
	dBm/SSB SCS
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108,5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-91.65
	
( for Channel 2 +8dB)
	-112.00

	
	NR_FDD_FR1_B
	
	
	
	
	-112.50

	
	NR_TDD_FR1_C
	
	
	
	
	-112.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-111.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-111.00

	
	NR_FDD_FR1_F
	
	
	
	
	-110.50

	
	NR_FDD_FR1_G
	
	
	
	
	-110.00

	
	NR_FDD_FR1_H
	
	
	
	
	-110.50

	
	NR_FDD_FR1_N
	
	
	
	
	-107.50

	[image: ]
	1~3
	dB
	10
	10
	13
	-3

	CSI-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2
	dBm/SCS
	-84.65
	(RSRP for Cell 2 +25dB)
	-118.00

	
	NR_FDD_FR1_B
	
	
	
	
	-117.50

	
	NR_TDD_FR1_C
	
	
	
	
	-117.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-116.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-116.00

	
	NR_FDD_FR1_F
	
	
	
	
	-115.50

	
	NR_FDD_FR1_G
	
	
	
	
	-115.00

	
	NR_FDD_FR1_H
	
	
	
	
	-114.50

	
	NR_FDD_FR1_N
	
	
	
	
	-111.50

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-81.65
	(RSRP for Cell 2 +25dB)
	-115.00

	
	NR_FDD_FR1_B
	
	
	
	
	-114.50

	
	NR_TDD_FR1_C
	
	
	
	
	-114.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113.00

	
	NR_FDD_FR1_F
	
	
	
	
	-112.50

	
	NR_FDD_FR1_G
	
	
	
	
	-112.00

	
	NR_FDD_FR1_H
	
	
	
	
	-111.50

	
	NR_FDD_FR1_N
	
	
	
	
	-108.50

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2
	dBm/
9.36MHz
	-56.28
	Io for Channel 2 +19.75dB
	-85.28

	
	NR_FDD_FR1_B
	
	
	
	
	-84.78

	
	NR_TDD_FR1_C
	
	
	
	
	-84.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-83.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-83.28

	
	NR_FDD_FR1_F
	
	
	
	
	-82.78

	
	NR_FDD_FR1_G
	
	
	
	
	-82.28

	
	NR_FDD_FR1_H
	
	
	
	
	-81.78

	
	NR_FDD_FR1_N
	
	
	
	
	-78.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	dBm/
38.16MHz
	-50.19
	Io for Channel 2 +19.75dB
	-79.19

	
	NR_FDD_FR1_B
	
	
	
	
	-78.69

	
	NR_TDD_FR1_C
	
	
	
	
	-78.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-77.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-77.19

	
	NR_FDD_FR1_F
	
	
	
	
	-76.69

	
	NR_FDD_FR1_G
	
	
	
	
	-76.19

	
	NR_FDD_FR1_H
	
	
	
	
	-75.69

	
	NR_FDD_FR1_N
	
	
	
	
	-72.69

	[image: ]
	1~3
	dB
	10
	10
	13
	-3

	Propagation condition
	1~3
	-
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	CSI-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.10.2.3	Test Requirements
The CSI-RSRP measurement accuracy for Cell 1 and Cell 2 shall fulfil the absolute requirement in clause 10.1.4.3.1 and relative requirement in clause 10.1.4.3.2.

A.6.7.11	CSI-RSRQ
A.6.7.11.1	SA: Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.11.1.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.7.2.
A.6.7.11.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.6.7.11.1.2-1. The absolute accuracy of CSI-RSRQ intra-frequency measurement is tested by using the parameters in Table A.6.7.11.1.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is the target cell. 
Table A.6.7.11.1.2-1: Intra frequency CSI-RSRQ supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.7.11.1.2-2: CSI-RSRQ Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	Gap Pattern ID
	
	
	0

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Control Channel RMC
	Config 1
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	TRS Configuration 
	Config 1
	
	TRS.1.1 FDD 
	-
	TRS.1.1 FDD 
	-
	TRS.1.1 FDD 
	-

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OP. 1

	Time offset with Cell 1
	Config 1
	s
	-
	4.7
	-
	4.7
	-
	4.7

	
	Config 2,3
	s
	-
	2.35
	-
	2.35
	-
	2.35

	CSI-RS configuration for RRM
	Config 1
	
	CSI-RS.RRM.FR1.1 FDD 

	
	Config 2
	
	CSI-RS.RRM.FR1.1 TDD 

	
	Config 3
	
	CSI-RS.RRM.FR1.2 TDD

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	SSB configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-91
	-
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-85
	-101
	-114
-113.5
-113
-112.5
-112
-111.5
-111
-110.5

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-88
	-
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	-1.76
	-4.7
	-5..46
	-5.46

	

	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	SS-RSRP/
CSI-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-82
	-82
	-103.9
	-103.9
	-118
	-118

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-117.5
	-117.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_E, 
NR_TDD_FR1_E
	
	
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-111.5
	-111.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85
	-85
	-
	-
	-115
	-115

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-112
	-112

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-111.5
	-111.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-108.5
	-108.5

	SS-RSRQ/CSI-RSRQ Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-50
	-70
	-83.5

	
	
	NR_FDD_FR1_B
	
	
	
	-83

	
	
	NR_TDD_FR1_C
	
	
	
	-82.5

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-82

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-81.5

	
	
	NR_FDD_FR1_F
	
	
	
	-81

	
	
	NR_FDD_FR1_G
	
	
	
	-80.5

	
	
	NR_FDD_FR1_H
	
	
	
	-80

	
	
	NR_FDD_FR1_N
	
	
	
	-77

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-50
	-
	-77.4

	
	
	NR_FDD_FR1_B
	
	
	
	-76.9

	
	
	NR_TDD_FR1_C
	
	
	
	-76.4

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-75.9

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-75.4

	
	
	NR_FDD_FR1_F
	
	
	
	-74.9

	
	
	NR_FDD_FR1_G
	
	
	
	-74.4

	
	
	NR_FDD_FR1_H
	
	
	
	-73.9

	
	
	NR_FDD_FR1_N
	
	
	
	-70.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ/CSI-RSRQ, SS-RSRP/CSI-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ/CSI-RSRQ, SS-RSRP/CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.11.1.3	Test Requirements
The CSI-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1.7.2.

A.6.7.11.2	SA Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.11.2.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.9.2.1 and 10.1.9.2.2.
A.6.7.11.2.2	Test Parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.6.7.11.2.2-1. Both absolute accuracy and relative accuracy requirements of CSI-RSRQ inter-frequency measurement are tested by using test parameters in Table A.6.7.11.2.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is target cell.
Table A.6.7.11.2.2-1: CSI-RSRQ Inter frequency CSI-RSRQ supported test configurations
	Config
	Description

	1
	NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.7.11.2.2-2: CSI-RSRQ Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	Gap pattern ID
	Config 1,2,3
	
	0

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  
	-
	R.1.1 FDD  
	-
	CR.1.1 FDD  
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	TRS Configuration 
	Config 1
	
	TRS.1.1 FDD 
	-
	TRS.1.1 FDD 
	-
	TRS.1.1 FDD 
	-

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OCNG pattern 1

	Time offset with Cell 1
	Config 1,2
	s
	-
	4.7
	-
	4.7
	-
	4.7

	
	Config 3
	s
	-
	2.35
	-
	2.35
	-
	2.35

	CSI-RS configuration for RRM
	Config 1
	
	CSI-RS.RRM.FR1.1 FDD

	
	Config 2
	
	CSI-RS.RRM.FR1.1 TDD

	
	Config 3
	
	CSI-RS.RRM.FR1.2 TDD

	 SSB configuration
	Config 1,2
	
	 SSB.1 FR1

	
	Config 3
	
	 SSB.2 FR1

	 SMTC configuration
	Config 1,2
	
	 SMTC.2

	
	Config 3
	
	 SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-80.18
	-106
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
Note2
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-86.27
	-113
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
Note2
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-80.18
	-106
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-83.27
	-110
	-113

	
	
	NR_FDD_FR1_B
	
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	
	-112

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-111.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	
	-106.5

	

	dB
	-1.75
	-1.75
	3
	-1.75

	

	dB
	-1.75
	-1.75
	3
	-1.75

	SS-RSRP/CSI-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-81.93
	-81.93
	-107.75
	-107.75
	-113
	-117.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-112.5
	-117.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-112
	-116.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-111.5
	-116.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-111
	-115.75

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-110.5
	-115.2

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-110
	-114.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-106.5
	-111.25

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-85.02
	-85.02
	-111.75
	-111.75
	-110
	-114.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-109
	-113.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-108.5
	-113.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-108
	-112.75

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-107.5
	-112.2

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-107
	-111.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-106.5
	-111.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-103.5
	-108.25

	SS-RSRQ/CSI-RSRQNote3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dB
	-14.77
	-14.77
	-40.59
	-40.59
	12.56T
	14.76T

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-50
	-75.83
	-83.28
	-85.83

	
	
	NR_FDD_FR1_B
	
	
	
	-82.78
	-85.33

	
	
	NR_TDD_FR1_C
	
	
	
	-82.28
	-84.83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-81.78
	-84.33

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-81.28
	-83.83

	
	
	NR_FDD_FR1_F
	
	
	
	-80.78
	-83.33

	
	
	NR_FDD_FR1_G
	
	
	
	-80.28
	-82.83

	
	
	NR_FDD_FR1_H
	
	
	
	-79.78
	-82.33

	
	
	NR_FDD_FR1_N
	
	
	
	-76.78
	-79.33

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-50
	-76.73
	-77.19
	-79.73

	
	
	NR_FDD_FR1_B
	
	
	
	-76.69
	-79.23

	
	
	NR_TDD_FR1_C
	
	
	
	-76.19
	-78.73

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-75.69
	-78.23

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-75.19
	-77.73

	
	
	NR_FDD_FR1_F
	
	
	
	-74.69
	-77.23

	
	
	NR_FDD_FR1_G
	
	
	
	-74.19
	-76.73

	
	
	NR_FDD_FR1_H
	
	
	
	-73.69
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-70.69
	-73.53

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ/CSI-RSRQ, SS-RSRP/CSI-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ/CSI-RSRQ, SS-RSRP/CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.11.2.3	Test Requirements
The CSI-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1.9.2.1 and 10.1.9.2.2.

A.6.7.12	CSI-SINR
A.6.7.12.1	SA intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.12.1.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.12.2.1.
A.6.7.12.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.6.7.11.1.2-1. The absolute accuracy of CSI-SINR intra-frequency measurement is tested by using the parameters in Table A.6.7.11.1.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is the target cell.
Table A.6.7.12.1.2-1: CSI-SINR Intra frequency CSI-SINR supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.7.12.1.2-2: CSI-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS configuration
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	CSI-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1,2
	s
	-
	2.35
	-
	2.35

	
	Config 3
	s
	-
	1.17
	-
	1.17

	SSB configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	CSI-RS for mobility
	Config 1
	
	CSI-RS.RRM.FR1.1 FDD

	
	Config 2
	
	CSI-RS.RRM.FR1.1 TDD

	
	Config 3
	
	CSI-RS.RRM.FR1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 

	
	Config 3
	
	30 

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-93
	-116

	
	NR_FDD_FR1_B
	
	
	-115.5

	
	NR_TDD_FR1_C
	
	
	-115

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-114.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-114

	
	NR_FDD_FR1_F
	
	
	-113.5

	
	NR_FDD_FR1_G
	
	
	-113

	
	NR_FDD_FR1_H
	
	
	-112.5

	
	NR_FDD_FR1_N
	
	
	-109.5

	
Note2
	Config 1,2
	dBm/SCS
	-93
	Same as Noc for 15 kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-90
	-113

	
	
	NR_FDD_FR1_B
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	-112

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-111.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	-106.5

	

	dB
	0
	-3.19
	-5.46
	-5.46

	

	dB
	4.54 
	2.66
	-4
	-4

	CSI-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-88.46
	-90.34
	-120
	-120

	
	
	NR_FDD_FR1_B
	
	
	
	-119.5
	-119.5

	
	
	NR_TDD_FR1_C
	
	
	
	-119
	-119

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5
	-118.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118
	-118

	
	
	NR_FDD_FR1_F
	
	
	
	-117.5
	-117.5

	
	
	NR_FDD_FR1_G
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_H
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_N
	
	
	
	-113.5
	-113.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85.46
	-87.34
	-117
	-117

	
	
	NR_FDD_FR1_B
	
	
	
	-116.5
	-116.5

	
	
	NR_TDD_FR1_C
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_F
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_G
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_H
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_N
	
	
	
	-110.5
	-110.5

	CSI-SINR Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	0
	-3.19
	-5.46
	-5.46

	
	NR_FDD_FR1_B
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.5
	-85.51

	
	
	NR_FDD_FR1_B
	
	
	-85.01

	
	
	NR_TDD_FR1_C
	
	
	-84.51

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-84.01

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-83.51

	
	
	NR_FDD_FR1_F
	
	
	-83.01

	
	
	NR_FDD_FR1_G
	
	
	-82.51

	
	
	NR_FDD_FR1_H
	
	
	-82.01

	
	
	NR_FDD_FR1_N
	
	
	-79.01

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-51.41
	-79.41

	
	
	NR_FDD_FR1_B
	
	
	-78.91

	
	
	NR_TDD_FR1_C
	
	
	-78.41

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-77.91

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-77.41

	
	
	NR_FDD_FR1_F
	
	
	-76.91

	
	
	NR_FDD_FR1_G
	
	
	-76.41

	
	
	NR_FDD_FR1_H
	
	
	-75.91

	
	
	NR_FDD_FR1_N
	
	
	-72.91

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	CSI-SINR, CSI-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-SINR, CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.12.1.3	Test Requirements
The CSI-SINR measurement accuracy shall fulfil the requirements in clause 10.1.12.2.1.

A.6.7.12.2	SA Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.12.2.1	Test Purpose and Environment
The purpose of this test is to verify that the CSI-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.14.2.1 and 10.1.14.2.2.
A.6.7.12.2.2	Test Parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.6.7.12.2.2-1. Both absolute accuracy and relative accuracy requirements of CSI-SINR inter-frequency measurement are tested by using test parameters in Table A.6.7.12.2.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is target cell.
Table A.6.7.12.2.2-1: CSI-SINR Inter frequency CSI-SINR supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB and CSI-RS SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB and CSI-RS SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.7.12.2.2-2: CSI-SINR Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS configuration
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  
	-
	R.1.1 FDD  
	-
	CR.1.1 FDD  
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	CSI-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1,2
	s
	-
	2.35
	-
	2.35
	-
	2.35

	
	Config 3
	s
	-
	1.17
	-
	1.17
	-
	1.17

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	 SSB configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1

	CSI-RS for mobility
	Config 1
	
	CSI-RS.RRM.FR1.1 FDD

	
	Config 2
	
	CSI-RS.RRM.FR1.1 TDD

	
	Config 3
	
	CSI-RS.RRM.FR1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15

	
	Config 3
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-88
	-108.5
	-119.5

	
	
	NR_FDD_FR1_B
	
	
	
	-119

	
	
	NR_TDD_FR1_C
	
	
	
	-118.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-118

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-117.5

	
	
	NR_FDD_FR1_F
	
	
	
	-117

	
	
	NR_FDD_FR1_G
	
	
	
	-116.5

	
	
	NR_FDD_FR1_H
	
	
	
	-116

	
	
	NR_FDD_FR1_N
	
	
	
	-113

	
Note2
	Config 1,2
N
	dBm/15kHz
	-88
	-108.5
	Same as Noc for 15kHz T

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-85
	-105.5
	-116.5

	
	
	NR_FDD_FR1_B
	
	
	
	-116

	
	
	NR_TDD_FR1_C
	
	
	
	-115.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-115

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114.5

	
	
	NR_FDD_FR1_F
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-114.5

	
	
	NR_FDD_FR1_H
	
	
	
	-113

	
	
	NR_FDD_FR1_N
	
	
	
	-110

	

	dB
	-1.75
	-1.75
	15
	15
	-4.0
	-4.0

	

	dB
	-1.75
	15
	-4.0

	CSI-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-89.75
	-93.5
	-123.5

	
	
	NR_FDD_FR1_B
	
	
	
	-123

	
	
	NR_TDD_FR1_C
	
	
	
	-122.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-122

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-121.5

	
	
	NR_FDD_FR1_F
	
	
	
	-121

	
	
	NR_FDD_FR1_G
	
	
	
	-120.5

	
	
	NR_FDD_FR1_H
	
	
	
	-120

	
	
	NR_FDD_FR1_N
	
	
	
	-117

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-86.75
	-90.5
	-120.5

	
	
	NR_FDD_FR1_B
	
	
	
	-120

	
	
	NR_TDD_FR1_C
	
	
	
	-119.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-119

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-118.5

	
	
	NR_FDD_FR1_F
	
	
	
	-118

	
	
	NR_FDD_FR1_G
	
	
	
	-117.5

	
	
	NR_FDD_FR1_H
	
	
	
	-117

	
	
	NR_FDD_FR1_N
	
	
	
	-114

	CSI-SINRNote3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dB
	-1.75
	15
	-4.0

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
9.36MHz
	-57.83
	-65.4
	-90.09

	
	
	NR_FDD_FR1_B
	
	
	
	-89.59

	
	
	NR_TDD_FR1_C
	
	
	
	-89.09

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-88.59

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-88.09

	
	
	NR_FDD_FR1_F
	
	
	
	-87.59

	
	
	NR_FDD_FR1_G
	
	
	
	-87.09

	
	
	NR_FDD_FR1_H
	
	
	
	-86.59

	
	
	NR_FDD_FR1_N
	
	
	
	-83.59

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
38.16MHz
	-51.73
	-59.3
	-84

	
	
	NR_FDD_FR1_B
	
	
	
	-83.5

	
	
	NR_TDD_FR1_C
	
	
	
	-83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-82.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-82

	
	
	NR_FDD_FR1_F
	
	
	
	-81.5

	
	
	NR_FDD_FR1_G
	
	
	
	-81

	
	
	NR_FDD_FR1_H
	
	
	
	-80.5

	
	
	NR_FDD_FR1_N
	
	
	
	-77.5

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	CSI-SINR, CSI-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	CSI-SINR, CSI-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.12.2.3	Test Requirements
The CSI-SINR measurement accuracy shall fulfil the requirements in clause 10.1.14.2.1 and 10.1.14.2.2.
A.6.7.13	RSTD measurements
A.6.7.13.1	RSTD measurement accuracy test case for single positioning frequency layer
A.6.7.13.1.1	Test purpose and Environment
The purpose of the test is to verify that the RSTD measurement meets the accuracy requirements specified in clause 10.1.23.2 in an environment with AWGN propagation conditions.
The supported test configurations are specified in Table A.6.7.13.1.1-1.
Table A.6.7.13.1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cells. Both cells are on the same NR RF channel in FR1. GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured. The NR-TDOA-ProvideAssistanceData and NR-TDOA-RequestLocationInformation message as defined in TS 37.355 shall be provided to the UE before the start of the test. The test duration should be larger than the UE measurement period as defined in clause 9.9.2.

Table A.6.7.13.1.1-2: RSTD accuracy test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	PRS ARFCN
	1~3
	
	freq1
	Freq1
	freq1
	Freq1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	Measurement gap
	1, 2, 3
	
	GP#24 or GP#0
	GP#24 or GP#0

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 1
	1
	s
	-
	3
	-
	3

	
	2,3
	
	-
	3
	-
	3

	SMTC configuration
	1
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	PRS configuration
	1
	
	PRS.1.1 FR1
	PRS.1.2 FR1

	
	2
	
	PRS.1.1 FR1
	PRS.1.2 FR1

	
	3
	
	PRS.2.1 FR1
	PRS.2.2 FR1

	PRS Resource slot offset 
	1, 2, 3
	slot
	0
	4
	0
	4

	Expected RSTD
	1, 2, 3
	s
	N/A
	3
	N/A
	3

	Expected RSTD uncertainty
	1, 2, 3
	s
	N/A
	5
	N/A
	5

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	EPRE ratio of PRS to SSS
	1~3
	dB
	0
	0
	0
	0

	[image: ]Note2
	1,2
	dBm/ SCS
	-98
	-98

	
	3
	
	-95
	-95

	PRS [image: ]
	1~3
	dB
	-6
	-13
	-6
	-13

	PRPNote3
	1,2
	dBm/SCS
	-103.7
	-109.9
	-103.7
	-109.9

	
	3
	
	-100.7
	-106.9
	-100.7
	-106.9

	IoNote3

	1,2
	dBm/
9.36MHz
	-68.80
	-68.80
	-68.80
	-68.80

	
	3
	dBm/
38.16MHz
	-62.70
	-62.70
	-62.70
	-62.70

	PRS [image: ]
	1~3
	dB
	-5.7
	-11.9
	-5.7
	-11.9

	
SSB 
	1~3
	dB
	-5.7
	-11.9

	Propagation condition
	1~3
	-
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the slots with transmitted PRS.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	PRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. The Io is calculated based only on the symbols in which PRS is transmitted.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.13.1.2	Test Requirements
The RSTD measurement accuracy for Cell 2 shall fulfil the absolute requirement in clause 10.1.23.2.

A.6.7.13.2	RSTD measurement accuracy test case for dual positioning frequency layer
A.6.7.13.2.1	Test purpose and Environment
The purpose of the test is to verify that the RSTD measurement meets the accuracy requirements specified in clause 10.1.23.2 in an environment with AWGN propagation conditions.
The supported test configurations are specified in Table A.6.7.13.2.1-1.
Table A.6.7.13.2.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell on NR RF channel #1 in FR1. Cell 2 is a neighbour cell on a different NR RF channel #2 in FR1. GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured. The NR-TDOA-ProvideAssistanceData and NR-TDOA-RequestLocationInformation message as defined in TS 37.355 shall be provided to the UE before the start of the test. The test duration should be larger than the UE measurement period as defined in clause 9.9.2.
Table A.6.7.13.2.1-2: RSTD accuracy test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	PRS ARFCN
	1~3
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	Measurement gap
	1, 2, 3
	
	GP#24 or GP#0
	GP#24 or GP#0

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 1
	1
	s
	-
	3
	-
	3

	
	2,3
	
	-
	3
	-
	3

	SMTC configuration
	1
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	PRS configuration
	1
	
	PRS.1.1 FR1
	PRS.1.2 FR1

	
	2
	
	PRS.1.1 FR1
	PRS.1.2 FR1

	
	3
	
	PRS.2.1 FR1
	PRS.2.2 FR1

	PRS Resource slot offset
	1, 2, 3
	slot
	0
	4
	0
	4

	Expected RSTD
	1, 2, 3
	s
	N/A
	3
	N/A
	3

	Expected RSTD uncertainty
	1, 2, 3
	s
	N/A
	5
	N/A
	5

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	EPRE ratio of PRS to SSS
	1~3
	dB
	0
	0
	0
	0

	[image: ]Note2
	1,2
	dBm/ SCS
	-98
	-98

	
	3
	
	-95
	-95

	PRS [image: ]
	1~3
	dB
	-6
	-13
	-6
	-13

	PRPNote3
	1,2
	dBm/SCS
	-104
	-111
	-104
	-111

	
	3
	
	-101
	-108
	-101
	-108

	IoNote3

	1,2
	dBm/
9.36MHz
	-69.07
	-69.83
	-69.07
	-69.83

	
	3
	dBm/
38.16MHz
	-62.98
	-63.74
	-62.98
	-63.74

	PRS [image: ]
	1~3
	dB
	-6
	-13
	-6
	-13

	Propagation condition
	1~3
	-
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the slots with transmitted PRS.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	PRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. The Io is calculated based only on the symbols in which PRS is transmitted.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.13.2.2	Test Requirements
The RSTD measurement accuracy for Cell 2 shall fulfil the absolute requirement in clause 10.1.23.2.

A.6.7.13.3	RSTD measurement accuracy test case with reduced number of samples for single positioning frequency layer in FR1 in RRC_CONNECTED state
A.6.7.13.3.1	Test purpose and Environment
The purpose of the test is to verify that the RSTD measurement meets the accuracy requirements for reduced number of samples specified in clause 10.1.23.2 in an environment with AWGN propagation conditions. In this test UE that supports supportedDL-PRS-ProcessingSamples is configured by LMF to perform PRS measurement with reduced number of samples.
The supported test configurations are specified in Table A.6.7.13.3.1-1.
Table A.6.7.13.3.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cells. Both cells are on the same NR RF channel in FR1. GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured. The NR-TDOA-ProvideAssistanceData and NR-TDOA-RequestLocationInformation message as defined in TS 37.355 shall be provided to the UE before the start of the test. The test duration should be longer than the UE measurement period as defined in clause 9.9.2.7.
Table A.6.7.13.3.1-2: RSTD accuracy test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	PRS ARFCN
	1~3
	
	freq1
	Freq1
	freq1
	Freq1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 1
	1
	s
	-
	3
	-
	3

	
	2,3
	
	-
	3
	-
	3

	SMTC configuration
	1
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	PRS configuration
	1
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	2
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	3
	
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS BW
	1,2,3
	
	48 PRBs

	PRS muting info
	1~3
	
	‘10’
	‘01’
	‘10’
	‘01’

	Expected RSTD
	1, 2, 3
	s
	N/A
	3
	N/A
	3

	Expected RSTD uncertainty
	1, 2, 3
	s
	N/A
	5
	N/A
	5

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2
	1,2
	dBm/ SCS
	-98
	-98

	
	3
	
	-95
	-95

	[image: ]
	1~3
	dB
	-3
	5
	-3
	5

	PRS-RSRPNote3
	1,2
	dBm/SCS
	-101
	-93
	-101
	-93

	
	3
	
	-98
	-90
	-98
	-90

	SS-RSRPNote3
	1,2
	dBm/SCS
	-88
	-88
	-88
	-88

	
	3
	
	-85
	-85
	-85
	-85

	IoNote3

	1,2
	dBm/
9.36MHz
	-69.5
	-67.9
	-69.5
	-67.9

	
	3
	dBm/
38.16MHz
	-63.4
	-61.8
	-63.4
	-61.8

	[image: ]
	1~3
	dB
	-3
	5
	-3
	5

	Propagation condition
	1~3
	-
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.13.3.2	Test Requirements
The RSTD measurement accuracy for Cell 2 shall fulfil the absolute requirement in clause 10.1.23.2.
A.6.7.13.4	RSTD measurement accuracy test case with Rx TEG
A.6.7.13.4.1	Test purpose and Environment
The purpose of the test is to verify that the RSTD measurement when the measurements of reference cell and neighbor cell are within the same Rx TEG meets the accuracy requirements specified in clause 10.1.23.2 in an environment with AWGN propagation conditions. 
The supported test configurations are specified in Table A.6.7.13.4.1-1.
Table A.6.7.13.4.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR1. GP#24 is configured if UE supports GP#24, otherwise GP#0 is configured. The NR-TDOA-ProvideAssistanceData and NR-TDOA-RequestLocationInformation message as defined in TS 37.355 shall be provided to the UE before the start of the test. The test duration should be larger than the UE measurement period as defined in clause 9.9.2.
The UE is requested to provide the Rx TEG in the test via nr-UE-RxTEG-Request-r17 in NR-TDOA-RequestLocationInformation. 
The test applies to the UE supporting Rx TEG defiend in NR-UE-TEG-Capability and reporting the same Rx TEG for the measurements of reference cell and neighbour cell. 
Table A.6.7.13.4.1-2: RSTD accuracy test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	PRS ARFCN
	1~3
	
	freq1
	Freq1
	freq1
	Freq1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	EPRE ratio of PRS to SSS
	
	
	
	

	TRS configuration
	1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 1
	1
	s
	-
	3
	-
	3

	
	2,3
	
	-
	3
	-
	3

	SMTC configuration
	1
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	PRS configuration
	1
	
	PRS.1.1 FR1
	PRS.1.2 FR1

	
	2
	
	PRS.1.1 FR1
	PRS.1.2 FR1

	
	3
	
	PRS.2.1 FR1
	PRS.2.2 FR1

	PRS Resource slot offset 
	1~3
	slot
	0
	4
	0
	4

	Expected RSTD
	1, 2, 3
	s
	N/A
	3
	N/A
	3

	Expected RSTD uncertainty
	1, 2, 3
	s
	N/A
	5
	N/A
	5

	[image: ]Note2
	1,2
	dBm/ SCS
	-98
	-98

	
	3
	
	-95
	-95

	PRS [image: ]
	1~3
	dB
	-5.33
	-12.19
	-5.33
	-12.19

	PRPNote3
	1,2
	dBm/SCS
	-103
	-109
	-103
	-109

	
	3
	
	-100
	-106
	-100
	-106

	IoNote3

	1,2
	dBm/
9.36MHz
	-68.60
	-68.60
	-68.60
	-68.60

	
	3
	dBm/
38.16MHz
	-62.51
	-62.51
	-62.51
	-62.51

	PRS [image: ]
	1~3
	dB
	-5
	-11
	-5
	-11

	Propagation condition
	1~3
	-
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.7.13.4.2	Test Requirements
The RSTD measurement for Cell 1 and Cell 2 should fulfil the absolute accuracy requirements with same Rx TEG in clause 10.1.23.2.

A.6.7.14	PRS-RSRP measurements
A.6.7.14.1	SA: measurement accuracy with PRS in FR1
A.6.7.14.1.1	Test Purpose and Environment
The purpose of this test is to verify that the PRS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.24.2.1 and 10.1.24.2.2.
A.6.7.14.1.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.7.14.1.2-1. Both absolute and relative accuracy of PRS-RSRP measurements are tested by using the parameters in A.6.7.14.1.2-2. In all test cases, Cell 1 is the PCell.
Table A.6.7.14.1.2-1: PRS-RSRP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.7.14.1.2-2: PRS-RSRP test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	Measurement gap
	
	GP#24 or GP#0 Note 7

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	PRS configuration
	Config 1
	
	PRS.1.3 FR1
	PRS.1.3 FR1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 2
	
	PRS.1.3 FR1
	PRS.1.3 FR1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 3
	
	PRS.2.3 FR1
	PRS.2.3 FR1
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS Resource slot offset (slot)
	Config 1,2,3
	slot
	0
	4
	0
	4

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	s
	-
	3
	-
	3

	
	Config 2,3
	
	-
	3
	-
	3

	Expected RSTD
	Config 1,2,3
	s
	3

	Expected RSTD uncertainty
	Config 1,2,3
	s
	5

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	EPRE ratio of PRS to SSS
	dB
	0
	0
	0
	0

	
Note2
	Config 1,2
	
	dBm/15KhZ
	-98
	-98

	
	Config 3
	
	
	-98
	-98

	
Note2
	Config 1,2
	dBm/SCS
	-98
	-98

	
	Config 3
	
	
	-95
	-95

	
PRS 
	dB
	-2.41
	-12.12
	-2.41
	-12.12

	
PRS 
	dB
	-2
	-10
	-2
	-10

	PRP Note3
	Config 1, 2
	
	dBm/SCS
	-100
	-108
	-100
	-108

	
	Config 3
	
	
	-97
	-105
	-97
	-105

	IoNote3
	Config 1,2
	
	dBm/9.36MHz
	-67.67
	-67.67

	
	Config 3
	
	dBm/38.16MHz
	-61.57
	-61.57

	Propagation condition
	
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	PRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	PRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Void.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 7:	GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.



A.6.7.14.1.3	Test Requirements

In each test, the absolute PRS-RSRP measurement for each cell shall fulfil the absolute accuracy requirement in clause 10.1.24.2.1. The relative PRS-RSRP measurement between the two PRS resources within the same cell shall fulfil the relative accuracy requirement in clause 10.1.24.2.2.
A.6.7.14.2	SA: measurement accuracy with PRS in FR1 with reduced sample number
A.6.7.14.2.1	Test Purpose and Environment

The purpose of this test is to verify that the accuracy of PRS-RSRP measurement with reduced sample number is within the specified limits provided that PRS is transmitted within the active BWP of the UE. UE can support supportedDL-PRS-ProcessingSamples-RRC-CONNECTED, and the LMF indicates the UE to perform positioning measurements with reduced number of samples  via reducedDL-PRS-ProcessingSamples. This test will verify the requirements in clauses 10.1.24.2.1 and 10.1.24.2.2.
A.6.7.14.2.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.7.14.2.2-1. Both absolute and relative accuracy of PRS-RSRP measurements are tested by using the parameters in A.6.7.14.2.2-2. In all test cases, Cell 1 is the PCell.
Table A.6.7.14.2.2-1: PRS-RSRP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.7.14.2.2-2: PRS-RSRP test parameters
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	Cell ID
	
	489
	0

	SSB ARFCN
	
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	Measurement gap
	
	GP#24 or GP#0 Note 7


	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	

	PRS configuration
	Config 1
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 2
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 3
	
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS BW 
	Config 1
	RB
	52
	52

	
	Config 2
	
	52
	52

	
	Config 3
	
	106
	106

	PRS Resource slot offset (slot)
	Config 1,2,3
	slot
	0
	4

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	ms
	-
	3

	
	Config 2,3
	s
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/15KhZ
	-106

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H.
NR_FDD_FR1_N
	
	Not applicableNote 5

	
Note2
	Config 1,2
	dBm/SCS
	-106

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicableNote 5

	

	dB
	-6
	-6

	

	dB
	-6
	-6

	SS-RSRP
	dB
	Same as PRS-RSRP

	PRS-RSRP Note3
	Config 1, 2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/SCS
	-112
	-112

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicable Note 5
	Not applicable Note 5

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/9.36MHz
	-77.07

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/38.16MHz
	Not applicable Note 5

	Propagation condition
	
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and PRS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	PRS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Subtest 1 is not used when testing with 30kHz SSB SCS.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 7:	GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.



A.6.7.14.2.3	Test Requirements
In the test, the absolute PRS-RSRP measurement for each cell shall fulfil the absolute accuracy requirement in clause 10.1.24.2.1. The relative PRS-RSRP measurement between the two PRS resources within the same cell shall fulfil the relative accuracy requirement in clause 10.1.24.2.2.

[bookmark: _Hlk112661473]A.6.7.14.3	Void
A.6.7.14.3.1	Void
A.6.7.14.3.2	Void
A.6.7.14.3.3	Void

A.6.7.15	UE Rx-Tx time difference measurements
A.6.7.15.1	UE Rx-Tx time difference measurement accuracy for single positioning frequency layer in FR1 SA
A.6.7.15.1.1	Test purpose and environment
The purpose of the test is to verify that the UE Rx-Tx time difference measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.25.2. The test is conducted in AWGN propagation condition in FR1 in standalone scenario when single positioning frequency layer is configured.
The supported test configurations in listed in Table A.6.7.15.1.1-1.
Table A.6.7.15.1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test: PCell (Cell 1) and a neighbour cell (Cell 2). Both cells are on the same RF channel in FR1.
The NR-Multi-RTT-ProvideAssistanceData and nr-Multi-RTT-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE before the start of the test. 
The UE is configured with measurement gap pattern ID #0 or ID #24 before the test.
The UE is configured to transmit positioning SRS on Cell 1 during the test.
The test equipment measures the transmit timing of the UE using the transmitted SRS and measures the receive timing using the PRS. The test equipment then compares the difference of these two timings to the UE Rx-Tx measurement reported by the UE for each cell.
A.6.7.15.1.2	Test parameters
The UE Rx-Tx time difference accuracy test parameters are given in Table A.6.7.15.1.2-1. 

Table A.6.7.15.1.2-1: UE Rx-Tx time difference measurement accuracy test parameters
	Parameter
	Unit
	Test configuration
	Test 1

	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	RF Channel Number
	
	1,2,3
	1
	1
	1
	1

	Measurement gap
	
	1,2,3
	GP#24 or GP#0 Note 4
	GP#24 or GP#0 Note 4

	DRX
	
	1,2,3
	OFF
	OFF

	Time offset with Cell 1
	s
	1, 2, 3
	N/A
	3
	N/A
	3

	TDD configuration
	
	1
	N/A
	N/A
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1
	OP.1
	OP.1

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	EPRE ratio of PRS to SSS
	
	
	
	
	
	

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A
	DLBWP.0.1 ULBWP.0.1
	N/A

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.1
	N/A
	DLBWP.1.1
	N/A

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A
	ULBWP.1.1
	N/A

	PRS configuration
	
	1
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	2
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	3
	PRS.2.1 FR1
	PRS.2.1 FR1
	PRS.2.2 FR1
	PRS.2.2 FR1

	PRS Resource slot offset 
	slot
	1, 2, 3
	0
	4
	0
	4

	SRS configuration
	
	1
	POS-SRS.1
	N/A
	POS-SRS.1
	N/A

	
	
	2
	POS-SRS.1
	N/A
	POS-SRS.1
	N/A

	
	
	3
	POS-SRS.2
	N/A
	POS-SRS.2
	N/A

	[image: ] Note 2
	dBm/SCS
	1
	-98
	-98

	
	
	2
	-98
	-98

	
	
	3
	-95
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98
	-98

	
	
	2
	
	

	
	
	3
	
	

	PRS [image: ]
	dB
	1
	-2.41
	-12.12
	-2.41
	-12.12

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-2
	-10
	-2
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	
PRP Note 3
	dBm/SCS kHz
	1
	-100
	-108
	-100
	-108

	
	
	2
	-100
	-108
	-100
	-108

	
	
	3
	-97
	-105
	-97
	-105

	
Io
	dBm/9.36 MHz
	1
	-67.67
	-67.67
	-67.67
	-67.67

	
	dBm/9.36 MHz
	2
	-67.67
	-67.67
	-67.67
	-67.67

	
	dBm/38.16 MHz
	3
	-61.57
	-61.57
	-61.57
	-61.57

	Propagation Condition
	
	1, 2, 3
	AWGN
	AWGN

	Note 1:	Void.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.



Table A.6.7.15.1.2-2: Void 

A.6.7.15.1.3	Test requirements
The UE Rx-Tx time difference measurement fulfils the UE Rx-Tx measurement accuracy requirements specified in clause 10.1.25.2 for both Cell 1 and Cell 2.

A.6.7.15.2	UE Rx-Tx time difference measurement accuracy with reduced number of samples in FR1 SA
A.6.7.15.2.1	Test purpose and environment
The purpose of the test is to verify that the UE Rx-Tx time difference measurement accuracy with reduced number of samples is within the specified limits. This test will verify the requirements in clause 10.1.25.2. The test is conducted in AWGN propagation condition in FR1 in standalone scenario when single positioning frequency layer is configured.
The supported test configurations in listed in Table A.6.7.15.2.1-1. 
Table A.6.7.15.2.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test: PCell (Cell 1) and a neighbour cell (Cell 2). All cells are on the same RF channel in FR1.
The NR-Multi-RTT-ProvideAssistanceData and NR-Multi-RTT-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE before the start of the test. 
The UE is configured to measure UE Rx-Tx time difference using reduced number of samples via requestedDL-PRS-ProcessingSamples in NR-Multi-RTT-RequestLocationInformation during the test. 
The UE is configured with measurement gap pattern ID #0 or ID #24 before the test.
The UE is configured to transmit positioning SRS on Cell 1 during the test. 
The test equipment measures the transmit timing of the UE using the transmitted SRS and measures the receive timing using the PRS. The test equipment then compares the difference of these two timings to the UE Rx-Tx measurement reported by the UE for each cell. 
A.6.7.15.2.2	Test parameters
The UE Rx-Tx time difference accuracy test parameters are given in Table A.6.7.15.2.2-1.
Table A.6.7.15.2.2-1: UE Rx-Tx time difference measurement accuracy test parameters
	Parameter
	Unit
	Test configuration
	Test 1


	
	
	
	Cell 1
	Cell 2

	RF Channel Number
	
	1,2,3
	1
	1

	Measurement gap
	
	1,2,3
	GP#24 or GP#0 Note 4

	DRX
	
	1,2,3
	OFF

	Time offset with Cell 1
	s
	1, 2, 3
	N/A
	3

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	EPRE ratio of PRS to SSS
	
	
	
	

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.1
	N/A

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A

	PRS configuration
	
	1
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	
	2
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	
	3
	PRS.2.1 FR1
	PRS.2.1 FR1

	PRS BW
	
	1
	48 PRBs
	48 PRBs

	
	
	2
	48 PRBs
	48 PRBs

	
	
	3
	48 PRBs
	48 PRBs

	PRS Resource slot offset 
	slot
	1, 2, 3
	0
	4

	SRS configuration
	
	1
	POS-SRS.1
	N/A

	
	
	2
	POS-SRS.1
	N/A

	
	
	3
	POS-SRS.2
	N/A

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-1.76
	-6.01

	
	
	2
	
	

	
	
	3
	
	

	PRS [image: ]
	dB
	1
	0
	-3

	
	
	2
	
	

	
	
	3
	
	

	
PRP Note 3
	dBm/SCS kHz
	1
	-98
	-101

	
	
	2
	-98
	-101

	
	
	3
	-95
	-98

	
Io
	dBm/9.36 MHz
	1
	-66.07
	-66.07

	
	dBm/9.36 MHz
	2
	-66.07
	-66.07

	
	dBm/38.16 MHz
	3
	-59.97
	-59.97

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.



A.6.7.15.2.3	Test requirements
The UE Rx-Tx time difference measurement with reduced number of samples fulfils the UE Rx-Tx measurement accuracy.
A.6.7.15.3	UE Rx-Tx time difference measurement accuracy with RxTx TEG
A.6.7.15.3.1	Test purpose and environment
The purpose of the test is to verify that the relative UE Rx-Tx time difference measurement accuracy when the two measurements are within the same RxTx TEG is within the specified limits. This test will verify the requirements in clause 10.1.25.x. The test is conducted in AWGN propagation condition in FR1 in standalone scenario when single positioning frequency layer is configured.
The supported test configurations is listed in Table A.6.7.15.3.1-1.
Table A.6.7.15.3.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test: PCell (Cell 1) and a neighbour cell (Cell 2). Both cells are on the same RF channel in FR1.
The NR-Multi-RTT-ProvideAssistanceData and nr-Multi-RTT-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE before the start of the test. 
The UE is requested to provide the RxTx TEG in the test via nr-UE-RxTxTEG-Request-r17 in NR-Multi-RTT-RequestLocationInformation. 
The test applies to the UE supporting RxTx TEG defiend in NR-UE-TEG-Capability and reporting the same RxTx TEG for the two UE Rx-Tx measurements. 
The UE is configured with measurement gap pattern ID #0 or ID #24 before the test.
The UE is configured to transmit positioning SRS on Cell 1 during the test.
The test equipment measures the transmit timing of the UE using the transmitted SRS and measures the receive timing using the PRS. The UE Rx-Tx time difference is derived by the difference of the receiving timing and the transmit timing for each cell. 
A.6.7.15.3.2	Test parameters
The UE Rx-Tx time difference accuracy test parameters are given in Table A.6.7.15.3.2-1. y requirements specified in clause 10.1.25.2 for both Cell 1 and Cell 2.
Table A.6.7.15.3.2-2: UE Rx-Tx time difference measurement accuracy test parameters
	Parameter
	Unit
	Test configuration
	Test 1

	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	RF Channel Number
	
	1,2,3
	1
	1
	1
	1

	Measurement gap
	
	1,2,3
	GP#24 or GP#0 Note 4
	GP#24 or GP#0 Note 4

	DRX
	
	1,2,3
	OFF
	OFF

	Time offset with Cell 1
	s
	1, 2, 3
	N/A
	3
	N/A
	3

	TDD configuration
	
	1
	N/A
	N/A
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1
	OP.1
	OP.1

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3
	0
	0
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	EPRE ratio of PRS to SSS
	
	
	
	
	
	

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A
	DLBWP.0.1 ULBWP.0.1
	N/A

	Active DL BWP configuration
	
	1, 2, 3
	DLBWP.1.1
	N/A
	DLBWP.1.1
	N/A

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A
	ULBWP.1.1
	N/A

	PRS configuration
	
	1
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	2
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	3
	PRS.2.1 FR1
	PRS.2.1 FR1
	PRS.2.2 FR1
	PRS.2.2 FR1

	PRS Resource slot offset 
	slot
	1, 2, 3
	0
	4
	0
	4

	SRS configuration
	
	1
	POS-SRS.1
	N/A
	POS-SRS.1
	N/A

	
	
	2
	POS-SRS.1
	N/A
	POS-SRS.1
	N/A

	
	
	3
	POS-SRS.2
	N/A
	POS-SRS.2
	N/A

	[image: ] Note 2
	dBm/SCS
	1
	-98
	-98

	
	
	2
	-98
	-98

	
	
	3
	-95
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98
	-98

	
	
	2
	
	

	
	
	3
	
	

	PRS [image: ]
	dB
	1
	-5.33
	-12.19
	-5.33
	-12.19

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-5
	-11
	-5
	-11

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	
PRP Note 3
	dBm/SCS kHz
	1
	-103
	-109
	-103
	-109

	
	
	2
	-103
	-109
	-103
	-109

	
	
	3
	-100
	-106
	-100
	-106

	
Io
	dBm/9.36 MHz
	1
	-68.60
	-68.60
	-68.60
	-68.60

	
	dBm/9.36 MHz
	2
	-68.60
	-68.60
	-68.60
	-68.60

	
	dBm/38.16 MHz
	3
	-62.51
	-62.51
	-62.51
	-62.51

	Propagation Condition
	
	1, 2, 3
	AWGN
	AWGN

	Note 1:	Void.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.


A.6.7.15.3.3	Test requirements
The relative accuracy is derived by the difference of the UE Rx-Tx measurements on the two cells.
The UE Rx-Tx time difference measurements for Cell 1 and Cell 2 fulfil the relative UE Rx-Tx measurement accuracy requirements specified in clause 10.1.25.x.

A.6.7.16	PRS-RSRPP measurements
A.6.7.16.1	SA: measurement accuracy with PRS in FR1
A.6.7.16.1.1	Test Purpose and Environment
The purpose of this test is to verify that the accuracy of PRS-RSRPP measurement in RRC_CONNECTED is within the specified limits. This test will verify the requirements in clauses 10.1.X.y and 10.1. X.z.
A.6.7.16.1.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.7.16.1.2-1. Both absolute and relative accuracy of PRS-RSRPP measurements are tested by using the parameters in A.6.7.16.1.2-2. In all test cases, Cell 1 is the PCell.
Table A.6.7.16.1.2-1: PRS-RSRPP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.7.16.1.2-2: PRS-RSRPP test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	Measurement gap
	
	GP#24 or GP#0 Note 7

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	PRS configuration
	Config 1
	
	PRS.1.3 FR1
	PRS.1.3 FR1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 2
	
	PRS.1.3 FR1
	PRS.1.3 FR1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 3
	
	PRS.2.3 FR1
	PRS.2.3 FR1
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS Resource slot offset (slot)
	Config 1,2,3
	slot
	0
	4
	0
	4

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/15KhZ
	-106
	-88

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicableNote 5
	-94

	
Note2
	Config 1,2
	dBm/SCS
	-106
	-88

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicableNote 5
	-91

	

	dB
	2.46
	-5.97
	2.46
	-5.97

	

	dB
	6
	1
	6
	1

	PRS-RSRP Note3
	Config 1, 2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/SCS
	-100
	-105
	-82
	-87

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicable Note 5
	Not applicable Note 5
	-85
	-90

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/9.36MHz
	-70.09
	-52.09

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/38.16MHz
	Not applicable Note 5
	-51.99

	Propagation condition
	
	Two-tap channel defined in 38.101-4 Annex B.2.4, 
a = 1,  µs and  Hz

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	PRS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	PRS-RSRPP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Subtest 1 is not used when testing with 30kHz SSB SCS.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 7:	GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.



A.6.7.16.1.3	Test Requirements
In each test, the absolute PRS-RSRPP measurement for each cell shall fulfil the absolute accuracy requirement in clause 10.1.X.y. The relative PRS-RSRPP measurement between the two PRS resources within the same cell shall fulfil the relative accuracy requirement in clause 10.1.X.z.
A.6.7.16.2	SA: measurement accuracy with reduced PRS samples in FR1
A.6.7.16.2.1	Test Purpose and Environment
The purpose of this test is to verify that the PRS-RSRPP measurement accuracy with  = 1 in FR1 is within the specified limits. This test will verify the requirements in clauses [10.1.24.Z.1] and [10.1.24.Z.2].
The UE under test should support [supportedDL-PRS-ProcessingSamples ], and the TE indicates the UE to perform positioning measurements with reduced number of samples. The PRS bandwidth is contained within the active BWP and the power difference between the serving cell SS-RSRP and neighbour cell PRS-RSRP is within 6dB, so that = 1 is assumed. 
A.6.7.16.2.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.7.16.2.2-1. Both absolute and relative accuracy of PRS-RSRPP measurements are tested by using the parameters in A.6.7.16.2.2-2. In all test cases, Cell 1 is the PCell.
Table A.6.7.16.2.2-1: PRS-RSRPP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.7.16.2.2-2: PRS-RSRPP test parameters
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	Cell ID
	
	489
	0

	SSB ARFCN
	
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	Measurement gap
	
	GP#24 or GP#0 Note 5

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	

	PRS configuration
	Config 1
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 2
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 3
	
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS bandwidth
	Config 1,2,3
	
	48 PRBs
	48 PRBs

	PRS Resource slot offset (slot)
	Config 1,2,3
	slot
	0
	4

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	ms
	-
	3

	
	Config 2,3
	s
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	Config 1,2
	dBm/15KhZ
	-98


	
	Config 3
	
	

	
Note2
	Config 1,2
	dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	2.46
	-5.97

	

	dB
	6
	1

	PRS-RSRP Note3
	Config 1, 2
	dBm/SCS
	-92
	-97

	
	Config 3

	
	-89
	-94

	SS-RSRP Note3
	Config 1, 2
	dBm/SCS
	-92
	-97

	
	Config 3

	
	-89
	-94

	IoNote3
	Config 1,2
	dBm/9.36MHz
	-70.09

	
	Config 3
	dBm/38.16MHz
	-63.99

	Propagation condition
	
	[Two-tap channel] Note6

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	PRS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	PRS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	GP#24 is configured if UE supports MG#24, otherwise GP#0 is configured.
Note 6:   The two-tap channel model is defined in 38.101-4 Annex B.2.4 (a = 1, τd=0.45 µs and fD=5 Hz).


A.6.7.16.2.3	Test Requirements
In each test, the absolute PRS-RSRPP measurement for each cell shall fulfil the absolute accuracy requirement in clause [10.1.24.Z.1]. The relative PRS-RSRPP measurement between the two PRS resources within the same cell shall fulfil the relative accuracy requirement in clause [10.1.24.Z.2].

A.6.8	Measurement procedure in RRC_INACTIVE
A.6.8.1	RSTD measurements
A.6.8.1.1	NR RSTD measurement reporting delay test case for single positioning frequency layer in FR1 SA in RRC_INACTIVE state
A.6.8.1.1.1	Test Purpose and Environment
The purpose of the test is to verify that the RSTD measurement meets the requirements specified in Clause 5.6.2.5 in an environment with AWGN propagation conditions in FR1 in standalone scenario when single positioning frequency layer is configured.
The supported test configurations are specified in Table A.6.8.1.1.1-1.
Table A.6.8.1.1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are three synchronous cells: Cell 1, Cell 2 and Cell 3. Cell 1 is the reference as well as the PCell. Cell 2 and Cell 3 are the neighbour cells. All 3 cells are on the same RF channel in FR1.
The test consists of two consecutive time intervals, with duration of T1 and T2. During time duration T1, the UE shall be in RRC_CONNECTED state and shall not have any timing information of Cell 2 and Cell 3. During T2 UE shall be in RRC_INACTIVE state and all three cells transmit PRS resources within initial DL BWP of the UE and with the same numerology as the initial DL BWP.
Note: The information on when PRS is muted is conveyed to the UE using PRS muting information.
The NR-DL-TDOA-ProvideAssistanceData and nr-DL-TDOA-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE during T1. The last TTI containing the two messages shall be provided to the UE T ms before the start of T2, where T = 50 ms is the maximum processing time of the DL-TDOA assistance data and location information request.
The beginning of the time interval T2 shall be aligned with the first DRX cycle containing a DL PRS resource(s).
The UE is configured with DRX cycle of 1.28s.
The general test parameters are listed in Table A.6.8.1.1.1-2, and cell specific test parameters are listed in Table A.6.8.1.1.1-3 and Table A.6.8.1.1.1-4.
Table A.6.8.1.1.1-2: General test parameters for RSTD measurement reporting delay 
	 Parameter
	Unit
	Value
	Comment

	Reference cell
	
	Cell 1
	Reference cell is the cell in the DL-TDOA assistance data with respect to which the RSTD measurement is defined, as specified in TS 38.215 [4] and TS 37.355 [34]. The reference cell is the PCell in this test case.

	Neighbor cells
	
	Cell 2 and Cell 3
	Cell 2 and Cell 3 appear at the first and second places in the neighbour cell list in the DL-TDOA assistance data.

	SSB configuration
	Config 1
	
	SSB.1 FR1
	

	
	Config 2
	
	SSB.1 FR1
	

	
	Config 3
	
	SSB.2 FR1
	

	SMTC configuration
	Config 1
	
	SMTC.2
	

	
	Config 2
	
	SMTC.1
	

	
	Config 3
	
	SMTC.1
	

	PDSCH RMC configuration
	Config 1
	
	SR.1.1 FDD
	

	
	Config 2
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	Config 1
	
	CR.1.1 FDD
	As specified in clause A.3.1.2.1

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	Config 1
	
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Initial BWP configuration
	Config 1,2,3
	
	DLBWP.0.1 
ULBWP.0.1
	

	Active UL BWP configuration
	Config 1,2,3
	
	ULBWP.1.1
	

	PRS Configuration
	Config 1
	
	PRS.1.1 FR1
	As specified in clause A.3.31

	
	Config 2
	
	PRS.1.2 FR1
	

	
	Config 3
	
	PRS.2.1 FR1
	

	Physical cell ID PCI
	
	(PCI of Cell 1 – PCI of Cell 2)mod6=0
and
(PCI of Cell 1 – PCI of Cell 3)mod6=0 
	The cell PCIs are selected such that the relative shifts of PRS patterns among cells are as given by the test parameters

	CP length
	
	Normal
	

	DRX
	s
	1.28
	

	Radio frame receive time offset between the cells at the UE antenna connector
	s
	Cell 2 to Cell 1: 0
Cell 3 to Cell 1: 3
	PRS are transmitted from synchronous cells

	Expected RSTD
	s
	Cell 2: 3 
Cell 3: 3
Other neighbour cells: randomly between -3 and 3
	The expected RSTD is what is expected at the receiver. The corresponding parameter in the DL-TDOA assistance data specified in TS 37.355 [34] is the expectedRSTD indicator

	Expected RSTD uncertainty for all neighbour cells
	s
	5
	The corresponding parameter in the DL-TDOA assistance ta specified in TS 37.355 [34] is the expectedRSTD-Uncertainty index

	Number of cells provided in DL-TDOA assistance data
	
	16
	Including the reference cell

	PRS muting info
	
	Cell 1: ‘10’
Cell 2: ‘01’
Cell 3: ‘10’
	Correponds to prs-MutingInfo defined in TS 37.355 [34]


	PRS resource RE offset
	
	Cell 1: 0
Cell 2: 0
Cell 3: 1
	Cell 1 and Cell 3 are configured with different resource offsets

	T1
	s
	3
	The length of the time interval from the beginning of each test

	T2
	s
	5
	The length of the time interval that follows immediately after time interval T1.



Table A.6.8.1.1.1-3: Cell-specific test parameters for RSTD measurement reporting delay during T1
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	NR RF Channel Number
	
	1
	1
	1

	Positiong frequency layer 
	
	1
	1
	1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low
	1x2 Low

	OCNG patterns defined in A.3.2.1
	
	OP.1
	N/A
	N/A

	
 Note 3
	Config 1
	dBm/SCS
	-98

	
	Config 2
	dBm/SCS
	-98

	
	Config 3
	dBm/SCS
	-95

	
PRS 
	dB
	-Infinity
	-Infinity
	-Infinity

	
SSB 
	dB
	10
	-Infinity
	-Infinity

	Io Note 4
	Config 1
	dBm/
9.36MHz
	-68.63
	-70.05
	-70.05

	
	Config 2
	dBm/
9.36MHz
	-68.63
	-70.05
	-70.05

	
	Config 3
	dBm/
38.16MHz
	-63.20
	-63.96
	-63.96

	SSB RP Note4
	Config 1
	dBm/SCS
	-88
	-Infinity
	-Infinity

	
	Config 2
	dBm/SCS
	-88
	-Infinity
	-Infinity

	
	Config 3
	dBm/SCS
	-88
	-Infinity
	-Infinity

	Propagation Condition 
	
	AWGN


	Note 1: 	OCNG shall be used such that active cell (Cell 1) is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The resources for uplink transmission are assigned after the end of time period T2 to UEs that do not support SDT for measurement reporting.

Note 3: 	Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 4: 	SSB RP and Io levels have been derived from other parameters and are given for information purpose. These are not settable test parameters.



Table A.6.8.1.1.1-4: Cell-specific test parameters for RSTD measurement reporting delay during T2
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T2
	T2

	NR RF Channel Number
	
	1
	1
	1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low
	1x2 Low

	OCNG patterns defined in A.3.2.1
	
	OP.1
	OP.1
	OP.1

	PRACH configuration
	
	FR1 PRACH configuration 1
	FR1 PRACH configuration 1
	FR1 PRACH configuration 1

	
 Note 3
	Config 1
	dBm/SCS
	-98
	-98
	-98

	
	Config 2
	dBm/SCS
	-98
	-98
	-98

	
	Config 3
	dBm/SCS
	-95
	-95
	-95

	
PRS  
	Config 1
	dB
	-5.45
	-11.67
	-11.67

	
	Config 2
	dB

	-5.45
	-11.67
	-11.67

	
	Config 3
	dB

	-5.45
	-11.67
	-11.67

	Io Note 4
	Config 1
	dBm/
9.36MHz
	-69.59
	-69.93
	-69.93

	
	Config 2
	dBm/
96.48MHz
	-69.59
	-69.93
	-69.93

	
	Config 3
	dBm/
38.16MHz
	-63.72
	-63.89
	-63.89

	
PRS  
	dB
	-6
	-13
	-13

	Propagation Condition 
	
	AWGN

	Note 1: 	OCNG shall be used such that active cells (all, except Cell 3 in T2) are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols other than those in the subframes with transmitted PRS.
Note 2:	The resources for uplink transmission are assigned after the end of time period T2 to UEs that do not support SDT for measurement reporting. 

Note 3:	Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.



A.6.8.1.1.2	Test Requirements
The RSTD measurement time fulfils the requirements specified in Clause 5.6.2.5.
The UE shall perform and report the RSTD measurements for Cell 2 and Cell 3 with respect to the reference cell in the DL-TDOA assistance data, Cell 1, within the time duration specified in section 5.6.2.5 starting from the beginning of time interval T2.
The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported RSTD measurement for each correct event shall be within the RSTD reporting range specified in Clause 10.1.23.3, i.e., between RSTD_0000000 and RSTD1970049.

A.6.8.1.2		NR RSTD measurement reporting delay test case with reduced number of samples in RRC_INACTIVE, FR1 SA 
A.6.8.1.2.1	Test Purpose and Environment
The purpose of the test is to verify that the RSTD measurement meets the requirements specified in Clause 5.6.2 in an environment with AWGN propagation conditions in FR1 in standalone scenario when single-sample measurements are requested by the LMF. This test is applicable to UEs that support [FG 14-2 PRS measurement for reduced sample in RRC_inactive state].
The supported test configurations are specified in Table A.6.8.1.2.1-1.
Table A.6.8.1.2.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are three synchronous cells: Cell 1, Cell 2 and Cell 3. Cell 1 is the reference as well as the PCell. Cell 2 and Cell 3 are the neighbour cells. All 3 cells are on the same RF channel in FR1.
The test consists of two consecutive time intervals, with duration of T1 and T2. The UE shall be in RRC_CONNECTED state during T1 and in RRC_INACTIVE state during T2. During time duration T1, the UE shall not have any timing information of Cell 2 and Cell 3. All three cells transmit PRS during T2. PRS resources from all three cells are transmitted within the initial DL BWP of the UE and with the same numerology as the initial DL BWP.
Note: The information on when PRS is muted is conveyed to the UE using PRS muting information.
The beginning of the time interval T2 shall be aligned with the beginning of the first DRX cycle in RRC_INACTIVE.
The NR-DL-TDOA-ProvideAssistanceData and nr-DL-TDOA-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE during T1. The last TTI containing the two messages shall be provided to the UE T ms before the start of T2, where T = 50 ms is the maximum processing time of the DL-TDOA assistance data and location information request.
The nr-DL-TDOA-RequestLocationInformation IE should indicate to the UE that single-sample measurements are requested, i.e. requestedDL-PRS-ProcessingSamples-r17 is set to m1.
The general test parameters are listed in Table A.6.8.1.2.1-2, and cell specific test parameters are listed in Table A.6.8.1.2.1-3 and Table A.6.8.1.2.1-4. 
Table A.6.8.1.2.1-2: General test parameters for RSTD measurement reporting delay
	Parameter
	Unit
	Value
	Comment

	Reference cell
	
	Cell 1
	Reference cell is the cell in the DL-TDOA assistance data with respect to which the RSTD measurement is defined, as specified in TS 38.215 [4] and TS 37.355 [34]. The reference cell is the PCell in this test case.

	Neighbor cells
	
	Cell 2 and Cell 3
	Cell 2 and Cell 3 appear at the first and second places in the neighbour cell list in the DL-TDOA assistance data.

	SSB configuration
	Config 1
	
	SSB.1 FR1
	

	
	Config 2
	
	SSB.1 FR1
	

	
	Config 3
	
	SSB.2 FR1
	

	SMTC configuration
	Config 1
	
	SMTC.2
	

	
	Config 2
	
	SMTC.1
	

	
	Config 3
	
	SMTC.1
	

	PDSCH RMC configuration
	Config 1
	
	SR.1.1 FDD
	

	
	Config 2
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	Config 1
	
	CR.1.1 FDD
	As specified in clause A.3.1.2.1

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	Config 1
	
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	

	Initial BWP configuration
	Config 1,2,3
	
	DLBWP.0.1 
ULBWP.0.1
	

	PRS Configuration
	Config 1
	
	PRS.1.2 FR1
	As specified in clause A.3.31. The number of PRS RBs is the same as for the channel BW.

	
	Config 2
	
	PRS.1.2 FR1
	

	
	Config 3
	
	PRS.2.2 FR1
	

	PRS Resource slot offset
	Config 1, 2, 3
	slots
	Cell 1, 2, 3: 0
	

	Physical cell ID PCI
	
	(PCI of Cell 1 – PCI of Cell 2)mod6=0
and
(PCI of Cell 1 – PCI of Cell 3)mod6=0 
	The cell PCIs are selected such that the relative shifts of PRS patterns among cells are as given by the test parameters

	CP length
	
	Normal
	

	DRX cycle length
	s
	1.28
	

	Radio frame receive time offset between the cells at the UE antenna connector
	s
	Cell 2 to Cell 1: 0
Cell 3 to Cell 1: 3
	PRS are transmitted from synchronous cells

	Expected RSTD
	s
	Cell 2: 3 
Cell 3: 3
Other neighbour cells: randomly between -3 and 3
	The expected RSTD is what is expected at the receiver. The corresponding parameter in the DL-TDOA assistance data specified in TS 37.355 [34] is the expectedRSTD indicator

	Expected RSTD uncertainty for all neighbour cells
	s
	5
	The corresponding parameter in the DL-TDOA assistance ta specified in TS 37.355 [34] is the expectedRSTD-Uncertainty index

	Number of cells provided in DL-TDOA assistance data
	
	16
	Including the reference cell

	PRS muting info
	
	Cell 1: ‘10’
Cell 2: ‘01’
Cell 3: ‘10’
	Correponds to prs-MutingInfo defined in TS 37.355 [34]

	PRS resource RE offset
	
	Cell 1: 0
Cell 2: 0
Cell 3: 1
	Cell 1 and Cell 3 are configured with different resource offsets

	T1
	s
	3
	The length of the time interval from the beginning of each test

	T2
	s
	[5]
	The length of the time interval that follows immediately after time interval T1



Table A.6.8.1.2.1-3: Cell-specific test parameters for RSTD measurement reporting delay during T1
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	NR RF Channel Number
	
	1
	1
	1

	Positiong frequency layer 
	
	1
	1
	1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low
	1x2 Low

	OCNG patterns defined in A.3.2.1
	
	OP.1
	N/A
	N/A

	
 Note 3
	Config 1
	dBm/SCS
	-98

	
	Config 2
	dBm/SCS
	-98

	
	Config 3
	dBm/SCS
	-95

	
PRS 
	dB
	-Infinity
	-Infinity
	-Infinity

	
SSB 
	dB
	0
	-Infinity
	-Infinity

	Io Note 4
	Config 1
	dBm/
9.36MHz
	-67.05
	-67.05
	-67.05

	
	Config 2
	dBm/
9.36MHz
	-67.05
	-67.05
	-67.05

	
	Config 3
	dBm/
38.16MHz
	-60.94
	-60.94
	-60.94

	SSB RP Note4
	Config 1
	dBm/SCS
	-98
	-Infinity
	-Infinity

	
	Config 2
	dBm/SCS
	-98
	-Infinity
	-Infinity

	
	Config 3
	dBm/SCS
	-95
	-Infinity
	-Infinity

	Propagation Condition 
	
	AWGN

	Note 1: 	OCNG shall be used such that active cell (Cell 1) is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3: 	Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 4: 	SSB RP and Io levels have been derived from other parameters and are given for information purpose. These are not settable test parameters.



Table A.6.8.1.2.1-4: Cell-specific test parameters for RSTD measurement reporting delay during T2
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	
	
	T2
	T2
	T2

	NR RF Channel Number
	
	1
	1
	1

	Correlation Matrix and Antenna Configuration
	
	1x2 Low
	1x2 Low
	1x2 Low

	OCNG patterns defined in A.3.2.1
	
	OP.1
	OP.1
	OP.1

	PRACH configuration
	
	FR1 PRACH configuration 1
	FR1 PRACH configuration 1
	FR1 PRACH configuration 1

	
 Note 3
	Config 1
	dBm/SCS
	-98
	-98
	-98

	
	Config 2
	dBm/SCS
	-98
	-98
	-98

	
	Config 3
	dBm/SCS
	-95
	-95
	-95

	
PRS  
	Config 1
	dB
	0
	-3
	-3

	
	Config 2
	dB

	0
	-3
	-3

	
	Config 3
	dB

	0
	-3
	-3

	Io Note 4
	Config 1
	dBm/
9.36MHz
	-66.07
	-68.29
	-66.07

	
	Config 2
	dBm/
9.36MHz
	-66.07
	-68.29
	-66.07

	
	Config 3
	dBm/
38.16MHz
	-61.52
	-62.99
	-61.52

	
PRS  
	dB
	0
	-3
	-3

	Propagation Condition 
	
	AWGN

	Note 1: 	OCNG shall be used such that all active cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols, except for slots where PRS is transmitted by any of the cells.
Note 2:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.

Note 3:	Interference from other cells and noise sources not specified in the test are assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 4:	Io levels apply only for symbols where PRS is transmitted.



A.6.8.1.2.2	Test Requirements
The RSTD measurement time fulfils the requirements specified in Clause 5.6.2.5.
The UE shall perform and report the RSTD measurements for Cell 2 and Cell 3 with respect to the reference cell in the DL-TDOA assistance data, Cell 1, within the time duration specified in section 5.6.2.5 starting from the beginning of time interval T2.
The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported RSTD measurement for each correct event shall be within the RSTD reporting range specified in Clause 10.1.23.3, i.e., between RSTD_0000000 and RSTD_1970049.

A.6.8.2	PRS-RSRP measurements
A.6.8.2.1	PRS-RSRP reporting delay test case for single positioning frequency layer in RRC_INACTIVE
A.6.8.2.1.1	Test purpose and Environment
The purpose of the test is to verify that the PRS-RSRP measurement in RRC_INACTIVE meets the delay requirements specified in clause 5.6.3.5 in an environment with AWGN propagation conditions.
The supported test configurations are specified in Table A.6.8.2.1.1-1.
Table A.6.8.2.1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR1. The test consists of two consecutive time intervals, with duration of T1 and T2. Both cells transmit PRS during T2.
During T1 UE is in RRC_CONNECTED, the NR-DL-AoD-RequestLocationInformation message and NR-DL-AoD-ProvideAssistanceData message as defined in TS 37.355 shall be provided to the UE during T1. The last slot containing the two messages for the assistance data and location information request is denoted as #n. In the next DL slot after slot #n, UE is released into RRC_INACTIVE.
The beginning of the time interval T2 is the first PRS resource occasion occurring T after the slot #n, where T = 50 ms is the maximum processing time of the assistance data and location information request.
The general test parameters are listed in Table A.6.8.2.1.1-2, and cell specific test parameters are listed in Table A.6.8.2.1.1-3. 
Table A.6.8.2.1.1-2: General test parameters
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Reference cell
	
	1, 2, 3
	Cell 1
	Cell 1 is the PCell and the DL-AoD reference cell in the positioning assistance data.

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell 2 is a neighbour cell in the positioning assistance data.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1 and Cell 2
	

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	CP length
	
	1, 2, 3
	Normal
	

	DRX
	
	1, 2, 3
	1.28s
	

	Time offset between serving and neighbour cells
	s
	1, 2, 3
	3
	Synchronous cells

	Expected RSTD
	s
	1, 2, 3
	3
	

	Expected RSTD uncertainty
	s
	1, 2, 3
	5
	

	T1
	s
	1, 2, 3
	2
	

	T2
	s
	1, 2, 3
	[6]
	



Table A.6.8.2.1.1-3: Cell specific test parameters 
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	PRS configuration
	
	1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	
	2
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	
	3
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS muting info
	
	1, 2, 3
	‘10’
	‘01’

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-Infinity
	-3
	-Infinity
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-Infinity
	-3
	-Infinity
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS-RSRP Note 3
	dBm/SCS kHz
	1
	-Infinity
	-101
	-Infinity
	-108

	
	
	2
	-Infinity
	-101
	-Infinity
	-108

	
	
	3
	-Infinity
	-98
	-Infinity
	-105

	SS-RSRP Note 3
	dBm/SCS kHz
	1
	-88
	-88
	-88
	-88

	
	
	2
	-88
	-88
	-88
	-88

	
	
	3
	-85
	-85
	-85
	-85

	Io
	dBm/9.36 MHz
	1
	N/A
	-62.25
	N/A
	-62.25

	
	dBm/9.36 MHz
	2
	
	-62.25
	
	-62.25

	
	dBm/38.16 MHz
	3
	
	-56.16
	
	-56.16

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP/PRS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.8.2.1.2	Test Requirements
The UE shall perform and report the PRS-RSRP measurements for Cell 1 and Cell 2, within the time limit specified in clause 5.6.3.5, starting from the beginning of time interval T2.
The rate of correct events observed during repeated tests shall be at least 90%.

A.6.8.2.2	PRS-RSRP reporting delay test case with reduced number of samples in RRC_INACTIVE
A.6.8.2.2.1	Test purpose and Environment
The purpose of the test is to verify that the PRS-RSRP measurement meets the delay requirements specified in clause 5.6.3.5 in an environment with AWGN propagation conditions when single-sample measurements are requested by the LMF. This test is applicable to UEs that support [FG 14-2 PRS measurement for reduced sample in RRC_inactive state].
The supported test configurations are specified in Table A.6. 8.2.2.1-1.
Table A.6. 8.2.2.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR1.
The test consists of two consecutive time intervals, with duration of T1 and T2. The UE shall be in RRC_CONNECTED state during T1 and in RRC_INACTIVE state during T2. During time duration T1, the UE shall not have any timing information of Cell 2. Both cells transmit PRS during T2. PRS resources from both cells are transmitted within the initial DL BWP of the UE and with the same numerology as the initial DL BWP.
The beginning of the time interval T2 shall be aligned with the beginning of the first DRX cycle in RRC_INACTIVE.
The NR-DL-AoD-RequestLocationInformation message and NR-DL-AoD-ProvideAssistanceData message as defined in TS 37.355 shall be provided to the UE during T1. The last TTI containing the two messages shall be provided to the UE T ms before the start of T2, where T = 50 ms is the maximum processing time of the DL-AoD assistance data and location information request.
The nr-DL-AoD-RequestLocationInformation IE should indicate to the UE that single-sample measurements are requested, i.e. requestedDL-PRS-ProcessingSamples-r17 is set to m1.
The general test parameters are listed in Table A.6.8.2.2.1-2, and cell specific test parameters are listed in Table A.6.8.2.2.1-3. 
Table A.6.8.2.2.1-2: General test parameters
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Reference cell
	
	1, 2, 3
	Cell 1
	Cell 1 is the PCell and the DL-AoD reference cell in the positioning assistance data.

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell 2 is a neighbour cell in the positioning assistance data.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1 and Cell 2
	

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	CP length
	
	1, 2, 3
	Normal
	

	DRX cycle length
	s
	1, 2, 3
	1.28
	

	Time offset between serving and neighbour cells
	s
	1, 2, 3
	3
	Synchronous cells

	Expected RSTD
	s
	1, 2, 3
	3
	

	Expected RSTD uncertainty
	s
	1, 2, 3
	5
	

	T1
	s
	1, 2, 3
	3
	

	T2
	s
	1, 2, 3
	[5]
	



Table A.6.8.2.2.1-3: Cell specific test parameters
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	PRS configuration Note 5
	
	1
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	2
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	3
	PRS.2.2 FR1
	PRS.2.2 FR1

	PRS Resource slot offset
	slots
	1, 2, 3
	0
	0

	PRS muting info
	
	1, 2, 3
	‘10’
	‘01’

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-Infinity
	0
	-Infinity
	-3

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-Infinity
	0
	-Infinity
	-3

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS-RSRP Note 3
	dBm/SCS kHz
	1
	-Infinity
	-98
	-Infinity
	-101

	
	
	2
	-Infinity
	-98
	-Infinity
	-101

	
	
	3
	-Infinity
	-95
	-Infinity
	-98

	SS-RSRP Note 3
	dBm/SCS kHz
	1
	-98
	-98
	-98
	-98

	
	
	2
	-98
	-98
	-98
	-98

	
	
	3
	-95
	-95
	-95
	-95

	Io Note 3
	dBm/9.36 MHz
	1
	N/A
	-67.04
	N/A
	-68.29

	
	dBm/9.36 MHz
	2
	
	-67.04
	
	-68.29

	
	dBm/38.16 MHz
	3
	
	-62.19
	
	-62.99

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP/PRS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels apply only for symbols where PRS is transmitted.
Note 4: 	OCNG shall be used such that all active cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols, except for slots where PRS is transmitted by any of the cells.
Note 5: 	The number of PRS RBs is the same as for the channel BW.



A.6.8.2.2.2	Test Requirements
The UE shall perform and report the PRS-RSRP measurements for Cell 1 and Cell 2, within the time limit specified in clause 5.6.3.5, starting from the beginning of time interval T2.
The rate of correct events observed during repeated tests shall be at least 90%.

A.6.8.3	UE Rx-Tx time difference measurements
A.6.8.3.1	UE Rx-Tx time difference measurement for single positioning frequency layer in FR1 SA
A.6.8.3.1.1	Test purpose and environment
The purpose of the test is to verify that the UE Rx-Tx measurement in RRC_INACTIVE state meets the requirements specified in clause 5.6.4 in AWGN propagation condition in FR1 in standalone scenario when single positioning frequency layer is configured. 
The supported test configurations in listed in Table A.6.8.3.1.1-1.
Table A.6.8.3.1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test: PCell (Cell 1) and a neighbour cell (Cell 2). Both cells are on the same RF channel in FR1.
The test consists of two consecutive time intervals, with duration of T1 and T2. Cell 1 and Cell 2 mute PRS transmission during T1 and transmit PRS during T2. 
[bookmark: OLE_LINK10][bookmark: OLE_LINK1]The NR-Multi-RTT-ProvideAssistanceData and nr-Multi-RTT-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE during T1. The last slot containing the two messages for the assistance data and location information request is denoted as #n. In the next DL slot after slot #n, UE is released into RRC_INACTIVE.
The beginning of the time interval T2 is the first PRS resource occasion occurring T after the slot #n, where T = 50 ms is the maximum processing time of the assistance data and location information request.
The UE is configured to transmit positioning SRS during T2. 
The general test parameters and cell specific test parameters are as given in Table A.6.8.3.1.1-2 and Table A.6.8.3.1.1-3 respectively. 
Table A.6.8.3.1.1-2: General test parameters
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Active cell
	
	1, 2, 3
	Cell 1
	Cell 1 is the PCell in NR-Multi-RTT-ProvideAssistanceData [34].

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell 2 is a neighbour cell in NR-Multi-RTT-ProvideAssistanceData [34].

	RF Channel Number
	
	1, 2, 3
	1
	For both Cell 1 and Cell 2

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	CP length
	
	1, 2, 3
	Normal
	

	DRX cycle
	
	1, 2, 3
	1.28s
	

	Time offset between serving and neighbour cells
	s
	1, 2, 3
	3
	Synchronous cells

	T1
	s
	1, 2, 3
	5
	

	T2
	s
	1, 2, 3
	[10]
	



Table A.6.8.3.1.1-3: Cell specific test parameters
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	EPRE ratio of PRS to SSS
	
	
	
	

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	PRS configuration
	
	1
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	2
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	3
	PRS.2.2 FR1
	PRS.2.2 FR1

	PRS muting info
	
	1, 2, 3
	‘10’
	‘01’

	SRS configuration
	
	1
	POS-SRS.1
	N/A

	
	
	2
	POS-SRS.1
	N/A

	
	
	3
	POS-SRS.2
	N/A

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-Infinity
	-2.41
	-Infinity
	-12.12

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-Infinity
	-2
	-Infinity
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	
PRP Note 3
	dBm/SCS kHz
	1
	-Infinity
	-100
	-Infinity
	-108

	
	
	2
	-Infinity
	-100
	-Infinity
	-108

	
	
	3
	-Infinity
	-97
	-Infinity
	-105

	
Io
	dBm/9.36 MHz
	1
	N/A
	-67.67
	N/A
	-67.67

	
	dBm/9.36 MHz
	2
	
	-67.67
	
	-67.67

	
	dBm/38.16 MHz
	3
	
	-61.57
	
	-61.57

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.



A.6.8.3.1.2	Test requirements
The UE Rx-Tx time difference measurement time in RRC_INACTIVE state fulfils the requirements specified in clause 5.6.4.
The UE shall perform and report the UE Rx-Tx time difference measurements for Cell 1 and Cell 2 within the specified UE Rx-Tx time difference measurement time starting from the beginning of time interval T2.
The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported UE Rx-Tx measurement for each correct event shall be within the UE Rx-Tx reporting range specified in clause 10.1.25.3.1.
A.6.8.3.2	UE Rx-Tx time difference measurement with reduced number of samples in RRC_INACTIVE, FR1 SA
A.6.8.3.2.1	Test purpose and environment
The purpose of the test is to verify that the UE Rx-Tx measurement meets the requirements specified in clause 5.6.4.5 in AWGN propagation condition in FR1 in standalone scenario when single-sample measurements are requested by the LMF. This test is applicable to UEs that support [FG 14-2 PRS measurement for reduced sample in RRC_inactive state].
The supported test configurations in listed in Table A.6.8.3.2.1-1.
Table A.6.8.3.2.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test: PCell (Cell 1) and a neighbour cell (Cell 2). All cells are on the same RF channel in FR1.
The test consists of two consecutive time intervals, with duration of T1 and T2. The UE shall be in RRC_CONNECTED state during T1 and in RRC_INACTIVE state during T2. During time duration T1, the UE shall not have any timing information of Cell 2. Both cells transmit PRS during T2. PRS resources from both cells are transmitted within the initial DL BWP of the UE and with the same numerology as the initial DL BWP. 
The beginning of the time interval T2 shall be aligned with the beginning of the first DRX cycle in RRC_INACTIVE.
The NR-Multi-RTT-ProvideAssistanceData and nr-Multi-RTT-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE during T1. The last TTI containing the two messages shall be provided to the UE T ms before the start of T2, where T = 50 ms is the maximum processing time of the multi-RTT assistance data and location information request.
The nr-Multi-RTT-RequestLocationInformation IE should indicate to the UE that single-sample measurements are requested, i.e. requestedDL-PRS-ProcessingSamples-r17 is set to m1.
The UE is configured to transmit SRS during T2.
The general test parameters and cell specific test parameters are as given in Table A.6.8.3.2.1-2 and Table A.6.8.3.2.1-3 respectively. 
Table A.6.8.3.2.1-2: General test parameters
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Active cell
	
	1, 2, 3
	Cell 1
	Cell 1 is the PCell in NR-Multi-RTT-ProvideAssistanceData [34].

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell 2 is a neighbour cell in NR-Multi-RTT-ProvideAssistanceData [34].

	RF Channel Number
	
	1, 2, 3
	1
	For both Cell 1 and Cell 2

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	CP length
	
	1, 2, 3
	Normal
	

	DRX cycle length
	s
	1, 2, 3
	1.28
	

	Time offset between serving and neighbour cells
	s
	1, 2, 3
	3
	Synchronous cells

	T1
	s
	1, 2, 3
	3
	

	T2
	s
	1, 2, 3
	5
	



Table A.6.8.3.2.1-3: Cell specific test parameters
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	PRS configuration Note 5
	
	1
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	2
	PRS.1.2 FR1
	PRS.1.2 FR1

	
	
	3
	PRS.2.2 FR1
	PRS.2.2 FR1

	PRS Resource slot offset
	slots
	1, 2, 3
	0
	0

	PRS muting info
	
	1, 2, 3
	‘10’
	‘01’

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-Infinity
	0
	-Infinity
	-3

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-Infinity
	0
	-Infinity
	-3

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS-RSRP Note 3
	dBm/SCS kHz
	1
	-Infinity
	-98
	-Infinity
	-101

	
	
	2
	-Infinity
	-98
	-Infinity
	-101

	
	
	3
	-Infinity
	-95
	-Infinity
	-98

	SS-RSRP Note 3
	dBm/SCS kHz
	1
	-98
	-98
	-98
	-98

	
	
	2
	-98
	-98
	-98
	-98

	
	
	3
	-95
	-95
	-95
	-95

	Io Note 3
	dBm/9.36 MHz
	1
	N/A
	-67.04
	N/A
	-68.29

	
	dBm/9.36 MHz
	2
	
	-67.04
	
	-68.29

	
	dBm/38.16 MHz
	3
	
	-62.19
	
	-62.99

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned to the UE prior to the start of time period T2.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP/PRS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels apply only for symbols where PRS is transmitted.
Note 4: 	OCNG shall be used such that all active cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols, except for slots where PRS is transmitted by any of the cells.
Note 5: 	The number of PRS RBs is the same as for the channel BW.



A.6.8.3.2.2	Test requirements
The UE Rx-Tx time difference measurement time fulfils the requirements specified in clause 5.6.4.5.
The UE shall perform and report the UE Rx-Tx time difference measurements for Cell 1 and Cell 2 within the specified UE Rx-Tx time difference measurement time starting from the beginning of time interval T2.
The rate of the correct events for each neighbour cell observed during repeated tests shall be at least 90%, where the reported UE Rx-Tx measurement for each correct event shall be within the UE Rx-Tx reporting range specified in clause 10.1.25.3.1.

A.6.8.4	PRS-RSRPP measurements
A.6.8.4.1	PRS-RSRPP reporting delay test case for single positioning frequency layer in FR1 in RRC_INACTIVE state
A.6.8.4.1.1	Test purpose and Environment
The purpose of the test is to verify that the PRS-RSRPP measurement meets the delay requirements specified in clause 5.6.5.5 in an environment with AWGN propagation conditions.
The supported test configurations are specified in Table A.6.8.4.1.1-1.
Table A.6.8.4.1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



The test consists of two consecutive time intervals, with duration of T1 and T2. During time duration T1, the UE shall be in RRC_CONNECTED state and shall not have any timing information of Cell 2. During T2 UE shall be in RRC_INACTIVE state and all both cells transmit PRS resources within initial DL BWP of the UE and with the same numerology as the initial DL BWP.
The NR-DL-AoD-RequestLocationInformation message and NR-DL-AoD-ProvideAssistanceData message as defined in TS 37.355 shall be provided to the UE during T1. The last slot containing the two messages for the assistance data and location information request is denoted as #n.
The beginning of the time interval T2 shall be aligned with the beginning of the first DRX cycle containing the PRS resources that is T after slot #n, where T = 50 ms is the maximum processing time of the assistance data and location information request.
The general test parameters are listed in Table A.6.8.4.1.1-2, and cell specific test parameters are listed in Table A.6.8.4.1.1-3.
Table A.6.8.4.1.1-2: General test parameters
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Reference cell
	
	1, 2, 3
	Cell 1
	Cell 1 is the PCell and the DL-AoD reference cell in the positioning assistance data.

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell 2 is a neighbour cell in the positioning assistance data.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1 and Cell 2
	

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	CP length
	
	1, 2, 3
	Normal
	

	DRX
	s
	1, 2, 3
	1.28
	ON

	Time offset between serving and neighbour cells
	s
	1, 2, 3
	3
	Synchronous cells

	Expected RSTD
	s
	1, 2, 3
	3
	

	Expected RSTD uncertainty
	s
	1, 2, 3
	5
	

	T1
	s
	1, 2, 3
	2
	

	T2
	s
	1, 2, 3
	[5]
	



Table A.6.8.4.1.1-3: Cell specific test parameters
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A

	PRS configuration
	
	1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	
	2
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	
	3
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS muting info
	
	1, 2, 3
	‘10’
	‘01’

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-Infinity
	-3
	-Infinity
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-Infinity
	-3
	-Infinity
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS-RSRP Note 3
	dBm/SCS kHz
	1
	-Infinity
	-101
	-Infinity
	-108

	
	
	2
	-Infinity
	-101
	-Infinity
	-108

	
	
	3
	-Infinity
	-98
	-Infinity
	-105

	SS-RSRP Note 3
	dBm/SCS kHz
	1
	-88
	-88
	-88
	-88

	
	
	2
	-88
	-88
	-88
	-88

	
	
	3
	-85
	-85
	-85
	-85

	Io
	dBm/9.36 MHz
	1
	N/A
	-62.25
	N/A
	-62.25

	
	dBm/9.36 MHz
	2
	
	-62.25
	
	-62.25

	
	dBm/38.16 MHz
	3
	
	-56.16
	
	-56.16

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned after the end of time period T2 to UEs that do not support SDT for measurement reporting.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP/PRS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.8.4.1.2	Test Requirements
The UE shall perform and report the PRS-RSRPP measurements for Cell 1 and Cell 2, within the time limit specified in clause 5.6.5.5, starting from the beginning of time interval T2.
The rate of correct events observed during repeated tests shall be at least 90%.
A.6.8.4.2	PRS-RSRPP reporting delay test case for single positioning frequency layer in FR1 in RRC_INACTIVE state for reduced number of samples
A.6.8.4.2.1	Test purpose and Environment
The purpose of the test is to verify that the PRS-RSRPP measurement meets the delay requirements specified in clause 5.6.5.5 in an environment with AWGN propagation conditions for reduced number of samples. In this test UE that supports supportedDL-PRS-ProcessingSamples is configured by LMF to perform PRS measurement with reduced number of samples.
The supported test configurations are specified in Table A.6.8.4.2.1-1.
Table A.6.8.4.2.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



The test consists of two consecutive time intervals, with duration of T1 and T2. During time duration T1, the UE shall be in RRC_CONNECTED state and shall not have any timing information of Cell 2. During T2 UE shall be in RRC_INACTIVE state and both cells transmit PRS resources within initial DL BWP of the UE and with the same numerology as the initial DL BWP.
The NR-DL-AoD-RequestLocationInformation message and NR-DL-AoD-ProvideAssistanceData message as defined in TS 37.355 shall be provided to the UE during T1. The last slot containing the two messages for the assistance data and location information request is denoted as #n.
The beginning of the time interval T2 shall be aligned with the beginning of the first DRX cycle containing the PRS resources that is T after slot #n, where T = 50 ms is the maximum processing time of the assistance data and location information request.
The general test parameters are listed in Table A.6.8.4.2.1-2, and cell specific test parameters are listed in Table A.6.8.4.2.1-3. 
Table A.6.8.4.2.1-2: General test parameters
	Parameter
	Unit
	Test configuration
	Value
	Comment

	Reference cell
	
	1, 2, 3
	Cell 1
	Cell 1 is the PCell and the DL-AoD reference cell in the positioning assistance data.

	Neighbour cell
	
	1, 2, 3
	Cell 2
	Cell 2 is a neighbour cell in the positioning assistance data.

	RF Channel Number
	
	1, 2, 3
	1: Cell 1 and Cell 2
	

	BWchannel
	MHz
	1
	10: NRB,c = 52
	

	
	
	2
	10: NRB,c = 52
	

	
	
	3
	40: NRB,c = 106
	

	SSB configuration
	
	1
	SSB.1 FR1
	

	
	
	2
	SSB.1 FR1
	

	
	
	3
	SSB.2 FR1
	

	SMTC configuration
	
	1
	SMTC.2
	

	
	
	2
	SMTC.1
	

	
	
	3
	SMTC.1
	

	CP length
	
	1, 2, 3
	Normal
	

	DRX
	s
	1, 2, 3
	1.28
	ON

	Time offset between serving and neighbour cells
	s
	1, 2, 3
	3
	Synchronous cells

	Expected RSTD
	s
	1, 2, 3
	3
	

	Expected RSTD uncertainty
	s
	1, 2, 3
	5
	

	T1
	s
	1, 2, 3
	2
	

	T2
	s
	1, 2, 3
	[5]
	



Table A.6.8.4.2.1-3: Cell specific test parameters 
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	Active UL BWP configuration
	
	1, 2, 3
	ULBWP.1.1
	N/A

	PRS configuration
	
	1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	
	2
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	
	3
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS BW
	
	1,2,3
	48 PRBs
	48PRBs

	PRS muting info
	
	1, 2, 3
	‘10’
	‘01’

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-Infinity
	-3
	-Infinity
	5

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-Infinity
	-3
	-Infinity
	5

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS-RSRP Note 3
	dBm/SCS kHz
	1
	-Infinity
	-101
	-Infinity
	-93

	
	
	2
	-Infinity
	-101
	-Infinity
	-93

	
	
	3
	-Infinity
	-98
	-Infinity
	-90

	SS-RSRP Note 3
	dBm/SCS kHz
	1
	-88
	-88
	-88
	-88

	
	
	2
	-88
	-88
	-88
	-88

	
	
	3
	-85
	-85
	-85
	-85

	Io
	dBm/9.36 MHz
	1
	N/A
	-69.5
	N/A
	-67.9

	
	dBm/9.36 MHz
	2
	
	-69.5
	
	-67.9

	
	dBm/38.16 MHz
	3
	
	-63.4
	
	-61.8

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	The resources for uplink transmission are assigned after the end of time period T2 to UEs that do not support SDT for measurement reporting.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	SS-RSRP/PRS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.8.4.2.2	Test Requirements
The UE shall perform and report the PRS-RSRPP measurements for Cell 1 and Cell 2, within the time limit specified in clause 5.6.5.5, starting from the beginning of time interval T2.
The rate of correct events observed during repeated tests shall be at least 90%.

A.6.9	Measurement performance requirements in RRC_INACTIVE
A.6.9.1	RSTD measurements
A.6.9.1.1	RSTD measurement accuracy test case for single positioning frequency layer in FR1 in RRC_INACTIVE state
A.6.9.1.1.1	Test purpose and Environment
The purpose of the test is to verify that the RSTD measurement in RRC_INACTIVE state meets the accuracy requirements specified in clause 10.1.23.2 in an environment with AWGN propagation conditions.
The supported test configurations are specified in Table A.6.9.1.1.1-1.
Table A.6.9.1.1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR1. The UE is configured with DRX cycle of 1.28s. The NR-TDOA-ProvideAssistanceData and NR-TDOA-RequestLocationInformation message as defined in TS 37.355 shall be provided to the UE before the start of the test. The test duration should be larger than the UE measurement period as defined in clause 5.6.2.5.
Table A.6.9.1.1.1-2: RSTD accuracy test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	PRS ARFCN
	1~3
	
	freq1
	Freq1
	freq1
	Freq1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Time offset with Cell 1
	1
	s
	-
	3
	-
	3

	
	2,3
	
	-
	3
	-
	3

	SMTC configuration
	1
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	PRS configuration
	1
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	2
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	3
	
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS muting info
	1~3
	
	‘10’
	‘01’
	‘10’
	‘01’

	Expected RSTD
	1, 2, 3
	s
	N/A
	3
	N/A
	3

	Expected RSTD uncertainty
	1, 2, 3
	s
	N/A
	5
	N/A
	5

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2
	1,2
	dBm/ SCS
	-98
	-98

	
	3
	
	-95
	-95

	[image: ]
	1~3
	dB
	-6
	-13
	-6
	-13

	PRS-RSRPNote3
	1,2
	dBm/SCS
	-104
	-111
	-104
	-111

	
	3
	
	-101
	-108
	-101
	-108

	IoNote3

	1,2
	dBm/
9.36MHz
	-69.07
	-69.83
	-69.07
	-69.83

	
	3
	dBm/
38.16MHz
	-62.98
	-63.74
	-62.98
	-63.74

	[image: ]
	1~3
	dB
	-6
	-13
	-6
	-13

	Propagation condition
	1~3
	-
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.9.1.1.2	Test Requirements
The RSTD measurement accuracy for Cell 2 shall fulfil the absolute requirement in clause 10.1.23.2.

A.6.9.1.2	RSTD measurement accuracy test case with reduced number of samples for single positioning frequency layer in FR1 in RRC_INACTIVE state
A.6.9.1.2.1	Test purpose and Environment
The purpose of the test is to verify that the RSTD measurement in RRC_INACTIVE state meets the accuracy requirements specified in clause 10.1.23.2 in an environment with AWGN propagation conditions. In this test UE that supports supportedDL-PRS-ProcessingSamples is configured by LMF to perform PRS measurement with reduced number of samples.
The supported test configurations are specified in Table A.6.9.1.2.1-1.
Table A.6.9.1.2.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



In the test there are two synchronous cells: Cell 1 and Cell 2. Cell 1 is the reference as well as the PCell. Cell 2 is a neighbour cell. Both cells are on the same NR RF channel in FR1. The UE is configured with DRX cycle of 1.28s. The NR-TDOA-ProvideAssistanceData and NR-TDOA-RequestLocationInformation message as defined in TS 37.355 shall be provided to the UE before the start of the test. The test duration should be larger than the UE measurement period as defined in clause 5.6.2.5.
Table A.6.9.1.2.1-2: RSTD accuracy test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	PRS ARFCN
	1~3
	
	freq1
	Freq1
	freq1
	Freq1

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	-

	Time offset with Cell 1
	1
	s
	-
	3
	-
	3

	
	2,3
	
	-
	3
	-
	3

	SMTC configuration
	1
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	PRS configuration
	1
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	2
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	3
	
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS BW
	1,2,3
	
	48 PRBs

	PRS muting info
	1~3
	
	‘10’
	‘01’
	‘10’
	‘01’

	Expected RSTD
	1, 2, 3
	s
	N/A
	3
	N/A
	3

	Expected RSTD uncertainty
	1, 2, 3
	s
	N/A
	5
	N/A
	5

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2
	1,2
	dBm/ SCS
	-98
	-98

	
	3
	
	-95
	-95

	[image: ]
	1~3
	dB
	-3
	5
	-3
	5

	PRS-RSRPNote3
	1,2
	dBm/SCS
	-101
	-93
	-101
	-93

	
	3
	
	-98
	-90
	-98
	-90

	SS-RSRPNote3
	1,2
	dBm/SCS
	-88
	-88
	-88
	-88

	
	3
	
	-85
	-85
	-85
	-85

	IoNote3

	1,2
	dBm/
9.36MHz
	-69.5
	-67.9
	-69.5
	-67.9

	
	3
	dBm/
38.16MHz
	-63.4
	-61.8
	-63.4
	-61.8

	[image: ]
	1~3
	dB
	-3
	5
	-3
	5

	Propagation condition
	1~3
	-
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.6.9.1.2.2	Test Requirements
The RSTD measurement accuracy for Cell 2 shall fulfil the absolute requirement in clause 10.1.23.2.

A.6.9.2	PRS-RSRP measurements
A.6.9.2.1	SA: measurement accuracy with PRS in FR1 in RRC_INACTIVE
A.6.9.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the PRS-RSRP measurement accuracy in RRC_INACTIVE is within the specified limits. This test will verify the requirements in clauses 10.1.24.2.1 and 10.1.24.2.2.
A.6.9.2.1.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.9.2.1.2-1. Both absolute and relative accuracy of PRS-RSRP measurements are tested by using the parameters in A.6.9.2.1.2-2. In all test cases, Cell 1 is the PCell.
Table A.6.9.2.1.2-1: PRS-RSRP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.9.2.1.2-2: PRS-RSRP test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX Cycle
	ms
	1280

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	PRS configuration
	Config 1
	
	PRS.1.3 FR1
	PRS.1.3 FR1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 2
	
	PRS.1.3 FR1
	PRS.1.3 FR1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 3
	
	PRS.2.3 FR1
	PRS.2.3 FR1
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS Resource slot offset (slot)
	Config 1,2,3
	slot
	0
	4
	0
	4

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/15KhZ
	-106
	-88

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicableNote 5
	-94

	
Note2
	Config 1,2
	dBm/SCS
	-106
	-88

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicableNote 5
	-91

	

	dB
	2.46
	-5.97
	2.46
	-5.97

	

	dB
	6
	1
	6
	1

	PRS-RSRP Note3
	Config 1, 2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/SCS
	-100
	-105
	-82
	-87

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicable Note 5
	Not applicable Note 5
	-85
	-90

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/9.36MHz
	-70.09
	-52.09

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/38.16MHz
	Not applicable Note 5
	-51.99

	Propagation condition
	
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	PRS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	PRS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Subtest 1 is not used when testing with 30kHz SSB SCS.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification




A.6.9.2.1.3	Test Requirements
In each test, the absolute PRS-RSRP measurement for each cell shall fulfil the absolute accuracy requirement in clause 10.1.24.2.1. The relative PRS-RSRP measurement between the two PRS resources within the same cell shall fulfil the relative accuracy requirement in clause 10.1.24.2.2.
A.6.9.2.2	SA: measurement accuracy with PRS in FR1 with reduced number of samples in RRC_INACTIVE state
A.6.9.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the PRS-RSRP measurement accuracy is within the specified limits provided that PRS is transmitted within the initial BWP of the UE. UE can support supportedDL-PRS-ProcessingSamples-INACTIVE, and the LMF indicates the UE to perform positioning measurements with reduced number of samples  via reducedDL-PRS-ProcessingSamples. This test will verify the requirements in clauses 10.1.24.2.1 and 10.1.24.2.2.
A.6.9.2.2.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.9.2.2.2-1. Both absolute and relative accuracy of PRS-RSRP measurements are tested by using the parameters in A.6.9.2.2.2-2. In all test cases, Cell 1 is the PCell.
Table A.6.9.2.2.2-1: PRS-RSRP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.9.2.2.2-2: PRS-RSRP test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX Cycle
	s
	1.28

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	PRS configuration
	Config 1
	
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	Config 2
	
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	Config 3
	
	PRS.2.1 FR1
	PRS.2.1 FR1
	PRS.2.1 FR1
	PRS.2.1 FR1

	PRS BW
	Config 1
	
	48 PRBs
	48 PRBs
	48 PRBs
	48 PRBs

	
	Config 2
	
	48 PRBs
	48 PRBs
	48 PRBs
	48 PRBs

	
	Config 3
	
	48 PRBs
	48 PRBs
	48 PRBs
	48 PRBs

	PRS Resource slot offset (slot)
	Config 1,2,3
	slot
	0
	4
	0
	4

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	EPRE ratio of PRS to SSS
	
	
	
	
	

	
Note2
	Config 1,2

	dBm/15Khz
	-98

	-98


	
	Config 3

	
	
	

	
Note2
	Config 1,2
	dBm/SCS
	-98
	-98

	
	Config 3
	
	-95
	-95

	

	dB
	-3
	-6
	-3
	-6

	

	dB
	-1.44
	-3.65
	-1.44
	-3.65

	PRS-RSRP Note3
	Config 1, 2

	dBm/SCS
	-99.44
	-101.65
	-99.44
	-101.65

	
	Config 3

	
	-96.44
	-98.65
	-96.44
	-98.65

	IoNote3
	Config 1,2

	dBm/9.36MHz
	-66.73
	-66.73

	
	Config 3
	dBm/38.16MHz
	-60.62
	-60.62

	Propagation condition
	
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	PRS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	PRS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.6.9.2.2.3	Test Requirements
In each test, the absolute PRS-RSRP measurement for each cell shall fulfil the absolute accuracy requirement in clause 10.1.24.2.1. The relative PRS-RSRP measurement between the two PRS resources within the same cell shall fulfil the relative accuracy requirement in clause 10.1.24.2.2.
A.6.9.3	UE Rx-Tx time difference measurements
A.6.9.3.1.1	UE Rx-Tx time difference measurement accuracy in FR1 SA
A.6.9.3.1.1.1	Test purpose and environment
The purpose of the test is to verify that the UE Rx-Tx time difference measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.25.2. The test is conducted in AWGN propagation condition in FR1 in standalone scenario.
The supported test configurations in listed in Table A.6.9.3.1.1.1-1.
Table A.6.9.3.1.1.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test: PCell (Cell 1) and a neighbour cell (Cell 2). All cells are on the same RF channel in FR1.
The NR-Multi-RTT-ProvideAssistanceData and nr-Multi-RTT-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE before the start of the test. 
The UE is configured to transmit SRS on Cell 1 during the test.
The test equipment measures the transmit timing of the UE using the transmitted SRS and measures the receive timing using the PRS. The test equipment then compares the difference of these two timings to the UE Rx-Tx measurement reported by the UE for each cell.
A.6.9.3.1.1.2 Test parameters
The UE Rx-Tx time difference accuracy test parameters are given in Table A.6.9.3.1.1.1-1.
Table A.6.9.3.1.1.1-1: UE Rx-Tx time difference measurement accuracy test parameters
	Parameter
	Unit
	Test configuration
	Test 1

	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	RF Channel Number
	
	1,2,3
	1
	1
	1
	1

	DRX
	s
	1,2,3
	1.28
	1.28

	Time offset with Cell 1
	s
	1, 2, 3
	N/A
	3
	N/A
	3

	TDD configuration
	
	1
	N/A
	N/A
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1
	OP.1
	OP.1

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A
	DLBWP.0.1 ULBWP.0.1
	N/A

	PRS configuration
	
	1
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	
	2
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	
	3
	PRS.2.1 FR1
	PRS.2.1 FR1
	PRS.2.1 FR1
	PRS.2.1 FR1

	PRS Resource slot offset 
	slot
	1, 2, 3
	0
	4
	0
	4

	SRS configuration
	
	1
	POS-SRS.1
	N/A
	POS-SRS.1
	N/A

	
	
	2
	POS-SRS.1
	N/A
	POS-SRS.1
	N/A

	
	
	3
	POS-SRS.2
	N/A
	POS-SRS.2
	N/A

	[image: ] Note 2
	dBm/SCS
	1
	-98
	-98

	
	
	2
	-98
	-98

	
	
	3
	-95
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98
	-98

	
	
	2
	
	

	
	
	3
	
	

	PRS [image: ]
	dB
	1
	-2.41
	-12.12
	-2.41
	-12.12

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	PRS [image: ]
	dB
	1
	-2
	-10
	-2
	-10

	
	
	2
	
	
	
	

	
	
	3
	
	
	
	

	
PRS-RSRP Note 3
	dBm/SCS kHz
	1
	-100
	-108
	-100
	-108

	
	
	2
	-100
	-108
	-100
	-108

	
	
	3
	-97
	-105
	-97
	-105

	
Io
	dBm/9.36 MHz
	1
	-67.67
	-67.67
	-67.67
	-67.67

	
	dBm/9.36 MHz
	2
	-67.67
	-67.67
	-67.67
	-67.67

	
	dBm/38.16 MHz
	3
	-61.57
	-61.57
	-61.57
	-61.57

	Propagation Condition
	
	1, 2, 3
	AWGN
	AWGN

	Note 1:	Void.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	PRS-RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.




A.6.9.3.1.1.3	Test requirements
The UE Rx-Tx time difference measurement time fulfils the UE Rx-Tx measurement accuracy requirements specified in clause 10.1.25.2 for both Cell 1 and Cell 2.
A.6.9.3.2	UE Rx-Tx time difference measurement accuracy with reduced number of samples
A.6.9.3.2.1	Test purpose and environment
The purpose of the test is to verify that the UE Rx-Tx time difference measurement accuracy with reduced number of samples in RRC_INACTIVE state is within the specified limits. This test will verify the requirements in clause 10.1.25.2. The test is conducted in AWGN propagation condition in FR1 in standalone scenario when single positioning frequency layer is configured.
The supported test configurations in listed in Table A.6.9.3.2.1-1.
Table A.6.9.3.2.1-1: Supported test configurations
	Configuration
	Description

	1
	15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations.



There are two cells in the test: PCell (Cell 1) and a neighbour cell (Cell 2). Both cells are on the same RF channel in FR1.
The NR-Multi-RTT-ProvideAssistanceData and nr-Multi-RTT-RequestLocationInformation as defined in TS 37.355 [34, clause 6.5.12.1], shall be provided to the UE before the start of the test. The UE is configured to measure UE Rx-Tx time difference using reduced number of samples via requestedDL-PRS-ProcessingSamples in NR-Multi-RTT-RequestLocationInformation.
UE shall be configured to enter into RRC_INACTIVE state before the start of the test. 
The UE is configured to transmit positioning SRS on Cell 1 during the test. 
The test equipment measures the transmit timing of the UE using the transmitted SRS and measures the receive timing using the PRS. The test equipment then compares the difference of these two timings to the UE Rx-Tx measurement reported by the UE for each cell. 
A.6.9.3.2.2	Test parameters
The UE Rx-Tx time difference accuracy test parameters are given in Table A.6.9.3.2.2-1. 

Table A.6.9.3.2.2-1: UE Rx-Tx time difference measurement accuracy test parameters
	Parameter
	Unit
	Test configuration
	Test 1


	
	
	
	Cell 1
	Cell 2

	RF Channel Number
	
	1,2,3
	1
	1

	DRX cycle
	
	1,2,3
	1.28s

	Time offset with Cell 1
	s
	1, 2, 3
	N/A
	3

	TDD configuration
	
	1
	N/A
	N/A

	
	
	2
	TDDConf.1.1
	TDDConf.1.1

	
	
	3
	TDDConf.2.1
	TDDConf.2.1

	PDSCH RMC configuration
	
	1
	SR.1.1 FDD
	N/A

	
	
	2
	SR.1.1 TDD
	

	
	
	3
	SR.2.1 TDD
	

	RMSI CORESET RMC configuration
	
	1
	CR.1.1 FDD
	N/A

	
	
	2
	CR.1.1 TDD
	

	
	
	3
	CR.2.1 TDD
	

	Dedicated CORESET RMC configuration
	
	1
	CCR.1.1 FDD
	N/A

	
	
	2
	CCR.1.1 TDD
	

	
	
	3
	CCR.2.1 TDD
	

	OCNG Patterns
	
	1, 2, 3
	OP.1
	OP.1

	EPRE ratio of PSS to SSS
	dB
	1, 2, 3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	EPRE ratio of PRS to SSS
	
	
	
	

	TRS Configuration
	
	1
	TRS.1.1 FDD
	N/A

	
	
	2
	TRS.1.1 TDD
	

	
	
	3
	TRS.1.2 TDD
	

	Initial BWP configuration
	
	1, 2, 3
	DLBWP.0.1 ULBWP.0.1
	N/A

	PRS configuration
	
	1
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	
	2
	PRS.1.1 FR1
	PRS.1.1 FR1

	
	
	3
	PRS.2.1 FR1
	PRS.2.1 FR1

	PRS BW
	
	1
	48 PRBs
	48 PRBs

	
	
	2
	48 PRBs
	48 PRBs

	
	
	3
	48 PRBs
	48 PRBs

	PRS Resource slot offset 
	slot
	1, 2, 3
	0
	4

	SRS configuration
	
	1
	POS-SRS.1
	N/A

	
	
	2
	POS-SRS.1
	N/A

	
	
	3
	POS-SRS.2
	N/A

	[image: ] Note 2
	dBm/SCS
	1
	-98

	
	
	2
	-98

	
	
	3
	-95

	[image: ] Note 2
	dBm/15 kHz
	1
	-98

	
	
	2
	

	
	
	3
	

	PRS [image: ]
	dB
	1
	-1.76
	-6.01

	
	
	2
	
	

	
	
	3
	
	

	PRS [image: ]
	dB
	1
	0
	-3

	
	
	2
	
	

	
	
	3
	
	

	
PRP Note 3
	dBm/SCS kHz
	1
	-98
	-101

	
	
	2
	-98
	-101

	
	
	3
	-95
	-98

	
Io
	dBm/9.36 MHz
	1
	-66.07
	-66.07

	
	dBm/9.36 MHz
	2
	-66.07
	-66.07

	
	dBm/38.16 MHz
	3
	-59.97
	-59.97

	Propagation Condition
	
	1, 2, 3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



A.6.9.3.2.3	Test requirements
The UE Rx-Tx time difference measurement with reduced number of samples in RRC_INACTIVE state fulfils the UE Rx-Tx measurement accuracy requirements specified in clause 10.1.25.2 for both Cell 1 and Cell 2.

A.6.9.4	PRS-RSRPP measurements
A.6.9.4.1	SA: PRS-RSRPP measurement accuracy in FR1 in RRC INACTIVE
A.6.9.4.1.1	Test Purpose and Environment
The purpose of this test is to verify that the PRS-RSRPP measurement accuracy in FR1 in RRC_INACTIVE state is within the specified limits. This test will verify the requirements in clauses [10.1.24.Z.1] and [10.1.24.Z.2].
A.6.9.4.1.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.9.4.1.2-1. Both absolute and relative accuracy of PRS-RSRPP measurements are tested by using the parameters in A.6.9.4.1.2-2. In all test cases, Cell 1 is the PCell.
Table A.6.9.4.1.2-1: PRS-RSRPP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.9.4.1.2-2: PRS-RSRPP test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX cycle length
	Config 1,2,3
	ms
	1280

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	PRS configuration
	Config 1
	
	PRS.1.3 FR1
	PRS.1.3 FR1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 2
	
	PRS.1.3 FR1
	PRS.1.3 FR1
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 3
	
	PRS.2.3 FR1
	PRS.2.3 FR1
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS Resource slot offset (slot)
	Config 1,2,3
	slot
	0
	4
	0
	4

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	ms
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/15KhZ
	-106
	-88

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicableNote 5
	-94

	
Note2
	Config 1,2
	dBm/SCS
	-106
	-88

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicableNote 5
	-91

	

	dB
	2.46
	-5.97
	2.46
	-5.97

	

	dB
	6
	1
	6
	1

	PRS-RSRP Note3
	Config 1, 2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/SCS
	-100
	-105
	-82
	-87

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	
	Not applicable Note 5
	Not applicable Note 5
	-85
	-90

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/9.36MHz
	-70.09
	-52.09

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6, NR_SDL_FR1_A,
NR_FDD_FR1_B,
NR_TDD_FR1_C,
NR_FDD_FR1_D, NR_TDD_FR1_D,
NR_FDD_FR1_E, NR_TDD_FR1_E,
NR_FDD_FR1_F,
NR_FDD_FR1_G,
NR_FDD_FR1_H,
NR_FDD_FR1_N
	dBm/38.16MHz
	Not applicable Note 5
	-51.99

	Propagation condition
	
	[Two-tap channel] Note 7

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	PRS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	PRS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Subtest 1 is not used when testing with 30kHz SSB SCS.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification
Note 7:   The two-tap channel model is defined in 38.101-4 Annex B.2.4 (a = 1, τd=0.45 µs and fD=5 Hz).


A.6.9.4.1.3	Test Requirements
In each test, the absolute PRS-RSRPP measurement for each cell shall fulfil the absolute accuracy requirement in clause [10.1.24.Z.1]. The relative PRS-RSRPP measurement between the two PRS resources within the same cell shall fulfil the relative accuracy requirement in clause [10.1.24.Z.2].
A.6.9.4.2	SA: measurement accuracy with reduced PRS samples in FR1 in RRC INACTIVE
A.6.9.4.2.1	Test Purpose and Environment
The purpose of this test is to verify that the PRS-RSRPP measurement accuracy with  = 1 in FR1 in RRC_INACTIVE state is within the specified limits. This test will verify the requirements in clauses [10.1.24.Z.1] and [10.1.24.Z.2].The UE under test should support [supportedDL-PRS-ProcessingSamples-RRC-Inactive ], and the TE indicates the UE to perform positioning measurements with reduced number of samples. The PRS bandwidth is contained within the initial DL BWP and the power difference between the serving cell SS-RSRP and neighbour cell PRS-RSRP is within [6]dB, so that = 1 is assumed.
A.6.9.4.2.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.6.9.4.2.2-1. Both absolute and relative accuracy of PRS-RSRPP measurements are tested by using the parameters in A.6.9.4.2.2-2. In all test cases, Cell 1 is the PCell.
Table A.6.9.4.2.2-1: PRS-RSRPP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.6.9.4.2.2-2: PRS-RSRPP test parameters
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	Cell ID
	
	489
	0

	SSB ARFCN
	
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	BWP BW
	Config 1
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA

	DRX Cycle length
	Config 1,2,3
	ms
	1280

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1
	
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	

	PRS configuration
	Config 1
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 2
	
	PRS.1.4 FR1
	PRS.1.4 FR1

	
	Config 3
	
	PRS.2.4 FR1
	PRS.2.4 FR1

	PRS bandwidth
	Config 1,2,3
	
	48 PRBs
	48 PRBs

	PRS Resource slot offset (slot)
	Config 1,2,3
	slot
	0
	4

	SSB configuration
	Config 1
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1

	Time offset with Cell 1
	Config 1
	ms
	-
	3

	
	Config 2,3
	s
	-
	3

	SMTC configuration
	Config 1
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	Config 1,2
	dBm/15KhZ
	-98

	
	Config 3
	
	

	
Note2
	Config 1,2
	dBm/SCS

	-98

	
	Config 3
	
	-95

	

	dB
	2.46
	-5.97

	

	dB
	6
	1

	PRS-RSRP Note3
	Config 1, 2
	dBm/SCS
	-92
	-97

	
	Config 3
	
	-89
	-94

	SS-RSRP Note3
	Config 1, 2
	dBm/SCS
	-92
	-97

	
	Config 3
	
	-89
	-94

	IoNote3
	Config 1,2
	dBm/9.36MHz
	-70.09

	
	Config 3
	dBm/38.16MHz
	-63.99

	Propagation condition
	
	[Two-tap channel] Note5

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	PRS-RSRP, SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	PRS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	The two-tap channel model is defined in 38.101-4 Annex B.2.4 (a = 1, τd=0.45 µs and fD=5 Hz).


A.6.9.4.2.3	Test Requirements
In each test, the absolute PRS-RSRPP measurement for each cell shall fulfil the absolute accuracy requirement in clause [10.1.24.Z.1]. The relative PRS-RSRPP measurement between the two PRS resources within the same cell shall fulfil the relative accuracy requirement in clause [10.1.24.Z.2].
<end of the change5>

<start of the change6>
A.8.5	Measurement performance
A.8.5.1	SFTD accuracy
A.8.5.1.1	SFTD accuracy
A.8.5.1.1.1	Test Purpose
The purpose of this set of tests is to verify that the SFTD measurement accuracy is within the specified limits. This test will verify the requirements as specified in clause 9.1.27 in TS 36.133 [15] for inter-RAT FR1 SFTD measurements. 
A.8.5.1.1.2	Test Environment
Supported test configurations are shown in Table A.8.5.1.1.2-1. In this set of test cases there are two cells on different carriers. Cell 1 is E-UTRAN PCell and Cell 2 is inter-RAT NR FR1 target cell. The test parameters of cell 1 are given in clause A.8.5.1.1.2-2. The test parameters of cell 2 are given in Table A.8.5.1.1.2-3. The SFTD between PCell and target cell shall be set by the test equipment to one of the time differences in Table A.8.5.1.1.2-4. 
Table A.8.5.1.1.2-1: Supported test configurations for SFTD accuracy
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode, LTE TDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.8.5.1.1.2-2: Test parameters for SFTD accuracy (Cell 1)
	Parameter
	Unit
	Test 1

	E-UTRA RF Channel Number
	
	1

	Duplex mode
	
	FDD or TDD

	TDD special subframe configurationNote1
	
	6

	TDD uplink-downlink configurationNote1
	
	1

	BWchannel
	
	5 MHz: NRB,c = 25
10 MHz: NRB,c = 50
20 MHz: NRB,c = 100

	PDSCH parameters:
DL Reference Measurement ChannelNote2
	
	5 MHz: R.7 FDD
10 MHz: R.3 FDD
20 MHz: R.6 FDD
5 MHz: R.4 TDD
10 MHz: R.0 TDD
20 MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote2
	
	5 MHz: R.11 FDD
10 MHz: R.6 FDD
20 MHz: R.10 FDD
5 MHz: R.11 TDD
10 MHz: R.6 TDD
20 MHz: R.10 TDD

	OCNG PatternsNote2
	
	5 MHz: OP.20 FDD
10 MHz: OP.10 FDD
20 MHz: OP.17 FDD
5 MHz: OP.9 TDD
10 MHz: OP.1 TDD
20 MHz: OP.7 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote3
	dB
	

	OCNG_RBNote3 
	dB
	

	NocNote4
	dBm/15 kHz
	-104

	Ês/Noc
	dB
	-3

	Ês/Iot
	dB
	-3

	RSRP Note5
	dBm/15 kHz
	-107

	SCH_RP Note5
	dBm/15 kHz
	-107

	Io Note5
	dBm/Ch BW
	-74.45
+10log
(NRB,c /50)

	Propagation Condition
	
	AWGN

	Antenna Configuration
	
	1x2

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211 [23].
Note 2:	DL RMCs and OCNG patterns are specified in clauses A 3.1 and A 3.2 of TS 36.133 [15] respectively.
Note 3:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 4:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 5:	Es/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.8.5.1.1.2-3: Test parameters for SFTD accuracy (Cell 2)
	Parameter
	Config
	Unit
	Test 1

	SSB GSCN
	1~6
	
	freq1

	Duplex mode
	1,4
	
	FDD

	
	2,5
	
	TDD

	
	3,6
	
	TDD

	TDD Configuration
	1,4
	
	N/A

	
	2,5
	
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1

	BWchannel
	1,4
	MHz
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD

	
	2,5
	
	SR.1.1 TDD

	
	3,6
	
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD

	
	2,5
	
	CR.1.1 TDD

	
	3,6
	
	CR.2.1 TDD

	RMC CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD

	
	2,5
	
	CCR.1.1 TDD

	
	3,6
	
	CCR.2.1 TDD

	SSB configuration
	1,4
	
	SSB.1 FR1

	
	2,5
	
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1

	SMTC configuration
	1~6
	
	SMTC.1

	DL BWP configuration
	1~6
	
	DLBWP.1.1

	UL BWP configuration
	1~6
	
	ULBWP.1.1

	OCNG Patterns
	1~6
	
	OP.1

	EPRE ratio of PSS to SSS
	1~6
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~6
	dBm/15kHz
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SSB SCS
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-101

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	

	1~6
	dB
	-3

	

	1~6
	dB
	-3

	SS-RSRP Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/SCS
	-107

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	
	-104

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	Io Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1,2,4,5
	dBm/9.36 MHz
	-74.28

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	3,6
	dBm/38.16 MHz
	-68.18

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	Propagation condition
	1~6
	
	AWGN

	Antenna configuration
	1~6
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



Table A.8.5.1.1.2-4: Timing offsets for SFTD accuracy test
	Condition
	SFN offset between PCell and PSCell
	Frame boundary offset between PCell and PSCell (Ts)

	1
	100
	-122000

	2
	300
	-60540

	3
	500
	1000

	4
	700
	62540

	5
	900
	124000



A.8.5.1.1.3	Test Requirements
The SFTD reported by the UE consists of 2 elements, SFN offset and frame boundary offset between PCell and inter-RAT NR target cell. The reported SFTD accuracy shall fulfil the requirement in clause 9.1.27 in TS 36.133 [15].

A.8.5.2	E-UTRA – NR Inter-RAT Measurement Performance requirements
A.8.5.2.1	SS-RSRP
A.8.5.2.1.1	E-UTRAN – NR inter-RAT measurements with FR1 target cell
A.8.5.2.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.11.1 in TS 36.133 [15] for inter-RAT FR1 SS-RSRP measurements. 
A.8.5.2.1.1.2	Test Parameters
Supported test configurations are shown in Table A.8.5.2.1.1.2-1. In this test case there are two cells on different carriers. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1. Cell 2 is the inter-RAT NR FR1 target cell. The absolute accuracy requirements of SS-RSRP inter-RAT measurement is tested by using test parameters in Table A.8.5.2.1.1.2-2. 

Table A.8.5.2.1.1.2-1: SS-RSRP Inter-RAT SS-RSRP supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations





Table A.8.5.2.1.1.2-2: SS-RSRP inter-RAT test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX Cycle configuration
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	-
	-

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	-
	-

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	-
	-

	
	Config 2,5
	
	
	

	
	Config 3,6
	
	
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	SMTC configruation 
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15

	
	Config 3,6
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	Config 1,2,3,4,5,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-94.65
	-117

	
	
	NR_FDD_FR1_B
	
	
	-116.5

	
	
	NR_TDD_FR1_C
	
	
	-116

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	-115.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	-115

	
	
	NR_FDD_FR1_F
	
	
	-114.5

	
	
	NR_FDD_FR1_G
	
	
	-114

	
	
	NR_FDD_FR1_H
	
	
	-113.5

	
	
	NR_FDD_FR1_N
	
	
	-110.5

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-94.65
	Same as Noc for 15kHz

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-91.65
	-114

	
	
	NR_FDD_FR1_B
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	-113

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	-112.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	-107.5

	

	dB
	10
	-4

	

	dB
	10
	-4

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-84.65
	-121

	
	
	NR_FDD_FR1_B
	
	
	-120.5

	
	
	NR_TDD_FR1_C
	
	
	-120

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	-119.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	-119

	
	
	NR_FDD_FR1_F
	
	
	-118.5

	
	
	NR_FDD_FR1_G
	
	
	-118

	
	
	NR_FDD_FR1_H
	
	
	-117.5

	
	
	NR_FDD_FR1_N
	
	
	-114.5

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-81.65
	-118

	
	
	NR_FDD_FR1_B
	
	
	-117.5

	
	
	NR_TDD_FR1_C
	
	
	-117

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	-116.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	-116

	
	
	NR_FDD_FR1_F
	
	
	-115.5

	
	
	NR_FDD_FR1_G
	
	
	-115

	
	
	NR_FDD_FR1_H
	
	
	-114.5

	
	
	NR_FDD_FR1_N
	
	
	-111.5

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-56.28
	-87.76

	
	
	NR_FDD_FR1_B
	
	
	-87.26

	
	
	NR_TDD_FR1_C
	
	
	-86.76

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	-86.26

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	-85.76

	
	
	NR_FDD_FR1_F
	
	
	-85.26

	
	
	NR_FDD_FR1_G
	
	
	-84.76

	
	
	NR_FDD_FR1_H
	
	
	-84.26

	
	
	NR_FDD_FR1_N
	
	
	-81.26

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-50.19
	-84.76

	
	
	NR_FDD_FR1_B
	
	
	-84.26

	
	
	NR_TDD_FR1_C
	
	
	-83.76

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	-83.26

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	-82.76

	
	
	NR_FDD_FR1_F
	
	
	-82.26

	
	
	NR_FDD_FR1_G
	
	
	-81.76

	
	
	NR_FDD_FR1_H
	
	
	-81.26

	
	
	NR_FDD_FR1_N
	
	
	-78.26

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.8.5.2.1.1.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 2 shall fulfil the requirement in clause 9.11.1 in TS 36.133 [15].
A.8.5.2.1.2	E-UTRAN – NR inter-RAT measurements with FR2 target cell
A.8.5.2.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.11.1 in TS 36.133 [15] for inter-RAT FR2 SS-RSRP measurements. 
A.8.5.2.1.2.2	Test Parameters
Supported test configurations are shown in Table A.8.5.2.1.2.2-1. In this test case there are two cells on different carriers. Absolute accuracy requirements of SS-RSRP inter-RAT measurement are tested by using test setup in Table A.8.5.2.1.2.2-2 and Table A.8.5.2.1.2.2-3. In all test cases, Cell 2 is target cell. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1.
Table A.8.5.2.1.2.2-1: SS-RSRP Inter-RAT SS-RSRP supported test configurations
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Table A.8.5.2.1.2.2-2: SS-RSRP Inter-RAT general test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	SSB ARFCN
	
	Freq1
	freq1

	Duplex mode
	
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX cycle configuration
	ms
	Not applicable

	PDSCH Reference measurement channel 
	
	-
	-

	RMSI CORESET Reference Channel
	
	-
	-

	OCNG Patterns
	
	OP.1
	OP.1

	SMTC configuration
	
	SMTC.1 
	SMTC.1 

	SSB configuration
	
	SSB.3 FR2
	SSB.3 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	Void
Note 4:	Void



Table A.8.5.2.1.2.2-3: SS-RSRP Inter-RAT OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	Angle of arrival configuration
	
	Setup 1 according to A.3.15.1
	Setup 1 according to A.3.15.1

	Assumption for UE beamsNote 10
	
	Rough
	Rough

	
Note1
	dBm/15kHz
Note4
	-105
	N/A

	
Note1
	dBm/SCS
Note4
	-96
	N/A

	Es
	dBm/SCS
Note4
	
	(Table B.2.3-2 Rx Beam Peak +1dB)
(Note 7)

	

	dB
	11
	N/A

	SSB_RPNote2
	dBm/SCS Note4
	-85
	(Table B.2.3-2 Rx Beam Peak +1dB)
(Note 7)

	
BB Note 2, Note 9
	dB
	9.97
	-3.81

	IoNote2
	dBm/95.04 MHz Note4
	-55.65
	(Table B.2.3-2 Rx Beam Peak +30dB)
(Note 8)

	
Note 1:	Where used, interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB_RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone.
Note 5:	Void
Note 6:	Void
Note 7:	SSB_RP is applied at 1dB above the minimum level specified in Table B.2.3-2 for beam peak.
Note 8:	Io is applied at 10log10(792)dB+1dB above the minimum level specified in Table B.2.3-2 for beam peak.
Note 9:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 36.101-2 [19], and an allowance of 1dB for UE multi-band relaxation factor ΔMBP from TS 38.101-2 [19] Table 6.2.1.3-4.
Note 10:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.



A.8.5.2.1.2.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 2 shall fulfil the requirement in clause 9.11.1 in TS 36.133 [15].
A.8.5.2.2	SS-RSRQ
A.8.5.2.2.1	E-UTRAN – NR inter-RAT measurements with FR1 target cell
A.8.5.2.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.11.2 in TS 36.133 [15] for inter-RAT FR1 SS-RSRQ measurements.
A.8.5.2.2.1.2	Test Parameters
Supported test configurations are shown in Table A.8.5.2.2.1.2-1. In this test case there are two cells on different carriers. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1. Cell 2 is the inter-RAT NR FR1 target cell. The absolute accuracy requirements of SS-RSRP inter-RAT measurement is tested by using test parameters in Table A.8.5.2.2.1.2-2.
Table A.8.5.2.2.1.2-1: SS-RSRQ Inter-RAT SS-RSRQ supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations





Table A.8.5.2.2.1.2-2: SS-RSRQ inter-RAT test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX Cycle configuration
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	SMTC configruation 
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15

	
	Config 3,6
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-80.18
	-106
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
	Config 3,6
	
	-86.27
	-113
	Same as Noc for Config 1,2,4,5

	
Note2
	Config 1,2,4,5
	dBm/SCS
	-80.18
	-106
	Same as Noc for 15kHz

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-83.27
	-110
	-113

	
	
	NR_FDD_FR1_B
	
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	
	-112

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-111.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	
	-106.5

	

	dB
	-1.75
	-1.75
	-1.75

	

	dB
	-1.75
	-1.75
	-1.75

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-81.93
	-107.75
	-117.75

	
	
	NR_FDD_FR1_B
	
	
	
	-117.25

	
	
	NR_TDD_FR1_C
	
	
	
	-116.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-116.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-115.75

	
	
	NR_FDD_FR1_F
	
	
	
	-115.25

	
	
	NR_FDD_FR1_G
	
	
	
	-114.75

	
	
	NR_FDD_FR1_H
	
	
	
	-114.25

	
	
	NR_FDD_FR1_N
	
	
	
	-111.25

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-85.02
	-111.75
	-114.75

	
	
	NR_FDD_FR1_B
	
	
	
	-114.25

	
	
	NR_TDD_FR1_C
	
	
	
	-113.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-113.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-112.75

	
	
	NR_FDD_FR1_F
	
	
	
	-112.25

	
	
	NR_FDD_FR1_G
	
	
	
	-111.75

	
	
	NR_FDD_FR1_H
	
	
	
	-111.25

	
	
	NR_FDD_FR1_N
	
	
	
	-108.25

	SS-RSRQ Note3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dB
	-14.77
	-40.59
	-14.76

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-50
	-75.83
	-85.83

	
	
	NR_FDD_FR1_B
	
	
	
	-85.33

	
	
	NR_TDD_FR1_C
	
	
	
	-84.83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-84.33

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-83.83

	
	
	NR_FDD_FR1_F
	
	
	
	-83.33

	
	
	NR_FDD_FR1_G
	
	
	
	-82.83

	
	
	NR_FDD_FR1_H
	
	
	
	-82.33

	
	
	NR_FDD_FR1_N
	
	
	
	-79.33

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-50
	-76.73
	-79.73

	
	
	NR_FDD_FR1_B
	
	
	
	-79.23

	
	
	NR_TDD_FR1_C
	
	
	
	-78.73

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-78.23

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-77.73

	
	
	NR_FDD_FR1_F
	
	
	
	-77.23

	
	
	NR_FDD_FR1_G
	
	
	
	-76.73

	
	
	NR_FDD_FR1_H
	
	
	
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-73.53

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.8.5.2.2.1.3	Test Requirements
The SS-RSRQ measurement accuracy for Cell 2 shall fulfil the requirement in clause 9.11.2 in TS 36.133 [15].
A.8.5.2.2.2	E-UTRAN – NR inter-RAT measurements with FR2 target cell
A.8.5.2.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.11.2 in TS 36.133 [15] for inter-RAT FR2 SS-RSRQ measurements. 
A.8.5.2.2.2.2	Test Parameters
Supported test configurations are shown in Table A.8.5.2.2.2.2-1. In this test case there are two cells on different carriers. Absolute accuracy requirements of SS-RSRQ inter-RAT measurement are tested by using test setup in Table A.8.5.2.2.2.2-2 and Table A.8.5.2.2.2.2-3. In all test cases, Cell 2 is target cell. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1. 
Table A.8.5.2.2.2.2-1: SS-RSRQ Inter-RAT SS-RSRQ supported test configurations
	Configuration
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode



Table A.8.5.2.2.2.2-2: SS-RSRQ Inter-RAT general test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	SSB ARFCN
	
	Freq1
	freq1

	Duplex mode
	
	TDD
	TDD

	TDD configuration
	
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66
	100: NRB,c = 66

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX cycle configuration
	ms
	Not applicable

	PDSCH Reference measurement channel 
	
	-
	-

	RMSI CORESET Reference Channel
	
	-
	-

	OCNG Patterns
	
	OP.1
	OP.1

	SMTC configuration
	
	SMTC.1 
	SMTC.1 

	SSB configuration
	
	SSB.3 FR2
	SSB.3 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 
	120 

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH_DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH_DMRS
	
	
	

	EPRE ratio of PDCCH_DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH_DMRS
	
	
	

	EPRE ratio of PDSCH_DMRS to SSS
	
	
	

	EPRE ratio of PDSCH to PDSCH_DMRS
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	Void
Note 4:	Void



Table A.8.5.2.2.2.2-3: SS-RSRQ Inter-RAT OTA related test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	Angle of arrival configuration
	
	Setup 1 according to A.3.15.1
	Setup 1 according to A.3.15.1

	Assumption for UE beamsNote 10
	
	Rough
	Rough

	
Note1

	dBm/15kHz
Note4
	-104.7
	(Table B.2.3-2 Rx Beam Peak -5dB)
(Note 7)

	
Note1

	dBm/SCS Note4
	-95.7
	(Table B.2.3-2 Rx Beam Peak +4dB)
(Note 7)

	

	dB
	-0.5
	-1.75

	SSB_RPNote2
	dBm/SCS Note4
	-96.2
	(Table B.2.3-2 Rx Beam Peak +2.25dB)
(Note 8)

	SS-RSRQNote2
	dB
	-3.27
	-14.82

	
 Note2
	dB
	-0.5
	-1.75

	IoNote2
	dBm/95.04 MHz Note4
	-63.95
	(Table B.2.3-2 Rx Beam Peak +35.22dB)
(Note 9)

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB_RP, SS-RSRQ, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone.
Note 5:	Void
Note 6:	Void
Note 7:	Noc for SCS 15kHz is applied at -10log10(8)+4dB above the minimum level specified in Table B.2.3-2 for beam peak. Noc for SCS 120kHz is applied at 4dB above the minimum level specified in Table B.2.3-2 for beam peak.
Note 8:	SSB_RP is applied at 2.25dB above the minimum level specified in Table B.2.3-2 for beam peak.
Note 9:	Io is applied at 10log10(792)+6.22dB above the minimum level specified in Table B.2.3-2 for beam peak.
Note 10:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation.



A.8.5.2.2.2.3	Test Requirements
The SS-RSRQ measurement accuracy for Cell 2 shall fulfil the requirement in clause 9.11.2 in TS 36.133 [15].
In this test case there are two cells on different carriers and measurement gaps are provided
A.8.5.2.3	SS-SINR
A.8.5.2.3.1	E-UTRAN – NR inter-RAT measurements with FR1 target cell
A.8.5.2.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS- SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.11.3 in TS 36.133 [15] for inter-RAT FR1 SS-SINR measurements.
A.8.5.2.3.1.2	Test Parameters
Supported test configurations are shown in Table A.8.5.2.3.1.2-1. In this test case there are two cells on different carriers. Cell 1 is the E-UTRA cell which specific test parameters for this test case are specified in Table A.3.7.2.1-1. Cell 2 is the inter-RAT NR FR1 target cell. The absolute accuracy requirements of SS-RSRP inter-RAT measurement is tested by using test parameters in Table A.8.5.2.3.1.2-2. 
Table A.8.5.2.3.1.2-1: SS- SINR Inter-RAT SS- SINR supported test configurations
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.8.5.2.3.1.2-2: SS-SINR inter-RAT test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3,5,6
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2,5
	
	TDDConf.1.1

	
	Config 3,6
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	DRX Cycle configuration
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	-
	-
	-

	
	Config 2,5
	
	
	
	

	
	Config 3,6
	
	
	
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	SMTC configruation 
	
	SMTC.1

	SSB configuration
	Config 1,2,4,5
	
	SSB.1 FR1

	
	Config 3,6
	
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4,5
	kHz
	15

	
	Config 3,6
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-880
	-108.5
	-119.5

	
	
	NR_FDD_FR1_B
	
	
	
	-119

	
	
	NR_TDD_FR1_C
	
	
	
	-118.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-118

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-117.5

	
	
	NR_FDD_FR1_F
	
	
	
	-117

	
	
	NR_FDD_FR1_G
	
	
	
	-116.5

	
	
	NR_FDD_FR1_H
	
	
	
	-116

	
	
	NR_FDD_FR1_N
	
	
	
	-113

	
Note2
	Config 1,2,4,5
	dBm/SCS
	[-80]
	-88
	-108.5

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-85
	-105.5
	-116.5

	
	
	NR_FDD_FR1_B
	
	
	
	-116

	
	
	NR_TDD_FR1_C
	
	
	
	-115.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-115

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114.5

	
	
	NR_FDD_FR1_F
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-114.5

	
	
	NR_FDD_FR1_H
	
	
	
	-113]

	
	
	NR_FDD_FR1_N
	
	
	
	-110

	

	dB
	-1.75
	20
	-4.0

	

	dB
	-1.75
	20
	-4.0

	SS-RSRPNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-89.75
	-88.5
	-123.5

	
	
	NR_FDD_FR1_B
	
	
	
	-123

	
	
	NR_TDD_FR1_C
	
	
	
	-122.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-122

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-121.5

	
	
	NR_FDD_FR1_F
	
	
	
	-121

	
	
	NR_FDD_FR1_G
	
	
	
	-120.5

	
	
	NR_FDD_FR1_H
	
	
	
	-120

	
	
	NR_FDD_FR1_N
	
	
	
	-117

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	
	-86.75
	-85.5
	-120.5

	
	
	NR_FDD_FR1_B
	
	
	
	-120

	
	
	NR_TDD_FR1_C
	
	
	
	-119.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-119

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-118.5

	
	
	NR_FDD_FR1_F
	
	
	
	-118

	
	
	NR_FDD_FR1_G
	
	
	
	-117.5

	
	
	NR_FDD_FR1_H
	
	
	
	-117

	
	
	NR_FDD_FR1_N
	
	
	
	-114

	SS-SINR Note3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dB
	-1.75
	20
	-4.0

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2,4,5
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.83
	-60.5
	-90.09

	
	
	NR_FDD_FR1_B
	
	
	
	-89.59

	
	
	NR_TDD_FR1_C
	
	
	
	-89.09

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-88.59

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-88.09

	
	
	NR_FDD_FR1_F
	
	
	
	-87.59

	
	
	NR_FDD_FR1_G
	
	
	
	-87.09

	
	
	NR_FDD_FR1_H
	
	
	
	-86.59

	
	
	NR_FDD_FR1_N
	
	
	
	-83.59

	
	Config 3,6
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-51.73
	-54.41
	-84

	
	
	NR_FDD_FR1_B
	
	
	
	-83.5

	
	
	NR_TDD_FR1_C
	
	
	
	-83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-82.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-82

	
	
	NR_FDD_FR1_F
	
	
	
	-81.5

	
	
	NR_FDD_FR1_G
	
	
	
	-81

	
	
	NR_FDD_FR1_H
	
	
	
	-80.5

	
	
	NR_FDD_FR1_N
	
	
	
	-77.5

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.


<end of the change6>

<start of the change7>
A.11.6.2.4	Inter-frequency measurement accuracy
A.11.6.2.4.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.30.1.1 and 10.1.30.1.2.
A.11.6.2.4.2	Test Parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.11.6.2.4.2-1. Both absolute accuracy and relative accuracy requirements of SS-RSRQ inter-frequency measurement are tested by using test parameters in Table A.11.6.2.4.2-2 and A.11.6.2.4.2-3. In all test cases, Cell 1 is the PCell and Cell 2 is target cell with CCA. Three sub-tests (Test 1, Test 2, and Test 3) are provided different Noc on Cells 1 and 2.
Table A.11.6.2.4.2-1: SS-RSRQ Inter frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	Without CCA: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	2
	Without CCA: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	3
	Without CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.11.6.2.4.2-2: SS-RSRQ Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	SSB ARFCN
	
	freq2
	freq2
	freq2

	DL CCA model
	Config 1, 2, 3
	
	As specified in clause A.3.26.2.1

	UL CCA model
	Config 1, 2, 3
	
	As specified in clause A.3.26.2.2

	UL CCA probability
	PCCA_UL
	
	1.0

	DL CCA probability for semi-static channel access Note 7, 8
	PCCA_DL
	
	0.9375

	DL CCA probability for
dynamic channel access Note 8, 9
	PCCA_DL_1
	
	0.75

	
	PCCA_DL_2
	
	0.75

	Duplex mode
	Config 1, 2, 3
	
	TDD

	TDD configuration
	Config 1, 2, 3
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1, 2, 3
	MHz
	40: NRB,c = 106

	Gap pattern ID
	Config 1, 2, 3
	
	0

	BWP BW
	Config 1, 2, 3
	
	40: NRB,c = 106

	DRX Cycle
	ms
	Not Applicable

	OCNG Patterns
	
	OCNG pattern 1

	Time offset with Cell 1
	Config 1, 2, 3
	s
	3

	DBT Window configuration
	Config 1, 2, 3
	
	DBT.1

	SSB configuration
	Config 1, 2, 3
	
	SSB.1 CCA for semi-static channel access
SSB.2 CCA for dynamic channel access

	SMTC configuration
	Config 1, 2, 3
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 3
	kHz
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	
	NR_CCA_FR1_I
	dBm/15kHz
	-86.27
	-113
	-112

	
	
	NR_CCA_FR1_J
	
	
	
	-111.5

	
Note2
	Config 1, 2, 3
	NR_CCA_FR1_I
	dBm/SCS
	-83.27
	-110
	-109

	
	
	NR_CCA_FR1_J
	
	
	
	-108.5

	

	dB
	-1.75
	-1.75
	-1.75

	

	dB
	-1.75
	
	-1.75

	SS-RSRPNote3
	Config 1, 2, 3
	NR_CCA_FR1_I
	
	-85.02
	-111.75
	-110.75

	
	
	NR_CCA_FR1_J
	
	
	
	-110-.25

	SS-RSRQNote3
	NR_CCA_FR1_I
	dB
	-14.77
	-40.59
	14.76

	
	NR_CCA_FR1_J
	
	
	
	

	IoNote3
	Config 1, 2, 3
	NR_CCA_FR1_I
	dBm/SCS
	-50
	-76.73
	-75.73

	
	
	NR_CCA_FR1_J
	
	
	
	-75.23

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configuration.
Note 7:	For UE supporting semi-static channel access and network configuring semi-static channel occupancy.
Note 8:	For UE supporting dynamic channel access and network configuring dynamic channel occupancy.
Note 9:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configurations.



Table A.11.6.2.4.2-3: SS-RSRQ Intra frequency test parameters for NR PCell
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 1
	Cell 1

	SSB ARFCN
	
	
	freq1
	

	Duplex mode
	Config 1
	
	
	FDD

	

	
	Config 2,3
	
	
	TDD
	

	TDD configuration
	Config 1
	
	
	Not Applicable
	

	
	Config 2
	
	
	TDDConf.1.1
	

	
	Config 3
	
	
	TDDConf.2.1
	

	BWchannel
	Config 1
	MHz
	
	10: NRB,c = 52
	

	
	Config 2
	
	
	10: NRB,c = 52
	

	
	Config 3
	
	
	40: NRB,c = 106
	

	Gap Pattern ID
	
	
	
	0
	

	BWP configuration
	Initial DL BWP
	
	
	DLBWP.0.1
	

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	

	
	Initial UL BWP
	
	
	ULBWP.0.1
	

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	

	DRX Cycle
	ms
	
	Not Applicable
	

	PDSCH Reference measurement channel 
	Config 1
	
	
	SR.1.1 FDD
	

	
	Config 2
	
	
	SR.1.1 TDD
	

	
	Config 3
	
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	
	CR.1.1 FDD
	

	
	Config 2
	
	
	CR.1.1 TDD
	

	
	Config 3
	
	
	CR.2.1 TDD
	

	Control Channel RMC
	Config 1
	
	
	CCR.1.1 FDD
	

	
	Config 2
	
	
	CCR.1.1 TDD
	

	
	Config 3
	
	
	CCR.2.1 TDD
	

	TRS Configuration 
	Config 1
	
	
	TRS.1.1 FDD
	

	
	Config 2
	
	
	TRS.1.1 TDD
	

	
	Config 3
	
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	
	OP. 1
	

	SS-RSSI-Measurement
	
	
	Not Applicable
	

	SMTC configuration
	Config 1
	
	
	SMTC.2
	

	
	Config 2,3
	
	
	SMTC.1
	

	SSB configuration
	Config 1,2
	
	
	SSB.1 FR1
	

	
	Config 3
	
	
	SSB.2 FR1
	

	CSI-RS for tracking
	Config 1
	
	
	TRS.1.1 FDD
	

	
	Config 2
	
	
	TRS.1.1 TDD
	

	
	Config 3
	
	
	TRS.1.2 TDD
	

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	
	15 kHz
	

	
	Config 3
	
	
	30 kHz
	

	EPRE ratio of PSS to SSS
	dB
	
	0
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Noc Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-91
	-
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	Noc Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-88
	-
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	-1.76
	-4.7
	-5.46

	

	dB
	3
	-2.9
	-4

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-82
	-103.9
	-118

	
	
	NR_FDD_FR1_B
	
	
	
	-117.5

	
	
	NR_TDD_FR1_C
	
	
	
	-117

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-116.5

	
	
	NR_FDD_FR1_E, 
NR_TDD_FR1_E
	
	
	
	-116

	
	
	NR_FDD_FR1_F
	
	
	
	-115.5

	
	
	NR_FDD_FR1_G
	
	
	
	-115

	
	
	NR_FDD_FR1_H
	
	
	
	-114.5

	
	
	NR_FDD_FR1_N
	
	
	
	-111.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85
	-
	-115

	
	
	NR_FDD_FR1_B
	
	
	
	-114.5

	
	
	NR_TDD_FR1_C
	
	
	
	-114

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-113.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-113

	
	
	NR_FDD_FR1_F
	
	
	
	-112.5

	
	
	NR_FDD_FR1_G
	
	
	
	-112

	
	
	NR_FDD_FR1_H
	
	
	
	-111.5

	
	
	NR_FDD_FR1_N
	
	
	
	-108.5

	SS-RSRQ Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	-14.77
	-16.76
	-17.34

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-50
	-70
	-83.5

	
	
	NR_FDD_FR1_B
	
	
	
	-83

	
	
	NR_TDD_FR1_C
	
	
	
	-82.5

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-82

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-81.5

	
	
	NR_FDD_FR1_F
	
	
	
	-81

	
	
	NR_FDD_FR1_G
	
	
	
	-80.5

	
	
	NR_FDD_FR1_H
	
	
	
	-80

	
	
	NR_FDD_FR1_N
	
	
	
	-77

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-50
	-
	-77.4

	
	
	NR_FDD_FR1_B
	
	
	
	-76.9

	
	
	NR_TDD_FR1_C
	
	
	
	-76.4

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-75.9

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-75.4

	
	
	NR_FDD_FR1_F
	
	
	
	-74.9

	
	
	NR_FDD_FR1_G
	
	
	
	-74.4

	
	
	NR_FDD_FR1_H
	
	
	
	-73.9

	
	
	NR_FDD_FR1_N
	
	
	
	-70.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.11.6.2.4.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1.30.1.1 and 10.1.30.1.2.

A.11.6.3	SS-SINR
A.11.6.3.1	Intra-frequency measurement accuracy
A.11.6.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.31.1.1.
A.11.6.3.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.11.6.3.1.2-1. The absolute accuracy of SS-SINR intra-frequency measurement is tested by using the parameters in Table A.11.6.3.1.2-2. In all test cases, Cell 1 is the PCell with CCA and Cell 2 is the target cell with CCA. Two sub-tests (Test 1 and Test 2) are provided different Noc on Cells 1 and 2.
Table A.11.6.3.1.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.11.6.3.1.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq1

	DL CCA model
	Config 1
	
	As specified in clause A.3.26.2.1

	UL CCA model
	Config 1
	
	As specified in clause A.3.26.2.2

	UL CCA probability
	PCCA_UL
	
	1.0
	-
	1.0
	-

	DL CCA probability for semi-static channel access Note 7, 8
	PCCA_DL
	
	0.9375
	-
	0.9375
	-

	DL CCA probability for
dynamic channel access Note 8, 9
	PCCA_DL_1
	
	0.75
	-
	0.75
	-

	
	PCCA_DL_2
	
	0.75
	-
	0.75
	-

	Duplex mode
	Config 1
	
	TDD

	TDD configuration
	Config 1
	
	TDDConf.1.1 CCA

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS configuration
	Config 1
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 CCA
	
	SR.1.1 CCA
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 CCA
	
	CR.1.1 CCA
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 CCA
	
	CCR.1.1 CCA
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	DBT Window configuration
	Config 1
	
	DBT.1

	Time offset with Cell 1
	Config 1
	s
	-
	3
	-
	3

	SSB configuration
	Config 1
	
	SSB.1 CCA for semi-static channel access
SSB.2 CCA for dynamic channel access

	SMTC configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	kHz
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_CCA_FR1_I
	dBm/15kHz
	-93
	-112

	
	NR_CCA_FR1_J
	
	
	-111.5

	
Note2
	Config 1
	NR_CCA_FR1_I
	dBm/SCS
	-90
	-109

	
	
	NR_CCA_FR1_J
	
	
	-108.5

	

	dB
	0
	-3.19
	-5.46
	-5.46

	

	dB
	4.54
	2.66
	-4
	-4

	SS-RSRPNote3
	Config 1
	NR_CCA_FR1_I
	dBm/SCS
	-85.46
	-87.34
	-113
	-113

	
	
	NR_CCA_FR1_J
	
	
	
	-112.5
	-112.5

	SS-SINR Note3
	NR_CCA_FR1_I
	dB
	0
	-3.19
	-5.46
	-5.46

	
	NR_CCA_FR1_J
	
	
	
	
	

	IoNote3
	Config 1
	NR_CCA_FR1_I
	dBm/
38.16MHz
	-51.41
	-75.41

	
	
	NR_CCA_FR1_J
	
	
	-74.91

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configuration.
Note 7:	For UE supporting semi-static channel access and network configuring semi-static channel occupancy.
Note 8:	For UE supporting dynamic channel access and network configuring dynamic channel occupancy.
Note 9:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configurations.



A.11.6.3.1.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1.31.1.1.
A.11.6.3.2	Inter-frequency measurement accuracy
A.11.6.3.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.32.1.1 and 10.1.32.1.2.
A.11.6.3.2.2	Test Parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.11.6.3.2.2-1. Both absolute accuracy and relative accuracy requirements of SS-SINR inter-frequency measurement are tested by using test parameters in Table A.11.6.3.2.2-2. In all test cases, Cell 1 is the PCell with CCA and Cell 2 is target cell with CCA. Three sub-tests (Test 1, Test 2, and Test 3) are provided different Noc on Cells 1 and 2.
Table A.11.6.3.2.2-1: SS-SINR Inter frequency SS-SINR supported test configurations
	Config
	Description

	1
	With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.11.6.3.2.2-2: SS-SINR Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	DL CCA model
	Config 1
	
	As specified in clause A.3.26.2.1

	UL CCA model
	Config 1
	
	As specified in clause A.3.26.2.2

	UL CCA probability
	PCCA_UL
	
	1.0
	-
	1.0
	-
	1.0
	-

	DL CCA probability for semi-static channel access Note 7, 8
	PCCA_DL
	
	0.9375
	-
	0.9375
	-
	0.9375
	-

	DL CCA probability for
dynamic channel access Note 8, 9
	PCCA_DL_1
	
	0.75
	-
	0.75
	-
	0.75
	-

	
	PCCA_DL_2
	
	0.75
	-
	0.75
	-
	0.75
	-

	Duplex mode
	Config 1
	
	TDD

	TDD configuration
	Config 1
	
	TDDConf.1.1 CCA

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	Gap pattern ID
	
	0
	-
	0
	-
	0
	-

	TRS configuration
	Config 1
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 CCA
	
	SR.1.1 CCA
	
	SR.1.1 CCA
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 CCA
	
	CR.1.1 CCA
	
	CR.1.1 CCA
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 CCA
	
	CCR.1.1 CCA
	
	CCR.1.1 CCA
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1
	s
	-
	3
	-
	3
	-
	3

	DBT Window configuration
	Config 1
	
	DBT.1

	SSB configuration
	Config 1
	
	SSB.1 CCA for semi-static channel access
SSB.2 CCA for dynamic channel access

	SMTC configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	kHz
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	
	NR_CCA_FR1_I
	dBm/15kHz
	-88
	-108.5
	-115.5

	
	
	NR_CCA_FR1_J
	
	
	
	-115

	
Note2
	Config 1
	NR_CCA_FR1_I
	dBm/SCS
	-85
	-105.5
	-112.5

	
	
	NR_CCA_FR1_J
	
	
	
	-112

	

	dB
	-1.75
	-1.75
	20
	20
	-4.0
	-4.0

	

	dB
	-1.75
	20
	-4.0

	SS-RSRP
Note3
	Config 1
	NR_CCA_FR1_I
	dBm/SCS
	-86.75
	-85.5
	-116.5

	
	
	NR_CCA_FR1_J
	
	
	
	-116

	SS-SINRNote3
	NR_CCA_FR1_I
	dB
	-1.75
	20
	-4.0

	
	NR_CCA_FR1_J
	
	
	
	

	IoNote3
	Config 1
	NR_CCA_FR1_I
	dBm/
38.16MHz
	-51.73
	-54.41
	-80

	
	
	NR_CCA_FR1_J
	
	
	
	-79.5

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configuration.
Note 7:	For UE supporting semi-static channel access and network configuring semi-static channel occupancy.
Note 8:	For UE supporting dynamic channel access and network configuring dynamic channel occupancy.
Note 9:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configurations.



A.11.6.3.2.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1.32.1.1 and 10.1.32.1.2.

A.11.6.3.3	Intra-frequency measurement accuracy on SCC
A.11.6.3.3.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.31.1.1.
A.11.6.3.3.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.11.6.3.3.2-1. The absolute accuracy of SS-SINR intra-frequency measurement is tested by using the parameters in Table A.11.6.3.3.2-2. In all test cases, Cell 1 is the PCell with CCA, Cell 2 is the SCell with CCA, and Cell 3 is the target cell with CCA. Two sub-tests (Test 1 and Test 2) are provided different Noc on Cells 1, 2, and 3.
Table A.11.6.3.3.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.11.6.3.3.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1 / Cell 2
	Cell 3
	Cell 1 / Cell 2
	Cell 3

	SSB ARFCN
	
	freq1 for Cell 1
freq2 for Cell 2
	freq2
	freq1 for Cell 1
freq2 for Cell 2
	freq2

	DL CCA model
	Config 1
	
	As specified in clause A.3.26.2.1

	UL CCA model
	Config 1
	
	As specified in clause A.3.26.2.2

	UL CCA probability
	PCCA_UL
	
	1.0
	-
	1.0
	-

	DL CCA probability for semi-static channel access Note 7, 8
	PCCA_DL
	
	0.9375
	-
	0.9375
	-

	DL CCA probability for
dynamic channel access Note 8, 9
	PCCA_DL_1
	
	0.75
	-
	0.75
	-

	
	PCCA_DL_2
	
	0.75
	-
	0.75
	-

	Duplex mode
	Config 1
	
	TDD

	TDD configuration
	Config 1
	
	TDDConf.1.1 CCA

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS configuration
	Config 1
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 CCA
	
	SR.1.1 CCA
	

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 CCA
	
	CR.1.1 CCA
	

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 CCA
	
	CCR.1.1 CCA
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	DBT Window configuration
	Config 1
	
	DBT.1

	Time offset with Cell 1
	Config 1
	s
	3 (for Cell 2)
	3
	3 (for Cell 2)
	3

	SSB configuration
	Config 1
	
	SSB.1 CCA for semi-static channel access
SSB.2 CCA for dynamic channel access

	SMTC configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	kHz
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_CCA_FR1_I
	dBm/15kHz
	-93
	-112

	
	NR_CCA_FR1_J
	
	
	-111.5

	
Note2
	Config 1
	NR_CCA_FR1_I
	dBm/SCS
	-90
	-109

	
	
	NR_CCA_FR1_J
	
	
	-108.5

	

	dB
	0
	-3.19
	-5.46
	-5.46

	

	dB
	4.54
	2.66
	-4
	-4

	SS-RSRPNote3
	Config 1
	NR_CCA_FR1_I
	dBm/SCS
	-85.46
	-87.34
	-113
	-113

	
	
	NR_CCA_FR1_J
	
	
	
	-112.5
	-112.5

	SS-SINR Note3
	NR_CCA_FR1_I
	dB
	0
	-3.19
	-5.46
	-5.46

	
	NR_CCA_FR1_J
	
	
	
	
	

	IoNote3
	Config 1
	NR_CCA_FR1_I
	dBm/
38.16MHz
	-51.41
	-75.41

	
	
	NR_CCA_FR1_J
	
	
	-74.91

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configuration.
Note 7:	For UE supporting semi-static channel access and network configuring semi-static channel occupancy.
Note 8:	For UE supporting dynamic channel access and network configuring dynamic channel occupancy.
Note 9:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configurations.



A.11.6.3.3.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1.31.1.1.
A.11.6.3.4	Inter-frequency measurement accuracy
A.11.6.3.4.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.32.1.1 and 10.1.32.1.2.
A.11.6.3.4.2	Test Parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.11.6.3.4.2-1. Both absolute accuracy and relative accuracy requirements of SS-SINR inter-frequency measurement are tested by using test parameters in Table A.11.6.3.4.2-2 and Table A.11.6.3.4.2-3. In all test cases, Cell 1 is the PCell and Cell 2 is target cell with CCA. Three sub-tests (Test 1, Test 2, and Test 3) are provided different Noc on Cells 1 and 2.
Table A.11.6.3.4.2-1: SS-SINR Inter frequency SS-SINR supported test configurations
	Config
	Description

	1
	Without CCA: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	2
	Without CCA: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	3
	Without CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.11.6.3.4.2-2: SS-SINR Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	SSB ARFCN
	
	freq2
	freq2
	freq2

	DL CCA model
	Config 1
	
	As specified in clause A.3.26.2.1

	UL CCA model
	Config 1
	
	As specified in clause A.3.26.2.2

	UL CCA probability
	PCCA_UL
	
	1.0

	DL CCA probability for semi-static channel access Note 7, 8
	PCCA_DL
	
	0.9375

	DL CCA probability for
dynamic channel access Note 8, 9
	PCCA_DL_1
	
	0.75

	
	PCCA_DL_2
	
	0.75

	Duplex mode
	Config 1
	
	TDD

	TDD configuration
	Config 1
	
	TDDConf.1.1 CCA

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	Gap pattern ID
	
	-

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1
	s
	3

	DBT Window configuration
	Config 1
	
	DBT.1

	SSB configuration
	Config 1
	
	SSB.1 CCA for semi-static channel access SSB.2 CCA for dynamic channel access

	SMTC configuration
	Config 1
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1
	kHz
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	
	NR_CCA_FR1_I
	dBm/15kHz
	-88
	-108.5
	-115.5

	
	
	NR_CCA_FR1_J
	
	
	
	-115

	
Note2
	Config 1
	NR_CCA_FR1_I
	dBm/SCS
	-85
	-105.5
	-112.5

	
	
	NR_CCA_FR1_J
	
	
	
	-112

	

	dB
	-1.75
	20
	-4.0

	

	dB
	-1.75
	20
	-4.0

	SS-RSRP
Note3
	Config 1
	NR_CCA_FR1_I
	dBm/SCS
	-86.75
	-85.5
	-116.5

	
	
	NR_CCA_FR1_J
	
	
	
	-116

	SS-SINRNote3
	NR_CCA_FR1_I
	dB
	
	-1.75
	20
	-4.0

	
	NR_CCA_FR1_J
	
	
	
	
	

	IoNote3
	Config 1
	NR_CCA_FR1_I
	dBm/
38.16MHz
	-51.73
	-54.41
	-80

	
	
	NR_CCA_FR1_J
	
	
	
	-79.5

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configuration.
Note 7:	For UE supporting semi-static channel access and network configuring semi-static channel occupancy.
Note 8:	For UE supporting dynamic channel access and network configuring dynamic channel occupancy.
Note 9:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configurations.



Table A.11.6.3.4.2-3: SS-SINR Inter frequency test parameters for NR PCell
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 1
	Cell 1

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1
	
	
	FDD
	

	
	Config 2,3
	
	
	TDD
	

	TDD configuration
	Config 1
	
	
	Not Applicable
	

	
	Config 2
	
	
	TDDConf.1.1
	

	
	Config 3
	
	
	TDDConf.2.1
	

	Downlink initial BWP configuration
	
	
	DLBWP.0.1
	

	Downlink dedicated BWP configuration
	
	
	DLBWP.1.1
	

	Uplink initial BWP configuration
	
	
	ULBWP.0.1
	

	Uplink dedicated BWP configuration
	
	
	ULBWP.1.1
	

	DRX Cycle configuration
	ms
	
	Not Applicable
	

	Gap pattern ID
	
	
	0
	

	TRS configuration
	Config 1
	
	
	TRS.1.1 FDD
	

	
	Config 2
	
	
	TRS.1.1 TDD
	

	
	Config 3
	
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1
	
	
	SR.1.1 FDD 
	

	
	Config 2
	
	
	SR.1.1 TDD
	

	
	Config 3
	
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	
	CR.1.1 FDD  
	

	
	Config 2
	
	
	CR.1.1 TDD
	

	
	Config 3
	
	
	CR2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1
	
	
	CCR.1.1 FDD  
	

	
	Config 2
	
	
	CCR.1.1 TDD
	

	
	Config 3
	
	
	CCR2.1 TDD
	

	OCNG Patterns
	
	
	OP.1
	

	SS-RSSI-Measurement
	
	
	Not Applicable
	

	SMTC configuration
	Config 1
	
	
	SMTC pattern 2
	

	
	Config 2,3
	
	
	SMTC pattern 1
	

	SSB configuration
	Config 1,2
	
	
	SSB.1 FR1
	

	
	Config 3
	
	
	SSB.2 FR1
	

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	
	15
	

	
	Config 3
	
	
	30
	

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-88
	-108.5
	-119.5

	
	
	NR_FDD_FR1_B
	
	
	
	-119

	
	
	NR_TDD_FR1_C
	
	
	
	-118.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-118

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-117.5

	
	
	NR_FDD_FR1_F
	
	
	
	-117

	
	
	NR_FDD_FR1_G
	
	
	
	-116.5

	
	
	NR_FDD_FR1_H
	
	
	
	-116

	
	
	NR_FDD_FR1_N
	
	
	
	-113

	
Note2
	Config 1,2

	dBm/SCS
	-88
	-108.5
	Same as Noc for 15kHz

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-85
	-105.5
	-116.5

	
	
	NR_FDD_FR1_B
	
	
	
	-116

	
	
	NR_TDD_FR1_C
	
	
	
	-115.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-115

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114.5

	
	
	NR_FDD_FR1_F
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-113.5-114.5

	
	
	NR_FDD_FR1_H
	
	
	
	-113

	
	
	NR_FDD_FR1_N
	
	
	
	-110

	

	dB
	-1.75
	20
	-4.0

	

	dB
	-1.75
	20
	-4.0

	SS-RSRP
Note3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-89.75
	-88.5
	-123.5

	
	
	NR_FDD_FR1_B
	
	
	
	-123

	
	
	NR_TDD_FR1_C
	
	
	
	-122.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-122

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-121.5

	
	
	NR_FDD_FR1_F
	
	
	
	-121

	
	
	NR_FDD_FR1_G
	
	
	
	-120.5

	
	
	NR_FDD_FR1_H
	
	
	
	-120

	
	
	NR_FDD_FR1_N
	
	
	
	-117

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-86.75
	-85.5
	-120.5

	
	
	NR_FDD_FR1_B
	
	
	
	-120

	
	
	NR_TDD_FR1_C
	
	
	
	-119.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-119

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-118.5

	
	
	NR_FDD_FR1_F
	
	
	
	-118

	
	
	NR_FDD_FR1_G
	
	
	
	-117.5

	
	
	NR_FDD_FR1_H
	
	
	
	-117

	
	
	NR_FDD_FR1_N
	
	
	
	-114

	SS-SINRNote3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dB
	-1.75
	20
	-4.0

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
9.36MHz
	-57.83
	-60.5
	-90.09

	
	
	NR_FDD_FR1_B
	
	
	
	-89.59

	
	
	NR_TDD_FR1_C
	
	
	
	-89.09

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-88.59

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-88.09

	
	
	NR_FDD_FR1_F
	
	
	
	-87.59

	
	
	NR_FDD_FR1_G
	
	
	
	-87.09

	
	
	NR_FDD_FR1_H
	
	
	
	-86.59

	
	
	NR_FDD_FR1_N
	
	
	
	-83.59

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
38.16MHz
	-51.73
	-54.41
	-84

	
	
	NR_FDD_FR1_B
	
	
	
	-83.5

	
	
	NR_TDD_FR1_C
	
	
	
	-83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-82.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-82

	
	
	NR_FDD_FR1_F
	
	
	
	-81.5

	
	
	NR_FDD_FR1_G
	
	
	
	-81

	
	
	NR_FDD_FR1_H
	
	
	
	-80.5

	
	
	NR_FDD_FR1_N
	
	
	
	-77.5

	Propagation condition
	-
	
	AWGN
	

	Antenna configuration
	-
	
	1x2
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.11.6.3.4.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1.32.1.1 and 10.1.32.1.2.

<end of the change7>

<start of the change8>
A.13.4.2	SS-RSRQ
A.13.4.2.1	Intra-frequency measurement accuracy on SCC
A.13.4.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1.29.1.1.
A.13.4.2.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.13.4.2.1.2-1. The absolute accuracy of SS-RSRQ intra-frequency measurement is tested by using the parameters in Table A.13.4.2.1.2-2 and Table A.13.4.2.1.2-3. In all test cases, Cell 1 is the PCell, Cell 2 is the SCell with CCA, and Cell 3 is the target cell with CCA. Three sub-tests (Test 1, Test 2, and Test 3) are provided different Noc on Cells 1, 2, and 3.
Table A.13.4.2.1.2-1: SS-RSRQ Intra frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	Without CCA: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	2
	Without CCA: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	3
	Without CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.13.4.2.1.2-2: SS-RSRQ Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq2
	freq2 
	freq2
	freq2 
	freq2
	freq2 

	DL CCA model
	Config 1, 2, 3
	
	As specified in clause A.3.26.2.1

	UL CCA model
	Config 1, 2, 3
	
	As specified in clause A.3.26.2.2

	UL CCA probability
	PCCA_UL
	
	1.0
	-
	1.0
	-
	1.0
	-

	DL CCA probability for semi-static channel access Note 7, 8
	PCCA_DL
	
	0.9375
	-
	0.9375
	-
	0.9375
	-

	DL CCA probability for
dynamic channel access Note 8, 9
	PCCA_DL_1
	
	0.75
	-
	0.75
	-
	0.75
	-

	
	PCCA_DL_2
	
	0.75
	-
	0.75
	-
	0.75
	-

	Duplex mode
	Config 1, 2, 3
	
	TDD

	TDD configuration
	Config 1, 2, 3
	
	TDDConf.1.1 CCA

	BWchannel
	Config 1, 2, 3
	MHz
	40: NRB,c = 106

	Gap Pattern ID
	
	
	0

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1, 2, 3
	
	SR1.1 CCA
	
	SR1.1 CCA
	
	SR1.1 CCA
	

	RMSI CORESET Reference Channel
	Config 1, 2, 3
	
	CR.1.1 CCA
	
	CR.1.1 CCA
	
	CR.1.1 CCA
	

	Control Channel RMC
	Config 1, 2, 3
	
	CCR.1.1 CCA
	
	CCR.1.1 CCA
	
	CCR.1.1 CCA
	

	TRS Configuration 
	Config 1, 2, 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OP. 1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1, 2, 3
	s
	3
	3
	3
	3
	3
	3

	DBT Window configuration
	Config 1, 2, 3
	
	DBT.1

	SSB configuration
	Config 1, 2, 3
	
	SSB.1 CCA for semi-static channel access
SSB.2 CCA for dynamic channel access

	SMTC configuration
	Config 1, 2, 3
	
	SMTC.1

	CSI-RS for tracking
	Config 1, 2, 3
	
	TRS.1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 3
	kHz
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	
	NR_CCA_FR1_I
	dBm/15kHz
	-91
	-
	-110

	
	
	NR_CCA_FR1_J
	
	
	
	-109.5

	
Note2
	Config 1, 2, 3
	NR_CCA_FR1_I
	
	-88
	-
	-107

	
	
	NR_CCA_FR1_J
	
	
	
	-106.5

	

	dB
	-1.76
	-4.7
	-5.46
	-5.46

	

	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	SS-RSRPNote3
	Config 1, 2, 3
	NR_CCA_FR1_I
	
	-85
	-85
	-
	-
	-111
	-111

	
	
	NR_CCA_FR1_J
	
	
	
	
	
	-110.5
	-110.5

	SS-RSRQ Note3
	NR_CCA_FR1_I
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	NR_CCA_FR1_J
	
	
	
	
	
	
	

	IoNote3
	Config 1, 2, 3
	NR_CCA_FR1_I
	dBm/
38.16MHz
	-50
	-
	-73.4

	
	
	NR_CCA_FR1_J
	
	
	
	-72.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configuration.
Note 7:	For UE supporting semi-static channel access and network configuring semi-static channel occupancy.
Note 8:	For UE supporting dynamic channel access and network configuring dynamic channel occupancy.
Note 9:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configurations.



Table A.13.4.2.1.2-3: SS-RSRQ Intra frequency test parameters for NR PCell
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 1
	Cell 1

	SSB ARFCN
	
	
	freq1
	

	Duplex mode
	Config 1
	
	
	FDD

	

	
	Config 2,3
	
	
	TDD
	

	TDD configuration
	Config 1
	
	
	Not Applicable
	

	
	Config 2
	
	
	TDDConf.1.1
	

	
	Config 3
	
	
	TDDConf.2.1
	

	BWchannel
	Config 1
	MHz
	
	10: NRB,c = 52
	

	
	Config 2
	
	
	10: NRB,c = 52
	

	
	Config 3
	
	
	40: NRB,c = 106
	

	Gap Pattern ID
	
	
	
	0
	

	BWP configuration
	Initial DL BWP
	
	
	DLBWP.0.1
	

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	

	
	Initial UL BWP
	
	
	ULBWP.0.1
	

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	

	DRX Cycle
	ms
	
	Not Applicable
	

	PDSCH Reference measurement channel 
	Config 1
	
	
	SR.1.1 FDD
	

	
	Config 2
	
	
	SR.1.1 TDD
	

	
	Config 3
	
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1
	
	
	CR.1.1 FDD
	

	
	Config 2
	
	
	CR.1.1 TDD
	

	
	Config 3
	
	
	CR.2.1 TDD
	

	Control Channel RMC
	Config 1
	
	
	CCR.1.1 FDD
	

	
	Config 2
	
	
	CCR.1.1 TDD
	

	
	Config 3
	
	
	CCR.2.1 TDD
	

	TRS Configuration 
	Config 1
	
	
	TRS.1.1 FDD
	

	
	Config 2
	
	
	TRS.1.1 TDD
	

	
	Config 3
	
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	
	OP. 1
	

	SS-RSSI-Measurement
	
	
	Not Applicable
	

	SMTC configuration
	Config 1
	
	
	SMTC.2
	

	
	Config 2,3
	
	
	SMTC.1
	

	SSB configuration
	Config 1,2
	
	
	SSB.1 FR1
	

	
	Config 3
	
	
	SSB.2 FR1
	

	CSI-RS for tracking
	Config 1
	
	
	TRS.1.1 FDD
	

	
	Config 2
	
	
	TRS.1.1 TDD
	

	
	Config 3
	
	
	TRS.1.2 TDD
	

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	
	15 kHz
	

	
	Config 3
	
	
	30 kHz
	

	EPRE ratio of PSS to SSS
	dB
	
	0
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Noc Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-91
	-
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	Noc Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-88
	-
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	-1.76
	-4.7
	-5.46

	

	dB
	3
	-2.9
	-4

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-82
	-103.9
	-118

	
	
	NR_FDD_FR1_B
	
	
	
	-117.5

	
	
	NR_TDD_FR1_C
	
	
	
	-117

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-116.5

	
	
	NR_FDD_FR1_E, 
NR_TDD_FR1_E
	
	
	
	-116

	
	
	NR_FDD_FR1_F
	
	
	
	-115.5

	
	
	NR_FDD_FR1_G
	
	
	
	-115

	
	
	NR_FDD_FR1_H
	
	
	
	-114.5

	
	
	NR_FDD_FR1_N
	
	
	
	-111.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85
	-
	-115

	
	
	NR_FDD_FR1_B
	
	
	
	-114.5

	
	
	NR_TDD_FR1_C
	
	
	
	-114

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-113.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-113

	
	
	NR_FDD_FR1_F
	
	
	
	-112.5

	
	
	NR_FDD_FR1_G
	
	
	
	-112

	
	
	NR_FDD_FR1_H
	
	
	
	-111.5

	
	
	NR_FDD_FR1_N
	
	
	
	-108.5

	SS-RSRQ Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	-14.77
	-16.76
	-17.34

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-50
	-70
	-83.5

	
	
	NR_FDD_FR1_B
	
	
	
	-83

	
	
	NR_TDD_FR1_C
	
	
	
	-82.5

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-82

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-81.5

	
	
	NR_FDD_FR1_F
	
	
	
	-81

	
	
	NR_FDD_FR1_G
	
	
	
	-80.5

	
	
	NR_FDD_FR1_H
	
	
	
	-80

	
	
	NR_FDD_FR1_N
	
	
	
	-77

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-50
	-
	-77.4

	
	
	NR_FDD_FR1_B
	
	
	
	-76.9

	
	
	NR_TDD_FR1_C
	
	
	
	-76.4

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-75.9

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-75.4

	
	
	NR_FDD_FR1_F
	
	
	
	-74.9

	
	
	NR_FDD_FR1_G
	
	
	
	-74.4

	
	
	NR_FDD_FR1_H
	
	
	
	-73.9

	
	
	NR_FDD_FR1_N
	
	
	
	-70.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.13.4.2.1.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1.29.1.1.

A.13.4.3	SS-SINR
A.13.4.3.1	Intra-frequency measurement accuracy on SCC
A.13.4.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.31.1.1.
A.13.4.3.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.13.4.3.1.2-1. The absolute accuracy of SS-SINR intra-frequency measurement is tested by using the parameters in Table A.13.4.3.1.2-2 and Table A.13.4.3.1.2-3. In all test cases, Cell 1 is the PCell, Cell 2 is the SCell with CCA, and Cell 3 is the target cell with CCA. Two sub-tests (Test 1 and Test 2) are provided different Noc on Cells 1, 2, and 3.
Table A.13.4.3.1.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	Without CCA: NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	2
	Without CCA: NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	3
	Without CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
With CCA: NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.13.4.3.1.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	
	freq2
	freq2
	freq2
	freq2

	DL CCA model
	Config 1, 2, 3
	
	As specified in clause A.3.26.2.1

	UL CCA model
	Config 1, 2, 3
	
	As specified in clause A.3.26.2.2

	UL CCA probability
	PCCA_UL
	
	1.0
	-
	1.0
	-

	DL CCA probability for semi-static channel access Note 7, 8
	PCCA_DL
	
	0.9375
	-
	0.9375
	-

	DL CCA probability for
dynamic channel access Note 8, 9
	PCCA_DL_1
	
	0.75
	-
	0.75
	-

	
	PCCA_DL_2
	
	0.75
	-
	0.75
	-

	Duplex mode
	Config 1, 2, 3
	
	TDD

	TDD configuration
	Config 1, 2, 3
	
	TDDConf.1.1 CCA

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	TRS configuration
	Config 1, 2, 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1, 2, 3
	
	SR.1.1 CCA
	
	SR.1.1 CCA
	

	RMSI CORESET Reference Channel
	Config 1, 2, 3
	
	CR.1.1 CCA
	
	CR.1.1 CCA
	

	Dedicated CORESET Reference Channel
	Config 1, 2, 3
	
	CCR.1.1 CCA
	
	CCR.1.1 CCA
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	DBT Window configuration
	Config 1, 2, 3
	
	DBT.1

	Time offset with Cell 1
	Config 1, 2, 3
	s
	3 (for Cell 2)
	3
	3 (for Cell 2)
	3

	SSB configuration
	Config 1, 2, 3
	
	SSB.1 CCA for semi-static channel access
SSB.2 CCA for dynamic channel access

	SMTC configuration
	Config 1, 2, 3
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 3
	kHz
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_CCA_FR1_I
	dBm/15kHz
	-93
	-112

	
	NR_CCA_FR1_J
	
	
	-111.5

	
Note2
	Config 1, 2, 3
	NR_CCA_FR1_I
	dBm/SCS
	-90
	-109

	
	
	NR_CCA_FR1_J
	
	
	-108.5

	

	dB
	0
	-3.19
	-5.46
	-5.46

	

	dB
	4.54
	2.66
	-4
	-4

	SS-RSRPNote3
	Config 1, 2, 3
	NR_CCA_FR1_I
	dBm/SCS
	-85.46
	-87.34
	-113
	-113

	
	
	NR_CCA_FR1_J
	
	
	
	-112.5
	-112.5

	SS-SINR Note3
	NR_CCA_FR1_I
	dB
	0
	-3.19
	-5.46
	-5.46

	
	NR_CCA_FR1_J
	
	
	
	
	

	IoNote3
	Config 1, 2, 3
	NR_CCA_FR1_I
	dBm/
38.16MHz
	-51.41
	-75.41

	
	
	NR_CCA_FR1_J
	
	
	-74.91

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configuration.
Note 7:	For UE supporting semi-static channel access and network configuring semi-static channel occupancy.
Note 8:	For UE supporting dynamic channel access and network configuring dynamic channel occupancy.
Note 9:	For UE supporting both semi-static and dynamic cannel access, the UE must be tested under both dynamic and semi-static channel occupancy configurations.



A.13.4.3.1.2-3: SS-SINR Intra frequency test parameters for NR PCell
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 1

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD
	FDD

	
	Config 2,3
	
	TDD
	TDD

	TDD configuration
	Config 1
	
	Not Applicable
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	TDDConf.1.1


	
	Config 3
	
	TDDConf.2.1
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable
	Not Applicable

	TRS configuration
	Config 1
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD
	TRS.1.2 TDD

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD
	SR.1.1 FDD

	
	Config 2
	
	SR.1.1 TDD
	SR.1.1 TDD

	
	Config 3
	
	SR.2.1 TDD
	SR.2.1 TDD

	RMSI CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD
	CR.1.1 FDD

	
	Config 2
	
	CR.1.1 TDD
	CR.1.1 TDD

	
	Config 3
	
	CR.2.1 TDD
	CR.2.1 TDD

	Dedicated CORESET Reference Channel
	Config 1
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	
	Config 2
	
	CCR.1.1 TDD
	CCR.1.1 TDD

	
	Config 3
	
	CCR.2.1 TDD
	CCR.2.1 TDD

	OCNG Patterns
	
	OP.1

	OP.1


	SS-RSSI-Measurement
	
	Not Applicable
	Not Applicable

	SMTC configuration
	Config 1
Config 2,3
	
	SMTC.2

	SMTC.2


	
	
	
	SMTC.1
	SMTC.1

	SSB configuration
	Config 1,2
	
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.2 FR1
	SSB.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15
	15

	
	Config 3
	
	30
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-93
	-116

	
	NR_FDD_FR1_B
	
	
	-115.5

	
	NR_TDD_FR1_C
	
	
	-115

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-114.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-114

	
	NR_FDD_FR1_F
	
	
	-113.5

	
	NR_FDD_FR1_G
	
	
	-113

	
	NR_FDD_FR1_H
	
	
	-112.5

	
	NR_FDD_FR1_N
	
	
	-109.5

	
Note2
	Config 1,2
	dBm/SCS
	-93
	Same as Noc for 15 kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-90
	-113

	
	
	NR_FDD_FR1_B
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	-112

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-111.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	-106.5

	

	dB
	0
	-5.46

	

	dB
	4.54
	-4

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-88.46
	-120

	
	
	NR_FDD_FR1_B
	
	
	-119.5

	
	
	NR_TDD_FR1_C
	
	
	-119

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-118.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-118

	
	
	NR_FDD_FR1_F
	
	
	-117.5

	
	
	NR_FDD_FR1_G
	
	
	-117

	
	
	NR_FDD_FR1_H
	
	
	-116.5

	
	
	NR_FDD_FR1_N
	
	
	-113.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85.46
	-117

	
	
	NR_FDD_FR1_B
	
	
	-116.5

	
	
	NR_TDD_FR1_C
	
	
	-116

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-115.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-115

	
	
	NR_FDD_FR1_F
	
	
	-114.5

	
	
	NR_FDD_FR1_G
	
	
	-114

	
	
	NR_FDD_FR1_H
	
	
	-113.5

	
	
	NR_FDD_FR1_N
	
	
	-110.5

	SS-SINR Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	0
	-5.46

	
	NR_FDD_FR1_B
	
	
	

	
	NR_TDD_FR1_C
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	

	
	NR_FDD_FR1_F
	
	
	

	
	NR_FDD_FR1_G
	
	
	

	
	NR_FDD_FR1_H
	
	
	

	
	NR_FDD_FR1_N
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.5
	-85.51

	
	
	NR_FDD_FR1_B
	
	
	-85.01

	
	
	NR_TDD_FR1_C
	
	
	-84.51

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-84.01

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-83.51

	
	
	NR_FDD_FR1_F
	
	
	-83.01

	
	
	NR_FDD_FR1_G
	
	
	-82.51

	
	
	NR_FDD_FR1_H
	
	
	-82.01

	
	
	NR_FDD_FR1_N
	
	
	-79.01

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	-51.41
	-79.41

	
	
	NR_FDD_FR1_B
	
	
	-78.91

	
	
	NR_TDD_FR1_C
	
	
	-78.41

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-77.91

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-77.41

	
	
	NR_FDD_FR1_F
	
	
	-76.91

	
	
	NR_FDD_FR1_G
	
	
	-76.41

	
	
	NR_FDD_FR1_H
	
	
	-75.91

	
	
	NR_FDD_FR1_N
	
	
	-72.91

	Propagation condition
	-
	AWGN
	AWGN

	Antenna configuration
	-
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.13.4.3.1.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1.31.1.1.

A.13.4.4	L1-RSRP measurement for beam reporting with CCA serving cell
A.13.4.4.1	SSB based L1-RSRP measurement
A.13.4.4.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1.33.1 for L1-RSRP measurements based on SSB with the testing configurations for NR cells in Table A.13.4.4.1.1-1. 
Table A.13.4.4.1.1-1: Applicable NR configurations for FR1 SSB based L1-RSRP test
	Config
	Description

	1
	Without CCA: 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode
With CCA: 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	2
	Without CCA: 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode
With CCA: 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	3
	Without CCA: 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode
With CCA: 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



A.13.4.4.1.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) and a SCell under CCA (Cell2). Cell 2 operates on a carrier frequency with CCA and transmits SSBs in DBT window according to DL CCA model. 
Two sub-tests (Test 1 and Test 2) are provided with different Noc  on Cell 2. The test parameters for the Cell 1 and Cell 2 are given in Table A.13.4.4.1.2-1 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.13.4.4.1.2-1.
The same test is applicable for UE supporting any one or both semi-static channel access or dynamic channel access and for network configuring any of semi-static channel occupancy or dynamic channel occupancy.
There is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources. On Cell 2, UE is configured to perform L1-RSRP measurement based on the SSB resources 0 and 1.
Table A.13.4.4.1.2-1: FR1 SSB based L1-RSRP test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Active PCell/SCell Configuration
	1~3
	
	PCell
	SCell
	PCell
	SCell

	SSB GSCN
	1~3
	
	freq1
	freq2
	freq1
	freq2

	DL CCA model
	1~3
	
	N/A
	As specifieed in A.3.20.2.1
	N/A
	As specifieed in A.3.20.2.1

	UL CCA model
	1~3
	
	N/A
	As specified in A.3.20.2.2
	N/A
	As specified in A.3.20.2.2

	Duplex mode
	1
	
	FDD
	TDD
	FDD
	TDD

	
	2,3
	
	TDD
	
	TDD
	

	TDD configuration
	1
	
	N/A
	TDDConf.1.1 CCA
	N/A
	TDDConf.1.1 CCA

	
	2
	
	TDDConf.1.1
	
	TDDConf.1.1
	

	
	3
	
	TDDConf.2.1
	
	TDDConf.2.1
	

	BWchannel
	1
	MHz
	10: NRB,c = 52
	40: NRB,c = 106
	10: NRB,c = 52
	40: NRB,c = 106

	
	2
	
	10: NRB,c = 52
	
	10: NRB,c = 52
	

	
	3
	
	40: NRB,c = 106
	
	40: NRB,c = 106
	

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	SR.1.1 CCA
	SR.1.1 FDD
	SR.1.1 CCA

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 TDD
	
	SR.2.1 TDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	CR.1.1 CCA
	CR.1.1 FDD
	CR.1.1 CCA

	
	2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	CCR.1.1 CCA
	CCR.1.1 FDD
	CCR.1.1 CCA

	
	2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	SSB configuration for Semi-static channel access
	1
	
	SSB.3 FR1
	SSB.3 CCA
	SSB.3 FR1
	SSB.3 CCA

	
	2
	
	SSB.3 FR1
	
	SSB.3 FR1
	

	
	3
	
	SSB.4 FR1
	
	SSB.4 FR1
	

	SSB configuration for Dynamic channel access
	1
	
	SSB.3 FR1
	SSB.4 CCA
	SSB.3 FR1
	SSB.4 CCA

	
	2
	
	SSB.3 FR1
	
	SSB.3 FR1
	

	
	3
	
	SSB.4 FR1
	
	SSB.4 FR1
	

	TRS configuration
	1
	
	TRS.1.1 FDD
	TRS.1.2 TDD
	TRS.1.1 FDD
	TRS.1.2 TDD

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1~3
	
	SMTC.1
	N/A
	SMTC.1
	N/A

	DBT Window Configuration
	1~3
	
	N/A
	DBT.1
	N/A
	DBT.1

	reportConfigType
	1~3
	
	periodic
	periodic

	reportQuantity
	1~3
	
	ssb-Index-RSRP
	ssb-Index-RSRP

	Number of reported RS
	1~3
	
	2
	2

	L1-RSRP reporting period
	1~3
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/15kHz
	-94.65
	-94.65
	-

	
	NR_FDD_FR1_B
	
	
	
	
	-

	
	NR_TDD_FR1_C
	
	
	
	
	-

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-

	
	NR_FDD_FR1_F
	
	
	
	
	-

	
	NR_FDD_FR1_G
	
	
	
	
	-

	
	NR_FDD_FR1_H
	
	
	
	
	-

	
	NR_FDD_FR1_N
	
	
	
	
	-

	
	NR_TDD_FR1_I
	
	
	
	-
	-113

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/SSB SCS
	-91.65
	-91.65
	-

	
	NR_FDD_FR1_B
	
	
	
	
	-

	
	NR_TDD_FR1_C
	
	
	
	
	-

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-

	
	NR_FDD_FR1_F
	
	
	
	
	-

	
	NR_FDD_FR1_G
	
	
	
	
	-

	
	NR_FDD_FR1_H
	
	
	
	
	-

	
	NR_FDD_FR1_N
	
	
	
	
	-

	
	NR_TDD_FR1_I
	
	
	
	-
	-110

	[image: ]
	1~3
	dB
	10
	10
	-3

	SS-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/SCS
	-81.65
	-81.65
	-

	
	NR_FDD_FR1_B
	
	
	
	
	-

	
	NR_TDD_FR1_C
	
	
	
	
	-

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-

	
	NR_FDD_FR1_F
	
	
	
	
	-

	
	NR_FDD_FR1_G
	
	
	
	
	-

	
	NR_FDD_FR1_H
	
	
	
	
	-

	
	NR_FDD_FR1_N
	
	
	
	
	-

	
	NR_TDD_FR1_I
	
	
	
	-
	-113

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/
38.16MHz
	-50.19
	-50.19
	-

	
	NR_FDD_FR1_B
	
	
	
	
	-

	
	NR_TDD_FR1_C
	
	
	
	
	-

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-

	
	NR_FDD_FR1_F
	
	
	
	
	-

	
	NR_FDD_FR1_G
	
	
	
	
	-

	
	NR_FDD_FR1_H
	
	
	
	
	-

	
	NR_FDD_FR1_N
	
	
	
	
	-

	
	NR_TDD_FR1_I
	
	
	
	-
	-77.19

	[image: ]
	1~3
	dB
	10
	10
	-3

	Propagation condition
	1~3
	
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.13.4.4.1.3	Test Requirements
In both Test 1 and Test 2, the L1-RSRP measurement accuracy for SSB#0 and SSB#1 of Cell 2 shall fulfil the requirements in clauses 10.1.33.1.

<end of the change8>

<start of the change9>
A.14.6.4	L1-RSRP measurement for beam reporting
A.14.6.4.1	SSB based L1-RSRP measurement
A.14.6.4.1.1	Test Purpose and Environment
The purpose of this test is to verify that the L1-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clause 9.5C.4 and clause 10.1.19C.1 for L1-RSRP measurements based on SSB with the testing configurations for NR cells in Table A.14.6.4.1.1-1.
Table A.14.6.4.1.1-1: Applicable NR configurations for FR1 SSB based L1-RSRP test
	Configuration
	Description

	1
	GSO, NR FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	2
	NGSO, NR FDD, SSB SCS 15 kHz, data SCS 15 kHz, BW 10 MHz

	Note:	The UE is only required to be tested in one of the supported test configurations 



A.14.6.4.1.2	Test parameters
In this set of test cases there one cell in the test, PCell (Cell 1). The test parameters for the Cell 1 are given in Table A.14.6.4.1.2-1 below. The absolute and relative accuracy of L1-RSRP measurements are tested by using the parameters in Table A.14.6.4.1.2-1.
There is no measurement gap configured in the test. Before the test, UE is configured one SSB resource set with two SSB resources. UE is configured to perform RLM, BFD and L1-RSRP measurement based on the SSB resources 0 and 1.
Table A.14.6.4.1.2-1: FR1 SSB based L1-RSRP test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	SSB GSCN
	1, 2
	
	freq1
	freq1

	Duplex mode
	1, 2
	
	FDD
	FDD

	TDD Configuration
	1, 2
	
	N/A
	N/A

	BWchannel
	1, 2
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	PDSCH Reference measurement channel
	1, 2
	
	SR.1.1 FDD
	SR.1.1 FDD

	RMSI CORESET Reference Channel
	1, 2
	
	CR.1.1 FDD
	CR.1.1 FDD

	Dedicated CORESET Reference Channel
	1, 2
	
	CCR.1.1 FDD
	CCR.1.1 FDD

	SSB configuration
	1, 2
	
	SSB.3 FR1
	SSB.3 FR1

	OCNG Patterns
	1, 2
	
	OP.1
	OP.1

	Initial BWP Configuration
	1, 2
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	TRS configuration
	1, 2
	
	TRS.1.1 FDD
	TRS.1.1 FDD

	Dedicated BWP configuration
	1, 2
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	SMTC configuration
	1, 2
	
	SMTC.1
	SMTC.1

	reportConfigType
	1, 2
	
	periodic
	periodic

	reportQuantity
	1, 2
	
	ssb-Index-RSRP
	ssb-Index-RSRP

	Number of reported RS
	1, 2
	
	2
	2

	L1-RSRP reporting period
	1, 2
	
	slot80
	slot80

	EPRE ratio of PSS to SSS
	1, 2
	dB
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	

	[image: ]Note2

	NR_FDD_SAB_FR1_A 
	1, 2
	dBm/15kHz
	-94.65
	-117

	
	NR_FDD_SAB_FR1_B
	
	
	
	-116.5

	
	NR_FDD_SAB_FR1_C
	
	
	
	-116

	
	NR_FDD_SAB_FR1_D NR_FDD_SAB_FR1_E
	
	
	
	-115.5

	
	NR_FDD_SAB_FR1_F NR_FDD_SAB_FR1_G
	
	
	
	-115

	
	NR_FDD_SAB_FR1_H
	
	
	
	-114.5

	
	NR_FDD_SAB_FR1_I
	
	
	
	-114

	
	NR_FDD_SAB_FR1_J
	
	
	
	-113.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1, 2
	dBm/SSB SCS
	-94.65
	-117

	
	NR_FDD_FR1_B
	
	
	
	-116.5

	
	NR_TDD_FR1_C
	
	
	
	-116

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115

	
	NR_FDD_FR1_F
	
	
	
	-114.5

	
	NR_FDD_FR1_G
	
	
	
	-114

	
	NR_FDD_FR1_H
	
	
	
	-113.5

	
	NR_FDD_FR1_N
	
	
	
	-110.5

	[image: ]
	1, 2
	dB
	10
	-3

	SSB RSRP Note3
	NR_FDD_SAB_FR1_A 
	1, 2
	dBm/SSB SCS
	-84.65
	-120

	
	NR_FDD_SAB_FR1_B
	
	
	
	-119.5

	
	NR_FDD_SAB_FR1_C
	
	
	
	-119

	
	NR_FDD_SAB_FR1_D NR_FDD_SAB_FR1_E
	
	
	
	-118.5

	
	NR_FDD_SAB_FR1_F NR_FDD_SAB_FR1_G
	
	
	
	-118

	
	NR_FDD_SAB_FR1_H
	
	
	
	-117.5

	
	NR_FDD_SAB_FR1_I
	
	
	
	-117

	
	NR_FDD_SAB_FR1_J
	
	
	
	-116.5

	Io Note3
	NR_FDD_SAB_FR1_A 
	1, 2
	dBm/9.36 MHz

	-56.28
	-87.28

	
	NR_FDD_SAB_FR1_B
	
	
	
	-86.78

	
	NR_FDD_SAB_FR1_C
	
	
	
	-86.28

	
	NR_FDD_SAB_FR1_D NR_FDD_SAB_FR1_E
	
	
	
	-85.78

	
	NR_FDD_SAB_FR1_F NR_FDD_SAB_FR1_G
	
	
	
	-85.28

	
	NR_FDD_SAB_FR1_H
	
	
	
	-84.78

	
	NR_FDD_SAB_FR1_I
	
	
	
	-84.28

	
	NR_FDD_SAB_FR1_J
	
	
	
	-83.78

	[image: ]
	1, 2
	dB
	10
	-3

	Propagation condition
	1, 2
	
	AWGN
	AWGN

	Antenna configuration
	1, 2
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.



A.14.6.4.1.3	Test Requirements
The L1-RSRP measurement accuracy for SSB#0 and SSB#1 of Cell 2 shall fulfil the requirements in clauses 10.1.19C.1.

<end of the change9>

<start of the change10>
A.16.7	Measurement Performance requirements for RedCap
A.16.7.1	SS-RSRP
A.16.7.1.1	SA: intra-frequency case measurement accuracy with FR1 serving cell and FR1 target cell for 1 Rx UE
A.16.7.1.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1A.2.1 and 10.1A.2.2 for intra-frequency measurements for 1RX RedCap UE.
A.16.7.1.1.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.16.7.1.1.2-1. Both absolute and relative accuracy of SS-RSRP intra-frequency measurements are tested by using the parameters in A.16.7.1.1.2-2. In all test cases, Cell 1 is the PCell, and Cell 2 is the target cell.
Table A.16.7.1.1.2-1: SS-RSRP Intra frequency SS-RSRP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.16.7.1.1.2-2: SS-RSRP Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	
	Config 4
	
	HD-FDD

	TDD configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	BWP BW
	Config 1, 4
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1, 4
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1, 4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1, 4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	SSB configuration
	Config 1, 4
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1
	SSB. 1 RedCap FR1
	SSB. 1 RedCap FR1
	SSB. 1 RedCap FR1
	SSB.1 RedCap FR1
	SSB.1 RedCap FR1

	Time offset with Cell 1
	Config 1, 4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1, 4
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15KhZ
	-106
	-88
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-94
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2,4
	dBm/SCS
	-106
	-88
	Same as Noc/15kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-91
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	2.46
	-5.97
	2.46
	-5.97
	-0.01
	-4.76

	

	dB
	6
	1
	6
	1
	3
	0

	SS-RSRPNote3
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-100
	-105
	-82
	-87
	-111.00
	-114.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-110.50
	-113.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-110.00
	-113.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-109.50
	-112.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-109.00
	-112.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-108.50
	-111.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-108.00
	-111.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-104.50
	-107.50

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	Not applicableNote 5
	-85
	-90
	-108.00
	-111.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-107.00
	-110.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-106.50
	-109.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-106.00
	-109.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-105.50
	-108.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-105.00
	-108.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-104.50
	-107.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-101.50
	-104.50

	IoNote3
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-70.09
	-52.09
	-80.03

	
	
	NR_FDD_FR1_B
	
	
	
	-79.53

	
	
	NR_TDD_FR1_C
	
	
	
	-79.03

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-78.53

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-78.03

	
	
	NR_FDD_FR1_F
	
	
	
	-77.53

	
	
	NR_FDD_FR1_G
	
	
	
	-77.03

	
	
	NR_FDD_FR1_H
	
	
	
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-73.53

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	Not applicableNote 5-
	-55.18
	-77.12

	
	
	NR_FDD_FR1_B
	
	
	
	-76.62

	
	
	NR_TDD_FR1_C
	
	
	
	-76.12

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-75.62

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-75.12

	
	
	NR_FDD_FR1_F
	
	
	
	-74.62

	
	
	NR_FDD_FR1_G
	
	
	
	-74.1274.12

	
	
	NR_FDD_FR1_H
	
	
	
	-73.6273.62

	
	
	NR_FDD_FR1_N
	
	
	
	-70.62

	Propagation condition
	-
	AWGN

	Antenna configuration
	
	1x1

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Subtest 1 is not used when testing with 30kHz SSB SCS.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.16.7.1.1.3	Test Requirements
The SS-RSRP measurement accuracy for cell 1 and cell 2 shall fulfil absolute requirement in clause 10.1A.2.1 and relative requirement in clause 10.1A.2.2 for 1RX RedCap UE. 
A.16.7.1.2	SA: intra-frequency case measurement accuracy with FR1 serving cell and FR1 target cell for 2Rx UE
A.16.7.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1A.2.1 and 10.1A.2.2 for intra-frequency measurements for 2RX RedCap UE.
A.16.7.1.2.2	Test parameters
In this set of test cases all cells are on the same carrier frequency. Supported test configurations are shown in table A.16.7.1.2.2-1. Both absolute and relative accuracy of SS-RSRP intra-frequency measurements are tested by using the parameters in A.16.7.1.2.2-2. In all test cases, Cell 1 is the PCell, and Cell 2 is the target cell.
Table A.16.7.1.2.2-1: SS-RSRP Intra frequency SS-RSRP supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	 NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.16.7.1.2.2-2: SS-RSRP Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	Cell ID
	
	489
	0
	489
	0
	489
	0

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	
	Config 4
	
	HD-FDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	BWP BW
	Config 1,4
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA
	TRS.1.1 FDD
	NA

	
	Config 2
	
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA
	TRS.1.1 TDD
	NA

	
	Config 3
	
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA
	TRS.1.2 TDD
	NA

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Control channel RMC
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	SSB configuration
	Config 1,4
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 2
	
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1
	SSB. 1 RedCap FR1
	SSB. 1 RedCap FR1
	SSB. 1 RedCap FR1
	SSB.1 RedCap FR1
	SSB.1 RedCap FR1

	Time offset with Cell 1
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	OCNG Patterns
	
	OCNG pattern 1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15KhZ
	-106
	-88
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-94
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2,4
	dBm/SCS
	-106
	-88
	Same as Noc/15kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	-91
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	2.46
	-5.97
	2.46
	-5.97
	-0.01
	-4.76

	

	dB
	6
	1
	6
	1
	3
	0

	SS-RSRPNote3
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-100
	-105
	-82
	-87
	-111.00
	-114.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-110.50
	-113.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-110.00
	-113.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-109.50
	-112.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-109.00
	-112.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-108.50
	-111.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-108.00
	-111.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-104.50
	-107.50

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	Not applicableNote 5
	Not applicableNote 5
	-85
	-90
	-108.00
	-111.00

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-107.50
	-110.50

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-107.00
	-110.00

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-106.50
	-109.50

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-106.00
	-109.00

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-105.50
	-108.50

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-105.00
	-108.00

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-104.50
	-107.50

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-101.50
	-104.50

	IoNote3
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-70.09
	-52.09
	-80.03

	
	
	NR_FDD_FR1_B
	
	
	
	-79.53

	
	
	NR_TDD_FR1_C
	
	
	
	-79.03

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-78.53

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-78.03

	
	
	NR_FDD_FR1_F
	
	
	
	-77.53

	
	
	NR_FDD_FR1_G
	
	
	
	-77.03

	
	
	NR_FDD_FR1_H
	
	
	
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-73.53

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
38.16MHz
	Not applicableNote 5-
	-55.18
	-77.12

	
	
	NR_FDD_FR1_B
	
	
	
	-76.62

	
	
	NR_TDD_FR1_C
	
	
	
	-76.12

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-75.62

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-75.12

	
	
	NR_FDD_FR1_F
	
	
	
	-74.62

	
	
	NR_FDD_FR1_G
	
	
	
	-74.12

	
	
	NR_FDD_FR1_H
	
	
	
	-73.62

	
	
	NR_FDD_FR1_N
	
	
	
	-70.62

	Propagation condition
	-
	AWGN

	Antenna configuration
	
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Subtest 1 is not used when testing with 30kHz SSB SCS.
Note 6:	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



A.16.7.1.2.3	Test Requirements
The SS-RSRP measurement accuracy for cell 1 and cell 2 shall fulfil absolute requirement in clause 10.1A.2.1 and relative requirement in clause 10.1A.2.2 for 2RX RedCap UE. 
A.16.7.1.3	SA inter-frequency case measurement accuracy with FR1 serving cell and FR1 target cell for 1 Rx UE
A.16.7.1.3.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1A.4.1.1 and 10.1A.4.1.2 for inter-frequency measurements with the testing configurations for NR cells in Table A.16.7.1.3.1-1.
Table A.16.7.1.3.11: Applicable NR configurations for FR1 inter-frequency SS-RSRP accuracy test
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.16.7.1.3.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) and a FR1 neighbour cell (Cell 2) on a different frequency than the PCell. The test parameters for the Cell 1 and Cell 2 are given in Table A.16.7.1.3.2-1 below. Both absolute and relative accuracy of RSRP inter-frequency measurements is tested by using the parameters in Table A.16.7.1.3.2-1. The inter-frequency measurements are supported by a measurement gap.
Table A.16.7.1.3.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~4
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	20: NRB,c = 51
	20: NRB,c = 51

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	
	4
	
	HD-FDD
	HD-FDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.1 RedCap FR1
	SSB.1 RedCap FR1

	OCNG Patterns
	1~4
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 1
	1,4
	ms
	-
	3
	-
	3

	
	2,3
	s
	-
	3
	-
	3

	SMTC configuration
	1,4
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	EPRE ratio of PSS to SSS
	1~4
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~4
	dBm/15kHz
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2,4
	dBm/SSB SCS
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-91.65
	
( for Channel 2 +8dB)
	-112.00

	
	NR_FDD_FR1_B
	
	
	
	
	-111.50

	
	NR_TDD_FR1_C
	
	
	
	
	-111.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-110.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-110.00

	
	NR_FDD_FR1_F
	
	
	
	
	-109.50

	
	NR_FDD_FR1_G
	
	
	
	
	-109.00

	
	NR_FDD_FR1_H
	
	
	
	
	-108.50

	
	NR_FDD_FR1_N
	
	
	
	
	-105.50

	[image: ]
	1~4
	dB
	10
	10
	13
	-3

	SS-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2,4
	dBm/SCS
	-84.65
	(RSRP for Cell 2 +25dB)
	-118.00

	
	NR_FDD_FR1_B
	
	
	
	
	-117.50

	
	NR_TDD_FR1_C
	
	
	
	
	-117.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-116.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-116.00

	
	NR_FDD_FR1_F
	
	
	
	
	-115.50

	
	NR_FDD_FR1_G
	
	
	
	
	-115.00

	
	NR_FDD_FR1_H
	
	
	
	
	-114.50

	
	NR_FDD_FR1_N
	
	
	
	
	-111.50

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-84.65
	(RSRP for Cell 2 +25dB)
	-115.00

	
	NR_FDD_FR1_B
	
	
	
	
	-114.50

	
	NR_TDD_FR1_C
	
	
	
	
	-114.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113.00

	
	NR_FDD_FR1_F
	
	
	
	
	-112.50

	
	NR_FDD_FR1_G
	
	
	
	
	-112.00

	
	NR_FDD_FR1_H
	
	
	
	
	-111.50

	
	NR_FDD_FR1_N
	
	
	
	
	-108.50

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2,4
	dBm/
9.36MHz
	-56.28
	(Io for Channel 2 +19.75dB)
	-85.28

	
	NR_FDD_FR1_B
	
	
	
	
	-84.78

	
	NR_TDD_FR1_C
	
	
	
	
	-84.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-83.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-83.28

	
	NR_FDD_FR1_F
	
	
	
	
	-82.78

	
	NR_FDD_FR1_G
	
	
	
	
	-82.28

	
	NR_FDD_FR1_H
	
	
	
	
	-81.78

	
	NR_FDD_FR1_N
	
	
	
	
	-78.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	dBm/
18.36MHz
	-53.33
	(Io for Channel 2 +19.75dB)
	-82.35

	
	NR_FDD_FR1_B
	
	
	
	
	-81.85

	
	NR_TDD_FR1_C
	
	
	
	
	-81.35

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-80.85

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-80.35

	
	NR_FDD_FR1_F
	
	
	
	
	-79.85

	
	NR_FDD_FR1_G
	
	
	
	
	-79.35

	
	NR_FDD_FR1_H
	
	
	
	
	-78.85

	
	NR_FDD_FR1_N
	
	
	
	
	-75.85

	[image: ]
	1~4
	dB
	10
	10
	13
	-3

	Propagation condition
	1~4
	-
	AWGN
	AWGN

	Antenna configuration
	1~4
	
	1x1 low
	1x1 low

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.1.3.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 1 and Cell 2 shall fulfil the absolute requirement in clause 10.1A.4.1.1 and relative requirement in clause 10.1A.4.1.2.

A.16.7.1.4	SA inter-frequency case measurement accuracy with FR1 serving cell and FR1 target cell for 2 Rx UE
A.16.7.1.4.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1A.4.1.1 and 10.1A.4.1.2 for inter-frequency measurements with the testing configurations for NR cells in Table A.16.7.1.4.1-1.
Table A.16.7.1.4.1-1: Applicable NR configurations for FR1 inter-frequency SS-RSRP accuracy test
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.16.7.1.4.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) and a FR1 neighbour cell (Cell 2) on a different frequency than the PCell. The test parameters for the Cell 1 and Cell 2 are given in Table A.16.7.1.4.1-1 below. Both absolute and relative accuracy of RSRP inter-frequency measurements is tested by using the parameters in Table A.16.7.1.4.11. The inter-frequency measurements are supported by a measurement gap.
Table A.16.7.1.4.1-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~4
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	20: NRB,c = 51
	20: NRB,c = 51

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	
	4
	
	HD-FDD
	HD-FDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.1 RedCap FR1
	SSB.1 RedCap FR1

	OCNG Patterns
	1~4
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~4
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~4
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 1
	1,4
	ms
	-
	3
	-
	3

	
	2,3
	s
	-
	3
	-
	3

	SMTC configuration
	1,4
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	EPRE ratio of PSS to SSS
	1~4
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~4
	dBm/15kHz
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2,4
	dBm/SSB SCS
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_N
	
	
	
	
	-108.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-91.65
	
( for Channel 2 +8dB)
	-112.00

	
	NR_FDD_FR1_B
	
	
	
	
	-111.50

	
	NR_TDD_FR1_C
	
	
	
	
	-111.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-110.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-110.00

	
	NR_FDD_FR1_F
	
	
	
	
	-109.50

	
	NR_FDD_FR1_G
	
	
	
	
	-109.00

	
	NR_FDD_FR1_H
	
	
	
	
	-108.50

	
	NR_FDD_FR1_N
	
	
	
	
	-105.50

	[image: ]
	1~4
	dB
	10
	10
	13
	-3

	SS-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2,4
	dBm/SCS
	-84.65
	(RSRP for Cell 2 +25dB)
	-118.00

	
	NR_FDD_FR1_B
	
	
	
	
	-117.50

	
	NR_TDD_FR1_C
	
	
	
	
	-117.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-116.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-116.00

	
	NR_FDD_FR1_F
	
	
	
	
	-115.50

	
	NR_FDD_FR1_G
	
	
	
	
	-115.00

	
	NR_FDD_FR1_H
	
	
	
	
	-114.50

	
	NR_FDD_FR1_N
	
	
	
	
	-111.50

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-84.65
	(RSRP for Cell 2 +25dB)
	-115.00

	
	NR_FDD_FR1_B
	
	
	
	
	-114.50

	
	NR_TDD_FR1_C
	
	
	
	
	-114.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113.00

	
	NR_FDD_FR1_F
	
	
	
	
	-112.50

	
	NR_FDD_FR1_G
	
	
	
	
	-112.00

	
	NR_FDD_FR1_H
	
	
	
	
	-111.50

	
	NR_FDD_FR1_N
	
	
	
	
	-108.50

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2,4
	dBm/
9.36MHz
	-56.28
	(Io for Channel 2 +19.75dB)
	-85.28

	
	NR_FDD_FR1_B
	
	
	
	
	-84.78

	
	NR_TDD_FR1_C
	
	
	
	
	-84.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-83.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-83.28

	
	NR_FDD_FR1_F
	
	
	
	
	-82.78

	
	NR_FDD_FR1_G
	
	
	
	
	-82.28

	
	NR_FDD_FR1_H
	
	
	
	
	-81.78

	
	NR_FDD_FR1_N
	
	
	
	
	-78.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	dBm/
18.36MHz
	-53.33
	(Io for Channel 2 +19.75dB)
	-82.35

	
	NR_FDD_FR1_B
	
	
	
	
	-81.85

	
	NR_TDD_FR1_C
	
	
	
	
	-81.35

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-80.85

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-80.35

	
	NR_FDD_FR1_F
	
	
	
	
	-79.85

	
	NR_FDD_FR1_G
	
	
	
	
	-79.35

	
	NR_FDD_FR1_H
	
	
	
	
	-78.85

	
	NR_FDD_FR1_N
	
	
	
	
	-75.85

	[image: ]
	1~4
	dB
	10
	10
	13
	-3

	Propagation condition
	1~4
	-
	AWGN
	AWGN

	Antenna configuration
	1~4
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.1.4.3	Test Requirements
The SS-RSRP measurement accuracy for Cell 1 and Cell 2 shall fulfil the absolute requirement in clause 10.1A.4.1.1 and relative requirement in clause 10.1A.4.1.2.

A.16.7.2	SS-RSRQ
A.16.7.2.1	SA: Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell for 1 Rx UE
A.16.7.2.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1A.6.
A.16.7.2.1.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.16.7.2.1.2-1. The absolute accuracy of SS-RSRQ intra-frequency measurement is tested by using the parameters in Table A.16.7.2.1.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is the target cell. 
Table A.16.7.2.1.2-1: SS-RSRQ Intra frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.16.7.2.1.2-2: SS-RSRQ Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	
	Config 4
	
	HD-FDD

	TDD configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	Gap Pattern ID
	
	
	0

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1, 4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Control Channel RMC
	Config 1, 4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	TRS Configuration 
	Config 1, 4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OP. 1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	SSB configuration
	Config 1,2,4
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	CSI-RS for tracking
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-91
	-
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-85
	-101
	-114
-113.5
-113
-112.5
-112
-111.5
-111
-110.5

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-88
	-
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	-1.76
	-4.7
	-5..46
	-5.46

	

	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-82
	-82
	-103.9
	-103.9
	-118
	-118

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-117.5
	-117.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_E, 
NR_TDD_FR1_E
	
	
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-111.5
	-111.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85
	-85
	-
	-
	-115
	-115

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-112
	-112

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-111.5
	-111.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-108.5
	-108.5

	SS-RSRQ Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-50
	-70
	-83.5

	
	
	NR_FDD_FR1_B
	
	
	
	-83

	
	
	NR_TDD_FR1_C
	
	
	
	-82.5

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-82

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-81.5

	
	
	NR_FDD_FR1_F
	
	
	
	-81

	
	
	NR_FDD_FR1_G
	
	
	
	-80.5

	
	
	NR_FDD_FR1_H
	
	
	
	-80

	
	
	NR_FDD_FR1_N
	
	
	
	-77

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
18.36MHz
	-50
	-
	-80.6

	
	
	NR_FDD_FR1_B
	
	
	
	-80.1

	
	
	NR_TDD_FR1_C
	
	
	
	-79.6

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.1

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-78.6

	
	
	NR_FDD_FR1_F
	
	
	
	-78.1

	
	
	NR_FDD_FR1_G
	
	
	
	-77.6

	
	
	NR_FDD_FR1_H
	
	
	
	-77.1

	
	
	NR_FDD_FR1_N
	
	
	
	-74.1

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x1
	1x1
	1x1
	1x1
	1x1
	1x1

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.2.1.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1A.6.

A.16.7.2.2	SA: Intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell for 2 Rx UE
A.16.7.2.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1A.6.
A.16.7.2.2.2	Test Parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.16.7.2.2.2-1. The absolute accuracy of SS-RSRQ intra-frequency measurement is tested by using the parameters in Table A.16.7.2.2.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is the target cell. 
Table A.16.7.2.2.2-1: SS-RSRQ Intra frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30 kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.16.7.2.2.2-2: SS-RSRQ Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq1
	freq1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	
	Config 4
	
	HD-FDD

	TDD configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	Gap Pattern ID
	
	
	0

	BWP configuration
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1, 4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Control Channel RMC
	Config 1, 4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	TRS Configuration 
	Config 1, 4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OP. 1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	SSB configuration
	Config 1,2,4
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	CSI-RS for tracking
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-85
	-101
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-91
	-
	-114

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
Note2
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-85
	-101
	-114
-113.5
-113
-112.5
-112
-111.5
-111
-110.5

	
	
	NR_FDD_FR1_B
	
	
	
	-113.5

	
	
	NR_TDD_FR1_C
	
	
	
	-113

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-112.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-112

	
	
	NR_FDD_FR1_F
	
	
	
	-111.5

	
	
	NR_FDD_FR1_G
	
	
	
	-111

	
	
	NR_FDD_FR1_H
	
	
	
	-110.5

	
	
	NR_FDD_FR1_N
	
	
	
	-107.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-88
	-
	-111

	
	
	NR_FDD_FR1_B
	
	
	
	-110.5

	
	
	NR_TDD_FR1_C
	
	
	
	-110

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-109.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-109

	
	
	NR_FDD_FR1_F
	
	
	
	-108.5

	
	
	NR_FDD_FR1_G
	
	
	
	-108

	
	
	NR_FDD_FR1_H
	
	
	
	-107.5

	
	
	NR_FDD_FR1_N
	
	
	
	-104.5

	

	dB
	-1.76
	-4.7
	-5..46
	-5.46

	

	dB
	3
	3
	-2.9
	-2.9
	-4
	-4

	SS-RSRPNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-82
	-82
	-103.9
	-103.9
	-118
	-118

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-117.5
	-117.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_E, 
NR_TDD_FR1_E
	
	
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-111.5
	-111.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85
	-85
	-
	-
	-115
	-115

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-114.5
	-114.5

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	-113
	-113

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-112.5
	-112.5

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-112
	-112

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-111.5
	-111.5

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-108.5
	-108.5

	SS-RSRQ Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.34
	-17.34

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-50
	-70
	-83.5

	
	
	NR_FDD_FR1_B
	
	
	
	-83

	
	
	NR_TDD_FR1_C
	
	
	
	-82.5

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-82

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-81.5

	
	
	NR_FDD_FR1_F
	
	
	
	-81

	
	
	NR_FDD_FR1_G
	
	
	
	-80.5

	
	
	NR_FDD_FR1_H
	
	
	
	-80

	
	
	NR_FDD_FR1_N
	
	
	
	-77

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
18.36MHz
	-50
	-
	-80.6

	
	
	NR_FDD_FR1_B
	
	
	
	-80.1

	
	
	NR_TDD_FR1_C
	
	
	
	-79.6

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-79.1

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-78.6

	
	
	NR_FDD_FR1_F
	
	
	
	-78.1

	
	
	NR_FDD_FR1_G
	
	
	
	-77.6

	
	
	NR_FDD_FR1_H
	
	
	
	-77.1

	
	
	NR_FDD_FR1_N
	
	
	
	-74.1

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.2.2.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1A.6.

A.16.7.2.3	SA Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell for 1 Rx UE
A.16.7.2.3.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1A.8.1.1 and 10.1A.8.1.2.
A.16.7.2.3.2	Test parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.16.7.2.3.2-1. Both absolute accuracy and relative accuracy requirements of SS-RSRQ inter-frequency measurement are tested by using test parameters in Table A.16.7.2.3.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is target cell.
Table A.16.7.2.3.2-1: SS-RSRQ Inter frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.16.7.2.3.22-2: SS-RSRQ Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	Gap pattern ID
	Config 1,2,3,4
	
	0

	BWP BW
	Config 1,4
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	R.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	TRS Configuration 
	Config 1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OCNG pattern 1

	Time offset with Cell 1
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC pattern 2

	
	Config 2,3
	
	SMTC pattern 1

	 SSB configuration
	Config 1,2,4
	
	SSB pattern 1 in FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	CSI-RS for tracking
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-80.18
	-106
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
Note2
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-86.27
	-113
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
Note2
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-80.18
	-106
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-83.27
	-110
	-113

	
	
	NR_FDD_FR1_B
	
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	
	-112

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-111.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	
	-106.5

	

	dB
	-1.75
	-1.75
	3
	-1.75

	

	dB
	-1.75
	-1.75
	3
	-1.75

	SS-RSRPNote3
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-81.93
	-81.93
	-107.75
	-107.75
	-113
	-117.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-112.5
	-117.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-112
	-116.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-111.5
	-116.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-111
	-115.75

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-110.5
	-115.2

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-110
	-114.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-106.5
	-111.25

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-85.02
	-85.02
	-111.75
	-111.75
	-110
	-114.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-109
	-113.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-108.5
	-113.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-108
	-112.75

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-107.5
	-112.2

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-107
	-111.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-106.5
	-111.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-103.5
	-108.25

	SS-RSRQNote3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dB
	-14.77
	-14.77
	-40.59
	-40.59
	12.56T
	14.76T

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-50
	-75.83
	-83.28
	-85.83

	
	
	NR_FDD_FR1_B
	
	
	
	-82.78
	-85.33

	
	
	NR_TDD_FR1_C
	
	
	
	-82.28
	-84.83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-81.78
	-84.33

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-81.28
	-83.83

	
	
	NR_FDD_FR1_F
	
	
	
	-80.78
	-83.33

	
	
	NR_FDD_FR1_G
	
	
	
	-80.28
	-82.83

	
	
	NR_FDD_FR1_H
	
	
	
	-79.78
	-82.33

	
	
	NR_FDD_FR1_N
	
	
	
	-76.78
	-79.33

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-50
	-76.73
	-77.19
	-79.73

	
	
	NR_FDD_FR1_B
	
	
	
	-76.69
	-79.23

	
	
	NR_TDD_FR1_C
	
	
	
	-76.19
	-78.73

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-75.69
	-78.23

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-75.19
	-77.73

	
	
	NR_FDD_FR1_F
	
	
	
	-74.69
	-77.23

	
	
	NR_FDD_FR1_G
	
	
	
	-74.19
	-76.73

	
	
	NR_FDD_FR1_H
	
	
	
	-73.69
	-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-70.69
	-73.53

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x1
	1x1
	1x1
	1x1
	1x1
	1x1

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.2.3.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1A.8.1.1 and 10.1A.8.1.2.

A.16.7.2.4	SA Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell for 2 Rx UE
A.16.7.2.4.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRQ measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1A.8.1.1 and 10.1A.8.1.2.
A.16.7.2.4.2	Test parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.16.7.2.4.2-1. Both absolute accuracy and relative accuracy requirements of SS-RSRQ inter-frequency measurement are tested by using test parameters in Table A.16.7.2.4.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is target cell.
Table A.16.7.2.4.2-1: SS-RSRQ Inter frequency SS-RSRQ supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.16.7.2.4.2-2: SS-RSRQ Inter frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1,4
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	Gap pattern ID
	Config 1,2,3,4
	
	0

	BWP BW
	Config 1,4
	
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	20: NRB,c = 51

	DRX Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3,6
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	R.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	TRS Configuration 
	Config 1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	OCNG Patterns
	
	OCNG pattern 1

	Time offset with Cell 1
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC pattern 2

	
	Config 2,3
	
	SMTC pattern 1

	 SSB configuration
	Config 1,2,4
	
	SSB pattern 1 in FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	CSI-RS for tracking
	Config 1,4
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-80.18
	-106
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
Note2
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-86.27
	-113
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
Note2
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-80.18
	-106
	-116

	
	
	NR_FDD_FR1_B
	
	
	
	-115.5

	
	
	NR_TDD_FR1_C
	
	
	
	-115

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-114.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114

	
	
	NR_FDD_FR1_F
	
	
	
	-113.5

	
	
	NR_FDD_FR1_G
	
	
	
	-113

	
	
	NR_FDD_FR1_H
	
	
	
	-112.5

	
	
	NR_FDD_FR1_N
	
	
	
	-109.5

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-83.27
	-110
	-113

	
	
	NR_FDD_FR1_B
	
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	
	-112

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-111.5

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	
	-106.5

	

	dB
	-1.75
	-1.75
	3
	-1.75

	

	dB
	-1.75
	-1.75
	3
	-1.75

	SS-RSRPNote3
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-81.93
	-81.93
	-107.75
	-107.75
	-113
	-117.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-112.5
	-117.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-112
	-116.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-111.5
	-116.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-111
	-115.75

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-110.5
	-115.2

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-110
	-114.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-106.5
	-111.25

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-85.02
	-85.02
	-111.75
	-111.75
	-110
	-114.75

	
	
	NR_FDD_FR1_B
	
	
	
	
	
	-109.5
	-114.25

	
	
	NR_TDD_FR1_C
	
	
	
	
	
	-109
	-113.75

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	-108.5
	-113.25

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	-108
	-112.75

	
	
	NR_FDD_FR1_F
	
	
	
	
	
	-107.5
	-112.2

	
	
	NR_FDD_FR1_G
	
	
	
	
	
	-107
	-111.75

	
	
	NR_FDD_FR1_H
	
	
	
	
	
	-106.5
	-111.25

	
	
	NR_FDD_FR1_N
	
	
	
	
	
	-103.5
	-108.25

	SS-RSRQNote3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dB
	-14.77
	-14.77
	-40.59
	-40.59
	12.56T
	14.76T

	
	NR_FDD_FR1_B
	
	
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	
	
	

	IoNote3
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-50
	-75.83
	-83.28
	-85.83

	
	
	NR_FDD_FR1_B
	
	
	
	-82.78
	-85.33

	
	
	NR_TDD_FR1_C
	
	
	
	-82.28
	-84.83

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-81.78
	-84.33

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-81.28
	-83.83

	
	
	NR_FDD_FR1_F
	
	
	
	-80.78
	-83.33

	
	
	NR_FDD_FR1_G
	
	
	
	-80.28
	-82.83

	
	
	NR_FDD_FR1_H
	
	
	
	-79.78
	-82.33

	
	
	NR_FDD_FR1_N
	
	
	
	-76.78
	-79.33

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-50
	-76.73
	-77.19
	-79.73

	
	
	NR_FDD_FR1_B
	
	
	
	-76.69
	-79.23

	
	
	NR_TDD_FR1_C
	
	
	
	-76.19
	-78.73

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-75.69
	-78.23

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-75.19
	-77.73

	
	
	NR_FDD_FR1_F
	
	
	
	-74.69
	-77.23

	
	
	NR_FDD_FR1_G
	
	
	
	-74.19
	-76.73

	
	
	NR_FDD_FR1_H
	
	
	
	-73.69
	-76.23-76.53

	
	
	NR_FDD_FR1_N
	
	
	
	-70.69
	-73.23

	Propagation condition
	-
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN
	AWGN

	Antenna configuration
	
	1x2
	1x2
	1x2
	1x2
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRQ, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRQ, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.2.4.3	Test Requirements
The SS-RSRQ measurement accuracy shall fulfil the requirements in clause 10.1A.8.1.1 and 10.1A.8.1.2.


A.16.7.3	SS-SINR
A.16.7.3.1	SA intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell for 1 Rx UE
A.16.7.3.1.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1A.10.1.
A.16.7.3.1.2	Test parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.16.7.3.1.2-1. The absolute accuracy of SS-SINR intra-frequency measurement is tested by using the parameters in Table A.16.7.3.1.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is the target cell.
Table A.16.7.3.1.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.16.7.3.1.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	
	
	
	

	
	
	
	

	
	
	
	

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	
	
	

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	Time offset with Cell 1
	Config 1,4
	ms
	-
	3
	-
	3

	
	Config 2,3
	ms
	-
	3
	-
	3

	SSB configuration
	Config 1,2
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15

	
	Config 3
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-93
	-116

	
	NR_FDD_FR1_B
	
	
	-115.5

	
	NR_TDD_FR1_C
	
	
	-115

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-114.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-114

	
	NR_FDD_FR1_F
	
	
	-113.5

	
	NR_FDD_FR1_G
	
	
	-113

	
	NR_FDD_FR1_H
	
	
	-112.5

	
	NR_FDD_FR1_N
	
	
	-109.5

	
Note2
	Config 1,2,4
	dBm/SCS
	-93
	Same as Noc for 15 kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-90
	-113

	
	
	NR_FDD_FR1_B
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	-112

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-111.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	-106.5

	

	dB
	0
	-3.19
	-5.46
	-5.46

	

	dB
	4.54
	2.66
	-4
	-4

	SS-RSRPNote3
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-88.46
	-90.34
	-120
	-120

	
	
	NR_FDD_FR1_B
	
	
	
	-119.5
	-119.5

	
	
	NR_TDD_FR1_C
	
	
	
	-119
	-119

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5
	-118.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118
	-118

	
	
	NR_FDD_FR1_F
	
	
	
	-117.5
	-117.5

	
	
	NR_FDD_FR1_G
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_H
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_N
	
	
	
	-113.5
	-113.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85.46
	-87.34
	-117
	-117

	
	
	NR_FDD_FR1_B
	
	
	
	-116.5
	-116.5

	
	
	NR_TDD_FR1_C
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_F
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_G
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_H
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_N
	
	
	
	-110.5
	-110.5

	SS-SINR Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	0
	-3.19
	-5.46
	-5.46

	
	NR_FDD_FR1_B
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	

	IoNote3
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.5
	-85.51

	
	
	NR_FDD_FR1_B
	
	
	-85.01

	
	
	NR_TDD_FR1_C
	
	
	-84.51

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-84.01

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-83.51

	
	
	NR_FDD_FR1_F
	
	
	-83.01

	
	
	NR_FDD_FR1_G
	
	
	-82.51

	
	
	NR_FDD_FR1_H
	
	
	-82.01

	
	
	NR_FDD_FR1_N
	
	
	-79.01

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
18.36MHz
	-54.57
	-82.57

	
	
	NR_FDD_FR1_B
	
	
	-82.07

	
	
	NR_TDD_FR1_C
	
	
	-81.57

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-81.07

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-81.07

	
	
	NR_FDD_FR1_F
	
	
	-80.57

	
	
	NR_FDD_FR1_G
	
	
	-80.07

	
	
	NR_FDD_FR1_H
	
	
	-79.57

	
	
	NR_FDD_FR1_N
	
	
	-76.57

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x1

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.3.1.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1A.10.1.1 and 10.1A.10.1.2


A.16.7.3.2	SA intra-frequency measurement accuracy with FR1 serving cell and FR1 target cell for 2 Rx UE
A.16.7.3.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in clause 10.1A.10.1.
A.16.7.3.2.2	Test parameters
In this test case all cells are on the same carrier frequency. Supported test configuration are shown in Table A.16.7.3.2.2-1. The absolute accuracy of SS-SINR intra-frequency measurement is tested by using the parameters in Table A.16.7.3.2.22. In all test cases, Cell 1 is the PCell and Cell 2 is the target cell.
Table A.16.7.3.2.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.16.7.3.2.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq1

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	
	
	
	

	
	
	
	

	
	
	
	

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR.2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR.2.1 TDD
	
	CR.2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR.2.1 TDD
	
	CCR.2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	
	
	

	SMTC configuration
	Config 1,4
	
	SMTC.2

	
	Config 2,3
	
	SMTC.1

	Time offset with Cell 1
	Config 1,4
	ms
	-
	3
	-
	3

	
	Config 2,3
	ms
	-
	3
	-
	3

	SSB configuration
	Config 1,2,4
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15

	
	Config 3
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	
Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/15kHz
	-93
	-116

	
	NR_FDD_FR1_B
	
	
	-115.5

	
	NR_TDD_FR1_C
	
	
	-115

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-114.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-114

	
	NR_FDD_FR1_F
	
	
	-113.5

	
	NR_FDD_FR1_G
	
	
	-113

	
	NR_FDD_FR1_H
	
	
	-112.5

	
	NR_FDD_FR1_N
	
	
	-109.5

	
Note2
	Config 1,2,4
	dBm/SCS
	-93
	Same as Noc for 15 kHz

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-90
	-113

	
	
	NR_FDD_FR1_B
	
	
	-112.5

	
	
	NR_TDD_FR1_C
	
	
	-112

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-111.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-111

	
	
	NR_FDD_FR1_F
	
	
	-110.5

	
	
	NR_FDD_FR1_G
	
	
	-110

	
	
	NR_FDD_FR1_H
	
	
	-109.5

	
	
	NR_FDD_FR1_N
	
	
	-106.5

	

	dB
	0
	-3.19
	-5.46
	-5.46

	

	dB
	4.54
	2.66
	-4
	-4

	SS-RSRPNote3
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/SCS
	-88.46
	-90.34
	-120
	-120

	
	
	NR_FDD_FR1_B
	
	
	
	-119.5
	-119.5

	
	
	NR_TDD_FR1_C
	
	
	
	-119
	-119

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-118.5
	-118.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-118
	-118

	
	
	NR_FDD_FR1_F
	
	
	
	-117.5
	-117.5

	
	
	NR_FDD_FR1_G
	
	
	
	-117
	-117

	
	
	NR_FDD_FR1_H
	
	
	
	-116.5
	-116.5

	
	
	NR_FDD_FR1_N
	
	
	
	-113.5
	-113.5

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	
	-85.46
	-87.34
	-117
	-117

	
	
	NR_FDD_FR1_B
	
	
	
	-116.5
	-116.5

	
	
	NR_TDD_FR1_C
	
	
	
	-116
	-116

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	-115.5
	-115.5

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	-115
	-115

	
	
	NR_FDD_FR1_F
	
	
	
	-114.5
	-114.5

	
	
	NR_FDD_FR1_G
	
	
	
	-114
	-114

	
	
	NR_FDD_FR1_H
	
	
	
	-113.5
	-113.5

	
	
	NR_FDD_FR1_N
	
	
	
	-110.5
	-110.5

	SS-SINR Note3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dB
	0
	-3.19
	-5.46
	-5.46

	
	NR_FDD_FR1_B
	
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	
	

	IoNote3
	Config 1,2,4
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
9.36MHz
	-57.5
	-85.51

	
	
	NR_FDD_FR1_B
	
	
	-85.01

	
	
	NR_TDD_FR1_C
	
	
	-84.51

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-84.01

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-83.51

	
	
	NR_FDD_FR1_F
	
	
	-83.01

	
	
	NR_FDD_FR1_G
	
	
	-82.51

	
	
	NR_FDD_FR1_H
	
	
	-82.01

	
	
	NR_FDD_FR1_N
	
	
	-79.01

	
	Config 3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6
	dBm/
18.36MHz
	-54.57
	-82.57

	
	
	NR_FDD_FR1_B
	
	
	-82.07

	
	
	NR_TDD_FR1_C
	
	
	-81.57

	
	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	-81.07

	
	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	-81.07

	
	
	NR_FDD_FR1_F
	
	
	-80.57

	
	
	NR_FDD_FR1_G
	
	
	-80.07

	
	
	NR_FDD_FR1_H
	
	
	-79.57

	
	
	NR_FDD_FR1_N
	
	
	-76.57

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2. 
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.3.3	SA Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell for 1 Rx UE
A.16.7.3.3.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1A.12.1.
A.16.7.3.3.2	Test parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.16.7.3.3.2-1. Both absolute accuracy and relative accuracy requirements of SS-SINR inter-frequency measurement are tested by using test parameters in Table A.16.7.3.3.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is target cell.
Table A.16.7.3.3.2-1: SS-SINR Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.16.7.3.3.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	Gap pattern ID
	
	0
	-
	0
	-
	0
	-

	
	
	
	

	
	
	
	

	
	
	
	

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	
	TRS.1.1 FDD
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC pattern 2

	
	Config 2,3
	
	SMTC pattern 1

	SSB configuration
	Config 1,2,4
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15

	
	Config 3
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-88
	-108.5
	-119.5

	
	
	NR_FDD_FR1_B
	
	
	
	-119

	
	
	NR_TDD_FR1_C
	
	
	
	-118.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-118

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-117.5

	
	
	NR_FDD_FR1_F
	
	
	
	-117

	
	
	NR_FDD_FR1_G
	
	
	
	-116.5

	
	
	NR_FDD_FR1_H
	
	
	
	-116

	
	
	NR_FDD_FR1_N
	
	
	
	-113

	
Note2
	Config 1,2,4

	dBm/SCS
	-88
	-108.5
	Same as Noc for 15kHz 

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-85
	-105.5
	-116.5

	
	
	NR_FDD_FR1_B
	
	
	
	-116

	
	
	NR_TDD_FR1_C
	
	
	
	-115.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-115

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114.5

	
	
	NR_FDD_FR1_F
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-114.5

	
	
	NR_FDD_FR1_H
	
	
	
	-113

	
	
	NR_FDD_FR1_N
	
	
	
	-110

	

	dB
	-1.75
	-1.75
	20
	20
	-4.0
	-4.0

	

	dB
	-1.75
	20
	-4.0

	SS-RSRP
Note3
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-89.75
	-88.5
	-123.5

	
	
	NR_FDD_FR1_B
	
	
	
	-123

	
	
	NR_TDD_FR1_C
	
	
	
	-122.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-122

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-121.5

	
	
	NR_FDD_FR1_F
	
	
	
	-121

	
	
	NR_FDD_FR1_G
	
	
	
	-120.5

	
	
	NR_FDD_FR1_H
	
	
	
	-120

	
	
	NR_FDD_FR1_N
	
	
	
	-117

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-86.75
	-85.5
	-120.5

	
	
	NR_FDD_FR1_B
	
	
	
	-120

	
	
	NR_TDD_FR1_C
	
	
	
	-119.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-119

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-118.5

	
	
	NR_FDD_FR1_F
	
	
	
	-118

	
	
	NR_FDD_FR1_G
	
	
	
	-117.5

	
	
	NR_FDD_FR1_H
	
	
	
	-117

	
	
	NR_FDD_FR1_N
	
	
	
	-114

	SS-SINRNote3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dB
	-1.75
	20
	-4.0

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
9.36MHz
	-57.83
	-60.5
	-90.09

	
	
	NR_FDD_FR1_B
	
	
	
	-89.59

	
	
	NR_TDD_FR1_C
	
	
	
	-89.09

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-88.59

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-88.09

	
	
	NR_FDD_FR1_F
	
	
	
	-87.59

	
	
	NR_FDD_FR1_G
	
	
	
	-87.09

	
	
	NR_FDD_FR1_H
	
	
	
	-86.59

	
	
	NR_FDD_FR1_N
	
	
	
	-83.59

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
18.36MHz
	-54.87
	-57.57
	-87.97

	
	
	NR_FDD_FR1_B
	
	
	
	-87.47

	
	
	NR_TDD_FR1_C
	
	
	
	-86.97

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-86.47

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-85.97

	
	
	NR_FDD_FR1_F
	
	
	
	-85.47

	
	
	NR_FDD_FR1_G
	
	
	
	-84.97

	
	
	NR_FDD_FR1_H
	
	
	
	-84.47

	
	
	NR_FDD_FR1_N
	
	
	
	-81.47

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x1

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.3.3.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1A.12.1.1 and 10.1A.12.1.2.

A.16.7.3.4	SA Inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell for 2 Rx UE
A.16.7.3.4.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-SINR measurement accuracy is within the specified limits. This test will verify the requirements in Clause 10.1A.12.1.
A.16.7.3.4.2	Test parameters
In this test case the two cells (i.e., Cell 1 and Cell 2) are on different carrier frequencies and measurement gaps are provided. Supported test configurations are shown in Table A.16.7.3.4.2-1. Both absolute accuracy and relative accuracy requirements of SS-SINR inter-frequency measurement are tested by using test parameters in Table A.16.7.3.4.2-2. In all test cases, Cell 1 is the PCell and Cell 2 is target cell.
Table A.16.7.3.4.2-1: Intra frequency SS-SINR supported test configurations
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 20 MHz bandwidth, TDD duplex mode

	4
	NR 15 kHz SSB SCS, 10 MHz bandwidth, HD-FDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



Table A.16.7.3.4.2-2: SS-SINR Intra frequency test parameters
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	
	freq1
	freq2
	freq1
	freq2
	freq1
	freq2

	Duplex mode
	Config 1,4
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1,4
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	Downlink initial BWP configuration
	
	DLBWP.0.1

	Downlink dedicated BWP configuration
	
	DLBWP.1.1

	Uplink initial BWP configuration
	
	ULBWP.0.1

	Uplink dedicated BWP configuration
	
	ULBWP.1.1

	DRX Cycle configuration
	ms
	Not Applicable

	Gap pattern ID
	
	0
	-
	0
	-
	0
	-

	
	
	
	

	
	
	
	

	
	
	
	

	TRS configuration
	Config 1,4
	
	TRS.1.1 FDD
	
	TRS.1.1 FDD
	
	TRS.1.1 FDD
	

	
	Config 2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	Config 3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	PDSCH Reference measurement channel 
	Config 1,4
	
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-
	SR.1.1 FDD 
	-

	
	Config 2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	Config 3
	
	SR2.1 TDD
	
	SR2.1 TDD
	
	SR2.1 TDD
	

	RMSI CORESET Reference Channel
	Config 1,4
	
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	-
	CR.1.1 FDD  
	

	
	Config 2
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	
	CR.1.1 TDD
	

	
	Config 3
	
	CR2.1 TDD
	
	CR2.1 TDD
	
	CR2.1 TDD
	

	Dedicated CORESET Reference Channel
	Config 1,4
	
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-
	CCR.1.1 FDD  
	-

	
	Config 2
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	
	CCR.1.1 TDD
	

	
	Config 3
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	
	CCR2.1 TDD
	

	OCNG Patterns
	
	OP.1

	SS-RSSI-Measurement
	
	Not Applicable

	Time offset with Cell 1
	Config 1,4
	ms
	-
	3
	-
	3
	-
	3

	
	Config 2,3
	s
	-
	3
	-
	3
	-
	3

	SMTC configuration
	Config 1,4
	
	SMTC pattern 2

	
	Config 2,3
	
	SMTC pattern 1

	SSB configuration
	Config 1,2,4
	
	SSB.1 FR1

	
	Config 3
	
	SSB.1 RedCap FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2,4
	kHz
	15

	
	Config 3
	
	30

	EPRE ratio of PSS to SSS
	dB
	0
	0
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	
	
	

	
Note2
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/15kHz
	-88
	-108.5
	-119.5

	
	
	NR_FDD_FR1_B
	
	
	
	-119

	
	
	NR_TDD_FR1_C
	
	
	
	-118.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-118

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-117.5

	
	
	NR_FDD_FR1_F
	
	
	
	-117

	
	
	NR_FDD_FR1_G
	
	
	
	-116.5

	
	
	NR_FDD_FR1_H
	
	
	
	-116

	
	
	NR_FDD_FR1_N
	
	
	
	-113

	
Note2
	Config 1,2,4

	dBm/SCS
	-88
	-108.5
	Same as Noc for 15kHz 

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-85
	-105.5
	-116.5

	
	
	NR_FDD_FR1_B
	
	
	
	-116

	
	
	NR_TDD_FR1_C
	
	
	
	-115.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-115

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-114.5

	
	
	NR_FDD_FR1_F
	
	
	
	-114

	
	
	NR_FDD_FR1_G
	
	
	
	-114.5

	
	
	NR_FDD_FR1_H
	
	
	
	-113

	
	
	NR_FDD_FR1_N
	
	
	
	-110

	

	dB
	-1.75
	-1.75
	20
	20
	-4.0
	-4.0

	

	dB
	-1.75
	20
	-4.0

	SS-RSRP
Note3
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/SCS
	-89.75
	-88.5
	-123.5

	
	
	NR_FDD_FR1_B
	
	
	
	-123

	
	
	NR_TDD_FR1_C
	
	
	
	-122.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-122

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-121.5

	
	
	NR_FDD_FR1_F
	
	
	
	-121

	
	
	NR_FDD_FR1_G
	
	
	
	-120.5

	
	
	NR_FDD_FR1_H
	
	
	
	-120

	
	
	NR_FDD_FR1_N
	
	
	
	-117

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	
	-86.75
	-85.5
	-120.5

	
	
	NR_FDD_FR1_B
	
	
	
	-120

	
	
	NR_TDD_FR1_C
	
	
	
	-119.5

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-119

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-118.5

	
	
	NR_FDD_FR1_F
	
	
	
	-118

	
	
	NR_FDD_FR1_G
	
	
	
	-117.5

	
	
	NR_FDD_FR1_H
	
	
	
	-117

	
	
	NR_FDD_FR1_N
	
	
	
	-114

	SS-SINRNote3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dB
	-1.75
	20
	-4.0

	
	NR_FDD_FR1_B
	
	
	
	

	
	NR_TDD_FR1_C
	
	
	
	

	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	

	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	

	
	NR_FDD_FR1_F
	
	
	
	

	
	NR_FDD_FR1_G
	
	
	
	

	
	NR_FDD_FR1_H
	
	
	
	

	
	NR_FDD_FR1_N
	
	
	
	

	IoNote3
	Config 1,2,4
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
9.36MHz
	-57.83
	-60.5
	-90.09

	
	
	NR_FDD_FR1_B
	
	
	
	-89.59

	
	
	NR_TDD_FR1_C
	
	
	
	-89.09

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-88.59

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-88.09

	
	
	NR_FDD_FR1_F
	
	
	
	-87.59

	
	
	NR_FDD_FR1_G
	
	
	
	-87.09

	
	
	NR_FDD_FR1_H
	
	
	
	-86.59

	
	
	NR_FDD_FR1_N
	
	
	
	-83.59

	
	Config 3
	NR_FDD_FR1_A
NR_TDD_FR1_A NOTE 6 
	dBm/
18.36MHz
	-54.87
	-57.57
	-87.97

	
	
	NR_FDD_FR1_B
	
	
	
	-87.47

	
	
	NR_TDD_FR1_C
	
	
	
	-86.97

	
	
	NR_FDD_FR1_D
NR_TDD_FR1_D
	
	
	
	-86.47

	
	
	NR_FDD_FR1_E
NR_TDD_FR1_E
	
	
	
	-85.97

	
	
	NR_FDD_FR1_F
	
	
	
	-85.47

	
	
	NR_FDD_FR1_G
	
	
	
	-84.97

	
	
	NR_FDD_FR1_H
	
	
	
	-84.47

	
	
	NR_FDD_FR1_N
	
	
	
	-81.47

	Propagation condition
	-
	AWGN

	Antenna configuration
	-
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-SINR, SS-RSRP, and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-SINR, SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	NR operating band groups are as defined in clause 3.5.2.
Note 6: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



A.16.7.3.4.3	Test Requirements
The SS-SINR measurement accuracy shall fulfil the requirements in clause 10.1A.12.1.1 and 10.1A.12.1.2.
<end of the change10>

<start of the change11>
[bookmark: _Toc535476817]Annex B (normative):
Conditions for RRM requirements applicability for operating bands

B.1	Conditions for NR RRC_IDLE state mobility
[bookmark: _Toc535476819][bookmark: _Toc535476822][bookmark: _Toc535476824]B.1.1	Introduction
In Annex B.1, the following conditions are specified:
-	UE conditions which shall apply for UE intra-frequency measurements procedures and requirements in clause 4,
-	UE conditions which shall apply for UE inter-frequency measurements procedures and requirements in clause 4.
[bookmark: _Toc535476820]B.1.2	Conditions for measurements on NR intra-frequency cells for cell re-selection
This clause defines the following conditions for NR intra-frequency measurements performed based on SSBs for cell re-selection: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.1.2-1 for FR1 NR cells.
The conditions are defined in Table B.1.2-2 for FR2 NR cells.
[bookmark: _Toc535476821]Table B.1.2-1: Conditions for intra-frequency cell re-selection in FR1
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-124
	-121
	 -4

	
	NR_FDD_FR1_B
	-123.5
	-120.5
	

	
	NR_TDD_FR1_C
	-123
	-120
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-119.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-119
	

	
	NR_FDD_FR1_F
	-121.5
	-118.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-118
	

	
	NR_FDD_FR1_H
	-120.5
	-117.5
	

	
	NR_FDD_FR1_N
	-117.5
	-114.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.1.2-2: Conditions for intra-frequency cell re-selection in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	[bookmark: OLE_LINK9]-120.4+Y5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-4

	
	
	n258
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.6+Y5
	
	

	
	
	n259
	
	
	-105.5
	
	-117.5+Y5
	
	

	
	
	n260
	-122.3+Y1
	
	-106.5
	-122.8+Y4
	
	
	

	
	
	n261
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	
	
	

	
	
	n262
	-120.3+Y1
	-105.6
	-103.6
	-118.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.4+Z5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-4

	
	
	n259
	
	
	-92.7
	
	
	
	

	
	
	n258
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.6+Z5
	
	

	
	
	n260
	-114.3+Z1
	
	-93.9
	-110.8+Z4
	
	
	

	
	
	n261
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	
	
	

	
	
	n262
	-112.1+Z1
	-93.7
	-90.5
	-106.7+Z4
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.1.2-2: 
- The value of Y for Power classes 1, 4 and 5 is FFS, where Y1, Y4 and Y5 are the rough/fine beam gain differences in Rx beam peak direction for Power classes 1, 4 and 5 respectively 
- The value of Z for Power classes 1, 4 and 5 is FFS, where Z1, Z4 and Z5 are the rough/fine beam gain differences in spherical coverage directions for Power classes 1, 4 and 5 respectively
B.1.3	Conditions for measurements on NR inter-frequency cells for cell re-selection
This clause defines the following conditions for NR inter-frequency measurements performed based on SSBs for cell re-selection: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions defined in Table B.1.2-1 for FR1 NR intra-frequency cell re-selection shall also apply for FR1 NR inter-frequency cells in this clause.
The conditions defined in Table B.1.2-2 for FR2 NR intra-frequency cell re-selection shall also apply for FR2 NR inter-frequency cells in this clause.

B.1.4	Conditions for measurements on NR intra-frequency cells for cell re-selection for RedCap
This clause defines the following conditions for RedCap NR intra-frequency measurements performed based on SSBs for cell re-selection: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.1.4-1 and Table B.1.4-2 for 2 Rx and 1 Rx RedCap respectively for FR1 NR cells.
The conditions are defined in Table B.1.4-3 for FR2 NR cells.
Table B.1.4-1: Conditions for intra-frequency cell re-selection in FR1 for 2Rx RedCap
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_ FR1_A, NR_TDD_ FR1_A
	-124
	-121
	 -4

	
	NR_FDD_ FR1_B
	-123.5
	-120.5
	

	
	NR_FDD_ FR1_C
NR_TDD_ FR1_C
	-123
	-120
	

	
	NR_FDD_ FR1_D, NR_TDD_ FR1_D
	-122.5
	-119.5
	

	
	NR_FDD_ FR1_E, NR_TDD_ FR1_E
	-122
	-119
	

	
	NR_FDD_ FR1_F
	-121.5
	-118.5
	

	
	NR_FDD_ FR1_G
	-121
	-118
	

	
	NR_FDD_ FR1_H
	-120.5
	-117.5
	

	
	NR_FDD_ FR1_N
	-117.5
	-114.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.1.4-2: Conditions for intra-frequency cell re-selection in FR1 for 1Rx RedCap
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_ FR1_A, NR_TDD_FR1_A
	-124
	-121
	 -4

	
	NR_FDD_FR1_B
	-123.5
	-120.5
	

	
	NR_FDD_ FR1_C
NR_TDD_FR1_C
	-123
	-120
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-119.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-119
	

	
	NR_FDD_FR1_F
	-121.5
	-118.5
	

	
	NR_FDD_FR1_G
	-121
	-118
	

	
	NR_FDD_FR1_H
	-120.5
	-117.5
	

	
	NR_FDD_ FR1_N
	-117.5
	-114.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.1.4-3: Conditions for intra-frequency cell re-selection in FR2 for RedCap
	Parameter
	Angle of arrival
	NR operating bands
	
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	7
	1, 2, 3, 4, 5, 7
	

	Conditions
	Rx Beam Peak
	n257
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.4+Y5
	-113.1+Y7
	(Value for SCSSSB = 120 kHz) +3dB
	≥-4

	
	
	n258
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.6+Y5
	-113.1+Y7
	
	

	
	
	n261
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	
	-113.1+Y7
	
	

	
	Spherical coverage Note 1
	n257
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.4+Z5
	-102.2+Z7
	(Value for SCSSSB = 120 kHz) +3dB
	≥-4

	
	
	n258
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.6+Z5
	-102.2+Z7
	
	

	
	
	n261
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	
	-102.2+Z7
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.1.2-2: 
- The value of Y for Power classes 1, 4, 5 and 7 is FFS, where Y1, Y4, Y5 and Y7 are the rough/fine beam gain differences in Rx beam peak direction for Power classes 1, 4, 5 and 7 respectively 
- The value of Z for Power classes 1, 4, 5 and 7 is FFS, where Z1, Z4 and Z5 are the rough/fine beam gain differences in spherical coverage directions for Power classes 1, 4, 5, and 7 respectively

B.1.5	Conditions for measurements on NR inter-frequency cells for cell re-selection for RedCap
This clause defines the following conditions for RedCap NR inter-frequency measurements performed based on SSBs for cell re-selection: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions defined in Table B.1.4-1 and Table B.1.4-2 for 2 Rx and 1 Rx RedCap respectively for FR1 RedCap NR intra-frequency cell re-selection shall also apply for FR1 RedCap NR inter-frequency cells in this clause.
The conditions defined in Table B.1.4-3 for FR2 RedCap NR intra-frequency cell re-selection shall also apply for FR2 RedCap NR inter-frequency cells in this clause.

B.1.6	Conditions for measurements on NR intra-frequency cells for cell re-selection for satellite access
This clause defines the following conditions for NR intra-frequency measurements performed based on SSBs for cell re-selection: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band for satellite access.
The conditions are defined in Table B.1.6-1 for FR1 NR cells.
Table B.1.6-1: Conditions for intra-frequency cell re-selection in FR1 for satellite access
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_SAB_FR1_A
	-124
	-121
	 -4

	NOTE 1:	NR operating band groups for satellite access are defined in clause 3.5.2A.



B.1.7	Conditions for measurements on NR inter-frequency cells for cell re-selection for satellite access
This clause defines the following conditions for NR inter-frequency measurements performed based on SSBs for cell re-selection: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band for satellite access.
The conditions defined in Table B.1.6-1 for FR1 NR intra-frequency cell re-selection for satellite access shall also apply for FR1 NR inter-frequency cells for satellite access in this clause.

B.2	Conditions for UE measurements procedures and performance requirements in RRC_CONNECTED state
[bookmark: _Toc535476823]B.2.1	Introduction
[bookmark: _Hlk521161665]B.2.1.1	General
[bookmark: _Toc531872523]In Annex B.2, the following conditions are specified:
-	The conditions for RRC connection release with redirection to NR requirements in clause 6.2.3.2.1,
-	The conditions for UE transmit timing adjustment in clause 7.1
-	UE conditions which shall apply for UE intra-frequency measurements procedures and requirements in clause 9,
	UE conditions which shall apply for UE inter-frequency measurements procedures and requirements in clause 9,
-	UE conditions which shall apply for UE intra-frequency measurements performance requirements in clause 10,
-	UE conditions which shall apply for UE inter-frequency measurements performance requirements in clause 10.

B.2.1.2	Derivation of Minimum SSB_RP values for FR1
[FFS]
B.2.1.3	Derivation of Minimum SSB_RP values for FR2
Editor’s note: 
- The Assumption for UE beams (fine or rough) in Annex A RRM test cases is defined based on power class 3, and unless otherwise stated also applies for other UE power classes 
[bookmark: _Toc535443004]B.2.1.3.1	Minimum SSB_RP values for Rx Beam Peak angle of arrival
Minimum SSB_RP values in Tables B.2.2-2 and B.2.3-2 are based on Reference sensitivity for the Operating band and for the UE power class, taking a baseline of UE Power class 3 in Band n260 with 50 MHz channel bandwidth.
	Minimum SSB_RP = Reference sensitivity PC3, n260, 50MHz +Y -10Log10(PRBRefsens x 12) – SNRRefsens + SSB Ês/Iot + ∆MBP,n
where:
	Reference sensitivity PC3, n260, 50MHz is the reference sensitivity value in dBm specified for power class 3 in Band n260 for 50 MHz Channel bandwidth in Table 7.3.2.3-1 of TS 38.101-2 [19];
	Y is the gain difference between fine and rough beams, which is defined in Table B.2.1.3.1-1;
Table B.2.1.3.1-1: Gain difference Y between fine and rough beams, Rx beam peak direction
	Value “Y” in dB, for each UE power class

	1
	2
	3
	4
	5
	7

	FFS
	9.0
	7.0
	FFS
	FFS
	FFS



	PRBRefsens is NRB associated with subcarrier spacing 120 kHz for 50MHz in TS 38.101-2 [19] Table 5.3.2-1, and is 32;
	12 is the number of subcarriers in a PRB;
	SNRRefsens is the SNR used for simulation of Refsens and EIS spherical coverage, and is -1 dB;
	SSB Ês/Iot is the minimum value required by the UE to perform measurements, and is -6 dB for intra-frequency measurements and -4 dB for inter-frequency measurements. The only contribution to Iot is the UE internal noise;
	∆MBP,n is the UE multi-band relaxation factor value in dB specified in TS 38.101-2 [19] clause 6.2.1.
The calculated Minimum SSB_RP value for the baseline of UE power class 3 in Band n260 is (-109.5+∆MBP,n) dBm/120kHz for intra-frequency measurements and (-107.5+∆MBP,n) dBm/120kHz for inter-frequency measurements.
The following methodology to define the Minimum SSB_RP level for power class X (PC_X) and operating band Y (Band_Y) is used:
For Intra-frequency: Minimum SSB_RP (PC_X, Band_Y) = -109.5 dBm/120kHz + Refsens PC_X, Band_Y, 50MHz – Refsens PC3, n260, 50MHz + Y PC_X – Y PC3 +∆MBP,n,
For Inter-frequency: Minimum SSB_RP (PC_X, Band_Y) = -107.5 dBm/120kHz + Refsens PC_X, Band_Y, 50MHz – Refsens PC3, n260, 50MHz + Y PC_X – Y PC3 +∆MBP,n.
B.2.1.3.2	Minimum SSB_RP values for angle of arrival within Spherical coverage
Minimum SSB_RP values in Tables B.2.2-2 and B.2.3-2 are based on EIS spherical coverage for the Operating band and for the UE power class, taking a baseline of UE power class 3 in Band n260 with 50 MHz channel bandwidth.
	Minimum SSB_RP = EIS spherical coverage PC3, n260, 50MHz +Z -10Log10(PRBRefsens x 12) – SNRRefsens + SSB Ês/Iot + ∆MBS,n
where:
	EIS spherical coverage PC3, n260, 50MHz is the EIS spherical coverage value in dBm specified for power class 3 in Band n260 for 50MHz Channel bandwidth in TS 38.101-2 [19] Table 7.3.4.3-1;
	Z is the gain difference between fine and rough beams, and is defined in Table B.2.1.3.2-1;
Table B.2.1.3.2-1: Gain difference Z between fine and rough beams, Spherical coverage directions
	Value “Z” in dB, for each UE power class

	1
	2
	3
	4
	5
	7

	FFS
	9.0
	7.0
	FFS
	FFS
	FFS



	PRBRefsens is NRB associated with subcarrier spacing 120 kHz for 50MHz in TS 38.101-2 [19] Table 5.3.2-1, and is 32;
	12 is the number of subcarriers in a PRB;
	SNRRefsens is the SNR used for simulation of Refsens and EIS spherical coverage, and is -1 dB;
	SSB Ês/Iot is the minimum value required by the UE to perform measurements, and is -6 dB for intra-frequency measurements and -4 dB for inter-frequency measurements. The only contribution to Iot is the UE internal noise;
	∆MBS,n is the UE multi-band relaxation factor value in dB specified in TS 38.101-2 [19] clause 6.2.1.
The calculated Minimum SSB_RP value for the baseline of UE power class 3 in Band n260 is (-96.9+∆MBS,n) dBm/120kHz for intra-frequency measurements and is (-94.9+∆MBS,n) dBm/120kHz for inter-frequency measurements.
The following methodology to define the Minimum SSB_RP level for power class X (PC_X) and operating band Y (Band_Y) is used:
For Intra-frequency: Minimum SSB_RP (PC_X, Band_Y) = -96.9 dBm/120kHz + EIS spherical coverage PC_X, Band_Y, 50MHz – EIS spherical coverage PC3, n260, 50MHz + Z PC_X – Z PC3 +∆MBS,n
For Inter-frequency: Minimum SSB_RP (PC_X, Band_Y) = -94.9 dBm/120kHz + EIS spherical coverage PC_X, Band_Y, 50MHz – EIS spherical coverage PC3, n260, 50MHz + Z PC_X – Z PC3 +∆MBS,n
B.2.1.4	Gain to SS-RSRP and CSI-RSRP measurement point for FR1
In FR1 conducted requirements are specified at the UE antenna connector, which is also the SS-RSRP and CSI-RSRP measurement point.
[bookmark: _Hlk11241989]B.2.1.5	Gain to SS-RSRP and CSI-RSRP measurement point for FR2
B.2.1.5.1	Gain to SS-RSRP and CSI-RSRP measurement point for Rx Beam Peak angle of arrival
In clause 5.1.1 of TS 38.215 [4] SS-RSRP and CSI-RSRP is defined to be measured based on the combined signal from antenna elements corresponding to a given receiver branch. The reference point for requirement parameters from the UE perspective is the input of the UE antenna array. The gain “G” relates the combined signal from antenna elements corresponding to a given receiver branch to the reference point for requirement parameters.
The gain “G” affects absolute signal level values reported by the UE.
[image: ]
Figure B.2.1.5.1-1: Gain and Reference point for requirement parameters
The gain range for each po Table B.2.1.5.1-1: UE gain G, Rx beam peak direction
	
	UE Power class

	
	1
	2
	3
	4
	5
	7

	Minimum, dBi
	FFS
	FFS
	-10
	FFS
	FFS
	FFS

	Maximum, dBi
	FFS
	FFS
	+20
	FFS
	FFS
	FFS



Gain range in spherical coverage directions may be lower than in Rx beam peak direction, according to the difference between the EIS spherical coverage value specified in TS 38.101-2 [19] clause 7.3.4 and the Reference sensitivity level specified in TS 38.101-2 [19] clause 7.3.2.

B.2.1.5.2	Gain to SS-RSRP measurement point for different frequency
In any specific direction, the UE gain G may be different depending on frequencies. The gain “Ginter” affects relative signal level values reported by the UE when measuring between different frequencies and is specified in Table B.2.1.5.2-1 for each power class.
Table B.2.1.5.2-1: UE gain difference between inter-frequencies Ginter 
	
	UE Power class

	
	1
	2
	3
	4
	7

	Maximum difference, dB
	FFS
	FFS
	3
	FFS
	FFS



B.2.1.5.3	Alignment of Rough beam to Rx beam Peak
The definition of Rx Beam Peak in TS 38.101-2 [19] clause 7.3.2 is based on Throughput at Reference sensitivity power level, and assumes use of Fine beams. In many RRM scenarios the UE can use Rough beams, but the largest Rough beam gain direction may not be aligned to the Fine beam Peak direction.
When the Rx Beam Peak is selected and defined based on Fine Beams, the rough beam gain in that direction may be lower than the largest rough beam gain in another direction within Spherical Coverage. The term “D” is the maximum allowed rough beam gain reduction, and is specified in Table B.2.1.5.3-1 for each power class.
Table B.2.1.5.3-1: Rough Beam gain reduction “D” in Rx Beam Peak direction 
	
	UE Power class

	
	1
	2
	3
	4
	7

	Maximum gain reduction, dB
	FFS
	FFS
	5.5
	FFS
	FFS



B.2.1.6	Gain to PRS-RSRP measurement point for FR2
B.2.1.6.1	Gain to PRS-RSRP measurement point for Rx Beam Peak angle of arrival
In clause 5.1.28 of TS 38.215 [4] PRS-RSRP is defined to be measured based on the combined signal from antenna elements corresponding to a given receiver branch. The reference point for requirement parameters from the UE perspective is the input of the UE antenna array. The gain “G” relates the combined signal from antenna elements corresponding to a given receiver branch to the reference point for requirement parameters.
The gain “G” affects absolute signal level values reported by the UE.
[image: ]
Figure B.2.1.6.1-1: Gain and Reference point for requirement parameters
The gain range for each power class is specified in Table B.2.1.61-1.
Table B.2.1.6.1-1: UE gain G, Rx beam peak direction
	
	UE Power class

	
	1
	2
	3
	4
	7

	Minimum, dBi
	FFS
	FFS
	-10
	FFS
	FFS

	Maximum, dBi
	FFS
	FFS
	+20
	FFS
	FFS



Gain range in spherical coverage directions may be lower than in Rx beam peak direction, according to the difference between the EIS spherical coverage value specified in TS 38.101-2 [19] clause 7.3.4 and the Reference sensitivity level specified in TS 38.101-2 [19] clause 7.3.2.
B.2.2	Conditions for NR intra-frequency measurements
This clause defines the following conditions for NR intra-frequency measurements and corresponding procedures performed based on SSBs: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.2-1 for FR1 NR cells.
The conditions are defined in Table B.2.2-2 for FR2 NR cells.
Table B.2.2-1: Conditions for intra-frequency measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-124
	 -6

	
	NR_FDD_FR1_B
	-126.5
	-123.5
	

	
	NR_TDD_FR1_C
	-126
	-123
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-122.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-122
	

	
	NR_FDD_FR1_F
	-124.5
	-121.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-121
	

	
	NR_FDD_FR1_H
	-123.5
	-120.5
	

	
	NR_FDD_ FR1_N
	-120.5
	-117.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.2-2: Conditions for intra-frequency measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.4+Y5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-6

	
	
	n258
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.6+Y5
	
	

	
	
	n259
	
	
	-108.5
	
	-120.5+Y5
	
	

	
	
	n260
	-125.3+Y1
	
	-109.5
	-125.8+Y4
	
	
	

	
	
	n261
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	
	
	

	
	
	n262
	-123.3+Y1
	-108,6
	-106.6
	-121.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.4+Z5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-6

	
	
	n258
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.6+Z5
	
	

	
	
	n259
	
	
	-95.7
	
	
	
	

	
	
	n260
	-117.3+Z1
	
	-96.9
	-113.8+Z4
	
	
	

	
	
	n261
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	
	

	
	
	n262
	-115.1+Z1
	-96.7
	-93.5
	-109.7+Z4
	
	
	

	Note 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
Note 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
Note 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.2-2: 
- The value of Y for power classes 1, 4 and 5 is FFS, where Y1, Y4 and Y5 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1, 4 and 5 respectively 
- The value of Z for power classes 1, 4 and 5 is FFS, where Z1, Z4 and Z5 are the rough/fine beam gain differences in spherical coverage directions for power classes 1, 4 and 5 respectively
B.2.3	Conditions for NR inter-frequency measurements
This clause defines the following conditions for NR inter-frequency measurements and corresponding procedures performed based on SSBs: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.3-1 for FR1 NR cells.
The conditions are defined in Table B.2.3-2 for FR2 NR cells.
[bookmark: _Hlk36663420]Table B.2.3-1: Conditions for inter-frequency measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-125
	-122
	 -4

	
	NR_FDD_FR1_B
	-124.5
	-121.5
	

	
	NR_TDD_FR1_C
	-124
	-121
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-124.5
	-120.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-123
	-120
	

	
	NR_FDD_FR1_F
	-122.5
	-119.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-122
	-119
	

	
	NR_FDD_FR1_H
	-121.5
	-118.5
	

	
	NR_FDD_ FR1_N
	-118.5
	-115.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.3-2: Conditions for inter-frequency measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-126.3+Y1
	-111.8
	-110.1
	-125.8+Y4
	[bookmark: OLE_LINK304]-121.4+Y5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-4

	
	
	n258
	-126.3+Y1
	-111.8
	-110.1
	-125.8+Y4
	-121.6+Y5
	
	

	
	
	n259
	
	
	-106.5
	
	-118.5+Y5
	
	

	
	
	n260
	-123.3+Y1
	
	-107.5
	-123.8+Y4
	
	
	

	
	
	n261
	-126.3+Y1
	-111.8
	-110.1
	-125.8+Y4
	
	
	

	
	
	n262
	-121.3+Y1
	-106.6
	-104.6
	-119.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-118.3+Z1
	-100.8
	-99.2
	-116.8+Z4
	-113.4+Z5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-4

	
	
	n258
	-118.3+Z1
	-100.8
	-99.2
	-116.8+Z4
	-113.6+Z5
	
	

	
	
	n259
	
	
	-93.7
	
	
	
	

	
	
	n260
	-115.3+Z1
	
	-94.9
	-111.8+Z4
	
	
	

	
	
	n261
	-118.3+Z1
	-100.8
	-99.2
	-116.8+Z4
	
	
	

	
	
	n262
	-113.1+Z1
	-94.7
	-91.5
	-107.7+Z4
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.3-2: 
- The value of Y for power classes 1, 4 and 5 is FFS, where Y1, Y4 and Y5 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1, 4 and 5 respectively 
- The value of Z for power classes 1, 4 and 5 is FFS, where Z1, Z4 and Z5 are the rough/fine beam gain differences in spherical coverage directions for power classes 1, 4 and 5 respectively
B.2.4	Conditions for NR L1-RSRP reporting
B.2.4.1	Conditions for SSB based L1-RSRP reporting
This clause defines the following conditions for NR L1-RSRP measurement reporting and corresponding procedures performed based on SSBs: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.4.1-1 for FR1 NR cells.
The conditions are defined in Table B.2.4.1-2 for FR2 NR cells.
Table B.2.4.1-1: Conditions for SSB based L1-RSRP measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-124
	-121
	 -3

	
	NR_FDD_FR1_B
	-123.5
	-120.5
	

	
	NR_TDD_FR1_C
	-123
	-120
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-119.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-119
	

	
	NR_FDD_FR1_F
	-121.5
	-118.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-118
	

	
	NR_FDD_FR1_H
	-120.5
	-117.5
	

	
	NR_FDD_ FR1_N
	-117.5
	-114.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.4.1-2: Conditions for SSB based L1-RSRP measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.4+Y5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-3

	
	
	n258
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.6+Y5
	
	

	
	
	n259
	
	
	-105.5
	
	-117.5+Y5
	
	

	
	
	n260
	-122.3+Y1
	
	-106.5
	-122.8+Y4
	
	
	

	
	
	n261
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	
	
	

	
	
	n262
	-120.3+Y1
	-105.6
	-103.6
	-118.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.4+Z5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-3

	
	
	n258
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.6+Z5
	
	

	
	
	n259
	
	
	-92.7
	
	
	
	

	
	
	n260
	-114.3+Z1
	
	-93.9
	-110.8+Z4
	
	
	

	
	
	n261
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	
	
	

	
	
	n262
	-112.3+Z1
	-93.7
	-90.5
	 -106.7+Z4
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.4.1-2: 
- The value of Y for power classes 1, 4 and 5 is FFS, where Y1, Y4 and Y5 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1, 4 and 5 respectively 
- The value of Z for power classes 1, and 4 and 5 is FFS, where Z1, Z4 and Z5 are the rough/fine beam gain differences in spherical coverage directions for power classes 1, 4 and 5 respectively

B.2.4.2	Conditions for CSI-RS based L1-RSRP reporting
This clause defines the following conditions for NR L1-RSRP measurement reporting and corresponding procedures performed based on CSI-RS: CSI-RS_RP and CSI-RS Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.4.2-1 for FR1 NR cells.
The conditions are defined in Table B.2.4.2-2 for FR2 NR cells.
Table B.2.4.2-1: Conditions for CSI-RS based L1-RSRP measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum CSI-RS_RP
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-124
	-121
	-118
	 -3

	
	NR_FDD_FR1_B
	-123.5
	-120.5
	-117.5
	

	
	NR_TDD_FR1_C
	-123
	-120
	-117
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-119.5
	-116.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-119
	-116
	

	
	NR_FDD_FR1_F
	-121.5
	-118.5
	-115.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-118
	-115
	

	
	NR_FDD_FR1_H
	-120.5
	-117.5
	-114.5
	

	
	NR_FDD_ FR1_N
	-117.5
	-114.5
	-111.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.4.2-2: Conditions for CSI-RS based L1-RSRP measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2, Note 3
	CSI-RS Ês/Iot

	
	
	
	dBm / SCSCSI-RS
	dB

	
	
	
	SCSCSI-RS = 60 kHz
	SCSCSI-RS = 120 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	[bookmark: OLE_LINK310]-123.4+Y5
	(Value for SCSCSI-RS = 60 kHz) +3dB
	≥-3

	
	
	n258
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.6+Y5
	
	

	
	
	n259
	
	
	-108.5
	
	-120.5+Y5
	
	

	
	
	n260
	-125.3+Y1
	
	-109.5
	-125.8+Y4
	
	
	

	
	
	n261
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	
	
	

	
	
	n262
	-123.3+Y1
	-108.6
	-106.6
	-121.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	[bookmark: OLE_LINK312]-115.4+Z5
	(Value for SCSCSI-RS = 60 kHz) +3dB
	≥-3

	
	
	n258
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.6+Z5
	
	

	
	
	n259
	
	
	-95.7
	
	
	
	

	
	
	n260
	-117.3+Z1
	
	-96.9
	-113.8+Z4
	
	
	

	
	
	n261
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	
	

	
	
	n262
	-115.1+Z1
	-96.7
	-93.5
	-109.7+Z4
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum CSI-RS Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.4.2-2: 
- The value of Y for power classes 1, 4 and 5 is FFS, where Y1, Y4 and Y5 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1, 4 and 5 respectively 
- The value of Z for power classes 1, 4 and 5 is FFS, where Z1, Z4 and Z5 are the rough/fine beam gain differences in spherical coverage directions for power classes 1, 4 and 5 respectively
B.2.5	Conditions for RRC connection release with redirection to NR
This clause defines the following conditions for RRC connection release with redirection to NR: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.5-1 for FR1 NR cells.
The conditions are defined in Table B.2.5-2 for FR2 NR cells.
Table B.2.5-1: Conditions for for RRC connection release with redirection to NR in FR1
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-125
	-122
	 -4

	
	NR_FDD_FR1_B
	-124.5
	-121.5
	

	
	NR_TDD_FR1_C
	-124
	-121
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-124.5
	-120.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-123
	-120
	

	
	NR_FDD_FR1_F
	-122.5
	-119.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-122
	-119
	

	
	NR_FDD_FR1_H
	-121.5
	-118.5
	

	
	NR_FDD_ FR1_N
	-118.5
	-115.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.5-2: Conditions for RRC connection release with redirection to NR in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-126.3+Y1
	-111.8
	-110.1
	-125.8+Y4
	-121.4+Y5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-4

	
	
	n258
	-126.3+Y1
	-111.8
	-110.1
	-125.8+Y4
	-121.6+Y5
	
	

	
	
	n259
	
	
	-106.5
	
	-118.5+Y5
	
	

	
	
	n260
	-123.3+Y1
	
	-107.5
	-123.8+Y4
	
	
	

	
	
	n261
	-126.3+Y1
	-111.8
	-110.1
	-125.8+Y4
	
	
	

	
	
	n262
	-121.3+Y1
	-106.6
	-104.6
	-119.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-118.3+Z1
	-100.8
	-99.2
	-116.8+Z4
	-113.4+Z5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-4

	
	
	n258
	-118.3+Z1
	-100.8
	-99.2
	-116.8+Z4
	-113.6+Z5
	
	

	
	
	n259
	
	
	-93.7
	
	
	
	

	
	
	n260
	-115.3+Z1
	
	-94.9
	-111.8+Z4
	
	
	

	
	
	n261
	-118.3+Z1
	-100.8
	-99.2
	-116.8+Z4
	
	
	

	
	
	n262
	-113.1+Z1
	-94.7
	-91.5
	-107.7+Z4
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.5.2-2: 
- The value of Y for power classes 1, 4 and 5 is FFS, where Y1, Y4 and Y5 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1, 4 and 5 respectively 
- The value of Z for power classes 1, 4 and 5 is FFS, where Z1, Z4 and Z5 are the rough/fine beam gain differences in spherical coverage directions for power classes 1, 4 and 5 respectively
B.2.6	Void
B.2.6.1	Void
Table B.2.6.1-1: Void
Table B.2.6.1-2: Void

B.2.6.2	Void
B.2.7	Conditions for SRS-RSRP measurements
This clause defines the following conditions for SRS-RSRP measurement and corresponding procedures performed based on SRSs: SRS_RP and SRS Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.7-1 for FR1 NR cells.
The conditions are defined in Table B.2.7-2 for FR2 NR cells.
Table B.2.7-1: Conditions for SRS-RSRP measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum SRS_RP
	SRS Ês/Iot

	
	
	dBm / SCSSRS
	dB

	
	
	SCSSRS = 15 kHz
	SCSSRS = 30 kHz
	SCSSRS = 60 kHz
	

	
	NR_TDD_FR1_A
	-120
	-117
	-114
	

	
	NR_TDD_FR1_C
	-119
	-116
	-113
	

	Conditions
	NR_TDD_FR1_D
	-118.5
	-115.5
	-112.5
	 1

	
	NR_TDD_FR1_E
	-118
	-115
	-112
	

	
	NR_TDD_FR1_F
	-117.5
	-114.5
	-111.5
	

	
	NR_TDD_FR1_G
	-117
	-114
	-111
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.7-2: Conditions for SRS-RSRP measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SRS_RP Note 2, Note 3
	SRS Ês/Iot

	
	
	
	dBm / SCSSRS
	dB

	
	
	
	SCSSRS = 60 kHz
	SCSSRS = 120 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-124.5
	-119.0
	-115.3
	-124.0
	-119.6
	(Value for SCSSRS = 60 kHz) +3dB
	≥1

	
	
	n258
	-124.5
	-119.0
	-115.3
	-124.0
	-119.8
	
	

	
	
	n260
	-121.5
	
	-112.7
	-122.0
	
	
	

	
	
	n261
	-124.5
	-119.0
	-115.3
	-124.0
	
	
	

	
	Spherical coverage Note 1
	n257
	-116.5
	-108.0
	-104.4
	-115.0
	-111.6
	(Value for SCSSRS = 60 kHz) +3dB
	≥1

	
	
	n258
	-116.5
	-108.0
	-104.4
	-115.0
	-111.8
	
	

	
	
	n260
	-113.5
	
	-100.1
	-110.0
	
	
	

	
	
	n261
	-116.5
	-108.0
	-104.4
	-115.0
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum SRS Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].




B.2.8	Conditions for NR L1-SINR reporting
B.2.8.1	Conditions for L1-SINR reporting with CSI-RS based CMR and no dedicated IMR configured
This clause defines the following conditions for NR L1-SINR measurement reporting and corresponding procedures performed based on CSI-RSs: CSI-RS_RP and CSI-RS Ês/Iot, applicable for a corresponding operating band.
The conditions defined in Table B.2.8.1-1 for FR1 NR cells.
The conditions defined in Table B.2.8.1-2 for FR2 NR cells.
Table B.2.8.1-1: Conditions for L1-SINR measurements with CSI-RS based CMR only in FR1
	Parameter
	NR operating band groups Note1
	Minimum CSI-RS_RP
	CSI-RS CMR Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-124
	-121
	-118
	 -3

	
	NR_FDD_FR1_B
	-123.5
	-120.5
	-117.5
	

	
	NR_TDD_FR1_C
	-123
	-120
	-117
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-119.5
	-116.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-119
	-116
	

	
	NR_FDD_FR1_F
	-121.5
	-118.5
	-115.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-118
	-115
	

	
	NR_FDD_FR1_H
	-120.5
	-117.5
	-114.5
	

	
	NR_FDD_ FR1_N
	-117.5
	-114.5
	-111.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.8.1-2: Conditions for L1-SINR measurements with CSI-RS based CMR only in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2, Note 3
	CSI-RS CMR Ês/Iot

	
	
	
	dBm / SCSCSI-RS
	dB

	
	
	
	SCSCSI-RS = 60 kHz
	SCSCSI-RS = 120 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.4+Y5
	(Value for SCSCSI-RS = 60 kHz) +3dB
	≥-3

	
	
	n258
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.6+Y5
	
	

	
	
	n259
	
	
	-108.5
	
	-120.5+Y5
	
	

	
	
	n260
	-125.3+Y1
	
	-109.5
	-125.8+Y4
	
	
	

	
	
	n261
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.4+Z5
	(Value for SCSCSI-RS = 60 kHz) +3dB
	≥-3

	
	
	n258
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.6+Z5
	
	

	
	
	n259
	
	
	-95.7
	
	-112.5+Z5
	
	

	
	
	n260
	-117.3+Z1
	
	-96.9
	-113.8+Z4
	
	
	

	
	
	n261
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum CSI-RS Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



B.2.8.2	Conditions for L1-SINR reporting with SSB based CMR and dedicated IMR configured
B.2.8.2.1	L1-SINR reporting with SSB based CMR and dedicated ZP-IMR configured
This clause defines the following conditions for NR L1-SINR measurement reporting and corresponding procedures performed based on SSBs and ZP-IMRs: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions defined in Table B.2.8.2.1-1 for FR1 NR cells.
The conditions defined in Table B.2.8.2.1-2 for FR2 NR cells.
Table B.2.8.2.1-1: Conditions for L1-SINR measurements with SSB based CMR and ZP-IMR in FR1
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-124
	-121
	 -3

	
	NR_FDD_FR1_B
	-123.5
	-120.5
	

	
	NR_TDD_FR1_C
	-123
	-120
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-119.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-119
	

	
	NR_FDD_FR1_F
	-121.5
	-118.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-118
	

	
	NR_FDD_FR1_H
	-120.5
	-117.5
	

	
	NR_FDD_ FR1_N
	-117.5
	-114.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.8.2.1-2: Conditions for L1-SINR measurements with SSB based CMR and ZP-IMR in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.4+Y5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-3

	
	
	n258
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.6+Y5
	
	

	
	
	n259
	
	
	-105.5
	
	-117.5+Y5
	
	

	
	
	n260
	-122.3+Y1
	
	-106.5
	-122.8+Y4
	
	
	

	
	
	n261
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.4+Z5
	(Value for SCSSSB = 120 kHz) +3dB
	≥-3

	
	
	n258
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.6+Z5
	
	

	
	
	n259
	
	
	-92.7
	
	-109.5+Z5
	
	

	
	
	n260
	-114.3+Z1
	
	-93.9
	-110.8+Z4
	
	
	

	
	
	n261
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



B.2.8.2.2	L1-SINR reporting with SSB based CMR and dedicated NZP-IMR configured
This clause defines the following conditions for NR L1-SINR measurement reporting and corresponding procedures performed based on SSBs and NZP-IMRs: SSB_RP, SSB Ês/Iot and NZP-IMR Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.8.2.2-1 for FR1 NR cells.
The conditions are defined in Table B.2.8.2.2-2 for FR2 NR cells.
Table B.2.8.2.2-1: Conditions for L1-SINR measurements with SSB based CMR and NZP-IMR in FR1
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot
	NZP-IMR Ês/Iot

	
	
	dBm / SCSSSB
	dB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	 0
	 0

	
	NR_FDD_FR1_B
	-120.5
	-117.5
	
	

	
	NR_TDD_FR1_C
	-120
	-117
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	
	

	
	NR_FDD_FR1_F
	-118.5
	-115.5
	
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-118
	-115
	
	

	
	NR_FDD_FR1_H
	-117.5
	-114.5
	
	

	
	NR_FDD_ FR1_N
	-114.5
	-111.5
	
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.8.2.2-2: Conditions for L1-SINR measurements with SSB based CMR and NZP-IMR in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot
	NZP-IMR Ês/Iot

	
	
	
	dBm / SCSSSB
	dB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	
	

	
	
	
	UE Power class
	UE Power class
	
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	
	

	Conditions
	Rx Beam Peak
	n257
	-122.3+Y1
	-107.8
	-106.1
	-121.8+Y4
	-117.4+Y5
	(Value for SCSSSB = 120 kHz) +3dB
	≥0
	≥0

	
	
	n258
	-122.3+Y1
	-107.8
	-106.1
	-121.8+Y4
	-117.6+Y5
	
	
	

	
	
	n259
	
	
	-102.5
	
	-114.5+Y5
	
	
	

	
	
	n260
	-119.3+Y1
	
	-103.5
	-119.8+Y4
	
	
	
	

	
	
	n261
	-122.3+Y1
	-107.8
	-106.1
	-121.8+Y4
	
	
	
	

	
	Spherical coverage Note 1
	n257
	-114.3+Z1
	-96.8
	-95.2
	-112.8+Z4
	-109.4+Z5
	(Value for SCSSSB = 120 kHz) +3dB
	≥0
	≥0

	
	
	n258
	-114.3+Z1
	-96.8
	-95.2
	-112.8+Z4
	-109.6+Z5
	
	
	

	
	
	n259
	
	
	-88.7
	
	-106.5+Z5
	
	
	

	
	
	n260
	-111.3+Z1
	
	-90.9
	-107.8+Z4
	
	
	
	

	
	
	n261
	-114.3+Z1
	-96.8
	-95.2
	-112.8+Z4
	
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.8.2.2-2: 
- The value of Y for power classes 1, 4 and 5 is FFS, where Y1, Y4 and Y5 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1, 4 and 5 respectively 
- The value of Z for power classes 1, and 4 and 5 is FFS, where Z1, Z4 and Z5 are the rough/fine beam gain differences in spherical coverage directions for power classes 1, 4 and 5 respectively
B.2.8.3	Conditions for L1-SINR reporting with CSI-RS based CMR and dedicated IMR configured
B.2.8.3.1	L1-SINR reporting with CSI-RS based CMR and dedicated ZP-IMR configured
This clause defines the following conditions for NR L1-SINR measurement reporting and corresponding procedures performed based on CSI-RSs and ZP-IMRs: CSI-RS_RP and CSI-RS Ês/Iot, applicable for a corresponding operating band.
The conditions defined in Table B.2.8.3.1-1 for FR1 NR cells.
The conditions defined in Table B.2.8.3.1-2 for FR2 NR cells.
Table B.2.8.3.1-1: Conditions for L1-SINR measurements with CSI-RS based CMR and ZP-IMR in FR1
	Parameter
	NR operating band groups Note1
	Minimum CSI-RS_RP
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-124
	-121
	-118
	 -3

	
	NR_FDD_FR1_B
	-123.5
	-120.5
	-117.5
	

	
	NR_TDD_FR1_C
	-123
	-120
	-117
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-122.5
	-119.5
	-116.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-122
	-119
	-116
	

	
	NR_FDD_FR1_F
	-121.5
	-118.5
	-115.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-121
	-118
	-115
	

	
	NR_FDD_FR1_H
	-120.5
	-117.5
	-114.5
	

	
	NR_FDD_FR1_N
	-117.5
	-114.5
	-111.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.8.3.1-2: Conditions for L1-SINR measurements with CSI-RS based CMR and ZP-IMR in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2, Note 3
	CSI-RS Ês/Iot

	
	
	
	dBm / SCSCSI-RS
	dB

	
	
	
	SCSCSI-RS = 60 kHz
	SCSCSI-RS = 120 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.4+Y5
	(Value for SCSCSI-RS = 60 kHz) +3dB
	≥-3

	
	
	n258
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.6+Y5
	
	

	
	
	n259
	
	
	-108.5
	
	-120.5+Y5
	
	

	
	
	n260
	-125.3+Y1
	
	-109.5
	-125.8+Y4
	
	
	

	
	
	n261
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	
	
	

	
	Spherical coverage Note 1
	n257
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.4+Z5
	(Value for SCSCSI-RS = 60 kHz) +3dB
	≥-3

	
	
	n258
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.6+Z5
	
	

	
	
	n259
	
	
	-95.7
	
	-112.5+Z5
	
	

	
	
	n260
	-117.3+Z1
	
	-96.9
	-113.8+Z4
	
	
	

	
	
	n261
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum CSI-RS Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



B.2.8.3.2	L1-SINR reporting with CSI-RS based CMR and dedicated NZP-IMR configured
This clause defines the following conditions for NR L1-SINR measurement reporting and corresponding procedures performed based on CSI-RSs and NZP-IMRs: CSI-RS_RP, CSI-RS Ês/Iot and NZP-IMR Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.8.3.2-1 for FR1 NR cells.
The conditions are defined in Table B.2.8.3.2-2 for FR2 NR cells.
Table B.2.8.3.2-1: Conditions for L1-SINR measurements with CSI-RS based CMR and NZP-IMR in FR1
	Parameter
	NR operating band groups Note1
	Minimum CSI-RS_RP
	CSI-RS Ês/Iot
	NZP-IMR Ês/Iot

	
	
	dBm / SCSSSB
	dB
	dB

	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-121
	-118
	-115
	 0
	 0

	
	NR_FDD_FR1_B
	-120.5
	-117.5
	-114.5
	
	

	
	NR_TDD_FR1_C
	-120
	-117
	-114
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-119.5
	-116.5
	-113.5
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-119
	-116
	-113
	
	

	
	NR_FDD_FR1_F
	-118.5
	-115.5
	-112.5
	
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-118
	-115
	-112
	
	

	
	NR_FDD_FR1_H
	-117.5
	-114.5
	-111.5
	
	

	
	NR_FDD_ FR1_N
	-114.5
	-111.5
	-108.5
	
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.8.3.2-2: Conditions for L1-SINR measurements with CSI-RS based CMR and NZP-IMR in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum CSI-RS_RP Note 2, Note 3
	CSI-RS Ês/Iot
	NZP-IMR Ês/Iot

	
	
	
	dBm / SCSCSI-RS
	dB
	dB

	
	
	
	SCSCSI-RS = 60 kHz
	SCSCSI-RS = 120 kHz
	
	

	
	
	
	UE Power class
	UE Power class
	
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4, 5
	
	

	Conditions
	Rx Beam Peak
	n257
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.4+Y5
	(Value for SCSCSI-RS = 60 kHz) +3dB
	≥0
	≥0

	
	
	n258
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	-120.6+Y5
	
	
	

	
	
	n259
	
	
	-105.5
	
	-117.5+Y5
	
	
	

	
	
	n260
	-122.3+Y1
	
	-106.5
	-122.8+Y4
	
	
	
	

	
	
	n261
	-125.3+Y1
	-110.8
	-109.1
	-124.8+Y4
	
	
	
	

	
	Spherical coverage Note 1
	n257
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.4+Z5
	(Value for SCSCSI-RS = 60 kHz) +3dB
	≥0
	≥0

	
	
	n258
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	-112.6+Z5
	
	
	

	
	
	n259
	
	
	-92.7
	
	-109.5+Z5
	
	
	

	
	
	n260
	-114.3+Z1
	
	-93.9
	-110.8+Z4
	
	
	
	

	
	
	n261
	-117.3+Z1
	-99.8
	-98.2
	-115.8+Z4
	
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum CSI-RS Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.8.3.2-2: 
- The value of Y for power classes 1, 4 and 5 is FFS, where Y1, Y4 and Y5 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1, 4 and 5 respectively 
- The value of Z for power classes 1, 4 and 5 is FFS, where Z1, Z4 and Z5 are the rough/fine beam gain differences in spherical coverage directions for power classes 1, 4 and 5 respectively

B.2.9	Conditions for NR intra-frequency measurements under CCA
This clause defines the following conditions for NR intra-frequency measurements unde CCA and corresponding procedures performed based on SSBs: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.9-1 for NR cells under CCA.
Table B.2.9-1: Conditions for intra-frequency measurements under CCA
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_CCA_FR1_I
	-123
	-120
	 -6

	
	NR_CCA_FR1_J
	-122.5
	-119.5
	

	NOTE 1:	NR operating band groups are as defined in clause 3.5.2.



B.2.10	Conditions for NR inter-frequency measurements under CCA
This clause defines the following conditions for NR inter-frequency measurements and corresponding procedures performed based on SSBs: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.10-1 for NR cells under CCA.
Table B.2.10-1: Conditions for inter-frequency measurements under CCA
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_CCA_FR1_I
	-121
	-118
	 -4

	
	NR_CCA_FR1_J
	-120.5
	-117.5
	

	NOTE 1:	NR operating band groups are as defined in clause 3.5.2.



B.2.11	Conditions for NR L1-RSRP reporting under CCA
B.2.11.1	Conditions for SSB based L1-RSRP reporting
This clause defines the following conditions for NR L1-RSRP measurement reporting and corresponding procedures performed based on SSBs under CCA: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.11.1-1 for NR cells under CCA.
Table B.2.11.1-1: Conditions for SSB based L1-RSRP measurements under CCA
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_CCA_FR1_I
	-120
	-117
	 -3

	
	NR_CCA_FR1_J
	-119.5
	-116.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



B.2.12	Conditions for NR CSI-RS based intra-frequency measurements
This clause defines the following conditions for NR CSI-RS based intra-frequency measurements and corresponding procedures performed based on CSI-RS: CSI_RP and CSI-RS Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.12-1 for FR1 NR cells.
The conditions are defined in Table B.2.12-2 for FR2 NR cells.
Table B.2.12-1: Conditions for CSI-RS based intra-frequency measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum CSI_RP
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-124
	-121
	 -6

	
	NR_FDD_FR1_B
	-126.5
	-123.5
	-120.5
	

	
	NR_TDD_FR1_C
	-126
	-123
	-120
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-122.5
	-119.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-122
	-119
	

	
	NR_FDD_FR1_F
	-124.5
	-121.5
	-118.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-121
	-118
	

	
	NR_FDD_FR1_H
	-123.5
	-120.5
	-117.5
	

	
	NR_FDD_ FR1_N
	-120.5
	-117.5
	-114.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.12-2: Conditions for CSI-RS based intra-frequency measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum CSI_RP Note 2, Note 3
	CSI-RS Ês/Iot

	
	
	
	dBm / SCSCSI-RS
	dB

	
	
	
	SCSCSI-RS = 120 kHz
	SCSCSI-RS = 60 kHz
	

	
	
	
	UE power class
	UE power class
	

	
	
	
	1
	2
	3
	4
	1, 2, 3, 4
	

	Conditions
	Rx Beam Peak
	n257
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	(Value for SCSCSI-RS = 120 kHz) - 3dB 
	≥-6

	
	
	n258
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	
	

	
	
	n259
	
	
	-108.5
	-124.7+Y4
	
	

	
	
	n260
	-125.3+Y1
	
	-109.5
	-125.8+Y4
	
	

	
	
	n261
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	
	

	
	Spherical coverage Note 1
	n257
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	(Value for SCSCSI-RS = 120 kHz) - 3dB 
	≥-6

	
	
	n258
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	

	
	
	n259
	
	
	-95.7
	-115.7+Z4
	
	

	
	
	n260
	-117.3+Z1
	
	-96.9
	-113.8+Z4
	
	

	
	
	n261
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	

	Note 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
Note 2:	Values specified at the Reference point to give minimum CSI-RS Ês/Iot, with no applied noise.
Note 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.12-2: 
- The value of Y for power classes 1 and 4 is FFS, where Y1 and Y4 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1 and 4 respectively 
- The value of Z for power classes 1 and 4 is FFS, where Z1 and Z4 are the rough/fine beam gain differences in spherical coverage directions for power classes 1 and 4 respectively

B.2.13	Conditions for NR CSI-RS based inter-frequency measurements
This clause defines the following conditions for NR CSI-RS based inter-frequency measurements and corresponding procedures performed based on CSI-RS: CSI_RP and CSI-RS Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.13-1 for FR1 NR cells.
The conditions are defined in Table B.2.13-2 for FR2 NR cells.
Table B.2.13-1: Conditions for CSI-RS based inter-frequency measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum CSI_RP
	CSI-RS Ês/Iot

	
	
	dBm / SCSCSI-RS
	dB

	
	
	SCSCSI-RS = 15 kHz
	SCSCSI-RS = 30 kHz
	SCSCSI-RS = 60 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-125
	-122
	-119
	 -6

	
	NR_FDD_FR1_B
	-124.5
	-121.5
	-118.5
	

	
	NR_TDD_FR1_C
	-124
	-121
	-118
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-124.5
	-120.5
	-117.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-123
	-120
	-117
	

	
	NR_FDD_FR1_F
	-122.5
	-119.5
	-116.5
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-122
	-119
	-116
	

	
	NR_FDD_FR1_H
	-121.5
	-118.5
	-115.5
	

	
	NR_FDD_ FR1_N
	-118.5
	-115.5
	-112.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.13-2: Conditions for CSI-RS based inter-frequency measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum CSI_RP Note 2, Note 3
	CSI-RS Ês/Iot

	
	
	
	dBm / SCSCSI-RS
	dB

	
	
	
	SCSCSI-RS = 120 kHz
	SCSCSI-RS = 60 kHz
	

	
	
	
	UE power class
	UE power class
	

	
	
	
	1
	2
	3
	4
	1, 2, 3, 4
	

	Conditions
	Rx Beam Peak
	n257
	-126.3+Y1
	-111.8
	-110.1
	-125.8+Y4
	(Value for SCSCSI-RS = 120 kHz) - 3dB 
	≥-4

	
	
	n258
	-126.3+Y1
	-111.8
	-110.1
	-125.8+Y4
	
	

	
	
	n259
	
	
	-106.5
	-122.7+Y4
	
	

	
	
	n260
	-123.3+Y1
	
	-107.5
	-123.8+Y4
	
	

	
	
	n261
	-126.3+Y1
	-111.8
	-110.1
	-125.8+Y4
	
	

	
	Spherical coverage Note 1
	n257
	-118.3+Z1
	-100.8
	-99.2
	-116.8+Z4
	(Value for SCSCSI-RS = 120 kHz) - 3dB 
	≥-4

	
	
	n258
	-118.3+Z1
	-100.8
	-99.2
	-116.8+Z4
	
	

	
	
	n259
	
	
	-93.7
	-113.7+Z4
	
	

	
	
	n260
	-115.3+Z1
	
	-94.9
	-111.8+Z4
	
	

	
	
	n261
	-118.3+Z1
	-100.8
	-99.2
	-116.8+Z4
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum CSI-RS Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.13-2: 
- The value of Y for power classes 1 and 4 is FFS, where Y1 and Y4 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1 and 4 respectively 
- The value of Z for power classes 1 and 4 is FFS, where Z1, and Z4 are the rough/fine beam gain differences in spherical coverage directions for power classes 1 and 4 respectively. 
B.2.14	Conditions for NR PRS-based measurements
This clause defines the following conditions for NR PRS-based measurements and corresponding procedures performed based on PRS: PRP and PRS Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.14-1 for FR1 NR cells.
The conditions are defined in Table B.2.14-2 for FR2 NR cells.
Table B.2.14-1: Conditions for NR PRS-based measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum PRP1,2
	PRS Ês/Iot

	
	
	dBm / SCSPRS
	dB

	
	
	SCSPRS = 15 kHz
	SCSPRS = 30 kHz
	SCSPRS = 60 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A, NR_SDL_FR1_A
	-127
	-124
	-121
	 -6 Note2
 -13 Note3
 -3 Note4
	




 -6 Note5
 -3 Note6
 0 Note7

	
	NR_FDD_FR1_B
	-126.5
	-123.5
	-120.5
	
	

	
	NR_TDD_FR1_C
	-126
	-123
	-120
	
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-125.5
	-122.5
	-119.5
	
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-125
	-122
	-119
	
	

	
	NR_FDD_FR1_F
	-124.5
	-121.5
	-118.5
	
	

	
	NR_FDD_FR1_G, NR_TDD_FR1_G
	-124
	-121
	-118
	
	

	
	NR_FDD_FR1_H
	-123.5
	-120.5
	-117.5
	
	

	
	NR_FDD_FR1_N
	-120.5
	-117.5
	-114.5
	
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.
NOTE 2:	PRS Ês/Iot for RSTD measurement reference cell PRS resource. 
NOTE 3:	PRS Ês/Iot for RSTD measurement neighbor cell PRS resource, PRS-RSRP measurement, PRS-RSRPP measurement and UE Rx-Tx time difference measurement.
NOTE 4:	PRS Ês/Iot for PRS-RSRP measurement, PRS-RSRPP measurement and UE Rx-Tx time difference measurement.
 NOTE 5:	PRS Ês/Iot for RSTD measurement neighbor cell PRS resource, PRS-RSRP measurement, PRS-RSRPP measurement and UE Rx-Tx time difference measurement when performed with reduced number of samples.
NOTE 6:	PRS Ês/Iot for RSTD measurement reference cell PRS resource when performed with reduced number of samples.
NOTE 7:	PRS Ês/Iot for PRS-RSRP measurement, PRS-RSRPP measurement and UE Rx-Tx time difference measurement when performed with reduced number of samples.



Table B.2.14-2: Conditions for NR PRS-based measurements in FR2
	Parameter
	Angle of arrival
	NR operating bands
	Minimum PRP1,2 Note 2, Note 3
	PRS Ês/Iot

	
	
	
	dBm / SCSPRS
	dB

	
	
	
	SCSPRS = 120 kHz
	SCSPRS = 60 kHz
	

	
	
	
	UE power class
	UE power class
	

	
	
	
	1
	2
	3
	4
	5
	1, 2, 3, 4
	

	Conditions
	Rx Beam Peak
	n257
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-117.4+Y5
	(Value for SCSPRS = 120 kHz) - 3dB 
	 -6 Note4
 -13 Note5
 -3 Note6
	 -6 Note7
 -3 Note8
 0 Note9

	
	
	n258
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-117.6+Y5
	
	
	

	
	
	n259
	
	
	-108.5
	-124.7+Y4
	-114.5+Y5
	
	
	

	
	
	n260
	-125.3+Y1
	
	-109.5
	-125.8+Y4
	
	
	
	

	
	
	n261
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	
	
	
	

	
	
	n262
	-123.3+Y1
	-108.6
	-106.6
	-121.8+Y4
	
	
	
	

	
	Spherical coverage Note 1
	n257
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-109.4+Z5
	(Value for SCSPRS = 120 kHz) - 3dB 
	 -6 Note4
 -13 Note5
 -3 Note6
	 -6 Note7
 -3 Note8
 0 Note9

	
	
	n258
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	
	
	

	
	
	n259
	
	
	-95.7
	-115.7+Z4
	-101.6+Z5
	
	
	

	
	
	n260
	-117.3+Z1
	
	-96.9
	-113.8+Z4
	
	
	
	

	
	
	n261
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	
	
	

	
	
	n262
	-115.1+Z1
	-94.7
	-93.5
	-109.7+Z4
	
	
	
	

	NOTE 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
NOTE 2:	Values specified at the Reference point to give minimum PRS Ês/Iot, with no applied noise.
NOTE 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].
NOTE 4:	PRS Ês/Iot for RSTD measurement reference cell PRS resource.
NOTE 5:	PRS Ês/Iot for RSTD measurement neighbor cell PRS resource, PRS-RSRP measurement, PRS-RSRPP measurement and UE Rx-Tx time difference measurement.
NOTE 6:	PRS Ês/Iot for PRS-RSRP measurement, PRS-RSRPP measurement and UE Rx-Tx time difference measurement.
NOTE 7:	PRS Ês/Iot for RSTD measurement neighbor cell PRS resource, PRS-RSRP measurement, PRS-RSRPP measurement and UE Rx-Tx time difference measurement when performed with reduced number of samples.
NOTE 8:	PRS Ês/Iot for RSTD measurement reference cell PRS resource when performed with reduced number of samples.
NOTE 9:	PRS Ês/Iot for PRS-RSRP measurement, PRS-RSRPP measurement and UE Rx-Tx time difference measurement when performed with reduced number of samples.#=



Editor’s notes for Table B.2.14-2: 
- The value of Y for power classes 1 and 4 is FFS, where Y1 and Y4 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1 and 4 respectively 
- The value of Z for power classes 1 and 4 is FFS, where Z1 and Z4 are the rough/fine beam gain differences in spherical coverage directions for power classes 1 and 4 respectively

B.2.15	Conditions for NR intra-frequency measurements
This clause defines the following conditions for RedCap NR intra-frequency measurements and corresponding procedures performed based on SSBs: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.15-1 and Table B.2.15-2 for 1 Rx and 2 Rx RedCap respectively for FR1 NR cells.
The conditions are defined in Table B.2.15-3 for FR2 NR cells.

Table B.2.15-1: Conditions for intra-frequency cell re-selection in FR1 for 1Rx RedCap
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_ FR1_A, NR_TDD_FR1_A
	-127
	-124
	 -6

	
	NR_FDD_ FR1_B
	-126.5
	-123.5
	

	
	NR_TDD_ FR1_C
	-126
	-123
	

	
	NR_FDD_ FR1_D, NR_TDD_ FR1_D
	-125.5
	-122.5
	

	
	NR_FDD_ FR1_E, NR_TDD_ FR1_E
	-125
	-122
	

	
	NR_FDD_ FR1_F
	-124.5
	-121.5
	

	
	NR_FDD_ FR1_G
	-124
	-121
	

	
	NR_FDD_ FR1_H
	-123.5
	-120.5
	

	
	NR_FDD_FR1_N
	-120.5
	-117.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.15-2: Conditions for intra-frequency cell re-selection in FR1 for 2Rx RedCap
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_ FR1_A, NR_TDD_ FR1_A
	-127
	-124
	 -6

	
	NR_FDD_ FR1_B
	-126.5
	-123.5
	

	
	NR_TDD_ FR1_C
	-126
	-123
	

	
	NR_FDD_ FR1_D, NR_TDD_ FR1_D
	-125.5
	-122.5
	

	
	NR_FDD_ FR1_E, NR_TDD_ FR1_E
	-125
	-122
	

	
	NR_FDD_ FR1_F
	-124.5
	-121.5
	

	
	NR_FDD_ FR1_G
	-124
	-121
	

	
	NR_FDD_ FR1_H
	-123.5
	-120.5
	

	
	NR_FDD_FR1_N
	-120.5
	-117.5
	

	NOTE 1:	NR operating band groups are defined in clause 3.5.2.



Table B.2.15-3: Conditions for intra-frequency measurements in FR2 for RedCap
	Parameter
	Angle of arrival
	NR operating bands
	
	Minimum SSB_RP Note 2, Note 3
	SSB Ês/Iot

	
	
	
	
	dBm / SCSSSB
	dB

	
	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	
	
	
	UE Power class
	UE Power class
	

	
	
	
	1
	2
	3
	4
	5
	7
	1, 2, 3, 4, 5
	

	Conditions
	Rx Beam Peak
	n257
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.4+Y5
	-116.1+Y7
	(Value for SCSSSB = 120 kHz) +3dB
	≥-6

	
	
	n258
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	-123.6+Y5
	-116.1+Y7
	
	

	
	
	n261
	-128.3+Y1
	-113.8
	-112.1
	-127.8+Y4
	
	-116.1+Y7
	
	

	
	Spherical coverage Note 1
	n257
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.4+Z5
	-105.2+Z7
	(Value for SCSSSB = 120 kHz) +3dB
	≥-6

	
	
	n258
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	-115.6+Z5
	-105.2+Z7
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	n261
	-120.3+Z1
	-102.8
	-101.2
	-118.8+Z4
	
	-105.2+Z7
	
	

	Note 1:	Values based on EIS spherical coverage as defined in clause 7.3.4 of TS 38.101-2 [19]. Side condition applies for directions in which EIS spherical coverage requirement is met.
Note 2:	Values specified at the Reference point to give minimum SSB Ês/Iot, with no applied noise.
Note 3:	For UEs that support multiple FR2 bands, Rx Beam Peak values are increased by ∆MBP,n and Spherical coverage values are increased by ∆MBS,n, the UE multi-band relaxation factor in dB specified in clause 6.2.1 of TS 38.101-2 [19].



Editor’s notes for Table B.2.2-2: 
- The value of Y for power classes 1, 4, 5 and 7 is FFS, where Y1, Y4, Y5 and Y7 are the rough/fine beam gain differences in Rx beam peak direction for power classes 1, 4, 5 and 7 respectively 
- The value of Z for power classes 1, 4, 5 and 7 is FFS, where Z1, Z4, Z5 and Z7 are the rough/fine beam gain differences in spherical coverage directions for power classes 1, 4, 5 and 7 respectively

<end of the change11>




3GPP
oleObject1.bin

oleObject84.bin

oleObject85.bin

oleObject86.bin

oleObject87.bin

image8.wmf
ot

s

I

Ê


oleObject88.bin

oleObject89.bin

oleObject90.bin

image9.wmf
oc

N


oleObject91.bin

image1.wmf
RSSI

D


oleObject92.bin

oleObject93.bin

oleObject94.bin

oleObject95.bin

oleObject96.bin

oleObject97.bin

oleObject98.bin

oleObject99.bin

oleObject100.bin

oleObject101.bin

oleObject2.bin

oleObject102.bin

oleObject103.bin

oleObject104.bin

oleObject105.bin

oleObject106.bin

oleObject107.bin

oleObject108.bin

oleObject109.bin

oleObject110.bin

oleObject111.bin

image2.wmf
RSSI

D


oleObject112.bin

oleObject113.bin

oleObject114.bin

oleObject115.bin

oleObject116.bin

oleObject117.bin

oleObject118.bin

oleObject119.bin

oleObject120.bin

oleObject121.bin

oleObject3.bin

oleObject122.bin

image10.wmf
oc

N

/

E

ˆ

s


oleObject123.bin

oleObject124.bin

oleObject125.bin

oleObject126.bin

oleObject127.bin

oleObject128.bin

oleObject129.bin

oleObject130.bin

image3.wmf
RSSI

D


oleObject131.bin

oleObject132.bin

oleObject133.bin

oleObject134.bin

oleObject135.bin

oleObject136.bin

oleObject137.bin

oleObject138.bin

oleObject139.bin

oleObject140.bin

oleObject4.bin

oleObject141.bin

oleObject142.bin

oleObject143.bin

oleObject144.bin

oleObject145.bin

oleObject146.bin

oleObject147.bin

oleObject148.bin

oleObject149.bin

oleObject150.bin

oleObject5.bin

oleObject151.bin

oleObject152.bin

oleObject153.bin

oleObject154.bin

oleObject155.bin

oleObject156.bin

oleObject157.bin

oleObject158.bin

oleObject159.bin

oleObject160.bin

oleObject6.bin

oleObject161.bin

oleObject162.bin

oleObject163.bin

oleObject164.bin

oleObject165.bin

oleObject166.bin

oleObject167.bin

oleObject168.bin

oleObject169.bin

oleObject170.bin

oleObject7.bin

oleObject171.bin

oleObject172.bin

oleObject173.bin

oleObject174.bin

oleObject175.bin

oleObject176.bin

oleObject177.bin

oleObject178.bin

oleObject179.bin

oleObject180.bin

image4.wmf
oc

N


oleObject181.bin

oleObject182.bin

oleObject183.bin

oleObject184.bin

oleObject185.bin

oleObject186.bin

oleObject187.bin

oleObject188.bin

oleObject189.bin

oleObject190.bin

oleObject8.bin

oleObject191.bin

oleObject192.bin

oleObject193.bin

oleObject194.bin

oleObject195.bin

oleObject196.bin

oleObject197.bin

oleObject198.bin

oleObject199.bin

oleObject200.bin

oleObject9.bin

oleObject201.bin

oleObject202.bin

oleObject203.bin

oleObject204.bin

oleObject205.bin

oleObject206.bin

oleObject207.bin

oleObject208.bin

oleObject209.bin

oleObject210.bin

image5.wmf
ot

s

I

Ê


oleObject211.bin

oleObject212.bin

oleObject213.bin

oleObject214.bin

oleObject215.bin

oleObject216.bin

oleObject217.bin

oleObject218.bin

oleObject219.bin

oleObject220.bin

oleObject10.bin

oleObject221.bin

oleObject222.bin

oleObject223.bin

oleObject224.bin

oleObject225.bin

oleObject226.bin

oleObject227.bin

oleObject228.bin

oleObject229.bin

oleObject230.bin

image6.wmf
oc

s

N

Ê


oleObject231.bin

oleObject232.bin

oleObject233.bin

oleObject234.bin

oleObject235.bin

oleObject236.bin

oleObject237.bin

oleObject238.bin

oleObject239.bin

oleObject240.bin

oleObject11.bin

oleObject241.bin

oleObject242.bin

oleObject243.bin

oleObject244.bin

oleObject245.bin

oleObject246.bin

oleObject247.bin

oleObject248.bin

oleObject249.bin

oleObject250.bin

oleObject12.bin

oleObject251.bin

oleObject252.bin

oleObject253.bin

oleObject254.bin

oleObject255.bin

oleObject256.bin

oleObject257.bin

oleObject258.bin

oleObject259.bin

oleObject260.bin

oleObject13.bin

oleObject261.bin

oleObject262.bin

oleObject263.bin

oleObject264.bin

oleObject265.bin

oleObject266.bin

oleObject267.bin

oleObject268.bin

oleObject269.bin

oleObject270.bin

oleObject14.bin

oleObject271.bin

oleObject272.bin

oleObject273.bin

oleObject274.bin

oleObject275.bin

oleObject276.bin

oleObject277.bin

oleObject278.bin

oleObject279.bin

oleObject280.bin

oleObject15.bin

oleObject281.bin

oleObject282.bin

oleObject283.bin

oleObject284.bin

oleObject285.bin

oleObject286.bin

oleObject287.bin

oleObject288.bin

oleObject289.bin

oleObject290.bin

oleObject16.bin

oleObject291.bin

oleObject292.bin

oleObject293.bin

oleObject294.bin

oleObject295.bin

oleObject296.bin

oleObject297.bin

oleObject298.bin

oleObject299.bin

oleObject300.bin

oleObject17.bin

oleObject301.bin

oleObject302.bin

oleObject303.bin

oleObject304.bin

oleObject305.bin

oleObject306.bin

oleObject307.bin

oleObject308.bin

oleObject309.bin

oleObject310.bin

oleObject18.bin

oleObject311.bin

oleObject312.bin

oleObject313.bin

oleObject314.bin

oleObject315.bin

oleObject316.bin

image11.png
Accuracy expressed as reported
Gain'G" value compared to combined
signal from antenna elements

/_H—/%

‘ Aray

Reference point O [ 2 Reported

for requirement i = SS-RSRP
I values

parameters = I
%

UE





image12.png
Accuracy expressed as reported
Gain'G" value compared to combined
signal from antenna elements

/_H—/%

Array

[
o mt i

for requirement

parameters = I
e

Reported
PRS-RSRP
values

RF

Baseband

UE





oleObject19.bin

oleObject20.bin

oleObject21.bin

oleObject22.bin

oleObject23.bin

oleObject24.bin

oleObject25.bin

oleObject26.bin

oleObject27.bin

oleObject28.bin

oleObject29.bin

oleObject30.bin

oleObject31.bin

oleObject32.bin

oleObject33.bin

oleObject34.bin

oleObject35.bin

oleObject36.bin

oleObject37.bin

oleObject38.bin

oleObject39.bin

oleObject40.bin

oleObject41.bin

oleObject42.bin

oleObject43.bin

oleObject44.bin

oleObject45.bin

oleObject46.bin

oleObject47.bin

oleObject48.bin

oleObject49.bin

oleObject50.bin

oleObject51.bin

oleObject52.bin

oleObject53.bin

oleObject54.bin

oleObject55.bin

oleObject56.bin

oleObject57.bin

oleObject58.bin

oleObject59.bin

oleObject60.bin

oleObject61.bin

oleObject62.bin

oleObject63.bin

oleObject64.bin

oleObject65.bin

oleObject66.bin

oleObject67.bin

oleObject68.bin

oleObject69.bin

oleObject70.bin

oleObject71.bin

oleObject72.bin

oleObject73.bin

oleObject74.bin

oleObject75.bin

oleObject76.bin

oleObject77.bin

oleObject78.bin

oleObject79.bin

oleObject80.bin

oleObject81.bin

oleObject82.bin

image7.wmf
ot

s

I

Ê


oleObject83.bin

