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Background
During RAN4#108b meeting, Way Forward [1] for 256 QAM BS Demod was approved. In this contribution, we share our views about FR2 UL 256QAM demodulation performance.
Discussion
Carrier BW and SCS
	Agreement: Companies to use 50 MHz for 60 kHz, however decision whether to include requirements for SCS of 60 kHz to be deferred to RAN4#109.
Agreement: 
Companies to use 50 MHz initially for requirements derivation, with FFS on 100 MHz and 200 MHz. 
Companies to provide simulations for 50, 100, 200 with a priority in order of 50, 200, 100, with a view on testable SNR.
Note: Could use existing applicability rule to extend 50 MHz to other CBW.



In the current specification, 50MHz, 100MHz and 200MHz requirements are defined for 120kHz SCS. So it is reasonable to reuse the same channel bandwidth configuration to define the requirements for FR2 UL 256QAM. For the 60kHz SCS, considering that there is no any deployment in the real network currently, we propose to not consider 60kHz SCS requirements for FR2 UL 256QAM.
Define 50MHz, 100MHz and 200MHz requirements for 120kHz SCS for FR2 UL 256QAM.
Do not consider 60kHz SCS requirements for FR2 UL 256QAM.
Proposals
In this contribution, we discuss FR2 UL 256QAM demodulation performance. Our observations and proposals are:
1. Define 50MHz, 100MHz and 200MHz requirements for 120kHz SCS for FR2 UL 256QAM.
Do not consider 60kHz SCS requirements for FR2 UL 256QAM.
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