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< start of change >
[bookmark: _Toc114141581][bookmark: _Toc121935189][bookmark: _Toc124152207][bookmark: _Toc137479651][bookmark: _Toc138765520][bookmark: _Toc145425928]D.4.4	Pass/Fail Criteria of PSP
This clause defines the pass/fail criteria of PSP, this general pass/fail limits principle apply for all FR2 frequency bands.
The PSP pass/fail limit is specified as [84%].
[bookmark: _Toc106185693][bookmark: _Toc114141582][bookmark: _Toc121935190][bookmark: _Toc124152208][bookmark: _Toc137479652][bookmark: _Toc138765521][bookmark: _Toc145425929]D.4.5	Pass/Fail Criteria of Cross-polarization
This clause defines the pass/fail criteria of cross-polarization, this pass/fail limits apply for all FR2 frequency bands.
[bookmark: _Toc106185694]The cross-polarization ratio pass/fail limit is specified as ±1.5 dB.
[bookmark: _Toc114141583][bookmark: _Toc121935191][bookmark: _Toc124152209][bookmark: _Toc137479653][bookmark: _Toc138765522][bookmark: _Toc145425930]D.4.6	Pass/Fail Criteria of Power validation
This clause defines the pass/fail criteria of power validation, this pass/fail limits apply for all FR2 bands.
The power validation pass/fail limit is specified as 1.5 dB[TBD].
< end of change >

