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	Reason for change:
	To correct applicable UL SCSs for which the TA requirements for IAB-MT apply.

	
	

	Summary of change:
	1) The existing IAB-MT TA adjustement accuracy requirements (clause 12.2.3) refer to the corresponding TA adjustement accuracy requirements for the UE (clause 7.3) in TS 38.133. The latter also covers TA adjustement accuracy requirements for UL SCS > 120 kHz (e.g. SCS 480 kHz and 960 kHz). However, IAB-MT requirements including the TA adjustment are applicable for FR2-1 i.e. up to the UL SCS= 120 kHz.
2) Secondly, the clause 7.3 in TS 38.133 also covers requirements for NR-U i.e. it states that, “the same requirement applies also when the UE is not able to transmit a configured uplink transmission due to the channel assessment procedure.”. But IAB-MT requirements apply only to the licensed band.
It is therefore not appropriate to refer to clause 7.3 in TS 38.133 rather the clause 12.2.3 should be standalone. 
The table containing the applicable UL SCSs and corresponding TA accuracies for the IAB-MT are defined in clause 12.2.3. 
The changes do not alter the core requirements which should be supported by the IAB-MT.  
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----------------------START OF CHANGE----------------------------


[bookmark: _Toc145529785]12.2.3	IAB-MT timing advance
12.2.3.1	Timing Advance adjustment delay
The IAB-MT shall adjust the timing of its uplink transmission timing at time slot n+ k+1 for a timing advance command received in time slot n, and the value of k is defined in clause 4.2 in TS 38.213 [10]. The requirements in this clause 7.3 in [6] apply for IAB-MT, for ‘Case 1’ transmission timing mode specified in clause 14 of TS 38.213 [10].
12.2.3.2	Timing Advance adjustment accuracy
The IAB-MT shall adjust the timing of its transmissions with a relative accuracy better than or equal to the IAB-MT Timing Advance adjustment accuracy requirement in Table 12.2.3-1, to the signalled timing advance value compared to the timing of preceding uplink transmission. The timing advance command step is defined in TS 38.213 [10].
Table 12.2.3.2-1: UE Timing Advance adjustment accuracy
	UL Sub Carrier Spacing(kHz)
	15
	30
	60
	120

	UE Timing Advance adjustment accuracy
	±256 Tc
	±256 Tc
	±128 Tc
	±32 Tc
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