Page 1
[bookmark: Title][bookmark: DocumentFor][bookmark: _Ref462675860]3GPP TSG-RAN WG4 Meeting # 109													    			R4-2313901
Chicago, US, November 13 – 17, 2023

Agenda item:			8.33.7
Source:	Moderator (Qualcomm Incorporated)
Title:	WF for mobile IAB RF requirements and conformance
Document for:	Approval
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This document provides way-forward on mobile IAB (mIAB) based on the outcomes of “Topic summary for [109][313] NR_mobile_IAB_RF [1].
CRs to TS 38.174
Agreement:
Merge the above CRs into the Big CR (R4-2319785) entailing the following corrections:
· Remove the text which says suffix A is used at 2nd level clause. Add a note to state subclause 5.3A is not dedicated to mobile IAB-node (NEC - R4-2320156)
· Correct the subclause number. (NEC R4-2320156 and Nokia R4-2320256)
· Addition of mIAB in clauses: definitions in clause 3.1, clause number correction in 4.13, typos in 6.2.1A and 9.3.1A (Nokia R4-2320256)
· Adding Clarificaion on mobile IAB only apply LA IAB-MT (Ericsson R4-2320531)
RF conformance requirements
General RF conformance requirements
Agreement:
· Both IAB conducted (TS 38.176-1) and radiated (TS 38.176-2) test specifications require introduction of mobile IAB.
· At least updates to following conformance test are needed: output power and relative power tolerance for mIAB-MT type 1-H,  OTA output power and relative EIRP tolerance for IAB-MT type 1-O and type 2-O. 
Dynamic range test requirements:
Agreement:
· The test procedures for local-area IAB-MT can be reused for mIAB-MT, while the test requirements should take into consideration the recently agreed mIAB-MT dynamic range mechanism.
Relative power tolerance:
Agreement:
· RAN4 to not specify test requirements for Relative power tolerance for mIAB-MT, following legacy IAB-MT in TS 38.176-1 and TS 38.176-2.
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