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Start of Change
[bookmark: _GoBack]8.18	TRP specific Link Recovery Procedures
8.18.1	Introduction
The UE shall assess the downlink radio link quality of a serving cell based on the reference signal provided in the two sets  and  as specified in TS 38.213 [3] in order to detect beam failure on:
-	PCell in SA, NR-DC, or NE-DC operation mode,
-	PSCell in NR-DC and EN-DC operation mode,
-	SCell in SA, NR-DC, NE-DC or EN-DC operation mode.
The RS resource configurations in the two sets  and  on PCell or PSCell can be periodic CSI-RS resources and/or SSBs. RS resource configuration in the two sets  and  on SCell shall be periodic CSI-RS. UE is not required to perform beam failure detection outside the active DL BWP. UE is not required to meet the requirements in clause 8.18.2 and 8.18.3 if UE does not have configured sets  and . UE is not required to perform beam failure detection on a deactivated SCell, and also not required to perform beam failure detection on resources which is implicitly configured for a deactivated SCell. UE is not required to perform beam failure detection on a SCell on which   and  is not configured. 
If additionalPCIList is configured for the serving cell, the SSBs in sets  and  can be associated to the same additional PCI other than serving cell PCI.
On each RS resource configuration in the two sets  and , the UE shall estimate the radio link quality and compare it to the threshold Qout_LR for the purpose of accessing downlink radio link quality of the serving cell.
The threshold Qout_LR is defined as the level at which the downlink radio level link of a given resource configuration on two sets  and  cannot be reliably received and shall correspond to the BLERout = 10% block error rate of a hypothetical PDCCH transmission. For SSB based beam failure detection, Qout_LR_SSB is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.518.2.1-1. For CSI-RS based beam failure detection, Qout_LR_CSI-RS is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.181.3.1-1.
Upon request the UE shall deliver configuration indexes from the two sets  and as specified in TS 38.213 [3] , to higher layers,  and the corresponding L1-RSRP measurement provided that the measured L1-RSRP is equal to or better than the threshold Qin_LR, which is indicated by higher layer parameter rsrp-ThresholdSSB. The UE applies the Qin_LR threshold to the L1-RSRP measurement obtained from an SSB. The UE applies the Qin_LR threshold to the L1-RSRP measurement obtained for a CSI-RS resource after scaling a respective CSI-RS reception power with a value provided by higher layer parameter powerControlOffsetSS. The RS resource configurations in the two sets  and  can be periodic CSI-RS resources or SSBs or both SSB and CSI-RS resources. UE is not required to perform candidate beam detection outside the active DL BWP. UE is not required to perform candidate beam detection on a SCell on which  and  is not configured.

8.18.5	Requirements for SSB based candidate beam detection
8.18.5.1	Introduction
The requirements in this clause apply for each SSB resource in the sets  and configured for a serving cell, provided that the SSBs configured for candidate beam detection (CBD) are actually transmitted within UE active DL BWP during the entire evaluation period specified in clause 8.18.5.2. The SSB(s) in set  can be associated with an additional PCI other than serving PCI.
8.18.5.2	Minimum requirement
Upon request the UE shall be able to evaluate whether the L1-RSRP measured on the configured SSB resource in the two sets  and ,estimated over the last TEvaluate_CBD_SSB ms period becomes better than the threshold Qin_LR provided SSB_RP and SSB Ês/Iot are according to Annex Table B.2.4.1 for a corresponding band.
The UE shall monitor the configured SSB resources using the evaluation period in table 8.18.5.2-1 and 8.18.5.2-2 corresponding to the non-DRX mode, if the configured DRX cycle ≤ 320ms.
The value of TEvaluate_CBD_SSB is defined in Table 8.18.5.2-1 for FR1.
The value of TEvaluate_CBD_SSB is defined in Table 8.18.5.2-2 for FR2 with scaling factor N, where
N = [TBD] for PCell in FR2-1 if the UE supports [fast beam sweeping capability]  [additional conditions FFS], and
N=8 for other cases in FR2.
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the SSB,
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the SSB.
For FR2,
-	, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod).
-	P is Psharing factor, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC period (TSSB = TSMTCperiod).
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TSSB < 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TSSB = 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TSSB < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC occasion (TSSB = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP) 
-	Psharing factor = 1, if the candidate beam detection RS outside measurement gap is
-	not overlapped with the SSB symbols indicated by SSB-ToMeasure and 1 data symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 data symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured, where the SSB-ToMeasure is the union set of SSB-ToMeasure from all the configured measurement objects merged on the same serving carrier, and;
-	not overlapped with the RSSI symbols indicated by ss-RSSI-Measurement and 1 data symbol before each RSSI symbol indicated by ss-RSSI-Measurement and 1 data symbol after each RSSI symbol indicated by ss-RSSI-Measurement, given that ss-RSSI-Measurement is configured
-	Psharing factor = 3, otherwise.
where, 
	If the high layer in TS 38.331 [2] signaling of smtc2 is present, TSMTCperiod follows smtc2; Otherwise TSMTCperiod follows smtc1. TSMTCperiod is the shortest SMTC period among all CCs in the same FR2 band, provided the SMTC offset of all CCs in FR2 have the same offset. 
Longer evaluation period would be expected if the combination of the CBD-RS resource, SMTC occasion and measurement gap configurations does not meet pervious conditions.
For either an FR1 or FR2 serving cell, longer evaluation period would be expected during the period Tidentify_CGI when the UE is requested to decode an NR CGI.
For either an FR1 or FR2 serving cell, longer CBD evaluation period would be expected during the period Tidentify_CGI,E-UTRAN when the UE is requested to decode an LTE CGI.
The values of PCBD used in Table 8.18.5.2-1 and Table 8.18.5.2-2 are defined as
	For each SSB resource in the sets  and  configured for PCell or PSCell in EN-DC or NE-DC or SA; or PCell in NR-DC
-	PCBD = 1.
For each SSB resource in the sets  and  configured for PSCell in NR-DC
-	 PCBD = 2 if UE is configured for candidate beam detection on SCell, 1 otherwise.
	For each SSB resource in the sets  and  configured for a SCell
-	PCBD = Z in EN-DC or NE-DC or SA.
-	PCBD = 2* Z in NR-DC.
	Where Z is the number of band(s) on which UE is performing beam failure detection only for SCell
-	PCBD is the number of band(s) on which UE is performing candidate beam detection only for SCell.
The values of PTRP defined in table 8.18.5.2-2 is defined as 2, if SSB/CSI-RS resource in the two sets  and   are overlapped, else it is 1.

Table 8.18.5.2-1: Evaluation period TEvaluate_CBD_SSB for FR1
	Configuration
	TEvaluate_CBD_SSB (ms) 

	non-DRX, DRX cycle ≤ 320ms
	Max(25, Ceil(3  P  PCBD)  TSSB)

	DRX cycle > 320ms
	Ceil(3  P  PCBD)  TDRX

	Note:	TSSB is the periodicity of SSB in the two sets   and . TDRX is the DRX cycle length.



Table 8.18.5.2-2: Evaluation period TEvaluate_CBD_SSB for FR2
	Configuration
	TEvaluate_CBD_SSB (ms) 

	non-DRX, DRX cycle ≤ 320ms
	Max(25, Ceil(3  P  N  PCBD  PTRP)  TSSB)

	DRX cycle > 320ms
	Ceil(3  P  N  PCBD  PTRP)  TDRX

	Note:	TSSB is the periodicity of SSB in the two sets   and . TDRX is the DRX cycle length.




8.18.6	Requirements for CSI-RS based candidate beam detection
8.18.6.1	Introduction
The requirements in this clause apply for each CSI-RS resource in the sets  and  configured for a serving cell, provided that the CSI-RS resources configured for candidate beam detection are actually transmitted within UE active DL BWP during the entire evaluation period specified in clause 8.18.6.2.
8.18.6.2	Minimum requirement
Upon request the UE shall be able to evaluate whether the L1-RSRP measured on the configured CSI-RS resource in sets  and  estimated over the last TEvaluate_CBD_CSI-RS [ms] period becomes better than the threshold Qin_LR within TEvaluate_CBD_CSI-RS [ms] period provided CSI-RS Ês/Iot is according to Annex Table B.2.4.2 for a corresponding band.
The UE shall monitor the configured CSI-RS resources using the evaluation period in table 8.18.6.2-1 and 8.18.6.2-2 corresponding to the non-DRX mode, if the configured DRX cycle ≤ 320ms.
The value of TEvaluate_CBD_CSI-RS is defined in Table 8.18.6.2-1 for FR1.
The value of TEvaluate_CBD_CSI-RS is defined in Table 8.18.6.2-2 for FR2 with scaling factor N, where
N = [TBD] for PCell in FR2-1 if the UE supports [fast beam sweeping capability]  [additional conditions FFS], and
N=8 for other cases in FR2.
For FR1,
-	, when in the monitored cell there are measurement gaps configured for intra-frequency, inter-frequency or inter-RAT measurements, which are overlapping with some but not all occasions of the CSI-RS; and
-	P = 1 when in the monitored cell there are no measurement gaps overlapping with any occasion of the CSI-RS.
For FR2,
-	P = 1, when candidate beam detection RS is not overlapped with measurement gap and also not overlapped with SMTC occasion.
-	 when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is not overlapped with SMTC occasion (TCSI-RS < MGRP)
-	, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod).
-	P =Psharing factor, when candidate beam detection RS is not overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod).
-	,, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and
-	TSMTCperiod ≠ MGRP or
-	TSMTCperiod = MGRP and TCSI-RS < 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is not overlapped with measurement gap and TSMTCperiod = MGRP and TCSI-RS = 0.5 × TSMTCperiod
-	, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is partially overlapped with SMTC occasion (TCSI-RS < TSMTCperiod) and SMTC occasion is partially or fully overlapped with measurement gap
-	,, when candidate beam detection RS is partially overlapped with measurement gap and candidate beam detection RS is fully overlapped with SMTC occasion (TCSI-RS = TSMTCperiod) and SMTC occasion is partially overlapped with measurement gap (TSMTCperiod < MGRP)
-	Psharing factor = 1, if the candidate beam detection RS outside measurement gap is 
-	not overlapped with the SSB symbols indicated by SSB-ToMeasure and 1 data symbol before each consecutive SSB symbols indicated by SSB-ToMeasure and 1 data symbol after each consecutive SSB symbols indicated by SSB-ToMeasure, given that SSB-ToMeasure is configured, where the SSB-ToMeasure is the union set of SSB-ToMeasure from all the configured measurement objects merged on the same serving carrier, and;
-	not overlapped with the RSSI symbols indicated by ss-RSSI-Measurement and 1 data symbol before each RSSI symbol indicated by ss-RSSI-Measurement and 1 data symbol after each RSSI symbol indicated by ss-RSSI-Measurement, given that ss-RSSI-Measurement is configured.
-	Psharing factor = 3, otherwise.
where,
	If the high layer in TS 38.331 [2] signaling of smtc2 is present, TSMTCperiod follows smtc2; Otherwise TSMTCperiod follows smtc1. TSMTCperiod is the shortest SMTC period among all CCs in the same FR2 band, provided the SMTC offset of all CCs in FR2 have the same offset.
Note:	The overlap between CSI-RS for CBD and SMTC means that CSI-RS for CBD is within the SMTC window duration. 
Longer evaluation period would be expected if the combination of the CBD-RS resource, SMTC occasion and measurement gap configurations does not meet pervious conditions.
Longer evaluation period would be expected if the CSI-RS is on the same OFDM symbols with RLM, BFD, BM-RS, or other CBD-RS, according to the measurement restrictions defined in clause 8.18.6.3.
For either an FR1 or FR2 serving cell, longer evaluation period would be expected during the period Tidentify_CGI when the UE is requested to decode an NR CGI.
For either an FR1 or FR2 serving cell, longer CBD evaluation period would be expected during the period Tidentify_CGI,E-UTRAN when the UE is requested to decode an LTE CGI.
The values of MCBD used in Table 8.18.6.2-1 and Table 8.18.6.2-2 are defined as
-	MCBD = 3, if the CSI-RS resource configured in the sets  and  is transmitted with Density = 3 and over the bandwidth ≥ 24 PRBs.
The values of PCBD used in Table 8.18.6.2-1 and Table 8.18.6.2-2 are defined as
	For each CSI-RS resource in the sets  and  configured for PCell or PSCell in EN-DC or NE-DC or SA; or PCell in NR-DC
-	PCBD = 1.
For each CSI-RS resource in the sets  and  configured for PSCell in NR-DC 
-	PCBD = 2 if UE configured for candidate beam detection on SCell, 1 otherwise.
	For each CSI-RS resource in the sets  and  configured for a SCell
-	PCBD = Z in EN-DC or NE-DC or SA.
-	PCBD = 2* Z in NR-DC.
	Where Z is the number of band(s) on which UE is performing beam failure detection only for SCell
-	PCBD is the number of band(s) on which UE is performing candidate beam detection only for SCell.
The values of PTRP defined in table 8.18.6.2-2 is defined as 2, if SSB/CSI-RS resource in the two sets  and   are overlapped, else it is 1.

Table 8.18.6.2-1: Evaluation period TEvaluate_CBD_CSI-RS for FR1
	Configuration
	TEvaluateC_CBD_CSI-RS (ms) 

	non-DRX, DRX cycle ≤ 320ms
	Max(25, Ceil(MCBD  P  PCBD)  TCSI-RS)

	DRX cycle > 320ms
	Ceil(MCBD  P  PCBD)  TDRX

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the two sets   and . TDRX is the DRX cycle length.



Table 8.18.6.2-2: Evaluation period TEvaluate_CBD_CSI-RS for FR2
	Configuration
	TEvaluate_CBD_CSI-RS (ms) 

	non-DRX, DRX cycle ≤ 320ms
	Max(25, Ceil(MCBD  P  N  PCBD  PTRP)  TCSI-RS)

	DRX cycle > 320ms
	Ceil(MCBD  P  N  PCBD  PTRP)  TDRX

	Note:	TCSI-RS is the periodicity of CSI-RS resource in the two sets   and . TDRX is the DRX cycle length.



--- Unchanged clauses omitted ---
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