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[bookmark: _Toc21127431][bookmark: _Toc29811637][bookmark: _Toc36817189][bookmark: _Toc37260105][bookmark: _Toc37267493][bookmark: _Toc44712095][bookmark: _Toc45893408][bookmark: _Toc53178135][bookmark: _Toc53178586][bookmark: _Toc61178812][bookmark: _Toc61179282][bookmark: _Toc67916578][bookmark: _Toc74663176][bookmark: _Toc82621716][bookmark: _Toc90422563][bookmark: _Toc106782756][bookmark: _Toc107311647][bookmark: _Toc107419231][bookmark: _Toc107474858][bookmark: _Toc114255451][bookmark: _Toc115186131][bookmark: _Toc123048945][bookmark: _Toc123051864][bookmark: _Toc123054333][bookmark: _Toc123717434][bookmark: _Toc124157010][bookmark: _Toc124266414][bookmark: _Toc131595772][bookmark: _Toc131740770][bookmark: _Toc131766304][bookmark: _Toc138837526][bookmark: _Toc146957789]5.3.5	BS channel bandwidth per operating band
The requirements in this specification apply to the combination of BS channel bandwidths, SCS and operating bands shown in table 5.3.5-1 for FR1 and in table 5.3.5-2 and table 5.3.5-3 for FR2. The transmission bandwidth configuration in table 5.3.2-1, table 5.3.2-2 and table 5.3.2-3 shall be supported for each of the BS channel bandwidths within the BS capability. The BS channel bandwidths are specified for both the Tx and Rx path.
Table 5.3.5-1: BS channel bandwidths and SCS per operating band in FR1
	NR Band
	SCS (kHz)
	BS channel bandwidth (MHz)

	
	
	3
	5
	10
	15
	20
	25
	30
	35
	40
	45
	50
	60
	70
	80
	90
	100

	
	15
	
	5
	10
	15
	20
	25
	30
	
	40
	45
	50
	
	
	
	
	

	n1
	30
	
	
	10
	15
	20
	25
	30
	
	40
	45
	50
	
	
	
	
	

	
	60
	
	
	10
	15
	20
	25
	30
	
	40
	45
	50
	
	
	
	
	

	
	15
	
	5
	10
	15
	20
	25
	30
	35
	40
	
	
	
	
	
	
	

	n2
	30
	
	
	10
	15
	20
	25
	30
	35
	40
	
	
	
	
	
	
	

	
	60
	
	
	10
	15
	20
	25
	30
	35
	40
	
	
	
	
	
	
	

	
	15
	
	5
	10
	15
	20
	25
	30
	35
	40
	45
	50
	
	
	
	
	

	n3
	30
	
	
	10
	15
	20
	25
	30
	35
	40
	45
	50
	
	
	
	
	

	
	60
	
	
	10
	15
	20
	25
	30
	35
	40
	45
	50
	
	
	
	
	

	
	15
	
	5
	10
	15
	20
	257
	
	
	
	
	
	
	
	
	
	

	n5
	30
	
	
	10
	15
	20
	257
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	15
	
	5
	10
	15
	20
	25
	30
	35
	40
	
	50
	
	
	
	
	

	n7
	30
	
	
	10
	15
	20
	25
	30
	35
	40
	
	50
	
	
	
	
	

	
	60
	
	
	10
	15
	20
	25
	30
	35
	40
	
	50
	
	
	
	
	

	
	15
	
	5
	10
	15
	20
	257
	307
	357
	
	
	
	
	
	
	
	

	n8
	30
	
	
	10
	15
	20
	257
	307
	357
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


<<Unchanged omitted>>
	
	NOTE 1:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration.
NOTE 2:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 3:	For this bandwidth, it only applies for UL transmission.
NOTE 4:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 5: 	Void.
NOTE 6:	This bandwidth can only be applied in certain regions where the absence of non 3GPP technologies can be guaranteed on a long term basis in this version of specification.
NOTE 7:	For this bandwidth, it only applies for DL transmission.
NOTE 8:	Not all frequency positions of 5 MHz carriers are possible due limitations of the SSB position relative to the 5 MHz channels. 5 MHz channels with Fc such that 2499+N*1.2 ≤Fc<2499.3+N*1.2MHz for 0≤N<157 are not compatible with SSB positions and cannot be used for 5 MHz n41.
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