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Introduction
This is a TP to TR 38.718-02-01 to add the analysis for triple beat, that may cause self-interference in same RX bands. It is based on the discussion paper [1] where also the proposal to add this analysis was presented.
TP for TR 38.718.02-01
**************** Start of TP ***************
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Table 5.x.2.2-1 lists Band nX + Band nY 2UL bands CA 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis.
Table 5.x.2.2-1: Band nX and Band nY UL IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	–
	–

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	–
	–

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	–
	–

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	–
	–

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	–
	–

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	–
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	–
	–

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	–
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	–
	–

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	–
	–

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	–
	–

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	–
	–

	NOTE :	For each IMD item, when two bound values before taking absolute have different signs, the relevant IMD range shall be set such that  (1) the lower bound is 0 and (2) the upper bound is the bigger value of the two after taking absolute.



[bookmark: OLE_LINK8]Based on Table 5.x.2.2-1, nth order IMD may also fall into Rx frequencies of bands nX or band nY.
Table 5.x.2.2-2 lists the protected bands required for the 2UL bands CA configuration.
Table 5.x.2.2-2: Protected bands for the 2UL bands CA configuration
	NR CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_nX-nY
	E-UTRA Band .....
	FDL_low
	-
	FDL_high
	
	
	x

	
	Frequency range
	
	-
	
	
	
	

	NOTE x:		.....
Editor's note: The NOTE order must keep consistent with the Table 6.5A.3.2.3-1 in TS38.101-1.
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Table 5.x.2.3-1 lists Band nX + Band nY 2UL bands CA 1st order triple beat (IMD3) related to 2UL band 3CC (one band support intra-band ULCA) for the UE-to-UE coexistence analysis into the receive band of either Band nX or Band nY, where Band nX is the uplink band supporting two uplink carriers and Band nY is the contiguous single uplink carrier.
In this Release only contiguous UL CA in one band is supported, thus minimum and maximum channel separation in Table 5.x.2.3-1 is equal to minimum and maximum aggregated bandwidth respectively. 
If non-contiguous UL-CA in one band is supported, minimum and maximum channel separation in Table 5.x.2.3-1 is equal to minimum and maximum bandwidth separation respectively.
Table 5.x.2.3-1: Band nX and Band nY triple beat IMD products
	CC location
	fU1L
	fU2L
	fU3L
	fU1H
	
	CBW

	Frequency
	-
	-
	-
	-
	
	.

	CC location
	fSCCL
	fSCCH
	fU2H
	fU3H
	
	Min ch. separation

	Frequency
	-
	-
	-
	-
	
	-

	1st order TB
	IfU3L -fU1L- fSCCL|
	IfU2L -fU1L + fSCCL|
	IfU2L -fU1L- fSCCH|
	IfU3L -fU1L + fSCCH|
	
	Max ch. separation

	Ranges
	-
	-
	-
	-
	
	-

	1st order TB
	IfU2L+fU1L-fSCCH|
	IfU1H+fU2H-fSCCL|
	IfU2L +fU1L+fSCCL|
	IfU1H +fU2H+fSCCH|
	
	

	Ranges
	-
	-
	-
	-
	
	



Based on Table 5.x.2.3-1, 1st order triple beat IMD may also fall into Rx frequencies of bands nX or band nY. 
If, for the same 2UL bands, an IMD3 also falls in the same Rx frequencies of bands nX or band nY based on Table 5.x.2.2-1 analysis, the corresponding triple beat IMD3 can be ignored.
Guidelines on triple-beat analysis can be found in TR 38.846, clause 7.4.
5.x.2.3	REFSENS requirements
 Editor's note: Text will be added if  IMD due to 2 bands UL with 2 UL carriers or triple beat due to 2 band UL with 3 UL carriers issues are identified. 
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