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***************************** Start of changes ************************************
[bookmark: _Toc83580367][bookmark: _Toc84404876][bookmark: _Toc84413485]5.5A.3.4	Configurations for inter-band CA (Five bands)
Table 5.5A.3.4-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (five bands)

	NR CA configuration
	Uplink configuration
or single uplink carrier 2
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	CA_n1A-n3A-n5A-n7A-n78A
	CA_n1A-n3A
CA_n1A-n5A
	n1
	5, 10, 15, 20
	0

	
	CA_n1A-n7A
CA_n1A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	CA_n3A-n5A
CA_n3A-n7A
	n5
	5, 10, 15, 20
	

	
	CA_n3A-n78A
CA_n5A-n7A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	CA_n5A-n78A
CA_n7A-n78A
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n5A-n7B-n78A
	CA_n1A-n3A
CA_n1A-n5A
	n1
	5, 10, 15, 20
	0

	
	CA_n1A-n7A
CA_n1A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	CA_n3A-n5A
CA_n3A-n7A
	n5
	5, 10, 15, 20
	

	
	CA_n3A-n78A
CA_n5A-n7A
	n7
	CA_n7B_BCS0 
	

	
	CA_n5A-n78A
CA_n7A-n78A
CA_n7B
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n7A-n8A-n78A
	CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n8A
CA_n1A-n78A
CA_n3A-n7A
CA_n3A-n8A
CA_n3A-n78A
CA_n7A-n8A
CA_n7A-n78A
CA_n8A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n8
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n1A-n3A-n7A-n26A-n78A
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n7A-n26(2A)-n78A
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n7A-n26A-n78(2A)
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n1A-n3A-n7A-n26(2A)-n78(2A)
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n1A-n3B-n7A-n26A-n78A
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3B-n7A-n26(2A)-n78A
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3B-n7A-n26A-n78(2A)
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n1A-n3B-n7A-n26(2A)-n78(2A)
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n1A-n3B-n7B-n26A-n78A
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3B-n7B-n26(2A)-n78A
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3B-n7B-n26A-n78(2A)
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A) BCS0
	

	CA_n1A-n3B-n7B-n26(2A)-n78(2A)
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n3B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n1A-n3A-n7B-n26A-n78A
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n7B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n7B-n26(2A)-n78A
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n7B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n7B-n26A-n78(2A)
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n7B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n1A-n3A-n7B-n26(2A)-n78(2A)
	CA_n1A-n3A
CA_n1A-n26A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n26A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n26A
CA_n26A-n78A
CA_n7A-n78A
CA_n7B
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n26
	CA_n26(2A)_BCS0
	

	
	
	n78
	CA_n78(2A)_BCS0
	

	CA_n1A-n3A-n7A-n28A-n38A4
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n1A-n3A-n7A-n28A-n78A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n28A
CA_n1A-n78A
	n1
	5, 10, 15, 20
	1

	
	CA_n3A-n7A
CA_n3A-n28A
CA_n3A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	CA_n7A-n28A
CA_n7A-n78A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	CA_n28A-n78A
	n28
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n7B-n28A-n78A
	CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n28A
CA_n1A-n78A
CA_n3A-n7A
CA_n3A-n28A
CA_n3A-n78A
CA_n7A-n28A
CA_n7A-n78A
CA_n7B
CA_n28A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n7A-n28A-n78(2A)
	CA_n78(2A)
CA_n1A-n3A
CA_n1A-n7A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	CA_n1A-n28A
CA_n1A-n78A
	n3
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	CA_n3A-n7A
CA_n3A-n28A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	CA_n3A-n78A
CA_n7A-n28A
	n28
	5, 10, 15, 20, 30
	

	
	CA_n7A-n78A
CA_n28A-n78A
	n78
	CA_n78(2A)_BCS2 
	

	CA_n1A-n3A-n7B-n28A-n78(2A)
	CA_n7B
CA_n78(2A)
CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n28A
CA_n1A-n78A
CA_n3A-n7A
CA_n3A-n28A
CA_n3A-n78A
CA_n7A-n28A
CA_n7A-n78A
CA_n28A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n3B-n7A-n28A-n78A
	CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n28A
CA_n1A-n78A
CA_n3A-n7A
CA_n3A-n28A
CA_n3A-n78A
CA_n7A-n28A
CA_n7A-n78A
CA_n28A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3B-n7A-n28A-n78(2A)
	CA_n78(2A)
CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n28A
CA_n1A-n78A
CA_n3A-n7A
CA_n3A-n28A
CA_n3A-n78A
CA_n7A-n28A
CA_n7A-n78A
CA_n28A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n3B-n7B-n28A-n78A
	CA_n7B
CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n28A
CA_n1A-n78A
CA_n3A-n7A
CA_n3A-n28A
CA_n3A-n78A
CA_n7A-n28A
CA_n7A-n78A
CA_n28A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3B-n7B-n28A-n78(2A)
	CA_n7B
CA_n78(2A)
CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n28A
CA_n1A-n78A
CA_n3A-n7A
CA_n3A-n28A
CA_n3A-n78A
CA_n7A-n28A
CA_n7A-n78A
CA_n28A-n78A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	CA_n3B_BCS0
	

	
	
	n7
	CA_n7B_BCS0
	

	
	
	n28
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n3A-n7A-n38A-n78A4
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n7A-n67A-n78A
	CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n78A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n67
	5, 10, 15, 20
	

	
	
	n78
	10, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n7A-n67A-n78(2A)
	CA_n1A-n3A
CA_n1A-n7A
CA_n1A-n78A
CA_n3A-n7A
CA_n3A-n78A
CA_n7A-n78A
CA_n78(2A)
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n67
	5, 10, 15, 20
	

	
	
	n78
	CA_n78(2A)_BCS2
	

	CA_n1A-n3A-n28A-n38A-n78A
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n28A-n41A-n77A
	CA_n1A-n3A
CA_n1A-n28A
CA_n1A-n41A
CA_n1A-n77A
CA_n3A-n28A
CA_n3A-n41A
CA_n3A-n77A
CA_n28A-n41A
CA_n28A-n77A
CA_n41A-n77A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20
	

	
	
	n28
	5, 10
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n3A-n28A-n41A-n79A
	CA_n1A-n3A
CA_n1A-n28A
CA_n1A-n41A
CA_n1A-n79A
CA_n3A-n28A
CA_n3A-n41A
CA_n3A-n79A
CA_n28A-n41A
CA_n28A-n79A
CA_n41A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20
	

	
	
	n28
	5, 10
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n3A-n28A-n77A-n79A
	CA_n1A-n3A
CA_n1A-n28A
CA_n1A-n77A
CA_n1A-n79A
CA_n3A-n28A
CA_n3A-n77A
CA_n3A-n79A
CA_n28A-n77A
CA_n28A-n79A
CA_n77A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20
	

	
	
	n28
	5, 10
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n3A-n40A-n78A-n105A
	CA_n1A-n3A
CA_n1A-n40A
CA_n1A-n78A
CA_n1A-n105A
CA_n3A-n40A
CA_n3A-n78A
CA_n3A-n105A
CA_n40A-n78A
CA_n40A-n105A
CA_n78A-n105A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20
	

	
	
	n40
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n1A-n3A-n41A-n77A-n79A
	CA_n1A-n3A
CA_n1A-n41A
CA_n1A-n77A
CA_n1A-n79A
CA_n3A-n41A
CA_n3A-n77A
CA_n3A-n79A
CA_n41A-n77A
CA_n41A-n79A
CA_n77A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n3
	5, 10, 15, 20
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n1A-n7A-n28A-n38A-n78A4
	-
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n1A-n7A-n40A-n78A-n105A
	CA_n1A-n7A
CA_n1A-n40A
CA_n1A-n78A
CA_n1A-n105A
CA_n7A-n40A
CA_n7A-n78A
CA_n7A-n105A
CA_n40A-n78A
CA_n40A-n105A
CA_n78A-n105A
	n1
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n40
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n1A-n28A-n41A-n77A-n79A
	CA_n1A-n28A
CA_n1A-n41A
CA_n1A-n77A
CA_n1A-n79A
CA_n28A-n41A
CA_n28A-n77A
CA_n28A-n79A
CA_n41A-n77A
CA_n41A-n79A
CA_n77A-n79A
	n1
	5, 10, 15, 20
	0

	
	
	n28
	5, 10
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n2A-n5A-n30A-n66A-n77A
	n773
CA_n2A-n5A
CA_n2A-n30A
CA_n2A-n66A
CA_n2A-n77A3
CA_n5A-n30A
CA_n5A-n66A
CA_n5A-n77A3
CA_n30A-n66A
CA_n30A-n77A3
CA_n66A-n77A3
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n5A-n30A-n66A-n77(2A)
	n773
CA_n2A-n5A
CA_n2A-n30A
CA_n2A-n66A
CA_n2A-n77A3
CA_n5A-n30A
CA_n5A-n66A
CA_n5A-n77A3
CA_n30A-n66A
CA_n30A-n77A3
CA_n66A-n77A3
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2A-n5A-n48A-n66A-n77A
	CA_n2A-n5A
CA_n2A-n48A
CA_n2A-n66A
CA_n2A-n77A
CA_n5A-n48A
CA_n5A-n66A
CA_n5A-n77A
CA_n48A-n66A
CA_n66A-n77A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n5A-n48B-n66A-n77A
	CA_n2A-n5A
CA_n2A-n48A
CA_n2A-n66A
CA_n2A-n77A
CA_n5A-n48A
CA_n5A-n66A
CA_n5A-n77A
CA_n48A-n66A
CA_n48B
CA_n66A-n77A
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n48
	CA_n48B_BCS2
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n5A-n48A-n66A-n77C
	CA_n2A-n5A
CA_n2A-n48A
CA_n2A-n66A
CA_n2A-n77A
CA_n5A-n48A
CA_n5A-n66A
CA_n5A-n77A
CA_n48A-n66A
CA_n66A-n77A
CA_n77C
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77C_BCS1 
	

	CA_n2A-n12A-n30A-n66A-n77A
	n773
CA_n2A-n12A
CA_n2A-n30A
CA_n2A-n66A
CA_n2A-n77A3
CA_n12A-n30A
CA_n12A-n66A
CA_n12A-n77A3
CA_n30A-n66A
CA_n30A-n77A3
CA_n66A-n77A3
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n12A-n30A-n66A-n77(2A)
	n773
CA_n2A-n12A
CA_n2A-n30A
CA_n2A-n66A
CA_n2A-n77A3
CA_n12A-n30A
CA_n12A-n66A
CA_n12A-n77A3
CA_n30A-n66A
CA_n30A-n77A3
CA_n66A-n77A3
	n2
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2A-n14A-n30A-n66A-n77A
	n773
CA_n2A-n14A
CA_n2A-n30A
CA_n2A-n66A
CA_n2A-n77A3
CA_n14A-n30A
CA_n14A-n66A
CA_n14A-n77A3
CA_n30A-n66A
CA_n30A-n77A3
CA_n66A-n77A3
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n14A-n30A-n66A-n77(2A)
	n773
CA_n2A-n14A
CA_n2A-n30A
CA_n2A-n66A
CA_n2A-n77A3
CA_n14A-n30A
CA_n14A-n66A
CA_n14A-n77A3
CA_n30A-n66A
CA_n30A-n77A3
CA_n66A-n77A3
	n2
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n2A-n29A-n30A-n66A-n77A
	n773
CA_n2A-n30A
CA_n2A-n66A
CA_n2A-n77A3
CA_n30A-n66A
CA_n30A-n77A3
CA_n66A-n77A3
	n2
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n29A-n30A-n66A-n77(2A)
	n773
CA_n2A-n30A
CA_n2A-n66A
CA_n2A-n77A3
CA_n30A-n66A
CA_n30A-n77A3
CA_n66A-n77A3
	n2
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	
	
	n30
	5, 10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	CA_n77(2A)_BCS1
	

	CA_n3A-n7A-n28A-n38A-n78A4
	-
	n3
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n3A-n7A-n40A-n78A-n105A
	CA_n3A-n7A
CA_n3A-n40A
CA_n3A-n78A
CA_n3A-n105A
CA_n7A-n40A
CA_n7A-n78A
CA_n7A-n105A
CA_n40A-n78A
CA_n40A-n105A
CA_n78A-n105A
	n3
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	
	
	n40
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n105
	5, 10, 15, 20, 25, 30, 35
	

	CA_n3A-n28A-n41A-n77A-n79A
	CA_n3A-n28A
CA_n3A-n41A
CA_n3A-n77A
CA_n3A-n79A
CA_n28A-n41A
CA_n28A-n77A
CA_n28A-n79A
CA_n41A-n77A
CA_n41A-n79A
CA_n77A-n79A
	n3
	5, 10, 15, 20
	0

	
	
	n28
	5, 10
	

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n79
	40, 50, 60, 80, 100
	

	CA_n25A-n41A-n66A-n71A-n77A
	n413,4
n773,4
CA_n25A-n41A3
CA_n25A-n66A
CA_n25A-n71A
CA_n25A-n77A3
CA_n41A-n66A3
CA_n41A-n71A3CA_n41A-n77A3
CA_n66A-n71A
CA_n66A-n77A3
CA_n71A-n77A3
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41A-n66(2A)-n71A-n77A
	CA_n25A-n41A
CA_n25A-n66A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41A-n66A-n71(2A)-n77A
	CA_n25A-n41A
CA_n25A-n66A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n41A-n66A-n71B-n77A
	CA_n25A-n41A
CA_n25A-n66A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n41A-n66A-n71A-n77A
	CA_n25A-n41A
CA_n25A-n66A
CA_n25A-n71A
CA_n25A-n77A
CA_n41A-n66A
CA_n41A-n71A
CA_n41A-n77A
CA_n66A-n71A
CA_n66A-n77A
CA_n71A-n77A
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	n41 channel bandwidths in Table 5.3.5-1
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	

	NOTE 1: 	The SCS of each channel bandwidth for NR FR1 and NR FR2 band refers to Table 5.3.5-1 of TS 38.101-1 and TS 38.101-2 respectively.
NOTE 2:	Only single uplink carriers with power class other than PC3 are listed.
NOTE 3:	Minimum requirements for Power Class 2 are applicable for this uplink combination or single uplink carrier in this downlink/uplink combination.
NOTE 4: 	For a band combination which includes band n7 and n38 simultaneously, carriers in band n7 and n38 can only be configured as downlink carriers. Power imbalance between downlink carriers on Band n7 and Band n38 is assumed to be within 6dB.
NOTE 5:	Power Class 1.5 is allowed for this single uplink carrier in this downlink/uplink combination.



[bookmark: _Toc75467119][bookmark: _Toc76509141][bookmark: _Toc76718131][bookmark: _Toc83580441][bookmark: _Toc84404950][bookmark: _Toc84413559]6.2A.4.2.6	ΔTIB,c for Inter-band CA (five bands)
Table 6.2A.4.2.6-1: ΔTIB,c due to NR CA (five bands)
	Inter-band CA combination
	ΔTIB,c for NR bands (dB)1

	
	Component band in order of bands in configuration2

	CA_n1-n3-n5-n7-n78
	0.6
	0.6
	0.6
	0.6
	0.8

	CA_n1-n3-n7-n8-n78
	0.7
	0.7
	0.7
	0.6
	0.8

	CA_n1-n3-n7-n26-n78
	0.7
	0.7
	0.7
	0.6
	0.8

	CA_n1-n3-n7-n28-n38
	0.6
	0.6
	0.6
	0.6
	0.6

	CA_n1-n3-n7-n28-n78
	0.7
	0.7
	0.7
	0.6
	0.8

	CA_n1-n3-n7-n67-n78
	0.7
	0.7
	0.7
	-
	0.8

	CA_ n1-n3-n28-n41-n77
	0.6
	1
	0.6
	0.63/0.84
	0.8

	CA_n1-n3-n28-n41-n79
	0.5
	0.5
	0.6
	0.63/0.84
	0.8

	CA_n1-n3-n28-n77-n79
	0.6
	0.6
	0.6
	0.8
	0.8

	CA_n1-n3-n40-n78-n105

	0.6
	0.6
	0.6
	0.8
	0.6

	CA_n1-n3-n41-n77-n79
	0.6
	0.6
	0.53/0.84
	0.8
	0.8

	CA_n1-n7-n40-n78-n105

	0.6
	0.6
	0.6
	0.8
	0.6

	CA_n1-n28-n41-n77-n79
	0.6
	0.6
	0.6
	0.8
	0.8

	CA_n2-n5-n30-n66-n77
	0.6
	0.6
	0.3
	0.6
	0.8

	CA_n2-n5-n48-n66-n77
	0.6
	0.3
	0.8
	0.6
	0.8

	CA_n2-n12-n30-n66-n77
	0.6
	0.8
	0.3
	0.6
	0.8

	CA_n2-n14-n30-n66-n77
	0.6
	0.6
	0.3
	0.6
	0.8

	CA_n2-n29-n30-n66-n77
	0.6
	-
	0.3
	0.6
	0.8

	CA_n3-n7-n40-n78-n105

	0.6
	0.8
	0.6
	0.8
	0.6

	CA_n3-n28-n41-n77-n79
	1
	0.5
	0.8
	0.8
	0.8

	NOTE 1:	“-” denotes ΔTIB,c = 0.
NOTE 2:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n5-n7-n78 the band order from left to right is n1, n3, n5, n7 and n78.
NOTE 3:	The requirement is applied for UE transmitting on the frequency range of 2545 - 2690 MHz
NOTE 4:	The requirement is applied for UE transmitting on the frequency range of 2496 - 2545 MHz



[bookmark: _Toc75467479][bookmark: _Toc76509501][bookmark: _Toc76718491][bookmark: _Toc83580838][bookmark: _Toc84405347][bookmark: _Toc84413956]7.3A.3.2.5	ΔRIB,c for five bands
Table 7.3A.3.2.5-1: ΔRIB,c due to CA (five bands)
	Inter-band CA combination
	ΔRIB,c for NR bands (dB)1

	
	Component band in order of bands in configuration2

	CA_n1-n3-n5-n7-n78
	0.2
	0.2
	0.2
	0.2
	0.5

	CA_n1-n3-n5-n7-n78
	0.2
	0.2
	0.2
	0.2
	0.5

	CA_n1-n3-n7-n26-n78
	0.2
	0.2
	0.2
	0.2
	0.5

	CA_n1-n3-n7-n28-n38
	-
	-
	-
	0.2
	-

	CA_n1-n3-n7-n28-n78
	0.2
	0.2
	0.2
	0.2
	0.5

	CA_n1-n3-n7-n67-n78
	0.2
	0.2
	0.2
	0.2
	0.5

	CA_ n1-n3-n28-n41-n77
	0.2
	0.5
	0.2
	03/0.54
	0.5

	CA_n1-n3-n28-n41-n79
	-
	-
	0.2
	0.5
	0.5

	CA_n1-n3-n28-n77-n79
	0.2
	0.2
	0.2
	0.5
	0.5

	CA_n1-n3-n40-n78-n105

	0.2
	0.2
	0.2
	0.5
	0.2

	CA_n1-n3-n41-n77-n79
	0.2
	0.2
	0.5
	0.5
	0.5

	CA_n1-n7-n40-n78-n105

	0.2
	0.5
	0.2
	0.5
	0.2

	CA_n1-n28-n41-n77-n79
	0.2
	0.2
	0.5
	0.5
	0.5

	CA_n2-n5-n30-n66-n77
	0.3
	0.2
	0.5
	0.4
	0.5

	CA_n2-n5-n48-n66-n77
	0.2
	-
	0.5
	0.2
	0.5

	CA_n2-n12-n30-n66-n77
	0.2
	0.5
	0.5
	0.5
	0.5

	CA_n2-n14-n30-n66-n77
	0.2
	0.2
	0.5
	0.5
	0.5

	CA_n2-n29-n30-n66-n77
	0.2
	0.5
	0.5
	0.5
	0.5

	CA_n3-n7-n40-n78-n105

	0.2
	0.5
	0.2
	0.5
	0.2

	CA_n3-n28-n41-n77-n79
	0.5
	0.2
	0.5
	0.5
	0.5

	NOTE 1:	 “-” denotes ΔRIB,c = 0.
NOTE 2:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n5-n7-n78 the band order from left to right is n1 n3, n5, n7 and n78.
NOTE 3:	The requirement is applied for UE transmitting on the frequency range of 2545 - 2690 MHz.
NOTE 4:	The requirement is applied for UE transmitting on the frequency range of 2496 - 2545 MHz






***************************** End of changes ************************************

