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<Start of the changes>
Table 5.5A.3.1-1h: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n26A-n28A
	 CA_n26A-n28A16
	n26
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n26
	5, 10, 15, 20, 25, 30
	1

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	CA_n26A-n29A
	-
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n29
	5, 10
	

	Unchanged part is ommited



<Next change>
6.5A.3.3.2	Additional spurious emissions for intra-band non-contiguous CA
6.5A.3.3.2.1		Requirement for network signalling value "CA_NC_NS_04"
For intra-band non-contiguous CA_n41(2A), the spurious emission requirements in subclause 6.5.3.3.1 (indicated by NS_04) applies in each uplink CC.
6.5A.3.3.2.2		Requirement for network signalling value "CA_NC_NS_12"
For intra-band non-contiguous CA_n26(2A), the spurious emission requirements in subclause 6.5.3.3.17 (indicated by NS_12) applies in each uplink CC.
6.5A.3.3.2.3		Requirement for network signalling value "CA_NC_NS_13"
For intra-band non-contiguous CA_n26(2A), the spurious emission requirements in subclause 6.5.3.3.18 (indicated by NS_13) applies in each uplink CC.
6.5A.3.3.2.4	Requirement for network signalling value "CA_NC_NS_14"
For intra-band non-contiguous CA_n26(2A), the spurious emission requirements in subclause 6.5.3.3.19 (indicated by NS_14) applies in each uplink CC.
6.5A.3.3.2.5		Requirement for network signalling value "CA_NC_NS_15"
For intra-band non-contiguous CA_n26(2A), the spurious emission requirements in subclause 6.5.3.3.20 (indicated by NS_15) applies in each uplink CC.

<Next change>
[bookmark: _Toc61367371][bookmark: _Toc61372754][bookmark: _Toc68230695][bookmark: _Toc69084108][bookmark: _Toc75467117][bookmark: _Toc76509139][bookmark: _Toc76718129][bookmark: _Toc83580439][bookmark: _Toc84404948][bookmark: _Toc84413557]6.2A.4.2.4	ΔTIB,c for Inter-band CA (three bands)
Table 6.2A.4.2.4-1: ΔTIB,c due to NR CA (three bands)
	Inter-band CA combination
	ΔTIB,c for NR bands (dB)8

	
	Component band in order of bands in configuration9

	CA_n1-n3-n5
	0.3
	0.3
	0.3

	Unchanged part is ommited

	CA_n7-n78-n102
	0.5
	1.5
	1.5

	CA_n7-n78-n105
	0.3
	0.8
	0.5

	CA_n8-n20-n28
	0.8
	0.7
	0.7

	CA_n7-n78-n105
	0.3
	0.8
	0.5

	CA_n8-n20-n75
	0.4
	0.4
	N/A

	Unchanged part is ommited



<Next change>
6.5A.2.4.2.4	UTRA ACLR for Intra-band non-contiguous CA
[bookmark: _GoBack]For intra-band non-contiguous carrier aggregation, UTRA adjacent channel leakage power ratio (UTRAACLR) is the ratio of the sum of the filtered mean power centred on each assigned channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency. In case the gap bandwidth Wgap between 2 uplink CCs is smaller than 10MHz then no UTRA ACLR requirement is set for the gap. Each assigned NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1-1 and adjacent UTRA channel power is measured with a RRC filter with roll-off factor = 0.22 and bandwidth of 3.84 MHz. If the measured adjacent channel power is greater than –50dBm then the UTRAACLR1 and UTRAACLR2 shall be higher than the value specified in Table 6.5A.2.4.2.4-1.
<End of the changes>
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