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<Start of Change>
[bookmark: _Toc89944608][bookmark: _Toc82437243][bookmark: _Toc76541474][bookmark: _Toc75275975][bookmark: _Toc75275464][bookmark: _Toc75259930][bookmark: _Toc73962774][bookmark: _Toc120613093][bookmark: _Toc121756633][bookmark: _Toc121820203][bookmark: _Toc124157953][bookmark: _Toc130560530][bookmark: _Toc137468796][bookmark: _Toc138884285][bookmark: _Toc138943163][bookmark: _Toc145468149][bookmark: _Toc155476573]4.6	Manufacturer declarations
The following repeater declarations listed in table 4.6-1, when applicable to the repeater under test, are required to be provided by the manufacturer for the conducted requirements testing of the repeater type 1-C. Declarations can be made independently for UL and DL.
Table 4.6-1: Manufacturer declarations for repeater type 1-C conducted test requirements
	Declaration identifier
	Declaration
	Description

	D.1
	Repeater class
	Repeater class of the repeater, declared as Wide Area repeater, Medium Range repeater, or Local Area repeater.

	D.2
	Operating bands and passband frequency ranges
	List of NR operating band(s) supported by single-band connector(s) and/or multi-band connector(s) of the repeater and passband frequency range(s) within the operating band(s) that the repeater can operate in. 
Declarations shall be made per antenna connector.

	D.3
	Spurious emission category
	Declare the repeater spurious emission category as either category A or B with respect to the limits for spurious emissions, as defined in Recommendation ITU-R SM.329 [4]. 

	D.4
	Additional operating band unwanted emissions
	The manufacturer shall declare whether the repeater under test is intended to operate in geographic areas where the additional operating band unwanted emission limits defined in clause 6.6.4.5.6 apply. (Note 2, Note 3).

	D.5
	Co-existence with other systems
	The manufacturer shall declare whether the repeater under test is intended to operate in geographic areas where one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA, PHS and/or NR operating in another band are deployed. 

	D.6
	Co-location with other base stations, repeaters and IABs
	The manufacturer shall declare whether the repeater under test is intended to operate co-located with Base Stations, repeaters and IABs of one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA and/or NR operating in another band. 

	D.7
	Single band connector or multi-band connector
	Declaration of the single band or multi-band capability of single band connector(s) or multi-band connector(s), declared for every connector.

	D.8
	Other band combination multi-band restrictions
	Declare any other limitations under simultaneous operation in the declared band combinations (D.12) for each multi-band connector which have any impact on the test configuration generation.
Declared for every multi-band connector.

	D.9
	Rated output power per passband (Prated,p,AC)
	Conducted rated output power per passband, per single band connector or multi-band connector.
Declared per supported passband, per antenna connector. (Note 1)

	D.10
	Rated total output power (Prated,t,AC)
	Conducted total rated output power.
Declared per supported operating band, per antenna connector.
For multi-band connectors declared for each supported operating band in each supported band combination. (Note 1)

	D.11
	Rated multi-band total output power, Prated,MB,AC
	Conducted multi-band rated total output power.
Declared per supported operating band combinations, per multi-band connector. (Note 1)

	D.12
	Operating band combination support
	List of operating bands combinations supported by single-band connector(s) and/or multi-band connector(s) of the repeater. Declared per antenna connector.

	D.13
	Equivalent connectors
	List of antenna connectors which have been declared equivalent.
Equivalent connectors imply that the antenna connector are expected to behave in the same way when presented with identical signals under the same operating conditions. All declarations made for the antenna connector are identical and the transmitter unit and/or receiver unit driving the antenna connector are of identical design.

	D.14
	Connecting network loss range for repeater testing with ancillary RF amplifiers
	Declaration of the range of connecting network losses (in dB) for repeater type 1-C testing with ancillary Tx RF amplifier only, or with Rx RF amplifier only, or with combined Tx/Rx RF amplifiers. (Note 4)

	D.15
	Long delay repeater
	Declared only if the repeater internal delay between the input and output for this repeater does not fit within the TDD transient time. The repeater is intended for situations in which it will not cause interference to other nodes. This is achieved by RF isolation or by reservation of longer guard periods, which degrades frame utilization. The length of repeaters internal delay is declared using this declaration.

	D.16
	Input signal power level for maximum output power
	Declaration of input signal power level required to reach maximum output power. Declared per passband.

	D.17
	Repeater radiating direction
	Declaration on whether the repeater is intended to radiate in DL, UL or both. Testing shall be performed only for the direction(s) in which the repeater radiates.

	D.18
	Maximum repeater RF Bandwidth
	Maximum repeater RF Bandwidth in the operating band for single-band operation. Declared per supported operating band, per antenna connector for repeater type 1-C. (Note 5)

	D.19 
	Maximum repeater RF Bandwidth for multi-band operation
	Maximum repeater RF Bandwidth for multi-band operation. Declared per supported operating band, per antenna connector for repeater type 1-C,.

	NOTE 1:	If a repeater is capable of 256QAM operation then up to two rated output power declarations may be made. One declaration is applicable when configured for 256QAM operation, and the other declaration is applicable when not configured for 256QAM operation. If a repeater is not capable of 256QAM operation, only one declaration can be made.
NOTE 2:	If repeater is declared to support Band n20 (D.2), the manufacturer shall declare if the repeater may operate in geographical areas allocated to broadcasting (DTT). Additionally, related declarations of the emission levels and maximum output power shall be declared.
NOTE 3:	If repeater BS is declared to support Band n24 (D.2), the manufacturer shall declare if the repeater may operate in geographical areas where FCC regulations apply. Additionally, related declarations of the emission levels and maximum output power shall be declared.
NOTE 4:	This manufacturer declaration is optional. 
NOTE 5:	Parameters for contiguous or non-contiguous spectrum operation in the operating band are assumed to be the same unless they are separately declared. When separately declared, they shall still use the same declaration identifier.
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