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<Start of Change>
[bookmark: _Toc73962764][bookmark: _Toc75259920][bookmark: _Toc75275454][bookmark: _Toc75275965][bookmark: _Toc76541464][bookmark: _Toc82437233][bookmark: _Toc89944598][bookmark: _Toc98753616][bookmark: _Toc106179508][bookmark: _Toc106180019][bookmark: _Toc130395844][bookmark: _Toc137555118][bookmark: _Toc138856645][bookmark: _Toc138860504][bookmark: _Toc145531636]4.3	IAB classes
[bookmark: _Toc73962765][bookmark: _Toc75259921][bookmark: _Toc75275455][bookmark: _Toc75275966][bookmark: _Toc76541465][bookmark: _Toc82437234][bookmark: _Toc89944599][bookmark: _Toc98753617][bookmark: _Toc106179509][bookmark: _Toc106180020][bookmark: _Toc130395845][bookmark: _Toc137555119][bookmark: _Toc138856646][bookmark: _Toc138860505][bookmark: _Toc145531637]4.3.1	IAB-DU class
The requirements in the present document apply to Wide Area IAB-DU, Medium Range IAB-DU and Local Area IAB-DU unless otherwise stated. For IAB type 1-H, IAB-DU classes are defined as indicated below:
-	Wide Area IAB-DU are characterised by requirements derived from Macro Cell scenarios with an IAB-DUBS to UE minimum coupling loss equal to 70 dB.
-	Medium Range IAB-DU are characterised by requirements derived from Micro Cell scenarios with an IAB-DUBS to UE minimum coupling loss equals to 53 dB.
-	Local Area IAB-DU are characterised by requirements derived from Pico Cell scenarios with an IAB-DUBS to UE minimum coupling loss equal to 45 dB.
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