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The title of clause 6.2.3.2.2 is to be revised.
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<Start of Change 1>
[bookmark: _Toc97737194][bookmark: _Toc106094093][bookmark: _Toc114252868][bookmark: _Toc123045996][bookmark: _Toc124157537][bookmark: _Toc124258930][bookmark: _Toc124259074][bookmark: _Toc130585831][bookmark: _Toc130586842][bookmark: _Toc137462008][bookmark: _Toc138883817][bookmark: _Toc138883961][bookmark: _Toc145426858][bookmark: _Toc155428018][bookmark: _Toc155781036]6.2	Repeater output power
[bookmark: _Toc97737195][bookmark: _Toc106094094][bookmark: _Toc114252869][bookmark: _Toc123045997][bookmark: _Toc124157538][bookmark: _Toc124258931][bookmark: _Toc124259075][bookmark: _Toc130585832][bookmark: _Toc130586843][bookmark: _Toc137462009][bookmark: _Toc138883818][bookmark: _Toc138883962][bookmark: _Toc145426859][bookmark: _Toc155428019][bookmark: _Toc155781037]6.2.1	General
The repeater conducted output power requirement is at the antenna connector.
The rated passband output power of the repeater type 1-C  and NCR-FWD Fwd type 1-C shall be as specified in table 6.2.1-1 and table 6.2.1-2.
Table 6.2.1-1: Repeater type 1-C and NCR-FWD Fwd type 1-C DL transmission classes rated output power limits for repeater classes
	Repeater class
	Prated,p,AC

	Wide Area repeater
	Note 1

	Medium Range repeater
	≤ 38 dBm + X, Note 2

	Local Area repeater
	≤ 24 dBm + X, Note 2

	NOTE 1:	There is no upper limit for the Prated,p,AC rated passband output power of the Wide Area repeater
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))



Table 6.2.1-2: Repeater type 1-C and NCR-FWD Fwd type 1-C UL transmission classes rated output power limits for repeater classes
	Repeater class
	Prated,p,AC

	Wide Area repeater
	Note 1

	Local Area repeater
	≤ 24 dBm+ X, Note 2

	NOTE 1:	There is no upper limit for the Prated,p,AC rated passband output power of the Wide Area repeater.
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))



The rated passband output power of the NCR-Fwd 1-H shall be as specified in table 6.2.1-3 and table 6.2.1-4.
Table 6.2.1-3: NCR-Fwd 1-H DL rated output power limits for NCR classes
	Repeater class
	Prated,pc,sys
	Prated,pc,TABC

	Wide Area NCR
	(Note 1)
	(Note 1)

	Medium Range NCR
	≤ 38 dBm +10log(NTXU,counted) + X (NOTE 2)
	≤ 38 dBm+ X (NOTE 2)

	Local Area NCR
	≤ 24 dBm +10log(NTXU,counted) + X (NOTE 2)
	≤ 24 dBm+ X (NOTE 2)

	NOTE 1:	There is no upper limit for the Prated,pc,sys or Prated,cp,TABC of the Wide Area NCR-Fwd.
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))



Table 6.2.1-4: NCR-Fwd 1-H UL rated output power limits for NCR classes
	Repeater class
	Prated,pc,sys
	Prated,pc,TABC

	Wide Area NCR
	(Note 1)
	(Note 1)

	Local Area NCR
	≤ 24 dBm +10log(NTXU,counted) + X (NOTE 2, 3)
	≤ 24 dBm+ X (NOTE 2)

	NOTE 1:	There is no upper limit for the Prated,pc,sys or Prated,pc,TABC of the Wide Area NCR.
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))
NOTE 3:	For joint transmission of NCR-FWD and NCR-MT, Prated,pc,sys  shall apply to the total power of NCR-FWD and NCR-MT. 



<End of Change 1>
<Start of Change 2>
[bookmark: _Toc155428025][bookmark: _Toc155781043]6.2.3.2	Minimum requirement for NCR-MT
[bookmark: _Toc17016][bookmark: _Toc155428026][bookmark: _Toc155781044][bookmark: _Toc37255218][bookmark: _Toc21342891][bookmark: _Toc29799351][bookmark: _Toc37254575][bookmark: _Toc29769852]6.2.3.2.1	General
The NCR-MT conducted output power requirement is at antenna connector for NCR-MT type 1-C, or at TAB connector for NCR-MT type 1-H.
The rated carrier output power of the NCR-MT type 1-C shall be as specified in table 6.2.3.2.1-1.
Table 6.2.3.2.1-1: NCR-MT type 1-C UL transmission classes rated output power limits
	Repeater class
	Prated,c,AC

	Wide Area NCR-MT
	(Note)

	Local Area NCR-MT
	≤ 24 dBm

	NOTE:	There is no upper limit for the Prated,c,AC rated output power of the Wide Area NCR-MT.



The rated carrier output power of the NCR-MT type 1-H shall be as specified in table 6.2.3.2.1-2.
Table 6.2.3.2.1-2: NCR-MT type 1-H UL transmission classes rated output power limits
	Repeater class
	Prated,c,sys
	Prated,c,TABC

	Wide Area NCR-MT
	(Note 1)
	(Note 1)

	Local Area NCR-MT2,3
	≤ 24 dBm +10log(NTXU,counted)
	≤ 24 dBm

	NOTE 1:	There is no upper limit for the Prated,c,sysAC or Prated,c,TABC rated output power of the Wide Area NCR-MT.
NOTE 2:	LA MT cannot exceed highest power class for that band as specified in TS 38.101-1.
NOTE 3:	NTXU,counted = min(NTXU,active ,4)



<End of Change 2>
<Start of Change 3>
[bookmark: _Toc155428027][bookmark: _Toc155781045]6.2.3.2.2	Minimum requirement for NCR-MT type 1-C and NCR-MT type 1-H
In normal conditions, Pmax,c,AC shall remain within +2 dB and -2 dB of the rated carrier output power Prated,c,AC, declared by the manufacturer.
In extreme conditions, Pmax,c,AC shall remain within +2.5 dB and -2.5 dB of the rated carrier output power Prated,c,AC, declared by the manufacturer.
6.2.3.2.3	Minimum requirement for NCR-MT type 1-H
In normal conditions, Pmax,c,TABC shall remain within +2 dB and -2 dB of the rated carrier output power Prated,c,TABC, declared by the manufacturer.
In extreme conditions, Pmax,c,TABC shall remain within +2.5 dB and -2.5 dB of the rated carrier output power Prated,c,TABC, declared by the manufacturer.
[bookmark: _Toc155428028][bookmark: _Toc155781046]6.3.3	Minimum requirement for NCR
[bookmark: _Toc155428029][bookmark: _Toc155781047]6.3.3.1	Minimum requirement for NCR-Fwd
[bookmark: _Toc155428030][bookmark: _Toc155781048]6.3.3.1.1	Minimum requirement for NCR-Fwd type 1-C
The frequency deviation of the output signal with respect to the input signal shall be no more than ±0,01 PPM.
[bookmark: _Toc155428031][bookmark: _Toc155781049]6.3.3.1.2	Minimum requirement for NCR-Fwd type 1-H
The frequency deviation of the output signal with respect to the input signal between corresponding input/output TAB connectors shall be no more than ±0,01 PPM.
<End of Change 3>
