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[bookmark: _Toc21351678][bookmark: _Toc29807260][bookmark: _Toc36648974][bookmark: _Toc36651699][bookmark: _Toc37256633][bookmark: _Toc37256974][bookmark: _Toc45890704][bookmark: _Toc45891928][bookmark: _Toc45892338][bookmark: _Toc45892748][bookmark: _Toc52353162][bookmark: _Toc53174985][bookmark: _Toc61376134][bookmark: _Toc61376546][bookmark: _Toc67938820][bookmark: _Toc76454426][bookmark: _Toc76719846][bookmark: _Toc76720366][bookmark: _Toc83743063][bookmark: _Toc83887438][bookmark: _Toc83888240][bookmark: _Toc90588894]6.5B.3.3	Inter-band EN-DC within FR1
6.5B.3.3.1	General spurious emissions
The general spurious emissions requirements specified in clause 6.6.3.1 of TS 36.101 [4], clause 6.5.3.1 of TS 38.101-1 [2] and TS 38.101-2 [3] apply for each component carrier. For the case of inter-band EN-DC with a single carrier per cell group, the general spurious emissions requirements also apply with both downlink carrier and both both uplink carriers active. Limits on configured maximum output power for the uplink according to clause 6.2B.4 apply.
NOTE:	The general spurious emission requirements with both uplink carriers active are allowed to be verified for only a single inter-band EN-DC configuration per NR band. Furthermore, the requirements are allowed to be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur.

Table 6.5B.3.3.1-1: (Void)
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This clause specifies additional the requirements for uplink EN-DC coexistence with protected bands with the single CC uplink assigned to E-UTRA and NR bands for the specified uplink carrier aggregation configurations in Table 6.5B.3.3.2-1. The intersection of the requirements for the individual bands specified in clause 6.5.3.2 of [2] and clause 6.6.3.2 of [4] shall also apply for the specified uplink EN-DC configurations. Intersection of a requirement means that both UL constituent bands have the same protected band requirement specified and if one or both protected bands have note(s) associated those note(s) also apply.
[bookmark: _Hlk157014644]The requirements in Table 6.5B.3.3.2-1 and the intersection of the requirements for the individual bands specified in clause 6.5.3.2 of [2] and clause 6.6.3.2 of [4] apply on each component carrier with all component carriers are active.
NOTE:	For inter-band EN-DC with uplink assigned to one LTE band and one NR band the requirements in Table 6.5B.3.3.2-1 could be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur; in that case, the requirements for remaining applicable frequencies in Table 6.5B.3.3.2-1 and in 6.5.3.2 of [2] and clause 6.6.3.2 of [4] would be considered to be verified by the measurements verifying the uplink single carrier UE to UE co-existence requirements.
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