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<<< Start of changed sections >>>
[bookmark: _Toc21351557][bookmark: _Toc29807139][bookmark: _Toc36648853][bookmark: _Toc36651578][bookmark: _Toc37256512][bookmark: _Toc37256853][bookmark: _Toc45890559][bookmark: _Toc45891783][bookmark: _Toc45892193][bookmark: _Toc45892603][bookmark: _Toc52353016][bookmark: _Toc53174839][bookmark: _Toc61375988][bookmark: _Toc61376400][bookmark: _Toc67938674][bookmark: _Toc76454276][bookmark: _Toc76719696][bookmark: _Toc76720216][bookmark: _Toc83742913][bookmark: _Toc83887288][bookmark: _Toc83888089][bookmark: _Toc90588743]6.2B.1	UE maximum output power for DC
<<< Unchanged sections omitted >>>
[bookmark: _Toc21351563][bookmark: _Toc29807145][bookmark: _Toc36648859][bookmark: _Toc36651584][bookmark: _Toc37256518][bookmark: _Toc37256859][bookmark: _Toc45890565][bookmark: _Toc45891789][bookmark: _Toc45892199][bookmark: _Toc45892609][bookmark: _Toc52353022][bookmark: _Toc53174845][bookmark: _Toc61375994][bookmark: _Toc61376406][bookmark: _Toc67938680][bookmark: _Toc76454282][bookmark: _Toc76719702][bookmark: _Toc76720222][bookmark: _Toc83742919][bookmark: _Toc83887294][bookmark: _Toc83888095][bookmark: _Toc90588749]6.2B.1.5	Inter-band EN-DC including both FR1 and FR2
[bookmark: OLE_LINK22][bookmark: OLE_LINK21]UE maximum output power requirement for E-UTRA single carrier and CA operation specified in clauses 6.2.2 and 6.2.2A of TS 36.101 [4] and for NR single carrier specified in clause 6.2.1 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.2.1, 6.2A.1, and 6.2D.1 of TS 38.101-2 [3] apply. When uplink is EN-DC mode within FR1 only then UE maximum output power requirement is specified in clause 6.2B.1.3 of this specification.
6.2B.1.6	Inter-band NR-DC between FR1 and FR2
For inter-band NR-DC in FR1 and FR2 combined, the UE shall meet each transmitter power requirement specified in clause 6.2.1 of TS 38.101-1 [2] for NR single carrier and clause 6.2.1 and clause 6.2.1D of TS 38.101-2 [3] for NR single carrier and UL-MIMO independently.
<<< Unchanged sections omitted >>>
[bookmark: _Toc21345455][bookmark: _Toc29806304][bookmark: _Toc37255837][bookmark: _Toc37256178][bookmark: _Toc45890015][bookmark: _Toc52381840][bookmark: _Toc61374939][bookmark: _Toc67936291][bookmark: _Toc67937164][bookmark: _Toc76452400][bookmark: _Toc76630243][bookmark: _Toc83742803][bookmark: _Toc83886917][bookmark: _Toc83887717][bookmark: _Toc90588558]6.2B.2	UE maximum output power reduction for DC
<<< Unchanged sections omitted >>>
[bookmark: _Toc21345466][bookmark: _Toc29806315][bookmark: _Toc37255848][bookmark: _Toc37256189][bookmark: _Toc45890026][bookmark: _Toc52381851][bookmark: _Toc61374950][bookmark: _Toc67936302][bookmark: _Toc67937175][bookmark: _Toc76452411][bookmark: _Toc76630254][bookmark: _Toc83742814][bookmark: _Toc83886928][bookmark: _Toc83887728][bookmark: _Toc90588569]6.2B.2.5	Inter-band EN-DC including both FR1 and FR2
[bookmark: OLE_LINK19]UE maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in clauses 6.2.3 and 6.2.3A of TS 36.101 [4] and for NR single carrier specified in clause 6.2.2 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.2.2, 6.2A.2, and 6.2D.2 of TS 38.101-2 [3] apply.
6.2B.2.6	Inter-band NR-DC between FR1 and FR2
For inter-band NR-DC between FR1 and FR2, UE maximum output power reduction specified in TS 38.101-1 [2] and TS 38.101-2 [3] apply for each frequency range respectively.
<<< Unchanged sections omitted >>>
[bookmark: _Toc21345467][bookmark: _Toc29806316][bookmark: _Toc37255849][bookmark: _Toc37256190][bookmark: _Toc45890027][bookmark: _Toc52381852][bookmark: _Toc61374951][bookmark: _Toc67936303][bookmark: _Toc67937176][bookmark: _Toc76452412][bookmark: _Toc76630255][bookmark: _Toc83742815][bookmark: _Toc83886929][bookmark: _Toc83887729][bookmark: _Toc90588570]6.2B.3	UE additional maximum output power reduction for EN-DC
<<< Unchanged sections omitted >>>
[bookmark: _Toc21345477][bookmark: _Toc29806326][bookmark: _Toc37255859][bookmark: _Toc37256200][bookmark: _Toc45890037][bookmark: _Toc52381862][bookmark: _Toc61374961][bookmark: _Toc67936313][bookmark: _Toc67937186][bookmark: _Toc76452422][bookmark: _Toc76630265][bookmark: _Toc83742825][bookmark: _Toc83886939][bookmark: _Toc83887740][bookmark: _Toc90588581]6.2B.3.5	Inter-band EN-DC including both FR1 and FR2
UE additional maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in clauses 6.2.4 and 6.2.4A of TS 36.101 [4] and for NR single carrier specified in clause 6.2.3 of TS 38.101-1 [2] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.2.3, 6.2A.3, and 6.2D.3 of TS 38.101-2 [3] apply.
6.2B.3.6	Inter-band NR-DC between FR1 and FR2
For inter-band NR-DC between FR1 and FR2, UE additional maximum output power reduction specified in TS 38.101-1 [2] and TS 38.101-2 [3] apply for each frequency range respectively.
<<< End of changed sections >>>
