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6.2L.3.1	UE maximum output power for inter-band UL CA with Tx Diversity
For inter-band UL CA with Tx Diversity in one of the two frequency bands, the maximum output power is defined as the sum of the maximum output power from all UE antenna connectors and all UL CCs, as specified in Table 6.2L.3.1-1. The period of measurement shall be at least one sub frame (1 ms).
Table 6.2L.3.1-1: UE Power Class for inter-band UL CA with Tx Diversity in one frequency band
	NR UL CA Configuration
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	CA_n2A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	[bookmark: _GoBack]CA_n5A-n77A
	293
	+2/-3
	
	
	23
	+2/-3

	CA_n8A-n78A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n25A-n41A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n25A-n77A
	293
	+2/-3
	
	
	23
	+2/-3

	CA_n26A-n78A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n28A-n41A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n28A-n78A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n41A-n66A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n41A-n71A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	NOTE 1:	An uplink CA configuration in which at least one of the bands has NOTE 3 in Table 6.2.1-1 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of at least one of the bands is confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	The UE supports PC3 in FDD band and PC2 with Tx Diversity in TDD band.
NOTE 3:	The UE supports PC3 in FDD band and PC1.5 with Tx Diversity in TDD band.
NOTE 4:	Power class 3 is the default power class unless otherwise stated.
NOTE 5:	FWA form factor is targeted unless otherwise stated.
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<< End of changes >>
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[Table 4.1-1: Band combinations for 3Tx with CA/EN-DC power class 1.5.

Band combination. UL configuration. Max Power capabilities. !
CA n41A-n71A CA n41A-n71A PC3@n71 1Tx; PC1.5@n41 2Tx; CA power class PC1.5.
CA_n25A-n77A. CA_n25A-n77A. PC3@n25 1Tx; PC1.5@n77 2Tx; CA power class PCL.5.

CA n5A-n77A. CA n5SA-n77A. PC3@n5 1Tx; PC1.5@n77 2Tx; CA power class PC1.5.
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Table 6.2H.3.1-1: UE Power Class for inter-band UL CA with UL MIMO in one frequency band.

NOTE 2:
NOTE 3:
NOTE 4:
NOTE 5:
NOTE 6:

reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of at least one of the
bands is confined within Eyy_jow and Fui_iow + 4 MHZz or Fy_nigh - 4 MHz and F, L
The UE supports PC3 in FDD band and PC3 or PC2 with UL MIMO in TDD band..

The UE supports PC3 in FDD band and PC1.5 with UL MIMO in TDD band.~

The UE supports PC2 with UL MIMO in either one of the TDD bands and PC2 in the other TDD band.~

Power class 3 is default power class unless otherwise stated..
FWA form factor is targeted unless otherwise stated.-

NR UL CA Class 1.5 Tolerance Class 2 Tolerance Class 3 Tolerance
Configuration- (dBm)- (dB)- (dBm)- (dB)- (dBm)- (dB)-
B CA n2A-n77A- 293 +2/-3- 262 +2/-3- 23 +2/-3-
= CA n5An77A- 29 218 B o 2 213
B CA_nBA-n78A- o B 262 +2/-3- 23 +2/-3-
b CA n25A-n41A- 293 +2/-3- 262 +2/-3- 23 +2/-3-
= CA_n25A-n77A. 29 218 B o 2 213
b CA n26A-n78A- ° © 262 +2/-3- 23 +2/-3-
b CA n28A-n41A- o o 262 +2/-3- 23 +2/-3-
b CA n28A-n78A- o o 262 +2/-3- 23 +2/-3-
b CA_n41A-n66A- 293 +2/-3- 262 +2/-3- 23 +2/-3-
p CA n41A-n71A- 293 +2/-3- 262 +2/-3- 23 +2/-3-
b CA n41A-n77A 264 +2/-3- 23 +2/-3-
|NOTE 1: An uplink CA confguratlon in WhICh at least one of the bands has NOTE 3 in Table 6.2.1-1 is allowed to
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=6.2L.3.1

UE maximum output power for inter-band UL CA with Tx Diversity.

For inter-band UL CA with Tx Diversity in one of the two frequency bands, the maximum output power is defined ¢
the sum of the maximum output power from all UE antenna connectors and all UL CCs, as specified in Table 6.2L.

1. The period of measurement shall be at least one sub frame (1 ms).

NR UL CA Class 1.5 Tolerance Class 2 Tolerance Class 3 Tolerance
Configuration- (dBm)- (dB)- (dBm)- (dB)- (dBm)- (dB)-
CA n2A-n77A- 293 +2/-3- 262 +2/-3- 23 +2/-3-
CA_n8A-n78A- o B 262 +2/-3- 23 +2/-3-
CA_n25A-n41A- 293 +2/-3- 262 +2/-3- 23 +2/-3-
CA_n26A-n78A- o o 262 +2/-3- 23 +2/-3-
CA_n28A-n41A- o o 262 +2/-3- 23 +2/-3-
CA n28A-n78A- o © 262 +2/-3- 23 +2/-3-
CA_n41A-n66A- 293 +2/-3- 262 +2/-3- 23 +2/-3-
CA_n41A-n71A- 293 +2/-3- 262 +2/-3- 23 +2/-3-

NOTE 1:  An uplink CA configuration in which at least one of the bands has NOTE 3 in Table 6.2.1-1 is allowed tc
reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of at least one of the
bands is confined within Fy_w and Fyt_ioy + 4 MHz or Eui_pigh - 4 MHz and Fyy_pigh.~

NOTE 2: The UE supports PC3 in FDD band and PC2 with Tx Diversity in TDD band.-

NOTE 3: The UE supports PC3 in FDD band and PC1.5 with Tx Diversity in TDD band..
NOTE 4: Power class 3 is the default power class unless otherwise stated..
NOTE 5: FWA form factor is targeted unless otherwise stated.-





