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6.5A.3.3.2	Additional spurious emissions for intra-band non-contiguous CA
6.5A.3.3.2.1		Requirement for network signalling value "CA_NC_NS_04"
For intra-band non-cotiguouscontiguous CA_n41(2A), the spurious emission requirements in subclause 6.5.3.3.1 (indicated by NS_04) applies in each uplink CC.
6.5A.3.3.2.2		Requirement for network signalling value "CA_NC_NS_12"
For intra-band non-cotiguouscontiguous CA_n26(2A), the spurious emission requirements in subclause 6.5.3.3.17 (indicated by NS_12) applies in each uplink CC for 5MHz and 10MHz. channel bandwidth.
6.5A.3.3.2.3		Requirement for network signalling value "CA_NC_NS_13"
For intra-band non-cotiguouscontiguous CA_n26(2A), the spurious emission requirements in subclause 6.5.3.3.18 (indicated by NS_13) applies in each uplink CC for 5MHz channel bandwidth..
6.5A.3.3.2.4	Requirement for network signalling value "CA_NC_NS_14"
For intra-band non-cotiguouscontiguous CA_n26(2A), the spurious emission requirements in subclause 6.5.3.3.19 (indicated by NS_14) applies in each uplink CC for 10MHz and 15MHz channel bandwidth..
6.5A.3.3.2.5		Requirement for network signalling value "CA_NC_NS_15"
For intra-band non-cotiguouscontiguous CA_n26(2A), the spurious emission requirements in subclause 6.5.3.3.20 (indicated by NS_15) applies in each uplink CC for 5MHz, 10MHz and 15MHz channel bandwidth..
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