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	Summary of change:
	Revise the statement “The reference receive sensitivity (REFSENS) is defined assuming a 0 dBi reference antenna located at the center of the quiet zone.” to “The power levels for all DL signals and interferers are defined assuming a 0 dBi reference antenna located at the center of the quiet zone.”
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<Start of Change #1>
[bookmark: _Toc21339485][bookmark: _Toc29804702][bookmark: _Toc36548272][bookmark: _Toc37253490][bookmark: _Toc37253822][bookmark: _Toc37321593][bookmark: _Toc37322778][bookmark: _Toc45889646][bookmark: _Toc52203838][bookmark: _Toc53172628][bookmark: _Toc61118397][bookmark: _Toc67923193][bookmark: _Toc75295856][bookmark: _Toc76510281][bookmark: _Toc83130986][bookmark: _Toc90589232][bookmark: _Toc98870234][bookmark: _Toc106545792][bookmark: _Toc114501314][bookmark: _Toc115255609][bookmark: _Toc124292040][bookmark: _Toc124292403][bookmark: _Toc124293108][bookmark: _Toc130569350][bookmark: _Toc131707560][bookmark: _Toc137454318][bookmark: _Toc138887252][bookmark: _Toc138968164][bookmark: _Toc145691380][bookmark: _Toc155383322]7.1	General
Unless otherwise stated, the receiver characteristics are specified over the air (OTA). The power levels for all DL signals and interferers areThe reference receive sensitivity (REFSENS) is defined assuming a 0 dBi reference antenna located at the center of the quiet zone.

<End of Change #1>


