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<Start of Change 1>
2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TS 38.304: "NR; User Equipment (UE) procedures in idle mode".
<Unchanged Text Skipped>
[36]	3GPP TS 37.106: “User Equipment (UE) requirements for shared spectrum channel access”.
[37]                      3GPP TS 36.213: ”Evolved Universal Terrestrial Radio Access (E-UTRA): Physical layer procedures”
<End of Change 1>

<Start of Change 2>
8.2.3.2.12	 Interruptions at E-UTRA SRS carrier based switching
A PUSCH-less carrier of E-UTRA SCell is a TDD carrier without PUCCH/PUSCH configured. When a UE needs to transmit periodic or aperiodic SRS [23] and/or non-contention based PRACH on a PUSCH-less E-UTRA carrier of SCell, the UE can perform carrier based switching to one or more PUSCH-less carrier of E-UTRA SCells from a E-UTRA carrier with PUSCH or from another PUSCH-less E-UTRA carrier of SCell prior to transmitting SRS and/or PRACH, provided that:
-	switching is from a configured E-UTRA carrier to another activated TDD carrier;
-	the PUSCH-less carrier of E-UTRA SCells to which SRS carrier based switching is performed is indicated by DCI SRS request field for aperiodic SRS transmission or configured via RRC [15] for periodic SRS transmission;
-	the E-UTRA serving cell, from which SRS carrier based switching is performed and whose UL transmission may therefore be interrupted, is indicated by srs-SwitchFromServCellIndex [15];
      -     the SRS switching is not colliding with any other transmission with higher priority defined in [37]TS36.213 [TBD]
-	the SRS switching is not colliding with PDCCH in subframe 0 and 5 as specified in [37]TS36.213 [TBD];
<Unchanged Text Skipped>

                                                                             <End of Change 2>

<Start of Change 3>
9.2C.4.1	Periodic Reporting
Reported RSRP, RSRQ, and RS-SINR measurements contained in periodic measurement reports shall meet the requirements in clauses 10.1.2C.1 TBD (RSRP for FR1), 10.1.7C.1TBD (RSRQ for FR1) and 10.1.12C.1  TBD (RS-SINR for FR1).
9.2C.4.2	Event-triggered Periodic Reporting
Reported RSRP, RSRQ, and RS-SINR measurements contained in event-triggered periodic measurement reports shall meet the requirements in clauses 10.1.2C.1  TBD (RSRP for FR1), 10.1.7C.1 TBD (RSRQ for FR1) and 10.1.12C.1   TBD (RS-SINR for FR1)..
The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 9.2C.4.3.

9.2C.4.3	Event Triggered Reporting
Reported RSRP, RSRQ, and RS-SINR measurements contained in event triggered measurement reports shall meet the requirements in clauses 10.1.2C.1  TBD (RSRP for FR1), 10.1.7C.1 TBD (RSRQ for FR1) and 10.1.12C.1   TBD (RS-SINR for FR1)..




<End of Change 3>








