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<Start of Change 1>
8.1.2.4.21A.1	E-UTRAN FDD – NR measurements
8.1.2.4.21A.1.1	Identification of a new NR cell
When measurement gaps are scheduled, the UE shall be able to identify a new detectable cell within Tidentify_irat_cca_without_index if UE is not indicated to report SSB based RRM measurement result with the associated SSB index (reportQuantityRsIndexes or maxNrofRSIndexesToReport is not configured). Otherwise, UE shall be able to identify a new detectable inter-RAT frequency cell within Tidentify_irat_cca_with_index. The UE shall be able to identify a new detectable inter-RAT frequency SSB of an already detected cell within Tidentify_irat_cca_without_index.
	Tidentify_irat_cca_without_index = (TPSS/SSS_sync_irat_cca + T SSB_measurement_period_irat_cca) ms
	Tidentify_irat_cca_with_index = (TPSS/SSS_sync_irat_cca + T SSB_measurement_period_irat_cca + TSSB_time_index_irat_cca) ms
Where:
	TPSS/SSS_sync_irat_cca: it is the time period used in PSS/SSS detection given in table 8.1.2.4.21A.1.1-1. 
	TSSB_time_index_irat_cca: it is the time period used to acquire the index of the SSB being measured given in table 8.1.2.4.21A.1.1-2.
	T SSB_measurement_period_irat_cca: equal to a measurement period of SSB based measurement given in table 8.1.2.4.21A.1.1-3.
Nfreq is defined in clause 8.1.2.1.1.
Table 8.1.2.4.21A.1.1-1: Time period for PSS/SSS detection, in NR carrier frequencies with CCA 
	Condition NOTE1,2,3,4
	TPSS/SSS_sync_irat_cca

	No DRX
	 Max(600ms, (8 +LPSS/SSS,gaps)
 Max(MGRP, SMTC period))  Nfreq

	DRX cycle ≤ 320ms
	Max(600ms, Ceil((8+LPSS/SSS,gaps) 1.5)  Max(MGRP, SMTC period, DRX cycle))  Nfreq

	DRX cycle > 320ms 
	(8+LPSS/SSS,gaps)  DRX cycle  Nfreq

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in section 5.
NOTE 3: 	LPSS/SSS,gaps is the number of SMTC occasions not available at the UE during TPSS/SSS_sync_irat_cca, where LPSS/SSS,gaps ≤ LPSS/SSS,gaps,max. When configured with DRX, the UE is not required to determine the availability of SMTC occasions more frequent than once per DRX cycle. When configured with measurement gaps, the UE is not required to determine the availability of SMTC occasions more frequent than once during MGRP.
NOTE 4: 	 LPSS/SSS,gaps = 12 for max(DRX cycle, SMTC period, MGRP) ≤ 40 ms LPSS/SSS,gaps = 8 for 40 ms < max(DRX cycle, SMTC period, MGRP) ≤ 320 ms, and LPSS/SSS,gaps = 5 for DRX cycle > 320 ms.



[bookmark: _Hlk23950089]Upon exceeding LPSS/SSS,gaps,max, the UE is not required to meet the corresponding PSS/SSS detection requirement. The requirements apply provided that any two closest SMTC occasions available at the UE for the measurement shall be separated by no more than the maximum time requirement for the cell to remain known. 
Table 8.1.2.4.21A.1.1-2: Time period for time index detection, in NR carrier frequencies with CCA
	Condition NOTE1,2,3,4
	TSSB_time_index_irat_cca

	No DRX
	Max(120ms, (3 + Lind,gaps)
  Max(MGRP, SMTC period))  Nfreq

	DRX cycle ≤ 320ms
	Max(120ms, ceil((3+ Lind,gaps)
 x 1.5)  Max(MGRP, SMTC period, DRX cycle))  Nfreq

	DRX cycle > 320ms
	(3+ Lind,gaps)  DRX cycle  Nfreq

	NOTE 1:	DRX or non DRX requirements apply according to the conditions described in section 5
NOTE 3: 	Lind,gaps is the number of SMTC occasions not available at the UE during TSSB_time_index_irat_cca, where Lind,gaps ≤ Lind,gaps,max. When configured with DRX, the UE is not required to determine the availability of SMTC occasions more frequent than once per DRX cycle. When configured with measurement gaps, the UE is not required to determine the availability of SMTC occasions more frequent than once during MGRP.
NOTE 4: 	Lind,gaps,max = 5 for Max(DRX cycle, SMTC period, MGRP) ≤ 40 ms, Lind,gaps,max = 3 for Max(DRX cycle, SMTC period, MGRP) ≤ 320 ms, and Lind,gaps,max = 2 for DRX cycle > 320 ms.



The UE shall restart the time index detection upon exceeding Lind,gaps,max. The requirements apply provided that any two closest SMTC occasions available at the UE for the measurement shall be separated by no more than the maximum time requirement for the cell to remain known. 
NR SS-RSRP related conditions in the accuracy requirements in Section 9.11.4 are fulfilled for a corresponding Band, together with the corresponding side conditions in  subclause 10.1.27.1 Table 10.1.4.1.1-1 of TS 38.133 [50],
-	NR SS-RSRQ related conditions in the accuracy requirements in Section 9.11.5 are fulfilled for a corresponding Band, together with the corresponding side conditions in subclause 10.1.30.1 of TS 38.133 [50],
-	NR SS-SINR related conditions in the accuracy requirements in Section 9.11.6 are fulfilled for a corresponding Band, together with the corresponding side conditions in subclause 10.1.32.1  of TS 38.133 [50].

<End of Change 1>


