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[bookmark: _Toc67913564][bookmark: _Toc75469380][bookmark: _Toc76507870][bookmark: _Toc83192771]4.3	Specification suffix information
Unless stated otherwise the following suffixes are used for indicating at 2nd level clause, shown in Table 4.3-1.
Table 4.3-1: Definition of suffixes
	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA)

	B
	Dual-Connectivity (DC)

	C
	Supplementary Uplink (SUL)

	D
	UL MIMO



A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional clause (suffix A, B, C and D) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffix A, B, C and D) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional clause.
A terminal which supports more than one feature in clauses 5, 6 and 7 shall meet all of the separate corresponding requirements.
For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly. For a terminal that supports SUL, the current version of the specification assumes the terminal is not configured with UL MIMO on SUL carrier.
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