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<<Start of Change>>
[bookmark: _Toc52353226][bookmark: _Toc53175049][bookmark: _Toc61378388][bookmark: _Toc61378863][bookmark: _Toc67954056][bookmark: _Toc68733723][bookmark: _Toc68785039][bookmark: _Toc76736999][bookmark: _Toc77241411][bookmark: _Toc77241916][bookmark: _Toc83743292][bookmark: _Toc83909813][bookmark: _Toc91071780]7.3B.2.3.5.2	MSD test points for intermodulation interference due to dual uplink operation for EN-DC in NR FR1 involving three bands
Table 7.3B.2.3.5.2-0: MSD test points for Pcell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_66A-(n)71AA
	66
	1750
	5
	25
	2150
	5
	IMD4

	
	n71
	678
	10
	10 (RBstart =0)
	632
	N/A
	N/A

	NOTE 1: 	For NR band, UL/DL BW and UL LCRB can be adjusted according to the supported BW and lowest SCS supported by the UE.
NOTE 2:	E-UTRA carrier shall be set to min(+20 dBm, PCMAX_L_E-UTRA,c) and NR carrier shall be set to min(+20 dBm, PCMAX_L,f,c,NR) as defined in clause 6.2B.4.1.3.



Table 7.3B.2.3.5.2-1: MSD test points for Scell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	NR or E-UTRA Band / Channel bandwidth / NRB / MSD

	EN-DC Configuration
	EUTRA / NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	IMD order

	DC_1A-3A_n1A
	n1
	1950
	5
	25
	2140
	N/A
	N/A

	
	3
	1750
	5
	25
	1845
	N/A
	N/A

	
	1
	N/A
	5
	N/A
	2150
	23
	IMD3

	DC_1A-3A_n28A
DC_1A-3C_n28A
	1
	1975
	5
	25
	2165
	N/A
	N/A

	
	3
	N/A
	5
	N/A
	1818.5
	4.0
	IMD5

	
	n28
	710.5
	5
	25
	765.5
	N/A
	N/A

	
	1
	N/A
	5
	N/A
	2139
	11.0
	IMD4

	
	3
	1780
	5
	25
	1875
	N/A
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	N/A

	DC_1A-3A_n71A
DC_1A-3A_n71B
	1
	N/A
	5
	N/A
	2150
	5
	IMD4

	
	3
	1750
	5
	25
	1845
	N/A
	N/A

	
	n71
	675
	5
	25
	629
	N/A
	N/A


…
	DC_7A_n1A-n78A
	7
	2520
	5
	25
	2640
	N/A
	N/A

	DC_7C_n1A-n78A
	n1
	1970
	5
	25
	2160
	N/A
	N/A

	DC_7A_n1A-n78(2A)
	n78
	N/A
	10
	N/A
	3390
	10.1
	IMD4

	DC_7C_n1A-n78(2A)
	7
	2530
	5
	25
	2650
	N/A
	N/A

	
	n1
	N/A
	5
	N/A
	2160
	9.0
	IMD4

	
	n78
	3610
	10
	50
	3610
	N/A
	N/A

	DC_7A_n2A-n71A
	7
	2530
	5
	25
	2530 2650
	N/A
	N/A

	
	n2
	1900
	5
	25
	1980
	N/A
	N/A

	
	n71
	N/A
	5
	N/A
	630
	28.7
	IMD2

	DC_7A_n2A-n77A 
	7
	2550
	5
	25
	2685
	N/A
	N/A

	
	n2
	1870
	5
	25
	1950
	8.6
	IMD4

	
	n77
	3525
	10
	50
	3525
	N/A
	N/A

	
	7
	2525
	5
	25
	2645
	N/A
	N/A

	
	n2
	1900
	5
	25
	1980
	N/A
	N/A

	
	n77
	3775
	10
	50
	3775
	4.2
	IMD5


…
< Non-changed part is omitted >
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