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	Reason for change:
	The operating band and ΔfOBUE offset value in TS38.114 does not align with TS38.106. The ΔfOBUE value should be 10 and 40MHz instead of 20 and 60MHz.

	
	

	Summary of change:
	Revise the ΔfOBUE value and operating band to align with TS38.106.

	
	

	Consequences if not approved:
	The ΔfOBUE value and operating band characteristics is incorrect.
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[bookmark: _Toc27540][bookmark: _Toc47081118][bookmark: _Toc354565184][bookmark: _Toc6812]--------------Start of text changes -------------
[bookmark: _Toc114215756][bookmark: _Toc3213][bookmark: _Toc155483078][bookmark: _Toc47081126][bookmark: _Toc124157855][bookmark: _Toc155482193][bookmark: _Toc145429690][bookmark: _Toc2990][bookmark: _Toc27151][bookmark: _Toc19237][bookmark: _Toc354565179][bookmark: _Toc47081113]4.4	Exclusion bands
[bookmark: _Toc20994235][bookmark: _Hlk494715706][bookmark: _Toc29812094][bookmark: _Toc37139282]The exclusion band for NR repeater is the frequency range over which no tests of radiated immunity are made in UL or DL. 
The exclusion band for DL is defined as:
	FDL,low – ΔfOBUE < f < FDL,high + ΔfOBUE
Where values of FDL,low and FDL,high are defined for each operating band in TS 38.106 [2], clause 5.2.
The exclusion band for UL is defined as:
	FUL,low – ΔfOBUE < f < FUL,high + ΔfOBUE
Where values of FUL,low and FUL,high are defined for each operating band in TS 38.106 [2], clause 5.2.
For NR repeater capable of multi-band operation, the total exclusion band is a combination of the exclusion bands for each operating band supported by NR repeater.
The ΔfOBUE values for Repeater type 1-C is defined in table 4.4-1 for both DL and UL.
Table 4.4-1: ΔfOBUE offset values for NR repeater 1-C 
	NR repeater type
	Operating band characteristics
	ΔfOBUE (MHz)

	Repeater  type 1-C
	FUL,high – FUL,low < 100200 MHz, or
FDL,high – FDL,low < 200100 MHz
	2010

	
	100200 MHz ≤ FUL,high – FUL,low ≤ 900 MHz 
200100 MHz ≤ FDL,high – FDL,low ≤ 900 MHz
	6040



NOTE:	As the radiated immunity testing is defined in the frequency range 80 MHz to 6 GHz, there is no exclusion band defined for repeater type 2-O.
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