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From RAN4 #109 meeting WF Rel-18 improvement on Scell/SCG setup delay are listed in  [1] . In this paper we provide our view on certain open issues.
Background: WID objective #7
· To study and specify how to reuse the IDLE/INACTIVE mode measurement results which are to be reported during and/or after RRC connection setup/resume in order to improve SCell/SCG setup delay [RAN4, RAN2], including:​
· Availability and validation of the IDLE/INACTIVE mode measurement results to be reported [RAN4]; and​
· Definition of corresponding RRM requirements [RAN4]; and​
· If necessary, based on RAN4 outcome, definition of corresponding signaling support [RAN2].​
Note 5: RAN4 will coordinate in due course with RAN2 to start the work.​
Note 6: R4-2220415 serves as baseline for future work in RAN4​
Note 7: With exception of the above scenarios, enhancements on IDLE/INACTIVE mode measurements and on UE behavior in IDLE/INACTIVE mode are not in scope.​
Discussion
Sub-topic 2-2 solutions based on additional measurement 
During RAN4 109 meeting, the big CR R4-2321641 including the part 2 additional/enhanced measurement which is starting from paging/msg1 until the RRC_reconfiguration was agreed.
At RAN 102 meeting, the mobility WI have an exemption for the objective 7 in RP-233969.
Corresponding exception sheet is in RP-233969 with following essential part:
	Expected Completion Date:
	RAN#103 / March 2024

	Service(s) impacted:
	NR Mobility

	Specification(s) affected:
	TS 38.331 (RAN2)

	Task(s) within work which are not complete:
	WI objective#7, focus on solution based on existing measurement, as below:
· RAN2 to define time-based measurement result validation configuration based on RAN4 agreements.
· RAN2 signaling to enable reporting of cell reselection measurement or EMR for fast CA/DC setup.
· NOTE 1: RAN4 shall not work on any new requirements for this functionality in Rel-18. Only essential corrections are allowed.
· NOTE 2: If RAN2 is not able to complete the work, the functionality will be removed from Rel-18.
· NOTE 3: Existing measurement means that no additional measurement is performed during RRC Setup/Resume procedure. 
 

	Consequences if not included in Release 18:
	Essential functionality and signalling for SCell/SCG setup delay improvement are not supported. 



Based on our understanding of the Note 3: Existing measurement means that no additional measurement is performed during RRC Setup/Resume procedure. We think it is important to remove the part within the BigCR R4-2321641 to clarify the Rel-18 enhancement as well as to implement the RAN decision.

[bookmark: _Toc158363694]Proposal 1: Remove the RAN4 specified requirements for addtional measurement in TS 38.133

Summary and Conclusion
In this contribution we have provided our views on improvement on Scell/SCG setup delay. The following proposals are made:
Proposal 1: Remove the RAN4 specified requirements for addtional measurement in TS 38.133
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