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***************************** Start of changes **************************************
A.14.3.1.1.2	Test requirements
The test sequence shall be carried out in RRC_CONNECTED for every test case.
Following will be the test sequence for this test
1)	Set up PCell according to parameters given in Table A.14.3.1.1.1-2.
[bookmark: _Hlk521604672]2)	After connection set up with the cell, the test equipment will verify that the timing of the NR cell is within   of the first detected path of DL SSB.
a.	The NTA_offset value (in Tc units) is 25600 
b.	The  value is derived from the higher-layer parameters TACommon, TACommonDrift, and TACommonDriftVariation.
c.	The  value is computed by the UE based on UE position and serving-satellite-ephemeris-related higher-layers parameters.
d.	The  values depend on the DL and UL SCS for which the test is being run and are given in Table 7.1C.2-1
e.	The is the margin for the GNSS position definition error considered in the core requirement, which needs to be substracted for the test requirement, due to the usuage of AT commands in the test. 
3)	If the NTN parameters are configured as GSO scenario, the test system shall adjust the timing of the DL path by values given in Table A.14.3.1.1.2-1. If the NTN parameters are configured as NGSO scenario, the test system shall adjust the timing of the DL path according to the serving-satellite-ephemeris-related higher-layers parameters.
Table A.14.3.1.1.2-1: Adjustment Value for DL Timing
	SCS of SSB signals (kHz)
	Adjustment Value

	
	Test1
	Test2

	15
	+64*64Tc
	+32*64Tc



4)	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in Clause 7.1C.2 Table 7.1C.2.1-1 until the UE transmit timing offset is within  respective to the first detected path (in time) of DL SSB. Skip this step for test 2 with DRX configured.
5)	The test system shall verify that the UE transmit timing offset stays within  of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment.

[bookmark: _Hlk157014575]***************************** End of changes **************************************

