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1. Introduction
This contribution is a text proposal for 38718-02-01 adding UL CA_n41C-n66A to DL CA_n41C-n66(2A)
[bookmark: _Toc443593759][bookmark: _Toc460338137][bookmark: _Toc492043890][bookmark: _Toc492044144][bookmark: _Toc494295307]2. Text Proposal
---Start of changes---
[bookmark: _Toc148459997][bookmark: _Toc2456][bookmark: _Hlk32391732]5.71		CA_n41-n66
5.71.1	Common for 1 band UL and 2 bands UL CA
5.71.1.1 Operating bands for CA
Table 5.71.1.1-1: CA band combination of band n41+n66
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	n41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	§n66
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	FDD


5.71.1.2	Channel bandwidths per operating band for CA
Table 5.71.1.2-1: Supported bandwidths per CA band combination of band n41+n66 
	CA operating/channel bandwidth [MHz]

	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n41C-n66A
	CA_n41C-n66A
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n66(2A)
	CA_n41C-n66A
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	



5.71.1.3	Co-existence studies
The co-existence study has been completed for this CA except the triple-beat analysis, that this addition brings. The analysis of the IMD is found in Table 5.71.1.3-1.
Table 5.71.1.3-1: Triple-beat IMD analysis of band n41+n66 
	CC location
	fU1L
	fU2L
	fU3L
	fU1H
	 
	Channel BW

	Frequency
	2496
	2516
	2666
	2690
	 
	10

	CC location
	fSCCL
	fSCCH
	fU2H
	fU3H
	 
	Min channel separation

	Frequency
	1710
	1780
	2670
	2520
	 
	10

	1st order triple beat
	I fUL3 -fUL1 - fSCCL | 
	I fUL2 -fUL1 + fSCCL | 
	I fUL2 -fUL1 - fSCCH | 
	I fUL3 -fUL1 + fSCCH | 
	 
	Max channel separation

	Ranges
	1540
	1730
	1760
	1950
	 
	170

	1st order triple beat
	I fUL2 +fUL1 - fSCCH | 
	I fUH1 +fUH2 - fSCCL | 
	I fUL2 +fUL1 + fSCCL | 
	I fUH1 +fUH2 + fSCCH | 
	 
	 

	Ranges
	3232
	3650
	6722
	7140
	 
	 



There is no triple-beat issue for this combination.
5.71.1.4	∆TIB and ∆RIB values
These values are already part of the specification. There’s nothing new for the proposed bandwidth combination set. 
5.71.1.5	REFSENs requirements
There is no additional sensitivity requirement.
5.71.1.6	OOB blocking exception requirements
There is no OOB exception for the CA combination.
---End of changes---
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