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<< ----- START OF CHANGES ----- >
[bookmark: _Toc21344211][bookmark: _Toc29801695][bookmark: _Toc29802119][bookmark: _Toc29802744][bookmark: _Toc36107486][bookmark: _Toc37251245][bookmark: _Toc45888034][bookmark: _Toc45888633][bookmark: _Toc61367273][bookmark: _Toc61372656][bookmark: _Toc68230596][bookmark: _Toc69084009][bookmark: _Toc75467016][bookmark: _Toc76509038][bookmark: _Toc76718028][bookmark: _Toc83580338][bookmark: _Toc84404847][bookmark: _Toc84413456][bookmark: _Toc97562274][bookmark: _Toc104122501][bookmark: _Toc104205452][bookmark: _Toc104206659][bookmark: _Toc104503619][bookmark: _Toc106127549][bookmark: _Toc123057914][bookmark: _Toc124256607][bookmark: _Toc131734920][bookmark: _Toc137372697][bookmark: _Toc138885083][bookmark: _Toc145690586][bookmark: _Toc155382134]5.4.2.2	Channel raster to resource element mapping
The mapping between the RF reference frequency on the channel raster and the corresponding resource element refers to the NR requirements specified in 3GPP TS 38.101-1 [5] clause 5.4.2.2.
[bookmark: _Toc21344212][bookmark: _Toc29801696][bookmark: _Toc29802120][bookmark: _Toc29802745][bookmark: _Toc36107487][bookmark: _Toc37251246][bookmark: _Toc45888035][bookmark: _Toc45888634][bookmark: _Toc61367274][bookmark: _Toc61372657][bookmark: _Toc68230597][bookmark: _Toc69084010][bookmark: _Toc75467017][bookmark: _Toc76509039][bookmark: _Toc76718029][bookmark: _Toc83580339][bookmark: _Toc84404848][bookmark: _Toc84413457][bookmark: _Toc97562275][bookmark: _Toc104122502][bookmark: _Toc104205453][bookmark: _Toc104206660][bookmark: _Toc104503620][bookmark: _Toc106127550][bookmark: _Toc123057915][bookmark: _Toc124256608][bookmark: _Toc131734921][bookmark: _Toc137372698][bookmark: _Toc138885084][bookmark: _Toc145690587][bookmark: _Toc155382135]5.4.2.3	Channel raster entries for each operating band
The RF channel positions on the channel raster in each NTN satellite operating band are given through the applicable NR-ARFCN in Table 5.4.2.3‑1, using the channel raster to resource element mapping in clause 5.4.2.2.
[bookmark: _Hlk499903272]For NTN satellite operating bands with 100 kHz channel raster, ΔFRaster = 20 × ΔFGlobal. In this case every 20th NR-ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑1 is given as <20>.
Table 5.4.2.3-1: Applicable NR-ARFCN per operating band
	NTN satellite operating band
	ΔFRaster
(kHz) 
	Uplink
Range of NREF
(First – <Step size> – Last)
	Downlink
Range of NREF
(First – <Step size> – Last)

	n256
	100
	396000 – <20> – 402000
	434000 – <20> – 440000

	n255
	100
	325300 – <20> – 332100
	305000 – <20> – 311800

	n254
	100
	322000 – <20> – 325300
	496700 – <20> – 500000

	NOTE :	The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used.



For NTN operating bands with 100 kHz channel raster, Enhanced channel raster is defined with ΔFRaster = 2 × ΔFGlobal. In this case every 2th NR-ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑2 is given as <2>.
Table 5.4.2.3-2: Applicable Enhanced NR-ARFCN per operating band
	NTN satellite operating band
	ΔFRaster
(kHz) 
	Uplink
Range of NREF
(First – <Step size> – Last)
	Downlink
Range of NREF
(First – <Step size> – Last)

	n256
	10
	396000 – <2> – 402000
	434000 – <2> – 440000

	n255
	10
	325300 – <2> – 332100
	305000 – <2> – 311800

	NOTE:	The channel numbers that designate carrier frequencies so close to the operating band edges that the carrier extends beyond the operating band edge shall not be used.  These channel numbers shall also be such that the minimum guard band for each channel bandwidth and SCS specified in Table 5.3.3-1 are met for carriers located at the upper or lower edge of an operating band.
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