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1. Introduction
In the last RAN4 meeting, all the remaining issues for Rel-18 ATG scenario was under discussion. 
In this contribution, the updated ideal results and impairment results are provided for requirement derivation.
2	Simulation Results
In this part, the updated simulation results are provided based on agreed simulation assumption 
Table 1:  ideal and impairment simulation results (to be updated)
	Case
	Antenna configuration
	SCS
	BW
	Mapping 
Type 
	Channel
	Number of DMRS
	Frequency offset
	MCS
	SNR@ 70% TP
(ideal)
	SNR@
70%
TP
(impairment)

	1
	1T2R
	15KHz
	5
	 Type A
	AWGN
	1+1
	200Hz
	MCS 28
	17.5
	19.50

	2
	1T2R
	15KHz
	5
	 Type A
	AWGN
	1+1
	200Hz
	MCS 22 in table 2
	
	

	3
	1T2R
	30KHz
	10
	 Type A
	AWGN
	1+1
	500Hz
	MCS28
	17.3
	19.30 

	4
	1T2R
	30KHz
	10
	 Type A
	AWGN
	1+1
	500Hz
	MCS 22 in table 2
	
	



3	Conclusion
In this contribution, the updated ideal and impairment simulation results are provided for requirement derivation 
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